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rences and  uses  of  sundry  minerals  of  value  other  than  as  ores  of 
metals. 


151886 

ri-nodi,Go(5glc 


,db,GoOglc 


TABLE  OF  CONTENTS  AND  SCHEME  OF 
CLASSIFICATION. 


I.  Elements:  pass 

I.  Cuboa I 

Diamond i 

Graphite 4 

».  Sulpbur la 

3.  AiBcnic II 

4.  Allemonlite 19 

n.  Sulphides  and  aisenides: 

I.  Realgar  and  Orpiment;  auripigment aa 

1.  Cobalt  minerals 34 

Cobaltite 14 

Smaliite at 

Skutlerudite 36 

Glaucodot 37 

Linnrite 37 

Sychnodjmlte 37 

Etythrile  or  cobalt  blocan 38 

Asbolite 38 

3.  AiBcnopyrite;  mlspickcl  or  arsenical  pyrites 30 

4.  Lfillingitei  leucopyrite 30 

5.  Pjfrites 31 

6.  Molybdenite 37 

m.  Hnlides: 

1.  Halite;  aodluio  chloride^  or  common  uh 38 

3.  Fluorite 60 

3.  Croylile 61 

IV.  Oxides: 

I.  Silica 63 

Quartz '...  63 

Flint 64 

Buhrstone 65 

Tripoli 6s 

Diatomaceoui  earth 6C 


sdbvGoO^^lc 


Vi        TABLE  OF  CONTENTS  AND  SCHEME  OF  CLASSIFICATION. 

3.  CoTundum  and  emoy. ^ 

3.  Bauxite 86 

4.  DUspore 99 

5.  GibbsHe;  hydraigillite 100 

6.  Ocher;  mineral  paint. 100 

7.  Hmenitci  menaccanhe;  or  titanic  iron loB 

8.  Rutil« 109 

9.  Clirctnite;  chrome  iioD  ore no 

JO-  Uanganese  oxides n? 

Franklinite 130 

Hausmannite i^o 

Brauoile i^o 

PoUanite • 

Fjrroluaite ......................... 

Manganile 

Fsilodclane - 

Wad  oT  bog  manganeM 

II.  Minernl  waters. . ...... ..........   iiS 

V.  Carbonaies: 

I.  Calduni  carbonate 131 

Caldtei  calc  spar;  Icdand  spar 133 

Chalk 137 

Limestones;  mortars;  and  cements 139 

Portland  cement. ..-   14^ 

Roman  cement 144 

Placing  maibles 146 

Lithographic  limestones r46 

a.  Dolomite 151 

3.  Magnesite 152 

4.  Witherite IS7 

5.  Strontianite 158 

6.  Rhodochrosite;  diallo^te 159 

7.  Natron 159 

8.  Trona;  urao 160 

Vl.  SiBcatea: 

1.  Feldspars i6t> 

a.  Micas 163 

3.  Asbestos — ........ . —  180 

4.  Garnet 193 

5.  Zircon 195 

6.  Spodumene  and  petalite '. ...  196- 

.   7.  Lazurite;  lapis  lazuli;  native  ultramarine. 19S 

8.  AUanite;  orthite aoo 

9.  Gadolinite loi 

10.  Cerite lOj 

11,  Rhodonite ao4 

13,  Steatite;  talc;  and  soapstone 304 


sdbvGoO^^lc 


T^BIE  OF  CONTENTS  AND  SCHEME  OF  CLASSIFICATION.      vii 


13.  PTTophjrllite;  BgafanBtotttc;  and  pogodite ai4 

14.  Sepiolite;  meoschauni 315 

15.  Clays ai7 

16.  Fuller's-eMth >4S 

VH.  Niobales,  UnUlates,  and  tnugaUUt: 

t.  C<rfumbite and  UDUUte 251 

».  YtbotantsUte 951 

3.  Samaisklte 351 

4.  Wolframite  and  HUbnerite 353 

5.  Schedite 357 

VJH.  Pbosphates  uid  nnadates: 

I.  Apatite;  rack  phosphatcii  goano,  etc ate 

a.  Monazite 393 

3.  Vanadinite 399 


5.  AmblygiMiite 304 

6.  Triphylite  uid  lithiiqihiUte 305 

IX.  Nitrates: 

I.  Niter,  i 


3.  Nitio-calcite 310 

X.  Borates: 

1 .  Borax  or  lineal ;  borate  of  sodk. ... ....................  313 

2.  Ulezite;  boroiuUrocalcite 313 

3.  Colemanile .- 313 

4.  Boradtc  or  itaasfuitite;  borate  of  ■"fp"*'' 313 

XI.  Uranatea: 

1.  Uraninlte;  pitchUende 320 

2.  Camotite 333 

XU.  Suli^ates: 

I.  Barjtei  lieavy  epax 334 

3.  Gypsum 396 

3.  Celestile 333 

4.  Mirabilite;  Glauber  salt. 333 

J.  Glauberite 336 

6.  Theuardite 336 

7.  Epaomite;  epscan  salts 337 

8.  Pdyhalite. 338 

9.  Kainlte 33S 


Kalinite 339 

Tschenn^te. 339 

Aluminite 342 

Alunite 343 

Alum  slate  or  shale 344 


sdbvGoO^^lc 


Viii      TABIB  OF  CONTENTS  AND  SCHEME  OF  CLASSIFICATION. 

Xni.  Hydrocarbon  compouDdi:  faob 

I.  Coal  series 346 

Peat 346 

Ligoite  or  brown  coal 348 

Bituminous  coal 349 

Anthracite  coal 349 

0.  Bitumen  series. .' 351 

Marsh  gas;  natural  gas 353 

FetToleum 359 

Asphaltum;  mineral  pitch 361 

Manjak 366 

Eiaterite;  mineral  caoutchouc 367 

WurliilUte 367 

Albertite 368 

Grahamite 369 

Carbouitc  or  natural  coke 370 

Uintftite;  gilsonite 371 

3,  Ozokerite;  mineral  wai;  native  paraffin 373 

4.  Resina. 377 

Succinite;  amber 377 

Retinite 379 

Chemawinite 379 

Gum  copal 3S0 

XTV.  Miscellaneous: 

1.  Grindstones;  whelstones;  and  hones 388 

i.  Millstones 397 

3.  Pumice 398 

4.  Rottenstone 400 

5.  Madslones 401 

6.  Molding  sand 401 

7.  Road-makuie  materials. .; 40J 


sdbvGoO^^lc 


LIST  OF  ILLUSTRATIONS. 


PLATES. 

].  Vlem  fn  Gmphite  Hlne,  near  Hague,  Warren  Co^  N.  Y.     Fmm  photo- 

gnpbs  by  C.  D.  Walcott Frontispiece 

n.  Section  of  Salt  Beds  at  Stassfurt,  Germany.    Trans.  Edinburgh  Geo- 
logical Society,  V,  1884,  p.  Ill 50 

III.  Views  of  Brine  EvaporatiDg-tanks  at  Syracuse,  N.  Y.    From  photographs 

l^  I.  P.  Bishop 58 

IV.  View  of  Tripoli  Mine  at  Seneca.  Mo. 6$ 

V.  Deposit  of  Diatomaceoua  Earth,  Great  Bend  of  Pitt  River,  Shasta  Co., 

Cal.    From  photograph   by  J.  S.  Diller 68 

VI.  Big  Vein  between  the  Pen'dotite  and  Gneiss  at  Corundum  Hill,  Macon 

Co.,  N,  C.     After  J.  H.  Piatl,  Bull.  No.  180,  U.  S.  Geol,  Survey. . .     7a 
VII.  Views  of  Petidotite  OutorDps  and  Corundum  Vein  at  Laurel  Creek,  Ga. 

After  J.  H.  Pratt,  Bull.  No.  iSo,  U.  S.  Geol.  Survey 74 

VIII.  MicrostiuctuTE  of  Emery.     After  Tschermak,  Min.  u.  Pet,  Mitlheilun- 

gen,  XIV,  Part  IV 77 

IX.  Mass   of   Botryoidal   Psilomelane    from   Crimora,  Va.     Specimen   No. 

66732,  IT.  S.  National  Museum 119 

X.  Ideal  Section  to  show  the  Origin  of  Manganese  Deposits  through  the 
Weathering  of  Limestone.     After  R.  F.  Penrose,  Arm.  Rep.  Geol. 

Surv.  of  Arkansas,  I,  1890 laj 

XL  Views  showing  Occurrence  of  Calcitc  in  Iceland.    After  Thorroddsen 133 

XII.  View  in  Cement  Quany  near  Whitehall,  Ulster  Co.,  N.  Y.     From  photo- 
graph by  N.  H.  Darton 144 

XIII.  Quarry  of  Lithographic  IJmestone,  Solenhofen,  Bavaria.     From  a  photo- 
graph      146 

XIV,  View  showing  Large  Spoduinene  Crystals  in  Granitic  Rock,  Etta  Mine, 

Black  HilLs,  S.  D.     After  E.  O.  Hovey,  Bull.  Geol.  Sot.  of  America. .   197 

XV.  Soapstone  Quarry,  Lafayette,  Penna jio 

XVI.  Kaolin  Pit,  Delaware  Co.,  Penna 118 

XVII,  Views  showing  Appearance  under  the  Microscope  of  (i)  Kaolinite  and 

{2)  Washed  Kaolin 224 

XVIII,  Views  showing  Appearance  under  the  Microscope  of  (1)  Halloysile  and 

{3>  Glacial  (Leda)  Clay 226 

XIX.  Glacial  (Leda)  Clay.  Lewiston,  Me.     From  photograph  by  L,  U.  Merrill  228 


sdbvGoO^^lc 


*  LIST  OF  ILLUSTRATIONS. 

XX.  Vian  ahowing  AppcBiance  under  the  Microscope  of  (i)  Clay,  Alb&ny 

Co,  Wyo.  and  (a)  FuUers' Earth .' 149 

XXI.  Map  showing  Phosphate  Regions  of  Florida.     After  G.  H,  Eldridge  . . .  371 
XXII.  Sections  thnx^  Tennessee  Phosphate  Beds.     After  C.  W.  Hayes 274 

XXIII.  Borax   Mine,  near  Daggett,  Gal.,  Interior  and  Exterior  Views.     From 

photographs 317 

XXIV.  Gypsum  Quarry,  Fort  Dodge,  la.     Ftom  photograph  by  Iowa  Geo- 

loglcat  Survey 329 

XXV.  Map    showing   Areas   where   Bitumen  Occurs   in  the    United  State*. 

From  Report  of  Tenth  Census 346  . 

XXVI.  Map  showing  the  Developed  Coal  Fields  of  the  United  States.     From 

Report  of  Eleventh  Census 352 

XXVII.  Plan  of  Pitch  Lake,  Island  of  Trinidad.     After  S.  F.  Peckham 36: 

XXVm.  Quarry  of   Bituminous  Sandstone,    Santa  Cruz   District,  California. 

After  G.  H.  Eldridge,  U.  S.  Gcol.  Survey 364 

XXIX.  Quarry  of   Bituminous  Sandstone,   Indian  Territory.      After  G.  H. 

Eldridge 365 

XXX.  Microaections  of   Mica  Schist   used   in   making  Hones.     Fig.  i,  Cut 

across  the  Grain;   Fig.  3,  Cut  parallel  with  Grain 3BS 

XXXI,  Novaculite  Quarry,  Arkansas.     After  Griswold,  Ann.  Rep.  Geol.  Surv. 

of  Arkansas,  III,  1890 394 

XXXII.  Microaections  of  (i)    Ailansas  Novaculite  and  (3)    Ratisbon  Razor 

Hone.  Dark  Bodies  in  (1)  are  Garnets 396 

FIGURES  IN  TEXT. 
1.  Diamond  Crystals.     After  Wirt  Tassin,  Ann.  Rep.  U.  S.  National  Museum, 

1903 ' 

i.  Sulphur  in  Limestone,  Sicily.    Ann.  Rep.  U.  S.  National  Museum,  1899 18 

3.  Halite  Crystals,  Staasfurt,  Germany.    Ibid 40 

4.  Section  of  Petite  Anse,  Louisiana.    After  Hilgard 46 

5.  Sytvite    Ciysials,  Stassfurt.  Germany.      Ann.  Rep.  U.  S.  Natic«ial  Museum, 

1899 49 

6.  Corundum.    After  Wirt  Tassin,  Ann.  Rep.  U.S.  National  Museum,  t903.    69 

7.  Ideal  Cross-section  of  a  Corundum  Contact  at  Corundum  Hill  Mine,  N.  C. 

After  J.  H.  Pratt,  U.  S.  Geol.  Survey 71 

S.  Map  of  the  Peridotite  Formation  at  Corundum  Hill,  Macon  Co.,  N.  C.     After 

J.  H.  Pratt,  U.  S.  Geol.  Survey 71 

9.  Map  of  the  Buck  Creek  Peridotite  Area,  showing  the  Relation  of  the  Amphi- 

bolitc  Dikes.     Ibid 73 

10.  Map  of  the  Peridotite  Formation  at  Laurel  Creek,  Rabim  Co.,  Ga.    Ibid 74 

11.  Map  showing  Location  of  Emeiy  Deposit  at  Chester,  Mass.     Ibid Si 

ij.  Cross-section  of   Old  Emery  Mine  at  Chester,  Mass.,  showing  the  Amount 

of  Emery  taken  out  prior  to  April,  1899.    Ibid 83 

13.  Pisolitic  Bauxite,  Bartow  Co.,  Ga.     Ann.  Rep.  U.  S.  National  Museum,  1S99.    86 

14.  Map  showing  the  Geological  ReUtbns  of  the  Georgia  and  Alabama  Bauute 

Deposits.     After  C.  W.  Hayes 94 


sdbvGoO^^lc 


ItST  OF  ILLUSTRATIONS.  » 

15-  SecdoD  sbcnring  the  Rdotion  of  Bauxite  to  Mantle  of  ReaiduAl  Clajr  In 

Georgia.    Ibid 9; 

16.  Section   acrost  the  Rutherfbnl  and  Barclay  Faint  Mine  at  Lehigh  Gap, 

Penna.    After  C.E.  Heue 104 

17.  Ground  Plan  of  Manganese  Depoaiti  at  Crimon,  Va.     Alter  C.  E.  Hall  . .  -  114 

18.  Sections  thiDUgh  Ctimoia,  Va.,  Manganese  Deposit.    After  C.  E.  Hall 134 

19.  Sections  of  Mica  Vein  in  Yancey  Co.,  N.  C.     After  W.  C.  Ken 169 

ao.  Aabestos  Fiben.    Ann.  Rep.  U.  S.  Natioaat  Museum,  1S99 tSa 

31.  Vein  of  Seipentine  Asbestos  in  Muaire  Seipentine.      Ann.  Rep.  U.  S.  Na- 
tional Museum,  1S99 188 

aa.  Outlines  of  Garnet  Cijstals j 194 

33.  Outlines  of  Zircon  Crjrstals 196 

34.  Vaoadinit^  showing  H<q>per-ihaped  CiTStals 300 

95.  M^i  of  Chilean  Nitrate  Re^oa.    After  Fuchs  and  Dc  Launay 309 

a6.  Section  through  Sulphur  Mountain  and  Ojai  Plateau,  Califomia.    After 

S.  F.  Peckham 3S7 

a-j.  Asphalt  Vein  Ten  Miles  East  of  Harana,  Cuba.    After  R.  C.  Tajlor 363 

aS.  SectiMi  across  Quany  of   Gilaonlte  Paring  and  Roo&ng  Co.,  showing  Bitu- 
minous Limestone  and  Associated  Strata.    After  G.H.  Eldiidge ..  366 


,db,GoOglc 


,db,GoOglc 


THE  NON-METALLIC   MINERALS. 

EXCLUSIVE  OF  GEMS,  BUILDING  STONES,  AND  MARBLES. 


I.  ELEMENTS. 


The  numerous  compounds  of  which  carbon  forms  the  chief 
constituent  are  widely  variable  in  their  physical  properties  and  or^n. 
As  occurring  in  nature  few  of  its  members  possess  a  definite  chemical 
composition  such  as  would  constitute  a  true  mineral  species,  and 
they  must  for  the  most  part  be  looked  upon  as  indefinite  admixtures 
in  which  carbon,  hydrogen,  and  oxygen  play  the  more  important 
rflles.  For  present  purposes  the  entire  group  may  be  best  con- 
sidered under  the  heads  of  (i)  The  Pure  Carbon  series;  (2)  The 
Coal  series,  and  (3)  The  Bitumen  series,  the  distinctions  being  based 
mainly  on  the  gradually  increasing  amounts  of  volatile  hydrocarbons, 
a  change  which  is  accompanied  by  a.  variation  in  physical  condition 
from  the  hardest  of  known  minerals  through  plastic  and  liquid  to 
gaseous  forms.  Here  will  be  considered  only  the  members  of  the 
pure  carbon  series,  the  others  being  discussed  under  the  head  of 
hydrocarbon  compounds. 

Diamond. — This  mineral  crystallizes  in  the  isometric  system, 
with  a  tendency  toward  octahedral  forms,  the  crystals  showing  curved 
and  striated  surfaces.  (Fig.  i.)  The  hardness  is  great,  10  of  Dana's 
scale;  the  specific  gravity  varies  from  3.1  in  the  carbonados  to  3.5 
in  good  clear  crystals.  The  luster  is  adamantine;  the  colors,  white 
or  colorless,  through  yellow,  red,  orange,  green,  blue,  brown  to  black. 
The  transparent  and  highly  refractive  forms  are  of  value  as  gems, 
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3  THE  NON-METALLIC  MINERALS. 

and  can  best  be  discussed  in  works  upon  this  subject.    We  have 

totio  here  rather  with  the 

rough,  confused  crjstal- 
line  aggregates  or  round- 
ed forms,  translucent  to 
opaque,  which,  though 
of  no  value  as  gems,  are 
of  the  greatest  utility  in 
the  arts.  To  such  forms 
the  name  black  diamond, 
borl,  and  carbonado  are 
applied. 

Origin     and    occur- 
rence.—  The     origin    of 
the  diamond   has    long 
been   a   matter   of   dis- 
Pto.  I.— Diamond  crystab;  characteristic  fonns.      cussion.      A    small  pro- 
tU.  S.  NaUonal  Museum.]  portion  of  the  diamonds 

of  the  world  are  found  in  alluvial  deposits  of  gravel  or  sand.  In 
the  South  African  fields  they  occur  in  a  so-called  blue  gravel,  formed, 
according  to  Lewis,  along  the  line  of  contact  between  an  eruptive 
rock  (peridotite)  and  highly  carbonaceous  shales.  They  were 
regarded  by  Lewis  as  originating  through  the  crystallization  of  the 
carbon  of  the  shales  by  the  heat  of  the  molten  rock.  De  Launay 
states,  however,  that  there  is  no  necessary  connection  between  the 
shales  and  the  diamond,  and  shows  with  apparent  conclusiveness 
that  the  latter  occur  often  in  a  broken  and  fragmental  condition, 
such  as  to  indicate  beyond  doubt  that  they  originated  at  greater 
depths  and  were  brought  upward  as  phenoctysts  in  the  molten 
magma  at  the  time  of  its  intrusion.  The  primary  origin  of  the 
diamonds  he  regards  as  through  the  crystallization,  under  great 
pressure,  of  the  carbon  contained  in  the  basic  magma  in  the  form 
of  metallic  carbides. 

The  diamond-bearing  rock,  i.e.,  the  true  parent  rock,  has  since 
been  shown  by  Bonney '  to  be  an  eclogite,  i.e.,  an  igneous  rock  com- 
posed essentially  of  a  green  amphibole,  pyroxene,  and  garnets. 
'  Geol.  Magazine,  Vol.  VI,  1899,  p.  309. 
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Whether  or  not  a  similar  origin  to  that  outlined  above  can  be 
attributed  to  the  Brazilian  diamonds  is  as  yet  unproven.  Their 
occurrence  and  association  with  detrital  materials  resulting  from  the 
breaking  down  of  older  rocks,  with  which  they  may  or  may  not  have 
been  originally  associated,  renders  the  problem  obscure  and  difficult 
of  solution. 

According  to  Kunz,'  95  per  cent  of  all  diamonds  at  present 
obtained  come  from  the  Kimberly  Mines,  Griqua  Land,  west  South 
Africa;  of  these,  some  47  per  cent  are  bort.  The  remainder  come 
from  Brazil,  India,  and  Borneo.  A  few  have  been  found  in  North 
America,  the  Ural  Mountains,  and  New  South  Wales,  but  these 
countries  are  not  recognized  as  regular  and  constant  sources  of 
supply. 

Uses. — The  material,  aside  from  its  use  as  a  gem,  owes  its  chief 
value  to  its  great  hardness,  and  is  used  as  an  abrading  and  cutting 
medium  in  cutting  diamonds  and  other  gems,  glass,  and  hard  materials 
in  general,  such  as  can  not  be  worked  by  softer  and  cheaper  sub- 
stances. 

With  the  introduction  of  machinery  into  mining  and  quarrying 
there  has  arisen  a  constant  and  growing  demand  for  black  diamonds, 
or  bort,  for  the  cutting  edges  of  diamond  drills,  and  to  a  less  extent 
for  teeth  to  diamond  saws. 

The  crystallized  diamond  is  not  suitable  for  these  purposes 
owing  to  its  cleavage  property.  The  best  bort  or  "carbonado" 
comes,  it  is  said,  from  Bahla,  Brazil,  where  it  b  found  as  small, 
black  pebbles  in  river  gravels.  The  ordinary  sizes  used  for  drills 
weigh  but  from  one-half  to  i  carat,  but  in  special  cases  pieces  weigh- 
ing from  4  to  6  carats  are  used.  It  is  stated  that  the  crowns  of  lai^ 
drills,  10  inches  in  diameter,  armed  with  the  best  gtade  of  carbonado, 
are  sometimes  valued  as  high  as  $10,000. 
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Graphite — Graphite,  plumbago,  or  black  lead,  as  it  is  variously 
called,  is  a  dark  steel-gray  to  black  lustrous  mineral  with  a  black 
streak;  hardness  of  but  1.2,  and  a  specific  gravity  of  from  2.25  to 
2.27.    The  prevailing  form  of  the  mineral  is  scaly  or  broadly  foliated, 
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■with  a  bright  luster,  but  it  b  sometimes  quite  massive  and  columnar 
or  earthy,  with  a  dull  coal-like  luster. 

Its  most  characteristic  features  are  its  softness,  greasy  feelii^, 
and  property  of  soiling  everything  with  which  it  comes  in  contact. 
Molybdenite,  the  sulphide  of  molybdenum,  is  the  only  mineral  with 
which  it  is  likely  to  become  confounded.  This  last,  however,  though 
very  similar  in  general  appearance,  gives  a  streak  with  a  sUght 
greenish  tinge,  and  when  fused  with  soda  before  the  blowpipe  yields 
a  sulphur  reaction.  Chemically,  graphite  is  nearly  pure  carbon. 
The  name  black  lead  is  therefore  erroneous  and  misleading,  but  has 
become  too  firmly  established  to  be  easily  eradicated. 

The  analyses  given  below  show  the  composition  of  some  of  the 
purest  natural  graphites. 


LowUity. 

CuboD. 

Ath. 

Volatile 
M.ll=r. 

98.817 

97.6*6 
99.815 

o.iSo 

.076 

■SM 
.109 

As  mined  the  material  is  almost  invariably  contaminated  by 
mechanically  admixed  impurities.  Thus  the  Canadian  material  as 
mined  yields  from  22.3S  to  30.51  per  cent  of  graphite;  the  best 
Bavarian,  53.80  per  cent.  The  grade  of  ore  that  can  be  economi- 
cally worked  naturally  depends  upon  the  character  of  the  impurities 
and  the  extent  and  accessibiUty  of  the  deposit.  It  is  said^  that 
deposits  at  Ticonderoga,  New  York,  have  been  worked  in  which 
there  was  but  6  per  cent  of  graphite. 

Occurrence  and  <?ng»»i.— Graphite  occurs  mainly  in  the  older 
crystalline  metamorphic  rocks,  both  siliceous  and  calcareous,  some- 
times in  the  form  of  disseminated  scales,  as  in  the  crystaUine  lime- 
stone of  Essex  County,  New  York,  or  in  embedded  masses,  streaks, 
and  lumps,  often  of  such  dimensions  that  single  blocks  of  several 
hundred  pounds  weight  are  obtainable.  It  is  aiso  found  in  the 
form  of  veins. 

The  fact  that  the  mineral  is  carbon,  one  of  the  constituents  of 

'  En^neering  and  Mining  JoutdbI,  LXV,  1S98,  p.  356. 
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animal  and  vegetable  life,  has  led  many  authorities  to  regard  it,  like 
coal,  as  of  vegetable  origin.  While  this  view  is  very  plausible  it 
can  not,  however,  be  regarded  as  in  all  cases  proven. 

That  graphite  may  be  formed  independently  of  organic  life  is 
shown  by  its  presence  in  cast  iron,  where  it  has  crystallized  out, 
on  cooling,  in  the  form  of  bright  metallic  scales. 

Carbon  is  also  found  in  meteorites  which  are  plainly  of  igneous 
origin,  and  which  have  thus  far  yielded  no  certain  traces  of  either 
plant  or  animal  organisms.  It  is,  however,  a  well-known  fact  that 
coal — itself  of  organic  origin — has  in  some  cases  been  converted  into 
graphite  through  metamorphic  agencies,  and  intermediate  stages  hke 
the  graphitic  anthracite  of  Newport,  Rhode  Island,  afford  good 
illustrations  of  such  transitions.  Certain  European  authorities'  have 
shown  that  amorphous  carbonaceous  particles  in  clay  slates  have 
been  converted  into  graphite  by  the  metamorphosing  influence  of 
intruded  igneous  rocks.  Prof.  J,  S.  Newberry  described  an  occur- 
rence of  this  nature  in  the  coal  fields  of  Sonora,  Mexico,*  as  follows: 

"  All  the  western  portion  of  this  coal  field  seems  to  be  much  broken 
by  trap  dikes  which  have  everywhere  metamorphosed  the  coal  and 
converted  it  into  anthracite.  At  the  locahty  examined  the  metamorphic 
action  has  been  extreme,  converting  most  of  the  coal  into  a  brilliant 
but  somewhat  friable  anthracite,  containing  3  or  4  per  cent  of  volatile 
matter.  At  an  outcrop  of  one  of  the  beds,  however,  the  coal  was 
found  converted  into  graphite,  which  has  a  laminated  structure, 
but  is  unctuous  to  the  touch  and  marks  paper  like  a  lead  pencil. 
The  metamorphism  is  much  more  complete  than  at  Newport  (Rhode 
Island),  funushing  the  best  example  yet  known  to  me  of  the  con- 
version of  a  bed  of  coal  into  graphite." 

In  New  York  State  and  in  Canada,  graphite  occurs  in  Laurentian 
rocks,  both  in  beds  and  in  veins,  a  portion  of  the  latter  being  appar- 
ently true  fissure  veins  and  others  shrinkage  cracks  or  segregation 
veins  which  traverse  in  countless  numbers  the  contaming  rocks.  It  is 
said  *  that  in  the  Canadian  regions  the  deposits  occur  generally  in 

'  Beck  and  Luzi,  Beiichte  dei  DeuUchen  CbemischeD  Gesellachaft,  1891,  p.  34. 

'  School  of  Mines  Quarterlj,  VIII,  1887,  p.  334. 

'  See  On  the  Graphite  of  the  Laurentian  of  Canada,  by  J.  W.  Dawson,  Proceedings 
Tifthe  Geotoglcat  Sfidety  ot  London,  XXV,  1870,  p.  iia,  and  an  article  on  Graphite 
by  Prof.  J.  F.  Kemp  in  The  MIdctbI  iDdustry,  II,  1893,  p.  335. 
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Emestone  or  in  their  immediate  vicinity,  and  that  granalar  varieties 
of  the  rock  often  contain  large  crystalline  plates  of  plumbago. 
At  other  times  the  mineral  is  so  &iely  disseminated  as  to  give  a 
bluish-gray  color  to  the  limestone,  and  the  distribution  of  the  bands 
thus  colored  seems  to  mark  the  stratification  of  the  rock.  Further, 
the  plumbago  is  hot  confined  to  the  limestones;  large  crystalline 
scales  of  it  are  occasionally  disseminated  in  pyroxene  rock  or  pyral- 
lolite,  and  sometimes  in  quartzite  and  in  feldspathic  rocks,  or  even 
in  m^netic  oxide  of  iron.  In  addition  to  these  bedded  forms, 
there  are  also  true  veins  in  which  graphite  occurs  associated  with 
caldte,  quartz,  orthoclase,  or  pyroxene,  and  either  in  disseminated 
scales,  in  detached  masses,  or  in  bands  or  layers  separated  from 
each  other  and  from  the  wall  rock  by  feldspar,  pyroxene,  and  quartz. 
Kemp  describes'  the  graphite  deposit  near  Ticonderoga,  New  York, 
as  in  the  form  of  a  true  fissure  vein,  cutting  the  lamination  of  the 
gneissic  walls  at  nearly  right  angles.  The  wall  rock  is  a  gametifcrous 
gneiss,  with  an  east  and  west  strike,  and  the  vein  runs  at  the  "big 
mine "  north  12*  west,  and  dips  $5°  west.  The  vein  filling,  he  says, 
was  evidently  orthoclase  (or  microcline)  with  quartz  and  biotite 
and  pockets  of  calcite.  Besides  graphite,  it  contained  tourmaline, 
apatite,  pyrite,  and  sphene. 

Walcott*  describes  the  graphite  at  the  mines  4  miles  west  of 
Hague,  on  Lake  George,  New  York,  as  occurring  in  Atgonkian 
rocks,  and  as  probably  of  organic  origm. 

"  At  the  mines  the  alternating  layers  of  graphite  shale  or  schist 
form  a  bed  varying  from  3  to  13  feet  in  thickness.  The  outcrop  may 
be  traced  for  a  mile  or  more.  The  gametiferous  sandstones  form  a 
strong  ledge  above  and  below  the  graphite  bed.  The  appearance 
is  that  of  a  fossil  coal  bed,  the  alteration  having  changed  the  coal 
to  graphite  and  the  sandstone  to  indurated,  gametiferous,  almost 
quartzitic  sandstones.  The  character  of  the  graphite  bed  is  well 
shown  in  the  accompanying  plate,  from  a  photograph  taken  by  ir.e 
in  1890.     It  is  here  a  little  over  9  feet  in  thickness  and  is  formed  of 


'  Pi^minaiy  Report  on  the  Geology  o(  Emck  County,  Contributions  from  the  Geo- 
logiaU  Department  of  Columbia  College,  1893,  pp.  451,  453. 

'  Bulletin  of  the  Geological  SodeLy  of  America,  X,  tSgS,  p.  337. 
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alternating  layers  of  highly  graphitic  sandy  shale  and  schist."  (See 
Plate  I.) 

According  to  J.  Walther '  the  Ceytonese  graphite  occuis  in 
coarsely  foliated  or  stalky  masses  in  veins  in  gneiss  which,  where 
mined,  is  decomposed  to  the  condition  of  laterite.  The  veins  are 
regarded  as  true  fissures,  and  vary  from  is  to  33  cm.  (about  4f  to 
8|  inches)  in  width. 

The  graphite  of  Northern  Moravia  occurs  m  gray  to  black 
crystalline  granular  Archaean  limestone  interbedded  with  amphibo- 
lites  and  muscovite  gneiss,  the  limestone  itself  being  often  serpen- 
tinous,  in  this  respect  apparently  resembling  the  graphitic  portions 
of  the  ophicalcites  of  Essex  County,  New  York.  The  material  is 
quite  impure,  showing  on  the  average  but  53  per  cent  of  carbon 
and  44  per  cent  of  ash,  the  latter  being  made  up  laigely  of  silica 
and  iron  oxide,  with  a  Uttte  sulphur,  magnesia,  and  alumina.  This 
graphite  is  regarded  as  originatii^  through  the  metamorphlsm  of 
vegetable  matter  included  in  the  original  sediments,  the  agencies 
of  metamorphism  being  both  igneous  intrusions  and  the  heat  and 
pressure  incidental  to  the  folding  of  the  beds.* 

As  to  so  much  of  the  graphite  as  occurs  in  beds  there  seems, 
then,  little  doubt  as  to  its  origin  from  plant  remains  which  may  be 
imagined  to  have  existed  in  the  form  of  seaweeds  or  to  have  been  de- 
rived from  diffused  bituminous  matter.  The  origin  of  the  vein 
material  is  not  so  evident,  though  it  seems  probable  that  it  is  due 
to  the  metamorphism  of  bituminous  matter  segregated  into  veins, 
like  those  of  albertite  in  New  Brunswick  or  of  gilsonite,  etc.,  in  Utah. 
Kemp  states  that  the  Ticonderoga  graphite  must  have  reached  the 
fissure  as  some  volatile  or  liquid  hydrocarbon,  such  as  petroleum, 
and  become  metamorphosed,  in  time,  to  its  present  state.  Walther 
believes  the  Ceylon  material  to  have  originated  by  the  reduction  of 
carburetted  vapors.     (See  also  under  origin  of  diamonds,  p.  2.) 

The  total  quantity  of  carbon  in  the  form  of  graphite  in  the  Lauren- 
tian  rocks  of  Canada  has  been  estimated  by  Dawson  as  equal  to  that 
in  any  similar  areas  of  the  Carboniferous  system  of  Pennsylvania. 

'Records  of  the  Geological  Survey  of  India,  XXIV,  tSgi,  p.  43. 
*  Jobibuch  k.  k.  Geologische  Keichsanstatt,  1S97,  XLVIl.  p.  31. 
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Sources. — The  chief  sources  of  the  graphite  of  commerce  are 
Austria  and  Ceylon.  Other  sources  of  commercial  importance  are 
Germany,  Italy,  Siberia,  the  United  States,  and  Canada.  The  chief 
deposits  of  commercial  value  in  the  United  States  are  at  Ticonderoga, 
New  York,  where  the  graphite  occurs  in  a  granular  quartz  rock, 
or,  according  to  J.  F.  Kemp,  in  "Elliptical  Chimneys  in  Gneiss 
which  are  filled  with  Caldte  and  Graphite,"  and  Hague,  in  Warren 
CouQty.  An  earthy,  impure  graphite,  said  to  be  suitable  for  foundry 
facing  is  mined  near  Newport,  Rhode  Island.  About  one  hundred 
years  ago  the  material  was  mined  in  Bucks  County,  Pennsylvania. 
Other  American  localities  are:  Bloomingdale,  New  Jersey;  Clinton- 
ville.  New  York;  Raleigh,  Wake  County,  North  Carolina;  Leh%h 
and  Berks  counties,  Pennsylvania;  Salt  Sulphur  Springs,  West 
Virginia;  St.  Johns,  Tooele  County,  Utah. 

Graphite  is  a  very  common  mineral  in  the  Laurentian  rocks  of 
Canada.  The  most  important  known  localities  are  north  of  the 
Ottawa  River,  in  the  townships  of  Buckingham,  Lochaber,  and 
Grenville.  At  Buckingham  it  is  stated  masses  of  graphite  have 
been  obtained  weighing  neariy  5,000  pounds.  At  Grenville  the 
graphite  occurs  in  a  gangue  consisting  mainly  of  pyroxene,  wollas- 
tonite,  feldspar,  and  quartz,  while  the  country  rock  is  limestone. 
Blocks  of  graphite  have  been  obtained  weighing  from  700  to  1,500 
pounds.' 

Graphite  is  also  found  in  Japan,  AustraUa,  New  Zealand,  Green- 
land, Guatemala,  Germany,  and  in  almost  all  the  Austrian  provinces, 
the  most  important  and  best  known  deposits  being  those  of  Kaiser- 
bei^  at  St.  Michel,  where  there  are  five  parallel  beds  occurring  in 
a  grayish-black  graphite  schist,  the  beds  varying  from  a  few  inches 
to  6  yards.  The  only  workable  deposit  in  Germany  is  stated  to  be 
at  Passau  in  Bavaria.  The  material  occurs  in  a  feldspathic  gneiss, 
seeming  to  take  the  place  of  the  mica.  The  beds  have  been  worked 
chiefly  by  peasants  for  centuries,  and  the  output  used  mainly  for 
crucibles.' 

Uses, — Graphite  is  used  in  the  manufacture  of  "lead"  pencils, 
lubricants,   stove   blacking,    paints,    refractory   crucibles,   and   for 

*  DeacTJptive  Catalogue  of  Economic  MLnerals  of  Canada,  1876*  p.  laa. 
)  The  Jounul  of  the  lion  and  Steel  Institute,  1S90,  p.  739. 
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foundry  facings.  In  the  manufacture  of  pencils  only  the  purest 
and  best  varieties  are  used,  and  high  grades  only  can  be  utilized  for 
lubricants.  For  the  other  purposes  mentioned  impure  materials  can 
be  made  to  answer.  In  the  manufacture  of  the  Dixon  crucibles, 
a  mixture  of  50  per  cent  graphite,  33  per  cent  of  clay,  and  17  per 
cent  of  sand  is  used. 

Preparation. — In  nature  graphite  b  usually  associated  with  harder 
and  heavier  materials,  which  it  is  necessary  to  get  rid  of  before 
the  material  is  of  value.  In  New  York  it  is  the  custom  to  crush 
the  rock  in  a  battery  of  stamps,  such  as  are  used  in  gold  milling, 
and  then  separate  the  graphite  by  washing,  its  lighter  specific  gravity 
permitting  it  to  be  floated  off  on  water,  while  the  heavy,  injurious 
constituents  are  left  behind.  Mica,  owing  to  its  scaly  form,  can  not 
be  separated  in  thb  manner,  and  hence  micaceous  ores  of  the  mineral 
are  of  li.tle  tf  any  value. 

An  improvement  in  the  manufacture  of  plumbago  or  graphite 
has  been  described  in  a  recent  patent  specification.  Graphite, 
crushed  and  passed  through  a  sieve  of  from  iso  to  150  meshes  per 
inch,  is  stirred  into  a  saturated  solution  of  alum  or  aluminum  sulphate 
at  a  temperature  of  2 1 2"  F. ;  steatite  is  then  added,  and  more  water, 
if  required.  After  mixing,  excess  of  water  Is  evaporated  until  a 
consistency  suited  to  grinding  in  a  chilled  steel  or  other  mixer  is 
obtained.  More  graphite  may  here  be  added;  then,  after  thorough 
grinding,  the  material  may  be  compressed  into  cakes  for  household 
use,  or  is  ready  for  the  manufacture  of  pencils  orcrucibles.  The  aver- 
age formula  of  the  mixture  is:  Graphite,  80  parts;  steatite,  soapstone, 
or  talc,  14  parts;  alum,  6  parts;  but  this  varies  with  the  purpose 
to  which  the  material  is  to  be  applied.  When  several  different  kinds 
of  graphite  have  to  be  employed,  the  richest  in  carbon  is  first  mixed 
into  the  alum  solution.  By  this  process  graphites  previously  re- 
garded as  incapable  of  being  compacted  are  utilized,  and  are  im- 
proved in  polishing  power.  For  pencib  the  material  may  be  hard 
without  being  brittle,  and  black  without  being  soft,  v.hile  crucibles 
made  from  the  treated  graphite  are  at  once  harder,  more  durable, 
and  l^hter.' 

'  Eng^eering  and  Mining  Journal,  LVIII,  1894,  p.  440. 
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Prices. — The  value  of  the  mineral  varies  with  its  quality.  In 
1899  the  crude  lump  was  reported  as  worth  $8  a  ton  and  the  pulver- 
ized $30. 

The  annual  output  as  given'  for  the  principal  countries  is  as  fol- 
lows: 

world's   PKODDCnON  OF  QRAPBIT&. 
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a.  Not  reported  in  the  Gorenunent  statistics,     b.  Exports. 
Mexico  also  produces  some  1,500  tons  fearly.  Some  1,500,000  pounds  of  graphite 
arc  produced  artifidaUy  by  the  International  Graphite  Compaay,  at  Niagan  Falli, 
■New  York. 
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W.    Luzi.    ZuT   EenDtniss    dea    GiaphitkohlenstoSes.     (Berichte    der    Deutschen 
Chcmischen  Gesellschaft,  XXIV,  pp.  4085-4095.     1891.) 

Neues  Jahrbudi  fUr  Miaeralogie,  Geologie  und  Paleoatologie.     1893.     II,  Put 
3,  p.  241.     (Abstract.) 
£.   Weinschehk.     Zut   Kenntniss  d«  Graphitlagastitteii.     Chemisch-geologische 
Studien  von  Dr.  Emst  Wciaschenk. 

I.  Die    Graphltlagerat&tten    des    bayeiischeD    Greiugebiiges.     Halnlitations- 
achrift  zur  EilangiiDg  der  venia  legend!  an  der  E.  tedmischen  Bochschute. 
MUnchen,  1897. 
Frami  EKfrscHUEK.     The  Graphite  Deposits  of  Northern  Moravia. 

Transactions  of  the  North  of  England  Institute  of  Mining  and  Mechanical 
Engineering,  XLVII,  1898,  p.  S7. 

2.   SITLPEDK. 

Color  of  the  mineral  when  pure,  yellow,  sometimes  brownish, 
reddish,  or  gray  through  impurities.  Hardness,  1.5  to  3.5.  Specific 
gravity,  3.05.  Insoluble  in  water  or  acids.  Luster  resinous.  Occurs 
native  in  beautiful  crystals  or  in  massive  stalactitic  and  spheroidal 
forms.  Once  seen  the  mineral  is  as  a  rule  readUy  recognized,  and 
all  possible  doubts  are  set  at  rest  by  its  ready  inflammability,  its 
burning  with  a  faint  bluish  flame  and  giving  the  irritating  odors  of 
sulphurous  anhydride.  In  nature  often  impure  through  the  presence 
of  clay  and  bituminous  matters;  sometimes  contains  traces  of  sUe- 
nium  or  tellurium. 

Origin  and  male  0}  occttrrCBce.— Sulphur  deposits  of  such  extent 
as  to  be  of  economic  importance  occur  as  a  product  of  volcanic 
activity,  or  result  from  the  alteration  of  beds  of  gypsum.  On  a 
smaller  scale,  and  of  interest  from  a  purely  mineralogical  standpoint, 
are  the  occurrences  of  sulphur  through  the  altemtion  of  pyrite  and 
other  metallic  sulphides. 

As  a  product  of  volcanic  action  sulphur  is  formed  through  the 
oxidation  of  hydrogen  sulphide  (HjS),  which,  together  with  steam 
and  other  vapors,  is  a  common  exhalation  from  volcanic  vents  and 
solfataras.  Such  deposits  on  a  small  scale  may  be  seen  incrusting 
fumaroles  in  the  Roaring  Mountain  or  associated  with  the  sinter 
deposits  of  the  Mammoth  Hot  Springs  in  the  Yellowstone  Park.  It 
may  also  be  produced  through  the  mutual  reaction  of  hydrogen 
sulphide  (HjS)  on  sulphuric  anhydride  (SO,),  the  product  beii^ 
sulphur  (S)  and  water  (HjO)  as  before.    To  these  types  belong  the 
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sulphur  deposits  of  Utah,  California,  Nevada,  and  Alaska  in  the 
United  States,  as  well  as  those  of  Mexico,  Japan,  Iceland,  and  other 
volcanic  regions.  Sulphur  is  derived  from  the  sulphate  of  lime  (gyp- 
sum or  anhydrite)  through  the  reducing  action  of  organic  matter. 
The  sulphate,  through  the  loss  of  its  o^gen,  becomes  converted  into  a 
sulphide,  which,  through  the  carbonic  acid  in  the  air  and  water, 
becomes  finally  reduced  to  hydrogen  sulphide  with  the  formation  of 
calcium  carbonate. 

According  to  Fuchs  and  De  Launay'  there  is  formed  at  the  same 
time  with  the  hydrogen  sulphide,  a  polysulphide,  which  in  its  turn 
yields  a  precipitate  of  sulphur  and  carbonate  of  lime.  The  maxi- 
mum amount  of  sulphur  which  would  thus  result  from  the  decompo- 
sition of  a  given  amount  of  gypsum  is  stated  to  be  24  per  cent.  This 
method  of  origin  b  illustrated  in  the  celebrated  deposit  of  Sicily, 
where  we  have  the  sulphur  partially  disseminated  through  and 
partly  interbedded  with  a  blue-gray  limestone.  Beneath  the  sulphur 
beds  as  they  now  exist  are  found  the  older  gypseous  beds,  which 
through  decomposition  have  yielded  the  materials  for  the  lime  and 
sulphur  beds  now  overlying, 

With  these  Sicilian  sulphurs  occur  a  number  of  beautiful  secondary 
minerals,  as  celestite,  calcite,  aragonite,  and  selenite. 

Sulphur  derived  directly  from  metaUic  sulphides  is  of  little 
economic  interest.  Kemp  states*  that  masses  of  pyrite  in  the  cal- 
ciferous  strata  on  Lake  Champlain  may  yield  crusts  of  sulphur  an 
inch  or  so  thick,  and  it  is  not  uncommon  to  find  small  crystals  of 
the  mineral  resulting  from  the  alteration  of  galena,  as  described  by 
George  H.  Williams'  at  the  Mountain  View  (Maryland)  lead  mine. 

The  minute  quantities  of  sulphur  found  in  marine  muds  are 
regarded  by  J.  Y.  Buchanan*  as  due  to  the  oxidation  of  metallic 
sulphides,  which  are  themselves  produced  by  the  action  of  animal 
digestive  secretions  on  preexisting  sulphates,  mainly  of  iron  and 
manganese. 

Localities.  —  The  principal  localities  of  sulphur  known  in  the 
United  States  are,  in  alphabetical  order:  Alaska,  California,  Idaho, 

*  Tiaiie  des  Gites  Miutntux  et  M^talliftrea,  I,  p.  159. 

*  The  Mineral  Industr?,  II,  iSgj,  p.  585. 

'  Joliiu  Hopkiiu  University  Circulaia,  X,  1891,  p.  74. 

;■  of  the  Royal  Society  of  Edinburgh,  XVIII,  1S90-91,  p.  17. 
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Louisiana,  Nevada,  Texas,  Utah,  and  Wyoming.  With  the  possible 
-exception  of  those  of  Idaho  and  Texas,  and  that  of  Louisiana.,  these 
may  all  be  traced  to  a  solfataric  origin.  The  Alaskan  deposits, '  accord- 
ing to  Dall,  are  best  developed  on  the  islands  of  Kadiak  and  Akutan. 
California  deposits  have  in  times  past  been  worked  at  Clear  Lake, 
in  Modoc  County,  in  Colusa  County,  in  Tehama  County,  and  in 
Napa  County.  The  Louisiana  deposits  lie  in  strata  of  Quaternary 
Age,  and  are  derived  from  gypsum.  The  followii^  facts  relative 
to  this  deposit  are  from  Professor  Kemp's  paper,  already  alluded  to: 
"  Probably  the  richest  and  geographically  the  most  accessible  of 
the  American  localities  is  in  southwestern  Louisiana,  230  miles 
west  of  New  Orleans  and  12  miles  from  Lake  Charles.  The  first 
hok  which  revealed  this  sulphur  was  sunk  in  search  of  petroleum,  of 
which  the  presence  of  oil  and  tany  matter  on  the  surface  were 
regarded,  quite  justly,  as  an  indication.  While  more  or  less  of  these 
bituminous  substances  were  revealed  by  the  drill,  the  great  bed  of 
sulphur  is  the  main  object  of  interest.  A  number  of  holes  have 
since  been  put  down  with  the  results  recorded  below,  and  they  leave 
no  doubt  that  there  is  a  very  large  body  which  awaits  exploitation. 
The  first  explorations  were  made  by  the  Louisiana  Petroleum  and 
Coal  Oil  Company.  It  was  succeeded  by  the  Calcasieu  Sulphur 
aild  Mining  Company.  The  Louisiana  Sulphur  Mining  Company 
followed,  and  now  the  owners  are  the  American  Sulphur  Company. 
The  records  of  four  holes  are  appended.  Nos.  1  and  2  were  the 
first  sunk,  and  were  about  150  feet  apart  Nos,  a,  3,  and  4  were  put 
down  in  18S6.     No.  3  is  northwest  of  No,  i." 

XKCOKDS  OF  SEVZBAL   OP   TBE  HORX-HOLKS  THAT  HAVE  PEHETKATED  THE 
ETLPHtlR   BED. 
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Analyses  from  the  targe  bed  in  holes  No.  a  and  No.  3  gave  the 
following: 


4*8  feet... 
441  feet. . 
459  feet. . , 
466  feet. . . 
486  feet. . . 
-feet.., 


503  feet. . 
533  feet.. 
549  feet. . 


feet.. 

feet.. 

540  feet. . 


The  difficulties  in  development  he  in  the  quicksands  and  gravel, 
which  are  wet  and  soft,  and  in  the  soft  rock  (hole  i),  which  yields 
sulphurous  waters  under  a  head,  at  the  surface,  of  about  15  feet. 

The  Nevada  deposits  occupy  the  craters  of  extinct  hot  springs 
near  Humboldt  House.  These  craters  are  described  by  Russell' 
as  situated  on  the  open  desert,  above  the  surface  of  which  they 
rise  to  a  height  of  from  20  to  50  feet. 

"  Nearly  all  of  the  cones  are  weathered  and  broken  down,  and 
are  all  extinct,  the  water  now  rising  to  the  surface  for  miles  around. 
The  outer  surface  of  the  cones  is  composed  of  calcareous  tufa  and 
siliceous  sinter,  forming  irregular  imbricated  sheets  that  slope  away 
at  a  low  angle  from  the  orifice  at  the  top.  The  interiors  of  these 
structures  are  filled  with  crystalline  gypsum,  which  in  at  least  two 
instances  is  unpregnated  vrith  sulphur.  One  of  the  cones  has  been 
opened  by  a.  cut  ht>m  the  side  in  such  a  manner  as  to  expose  a  good 
section  of  the  material  filling  the  interior,  and  a  few  tons  of  the 
sulphur  and  gypsum  removed.  The  percentage  of  sulphur  is  small, 
and  the  economic  importance  of  the  deposit,  as  shown  by  the  exca- 
vation already  made,  will  not  warrant  the  further  expenditure  of 
capital.  The  cone  that  has  been  opened  is  surrounded  on  all  sides 
by  a  large  deposit  of  calcareous  and  siliceous  material,  thus  forming 
a  low  dome  or  crater,  with  a  base  many  times  as  great  in  diameter 
as  the  height  of  the  deposit.  These  cones  correspond  in  all  their 
essential  features  with  the  structures  that  surround  hot  springs  that 

'  Tnuiwctioiit  of  the  New  York  Academj  of  Sdoioea,  I,  iSSi-iSSi,  p.  iji. 
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are  still  active  in  various  parts  of  the  Great  Basin,  thus  leaving  no 
question  as  to  their  origin.  They  are  situated  within  the  basin  of 
lake  LahoDtan,  and  must  have  been  formed  and  become  extinct 
ance  the  old  lake  evaporated  away." 

Sulphur  is  reported  as  occurring  in  the  chemically  formed  deposits, 
that  surrounded  Steamboat  Springs,  situated  midway  between  Car- 
son and  Reno,  Nevada.  The  conditions  at  these  springs  must  be 
very  similar  to  those  that  existed  near  Humboldt  House  at  the  time 
the  cones  containing  the  sulphur  were  fonned.  Sulphur  is  also 
said  to  occur  in  the  Sweetwater  Mountains,  situated  on  the  boundary 
between  California  and  Nevada,  in  latitude  38*  y/.  The  extent 
and  geolc^cal  relations  of  these  deposits  are  unknown. 

Another  illustration  of  sulphur  deposits  of  the  volcanic  type  is 
that  furnished  by  the  Rabbit-Hole  Sulphur  Mines.  These  are 
located  in  northwestern  Nevada,  on  the  eastern  border  of  the  Black 
Rock  Desert,  and  derive  their  name  from  the  Rabbit-Hole  Springs, 
a  few  miles  to  the  southward.  The  hills  bordering  the  Black  Rock 
Desert  on  the  east  are  mainly  of  rhyolite,  with  a  narrow  band  of 
volcanic  tu&  along  the  immediate  et^  of  the  desert.  These  beds 
of  tufa  are  stratified  and  evidently  water-lain,  and  are  identical  with 
tufa  deposits  that  occur  over  an  immense  area  in  Oregon  and  Nevada. 
At  the  sulphur  mines  the  tufas  contain  angular  fragments  of  volcanic 
rock,  and  have  been  cemented  by  opal  and  other  siUceous  infiltra- 
tions since  their  deposition,  so  that  they  now  form  brittle  siliceous- 
rocks,  with  pebbles  and  fragments  of  older  rocks  scattered  through 
the  mass.  In  many  places  these  porous  tufas  and  breccias  are 
rich^  charged  with  sulphur,  which  fills  all  the  interstices  of  the  rock 
and  sometimes  lines  large  cavities  with  layers  of  crystals  5  or  6  fget 
in  thickness.  In  the  Rabbit-Hole  District  sulphur  has  been  found 
in  paying  quantities  for  a  distance  of  several  miles  along  the  border 
of  the  desert,  but  the  distribution  is  irregular  and  uncertain,  and 
is  alwa3rs  superficial,  so  far  as  can  be  judged  by  the  present  open- 
ings. The  sulphur  has  undoubtedly  been  derived  from  a  deeply 
seated  source,  from  which  it  has  been  expelled  by  heat,  and  escaping- 
upward  along  the  lines  of  faulting,  has  been  deposited  in  the  cooler 
and  higher  rocks  in  which  it  is  now  found,  though  whether  the 
deposition  took  place  by  direct  subhmation  or  through  the  decompo- 
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sition  of  hydrc^en  disulphide  can  not  now  be  told  with  certainty. 
Judging  from  the  siliceous  material  that  cements  the  tufas,  it  is  evident 
that  the  porous  rocks  in  which  the  sulphur  is  now  found  were  pene- 
trated by  heated  waters  bearing  silica  in  solution  previous  to  the 
deposition  of  the  sulphur.  The  mines  occur  in  a  narrow  north- 
and-south  belt  along  a  line  of  ancient  faulting  which  is  one  of  the 
great  structural  features  of  the  region.  The  association  of  faults 
with  sulphur- bearing  strata  of  tufa  is  here  essentially  the  same  as 
at  the  Cove  Creek  Mines,  yet  to  be  noted.  At  the  Rabbit-Hole 
Mines,  however,  no  very  recent  movement  of  the  ancient  fault  could 
be  determined.  The  absence  of  a  recent  fault-scarp,  together  with 
the  fact  that  the  mines  are  now  cold  and  do  not  give  off  exhalations 
of  gas  or  vapor,  shows  that  the  solfataric  action  at  this  locality  has 
long  been  extinct,  though  at  the  Cove  Creek  Mines,  mentioned  below, 
the  deposition  is  still  in  progress. 

According  to  A.  F.  Du  Faur'  this  Cove  Creek  (Utah)  deposit  is  in 
Beaver  County,  near  Millard  County  line.  It  was  first  discovered 
in  1869,  but  owing  to  lack  of  railroad  communications  remained 
undeveloped  until  1883.  The  region  is  one  of  comparatively  recent 
volcanic  activity.  The  sulphur  occurs  impregnating  limestone  and 
slate  to  such  a  degree  that  very  pure  pieces  as  large  as  one  foot  in 
diameter  are  obtainable.  It  also  occurs  impregnating  a  decomposed 
andesite.  The  Cove  Creek  Mines  are  situated  about  2  miles  south- 
east of  Cove  Creek  fort  and  to  the  east  of  the  Beaver  road  in  a  small 
basin  near  the  foot  of  the  Sulphur  Mountains,  surrounded  by  low 
hills,  with  a  narrow  ravine  opening  in  the  west-northwest  direction 
into  the  plain.  The  basin  is  about  6,000  feet  above  the  level  of  the 
sea,  while  the  Sulphur  Mountains  to  the  east  rise  about  2,000  feet 
higher.  The  hills  surrounding  the  basin  consist  mainly  of  andesite, 
partly  also  of  a  veiy  light  white  trachyte. 

As  far  as  explored,  the  sulphur  bed  extends  at  least  1,800  feet 
by  1,000  feet,  and  the  quantity  of  sulphur  contained  therein  was 
estimated  by  Professor  vom  Rath,  at  a  time  when  the  bed  was  not 
as  fully  exposed  as  it  now  is,  to  be  at  least  1,300,000  tons. 

A  curved  cut  has  been  made  through  the  sulphur  bed  near  the 
western  end,  exposing  a  vertical  wall  34  feet  high  of  rich  yellow 

'  Transactions  of  the  American  Institute  of  Mining  Engineers,  XVI,  18S8,  p.  33. 
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sulphur.    The  sulphur  extends  up  to  the  surface  over  part  of  the 
basin,  but  is  mostly  covered  with  sand  or  rather  decomposed  ande- 
site.    The  surface  of  the  deposit  is  wavy,  giving  the  impression  of 
an  agitated  mass  gradually  cooled.     The  sulphur  is  partly  mixed 
with  sand  or  gypsum.     Most  of  it  is  yellow  color,  while  some  of  it 
is  dark  gray,  and  is  called  "  black  sulphur."     The  deposits  of  pure 
sulphur  partly  resemble  the  so-called  "virgin  rock,"  which  is  formed 
as  a  product  of  distillation  in  the  sulphur-flower  chambers,  par- 
ticularly when  distillation  goes  on  too  rapidly.     Some  also  resemble 
the  delicate  crystals  formed  on  the  walls  of  such  chambers;   others 
are  like  the  crystab  formed  in  slowly  cooled  masses  of  sulphur. 
Gases  escape  in  many  places  in  the  cut  and  in  the  prospect  holes, 
together  with  water  hold- 
ing salts  in  solution.    At 
some  points  also  a  con- 
^derably  elevated  temper- 
ature is  observed. 

Of  the  foreign  locali- 
ties of  sulphur,  the  most 
noted  at  present  are  those 
of  Sicily  and  Japan.  The 
first-named  deposits  arc 
described  as  occurring  in 
Miocene  strata  involving, 

FlO.  2.-BIock  of  limMtone  fUght)  with  titer-        *"""     ^elo""     "P-     S^^dy 
nating  bands  of  sulphur  (dark).    Sidly,  marls   with   beds   of   salt, 

[U.  S.  National  Museum.]  ,.  ,  ,    ,.      . 

hmy    marls    and   lignite, 

gypsum  and  limestone  impregnated  with  sulphur,  black  shales,  and 
micaceous  sands.  Overlying  all  these  is  a  white,  marly  Pleiocene 
limestone,  while  below  the  Miocene  is  the  Eocene  nummulitic 
limestone.  The  sulphur  is  found  in  veinlets  and  sometimes  in 
larger  masses,  which  ramify  through  the  cellular  limestone,  as  shown 
in  Fig.  2. 

The  yield  in  sulphur  varies  from  8  to  25  per  cent,  rarely  running 
as  high  as  40  per  cent.  Below  8  per  cent  the  rock  can  not  be  worked 
economically.  More  or  less  petroleum  and  bitumen  are  found  in 
the  mines.     Barite  and  cclestite  sometimes  accompany  the  sulphur. 
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The  miiung  tegions  are  in  the  southern  central  portion  of  the 
island;  Gu^nti  and  Larcara  are  the  chief  centers.  The  mines  are 
distributed  over  an  area  of  160  to  170  kilometers  (about  100  miles) 
from  east  to  west,  and  85  to  90  kilometers  (55  miles)  from  north 
to  south.  They  occur  in  groups  around  centers,  partly  because 
the  sulphur-bearing  stratum  is  not  continuous,  and  partly  because 
the  sulphur  indications  are  copcealed  by  later  deposits.  The  region, 
moreover,  is  much  faulted. 

According  to  Professor  Kemp,  the  common  methods  of  minii^ 
are  of  the  crudest  description.  In  most  cases  the  deposits  are 
reached  by  steep  slopes  or  circular  stairways  ("scala"),  with  wide 
steps,  up  which  boys  laboriously  bring  the  crude  rock  in  baskets  or 
sacks.  No  mine  maps  are  made,  and  no  precautions  taken  to  work 
beds  on  a  systematic  scale  Timbering  or  any  supports  for  the 
roof  are  not  generally  thought  of.  A  feeling  of  distrust  prevails 
between  the  owners  of  the  land  and  the  operators,  and  between  the 
latter  and  the  miners. 

These  objectionable  features  arise  partly  from  the  irregular 
nature  and  uncertainty  of  the  deposits,  partly  from  excessive  sub- 
division of  ownership  and  ill-adapted  property  laws,  and  partly 
from  the  k>cal  prejudices  against  iimovations.  Even  in  one  case 
-where  an  American  and  an  Englishman  in  partnership  secured  the 
right  to  work  a  mine,  and  set  about  installing  suitable  hoisting 
■  machinery,  they  were  hampered  by  a  lawsuit  with  the  owner  because 
of  this  innovation,  and  had  a  long  legal  contention  to  establish  theu: 
undoubted  rights.  It  is  a  striking  fact  that  in  the  new  developments 
in  Japan,  on  a  remote  island  and  against  great  natural  difficulties, 
the  most  modem  methods  and  management  prevail,  while  in  Sicily, 
in  the  center  of  the  oldest  civilization,  these  are  to  a  great  extent 
of  the  crudest. 

The  Japanese  sulphur  deposits  are  all  of  volcanic  origin,  and  the 
Abosanobori  Mine,  in  Kushiro  village,  Kawakami-gori,  Kusbiro 
Province,  Hokkaido,  may  be  taken  as  fairly  typical.  The  mine  is 
on  a  conicaj-shaped  mountain  of  augite  andesite  which,  on  its  norths 
em  side,  is  open  and  looks  down  upon  a  plain  covered  with  lava,  and 
is  shut  in  by  the  walls  of  the  old  crater  on  the  other  sides.  Sulphur 
is  found  in  different  parts  of  these  walls  in  massive  heaps,  and  sulphur 
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fumes  still  issue  nearly  everywhere  about  the  mines.  '  The  ore  as 
taken  from  the  mines  carries  from'  35  per  cent  to  90  per  cent  of 
sulphur,  which  is  extracted  by  steam  refining  works  at  Hyocha,  some 
35  miles  north  of  the  mine.' 

Other  Japanese  localities  are:  The  Aroya  Mines,  at  Onikobe 
village,  Rikuzen  Province,  and  the  active  volcano  of  Icvo-San,  in 
Yezo. 

In  addition  to  these  localities  may  be  mentioned  the  following, 
in  alphabetical  order:  Austria,  Celebes,  Egypt,  France,  Greece, 
Hawaii,  Iceland,  Italy,  Mexico,  New  South  Wales,  New  Zealand, 
Peru,  Russia,  Spain,  and  the  West  Indies. 

Extraclion  and  preparation.— S\AphuT  rarely  occurs  in  nature  in 
any  quantity  sufficiently  pure  for  commercial  purposes.  In  freeing 
it  from  its  impurities  three  methods  are  employed:  (i)  Melting, 
(2)  distillation,  and  (3)  solution.  In  the  first  the  ore  is  simply,  dry 
roasted  at  a  low  temperature  or  treated  with  superheated  steam 
until  the  sulphur  melts  and  runs  off.  The  first  process  is  extremely 
wasteful;  the  second  much  more  economical  in  the  edd,  but  demand- 
ing a  more  expensive  plant.  A  process  of  fusion  in  a  calcium  chloride- 
solution  has  come  into  use  of  late  years,  and  bids  fair  to  yield  better 
results  than  either  of  the  above.  In  the  distillation  process  the  ore  is 
heated  in  iron  retorts  until  the  sulphur  distills  off  and  is  condensed 
in  chambere  prepared  for  it.  The  product  is  mostly  in  the  fonn  of 
"flower  of  sulphur."  The  method  is  expensive,  but  the  resultant 
sulphur  very  pure.  In  the  third  process  mentioned  the  ore  is  treated 
with  carbon  disulphide,  which  dissolves  out  the  sulphur  and  from 
which  it  is  recovered  by  evaporation.  This  method,  while  giving- 
good  results,  is  also  expensive  and  somewhat  dangerous,  owing  to  the 
explosive  nature  of  the  gases  formed.* 

Uses. — Sulphur  is  used  mainly  for  the  making  of  sulphuric  acid, 
though  small  amounts  are  utilized  in  the  manufacture  of  matches, 
for  medicmal  purposes,  and  in  the  making  of  gunpowder,  fireworks, 
insecticides,  for  vulcanizing  india  rubber,  etc.  In  the  manu&cture  of 
sulphuric  acid  the  sulphur  is  burned  to  sulphurous  anhydride  (SO,) 
on  a  grate  and  then  conducted  with  a  slight  excess  of  air  into  large 

'  The  Mining  Industry  of  Japan,  by  Wada  Taunashiro,  1893. 
>  Tbe  Mineral  Industry,  II,  1893,  p.  600. 
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lead  lined  chambers  and  mixed  with  steam  and  nitrous  fumes,  where 
the  SOi  is  oxidized  to  the  condition  of  SO,  (sulphuiic  anhydride) 
and  takes  up  water  from  the  steam  forming  H^O,  (sulphuric  acid). 
Ordinary  roll  Sulphur  is  quoted  in  the  current  price-lists  at  from 
ij  to  aj  cents  per  pound.     (See  also  under  iron  pyrites,  p.  31.) 
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3.   AXSENIC. 

This  substance  occurs  native  in  the  fonn  of  a  brittle,  tin-white 
metal,  with  a  specific  gra^ty  of  5.6  to  5.7  and  a  hardness  equal  to 
3.5  of  the  scale.  On  exposure  it  becomes  dull  black  on  the  imme- 
diate surface.  It  is  found,  as  a  rule,  in  veins  in  the  older  crystalline 
rocks  associated  with  antimony  and  ores  of  gold  and  silver.  Some 
of  the  more  celebrated  localities  for  the  mineral,  as  given  1^  Dana» 
are  the  silver  mines  of  I'reiberg,  Annaberg,  Marienberg,  and  Schnee- 
beig  in  Saxony;  Joaclnmsthal  in  Bohemia;  Andreasberg  in  the 
Harz;  Kapnik  and  Orawitza  in  Hungary;  Kongsberg  in  Norway;, 
Zmeiv  in  Siberia;  St.  Maria  aux  Mines,  Alsace;  Mount  Coma 
dei  Darden,  Italy;  Chafiarcillo,  Chile;  San  Augustin,  Hidalgo, 
Mexico,  and  New  Zealand.  In  the  United  States  it  has  been  found 
at  Haverhill,  New  Hampshire ;  Greenwood,  Maine;  near  Leadville, 
Colorado;  and  on  Watson  Creek,  Frozen  River  in  British  Columbia. 

The  arsenic  of  commerce  is,  however,  rarely  obtained  from  the 
native  mineral,  but  is  prepared  by  the  ignition  of  arsenical  pyrites 
(FeAsj)  or  arsenical  iron  pyrites  (FeS„FeAs,).  The  white  arsenic 
of  commerce  (arseniouS  add,  As,0,),  though  occurring  sometimes 
native  as  aisenolite  in  the  form  of  botiyoidal  and  stalactitic  crusts- 
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of  a  white  or  yellowish  color,  is,  as  a  rule,  obtained  as  a  by-product 
in  the  metallurgical  operations  of  extracting  certain  metals,  particu- 
larly cobalt  and  nickel,  from  their  ores.  Such  ores  as  Niccolite, 
a  nickel  arsenide  (NiAs),  Gersdorffite  NiAsS),  Rammelsbergite 
(NiAs,),  Smaltite  (CoAs,),  Skutterudite  (CoAs,),  Proustite  (Ag,AsS^, 
and  other  arsenides  and  sulpharsenides  on  roasting  give  up  their 
arsenic  in  the  form  of  fumes,  which  are  condensed  in  chambers 
prepared  for  this  purpose. 

Uses. — ^Arsenic  is  utilized  in  the  fonn  of  arsenious  acid  CAs,0,) 
in  dyeing,  calico  printing,  in  the  manufacture  of  various  pigments, 
in  arsenical  soaps,  in  the  preparation  of  other  salts  of  arsenic,  and 
as  a  preservative  in  museums,  paiticulariy  for  the  skins  of  animals 
and  birds. 

4.  ALLEHONTITE. 

AUemontite,  or  arsenical  antimony  of  the  formula  SbAs^  •- 
arsenic,  65.2;  antimony,  34.8,  occurs  somewhat  sparsely  at  Alle- 
mont  in  France,  Pribram,  Bohemia,  and  other  European  localities 
associated  with  sphalerite,  antimony,  etc.  So  far  as  the  writer  has 
information  the  mineral  has  not  as  yet  been  found  in  sufficient 
quantity  to  be  of  economic  value. 

n.  SULPHIDES  AND  ARSENIDES. 

I.  H£ALGAS  AND  OKPQCENT. 

Realgar  is  a  monosulphide  of  arsenic,  AsS,~arsenic,  70.1  per 
■cent,  sulphur,  29.9  per  cent.  Hardness,  1.5  to  a;  brittle;  specific 
gravity,  3.55;  color,  aurora-red  to  orange-yellow;  luster,  resinous; 
streak  the  color  of  the  mineral.  Orpiment,  or  auripigment  as  it 
is  also  called,  is  a  trisulphide  of  arsenic  of  the  formula  As,S„  = 
arsenic,  61  per  cent,  sulphur,  39  per  cent.  Hardness  and  specific 
gravity  essentially  the  same  as  realgar,  with  which  it  is  commonly 


Occurrences. — Realgar  and  orpiment  are  very  beautiful,  though 
not  abundant  minerals  which  occur  associated  with  ores  of  silver 
and  lead  in  various  European  mining  regions  and  also  those  of  Japan, 
Hungary,  Bohemia,  Transylvania,  and  Saxony.    They  have  been 
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reported  in  the  United  States  in  beds  pf  sandy  clay  beneath  lava  in 
Iron  County,  Utah,  and  form  the  so-called  "Arsenical  gold  ore"  of 
the  Golden  Gate  Mine,  Mercur,  Tooele  County,  this  same  State, 
also  in  San  Bernardino  County,  California;  Douglas  County,  Oregon, 
and  in  minute  quantities  in  the  geyser  waters  of  the  Yellowstone 
National  Park. 

The  realgar  and  oipiment  of  the  Coyote  minmg  district.  Iron 
County,  Utah,  occur  in  a  compact,  sandy  clay,  occupying  a  horizontal 
seam  or  layer  about  2  inches  thick,  not  distinctly  separated  from  the 
clay,  but  lying  in  its  midst  in  lenticular  and  nodular  masses.  The 
bulk  of  the  layer  consists  of  realgar  in  divergent,  bladed  crystals, 
closely  and  confusedly  aggregated,  sometimes  forming  groups  of 
brilhant  crystalline  facets  in  small  cavities  toward  the  center  of  the 
mass.  The  orpiment  is  closely  associated  with  the  realgar  in  the 
form  of  small  and  deUcately  fibrous  crystalline  rosettes,  and  small 
spherical  a^regations  made  up  of  fine  radial  crystals,  and  also  in 
bright  yellow,  amorphous  crusts  in  and  around  the  mass  of  the 
realgar.  Fine  parallel  seams  of  gypsum  occur  both  above  and  below 
the  layer,  and  the  strata  of  arenaceous  clays  above  for  30  feet  or  more 
are  charged  vrith  soluble  salts  which  exude  and  effloresce  upon  the 
surface  of  the  bank,  forming  hard  crusts.  The  whole  appearance 
and  association  of  the  minerals  indicates  that  they  have  been  formed 
by  aqueous  infiltration  since  the  deposition  of  the  beds.* 

Orpiment  is  said '  to  occur  at  Tajowa,  near  Neusohl,  Hungary, 
as  nodular  masses  and  isolated  crystab  in  clay  or  calcareous  marl. 

Uses. — Realgar  is  used  mainly  in  pyrotechny,  yielding  a  very 
brilliant  white  light  when  mixed  with  saltpeter  and  ignited.  It  is 
now  artificially  prepared  by  fusing  together  sulphur  and  arsenious 
acid.*  Orpiment  is  used  in  dyeing  and  in  preparation  of  a  paste 
for  removing  hair  from  skins.  According  to  the  British  consular 
reports  there  were  exported  from  Baghdad  in  1897,  some  55i6oo  . 
pounds  of  the  mineral  for  use  as  a  pigment.  As  with  realgar,  the 
mineral  is  now  largely  prepared  artificially.     The  name  orpiment 


'  W.  P.  Blake,  American  Journal  of  Science,  XXI,  i88t,  p.  119. 
■  H.  A.  Mien,  Mineralogical  Magazine,  July,  1891,  p.  14. 
'Wagner's  Chemical  Technology,  p.  87. 
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is  Stated  by  Dana  to  be  a  comiption  of  auripigmmt,  golden  paint» 
in  allusion  to  the  color. 
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2.   COBALT  ICINEKALS. 

Several  minerals  contain  cobalt  as  one  of  their  essential  con- 
stituents in  sufficient  quantity  to  make  them  of  value  as  ores.  In 
other  cases  the  cobalt  exists  in  too  small  quantities  to  pay  for  working 
for  this  substance  alone,  and  it  is  obtained  as  a  by-product  during 
the  process  of  extraction  of  other  metals,  notably  of  nickel.  The 
common  cobalt-bearing  minerals,  together  with  their  chemical  com- 
position, mode  of  occurrence,  and  other  characteristics,  are  given 
below: 

Cobaltite. —  Cobaltine,  or  cobalt  glance.  This  is  a  sulphar- 
senide  of  cobalt  of  the  formula  CoAsS, «  sulphur,  19.3  per  cent; 
arsenic,  45.3  per  (%nt;  cobalt,  35.5  per  cent,*  hardness,  5.5,  and 
^cific  gravity  6  to  6.3.  The  luster  is  metallic  and  color  silver- 
white  to  reddish.  When  in  crystals,  commonly  in  cubes  or  pyrito- 
hedrons.  Analysis  of  a  massive  variety  from  I,  Siegen,  Westphalia ; 
II,  Skutterud,  Norway,  and  III  and  IV,  Daschkessan,  in  the 
government  of  Elizabethpol,  Caucasus,  as  given  by  various  authori- 
ties, yielded  results  as  below: 


I. 

II. 

IIL 

IV. 

45-3' 
19-35 
33-7' 
1.63 

33-'o 

3- "3 

3S-97 

3'-73 

17-90 
1.44 

AA-36 

9.1s 
40.71 
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In  Saxony  the  mineral  occurs  in  lodes  in  gneiss  and  in  which 
heavy  spar  (barite)  forms  the  characteristic  gangue.  It  is  associated 
with  other  metallic  sulphides,  notably  those  of  lead  and  copper.  At 
Skutterud  and  Snarum,  Norway,  the  cobaltiferous  fahlbands,  accord- 
ing to  Phillips,'  "occur  in  crystalline  rocks  varying  in  character  be- 
tween gneiss  and  mica  schists,  but  from  the  presence  of  hornblende 
they  sometinies  pass  into  hornblende  schists ;  among  the  accessory  min- 
erals are  garnet,  tourmaline,  and  graphite.  These  schists,  of  which 
the '  strike  is  north  and  south,  and  which  have  an  almost  perpendicular 
dip,  contain  fahlbands  very  similar  in  character  to  those  of  Kongs- 
berg.  They  differ  from  those  of  that  locality,  however,  inasmuch 
as  while  here  the  fahlbands  are  often  sufficiently  impregnated  with 
ore  to  pay  for  working,  those  of  Kongsberg,  although  to  some  extent 
containing  disseminated  sulphideS)  are  only  of  importance  as  zones 
of  enrichment  for  ores  occurring  in  veins.  The  ore  zones  usually 
follow  the  strike  and  dip  of  the  surrounding  rocks,  and  vary  in  breadth 
from  ai  to  6  fathoms.  The  distribution  of  the  ores  is  by  no  means 
equal,  since  richer  and  poorer  layers  have  received  special  names 
and  are  easily  recognized.  The  Erzbander,  or  ore  bands,  are  dis- 
tinguished from  the  Reicherzbander,  or  rich  ore  bands,  while  the 
bands  of  unproductive  rock  are  known  as  Felsbander.  The  predomi- 
nant rock  of  the  fahlbands  is  a  quartzose  granular  mica  schist,  which 
gradually  passes  into  quartzite,  ordinary  micha  schist,  or  gneiss. 
The  ores  worked  are  cobalt  glance,  arsenical  and  ordinary  pyrites 
containing  cobalt,  skutterudite,  magnetic  iron  pyrites,  copper  pyrites, 
molybdenite,  and  galena.  It  is  remarkable  that  In  these  mines 
nickel  ores  do  not  accompany  the  ores  of  cobalt  in  any  appreciable 
quantity.  The  principal  fahlband  is  known  to  extend  for  a  distance 
of  about  6  miles,  and  Is  bounded  on  the  east  by  a  mass  of  diorite 
which  protrudes  into  the  fahlband,  while  extending  from  the  diorite 
are  small  dikes  or  branches  traversing  it  In  a  zigzag  course.  It  is 
also  intersected  by  dikes  of  coarse-grained  granite  which  contain  no 
ore,  but  which  penetrate  the  diorite." 

The  Skutterud  Mine  in  1879  produced  7,700  tons  of  cobalt  ore, 

'  On  Deposits,  by  J.  A.  Phillipsi  p.  389. 
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which  yielded  io8  tons  of  cobalt  schlicb  (concentrates),  containing 
from  lo  to  II  per  cent  of  cobalt,  and  worth  about  £ii,ooo. 

At  Daschkessan  the  ore  occurs  under  a  shee.  of  diabase,  the 
cobaltite  being  in  the  wall  rock  of  this  sheet,  and  which  carries  also 
garnets  and  copper  pyrites.  In  1887,  1,216  kilograms  of  the  mineral 
were  extracted  i  in  1888, 928  kilograms,  and  in  1889, 12,960  kilograms, 
besides  some  3,000  kilograms  of  cobaltiferous  matter  obtained  in 
treating  the  cobaltiferous  copper  ores.* 

Smaltite. — This  is  essentially  a  cobalt  diarsenide  of  the  formula 
CoAsj,  =  arsenic,  71.8  per  cent;  cobalt,  28.2  per  cent;  hardness,  5.5 
to  6;  specific  gravity,  6.4  to  6.6.  Color,  white  to  steel-gray.  Through 
the  assumption  of  nickel  the  mineral  passes  by  gradations  into 
chloanthite. 

Analyses  of  samples  from  (I)  Schneeberg,  Saxony,  and  (II)  Gun- 
nison County,  Colorado,  as  given  by  Dana,  yielded  results  as  below: 


Sulphur , 

Cobalt 


?'-53 
..38 
18.07 


The  mineral  occurs  like  cobaltite  in  veins  associated  with  other 
metallic  arsenides  and  sulphides. 

Skntterudlte  is  the  name  given  to  a  cobaltic  arsenide  of  the 
formula  CoAs,,  =  arsenic,  79,3;  cobalt,  20.7,  It  is  of  a  tin-white 
color,  varying  to  lead-gray,  has  a  hardness  of  6,  and  specific  gravity 
of  6.72  to  6.86.  It  occurs  associated  with  cobaltite,  titanite,  and 
hornblende  in  a  vein  in  gneiss  at  Skutterud,  Norway.  The  name 
safflorite  is  given  to  a  cobalt  diarsenide  closely  resembling  smaltite, 
but  differing  in  being  orthorhombic,  rather  than  isometric  in  crystal- 
lization. The  composition  as  given  by  Dana  is  quite  variable, 
running  from  61  per  cent  to  70  per  cent  arsenic,  and  10  to  23  per 
cent  cobalt,  with  4  to  18  per  cent  of  iron  and  smaller  amounts  of 

'  Annales  d«s  Mines,  II,  iSgi,  p.  503. 
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sulphur,  copper,  nickel,  and  bismuth.  It  is  found  associated  with 
smaltite  in  various  localities. 

Glaucodot  is  a  sulpharsenide  of  cobalt  and  iron  of  the  formula 
(Co,Fe)  AsS,  ■■  sulphur,  19.4  per  cent;  arsenic,  45.5  per  cent; 
cobalt,  23.8  per  cent;  iron,  11.3  per  cent.  Color,  grayish;  hardness, 
5;  specific  gravity,  5.9  to  6.  Actual  analysis  of  a  Chilean  variety 
yielded  (according  to  Dana)  As  43.2,  S  20.21,  Co  24.77,  Fe  11-90.  It 
is  therefore  essentially  a  ferriferous  cobaltite,  that  'is,  a  cobaltite  in 
which  a  part  of  the  cobalt  has  been  replaced  by  iron.  The  mineral 
is  found  at  Huasco,  Chile,  associated  with  cobaltite  in  a  chloritic 
schist.  The  name  aUoclasiie  is  given  to  a  variety  of  glaucodot  con- 
taining bismuth  and  answering  to  the  formula  Co(As,Bi)S.  The 
composition  as  given  is  somewhat  variable.  Arsenic,  38  to  33  per 
cent;  bismuth,  23  to  32  per  cent;  sulphur,  16  to  18  per  cent;  cobalt, 
30  to  34  per  cent;  iron,  2.7  to  3.8  per  cent.  It  is  reported  only 
from  Orawitza,  Hungary. 

Liniu^te  is  a  sulphide  of  cobalt  with  the  formula  Co^^,  =  sul- 
phur, 43.1  per  cent;  cobalt,  57.9  per  cent;  a  part  of  its  cobalt  is  com- 
monly replaced  by  nickel,  giving  rise  to  its  variety  siegenite.  The 
mineral  is  brittle,  of  a  pale  steel-gray  color,  tarnishing  red.  Hard- 
ness, 5.5  and  specific  gravity,  4.8  to  5.  When  crystallized  it  is  com- 
monly in  octahedrons.  The  following  analyses  of  a  nickel-bearing 
variety  {siegeniu)  are  quoted  from  Dana: 


ConstituenM. 

S. 

CO. 

NL 

Pe. 

Co. 

41.00 
39-70 

41 -54 

as. 69 
".34 

19.56 
30-53 

3-37 

Trace. 

Mineral  Hill,  Maryland.  . 
Mine  La  Motte,  Missouri. 

The  mineral  occurs  in  gneiss  in  Sweden;  with  barite  and  siderite 
a  Musen ;  in  limestone  with  galena  and  dolomite  at  Mine  La  Motte, 
Missouri,  and  with  sulphides  of  iron  and  copper  in  chloritic  schists 
in  Maryland. 

Sychnodymite  has  the  formula  (Co,Cu)«Sj,  and  yields  su^hur, 
40,64  per  cent;  copper,  18.98  per  cent;  cobalt,  35-79  per  cent; 
nickel,  3.66  per  cent ;  iron,  0.93  per  cent.  It  is  of  a  steel-gray  color, 
metallic  luster,  and  has  a  specific  gravity  of  4.75. 
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Erythrite  or  cobalt  bloom  is  the  name  given  to  a  hydrous 
cobalt  arsenate  of  the  formula  Co^,0,+  8H,0,  =  arsenic  pentoxide, 
38.4  per  cent;  cobalt  protoxide,  37.5  per  cent,  and  water,  24.1  per 
cent.  It  occurs  in  globular  and  reniform  shapes  and  earthy  masses 
of  a  crimson  to  peach-red  color  associated  with  the  arsenides  and 
sulpharsenides  mentioned  above  and  from  which  it  is  derived  by  a 
pnxess  of  oxidation.  In  Churchill  County,  Nevada,  it  occurs  as 
a  decomposition  product  of  a  cobalt-bearing  niccolite.  It  is  also 
found  at  the  Kelsey  Mine,  Compton,  in  Los  Angeles  County,  Cali- 
fornia; associated  with  cobaltite  at  Tambillo  and  at  Huasco,  Chile, 
and  under  similar  conditions  in  various  parts  of  Europe. 

Asbolite  or  earthy  cobalt,  is  a  black  and  earthy  ore  of  man- 
ganese (wad)  which  sometimes  carries  as  high  as  30  per  cent  of 
cobaltic  oxide-  It  takes  its  name  from  the  Greek  a<y06katYiio,  to 
soil  like  soot.  Soselite  is  an  arsenate  of  lime,  magnesia,  and  cobalt 
■with  the  formula  (Ca,Co,Mg),As,0„3HiO,  =-  arsenic  pentoxide, 
51.4  per  cent;  lime,  38.1  per  cent;  cobalt  protoxide,  12.5  per  cent; 
water,  8  per  cent.  It  is  of  a  %ht  to  dark,  rose-red  color;  hardness, 
3.5;  specific  gravity,  3.5  to  3.6,  and  vitreous  luster.  Spharo- 
cobaltite  is  a  cobalt  protocarbonate  of  the  formula  CoCO,,  =  carbon 
dioxide,  37,1  per  cent;  cobalt  protoxide,  62.9  per  cent.  It  is  also  of 
a  rose-red  color,  varying  to  velvet-black.  Hardness,  4,  and  specific 
gravity,  4.02  to  4.13.  It  occurs  but  sparingly,  associated  with  roselite 
at  Schneeberg  in  Saxony.  Semingtonite  is  a  hydrous  carbonate 
the  exact  composition  of  which  has  not  been  ascertained.  Cobalto- 
menite  is  a  supposed  selenide  of  cobalt.  Biebetite,  or  cobalt 
vitriol,  is  a  sulphate  of  the  formula  CoS04+7H,0.  The  color  is 
flesh  to  rose-rod.  It  is  soluble  in  water,  has  an  astringent  taste, 
and  occurs  in  secondary  stalactitic  form.  Pateraite  is  a  possible 
molybdate  of  cobalt. 

Aside  from  the  possible  sources  mentioned  above,  cobalt  occurs 
very  constantly  associated  with  the  ores  of  nickel  (niccolite,  miUerite, 
chloanthite,  etc.),  and  is  obtained  as  a  by-product  in  smelting.  Con- 
siderable quantities  have  thus  from  time  to  time  been  obtained  from 
the  Gap  Mines  of  Pennsylvania,  Mine  La  Motte,  Missouri,  and 
Lovelock,  Nevada.    The  nickel  mines  of  New  Caledonia  are  perhaps 
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die  most  productive.    The  ore  here,  a  siUcate,  carries  some  3  per 
cent  of  cobalt  protoxide. 

A  vein  of  cobalt  ore  near  Gothic,  Gunnison  County,  Colorado, 
b  described  as  fying  in  granite,  the  gangue  material  being  mainly 
caldte,  throughout  which  was  disseminated  the  ore  in  the  form  of 
smaltite.  With  it  were  associated  eiythrite,  a  small  amount  of  iron 
pyrites,  and  native  silver.    An  analysis  of  this  ore  yielded  as  below  i 


Cobalt.. 

Silica..'." 

Lead 

Sulphur. 


Bismuth.  . 

Copper o.iA 

Nickel Trace. 

Siirer Trace. 

94.89 


A  cobalt  ore,  consisting  of  a  mixture  of  glaucodot  and  erythrite, 
occurring  near  Carcoar  Railway  Station,  New  South  Wales,  has  the 
composition  given  below: 


1. 

11. 

.I30 

SI. 8.0 

10.447 

3.1S0 
»9.oro 
13-830 

Trace. 
Nil. 

■n 

NU. 
NU. 
1.480 
Trace. 
Trace. 
i-Sao 
M.078 

11.14 

16.31 

W-90S 

S-43 

99.67 

According  to  the  Annual  Report,  Department  of  Mines,  for 
1888,  this  ore  occurs  concentrated  in  irregular  hollows  and  bunches, 
often  intimately  mixed  with  diorite  in  a  line  of  fissure  between  an 
intru^ve  diorite  and  slate,  the  fissure  running  for  some  distance  follow- 
ing the  line  of  junction  between  the  two  rocks,  and  being  presumably 
formed  at  the  time  of  the  extrusion  of  the  diorite. 

Other  cobalt  ores,  carrying  from  13  to  15  per  cent  of  cobalt  oxide, 
occur  near  Nina.* 

'  Cam[dete  analjraes  of  theK  are  gtvcD  in  CatBlogue  of  the  New  South  Wakt 
EihiU^  Wodd'a  Columbiaa  Expodtioii,  Chicago,  1893,  p.  330. 
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Uses. — Cobalt  is  produced  and  sold  in  the  form  of  oride  and 
used  mainly  as  a  coloring  constituent  in  glass  and  earthem  wares. 
Only  some  200  tons  are  produced  annually  the  world  over.  The 
market  value  of  the  mateiial  is  variable,  but  averages  about  $3  & 
pound. 

BIBUOGRAPHY. 
F11CHS  er  De  Lauhav.    Traitt  des  GItca  MinCtauz,  II,  pp.  75-91. 

3.  absenopyiute;  mispickel;  or  arsenical  pybites. 

Composition. — Somewhat  variable.  Essentially  a  sulpharsenide 
of  iron  of  the  formula  FeAsS,  or  FeS„  FeAs^  =  arsenic,  46  per  cent^ 
sulphur,  19.7  per  cent,  and  iron,  34.3  per  cent.  The  name  danaite 
is  given  to  a  cobaltiferous  variety.  The  specific  gravity  of  the  mineral 
varies  from  5.9  to  6.3.  Hardness,  5.5  to  6.  Cobrs,  silver-white  t(> 
steel-gray;  streak,  dark  gray  to  black;  luster,  metallic.     Brittle. 

Occurrence. — ^The  mineral  occurs  principally  in  crystaUine  rocks, 
and  is  a  common  associate  of  ores  of  silver,  gold,  tin,  and  lead.  It 
is  at  times  highly  auriferous,  forming  a  valuable  ore  of  gold,  as  in 
New  South  Wales  and  more  rarely  in  California  and  Alaska.  It 
is  found  in  nearly  all  the  States  bordering  along  the  Appalachian 
Mountain  system,  but  in  no  instance  is  regularly  mined  excepting 
incidentally  in  the  process  of  working  other  metals.  Concerning 
its  occurrence  abroad  Dana  states  that  it  is  "  abundant  at  Freiberg 
and  Munzig,  where  it  occurs  in  veins;  at  Reichenstein  in  Silesia  in 
serpentine;  at  Auerbach  in  Baden;  in  beds  at  Breitenbrunn  and 
Easchau,  Andreasberg  and  Joachimsthal ;  at  Tunaberg  in  Sweden; 
at  Skutterud  in  Norway;  at  Wheal  MawdUn  and  Unanimity,  Corn- 
wall, and  at  the  Tamar  Mines  in  Devonshire,  England,  and  in 
Bolivia." 

Vses. — The  only  use  of  the  mineral  is  as  an  ore  of  arsenic. 

4.  l5llingite;  leucopvrite. 
The  prismatic  arsenical  pyrites,  or  leucopyrite,  is  essentially  a 
diarsenide  of  iron,  with  the  formula  FeAs,,  though  usually  contami- 
nated with  a  little  sulphur  and  not  infrequently  cobalt,  bismuth,  or 
antimony.  It  has  a  specific  gravity  of  7  to  7.4,  hardness  of  5  to  $.5^ 
■  metallic  luster,  and  silver-white  to  steel-gray  color. 
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l^e  mineral  has  been  found  at  Edenville,  New  Yoi^;  Rozbury, 
Connecticut,  and  other  places  in  the  United  States,  and  associated 
with  other  arsenides  and  sulpharsenides  in  the  gold  and  silver  mines 
.  of  Europe. 

5.  PYSTTES. 

Two  forms  of  the  disulphide  of  iron  are  common  in  nature. 
The  first,  known  simply  as  pyrite  or  iron  pyrites,  occurs  in  sharply 
defined  cubes  and  their  crystallographic  modifications,  or  in  granular 
masses  of  a  brassy-yellow  color. 

The  second,  identical  in  composition,  ciystallizes  in  the  orthoAom- 
bic  system,  but  is  more  common  in  concretionary,  botryoidal,  and 
stalactitic  forms,  which  are  of  a  dull  grayish-yellow  color.  This  form 
is  known  as  the  gray  iron  pyrites.  Both  forms  have  the  chemical 
composition,  FeS„  =  iron,  46.6  per  cent  and  sulphur,  53.4  per  cent. 

The  ore  as  mined  is,  however,  never  chemically  pure,  but  con- 
tains admixtures  of  other  metallic  sulphides,  besides,  at  times,  con- 
siderable quantities  of  the  precious  metals.  The  following  analyses' 
of  materials  from  well-known  sources  will  serve  to  show  the  general 
variation : 


I. 

II. 

III. 

IV. 

V. 

VI. 

VII. 

gS^-.::::::: 

48.0 
S-o 

4S.0 

i-S 

3-7 

48.09 
41.01 

40.00 

35 -00 
4.00 

47.76 
43.99 
3-69 

O.J4 
1.99 

46.40 

39-0* 

I. SO 

9.*S 
3-75 

n 

iff"-;;;:: 

7.60 

30.00 

Tnw*. 

Trace. 
Ti*ce. 

^. 

0.64 

I.  MilaD,  Coos  County,  New  Hampslure;  II.  Rowe,  MasaachiuettB;  III.  Louisa 
County,  Virginia;  IV.  Sherbrooke,  Canada;  V.  Rio  Tinto,  Spain;  VI.  near  L)rons, 
France;  Vll.  Westphalia,  Germany. 

Pyrite  is  sufficiently  hard  to  scratch  glass,  and  this,  together  with 
its  color,  crystalline  form,  and  irregular  fracture,  is  sufficient  for 
its  ready  determination  in  most  cases.    Once  known,  it  is  thereafter 

1  Uineral  Reaourcea  of  the  United  States,  1863-1884,  p.  877. 
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readily  recognized.  Owing  to  its  yellow  color,  the  mineral  has  by 
ignorant  persons  been  mistaken  not  infrequently  for  gold — which, 
however,  it  does  not  at  all  resemble — and  has  hence  earned  the  not 
very  flattering  but  quite  appropriate  name  of  "fool's  gold."  In 
certain  cases,  however,  it  carries  the  precious  metals,  and  in  many 
regions  is  sufiBciently  rich  in  gold  to  form  a  valuable  ore. 

Mode  o]  occurrence. — Pyrite  is  one  of  the  most  widely  dissemi- 
nated of  minerab,  both  geologically  and  geographically,  occurring  in 
rocks  of  all  kinds  and  of  all  ages  the  world  over.  It  is  found  in  the 
form  of  disseminated  grains  throughout  the  mass  of  a  rock,  or  along 
Ihe  line  of  contact  between  basic  eruptives  and  sedimentaries;  as 
irregular  and  sporadic  and  concretionary  masses  in  sedimentary  rocks 
and  modem  sands  and  graveb;  in  the  form  of  true  fissure  veins,  and 
as  interbedded,  often  lenticular  masses,  sometimes  of  immense  size, 
lying  conformably  with  the  stratification  (or  foliation)  of  the  inclos- 
ing rock.  On  the  immediate  surface  the  mineral  is  in  most  cases 
considerably  altered  by  oxidation  and  hydration,  forming  the  caps 
of  gossan  or  limonite. 

The  or^n  of  the  mineral  in  the  older  crystalline  rocks,  as  that 
of  the  rocks  themselves,  is  not  infrequently  somewhat  obscure.  In 
sedimentary  rocks  it  is  undoubtedly  due  to  the  precipitation  of  the 
included  ferruginous  matter  by  sulphureted  and  deoxidizing  solutions 
&om  decomposing  animal  and  vegetable  matter. 

Some  of  the  pyritiferous  deposits,  as  those  of  Louisa  County, 
Virginia,  and  Huelva,  Spain,  are  of  enormous  proportions.  The 
first  named  is  described'  as  over  2  miles  in  length,  and  to  have  been 
exploited  to  a  depth  of  upward  of  600  feet.  The  width  from  foot  to 
hanging  wall  is  variable,  but  in  places  not  less  than  60  feet.  The 
average  width  of  the  two  worked  beds  is  upward  of  18  feet.  The 
rocks  inclosing  the  deposits  consist  principally  of  talcose  and 
hydromica  slates.  At  Rio  Tinto  the  ore  is  described*  as  occumng 
in  immense  masses  several  thousand  feet  in  length,  and  from  300 
to  800  feet  in  width,  extending  in  depth  to  an  unknown  distance. 


'  Origin  of  the  Iron  Pyrites  Deposits  in  Louisa  County,  Virginia,  t^  F.  L.  Haaoa, 
En^Dceriiig  and  Mining  Joumsl,  LVII,  iSg4,  p.  414. 

>  A  Visit  to  the  Pyrites  Mines  <rf  Spain,  Eng.  and  Min.  Jour.,  LVI,  1893,  p,  49S. 
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The  ore  is  veiy  clean  and  massive,  containing  besides  sulphur  and 
iron  only  some  2  to  4  per  cent  of  copper  and  traces  of  silver  and 
gold.  The  material  is  mined  wholly  from  open  cuts  and  to  a  depth 
of  some  400  eet  The  country  rock  is  described  as  of  Silurian  and 
Devonian  schists  near  contact  with  diorites. 

Uses. — With  the  exception  of  the  small  amount  utilized  in  the 
preparation  of  vermilion  paints  and  the  still  smaller  amount  used  for 
jewelry,  almost  the  sole  value  of  the  mineral  is  for  the  manufacture 
of  sulphuric  acid  and  the  sulphate  of  iron,  known  as  green  vitriol  or 
copperas.  In  the  process  of  making  sulphuric  add  the  ore  is  roasted 
or  burnt  in  specially  designed  ovens  and  furnaces  until  the  mineral 
js  decomposed,  the  sulphur  fumes  being  caught  and  condensed  in 
ijiambers  prepared  for  the  purpose.  By  the  Glover  and  Gay-Lussac 
method  from  280  to  290  parts  of  sulphuric  acid  of  a  density  of  66° 
Saum6  may  be  obtained  for  each  100  parts  of  sulphur  in  the  ore,  or 
about  2,565  pounds  of  acid  to  i  ton  (2,000  pounds)  of  average  ore. 

In  the  manufacture  of  copperas  the  ore  is  broken  into  small  pieces 
And  thrown  into  piles  over  which  water  is  allowed  to  drip  slowfy.  A 
natural  oxidation  takes  place,  whereby  the  sulphide  is  transformed 
into  a  hydrated  sulphate.  The  latter  being  soluble,  runs  off  in 
solution  in  the  water,  which  must  be  collected  and  evaporated  in  order 
ta  obtain  the  salt.  Thus  prepared  the  sulphate  is  used  in  dyeing, 
in  the  manufacture  of  writing-ink,  as  a  preservative  for  wood,  and  as 
a  disinfectant.  It  has  also  been  used  in  the  manufacture  of  certain 
brands  of  fertilizers.  The  method  of  manufacture  as  formerty 
carried  on  at  Strafford,  Vermont,  is  given  below: 

"The  process  consists  in  first  raising  the  ore  from  the  bed,  which 
is  principally  done  with  the  help  of  gunpowder.  The  blocks  of  ore 
are  then  broken  up  into  small  pieces,  to  facilitate  the  decomposition, 
by  suffering  the  oxygen  contained  in  water  and  the  atmosphere  to 
come  more  directly  in  contact  with  the  material  composing  the  ore. 
Large  heaps  of  these  pieces,  called  leaches,  are  made  upon  a  tight 
plank  bottom  or  upon  a  sloping  ledge  of  solid  rock,  where  the  liquor 
or  lye  that  subsequently  runs  from  them  may  be  saved. 

"In  dry  weather  a  small  stream  of  water  is  made  to  flow  upon  and 
penetrate  these  leaches  in  order  to  produce  a  spontaneous  combus- 
tion, which  in  warm  weather  comnuaioes  in  a  few  days,  and  if 
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properly  managed,  will  condiiue  several  weeks.  When  combustjoa 
is  taking  place  great  care  is  requisite  in  order  to  have  the  work  go  on 
successfully,  for  if  too  much  water  is  suffered  to  penetrate  the  leach 
or  heap,  the  decomposition  is  checked  by  the  reduction  of  temperature 
and  the  lye  or  liquor  issuing  from  it  is  too  weak  to  be  valuable,  and  if 
there  is  not  water  enough  put  on  the  leach  the  decomposition  is  also 
arrested  by  the  absence  of  the  oi^gen  found  in  the  water,  which  is 
necessary  to  convert  the  sulphurous  acid  Into  the  sulphuric,  that 
sulphate  of  iron  or  copperas  may  be  produced. 

"  The  liquor  that  runs  from  the  leaches  is  collected  in  reservoirs'^ 
from  which  it  can  be  taken  at  pleasure.  Below  the  reservoirs  upon 
the  hillside  buildings  are  erected,  called  evaporators,  to  which  liquor 
is  conducted  in  troughs  from  the  reservoirs  in  small  streams  that 
are  divided  and  subdivided  by  means  of  perforated  troughs,  brush, 
etc.  Several  tiers  of  brush  are  arranged  in  the  building,  through 
which  the  liquor  is  made  to  pass  to  facilitate  the  process  of  evapora- 
tion. In  dry,  windy  weather  the  evaporation  is  oftentimes  so  rapid 
that  the  brush  and  other  substances  with  which  the  liquor  comes 
in  contact  during  the  latter  part  of  its  journey  often  have  an  incrus- 
tation of  copperas  formed  upon  them;  but  upon  the  return  of  rainy 
weather  the  humid  atmosphere  checks  the  evaporation,  and  the  crust 
of  copperas  is  dissolved  and  passes  with  the  Uquor  into  reservoirs 
prepared  to  receive  it. 

"The  hquor,  which  b  now  very  strongly  impregnated  with  cop[>era3» 
is  conducted  into  leaden  boilers,  where  heat  is  apphed  and  the  liquor 
reduced  to  a  strength  indicated  by  the  acidimeter  to  be  right  for  the 
production  of  copperas.  The  liquor  is  then  placed  in  vats  of  lead 
or  of  brick  and  water  cement,  called  crystalUzers,  and  after  remain- 
ii^  from  eight  to  ten  days  a  crust  of  copperas  is  formed  upon  the 
bottom  and  sides  of  the  vats,  composed  of  nicely  formed  crystals. 
The  water  remaining  in  the  crystalllzers  is  then  pumped  back  into 
the  boilers,  the  crust  of  copperas  removed,  and,  after  being  sufficient^ 
drained,  it  is  packed  in  casks  ready  for  market"  *  (See  also  under 
Alum  Shale  and  Vitriol  Stone,  p.  344O 

The  anafyses  given  below  show  (i)  the  composition  of  fresh 

'  Gedogy  of  Vermont,  II,  1861,  p.  830. 
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pyrite  from  the  Coal  Measures  of  Mercer  County,  Femisylvaiua, 
and  (3)  and  (3)  that  of  two  varieties  of  paint  produced  from  it  by 
calcination.* 
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According  to  F.  Stolba,*  the  so-called  Bohemian  fuming  sul- 
phuric acid  is  made  from  vitriol  obtained  from  Silurian  [>yritiferous 
schists  ("vitriolschiefer").  The  method  as  given  is  as  follows: 
Large  masses  of  the  schist,  which  consist  essentially  of  a  quartzose 
matrix  containing  pyrite,  carbonaceous  matter,  and  clay,  are  exposed 
to  the  weathering  action  of  the  atmosphere  for  three  years.  The 
products  of  oxidation  so  fonned  are  ferrous  sulphate  and  sulphuric 
acid,  which  latter  acts  energetically  upon  the  clay,  and  finally  alu- 
minum sulphate  and  other  sulphates  are  yielded.  The  ferrous  sul- 
phate at  first  formed  becomes  by  oxidation  ferric  sulphate,  which, 
together  with  the  aluminum  sulphate,  is  the  principal  product  of 
the  weathering  of  the  vitriol  slate.  Ferrous  sulphate  remains  only 
in  small  quantities.  The  next  operation  is  lixtviation  of  the  mass 
irith  water,  after  which  the  liquor  obtained  is  concentrated  to  a 
density  of  40°  Baum£,  and  finally  evaporated  in  pans  until,  on 
cooling,  a  crystalline  cake  of  vitriol  stone  is  obtained.  The  vitriol 
stone  is  now  calcined  in  order  to  remove  the  greater  part  of  its  water. 
The  resulting  product,  when  heated  to  a  very  high  temperature  in 
clay  retorts,  yields  sulphuric  anhydride,  and  a  residue,  termed 

'  Report  M.  M.  Second  Report  of  Ptogresa  in  the  Laboratot7  of  the  Surrey  M  Har- 
ihbuig.  Second  Geolt^cal  Survey  of  Pennsylvania,  1879,  p.  374. 
>  Journal  of  the  Society  of  Chemical  Industry,  V,  1SB6,  p.  30. 
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colcotliar,  remains  in  the  retorts.    The  composition  of  vitriol  stone 
and  colcothar  will  be  seen  from  the  following  analyses:  • 

vnvioL  STONE.  vrnuoL  stone. 

Fe,0,. ».07  Fe,{SO.),. 50.17 

AIX), 4.67  AUSOj), ii.M 

F^ 0.64  F^O, 1.35 

MnO Trace*.  MgSd, 1.17 

C»0 0.14  C^O, 0.33 

MgO 0.39  CuSO, o .  so 

K,0 a.o-j  K^. 0.13 

Na-0 0.05  Na-SO, o.ii 


!a,0. 
:uO.. 


SiO, 0.10  MnO,  As,  and  P,0, Traces. 

PXl, Traces,  SiO, 9.10 

SO, 40-5*  H,0. 3»-3"-W-«> 

As Traces. 

^O 3'-SS-99-3» 

ccncoTHAs. 

Fe,0,- 74-6»  SO, 5.17 

U,0, 11-53  SiO, 1. 17 

MgO 3-»3  CuO 0.30 

C«0 0.&  H,0 1.30  —  99.04. 

Pyrite  on  decomposing  in  the  presence  of  moisture  in  the  ground 
Eometimes  gives  rise  to  an  acid  sulphate  of  iron.  This  may  attack 
aluminous  minerals  when  such  are  present,  giving  rise  thus  to  solutions 
of  sulphate  of  iron  and  alumina,  which  come  to  the  surface  as  "  alum 
springs,"  or,  if  no  alumina  is  present,  merely  as  iron  or  chalybeate 
springs,  which  are  of  more  or  less  medicinal  value.  The  presence 
of  such  sulphates  in  a  soil  is  readily  detected  by  the  well-known 
astringent  taste  of  green  vitriol  and  alum,  even  where  the  quantity 
is  not  sufficient  to  appear  as  a  distinct  efflorescence.  Impregnation 
of  these  salts  in  soils  are  by  ignorant  persons  sometimes  assumed 
to  be  of  great  medicinal  value,  and  the  writer  has  in  mind  a  case 
in  one  of  the  Southern  States,  in  which  the  aqueous  leachings  of  such  a 
soil  were  regularly  bottled  and  sold  as  a  specific  for  nearly  all  the 
ills  to  which  the  flesh  is  heir,  though  prescribed  especially  for  flux, 
wounds,  and  ulcers.     (See  also  under  Alum,  p.  338.) 
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6.   HOLYBDENTIE. 

A  disulphide  of  molybdenum  having  the  fomiula  MoS,,-  sul- 
phur, 40  per  cent;  molybdenum,  60  per  cent. 

This  mineral,  like  graphite,  occurs,  as  a  rule,  in  small,  black, 
shining  scales,  sometimes  hexagonal  in  outhne  and  with  a  bright 
metallic  luster.  It  is  soft  enough  to  be  readily  impressed  with  the 
thumb  nail,  and  leaves  a  bluish-gray  trace  on  paper.  On  porcelain 
it  leaves  a  lead-gray,  slightly  greenish  streak.  This  faint  greenish 
tinge,  together  with  its  property  of  giving  a  sulphur  reaction  when 
fused  with  soda,  furnishes  a  ready  means  of  distinguishing  it  from 
graphite,  which  it  so  closely  resembles.  Through  alteration  it  some- 
times passes  over  into  molybdite  or  molybdic  ocher,  a  straw-yellow 
to  white  ocherous  mineral  of  the  formula  MoOu—oxygen,  33.3  per 
cent;  molybdenum,  66.7  per  cent. 

Occurrence. — The  mineral  has  a  wide  distribution,  occurring  in 
embedded  masses  and  disseminated  scales  in  granite,  gneiss,  syenite, 
crystalline  schists,  quartz,  and  granular  limestone.  It  is  found  in 
Norway,  Sweden,  Russia,  Saxony,  Bohemia,  Austria,  France,  Peru, 
Brazil,  England,  and  Scotland,  throughout  the  Appalachian  region 
in  the  United  States  and  Canada,  and  in  various  parts  of  the  Rocky 
and  Sierra  Nevada  Mountains.  In  Okanogan  County,  Washington, 
the  mineral  occurs  in  beautiful  large  flakes  in  an  auriferous  quartz 
vein  traversing  slates. 

On  Quetachoo-Manicouagan  Bay,  on  the  north  side  of  the  Gulf 
of  St.  Lawrence,  the  mineral  is  reported'  as  occurring  disseminated 
in  a  bed  of  quartz  6  inches  thick,  in  the  form  of  nodules  from  i  to  3 
inches  in  diameter,  and  in  flakes  which  are  sometimes  12  inches 
broad  by  \  inch  in  thickness.    It  is  also  found  in  the  form  of  finely 

'  Geology  of  Canada,  1B63,  p.  754. 
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disseminated  scales  or  small  bunches  among  the  iion  ores  of  the  Hude 
Mine  at  Stanhope,  New  Jersey,  sometimes  constituting  as  high  as  2 
per  cent  of  the  ore. 

Molybdenum  is  also  a  constituent  of  the  mineral  wulfenite,  or 
mol  bdate  of  lead. 

Uses. — The  principal  use  to  which  molybdenite  has  as  yet  been 
put  is  in  the  preparation  of  molybdates  for  the  chemical  laboratory. 
It  is  stated  that  a  fine  blue  pigment  can  be  prepared  from  it,  which 
it  has  been  proposed  to  use  as  a  substitute  for  indigo  in  dyeing  silk, 
cotton,  and  linen.  The  metal  molybdenum  is  produced  but  rarely, 
and  only  as  a  curiosity,  and  has  a  purely  fictitious  value.  Up  to 
the  present  time  there  has  been  no  constant  demand  for  the  mineral 
nor  regular  source  of  supply. 

in.  HALIDES. 
1.  halite;  sodiuu  chloride;  or  couuon  salt. 

Composition. — NaCl,  -  sodium,  60.6  per  cent;  chlorine,  39.4  per 
cent.  The  natural  substance  is  nearly  always  more  or  less  impure, 
as  noted  later.  Hardness,  3.5;  specific  gravity,  2.1  to  2.6  per  cent. 
Colorless  or  white  when  pure,  but  often  yellowish  or  red  or  purplish 
by  the  presence  of  metallic  oxides  and  organic  matter.  Readily 
soluble  in  cold  water,  and  has  a  saline  taste.  Crystallizes  in  the 
isometric  system,  usually  in  cubes,  but  sometimes  in  octahedrons,  the 
faces  of  the  crystals  (particularly  when  prepared  artificially)  being 
often  cavernous  or  hopper-shaped.  Sometimes  occurs  in  fibrous 
forms,  which  it  has  been  suggested  are  pseudomorphous  after  fibrous 
gypsum.  Often  found  in  the  form  of  massive,  crystalline  granular 
aggregates  commonly  known  as  rock  salt. 

Sylvite,  the  chloride  of  potassium,  sometimes  occurs  associated 
with  halite,  where  it  has  formed  under  similar  conditioiis.  From 
halite  it  can  be  distinguished  by  its  crystalline  form,  that  of  a  com- 
hination  of  cube  and  octahedron  (see  Fig.  5),  and  more  biting  taste. 
Owing  to  its  ready  solubiUty  it  is  rarefy  found  in  a  slate  of  nature- 
Bischofite,  the  chloride  of  magnesium,  is  still  more  soluble  and  prac- 
tically unknown  except  in  crystab  artificially  produced. 
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Origin  and  occurrences. — Sodium  in  the  form  of  chloride,  to  which 
is  commonly  given  the  simple  name  of  salt  is  one  of  the  most  widely 
disseminated  of  natural  substances,  and  not  infrequently  occurs  in 
large  masses  interstratified  with  other  rocks  of  the  earth's  crust  in 
such  a  manner  as  to  constitute  a.  true  rock  mass. 

The  geological  history  of  these  beds  of  rock  salt  is  as  follows : 
No  terrestrial  waters  are  absolutely  pure,  but  all  hold  in  solution 
more  or  less  mineral  matter  which  has  been  taken  up  from  the  rocks 
and  soils  with  which  they  have  come  in  contact.  The  nature  of  these 
impurities  depends  on  the  nature  of  the  formations  permeated  and 
their  relative  solubility.     Numerous  analyses  of  river  waters  have 
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shown  that  the  substances  mentioned  below,  though  sometimes 
existing  as  mere  traces,  are  almost  invariably  present;  these  are 
sodium,  potassium,  magnesium,  silicon,  aluminum,  and  iron,  which 
exist  mostly  in  the  form  of  carbonates,  oxides,  sulphates,  and  chlo- 
rides. 

When  a  stream  bearing  these  substances  in  solution  flows  into 
a  lake  with  no  outlet,  as  the  Great  Salt  Lake  or  the  Dead  Sea,  the 


Fio.  3-— Cluster  of  halile  co'staLs.    Staasfurt,  Germany. 
[U.  S.  National  Museum.] 

water  is  returned  to  the  atmosphere  by  evaporation,  while  the  impur- 
ities remain.  In  this  way  the  water  gradually  becomes  charged 
more  and  more  heavily  with  mineral  matter,  until  the  point  of  satu- 
ration is  reached  and  further  concentration  is  impossible  without 
precipitation.  When  such  precipitation  of  mineral  matters  takes 
place  it  is  in  the  inverse  order  of  their  solubilities;  that  is,  those 
substances  wiiich  are  least  soluble  will,  under  like  conditions  of 
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temperature,  be,  first  precipitated.  Hence  a  water  containing  the 
ingredients  before  mentioned,  on  being  subjected  to  complete  evapo- 
ration, would  deposit  its  load  in  the  following  order:  (i)  Carbonates 
of  lime  and  magnesia  in  the  form  of  UmestoQes,  marls,  and  dolomites; 
(2)  sulphate  of  lime  in  the  form  of  anhydrite  and  gypsum;  (3)  chlo- 
ride of  sodium,  or  common  salt;  and  these  followed  in  regular  order 
by  the  sulphates  of  m^nesia  and  soda  (Epsom  salt  and  Glauber's 
salt)  and  the  chlorides  of  potassium  and  magnesium.  These  last 
are,  however,  so  readily  deliquescent  that  they  are  rarely  found 
crystallized  out  in  a  state  of  nature  as  above  noted. 

It  rarely  happens,  however,  that  nature's  processes  are  sufficiently 
regular  and  uninterrupted  to  allow  a  complete  precipitation  of  the 
pure  salts  as  above  outlined.  During  periods  of  flood  suspended 
silt  may  be  poured  into  the  inclosed  basm  to  finally  settle,  forming 
thus  alternating  beds  of  saliferous  clay  or  marl. 

Such  having  been  the  method  of  formation,  it  is  scarcely  necessary 
to  state  that  salt  beds  are  not  confined  to  strata  of  any  one  geological 
horizon,  but  are  to  be  found  wherever  suitable  circumstances  have 
existed  for  their  formation  and  preservation.  The  beds  of  New 
York.  State  and  of  Canada  and  a  part  of  those  of  Michigan  lie  among 
rocks  of  the  Upper  Silurian  Age.  They  are  regarded  by  Professor 
Newberry  as  the  deposits  of  a  great  sah  lake  that  formerly  occupied 
central  and  western  New  York,  northern  Pennsylvania,  northeastern 
Ohio,  and  southern  Ontario,  and  which  he  assumes  to  have  been 
as  large  as  Lake  Huron,  or  possibly  Lake  Superior.  A  part  of  the 
Michigan  beds,  on  the  other  hand,  were  kid  down  near  the  base  of 
the  Carboniferous  series,  as  were  also  those  of  the  Ohio  Valley,  and 
presumably  those  of  Virginia,  while  those  of  Petite  Anse,  Louisiana, 
are  of  Cretaceous,  or  possibly  Tertiary  Age.  The  beds  of  the  West- 
em  States  and  Territories  are  likewise  of  recent  origin,  many  of  them 
being  stiU  in  process  of  formation. 

The  English  beds  at  Cheshire,  the  source  of  the  so-called  "Liver- 
pool" salt,  are  of  Triassic  Age,  as  are  also  those  of  Vic  and  Dieuze 
in  France,  Wurtemburg  in  Germany,  and  Salzburg  in  Austria, 
while  those  of  WieUczka  in  Austrian  Poland,  and  of  Parajd  in 
Transylvania  are  Tertiary. 

Salt  is  now  manufactured  from  brines  or  mined  as  rock  salt  in 
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fifteen  States  of  the  American  Union.  These,  in  the  order  of  their 
apparent  importance,  are  Michigan,  New  York,  Kansas,  California, 
Louisiana,  Illinois,  Utah,  Ohio,  West  Virginia,  Nevada,  Pennsyl- 
vania, Virginia,  Kentucky,  Texas,  and  Wyoming.  At  one  time 
Massachusetts  was  an  important  producer  of  salt  from  sea  waters. 
The  industry  has,  however,  been  gradually  languishing,  and  may 
ere  now  be  wholly  extinct.  In  California  salt  is  obtained  largely 
from  sea  water,  but  also  from  salt  lakes  and  salines.  In  Michigan,  - 
Ohio,  the  Virginias,  Pennsylvania,  and  Kentucky  salt  is  obtained 
from  brines  obtained  from  springs  or  by  sinking  wells  into  the  sait- 
bearing  strata,  while  in  New  York,  Kansas,  Louisiana,  and  the 
remaining  States  it  is  obtained  both  from  brines  and  by  mining  as 
rock  salt. 

Of  the  foreign  sources  of  rock  salt  the  following  districts  are  the 
most  important:  (i)  The  Carpathian  Mountains,  (2)  the  Austrian 
and  Bavarian  Alps,  (3)  Western  Germany,  (4)  the  Vosges,  (5)  Jura, 
(6)  Spain,  (7)  the  Pyrenees  and  the  Celtiberian  Mountains,  and 
(8)  Great  Britain,  while  sea  salt  is  an  important  product  of  Turks 
Island  in  the  Bahamas,  of  the  island  of  Sicily,  and  of  Cadiz,  Spain. 

We  have  space  here  for  details  concerning  but  a  few  of  these  beds, 
preference  naturally  being  given  to  those  of  the  United  States. 

The  beds  of  New  York  State,  of  Ontario,  northern  Peimsylvaniar 
northeastern  Ohio,  and  eastern  Michigan  all  belong  to  the  same 
geologic  group — are  the  product  of  similar  agencies.  They  have 
been  penetrated  in  many  places  by  wells,  and  from  the  results  ob- 
tained we  are  enabled  to  form  some  idea  of  their  extent  and  thickness. 
Below  is  given  a  summary  of  results  obtained  in  boring  one  of  these 
wells  to  a  depth  of  1,517  feet  at  Goderich,  Canada.  Beginning  at  the. 
top,  the  rocks  were  passed  through  in  the  following  order: 

Pt.  In. 
1.  Clay,    giBvel,    marls,    limeslone,    dolomite,   and    gypsum     varioudy 

inteistratified 997  o 

a.  KiBl  bed  of  rock  iolt 30  it 

3.  Ddomile  with  marls 3a  i 

4-  Second  bed  of  rock  salt a5  4 

5.  Dolomite 6  10 

6.  Third  bed  of  rock  salt 34  lo 

7.  Mar],  dolomite,  and  anhydrite So  7 

8.  Fourth  bed  of  rock  salt 15  5. 
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Ft.  In. 

9.  DolcHuke  and  anhjdrite 7  o 

10.  Fifth  bed  of  rock  salt 13  6 

11.  Marl  tmd  anhydrite 135  6 

n.  Sixth  bed  of  rock  salt 6  o 

13.  Marl,  doloDtite,  and  anhydrite 13a  o 

Total  thicknesa  of  formatJons  passed  through 1,517  feet. 

Total  thickness  of  beds  of  salt 1 16  feet 

The  above  section  shows  that  the  ancient  sea  or  lagoon  under- 
went at  least  six  successive  periods  of  desiccation,  and  especial 
attention  is  called  to  the  remarkable  regularity  of  the  deposits.  On 
the  oldest  sea  bottom  (13)  the  carbonates  and  sulphates  of  lime 
and  magnesia  were  deposited  first,  being  least  soluble.  Then  fol- 
lowed the  salt,  and  this  order  is  repeated  invariably.  The  other 
constituents  mentioned  as  occurring  in  the  waters  of  lakes  and  seas 
are  not  suflBciently  abundant  to  show  in  the  section,  or  owing  to 
their  ready  solubility  they  have  been  in  large  part  removed  since  the 
beds  were  laid  down.   Chemical  tests,  however,  reveal  their  presence. 

Although  salt  was  manufactured  from  the  brine  of  sprii^,  near 
Onondaga  Lake,  in  New  York,  as  early  as  1788,  and  has  been  regu- 
larly manufactured  from  the  brine  of  wells  since  1798,  it  was  not 
until  subsequent  to  the  discovery  of  extensive  beds  of  rock  salt  in  the 
Wyoming  Valley,  while  boring  for  petroleum,  that  the  mining  of 
the  materia]  in  this  form  became  an  established  industry.  In  June, 
187S,  a  bed  of  rock  salt  70  feet  in  thickness  was  found  in  the  valley 
above  mentioned,  at  a  depth  of  1,370  feet.  Subsequently  other 
borings  in  Wyoming,  Genesee,  and  Livingston  coundes  disclosed 
beds  at  varying  depths.  In  1885  the  first  shaft  was  stink  at  PifFord 
by  the  Retsof  Mining  Company,  the  salt  bed  being  found  at  a  depth 
of  1,018  feet.  Three  other  shafts  have  since  been  sunk,  the  first 
about  a  mile  west  of  the  Retsof,  the  second  about  3  miles  south  of 
Leroy,  and  the  third  at  Livonia,  in  Livingston  County.  The  salt 
when  taken  from  the  bed  is  stated  to  be  of  a  gray  color,  due  to  the 
presence  of  clay,  which  renders  solution  and  recrystallization  neces- 
sary when  designed  for  culinary  purposes.  The  thickness  of  the 
salt  beds  and  their  depth  are  somewhat  variable.  The  following 
figures  are  quoted  from  Dr.  Engelhardt's  report.'  At  Morrisvllle,  in 
<  The  Mineial  Industry,  its  Statistics  and  Trade  for  1S9},  by  R.  P.  RothweU. 
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Madison  County,  it  is  12  feet  thick  and  at  a  depth  of  1,259  f^*! 
at  Tully,  in  Onondj^  County,  it  varies  from  25  to  318  feet,  at 
depths  of  from  974  to  1,465  feet.  The  seven  beds  found  at  Ithaca 
have  a  total  thickness  of  248  feet,  the  uppennost  lying  at  a  depth  of 
2, 244  feet.  In  the  Genesee  Valley  the  beds  vary  in  depth  from  750 
to  3,100  feet,  and  in  thickness  from  40  to  93  feet.  In  the  Wyoming 
Valley  the  depth  varies  from  610  to  2,370  feet  below  the  surface,  and 
in  thickness  from  12  to  85  feet.' 

Michigan. — ^The  salt-producing  areas  of  this  State  are,  so  far 
as  now  known,  limited  to  the  counties  of  Iosco,  Bay,  Midland, 
Gmtiot,  Saginaw,  Huron,  St.  Clair,  Manistee,  and  Mason,  the  beds 
of  the  Saginaw  Valley  lying  in  the  so-called  Napoleon  sandstone, 
at  the  base  of  the  Carboniferous.  Professor  Winchell  has  estimated 
this  formation  to  cover  an  area  of  some  17,000  square  miles  within 
the  State  limits.  The  beds  of  the  St.  Clair  Valley,  on  the  other 
hand,  are  in  upper  Silurian  strata,  being  presumably  continuous 
with  those  of  Canada.  The  manufacture  of  salt  from  brines  pro- 
cured from  these  beds  began  in  the  Saginaw  Valley  in  i860,  and 
has  since  extended  to  the  other  regions  mentioned.  According  to 
F.  E.  Engelhardt  the  rock-salt  deposits  in  the  Upper  Silurian  beds, 
with  a  thickness  of  115  feet,  were  reached  at  Marine  City,  in  St. 
Clair  County,  at  a  depth  of  1,633  *eet;  at  St.  Clair,  St.  Clair  Coimty, 
at  a  depth  of  1,635  ^^"^j  *^  ^'^  *  thickness  of  35  feet.  At  Caseville, 
in  Huron  County,  the  beds  lie  at  a  depth  of  1,164  feet,  and  at  Bay 
City,  Saginaw  Bay,  at  2,085  f^^t,  the  salt  beds  being  115  feet  in 
thickness.  At  Manistee  the  bed  is  34  feet  thick,  lying  2,000  feet 
below  the  surface,  while  at  Muskegon,  in  the  Mason  well,  it  was 
50  feet  thick  at  a  depth  of  2,300  feet.  Although  of  so  recent  develop- 
ment, Michigan  is  rapidly  becoming  one  of  the  leading  salt-producing 
regions  of  the  world,  the  estimated  manufacturing  capacity  being 
now  upward  of  5,000,000  barrels  annually.  The  total  product  of  all 
the  years  since  1868  is  given  as  60,614,464  barrels  of  280  pounds 
each. 

In  Kansas  the  rock  salt  occurs  in  beds  regarded  as  of  Permian 

'  For  a  very  complete  historical  and  geological  account  of  these  salt  beds  and  the 
method  of  manufacture,  see  BuUetiD  No.  ii,  <d  the  New  York  State  Museum,  1893, 
by  F.  J.  H.  Menfll. 
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Age,  and  has  been  reached  by  means  of  shafts  in  several  counties 
in  the  southern  and  central  part  of  the  State.  The  following  is 
a  section  of  a  shaft  sunk  at  Kingman  in  1888-89: 

PMt. 

"Red-beds,"  red  arenaceous,  lhneslt»ies,  femiginous  days,  and  day  sbaks 

with  thin  streaks  of  giaf  shales  and  tuDds  of  gTpsum  as  satin  spar 450 

Graj  or  bluish  "slate,"  with  a  feet  of  limestone  at  500  feet 140 

Red  day  shale .- 4 

Giay  "slat^"  with  occascHial  sticaks  of  limestone,  a  to  8  inches  thick,  and  some 

salt  partings  and  satin  spar  with  femi^nous  stain 78 

First  rock  sak,  pure  white a 

Shale  and  "slate,"  bluish,  with  vertical  and  other  seams  of  salt,  from  i  to  j 

inches  thick a6 

Rock  salt 4 

Shales,  with  salt i  j 

Rock  salt. 7 

Shale 3 

Rock  salt 3 

Salt  and  shale,  alternate  thin  seams £a 

Kock  salt , ir 

Shale rfi 

Rock  salt 5 

Shales  and  limestone 8 

Rock  salt,  bottom  of  it  not  reached 5 

Total , 810 

Borings  and  shafts  have  also  proven  the  existence  of  beds  of  salt 
in  other  parts  of  the  State,  as  at  Kanopolis,  Lyons,  Caldwell,  Rago, 
Pratt,  and  Wilson.  According  to  Dr.  Robert  Hays*  it.  is  safe  to 
assume  that  beds  of  rock  salt  from  50  to  1 50  feet  in  thickness  under- 
lie fuUy  half  the  area  from  the  south  line  of  the  State  to  north  of 
the  Smoky  River,  an  area  from  20  to  50  miles  in  width.  Although 
the  mining  of  rock  salt  began  in  this  region  only  in  1888,  the  annual 
output  has  already  reached  over  1,000,000  barrels. 

Louisiana. — Salt  in  this  State  is  derived  from  Petite  Anse,  a 
small  island  rising  from  the  marshes  on  the  southern  coast  and  con- 
nected with  the  mainland  by  a  causeway  some  2  miles  in  length. 
According  to  E.  W.  Hilgard'  the  deposit  is  probably  of  Cretaceous 
Age,  and  is  presumably  but  a  comparatively  small  residual  mass 

'  Geological  and  Mineral  Resources  ol  Kansas,  rSgj,  p.  44. 

*  Smithsonian  CoDtritnitiaQs  to  Knowledge,  XXIII.  On  the  Geology  of  Lower 
Louisiana  and  the  Salt  Deposit  on  Fetite  Anse  Island. 
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of  beds  once  extending  over  a  much  ki^r  area,  but  now  lost  through 
«rosioii.  (See  F^.  4.)  Exploration  has  shown  the  area  occupied 
.  by  the  beds  to  be  some  150  acres,  but  the  full  thickness,  though 
known  to  be  upward  of  165  feet,  has  never  been  fully  determined. 

Kentucky. — Salt  in  Kentucky  is  obtained  from  the  brine  of 
springs  and  wells  in  CarbonifeFDUs  limestone.  In  Meade  County 
brine  accompanies  the  natural  gas,  the  latter  in  some  cases  being 
utilized  as  fuel  for  its  evaporation.  Springs  in  Webster  County 
furnished  salt  for  Indians  long  anterior  to  the  occupancy  of  the 
county  by  whites,  and  fragments  of  their  clay  kettles  and  other 
utensils  used  in  the  work  of  evaporation  are  still  occasionally  found. 

Texas, — ^The  occurrences  of  salt  are  numerous  and  widespread. 
Along  the  coast  are  many  lagoons  and  salt  lakes,  from  which  con- 
siderable quantities  are  taken  annually.  "Besides  the  lakes  along 
the  shores  many  others  occur  through  western  Texas,  reachii^  to 
the  New  Mexico  line,  while  northeast  of  these,  in  the  Permian  region, 
the  constant  recurrence  of  such  names  as  Salt  Fork,  Salt  Creek, 
etc.,  tell  of  the  prevalence  of  similar  conditions."  In  addition  to 
the  brines  there  are  extensive  beds  of  rock  salt.  Thg.t  which  is  at 
present  best  developed  is  located  in  the  vicinity  of  Colorado  City, 
in  Mitchell  County.  The  bed  of  salt  was  found  at  a  depth  of  850 
feet,  with  a  thickness  of  140  feet.  In  eastern  Texas  there  are  many 
low  pieces  of  ground  called  salines,  where  salt  has  been  manufac- 
tured by  evaporation  of  the  brines  obtained  from  shallow  wells.  At 
the  "Grand  Saline"  in  Van  Zandt  County,  a  bed  of  rock  salt  over 
300  feet  in  thickness  was  found  at  a  depth  of  335  feet. 

In  England  the  salt  occurs  at  Cheshire  in  two  beds  interstratified 
-with  marls  and  clays.  The  upper,  with  a  thickness  vaiying  from 
^  to  90  feet,  lies  at  a  depth  of  some  120  feet  below  the  surface,  and 
the  second  at  a  depth  of  336  feet  has  a  thickness  varying  between 
96  and  117  feet.  The  accompanying  general  sections  are  from 
Davies'  Earthy  and  other  Economic  Minerals. 

DEIAILXD  SECTION  OF  STRATA   SDNI  THKOITCH  AT    WITTOM,   NKA»  NOBTHVICH, 
TO   THE    LOWER   8BD  0»   SALT. 

Ft.    In. 

I.  Calcareotu  mat! 15    o 

a.  lodunted  red  clay 4     6 

3.  Indurated  blue  clay  and  marl 7     o 


sdbvGoO^^lc 


48  THE  NON-METALUC  MINERALS. 

Ft.    In. 

4.  ArgOlaceous  marl i     o 

5.  Indurated  Mue  clay i     o 

6.  Red  clay  with  sulphate  of  lime  in  irrc^ulai  branches 4    o 

7.  Indurated  red  clay  with  grains  of  sulphate  of  lime  inteiBpcTsed 4     <> 

i.  InduiHted  brown  clay  with  sulphate  of  lime  ciystallized  in  icregutar  masses 

and  in  large  proportions 13  o 

9.  Indurated  blue  clay  withlaminsof  sulphate  of  lime 4  6 

10.  Argillaceous  marl 4  a 

11.  Indurated  brown  day  laminated  with  sulphate  of  lime 3  o 

13.  lodureted  blue  clay  laminated  with  sulphate  of  lime 3    o 

'13.  Indurated  red  and  blue  clay 13     o 

14.  Indurated  brown  clay  with  sand  and  sulphate  of  lime  iiregularly  inter- 

spersed through  it.     The  Eresh  water,   at  the  rate  of  360  gaUons  a 

minute,  forced  its  way  through  this  stratum 13  » 

15.  Argillaceous  marl 5  o 

16.  Indurated  blue  clay  with  sand  and  grains  of  sulphate  of  lime 3  9 

17.  Indurated  brown  clay  as  next  above 1;  o 

18.  Blue  clay  as  strata  next  above i  6 

rp.  Brown  clay  as  strata  next  above ,  7  o 

ao.  The  (op  bed  of  rock  salt 75  o 

31.  Layers  of  indurated  clay  with  veins  of  rock  salt  running  thiou^  them .  31  6 

33.  Lower  bed  of  rock  salt 115  o 

Total 341     » 

At  Wieliczka,  in  Austrian  Poland,  the  salt  occurs  in  massive 
beds  stated  to  extend  over  an  area  some  20  by  500  miles,  with  a 
maximum  thickness  of  1,200  feet.  At  Parajd,  in  Transylvania, 
beds  belonging  to  the  same  geological  horizon  are  estimated  to 
contain  upward  of  10,000,000,000,000  cubic  feet  of  salt. 

One  of  the  most  remarkable  deposits  of  the  world,  remarkable 
for  its  extent  as  well  as  for  the  variety  of  its  products,  is  that  of 
Stassfurt,  in  Prussian  Saxony.  On  account  of  its  unique  character, 
as  well  as  its  commercial  importance,  being  to-day  the  chief  source 
<A  natural  potash  salts  of  the  world,  a  little  space  may  well  be  given 
here  to  a  detailed  description.* 

"  Stassfurt  is  a  small  town  of  some  12,000  inhabitants,  about  25 
miles  southwest  of  the  city  and  fortress  of  Magdebui^,  in  Prussia. 
It  lies  in  a  plain,  and  the  river  Bode,  which  takes  its  rise  in  the  Harz 
Mountains,  flows  through  it.  The  history  of  the  salt  industiy  in 
Stassfurt  is  a  very  old  one,  and  dates  back  as  far  as  the  year  806. 

*  Journal  of  the  Society  of  Chemical  Industry.  II,  1883,  pp.  146,  147. 
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Previous  to  the  year  1839  the  salt  was  produced  from  brine  pumped 
from  wells  sunk  about  200  feet  into  the  rock.  The  brine,  in  the 
course  of  time,  became  so  weak  as  regards  the  common  salt  it  con- 
tained, that  it  was  impossible  to  carry  on  the  manufacture  from 


FB).  5. — Quster  of  sylvite  ciystals,  showing  characteristic  cubo-octahedral  forms. 

Stassfuit,  Gennany. 

[U.  S.  National  Museum.] 

this  source  without  loss.  In  1839  the  Prussian  Government,  who 
were  the  owners  of  these  saline  springs,  commenced  boring  with 
the  object  of  discovering  the  whereabouts  of  the  bed  of  rock  salt  from 
which  the  brine  had  been  obtained,  and  in  the  year  1843,  seven 
years  after  the  commencement  of  the  borings,  the  top  of  the  rock 
salt  was  reached  at  a  depth  of  256  meters.  The  boring  was  con- 
tinued through  another  325  meters  into  the  rock  salt  without  reach- 
ing the  bottom  of  the  layer.     At  this  total  depth  of  581  meters  the 
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boring  was  suspended.     On  analyzing  the  brine  obtained  from  the 
bore-hole,  it  was  found  to  consist,  in  loo  parts  by  weight,  of — 

Sulphate  of  calcium 4.01 

Chloride  of  potassium 2.24 

Chloride  of  magnesium i9-43 

Chloride  of  sodium 5,61 

"A  result  not  only  unexpected  but  disappointing,  since  the  presence 
of  chloride  of  magnesium  in  such  quantities  dispelled  for  the  time 
all  hopes  of  striking  on  the  pure  rock  salt.  The  Government, 
however,  guided  by  the  opinions  expressed  by  Dr.  Karsten  and 
Professor  Marchand,  namely,  that  the  presence  of  chloride  of  mag- 
nesium in  such  quantities  was  probably  due  to  a  deposit  lying  above 
the  rock  salt,  determined  to  further  investigate  the  matter,  and  in 
the  year  1852  the  first  shaft  was  commenced,  which  after  five  years 
had  penetrated,  at  a  depth  of  330  meters,  into  a  bed  of  rock  salt, 
passing  on  its  way,  at  a  depth  of  256  meters,  a  bed  of  potash  and 
magnesia  salts  of  a  thickness  of  25  meters. 

"  On  referring  to  the  section  of  the  mines  (Plate  II)  it  will  be  seen 
that  the  lowest  deposit  of  all  consists  of  rock  salt.  The  bore-hole 
was  driven  381  meters  into  it  without  reaching  the  bottom  of  the 
layer.  Its  depth  is  therefore  unknown.  The  black  lines  drawn 
across  the  rock-salt  deposit  represent  thin  layers  of  sulphate  of  oal- 
cium  7  millimeters  thick,  and  almost  equidistant.  The  lines  at  the 
top  of  the  rock  salt  represent  thin  layers  of  the  trisulphate  of  potash, 
magnesia,  and  lime  as  the  mineral  Polyhallite.  The  deposit  lying 
immediately  on  the  bed  of  rock  salt  consists  chiefly  of  sulphate  of 
magnesia  as  the  mineral  Kieserite.  Still  farther  toward  the  surface 
the  deposit  consists  of  the  double  chloride  of  potassium  and  mag- 
nesium, known  as  the  mineral  Camallite,  mixed  with  sulphate  of 
magnesia  and  rock  salt.  The  deposit  to  the  right,  on  the  rise  of 
the  strata,  consists  of  the  double  sulphate  of  potash  and  magnesia 
combined  with  one  equivalent  of  chloride  of  magnesium,  and  inter- 
mingled with  common  salt  to  the  extent  of  40  per  cent.  Thb  double 
sulphate  is  known  as  the  mineral  Kainite  and  is  a  secondary  forma- 
tion, resulting  from  the  action  of  a  limited  quantity  of  water  on  a 
mixture  of  sulphate  of  magnesia  and  the  double  chloride  of  potassium 
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[V.  S.  National  Museum.) 
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and  magaesium,  as  coQtained  in  the  uppennost  deposit  previously 
E^xiken  of. 

"  The  upper  bed  of  the  rock  salt,  resting  on  a  thick  bank  of  Anhy- 
drite, is  also  a  later  fonnation.  Almost  imperceptible  layers  of' 
Potyhallite  are  present  in  this  deposit  and  at  greater  intervals  than 
in  the  lower  and  older  deposit.  It  has  therefore  probably  originated 
from  the  action  of  water  on  the  older  deposit.  This  upper  bed  of 
rock  salt  varies  in  thickness  from  40  to  90  meters,  and  its  extent 
is  comparatively  limited.  It  is  worked  in  preference  to  the  older 
deposit,  where  both  exist  in  the  same  mine,  it  being  of  much  purer 
quality,  averaging  about  98  per  cent  in  the  mines  of  the  New  Stass- 
furt  Mining  Company  and  in  the  Royal  Prussian  mines. 

"  Sixteen  different  minerals  have  as  yet  been  discovered  in  the 
Stassfurt  deposits.  They  may  be  divided  into  primary  and  second- 
ary formations.  Those  of  primary  formation  are  rock  salt,  Anhy- 
drite, Polyhamte(K^O«,  MgSO„  2CaS0«  2H,0)  Kieserite  (MgSO,, 
H,0),  Camallite  (KCl,  MgCl,,  6H,0),  Boradte  (2(Mg,B»0«), 
MgCW,  and  Douglasite  (2KCI,  FeCl,,  2H,0).  Those  of  secondary 
fonnation,  resulting  from  the  decomposition  of  the  primary  minerals 
are  nine  in  number,  namely :  Kainite  (KjSO^,  MgSO^,  MgCl,6H,0) ; 
Sylvm  (KCl);  Tachydrite  (CaCI,,  aMgCL,-!- laH^O);  Bischofite 
(MgfX  6H,0);  Krugite  (K^0«,  MgSO.,  4CaS0„  2H,0);  Reich- 
ardtite  (M^O,,  7H,0);  Glauberite  (CaSO,,  Na^OJ;  SchSnite 
(KaSO„  MgSO«  6H,0),  and  Astrakanite  (MgSO,,  4H1O).  Only 
four  of  these  minerals  have  any  commercial  value,  namely;  Car- 
nallite,  Kainite,  Kieserite,  and  rock  salt.  The  yield  of  boradte^ 
which  is  found  in  nests  in  the  Camallite  region  of  the  mine,  is  too 
insignificajit  to  be  classed  among  those  just  mentioned. 

"  The  mine  may  be  divided  chemically  into  four  regions:  (1)  The 
rock  salt,  (2)  the  Kieserite,  (3)  the  Camallite,  (4)  the  Kainite  region. 

"  The  rock-salt  region  has  almost  the  same  composition  through- 
out. Its  character  is  crystalline,  though  in  this  region  well-defined 
crystals  are  never  met  with.  In  other  parts  of  the  mine,  especially 
in  the  Camallite  region,  it  is  found  crystallized  in  the  form  of  the 
cube  and  the  octahedron,  sometimes  coloured  different  shades  of 
red  and  bhie.  Specimens  have  also  been  found  of  varied  structure, 
laminated^  granular,  and  fibrous. 
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"  The  deposit  lying  on  the  top  of  the  rock  constitutes  the  so-called 
Kieserite  Tegion.  The  thickness  of  this  deposit  is  about  56  meters, 
aind  its  average  composition  as  foUows: 

Percent. 

Kieserite 17 

Rock  salt 66 

Camallite 13 

Tachydrite 3 

Anhydrite 2 


"  In  the  pure  state  Kieserite  is  amorphous  and  translucent,  pos- 
sessing a  sp>ecific  gravity  of  3.517.  It  contains  87.1  per  cent  sulphate 
-of  magnesia  and  12.9  [>er  cent  water,  corresponding  to  the  formula 
Mg50t,HjO.  Exposed  to  the  air  it  becomes  opaque  from  the 
absorption  of  moisture,  and  is  converted  into  Epsom  salts;  100 
parts  of  water  dissolve  40.9  parts  of  this  mineral  at  iS^  C.  The 
solution,  however,  takes  place  very  slowly  at  this  temperature.  , 
"  This  deposit  has  not  been  worked  to  any  great  extent.  Its  com- 
position is  interesting  as  showing  the  gradual  decrease  of  the  propor- 
tion of  common  salt  and  the  commencement  of  the  separation  of 
the  more  soluble  salts. 

"  Each  of  the  two  divisions  of  the  mine  just  described  contains 
-only  one  mineral  of  importance.  The  third  division,  called  the 
Camallite  tegion,  contains  a  variety  of  minerals,  and  to  this  deposit 
"Stassfurt  owes  its  world-wide  fame.  The  average  thickness  of  this 
<leposit  is  about  25  meters,  and  its  composition  is  as  follows: 

Per  cent. 

Camallite 60 

Kieserite 16 

Rock  Salt 20 

Tachydrite 4 

besides  small  quantities  of  magnesium  bromide.  These  minerals 
are  deposited  in  the  order  given  above,  in  successive  layers,  varying 
in  thickness  from  tW  to  i  meter,  the  different  colors  of  these  minerals 
^ving  the  deposit  a  remarkable  appearance. 
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"  The  predoininating  mineral  in  this  region  is  Camallite,  a  double 
chloride  of  potassium  and  magnesium,  containing  26.76  per  cent 
chloride  of  potassium,  34.50  per  cent  chloride  of  magnesium,  and 
38.74  per  cent  water,  corresponding  to  the  formula  KCl,MgCl„6H}0. 
In  the  pure  state  it  is  colorless  and  transparent,  and  possesses  a 
specific  gravity  of  i.6i8.  It  is  very  hygroscopic,  aod  is  easily  soluble  in 
water,  100  parts  of  which  dissolve  64.5  parts  of  the  mineral.  It  may 
be  artificially  formed  from  a  solution  of  chloride  of  potassium,  con- 
taining not  less  that  26  per  cent  of  chloride  of  m^nesium.  The 
deposit  which  figures  to  the  right  of  the  Camallite  region  is,  as  before 
mentioned,  a  secondary  formation,  and  consists  principally  of  the 
mineral  Kainite.  This  deposit,  though  limited  as  compared  to  the 
other  salt  deposits,  is  yet  of  vast  extent.  The  average  compositon  of 
this  deposit  is: 

Sulphate  of  potash 23.0 

Sulphate  of  magnesia 15.6 

Chloride  of  magnesium 13.0 

Chloride  of  sodium 34.8 

Water 13.6 


"  In  the  pure  state  it  is  colorless  and  almost  transparent,  and  pos- 
sesses a  specific  gravity  of  2.13;  100  parts  of  water  dissolve  79.5  parts 
of  it.  Cold  water  does  not  decompose  it,  but  from  its  saturated  hot 
solution  the  double  sulphate  of  potash  and  magnesia  separates,  and 
chloride  of  magnesium  remains  in  solution." 

Methods  of  mining  and  manufacture. — ^In  the  manufacture  of 
salt  three  principal  methods  are  employed.  The  first,  if,  indeed,  it 
can  be  called  manufacture,  consists  in  mining  the  dry  salt  from  an 
open  quany,  as  in  the  Rio  Virgen  and  Barcelona  deposits,  or  by 
means  of  subterranean  galleries,  the  methods  employed  at  Petite 
Anse  and  in  Galacia. 

At  Petite  Anse  the  method  of  mining  and  prepaiation,  as  given 
by  Mr.  R.  A.  Pomeroy,'  is  as  follows: 

>  TnnaBdioiu  of  the  American  Institute  Mining  Engineer,  XVII,  iSSS,  1889, 
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Mining  is  done  by  means  of  galleries  on  two  levels.  There  are 
16  to  25  feet  of  earth  above  the  salt  deposit.  The  contour  of  the 
latter  conforms  nearly  with  that  of  the  surface.  The  working  shaft 
is  168  feet  deep.  The  depth  of  the  &rst  level  of  floor  is  90  feet;  to 
the  second,  70  feet  farther.  The  remaining  8  feet  are  used  for  a 
dump.  The  galleries  of  the  first  level  were  run,  on  an  average,  40 
feet  in  width  and  25  feet  and  upwards  in  height,  leaving  supporting 
pillars  40  feet  in  diameter. 

The  galleries  of  the  second  level  are  run  80  feet  in  width  and 
45  feet  in  height,  leaving  supporting  pillars  60  feet  in  diameter. 
The  lower  pillars  are  so  left  that  the  weight  of  the  upper  ones  rests 
upon  them  in  part,  if  not  wholly,  with  a  thickness  of  at  least  2$  feet 
of  salt  rock  between. 

Galleries  a^regating  nearly  i  mile  in  length  have  been  run  on 
the  upper  level  and  some  700  feet  on  the  lower. 

In  running  a  gallery  the  first  work  is  the  "  undercuttii^  "  on  the 
level  of  the  floor,  of  sufficient  height  to  enable  the  miners  to  work 
with  ease.  The  salt  is  then  blasted  down  from  the  overhanging 
boc^.    The  yearly  output  is  about  50,000  tons. 

The  salt  as  it  comes  from  the  mine  is  dumped  into  corrugated 
cast-iron  rolls,  which  crush  it.  Next  it  goes  into  revolving  screens^ 
which  take  out  the  coarser  lumps  for  "crushed  salt"  and  let  the 
fine  stuff  pass  to  the  buhrstones.  These  grind  the  salt,  and  from 
them  it  goes  to  the  pneumatic  separators^  which  take  out  the  dust 
and  separate  the  market  salt  into  various  grades.  Taking  the  dust 
out  is  essential  to  the  production  of  a  salt  that  will  not  harden,  since 
the  fine  particles  of  dust  deliquesce  readily,  and  on  drying  cement 
the  coarse  particles  together.  The  drill  used  in  the  mine  is  what 
is  known  as  the  "Russian  auger."  It  is  turned  by  hand  and  forced 
by  a  screw  of  12  threads  per  inch.  The  holes  take  canridges  i)- 
inches  in  diameter.  Two  men  will  bore  75  feet  of  hole  each  work- 
ing-day of  eight  hours.  Three-quarters  of  a  pound  of  18  per  cent 
dynamite  is  used  to  the  ton  of  salt  mined. 

On  the  Colorado  Desert  the  salt  occurs  in  the  form  of  a  crust  a 
foot  or  more  in  thickness,  resting  on  a  lake  of  shallow  brine.  This 
crust,  which  is  covered  with  a  thin  layer  of  dust  and  sand  blown 
over  it  from  the  surrounding  desert,  is  cut  away  longitudinally,  much 
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as  ice  is  cut  in  the  North.  When  loosened,  the  block,  falling  into 
the  water  beneath,  is  cleaned  of  its  impurities,  and  is  then  thrown 
out  on  a  platform  to  diy,  after  which  it  b  ground  and  packed  for 
market.  In  niany  parts  of  the  arid  West  the  salt  is  obtained  merely 
by  shoveling  up  the  impure  material  deposited  by  the  evaporation 
of  salt  lakes  and  marshes  during  seasons  of  drought.  In  this  way 
is  obtained  a  large  share  of  the  material  used  in  chloridizing  ores. 

In  the  preparation  of  salt  from  sea  water,  solar  evaporation  alone 
is  rehed  upon  nearly  altogether.  This  method,  Uke  the  next  to  be 
mentioned,  depends  for  its  efficiency  upon  the  fad  already  noted 
— that  sea  water  holds  in  solution  besides  salt  various  other  ingre- 
dients, which,  owing  to  their  varying  degrees  of  solubihty,  are  depos- 
ited at  different  stages  of  the  concentration.  In  Barnstable  County, 
Massachusetts,  it  was  as  follows:  A  series  of  wooden  vats  or  tanks, 
vrith  nearly  vertical  sides  and  about  a  foot  in  depth,  is  made  from 
planks.  These  are  set  upon  posts  at  different  levels  above  the 
ground,  and  so  arranged  that  the  brine  can  be  drawn  from  one 
to  another  by  means  of  pipes.  Into  the  first  and  highest  of  these 
tanks,  known  as  the  "long  water  room,"  the  water  is  pumped  di- 
rectly from  the  bay  or  artificial  pood  by  means  of  windmills,  and  there 
allowed  to  stand  for  a  period  of  about  ten  days,  or  until  all  the 
sediment  it  may  cany  is  deposited.  Thence  it  is  nm  through  pipes 
to  the  second  tank,  or  "  short  water  room,"  where  it  remains  exposed 
to  evaporation  for  two  or  three  days  longer,  when  it  is  drawn  off 
into  the  third  vat,  or  "pickle  room,"  where  it  stands  until  concen- 
tration has  gone  so  far  that  the  lime  is  deposited  and  a  thin  pellicle  of 
salt  begins  to  form  on  the  surface.  It  is  then  run  into  the  fourth  and 
last  vat,  where  the  final  evaporation  takes  place  and  the  salt  itself 
crystallizes  out.  Care  must  be  exercised,  however,  lest  the  evapora- 
tion proceed  too  far,  in  which  case  sulphate  of  soda  (Glauber's  salt) 
and  other  injurious  substances  will  also  be  deposited,  and  the  quality 
of  the  sodium  chloride  thereby  be  greatly  deteriorated. 

As  to  the  capabilities  of  works  constructed  as  above,  it  may  be 
said  that  during  a  diy  season  vats  covering  an  area  of  3,000  square 
feet  would  evaporate  about  33,500  gallons  of  water,  thus  producing 
some  100  bushels  of  salt  and  400  pounds  of  Glauber's  salt  The 
moist  climate  of  the  Atlantic  States,  however,  necessitates  the  roof- 


ed byGoO^^lc 


5*  THE  NON-METALUC  MINERALS. 

ing  of  the  vats  in  such  a  maimer  that  they  can  be  protected  or  ejcposed 
as  desired,  thereby  greatly  increasing  the  cost  of  the  plant.  Sundry 
parts  of  the  Pacific  coast,  on  the  other  hand,  owing  to  their  almost 
entire  freedom  from  rains  during  a  large  part  of  the  year,  are  pecu- 
liarly adapted  for  the  manufacture  by  solar  evapwration.  Hence, 
while  the  works  on  the  Atlantic  coast  have  nearly  all  been  discon- 
tinued, there  has  been  a  corresponding  growth  in  the  West,  and 
particularly  in  the  region  about  San  Francisco  Bay. 

The  methods  of  procedure  in  the  California  works  do  not  differ 
materially  from  that  already  given,  exceptii^  that  no  roofs  are 
required  over  the  vats,  which  are  therefore  made  much  larger.  One 
of  the  principal  establishments  in  Alameda  County  may  be  described 
as  follows :  The  works  are  situated  upon  a  low  marsh,  naturally  cov- 
ered by  high  tides.  This  has  been  divided,  by  mesms  of  piles  driven 
into  the  mud  and  by  earth  embankments,  into  a  series  of  seven  vats 
or  reservoirs,  all  but  the  last  of  which  are  upon  the  natural  sur&ce 
of  the  ground — that  is,  without  wooden  or  other  artificial  bottoms. 
The  entire  area  inclosed  in  the  seven  vats  is  about  600  acres,  neces- 
sitating some  15  miles  of  levees.  The  season  of  manufacture  lasts 
from  May  to  October.  At  the  beginning  of  the  spring  tides,  which 
rise  some  12  to  15  inches  above  the  marsh  level,  the  fifteen  gates  of 
reservoir  No.  i,  comprising  some  300  acres,  are  opened  and  the 
waters  of  the  bay  allowed  to  flow  in.  In  this  great  artificial  salt  lake 
the  water  is  allowed  to  stand  until  all  the  mud  and  fihh  have  become 
precipitated,  which  usually  requires  some  two  weeks.  Then,  by 
means  of  pumps  driven  by  windmills,  the  water  is  driven  from 
reservoir  to  reservoir  as  concentration  continues,  till  finally  the  salt 
crystallizes  out  in  No.  7,  and  the  bittern  is  pumped  back  into  the 
bay.  The  annua]  product  of  the  works  above  described  is  about 
2,000  tons. 

A  somewhat  similar  process  is  pursued  in  the  manufacture  of  salt 
from  inland  lakes,  as  the  Great  Salt  Lake,  Utah.  The  following 
account  of  the  method  here  employed  is  by  Dr.  J.  E.  Talmage: 

"  The  Inland  Salt  Company's  gardens  are  situated  near  Garfield 
Beach,  the  most  popular  pleasure  resort  on  the  lake.  In  the  method 
employed  the  water  is  pumped  from  the  lake  into  ponds  prepared 
for  its  reception  and  situated  above  the  level  of  the  lake  surface. 
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The  mother  liquors  flow  off — are  returned  to  the  lake,  in  fact — 
when  the  evaporation  has  reached  the  proper  stage.  From  the 
establishment  of  the  works  until  1883  the  lake  was  close  to  the  ponds; 
but,  owing  to  the  unusually  high  rate  of  evaporation  attending  the 
dry  seasons  of  the  immediate  past,  the  water  has  receded,  so  that  at 
present  it  has  to  be  conveyed  over  2,500  feet  to  the  evaporating 
receptacles.  This  is  effected  by  the  aid  of  two  centrifugal  pumps, 
raising  together  14,000  gallons  of  water  per  minute.  The  pumps 
throw  the  water  to  a  height  of  14  feet  into  a  flume,  through  which 
it  flows  to  the  [>onds.  These  are  nine  in  number,  and  are  arranged 
in  series.  In  the  first  pond  the  mechanically  suspended  matters 
are  left  as  sediment  or  scum,  and  the  water  passes  into  the  second  in 
a  dear  condition.  The  ponds  cover  upward  of  a  thousand  acres,  and 
the  drain  channeb  leading  from  them  aggregate  nine  miles  in  length. 
The  pumping  continues  through  May,  June,  and  July.  A  fair  idea  of 
the  rate  of  evaporation  in  the  thirsty  atmosphere  of  the  Great  Basin 
may  be  gained  from  contemplating  the  fact  that  to  supply  the  volume 
of  water  disappearing  from  the  ponds  by  evaporation  requires  the 
action  of  the  pumps  ten  hours  daDy  in  June  and  July.  This  is  equal 
to  the  carrying  away  of  8,400,000  gallons  per  day  from  the  surface 
of  the  ponds. 

"The  'salt  harvest '  begins  in  August,  soon  after  the  cessation 
of  pumping,  and  continues  till  all  is  gathered,  frequently  extending 
into  the  spring  months  of  the  succeeding  year.  An  average  season 
yields  a  layer  of  salt  7  inches  deep,  which  amount  would  be  deposited 
from  49  inches  of  lake  water.  The  density  at  which  salt  begins  to- 
deposit,  as  observed  at  the  ponds  and  confirmed  by  laboratory 
experiments,  is  1.2121,  and  that  of  the  escaping  mother  hquors  is- 
1.2345.  The  yield  of  salt  is  at  the  rate  of  150  tons  per  inch  per 
acre.  The  crop  is  gathered  on  horse  cars,  which  run  on  movable 
tracks  into  the  ponds.  At  the  works  the  operations  are  simple 
and  effective.  A  link-belt  conveyor  carries  the  coarse  salt  to  the 
crusher;  thence  to  the  dryer,  after  which  a  siftii^  process  is  employed 
by  which  the  salt  is  separated  into  table  salt  and  dairy  salt." '  < 
Owing  to  the  depth  below  the  surface  of  the  salt  beds  in  Ohio, 

>  Sckoce,  XIV,  1889,  p.  445. 
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Michigan,  and  other  inland  States,  the  material  is  never  mined  as 
in  the  cases  first  mentioned,  but  is  pumped  to  the  surface  as  a  brine 
and  there  evaporated  by  artificial  heat.  In  the  Wareaw  Valley  region 
the  beds  lie  from  800  to  2,500  feet  below  the  surface,  and  are  reached 
by  wells.  These  are  bored  from  5}  to  8  inches  in  diameter  and  are 
cased  with  iron  pipes  down  to  the  salt.  Inside  the  first  pipe  is  then 
introduced  a  second  2  inches  in  diameter,  with  perforations  for  a 
few  feet  at  its  lower  end,  and  which  extends  nearly,  if  not  quite,  to 
the  bottom.  Fresh  water  is  then  allowed  to  run  from  the  surface 
^lown  between  the  two  pipes.  This  dissolves  the  salt,  and  forms  a 
strong  brine  which,  being  heavier,  sinks  to  the  bottom  of  the  well 
and  is  pumped  up  through  the  smaller  or  iimer  tube.  At  Syracuse 
the  wells  are  not  sunk  into  the  salt  bed  itself,  but  into  an  ancient 
gravel  deposit  which  is  saturated  with  the  brine.  Here  the  intro- 
duction of  water  from  the  surface  is  done  away  with.  I1I  those 
cases,  not  at  all  uncommon,  where  the  brine  flows  naturally  to  the 
surface  in  the  form  of  a  spring,  pumping  is  of  course  dispensed  with. 

The  methods  of  evaporation  vary  somewhat  in  detail.  In  New 
York  the  brine  is  run  in  a  continuous  stream  in  large  pans  some  130 
feet  long  by  20  feet  wide  and  18  inches  deep.  As  it  evaporates  the 
salt  is  deposited  on  the  bottom,  and,  by  means  of  long-handled 
scrapers,  is  drawn  on  the  sloping  sides  of  the  pan.  Here  it  is  allowed 
to  drain,  and  is  afterwards  taken  to  the  storage  bins  for  packing  or 
grinding.*  Salt  thus  produced,  it  should  be  noticed,  is  never  so 
coarse  as  the  so-called  rock  salt,  or  that  which  has  formed  by  natural 
evaporation.  In  Michigan  the  brine  from  the  wells  is  first  stored 
in  cisterns,  whence  it  is  drawn  off  into  large  shallow  pans,  known 
technically  as  "settlers,"  where  it  is  heated  by  means  of  steam  pipes 
to  a  temperature  of  175^,  until  the  point  of  saturation  is  reached. 
It  is  then  drawn  into  a  second  series  of  pans,  called  "grainers," 
where  it  is  heated  to  a  temperature  of  185",  until  crystallization 
takes  place.    (Plate  III.) 

The  strength  of  brines,  and  therefore  the  quantity  of  water  that 
must  be  evaporated  to  produce  a  given  quantity  of  salt,  varies 

'  For  deUHs,  see  Salt  and  Gjpsuin  Industries  of  New  York,  b^  Dr.  F.  J.  H.  Uer- 
iSi,  Bullettn  No.  ii.  New  YoA  StaU  Uuaeum,  1893. 
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Views  of  Brine  Evaporating  Tanks  al  Syracuse,  New  York. 

[U.  S.  National  Museum,] 
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greatly  in  different  localities.  At  Syracuse  the  brine  contains  15.3s 
per  cent  of  salt;  at  the  Saginaw  Valley,  17.91  per  cent;  at  Saltville, 
Virginia,  25.97  per  cent;  while  Salt  Lake  contains  11.86  per  cent, 
and  the  waters  of  San  Francisco  Bay  but  3.37  per  cent.  The  amount 
of  impurities  depends  on' the  care  exercised  in  process  of  manufacture, 
rapid  boiling  giving  less  satisfactory  results  than  sbwer  methods. 
The  Syracuse  salt  has  been  found  to  contain  98.53  per  cent  sodium 
chloride;  California  Bay  salt  9S.43  per  (xnt  and  99.44  per  cent; 
and  Petite  Anse  99.88  per  cent.  The  impurities  in  these  cases  are 
nearly  altogether  chlorides  and  sulphates  of  lime  and  magne^a. 

The  Cheshire  (England)  salt  beds  are  worked  both  by  mining 
as  rock  salt  and  by  pumping  the  brine.  Formerly  both  upper  and 
lower  beds  were  mined,  but  flooding  and  falling  in  of  the  roofs 
caused  the  work  to  be  discontinued  on  the  upper  beds.  That  now 
mined  as  rock  salt  comes  wholly  from  the  lower  bed,  and  beii^ 
impure  is  used  mainly  for  agricultural  purposes. 

At  Wieliczka  the  salt  is  likewise  mined  from  galleries  resembling 
in  a  general  way  those  of  a  coal  mine.  These,  according  to  Brehm,^ 
begin  at  a  depth  of  about  95  meters,  forming  several  levels  connected 
by  stairways,  the  lowermost  galleiy  being  at  a  depth  of  312  meters, 
or  some  50  meters  bebw  sea  level.  These  galleries  have  a  total 
length  of  some  680  kilometers.  They  are  connected  with  one 
another  by  means  of  "onze  puits,'*  of  which  seven  are  utilized  for 
hoisting  purposes.  The  work  goes  on  continually  night  and  day 
the  year  through.  The  salt  is  cut  out  in  the  form  of  blocks,  leaving 
huge  chambers,  the  roof  being  sustained  by  means  of  large  columns 
of  salt  left  standing.  The  temperature  within  these  chambers  is 
very  imiform,  varying  onfy  between  10"  and  15°  C.  The  air  is  dry 
and  healthful.  The  miners  hew  out  of  the  salt  statues  of  the  saints, 
pyramids,  and  chandeliers,  where  they  can  place  300  l^ts.  One 
chamber,  called  the  Chapel  of  St.  Antoine,  with  its  attar,  statues, 
columns,  etc.,  Is  still  in  a  condition  of  perfect  preservation  after  a 
lapse  of  two  centuries.  The  statements  to  the  effect  that  the  work- 
men, and  indeed  entire  &milies,  pass  a  good  share  of  their  lives  in 
these  mines,  almost  never  coming  to  the  surface,  is  stated  by  Brehm 

*  Uarreilks  De  La  Nature.    Lb  Teme,  etc.,  p.  315. 
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to  be  wholly  erroneous.    In  reality,  all  the  workers  leave  daily,  only 
the  horse  remaining  below. 

The  output  of  salt  in  the  United  States  for  1900  amounted  to 
upwards  of  20,000,000  barrels  of  280  pounds  each,  of  which  85  per 
cent  was  from  mines  and  wells  in  New  York,  Michigan,and  Kansas. 
The  annual  output  for  the  entire  world  amounts  to  upwards  of 
10,000,000  metric  tons. 

Uses. — ^The  principal  uses  of  salt  have  always  been  for  culinary 
and  preservative  purposes.  Aside  from  these,  it  is  also  used  in 
certain  metallurgical  processes  and  in  chemical  manufacture,  as  in 
the  preparation  of  the  so-called  soda  ash  (sodium  carbonate),  used 
in  glass  making,  soap  making,  bleaching,  etc.,  and  in  the  preparatioD 
of  sodium  salts  in  general.  Clear,  transparent  sah  has  been  utilized 
in  a  few  instances  in  optical  and  other  research  work. 
2.   FLUORITE. 

This  is  a  calcium  fluoride,  CaF„  =  fluorine,  48.9  per  cent ;  calcium, 
51.1  per  cent.  The  most  striking  features  of  this  mineral  are  its 
cubic  crystallization,  octahedral  cleavage,  and  fine  green,  yellow, 
purple,  violet,  and  sky-blue  colors.  White  and  red-brown  varieties 
are  also  known.  The  mineral  is  translucent  to  transparent,  and 
of  a  hardness  somewhat  greater  than  calcite  (4  of  Dana's  scale). 

Occurrence. — The  mineral  occurs,  as  a  rule,  in  veins,  in  gneiss, 
the  schists,  limestones,  and  sandstones.  It  is  also  a  conunon  gangue 
of  metallic  ores,  particularly  those  of  lead  and  tin. 

The  principal  American  sources  are  Rosiclare,  in  southern  Illi- 
nois, and  on  the  opposite  side  of  the  Ohio  River,  in  Kentucky,  though 
deposits  have  been  reported  in  Smith,  Trousdale,  and  Wilson  coun- 
ties in  Tennessee,  and  near  Yuma,  Arizona, 

At  Rosiclare  the  fluorspar  occurs  in  what  are  regarded  as  true 
fissure  veins  in  the  Lower  Carboniferous  limestone,  varying  from 
four  to  forty  or  more  feet  in  width.  The  original  portion  of  the  vein 
was,  however,  much  smaUer,  the  crevices  having  been  enlarged  by 
circulating  waters,  and  the  present  great  width  being  due  to  a  par- 
tial replacement  of  the  hmestone. 

On  the  hai^ing-wall  side  of  the  vein  the  fluorspar  contents  are 
not  pure,  and  often  contain  fragments  of  the  country  rock.  There 
is  also  a  gradation  from  the  solid  fluorspar,  so  there  is  no  sharp 
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contact  of  the  vein.  Near  the  foot-wall  the  fluoispai  is  oftes  found 
in  solid  masses  from  two  to  twelve  feet  in  thickness.  With  the 
fluoi^Kir  there  is  nearly  always  associated  calcspar,  galena,  and 
sphalerite,  and  occasionally  pyrite,  chalcopyrite,  and  barite. 

The  depth  to  which  the  deposits  extend  has  not  been  determined, 
but  they  have  been  worked  to  a  depth  of  200  feet  without  any  appar- 
ent diminution  in  width  of  the  vein,  and  Emmons^  regards  it  as 
reasonable  to  assume  that  they  will  extend  as  far  down  as  the  Trenton 
and  Cambrian  limestone. 

In  both  Illinois  and  Kesitucky  the  deposits  are  worked  by  means 
of  shafts  and  drifts.  As  taken  from  the  mine,  the  mineral  is,  in 
some  cases,  concentrated  by  a  hand-cobbing  machine  and  by  the 
use  of  water-jigs,  though  in  some  cases  it  is  shipped  directly  from 
the  mine  after  having  been  simply  washed.  In  a  number  of  cases 
the  lead  and  zinc  ores  commingled  with  the  Sourite  are  saved  as 
by-products. 

Illinois  and  Kentucky  are  the  principal  sources  of  fluorspar  as 
at  present  mined  in  America.  The  actual  amount  there  existing 
is  probably  more  than  sufficient  to  supply  the  demand  for  many 
years  to  come.  The  average  output  at  date  of  writing  is  about 
20,000  tons,  valued  at  from  $5  to  $6  per  ton. 

Uses. — The  material  is  used  mainly  as  a  flux  for  iron,  in  the 
manufacture  of  opalescent  glass,  and  for  the  production  of  hydro- 
fluoric acid. 

3.   CRYOLITE. 

Composition. — Na,AlF„  =  aluminum)  12.8  percent;  sodium,  32.8 
per  cent;  fluorine,  54.4  per  cent.  The  mineral  is,  as  a  rule,  of  snow- 
white  color,  though  sometimes  reddish  or  brownish,  rarefy  black, 
and  coarsely  crystalline  granular,  translucent  to  subtransparent.  It 
has  a  hardness  of  2.5 ;  specific  gravity  of  2.9  to  3,  and  in  thin  splinters 
may  be  melted  in  the  flame  of  a  candle. 

The  name  is  from  the  Greek  word  xpvos,  ice,  m  allusion  to 
its  translucency  and  ice-like  appearance. 

Modi  0}  occurrence. — Cryolite  occurs,  as  a  secondaiy  product, 
in  the  form  of  veins.    It  is  rarefy  found  in  sufficient  abundance  to 

■  TpiTmf4inn«  of  the  American  Institute  of  Uining  EngineeTS,  XXI,  1893,  p.  31. 
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be  of  commercial  v&lue,  the  supply  at  present  coming  almost  wholly 
from  Evigtok  in  South  Greenland.  The  country  rock  here  is  said 
to  be  granite,  and  the  vein  as  described  in  1866*  was  150  feet  in 
greatest  breadth,  and  was  exposed  for  a  distance  of  600  feet.  The 
principal  mineral  of  the  vein  was  cryolite,  but  quartz,  siderite,  galena, 
and  chalcopyrite  were  constant  accompaniments,  irregularly  dis- 
tributed through  the  mass.  In  1890  the  mine  as  worked  was  de- 
scribed as  a  hole  in  the  ground,  eUiptical  in  shape,  450  feet  long  by 
150  feet  wide,  the  pit  being  some  100  feet  deep.  The  drills  had 
penetrated  150  feet  deeper  and  found  cryolite  all  the  way.  John- 
strup,  as  quoted  by  Dana,'  describes  the  cryohte  as  "limited  to 
the  granite;  he  distinguishes  a  central  and  a  peripheral  part; 
the  former  has  an  extent  of  500  feet  in  length  and  1,000  feet 
in  breadth,  and  consists  of  cryolite  chiefly,  with  quartz,  siderite, 
galena,  sphalerite,  pyrite,  chalcopyrite,  and  wolframite  irregularly 
scattered  through  it.  The  peripheral  portion  forms  a  zone  about  the 
central  mass  of  cryohte;  the  chief  minerals  are  quartz,  feldspar,  and 
ivigtite,  also  fluorite,  cassiterite,  molybdenite,  arsenopyrite,  columbite. 
Its  inner  limit  is  rather  sharply  defined,  though  there  intervenes  a 
breccia-hke  portion  consisting  of  the  minerab  of  the  outer  zone 
inclosed  in  cryolite;  beyond  this  it  passes  into  the  surrounding 
granite  without  distinct  boundary," 

Cryohte  in  Hmited  quantity  occurs  at  the  southern  base  of  Pike's 
Peak,  in  Colorado,  and  north  and  west  of  St.  Peter's  Dome,  It  is 
found  in  vcin-hke  masses  of  quartz  and  microcline  embedded  in 
granite. 

Uses. — Until  within  a  few  years  the  material  has  been  utilized  only 
in  the  manufacture  of  soda,  and  sodium  and  aluminum  salts,  and 
to  a  small  extent  in  the  manufacture  of  glass  and  porcelain  ware.  It 
is  also  used  in  the  electrolytic  processes  of  extracting  aluminum 
from  its  ores,  as  now  practiced. 

The  principal  works  utilizing  the  Greenland  cryolite  in  chemical 
manufacture  are,  at  time  of  writing,  those  of  the  Pennsylvania  Salt 
Manufacturing  Company  at  Natrona,  Pennsylvania.  From  5,000 
to  ro,ooo  tons  are  imported  annually,  valued  at  about  $i3  per  ton. 

'  Paul  Quale,  Report  of  SmithsonUn  iDstilution,  1866,  p.  398. 
*Sy«em  of  Mineralogy,  189a,  p.  167. 
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QluiTtz, — The  mineral  quartz,  easily  recognized  by  its  insolu- 
bility in  acids,  glassy  appearance,  lack  of  deavi^,  and  hardness, 
which  is  such  that  it  readily  scratches  glass,  is  one  of  the  most  common 
and  widely  disseminated  of  minerals.  Chemically  it  is  pure  silica, 
of  the  formula  SiO,.  It  crystallizes  in  the  hexagonal  system  with 
beautiful  tenniiiations,  and  is  one  of  the  most  attractive  of  minerab 
for  the  amateur  collector.  The  conmion  form  is,  however,  massive, 
occurring  in  veins  in  the  older  crystaJline  rocks.  Common  sand 
is  usualfy  composed  mainly  of  quartzose  grains  which,  owing  to 
their  hardness  and  resistance  to  atmospheric  chemical  agencies, 
have  withstood  disintegration  to  the  very  last. 

The  terms  rose,  milky,  and  smoky  are  applied  to  quartzes  which 
differ  from  the  ordinary  type  only  in  tint,  as  indicated.  Chalfxdony  is 
the  name  given  to  a  somewhat  hom-like,  translucent  or  transparent 
form  of  silica  occurring  only  as  a  secondary  constituent  in  veins,  or 
isolated  concretionary  masses,  and  in  cavities  in  other  rocks.  Agate 
is  a  banded  variety  of  chalcedony.  The  true  onyx  is  similar  to 
agate,  except  that  the  bands  or  layers  of  different  colors  .lie  in  even 
planes.  Jasper  is  a.  ferruginous,  opaque  chalcedony,  sometimes  used 
for  ornamental  purposes.  Opal  is  an  amorphous  form  o£  silica, 
containing  somewhat  variable  amounts  of  water. 

Quartz  occurs  as  an  essential  constituent  of  granite,  gneiss, 
mica  schist,  quartz  porphyry,  and  liparite,  and  also  as  a  secondary 
constituent  in  the  fonn  of  veins,  filling  joints  and  cavities  in  rocks  of 
all  kinds  and  all  ages. 

Uses. — The  finer  clear  grades  of  quartz  are  used  to  some  extent 
for  spectacle  lenses  and  optical  work,  as  well  as  in  cheap  jewelry. 
Its  main  value  is,  however,  for  abrading  purposes,  either  as  quartz 
sand  or  as  sandpaper,  and  in  the  manufacture  of  pottery.  For 
abrading  purposes  it  is  crushed  and  bolted,  like  emery  and  corun- 
dum, and  brings  a  price  barely  sufficient  to  cover  cost  of  handling 
and  transportation.  There  is  a  remarkable  variation  in  quartz  as 
relates  to  its  suitability  for  abrasive  purposes,  some  varieties  oil 
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crushing  givii^  rise  to  sharp,  splintery  fragments  possessing  2.  high 
degree  of  cutting  or  abradi^  power,  while  others  yield  sands  that 
are  dull  and  of  less  value.  As  a  rule  the  clear,  glassy  quartz  will 
yield  a  sharper  sand  than  the  opaque  and  milky  fonns. 

Pure  quartz  sand  is  also  of  value  for  glass-making,  and  ground 
quartz  to  some  extent  as  a  "filler"  in  paints,  and  as  a  scouring 
material  in  soaps.  The  folbwing  analyses  show  the  composition 
of  some  glass  sands  from  (I)  Clearfield,  and  (II)  Lewistown,  Penn- 
sylvania: 


0.n,tit««,., 

I. 

II. 

99-79 

0.0x4 
o.S 

98.84 
0.17 

Traces. 
0.33 

100. 7»4 

99-58 

Flint  is  a  chalcedonic  variety  of  silica  found  in  insular  nodular 
forms  in  beds  of  Cretaceous  chalk.  These  nodules  break  with  a 
conchoidal  fracture  and  interioriy  are  brownish  to  black  in  color. 
By  the  aboriginal  races  the  flints  were  utilized  for  the  manufacture  of 
knives  and  general  cutting  implements.  Later  they  were  used  in  the 
manufacture  of  gun-flints  and  the  "flint  and  steel"  for  producing 
fire.  At  present  they  are  used  to  some  extent  in  the  manufacture  of 
porcelain,  being  calcined  and  ground  to  mix  with  the  clay  and  give 
body  to  the  ware.  In  this  country  the  same  purpose  is  accomplished 
by  the  use  of  quartz.  Small  round  nodules  of  flint  from  Dieppe, 
France,  are  said  to  be  used  in  the  Trenton  (New  Jersey)  pottery 
works  for  grindii^  clay  by  being  placed  in  revolvii^  vats  of  water 
and  kaolin.  All  the  flint  now  used  in  this  country  is  imported  either 
as  ballast  or  as  an  accidental  constituent  of  chalk. 

As  the  material  is  worth  but  from  $1  to  S2  a  ton  delivered  at 
Trenton,  it  may  be  readily  understood  that  transportation  is  a  rather 
serious  item  to  be  considered  in  developing  home  resources. 

According  to  Mr.  R.  T.  Hill,  nodules  of  black  flint  occur  in  enor- 
mous quantities  in  the  chalky  limestones — the  Caprina  limestones — 
of  Texas.  Numerous  localities  are  mentioned,  the  most  accessible 
being  near  Austin,  on  the  banks  of  the  Colorado  River. 
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Buhntone,  or  buirstone,  is  the  name  given  to  a  variety  of 
clialcedonic  sUica,  quite  cavernous,  and  of  a  white  to  gray  or  slightly 
yellowish  color.  The  cavernous  structure  is  frequently  due  to  the 
dissolving  out  at  calcareous  fossils.  The  rock  is  of  cheinical  origin 
— that  is,  results  from  the  precipitation  of  silica  from  solution,  and 
presumably  through  the  action  of  organic  matter.  In  France  the 
material  occurs  alternating  with  other  unaltered  Tertiary  strata  in 
the  Paris  basin.  It  is  also  reported  in  Eocene  strata  in  South 
America,  and  in  Burice  and  Screven  counties  along  the  Savannah 
River  in  southern  Georgia  in  the  United  States.  The  toughness 
of  the  rock,  together  with  the  numerous  cavities,  impart  a  sharp 
cutting  power  such  as  renders  them  admirably  adapted  for  millstones, 
and  in  years  past  material  for  this  purpose  has  been  sent  out  from 
French  sources  all  over  the  civilized  world. 

Tripoli  is  the  commercial  name  given  to  a  peculiar  porous  rock 
regarded  as  a  decomposed  chert  associated  with  the  Lower  Car- 
boniferous limestones  of  southwest  Missouri.  The  rock  is  of  a  cream- 
white  or  slight  pink  cast,  fine  grained  and  homogeneous,  with  a 
distinct  gritty  feel,  and,  though  soft,  sufficiently  tenacious  to  permit 
of  its  being  used  in  the  form  of  thin  disks  of  considerable  size  for 
filtering  purposes.  According  to  Hovey'  the  deposit  is  known  to 
undeiiie  between  80  and  100  acres  of  land,  in  the  form  of  a  rude 
ellipse,  with  its  loiter  diameter  approximately  north  and  south.  From 
Dumerous  prospect  holes  and  borings  it  has  been  shown  to  have  an 
aven^  thickness  of  15  feet,  the  main  quarry  of  the  present  company 
showing  a  thickness  of  8  feet.  The  following  section  is  given  from 
a  well  sunk  in  the  northern  part  of  the  area: 

Earth o    to      4 

Tripoli 4  30 

Stiff  red  clay ao  ai) 

Mixed  cbeit,  clay,  and  ocher. iij  40 

Cherty  limestone 40  93 

Cberty  Hmestone  bearing  galena. 9j  103 

Limestone 103  i»8 

Limestone  bearing  sphalerite  and  galena. iiS  136 

'3*  173 


'  Scientific  American  Supplement,  Jidy  aS,  1894,  p.  15487. 
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The  tripoli  is  evei3rwhere  underlain  by  a  relatively  thin  bed  of 
stiff  red  clay,  and  also  traversed  in  every  direction  by  seams  of  the 
same  material  from  i  to  2  inches  thick.  These  seams  and  other 
joints  divide  the  rock  into  masses  which  vary  m  size  up  to  30  inches 
or  more  in  diameter.  Microscopic  examinations  as  given  by  Hovey 
show  the  rock  to  contain  no  traces  of  organic  remains,  but  to  be 
made  up  of  faintly  doubly  refracting  chalcedonic  particles  from  0.01 
to  0.03  millimeter  in  diameter.  The  chemical  composition,  as 
shown  from  analy^  by  Prof.  W.  H.  Seaman,  is  as  follows: 

Silica  (SiO,) 98.100 

Alumina  (A1,0,) 0.240 

Iron  oxide  (FeO  and  Fe,O0 0.270 

Lime  (CaO) 0.184 

Soda  (Na,0) 0.230 

Water  (ignition) 1.160 

0:ganic  matter 0.008 

100.192 

Silica  soluble  in  a  10  per  cent  solution  of  caustic  soda  on  boiling 
three  hours,  7.28  per  cent. 

Aside  from  its  use  as  a  filter  the  rock  is  crushed  between  buhr- 
stones,  bolted,  and  used  as  a  polishing  powder.  To  a  small  extent  it 
has  been  used  in  the  form  of  thin  slabs  for  blotting  purpose,  for 
which  it  answers  admirably,  owing  to  its  high  absorptive  property, 
but  is  somewhat  objectionable  on  account  of  its  dusty  character. 
The  view  (Plate  IV)  shows  the  character  of  a  quarry  of  this  material 
as  now  worked  by  the  American  Tripoli  Company  at  Seneca,  in 
Newton  County. 

Diatomaceous  or  Infusorial  earth,  as  it  is  sometimes  wrongly 
called,  is,  when  pure,  a  soft,  pulverulent  material,  somewhat  resem- 
bling chalk  or  kaolin  in  its  physical  properties,  and  of  a  white  or 
yellowish  or  gray  cobr.  Chemically  it  is  a  variety  of  opal  {see 
analyses  on  p.  68). 

Origin  and  occurrence  0}  deposits. — Certain  aquatic  forms  of  plant 
life  known  as  diatoms,  which  are  of  microscopic  dimensions  only, 
have  the  power  of  secreting  silica  in  the  same  manner  as  moUusks 
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secrete  carbonate  of  lime,  forming  thus  their  tests  or  shells.  On 
the  death  of  the  plant  the  sihceous  tests  are  left  to  accumulate  on  the 
bottom  of  the  lakes,  ponds,  and  pools  in  which  they  lived,  forming 
in  time  beds  of  very  considerable  thickness,  which,  however,  whea 
compared  with  other  rocks  of  the  earth's  crust,  are  really  of  very 
insignificant  proportions.  Like  many  other  low  organisms  the 
diatoms  can  adf^t  themselves  to  a  wide  range  of  conditions.  They 
aie  wholly  aquatic,  but  live  in  salt  and  hesh  water  and  under  widely 
varying  conditions  of  depth  and  temperature.  They  may  be  foimd 
in  living  forms  in  almost  any  body  of  comparatively  qiuet  water 
in  the  United  States.  The  exploring  steamer  Challenger  dredged 
them  up  in  the  Atlantic  from  depths  varying  from  i,s6o  to  1,97$ 
fathoms,  and  from  latitudes  well  toward  the  Antarctic  Circle.  Mr. 
Walter  Weed,  of  the  U.  S.  Geological  Survey,  has  recently  reported 
them  as  Uving  in  abundance  in  the  warm  marshes  of  the  Yellow- 
stone National  Park,  while  Dr.  Blake  reported  finding  over  50 
species  in  a  spring  in  the  Pueblo  Valley,  Nevada,  which  showed  a  tem- 
perature of  163*  F. 

Although  beds  of  diatomaceous  earth  are  still  in  process  of  forma- 
tion, and  in  times  past  have  been  fonned  at  various  epochs,  the 
Tertiary  period  appears  for  some  reason  to  have  been  pecuharly 
fitted  for  the  growth  of  these  oiganisms,  and  all  of  the  known  beds 
of  any  importance,  both  in  America  and  foreign  countries,  are  of 
Tertiary  Age.  The  best  known  of  the  foreign  deposits  is  that  of 
Bilin,  in  Bohemia.  This  is  some  14  feet  in  thickness.  When  it  is 
borne  in  mind  that,  according  to  the  calculations  of  Ehrenbetg, 
every  cubic  inch  of  this  contains  not  less  than  40,000,000  independent 
shells,  one  stands  aghast  at  the  mere  thought  of  the  myriads  of  these 
little  forms  which  such  a  bed  represents.  Some  of  the  deposits  in  the 
United  States  are,  however,  considerably  lai^er  than  this.  What 
is  commonly  known  as  the  Richmond  bed  extends  from  Herring 
Bay,  on  the  Chesapeake,  Maryland,  to  Petersburg,  Virginia,  and 
perhaps  beyond.  This  is  in  some  places  not  less  than  30  feet  in 
thickness,  though  very  impure.  Near  Drakesville,  in  New  Jersey^ 
there  occurs  a  smaller  deposit,  covering  only  some  3  acres  of  territory 
to  a  depth  of  from  i  to  3  feet.  Some  of  the  largest  deposits  known 
are  m  the  West    Near  Socono,  in  New  Mexico,  there  is  stated  to 
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be  a  deposit  of  fine  quality  which  crops  out  in  a  single  section  for  a 
distance  of  1,500  feet  and  some  6  feet  in  thickness. 

Geologists  of  the  fortieth-parallel  survey  reported  abundant  de- 
posits in  Nevada,  one  of  which  showed  in  the  railroad  cutting  west 
of  Reno  a  thickness  not  less  than  300  feet,  and  of  a  pure  white,  pale 
buff,  or  canaiy-yellow  color.  Along  the  Pitt  River,  in  California, 
there  is  stated  to  be  a  bed  extending  not  less  than  16  miles,  and  in 
some  places  over  300  feet  thick  (see  Plate  V).  Near  Linkville,  Kla- 
math County,  Oregon,  there  occurs  a  deposit  which  has  been  traced 
for  a  distance  of  10  miles,  and  shows  along  the  Xx>st  River  a  thick- 
ness of  40  feet.  Beds  are  known  also  to  occur  in  Idaho,  near  Seattle, 
in  Washii^on,  and  doubtless  many  more  yet  remain  to  be  discovered. 
A  deposit  of  unknown  extent,  pure  white  color,  and  almost  pulp- 
like  consistency,  has  been  worked  in  South  Beddiogton,  Maine. 
Others  of  less  purity  occur  near  South  Framingham,  Massachusetts, 
Lake  Umbagog,  New  Hampshire,  at  Whitehead  Lake,  Herkimer 
County,  New  York,  and  at  Grand  Manan,  New  Brunswick. 

Chemical  composition. — ^As  already  intimated,  this  earth  is  of  a 
siliceous  nature,  and  samples  from  widely  separated  localities  show 
remarkable  uniformity  in  composition.  Of  the  following  analyses. 
No.  I  is  from  Lake  Umbagt^,  New  Hampshire,  No.  11  from  Morris 
County,  New  Jersey,  and  No.  Ill  from  Pope's  Creek,  in  Maryland. 
As  will  be  noted,  the  siUca  percentage  is  nearly  the  same  in  alL 


I. 

II. 

III. 

1.03 

0-35 

So. 66 

3-84 

""o'.'s^ 

8.-53 
3-43 

i.r, 
6.04 

Water  and  organic  matter 

ia.03 

.4.0. 

The  substance  may  therefore  be  r^arded  as  a  variety  of  opal. 

Uses. — The  main  use  of  diatomaceous  earth  is  for  a  polishii^ 
powder.  It  is,  however,  an  excellent  absorbent,  and  has  been  utilized 
to  mix  with  nitrc^lycerine  in  the  manufacture  of  dynamite.  It  has 
also  been  used  to  some  extent  in  the  preparation  of  the  soluble  silicate 
known  as  water  glass,  and  still  f^ain  as  a  non-conductive  material 
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PLATE  V. 

Deposit  of  DiatomacKous  ?;orth,  Great  Bend  of  Piit  River,  Shasta  (bounty,  California. 

[U.  S,  Nalional  Museum.] 
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for  steam  boilers,  etc.  The  demand  for  the  material  is  quite  small, 
not  nearly  equal  to  the  supply.  The  Maryland  and  Nevada  de- 
posits are  said  to  be  the  principal  ones  now  worked.  During  the 
year  1897  the  entire  output  wau  about  3,000  tons,  valued  at  some 
$30,400. 

2.    CORUNDUM    AND    EMERY. 

Conindtun. — Composition,    sesquioxide    of    aluminum,    AI.jO„ 
-OJg^gen,  47.1  per  cent;    aluminum,  52.9  per  cent.    In  crystab 


Fkj.  6. — Conindiun  cirstals,  characteristic  forms. 
(U.  S.  National  Museum.] 
often  quite  pure,  but  frequently  occurring  associated  in  crystalline 
granular  masses  with  magnetic  iron,  and  often  more  or  less  altered 
into  a  series  of  hydrated  aluminous  compounds,  as  damourite.  The 
crystalline  form  of  the  mineral  is  hexagonal,  or  six-sided  in  outline, 
often  with  curved  sides  and  square  terminations,  giving  rise  to 
roughly  barrel-shaped  forms,  as  shown  in  Fig.  6. 
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A  prominent  basal  cleavage  causes  the  crystab  to  break  readily 
with  smooth  flat  surfaces  at  right  angles  with  the  axis  of  elongation. 
The  massive  forms  frequently  show  a  nearly  rectangular  parting  or 
pseudo-cleavage. 

The  most  striking  physical  property  of  the  mineral  is  its  hard- 
ness, which  is  9  of  Dana's  scale.  In  this  respect  it  ranks  then  next 
to  the  diamond.  The  color  varies  from  white  throu^  graXi  brown, 
yellow,  blue,  pink,  and  red;  luster,  adamantine  to  vitreous;  specific 
gravity,  3.95  to  4.1.  The  highly  colored  transparent  red  and  blue 
forms  are  valuable  as  gems,  and  are  known  under  the  names  of 
ruby  and  sapphire.  The  consideration  of  these  forms  is  beyond  the 
limits  of  this  work. 

Occurrence. — Although  widespread  as  a  mineral,  corundum  un- 
mixed with  a  lai^e  proportion  of  magnetite  (forming  emery)  has  been 
found  in  comparatively  few  localities  in  sufficient  abundance  to  be 
of  commercial  value.  The  most  important  deposits  known  in  the 
United  States  are  in  southwestern  North  Carolina,  the  Laurel 
Creek  region  of  northern  Georgia,  and  central  Montana.  Within 
a  few  years  corundum -bearing  syenites,  covering  an  area  of  many 
square  miles,  have  been  found  in  Renfrew,  Hastings,  and  Halberton 
counties  in  Ontario,  Canada. 

According  to  Pratt,  most  of  the  corundum  that  has  been  mined 
for  abrasive  purposes  has  been  obtained  from  the  eastern  part  of  the 
United  States,  where  it  is  associated  with  a  long  belt  of  basic  mag- 
nesian  rocks  extending  from  Tallapoosa  in  east  central  Alabama, 
to  Trenton,  New  Jersey,  with  disconnected  outcrops  north  of  New 
Jersey,  as  in  Connecticut,  Massachusetts,  New  Hampshire,  and 
Maine.  In  the  southern  portion  of  this  belt  the  peridotites  have 
reached  their  greatest  development,  in  some  localities  outcropping 
over  an  area  of  several  hundred  acres.  At  Webster,  in  Jackson 
County,  North  Carolina,  the  peridotite  occurs  intrusive  in  the  hom- 
blendic  gneiss,  the  corundum  occurring  in  greatest  abundance  at  or 
near  the  line  of  contact  between  the  two  rocks.  Associated  with 
the  corundum  are  nearly  always  at  this  locaUty  a  series  of  secondary 
minerals,  including  vermiculite,  chlorite,  and  talcose,  and  serpentinous 
materials. 

An  ideal  cross-section  of  one  of  the  corundum  contact  veins  at 
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Corundum  Hill,  in  Macon  County,  is  shown  in  Fig.  7,  while  a  map 
of  the  country,  showing  the  character  of  the  surrounding  rocks, 
is  shown  in  Fig.  8.  The  mine  at  Corundum  Hill  has  been  until 
recently  one  of  the  most  important  in  the  country,  and  may  be 
described  in  some  detail  as  illustrating  the  mode  of  occurrence  of  the 
material.    The  formation  here  is  a  rather  blunt,  lens-shaped  mass 


Flo.  7. — Ideal  cnMs-section  of  a  corundum  contact  Tcin  at  Corundum  H'll  Mine, 
North  Carotina;  a,  fresh  and  unaltered  gneisa;  b,  decayed  gneiw;  c.  Tennlculilei 
4,  RTecn  chlorite:  i.  corundum -bearing  zone;  /,  green  chlonle,  g,  eostatite;  h,  talcose 
rock;  i,  clay;  /,  altered  dunite;  t,  unaltered  dunite. 

[U.  S.  Geological  Survey.] 

of  peridotite  (dunite)  exposed  over  an  area  of  about  10  acres.  A 
number  of  veins  have  been  worked,  but,  with  the  exception  of  the 
one  marked  "Shaft"  on  the  map,  they  have  soon  "pinched"  out. 

Most  of  the  mining  has  been  done  on  the  south  side  of  this  for- 
mation, as  described  by  Pratt,  by  means  of  open  cuts,  and  later  by 
tunnels.  Plate  VI  shows  the  entrance  to  this  tunnel,  with  the  peri- 
dotite on  the  left  and  the  gneiss  on  the  right  beyond  the  cut.  For 
nearly  the  whole  distance  of  the  southern  boundary  of  the  dunite 
formation  a  cut  has  been  made,  followir^  the  contour  of  the  hill. 
This  is  sometimes  wholly  within  the  gneiss,  and  at  other  times  it^ioUy 
within  the  peridotite,  and  again  cutting  directly  across  the  contact. 
The  tunnels  are  all  to  the  left  of  the  cut,  and  have  encountered 
corundum  almost  continuously  for  a  distance  of  1,280  feet. 
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The  materials  collected  from  the  mines  at  Corundum  Hill  are 
in  tbe  fonns  known  as  block,  crystal,  and  sand  ores.  The  mean- 
ing of  the  terms  is  obvious.  A  small  amount  of  garnet  is  occasionally 
found  associated  with  the  corundum  in  the  vein  along  the  southern 
contact.         • 


12^  E3  ^m  ^M 

Flo.  8< — V*-'p  oi  peddoUte  tormation  at  Corundum  Hill,  Ttlacwi  County,  N.  C 
[U.  S.  Geological  Survey.] 

At  what  is  known  as  the  Buck  Creek,  or  Cullakeenee  Mine,, 
about  20  miles  southwest  of  Franklin  in  this  same  county, 
corundum  b  found  associated  with  a  compact  mass  of  peridotite, 
covering  about  three-quarters  of  a  square  mile,  forming  the  largest 
mass  that  is  known  in  the  Appalachian  belt.  A  topographic  map 
of  this  area,  showing  the  association  of  the  various  rocks,  is  shown . 
in  Fig.  9. 
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PLATE  VI. 
The  Big  Vein  between  the  Peridotite  and  the  Gneiss  at  Corundum  Hill,  Mai  on  Co.,  N'.  C. 

[U.  S.  Geological  Survey.]  iI.H1qIc 
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The  vein  here  is  described  as  differing  from  most  of  the  conindum 
veins  in  the  peridotite  rocks  in  that  it  is  composed  essentially  of 
plagioclase  feldspar,  and  hornblende,  which  bear  a  relation  to  each 
other  similar  to  that  of  the  feldspar,  quartz,  and  mica  in  pegmatite 
dikes.  There  is  an  abundance  of  ore  at  this  mine,  but  it  has  been 
as  yet  unexploited,  owing  to  difficulty  of  transportation. 


[0.  S.  Geological  Survey] 

At  Laurel  Creek,  in  Georgia,  on  what  is  known  as  Pine  Moun- 
tain, in  Rabun  County,  there  is  a  large  outcrop  of  peridotite  coverii^ 
several  hundred  acres,  abng  the  contact  of  which  with  the  gneiss  large 
deposits  of  corundum  have  been  found.  Fig.  lo  shows  the  relation  of 
the  gneiss  and  the  peridotite.  The  formation  here  occupies  two  small 
hills,  which,  on  account  of  their  rough  and  barren  nature — a  feature 
characteristic  of  regions  occupied  by  iron  magnesian  rocks — offer 
a  sharp  contrast  to  the  surrounding  country.  A  large  open  cut  on 
the  east  side  of  the  formation  follows,  for  the  most  part,  along  the 
contact  to  a  depth  of  some  200  feet.  At  its  lower  end  this  cut  en- 
,   counters  what  is  known  as  the  Big  Vein  of  massive  corundum,  the 
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cut  having  followed  on  a  contact  vein  of  crystallized  corundum. 
Although  this  vein  is  near  the  contact  of  the  peridotite  witli  the 
gneiss,  it  is  separated  from  the  same  by  a  band  of  peridotite  and  a 
small  vein  of  sand  corundum.  This  Is  one  of  the  most  famous  corun- 
dum mines  in  the  country,  and  has  furnished  ore  of  an  exceptionally 
high  grade. 


Fio.  10. — Map  of  the  peridotite  fonnation  at  Laurel  Creek,  RabuD  County,  Georgia. 

[U.  S.  Geological  Survey.] 

A  large  part  of  the  corundum  that  has  been  found  in  Montana 
has  been  of  the  sapphire  variety,  and  is  used  as  gem  material.  Hence 
its  consideration  belongs  properly  to  a  treatise  on  gems.  But  at  one 
locality,  not  far  from  Bozeman,  in  Gallatin  County,  corundum,  in 
well-defined  hexagonal  crystals,  of  all  sizes  up  to  lo  millimeters  in 
diameter  and  20  to  30  miUimeters  in  lei^th,  has  been  found 
in  considerable  quantity  in  an  igneous  rock  composed  essentially  of 
orthoclase  feldspar,  corundum,  and  biotite,  the  corundum    pre- 
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PLATE  VII. 
Dunitc  Vein  of  Corundum  at  Laurel  Creek,  Oeorgi^|,;,j  „„  Qc^oq  [t; 
[U.  S.  Geological  Survey.)  "      "  ^-^ 
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dominating  over  any  other  constituent.  The  rock  has  at  times  a 
somewhat  gneissic  structure,  and  in  these  portions  the  corundum 
is  found  in  a  more  or  less  finely  divided  condition,  and  in' other 
portions,  where  the  rock  has  a  pf^matitic  character,  the  corundum 
is  coarsely  crystallized  and  surrounded  by  orthoclase.  The  per- 
centage of  corundum  in  these  rocks  is  quite  large.  The  colors  vary 
from  bhiish  gray  to  almost  colorless. 

Near  the  entrance  of  Yogo  Gulch,  in  Fergus  County,  in  this 
same  State,  feldspathic  igneous  rocks  allied  to  the  minettes  have 
been  found  carrying  sapphires.  The  rock  occurs  in  the  form  of 
two  parallel  dikes  about  800  feet  apart,  which  can  be  followed  for 
over  a  mile  in  a  nearly  east-and-west  course,  their  general  width 
being  from  6  to  20  feet.  The  rock,  which  is  much  decomposed 
on  the  surface,  has  a  dark  gray,  decidedly  basic  appearance,  and 
is  very  tough.  The  sapphires  are  mainly  of  some  shade  of  blue,  and 
occur  in  the  form  of  sharp,  distinct  crystals.  The  material  is  used 
wholly  for  gem  purposes. 

In  Ontario,  Canada,  the  corundum  occurs  as  a  primary  constitu- 
wit  of  syenite,  the  rocks  varying  from  a  normal  syenite  to  a  nepheline 
syenite  and  a  mica  syenite,  the  mineral  being  most  abundantly 
developed  m  the  normal  syenite.  The  rocks  occur  as  dikes  cutting 
through  the  gneisses,  the  corundum  existing  in  such  abundance  as  to 
averse  perhaps  i3  per  cent  of  the  entire  mass  of  the  rock,  and  in 
ciystaJs  of  all  sizes  up  to  50  millimeters  in  diameter. 

The  corundum  deposits  of  India  have  been  described  by  T.  H. 
Holland.*  The  mineral  here  occurs  in  a  matrix  of  deep  flesh-colored 
feldspar,  which  is  in  bands  or  lenticular  masses  and  has  associated 
with  it  often  a  considerable  portion  of  siUimanite,  rutile,  spmel, 
and  mica. 

Origin. — ^The  origin  of  the  corundum  in  the  occurrences  above 
described  can  be  in  part  surmised  from  the  descriptions  which  have 
been  ^ven.  It  is  evident  that,  in  the  majori^  of  cases,  such  result 
from  the  direct  crystallization  of  aluminum  oxide  from  a  molten 
magma.  The  igneous  rocks,  it  will  be  noted,  are  relatively  poor  in 
silica.    It  is  a  safe  inference,  which  has  been  practically  proven  by 

I  Grali^jr  of  India,  Put  III,  Economic  Geology. 
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'experimental  work,*  that  where  a  magma  contains  a  sufficient  amount 
of  silica  to  combine  with  aluminum,  the  material  will  separate  out  in 
the  fonn  of  an  aluminus  silicate,  as  in  feldspar;  where,  however, 
there  is  a  deficiency  in  the  amount  of  siUca,  the  alumiBum  separates 
out  in  the  form  of  the  free  oxide,  corundum. 

The  sapphires  occurring  in  the  basic  rock  iroTO.  Yogo  Gulch, 
Montana,  are  r^arded  by  Pirsson*  as  of  pyrogenic  origin,  that  is, 
as  resulting  from  the  direct  crystallization  of  the  oxide,  which  has 
in  this  case  been  derived  from  aluminous  material  dissolved  from 
shales  by  the  molten  rock  during  its  intrusion.  It  seems  most 
probable  that  the  Indian  cprundum,  even  including  the  ruby  of 
Burmah,  is  of  secondary  origin — a  result  of  metamorphism. 

Bmery. — ^The  rock  emery  takes  its  name  from  Cape  Emeri,  on 
the  island  of  Naxos,  where  it  occurs  in  great  abundance.  Mineral- 
ogicatly  it  has  been  regarded  by  various  authorities  as  cither  a  mechan- 
ical admixture  of  corundum  and  magnetic  iron  ore  or  as  simply  a 
massive  iron  spinel — hercynite.  So  far  as  the  Naxos  emery  is  con- 
cerned, the  first  view  is  undoubtedly  correct.  Physically  emery  is 
a  massive,  nearly  opaque,  dark-gray  to  blue-black  or  black  material, 
with  a  specific  gravity  of  4  and  hardness  of  8,  Dana's  scale,  breaking 
with  a  tolerably  regular  fracture,  and  always  more  or  less  magnetic. 

Chemically  the  material  is  quite  variable.  Below  are  the  results 
of  analyses  by  Dr.  J.  Lawrence  Smith,  from  whose  papers  on  the 
subject  these  notes  are  partially  compiled. 


Kukh 

Gumuch. . 

EphcBUB.  . 


Chester,  Massachusetts. . 


See  J.  W.  PiKtt,  American  Journal  of  Sdeoce,  Vol.  VI,  1S9S,  pp.  49-fi5>  ^ 
Jonr.  of  Science,  Vol.  IV,  1894,  p.  4a. 
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PLATE  VIII. 
Microslructurc  of  Emen-. 
[C.  S.  National  Museuiii.] 
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Geologically  emery,  like  conmdmn,  belongs  mainly  to  the  older 
crystalline  rocks.  In  Asia  Minor  it  occurs  in  angular  or  rounded 
masses  from  the  size  of  a  pea  to  those  of  several  tons  weight,  embedded 
in  a  blue-gray  or  white  crystalline  limestone,  which  overlies  mica- 
ceous or  homblendic  schists,  gneisses,  and  granites.  Superficial 
decomposition  has,  as  a  rule,  removed  more  or  less  of  the  more 
soluble  portions  of  the  limestone,  leaving  the  emery  nodules  in  a  red 
fem^JDOus  soil.  With  the  emery  are  associated  other  alummous 
minerals  as  mentioned  below. 

According  to  Tschennak*  the  Naxos  emery  occurs  mostly  in  the 
form  of  an  iron-gray,  scaly  to  schistose,  rarely  massive,  ^gregate 
consisting  essentially  of  magnetite  and  corxindum,  the  latter  mineral 
being  in  excess.  In  addition  to  these  two  minerals  occur  hematite 
and  limonite,  as  alteration  products  of  the  magnetite.  Margarite, 
muscovite,  biotite,  tourmaline,  chloritoid,  diaspore,  disthene,  stauro- 
lite,  and  rutile  occur  as  common  accessories;  rarely  are  found 
spine),  vesuvianite,  and  pyrite.  Under  the  microscope  he  finds  the 
emery  rock  to  show  the  corundum  in  rounded  granules  and  some- 
times well-defined  crystals  with  hexagonal  outlines,  particularly  in 
cases  where  sii^le  individuab  are  embedded  in  the  iron  ores.  (Plate 
VIII,  Fig.  2.)  In  many  cases,  as  in  the  emery  of  Krenino  and 
Pesulas,  the  granules  are  partially  colored  blue  by  a  p^ment  some- 
times  irregularly  and  sometimes  zonally  distributed.  The  corundum 
grains,  which  vary  in  size  between  0.05  nmi.  and  0.53  mm.  (averaging 
about  0.2a  mm.),  are  very  rich  in  inclosures  of  the  iron  ores,  largely 
magnetite  in  the  form  of  small,  rounded  granules.  The  quantity  of 
"these  is  so  great  as  at  times  to  render  the  mineral  quite  opaque, 
though  at  times  of  such  dust-like  fineness  as  to  be  translucent  and  of 
a  brownish  color.  The  laiger  conindums  are  often  injected  with 
elongated,  parallel-lying  clusters  or  groups  of  the  iron  ores,  as 
shown  in  Fig.  3,  from  Tschermak's  paper,  and  are  surrounded  by 
borders  of  very  minute  zircons.  The  iron  ore,  as  noted  above,  is 
principally  magnetite,  but  which,  by  hydration  and  oxidation,  has 
given  rise  to  abundant  limonite.  The  magnetites  are  in  the  form 
-of  rounded  granules  and  dust-like  particles,  and  also  at  times  in 

■  UiDerak^sche  und  Petrogrephiscbc  Mittheilungen,  XIV,  1894,  p.  313. 
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well-defined  octahedrons.  In  their  turn  the  magnetites  also  in- 
close particles  of  corundum  very  much  as  the  metallic  iron  of 
meteorites  of  the  pallasite  group  inclose  the  olivines,  and  as  shown 
in  Plate  VIII,  Fig.  4. 

The  following  account  of  these  deposits  and  the  method  of  work- 
ing is  by  A.  Gobantz: ' 

Naxos,  the  largest  of  the  Cyclades  Islands,  b  remarkable  as  being 
one  of  the  few  localities  in  the  world  produciog  emery  on  a  large 
scale;  the  deposits,  which  arc  of  an  irregularly  bedded  or  lenticular 
form,  being  mostly  concentrated  on  the  mountains  at  the  northern 
end  of  the  islands,  the  most  important  ones  being  in  the  immediate 
vicinity  of  the  village  of  Bothris.  The  island  is  principally  made  up 
of  Areluean  rocks,  divisible  into  gneiss  and  schist  formations,  the 
latter  consisting  of  mica  schists  altematii^  with  crystalline  lime- 
stones. The  lenticular  masses  of  emery,  which  are  quite  variable 
in  size,  ranging  in  length  from  a  few  feet  to  upward  of  100  yards 
and  in  maximum  thickness  from  5  to  50  yards,  are  closely  asso- 
ciated with  the  limestones,  and,  as  they  follow  their  undulations, 
they  vary  greatly  in  position,  lying  at  all  kinds  of  slope,  from  hori- 
zontal to  nearly  vertical.  Seventeen  different  deposits  have  been 
discovered  and  worked  at  different  times.  These  range  over  con- 
siderable heights  from  180  to  700  meters  above  sea-level,  the  lai^est 
working,  that  of  Malia,  being  one  of  the  lowest.  This  important 
deposit  covers  an  area  of  more  than  30,000  square  meters,  extending 
for  about  500  meters  in  length  with  a  height  of  more  than  50  meters. 
This  was  worked  during  the  Turkish  occupation,  and  it  has  suppUed 
fully  one-half  of  all  the  emery  exported  since  the  formation  of  the 
Greek  Kingdom.  The  highest  quality  of  mineral  is  obtained  from 
two  comparatively  thin  but  extensive  deposits  at  Aspalanthropo  and 
Kakoryakos,  which  are  435  meters  above  the  sea-level.  The  mineral 
is  stratified  in  thin  bands  from  i  to  2  feet  in  thickness,  crossed 
by  two  other  systems  of  divisional  planes,  so  that  it  breaks  into  nearly 
cubical  blocks  in  the  working.    The  floor  of  the  deposit  is  invariably 


'  OesteiTeichiscbe  Zettschrift  fUi  Berg-  und  HElttenwesen,  XLII,  p.  143.  Abstract 
in  the  Minutes  «nd  ProceedingB  of  the  Institute  of  Civil  Engineen^  CXVII,  pp.  46^ 
468. 
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crystalline  limestone,  and  ibe  roof  a  loosely  crystalline  dolomite 
covered  by  mica  schist.  The  underlying  limestones  are  often 
penetrated  l^  dikes  of  tourmaline  granite,  which  probably  have 
some  intimate  connection  with  the  origin  of  the  emery  beds  above 
ihem. 

"  Mineralogically  emery  is  a  compact  mixture  of  blue  corundum 
and  magnetic  iron  ore,  its  value  as  an  abrasive  material  increasing 
with  the  proportion  of  the  former  constituent.  This  proportion  has, 
however,  been  usually  much  overestimated.  Seven  samples  collected 
by  the  author  have  been  examined  at  the  Technical  High  School  in 
Vienna,  and  found  to  contain  from  60  to  66  per  cent  of  alumina. 
The  average  composition  may  be  considered  to  be  two-thirds  corun- 
dum, the  remainder  being  magnetite  and  silica  in  the  proportion  of 
about  2  to  I,  with  some  carbonate  of  lime. 

"  The  working  of  the  deposits  is  conducted  in  an  extremely  primi- 
tive fashion.  During  the  period  of  Turkish  rule  the  exclusive  right 
of  emery  mining  was  given  to  two  villages,  and  this  rule  has  prevailed 
up  to  the  present  time,  no  Greek  Government  having  ventured  to 
break  down  the  monopoly.  These  privileged  workmen  are  about 
600  in  number,  and  have  the  right  of  working  the  mineral  wherever 
and  in  what  manner  they  may  think  best.  The  produce  is  taken 
over  by  the  Government  ofHcial  at  the  rate  of  about  ^3  12s.  for  50 
cwts.  The  rock  is  exclusively  broken  by  fire-setting.  A  piece  of 
ground,  about  5  feet  broad  and  the  same  height,  is  cleared  tromi 
loose  material,  and  a  pile  of  brushwood  heaped  against  it  and  Ughted. 
This  burns  out  in  about  twenty-four  or  thirty  hours,  when  water  is 
thrown  upon  the  heated  rock  to  chill  it  and  develop  fractures  along 
the  secondary  divisional  planes  in  the  mass  of  emery,  and  so  facili- 
tate the  breaking  up  and  removal  of  the  material.  Sometimes  a 
crack  is  opened  out  by  inserting  a  dynamite  cartridge,  but  the  regular 
use  of  explosives  is  impossible,  owing  to  the  hardness  of  the  mineral, 
which  can  not  be  bored  with  steel  took.  Only  the  larger  lumps  are 
carried  down  to  the  shipping  place,  the  smaller  sizes,  up  to  pieces 
as  large  as  the  fist,  being  left  on  the  ground. 

"  As  most  of  the  suitable  places  for  fire-setting  at  the  surface  have 
been  worked  out,  attempts  have  been  made  to  follow  the  deposits 
underground,  but  none  of  these  have  been  carried  to  any  depth. 
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partly  on  account  of  the  suffocating  smoke  of  the  fires,  rendering 
continuous  work  difficult;  but  more  particularly  from  the  danger- 
ous character  of  the  loose  dolomite  roof,  which  is  responsible  for 
many  fatal  accidents  from  falls  annually-  These  might,  of  course, 
be  prevented  by  the  judicious  use  of  timber  or  masonry  to  support 
the  roof,  but  this  appears  to  be  beyond  the  skill  of  the  native 
miners. 

"The  rapid  exhaustion  of  the  forests  in  the  neighborhood  of  the 
mines,  owing  to  the  heavy  consumption  of  fuel  in  fire-setting,  has 
been  a  cause  of  anxiety  to  the  Government  for  some  years  past,  and 
competent  experts  have  been  employed  to  suggest  new  methods  of 
working.  These  have  been  tolerably  unanimous  in  recommending 
the  institution  of  systematic  quarry  workings,  using  diamond  boring 
machines  and  powerful  explosives  for  winning  the  mineral,  and  the 
construction  of  wire-rope  ways  and  jetties  for  improving  the  methods 
of  conveyance  and  shipping;  but  as  funds  for  these  improvements, 
owing  to  the  disastrous  condition  of  the  national  finances,  are  not 
obtainable,  the  primitive  method  of  working  still  continues.  Mean- 
while the  competition  of  the  mines  in  Asia  Minor  has  become  so 
intense  that  the  export  of  emery  from  Naxos  has  almost  entirely  ceased 
for  a  year  past." 

The  principal  deposit  of  emery  at  present  worked  in  the  United 
States  occurs  on  what  are  known  as  North  and  South  Mountains, 
near  Chester,  in  Hampden  County,  Massachusetts.  These  deposits 
were  first  described  by  Dr.  C.  T.  Jackson  (in  r86s)  and  developed 
by  Dr.  H.  S.  Lucas,  the  material  being  at  first  regarded  as  mainly 
magnetite  and  worked  as  an  iron  ore. 

The  vicissitudes  of  the  operations  here,  like  those  of  the  chromite 
deposits  near  Baltimore,  form  one  of  the  interesting  chapters  in  the 
history  of  mining  operations  in  the  United  States,  but  which  can  not 
be  now  touched  upon. 

The  deposits  have  been  frequently  described,  as  noted  in  the 
bibliography,  the  facts  which  are  here  given  being  derived  mainly 
from  the  recent  works  of  B.  K.  Emerson  and  J.  H.  Pratt.  The 
countiy  rock  is  schistose  epidotic-amphibolite  of  doubtful  origin,  but 
which  Pratt  thinks  may  be  an  altered  eruptive.  The  emeiy-bearing 
veins  conform  in  a  general  way  with  the  winding  of  the  schist,  and 
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have  a  strike  of  approximately  north  20°  east,  south  20"  west,  dipping 
to  the  eastward  at  an  ai^le  of  some  70°.  As  first  shown,  where 
cut  by  the  Westfield  River,  the  vein  is  very  narrow,  but  widens  rapidly 
to  the  north,  attaining  a  width  of  17  feet,  of  which  some  10  feet  are 


Fig.  II. — Map  showing  location  of  emeiy  deposits 
[U,  S.  Geological  Survey.] 


t  Chester,  Maasacbusetta. 


emery,  the  remainder  being  mainly  magnetite.  The  vein,  or  bed, 
cuts  through  both  North  and  South  Mountains,  and  has  been  traced 
a  distance  of  some  5  miles,  though  the  emery  is  not  continuous 
for  the  entire  distance.  It  can,  however,  be  traced  by  means  of 
streaks  of  chlorite  (corundophlllite)  which  almost  invariably  accom- 
pany it.  Other  characteristic  associates  are  the  above  noted  raar- 
garite  and  magnetite,  talc,  and  black  tourmaline,  the  vein  material 
itself  being  described  as  a  chloritic  magnetite  containing  in  abundance 
bronze-colored  grains  of  emery  and,  along  the  borders  of  the  thicker 
portion  of  the  main  vein  and  of  the  eastern  vein,  a  considerable 
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quantity  of  brown-black 
tourmaline  in  delicate  stel- 
late forms  The  part  of 
the    vein    rich   in    emery 

shows  the  material  in  the  a 

fonn  of  a  dark  gray,  neariy  * 

black     massive    rock,  'i 

throughout  which  the  co-  "< 

rundum  is  disseminated  in  g 

the  form  of  small  crystals,  'g. 

sometimes  5   to    15  milli-  S 

meters  in  diameter  and  of  g 

a  rich  bronze  color.  a 

Six    mines  have   from  I" 

time  lo  time  been  opened  S^ 

on  this  deposit,  as  shown 
At  the  Melvin 


11 

Mine  the  vein  varies  from  S'g 

6  to  16  feet  in  width.    A  ^y 

cross-section   of    the   Old  g'J 

Mine  is  given  in  Fig.   12.  5« 

The  limits  of  the   deposit  "^.E 

as  given  by  Emerson  are:  J 

Length,   4    miles;    depth,  2 

750  feet   (above  the  level  ° 

of  the  brook),  and  with  an  _ 

average  width  of  4  feet.  ^ 

The  origin  of  this  ore  j 

has,  natural^,  been  a  mat-  J 

ter    of    some  speculation.  \ 

Emerson  regards  it  as  most  -_ 

probable  that  the  emery-  lg 
magnetite  material  was 
originally  a  deposit  of  li- 
moni  e  which  was  formed 
by  the  replacement  of  lime- 
stone, and  into  which  alu- 
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tnina  was  carried  by  infiltratii^  sotutions  and  deposited  as  allophane 
and  gibbsite,  ultimately  altered  into  corundum  and  magnetite  by 
metamorphism.  Pratt,  on  the  other  hand,  regards  the  amphibolite 
as  probably  an  altered  eruptive  rock,  and  argues  that  the  magnetite 
and  corundum  are  both  segregations  of  basic  materials  from  the 
igneous  magma,  i.e.,  are  products  of  magmatic  diSerentiation. 

In  New  York  State  emery  deposits  have  been  found  associated 
Tft-ith  the  norite  rocks  in  Westchester  County,  where  they  have  been 
described  by  Dr.  G,  H.  Williams.*  The  emery  here  is  r^arded 
by  the  various  authorities  as  being  a  product  of  magmatic  differ- 
entiation. 

Sources. — ^The  chief  commercial  souices  of  emery  are  those  of  Gu- 
much-dagh,  between  Ephesus  and  the  ancient  Tralles;  Kulah,  and 
near  the  river  Hermes  in  Asia  Minor;  and  the  island  of  Naxos,  whence 
it  is  quarried  and  shipped  from  Smyrna,  in  part  as  ballast,  to  all  parts 
of  the  world.  The  chief  commercial  source  in  the  United  States,  or 
indeed,  in  North  America,  is  Chester,  Massachusetts,  as  above  noted. 
The  island  of  Naxos  is  stated  to  have  for  several  centuries  furnished 
almost  exclusively  the  emery  used  in  the  arts,  the  material  being 
chiefly  obtained  from  loose  masses  in  the  soil.  The  mining  at 
Kulah  and  Gumuch-dagh  was  begun  about  1847,  and  at  Nicaria 
in  1850.  The  emery  vein  at  Chester,  Massachusetts,  was  discovered 
by  Dr.  H.  S.  Lucas  in  1863,  and  described  by  Dr.  C.  T.  Jackson  m 
1864. 

In  preparing  for  use,  the  mineral,  after  being  dug  from  the  soil 
or  blasted  from  the  parent  ledge,  is  pulverized  and  bolted  in  various 
grades,  from  the  finest  flour  to  a  coarse  sand,  the  excess  of  magnetite, 
where  such  exists,  being  extracted  by  means  of  an  electromagnet. 
The  commercial  prices  vary  according  to  grade  from  3  to  10  cents 
a  pound.  At  the  end  of  the  last  century  the  price  of  the  Eastern 
emery  is  given  at  from  $40  to  $50  a  ton.  About  1835  an  English 
monopoly  controlled  the  right  of  mining,  and  the  price  rose  in  1847  to 
as  high  as  S140  a  ton. 

Uses. — The  chief  uses  of  emery  and  corundum,  as  is  well  known, 
are  in  the  form  of  powder  by  plate-glass  manufacturers,  lapidaries, 

Journal  of  Science,  Vol.  XXXIII,  1887,  pp.  135-191. 
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and  stone  workers;  as  emery  paper,  or  in  the  form  of  solid  disks 
made  from  the  crushed  and  bolted  mineral  and  cement,  known 
commercially  as  emeiy  wheels.  The  great  toughness  and  superior 
cutting  power  of  these  wheels  render  them  of  service  in  grinding 
glass,  metals,  and  other  hard  substances,  where  the  natural  stone  is 
quite  inefficient. 

(See  further  under  Grind-  and  Whetstones,  p.  388.) 
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3.    BAUXITE. 

Composition. — AljO,.2HiO,=alumina,  73.9  per  cent;  water,  26.1 
per  cent.  Commonly  impure  through  the  presence  of  iron  oxides, 
silica,  lime,  and  magnesia.    Color,  white  or  gray  when  pure,  but 


yellowish,  brown,  or  red  through  impurities.  Specific  gravity,  2.55; 
structure,  massive,  or  earthy  and  clay-like.  According  to  Hayes ' 
the  bauxites  of  the  Southern  United  States  show  considerable  variety 
in  physical  appearance,  though  generally  having  a  pronounced 
pisolitic  structure.    "  The  individual  pisohtes  vary  in  size  from  a 

'  The  Geological  Relations  of  the  Southern  Appalachian  Bauxile  Deposits.     Trans- 
actions of  the  American  Institute  of  Mining  Enginecis,  XXIV,  1S94,  pp.  150-151. 
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fraction  of  a  millimetei  to  3  or  4  centimeters  in  diameter,  although 
most  commonly  the  diameter  is  from  3  to  5  millimeters.  The  matrix 
in  which  th^  are  embedded  is  generally  more  compact  and  also 
lighter  in  color.  The  larger  pisolites  are  composed  of  numerous 
concentric  shells,  separated  by  less  compact  substance  or  even  open 
cavities,  and  their  interior  portions  readity  crumble  to  a  soft  powder. 

"In  thin  sections  the  ore  is  seen  to  be  made  up  of  amorphous 
flocculent  grains,  and  the  various  structures  which  it  exhibits  are 
produced  by  the  arrangement  and  degree  of  compactness  of  these 
grains.  The  matrix  in  which  the  pisolites  are  embedded  may  be 
composed  of  this  flocculent  material  segregated  in  an  irregularly 
globular  form  or  in  compact  oShtes,  with  sharply  defined  outlines. 
Or  both  forms  may  be  present,  the  compact  ooUtes  being  embedded 
in  a  matrix  composed  of  the  less  definite  bodies-  In  some  cases  the 
interstices  between  the  oClites  are  filled  either  wholly  or  in  part  with 
silica,  apparently  a  secondary  deposition. 

"The  pisolites  also  show  considerable  diversity  in  structure.  In 
some  cases  they  are  composed  of  exactly  the  same  fiocculent  grains 
as  the  surrounding  matrix,  from  which  they  are  separated  by  a  thin 
shell  of  slightly  denser  material.  This  sometimes  shows  a  number 
of  sharply  defined  concentric  rings,  and  is  then  distinctly  separated 
from  the  matrix  and  the  interior  portion  of  the  pisolite.  The  latter 
is  also  sometimes  composed  of  imperiectly  defined  globular  masses, 
and  in  other  cases  of  compact,  uniform,  and  but  slightly  granular 
substance.  It  is  always  filled  with  cracks,  which  are  regularly  radial 
and  concentric,  m  propwrtion  as  the  interior  substance  has  a  uniform 
texture.  Branching  from  the  larger  cracks,  which,  as  a  rule,  are 
partially  filled  with  quartz,  very  minute  cracks  penetrate  the  inter- 
vening portions.  Thus  the  pisolites  appear  to  have  lost  a  portion 
of  their  substance,  so  that  it  no  longer  fills  the  space  within  the  outer 
shell,  but  has  shrunk  and  formed  the  radial  cracks.  No  analyses 
have  been  made  of  the  different  portions  of  the  pisolites  or  of  the 
pisolites  and  matrix  separately,  and  it  is  impossible  to  say  whether 
any  differences  in  chemical  composition  exist.  It  may  be  that  some 
soluble  constituent  has  been  removed  from  the  interior  of  the  pisolites, 
but  it  is  more  probable  that  the  shrinking  observed  is  due  wholly  to 
desiccation. 
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"Scattered  throughout  the  ground-mass  are  occasional  fragments 
of  pisolites,  whose  irregular  outlines  have  been  covered  to  varying 
depths  by  a  de[>osit  of  the  same  material  as  forms  the  concentric 
shells,  and  thus  have  been  restored  to  spherical  or  oval  forms." 

The  following  tables  wiU  serve  to  show  the  wide  range  of  com- 
position of  bauxites  from  various  sources: 


coKPostnoif  or 


FKOU  VAKIOUS  LOCALITIES. 


K 


a.  CinnMct  variety. 


KbL 

Mud    anil    conipBct 


FrsOM,  white  vuicty. 

;.  Wocbon,  Germuiy. 

k  Lanradon,  GermMiy; 

a.  Brownish  red. . .. .  ^ . 

I-  Vo^lsbera.  Germany. .  . . 

I.  Cherokee  Co..  AlabuoB.  . 

I.  Jacksonville.  Calhoun  Co. 


[,  Bunaley  estate.  Dinwood 
Station,  Gwisia,  No.  '■ 

\.  Pulasld  Co.,  Arkaoiu: 
a.  Black. 


t^ebreieh. 
Dr.  Wm.  B. 


::i ::: 


No.  I.— Contains  also  0.4  CaCO,.  No.  ..— o.i  Ca(^  No.  3.— ia.7  CaCO..  No,  j,— 
si.»o  PeO+PeiO,.  No.  6.— 0.10  PeO  +  Fe,Oi.  No.  7—0.85  CaO  o.jB  MgO,  a.90  SO^ 
No.  8.-0.3!  PeO,  a.41  CaO,  o.ii  MgO.  0.09  K,0.  0.17  NatO.  trace  COt-  No.  g.— PcO  not 
■det..  e.6i  CaO,  tncs  HgO,  d.k  ¥Lfi,  0.3a  NaiO,  e.ifi  COs.     No.  10.— o.So  CaO.o.ia  UgO. 

Origin  and  mode  of  occurrence. — The  mineral  received  its  name 
from  the  village  of  Baux  (or  Beaux')  in  Southan  France,  where  a 
highly  ferriferous,  pisolitic  variety  was  first  found  and  described  by 
Berthier  in  iSsi.  The  origin  of  the  mineral,  both  here  and  elsewhere, 
has  been  a  matter  of  considerable  discussion.    The  following  notes 


'  Hence  the  au  sbouM  n 


c  the  Bound  of  long  o,  and  not  that  of  the  «u  b  o 
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Telative  to  the  foreign  ocoirrences  are  from  a  paper  by  R.  L. 
Packard : ' 

"  The  geological  occurrence  of  the  bauxite  of  Bauz  was  studied 
by  H.  Coquand  (Bulletin  de  la  Socift^  Gfologique  de  France, 
XXVIII,  1871,  p.  98),  who  describes  the  mineral  as  of  three  varie- 
ties, pisolitic,  compact,  and  earthy.  The  pisoUtic  variety  does  not 
differ  in  structure  from  the  iroa  ores  of  Franche  Comt^  and  Berry, 
although  the  color  and  composition  are  different.  It  occurs  in  highly 
tilted  beds  alternating  with  limestones,  sandstones,  and  clays,  be- 
longing to  the  Upper  Cretaceous  period,  and  in  pockets  or  cavities 
in  the  limestone.  The  limestone  containing  the  bauxite  and  that 
adjacent  thereto  is  also  pisolitic,  some  nodules  being  as  large  as  the 
fist,  and  the  pisolitic  bauxite  has  sometimes  a  calcareous  cement, 
and  at  others  is  included  in  a  paste  of  the  compact  mineral.  M. 
Coquand  supposed  that  the  alumina  and  iron  oxide  composing  the 
bauxite  were  brought  to  the  ancient  lake  bed  in  which  the  lacus- 
trine limestone  was  formed  by  mineral  sprii^,  which,  discharging 
in  the  bottom  of  the  lake,  allowed  the  alumina  and  iron  oxide  to  be 
distributed  with  the  other  sediment.  In  some  cases  the  discharge 
occurred  on  land,  and  the  deposit  then  formed  isolated  patches.  He 
refers  to  other  similar  deposits  of  bauxite  of  the  same  period  in  France, 
Sometimes  the  highly  ferriferous  mineral  predominates  over  the 
aluminous  (white),  at  others  diaspore  is  found  enveloping  the  red 
mineral,  while  in  other  cases  it  is  mixed  with  it,  predominating  largely, 
and  sometimes  manganese  peroxide  replaces  ferric  oxide.  In  some 
places  the  ground  was  strewed  with  fragments  of  tuberous  menilite, 
yery  light  and  white. 

"  M.  Ang«  (Bull.  Soc.  Gfolog.  de  France,  XVI,  1888,  p.  345) 
describes  the  bauxite  of  Var  and  H^rault  and  gives  analyses  of  it. 
Over  20,000  tons  were  being  mined  in  this  region  annually  at  the 
time  of  writing  his  report  (1888).  In  the  red  mineral  of  Var  druses 
occur  with  white  bauxite  running  as  high  as  85  per  cent  AI,0„  and 
15  per  cent  HjO,  corresponding  to  the  formula  A1,0,+H,0.  He 
refers  to  the  prevailing  theory  of  the  formation  of  bauxite,  according 
to  which  solutions  of  the  chlorides  of  aluminum  and  iron  in  contact 

*  Mineral  Resources  of  the  United  States,  1891,  p.  148. 
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with  carbonate  of  lime  undergo  double  decomposition,  foiming 
alumina,  iron  oxide,  and  calcium  chloride.  Other  deposits  in  the 
south  of  France,  in  Ireland,  Austria,  and  Italy,  he  says,  confirm 
this  view,  because  they  also  rest  upon  or  are  associated  with  Ume- 
stone.  The  bauxite  deposit  in  Puy  de  D6me  which  he  studied  could 
not,  however,  be  explained  by  this  theory  because  it  was  not  asso- 
ciated with  limestone,  but  rested  directly  upon  gneiss  and  was  partly 
covered  by  basalt.  The  geological  sketch  map  of  the  deposit  near 
Madriat,  Puy  de  D6me,  which  he  gives  shows  gneiss,  basalt,  with 
uncovered  bauxite  largely  predominating,  and  patches  of  Miocene 
clay,  while  a  geological  section  of  the  deposit  near  ViUeveyrac, 
H^rault,  shows  the  bed  of  bauxite  conformably  following  the  flexures 
of  the  limestone  formation  when  covered  by  more  recent  beds,  and 
when  ei^sed  and  denuded  occupying  cavities  and  pockets  in  the 
limestone.  This  occurrence  is  substantially  the  same  as  that  of  the 
neighboring  Baux.  M.  Ang^  agrees  with  M.  Coqnand  in  attribu- 
ting the  bauxite  to  geyserian  origin.  He  uses  as  an  illustration  of 
the  contemporaneous  formation  of  bauxite  the  deposits  from  the 
geysers  of  the  Yellowstone  Park,  which  is  evidently  due  to  a  mis- 
understandmg.  He  made  no  petrographical  examination  of  the 
bauxite  of  Puy  de  D6me,  nor  did  he  attempt  to  trace  any  genetic 
relation  between  the  latter  and  the  accompanying  basalt.  The 
occurrence  is,  however,  noteworthy,  and  an  examination  might 
show  that  it  is  another  instance  of  the  direct  derivation  of  bauxite 
from  basalt,  which  is  maintained  in  the  two  following  instances, 
somewhat  imperfectly  in  the  first,  to  be  sure,  but  with  greater  detail 
in  the  second. 

"  The  first  b  a  paper  by  Lang  (in  the  Berichte  der  Deutschen 
Chemischen  Gesellschaft,  XVH,  1884,  p.  2892).  He  describes  the 
bauxite  in  Obcr-Hessen,  which  is  found  in  the  fields  in  round  masses 
up  to  the  size  of  a  man's  head,  embedded  in  a  clay  which  is  colored 
with  iron  oxide.  The  composition  varies  very  widely.  The  petro- 
graphical examination  showed  silica,  iron  oxide,  magnetite,  and 
augite.  The  chemical  composition  and  petrographical  examination 
show  the  bauxite  to  be  a  decomposition  product  of  basalt.  By 
the  weatherii^  of  the  plagiodase  feldspars,  augite,  and  olivine,  neariy 
all  the  silica  had  be«»  removed,  together  with  the  greater  part  of 
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the  lime  and  magnesia;  the  iron  had  been  oxidized  and  hydrate  of 
alumina  fonned  as  shown  by  its  easy  solubility  in  hydrochloric  acid. 
The  residue  of  the  silica  had  crystallized  as  quartz  in  the  pores  of 
the  mineral. 

"  The  more  detailed  account  of  the  derivation  of  baujute  from 
basalt  is  given  in  an  inaugural  dissertation  by  A.  Liebreich,  abstracted 
in  the  Chemisches  Centralblatt,  1892,  p.  94.  This  writer  says  that 
the  well-known  localities  of  bauxite  in  Germany  are  the  southern 
slope  of  the  Westerwald  near  Miihlbach,  Hadamar,  in  the  ne^hbor- 
hood  of  Lesser  Steinheim,  near  Hanau,  and  especially  the  western 
slope  of  the  Vogelsberg.  Chemical  analyses  show  certain  differ- 
ences in  the  composition  of  bauxite  from  different  places,  the  smaller 
amount  of  water  in  the  French  bauxite  referring  it  to  diaspore, 
while  the  Vogelsberg  mineral  is  probably  Gibbsite  (hydrargillite). 
The  bauxites  of  Ireland,  of  the  Westerwald,  and  the  Vogelsberg,  show 
by  certain  external  indications  their  derivation  from  basalt.  The 
bauxite  of  the  Vogelsberg  occurs  in  scattered  lumps  or  small  masses, 
partly  on  the  surface  and  partly  embedded  in  a  grayish-white  to  red- 
dish-brown clay,  which  contains  also  similar  masses  of  basaltic  iron 
ore  and  fragments  of  more  or  less  weathered  basalt  itself.  Although 
the  latter  was  associated  intimately  with  the  bauxite,  a  direct  and 
close  connection  of  the  two  could  not  be  found,  but  an  examination 
of  thin  sections  of  the  Vogelsberg  bauxite  showed  that  most  speci- 
mens still  possessed  a  basaltic  (anamesite)  structure,  which  enabled 
the  author  to  determine  the  former  constituents  with  more  or  less 
certainty.  The  clays  from  different  points  in  the  district  carrying 
basalt,  basaltic  iron  ore,  and  bauxite  were  examined,  some  of  which 
showed  clearly  a  sedimentary  character.  Some  of  the  bauxite 
nodules  were  a  foot  and  a  half  in  diameter  and  possessed  no  charac- 
teristic form.  They  were  otan  uneven  surface,  light  to  daric  brown, 
white,  yellowish,  and  gray  in  color,  speckled  and  pitted,  sometimes 
finely  porous  and  full  of  small  colorless  or  yellowish  crystals  of 
hydrargillite.  The  thin  sections' showed  distinct  medium-granular 
anamesitic  structure.  Lath-shaped  portions  filled  with  a  yellowish 
substance  preponderated  (the  former  plagioclases)  and  filUng  the 
spaces  between  these  were  cloudy,  yellow,  brown,  and  black  trans- 
parent masses  which  had  evidently  taken  the  place  of  the  former 
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augite.  Iiaths  and  plates  of  titanic  iron,  often  fractured,  were 
commonly  present,  and  the  contours  of  altered  olivine  could  be 
clearly  made  out.  The  anamesitic  basalt  of  the  neighborhood 
showed  a  structure  fully  corresponding  with  the  bauxite.  Olivine  and 
titanic  iron  oxide  were  found  in  the  day  by  washing.  The  basaltic 
iron  ore  also  showed  the  anamesite  structure." 

But  two  localities  in  the  United  States  have  thus  far  yielded  bauxite 
in  commercial  quantities.  These  are  in  Arkansas  and  the  Coosa 
Valley  of  Georgia  and  Alabama. 

According  to  Branner  the  Arkansas  beds  occur  near  the  railway 
in  the  vicinity  of  Little  Rock,  Pulaski  County,  and  near  Benton, 
Saline  County.  "The  exposures  vary  m  size  from  an  acre  to  2o> 
acres  or  more,  and  aggregate  something  over  a  square  mile."  This 
does  not,  in  all  probability,  include  the  total  area  covered  by  bauxite 
in  the  counties  mentioned,  for  the  method  of  occurrence  of  the 
deposits  leads  to  the  supposition  that  there  are  others  as  yet  undis- 
covered by  the  survey. 

In  thickness  the  beds  vary  from  a  few  feet  to  over  40  feet,  with 
the  total  thickness  undetermined ;  the  average  thickness  is  at  least 
15  feet. 

These  Arkansas  deposits  occur  only  in  Tertiary  areas  and  in 
the  neighborhood  of  eruptive  syenites  ("granites"),  to  which  they 
seem  to  be  genetically  related.  In  elevation  they  occur  only  at  and 
below  300  feet  above  tide  level,  and  most  of  them  he  between  260 
and  270  feet  above  tide.  They  have  soft  Tertiary  beds  both  above 
and  below  them  at  a  few  places,  and  must,  therefore,  be  of  Tertiary 
Age.  As  a  rule,  however,  they  have  no  covering,  the  overlying  beds 
havit^  been  removed  by  erosion,  and  are  high  enough  above  the 
drainage  of  the  country  to  be  readily  quarried.  Erosive  action  has 
removed  a  part  of  the  bauxite  in  some  cases,  but  there  are,  in  all 
probability,  many  places  at  which  it  has  not  yet  been  even  uncovered. 

It  is  pisolitic  in  structure,  and,  like  all  bauxite,  varies  more  or 
less  in  color  and  in  chemical  composition.  At  a  few  places  it  is  so 
charged  with  non  that  attempts  have  been  made  to  mine  it  for  iron 
ore.  Some  of  the  samples  from  these  pits  assay  over  30  per  cent 
of  metallic  iron.  This  ferruginous  kind  is  exceptional,  however. 
From  the  dark-red  varieties  it  grades  through  the  browns  and  yellows 
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to  pearl-gray,  cream  colored  and  milky  white,  the  pinks,  browns, 
and  grays  being  the  more  abundant.  Some  of  the  white  varieties 
have  the  chemical  composition  of  kaolin,  while  the  red,  brown,  and 
gray  have  but  little  sihca  and  iron,  and  a  high  percentage  of  alumina. 
The  analyses  given  on  page  88  show  that  this  bauxite  compares 
favorably  with  that  of  France,  Austria,  and  Ireland,  and  is  appar- 
ently well  adapted  for  the  manufacture  of  chemical  products,  for 
refractory  material,  and  for  the  manufacture  of  aluminum  by  the 
Deville  process. 

The  Georgia  and  Alabama  deposits  have  been  the  subject  of 
exhaustive  study  by  WiUard  Hayes,  to  whose  paper  reference  has 
already  been  made. 

According  to  this  authority  the  ore  is  found  irregularly  distributed 
within  a  narrow  belt  of  country  extending  from  Adairsville,  Georgia, 
southwestward,  a  distance  of  60  miles,  to  the  vicinity  of  Jacksonville, 
Alabama.  The  only  points  at  which  it  has  been  worked  on  a  com- 
mercial scale  are  at  Hermitage  furnace,  5  miles  oorth  of  Rome, 
Georgia,  near  Six  Mile  Station,  south  of  Rome,  and  in  the  dike 
district  near  Rock  Run,  Alabama.  (See  Fig.  14.)  The  oldest  rocks 
of  the  region  are  of  Cambrian  Age,  and  are  subdivided  on  lithologic 
grounds  into  two  formations,  the  Rome  sandstone  below  and  the 
Connasauga  shale  above.  The  former  consists  of  700  to  1,000  feet 
of  thin-bedded  purple,  yellow,  and  white  sandstones  and  sandy 
shales.  In  the  southern  portion  of  the  region  the  Rome  sandstone 
is  replaced  by  the  Weisner  quartzite,  which  consists  of  a  series  of 
interbedded  lenticular  masses  of  conglomerate,  quartzite,  and  sandy 
shale.  It  apparently  represents  delta  deposits  contemporaneous  with 
a  part  or  the  whole  of  the  Rome  sandstone.  These  rocks  form 
Weisner  and  Indian  mountains,  and  in  the  latter  they  attain  a 
thickness  of  10,000  feet  or  more. 

The  Connasauga  is  between  s,ooo  and  3,000  feet  in  thickness. 
It  consists  at  the  base  of  ^e  luminous  shales;  the  upper  portion  is 
more  calcareous,  and  locally  passes  into  heavy  beds  of  blue  seamy 
limestone. 

Above  Connasauga  shale  is  the  Knox  dolomite,  the  most  uniform 
and  persistent  formation  of  the  southern  Appalachian  region.  It 
consists  of  from  3,000  to  4,000  feet  of  gray,  semicrystalline,  siliceous 
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dolomite.  The  siUca  is  usually  segregated  in  nodules  and  beds  of 
chert.  These  remain  upon  the  surface,  and  with  the  other  insoluble 
constituents  form  a  heavy,  residual  mantle  covering  all  the  outcrops 
of  the  formation.  It  is  associated  with  these  residual  materials 
that  the  extensive  deposits  of  limonite  and  bauxite  are  found.  The 
geological  structure  of  the  region  is  complicated,  and  for  its  details 
the  present  reader  is  referred  to  Dr.  Hayes's  original  paper. 


[After  C.  W.  Hayes.] 

The  subaerial  decomposition  above  noted  has  progressed  for  a 
long  period,  and  the  surface  is  deeply  covered  with  a  mantle  of  resid- 
ual material,  consisting  of  the  more  insoluble  portions  of  the 
original  rock  masses.  This  residual  material  consists  mainly  of  fer- 
ruginous clay  with  large  amounts  of  chert,  and  reaches  a  thickness  of 
loo  feet  or  more. 
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TitB  bauxite  dqx)sits  in  the  Rock  Run  district  are  regarded  as 
^ical  for  the  entire  r^on,  and  are  described  as  follows; 

"  Four  bodies  of  the  ore  were  beii^  worlted  in  1893  on  a  con- 
siderabte  scale,  and  all  show  practically  the  same  form.  The  south- 
ernmost of  the  four,  called  the  Taylor  bank,  is  located  3i  miles  north- 
east of  Rock  Run,  near  the  western  base  of  Indian  Mountain. 
Although  the  heavy  mantle  of  residual  material  effectually  conceals 
the  underlying  rocks,  the  ore  appears  to  be  exactly  upon  the  faulted 
contact  between  the  narrow  belt  of  Knox  dolomite  on  the  northwest 
and  the  sandy  shales  and  quartzites  of  Indian  Mountain  on  the 
southeast.  The  ore  is  covered  by  three  or  four  feet  of  red  sandy 
day  in  which  numerous  fragments  of  quartzite  are  embedded.  The 
ore-body  is  an  irr^ulariy  oval  mass,  about  40  by  80  feet  in  size.  Its 
contact  with  the  surrounding  residual  clay,  wherever  it  could  be 
observed,  appears'  to  be  sharp  and  distinct,  and,  about  the  greater 
portion  of  its  circumference,  very  nearly  vertical.  A  certain  amount 
of  bedding  is  observable  in  the  ore-body,  although  no  trace  of  bedding 
can  be  detected  in  the  surrounding  residual  material.    Upon  the 


FlO.  15. — Sccdonthowing  the  relation  of  bauxite  to  mantle  of  ledduftl  day  in  Geoi|^ 
[After  C.  W.  Hayes.] 

northwestern  or  down-hill  side  of  the  ore-body,  this  bedding  is  very 
distinct.  Layers  of  differently  colored  and  differently  textured  ore 
alternate  in  regular  beds,  a  few  inches  in  thickness,  and  above  these 
are  thinner  beds  of  chocolate  and  red  material,  probably  containii^ 
considerable  kaolin.  These  beds  have  a  steep  dip,  somewhat 
greater  than  the  slope  of  the  hillside,  but  in  the  same  direction. 
They  are  not  simply  inclined  planes,  however,  but  are  curved,  so  as 
to  form  a  steeply  pitching  trough.  With  increasing  distance  from 
the  ore-body,  the  lamination  becomes  less  distina,  and  the  beds 
pass  gradually  into  a  hom<^eneous  mottled  clay.    The  accompany- 
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ing  section,  F^.  15,  slunn  these  relations  of  the  ore  and  residual 
mantle. 

At  the  Dike  bank  (see  Fig.  14),  about  a  mile  northeast  of  the  one 
above  described,  the  stratification  is  well  shown  in  portions  cS.  the 
deposit.  Beds  of  yellow  and  gray,  fine-grained  material,  alternate 
with  others  of  pisolitic  ore.  The  beds  dip  at  an  angle  of  about  40°, 
and  are  curved  so  as  to  form  a  steep  trough.  The  compact  material 
also  shows  distinct  cross-bedding;  both  primary  and  secondary  planes 
dipping  in  the  same  direction. 

In  the  Gain's  Hill  bank,  about  250  yards  north  of  the  Dike  bank, 
the  ore-body  shows  a  more  regularly  oval  form  than  in  most  of  the 
other  deposits,  and  is  also  somewhat  dome-shaped,  swelling  out 
laterally  from  the  surface  downward,  as  far  as  the  working  has  pro- 


Although  some  of  the  workings  have  gone  to  a  considerable  depth 
(in  a  few  cases  50  feet  or  more),  the  bottom  of  the  ore-body  has 
not  been  reached  in  any  case.  The  ore  varies  in  composition  with 
depth,  but  not  in  a  uniform  manner,  nor  more  than  do  different 
portions  at  the  same  depth.  The  deepest  pits  have  not  gone  below 
the  base  of  the  surrounding  residual  mantle,  so  that  no  observations 
have  yet  been  made  with  regard  to  the  relations  between  the  ore 
and  the  country  rock;  and  nothing  has  yet  been  observed  which 
warrants  the  conclusion  that  the  ore,  if  followed  to  sufficient  depth, 
will  be  found  interbedded  with  the  underlying  formations,  or  even 
that  it  will  be  found  occupying  cavities  in  the  limestone — although 
the  latter  is  quite  possible." 

Concerning  the  origin  of  these  deposits  the  author  says: 

"No  eruptive  rocks,  either  ancient  or  modem,  are  found  in  the 
vicinity  of  the  latter,  nor  are  there  any  rocks  in  this  region  which,  by 
weathering,  could  yield  bauxite  as  a  residual  product.  Hence,  any 
satisfactory  explanation  of  the  origin  of  these  deposits  must  give 
the  source  from  which  the  material  was  derived,  the  means  by  which 
it  was  transported,  and  the  process  of  its  local  accumulation. 

"As  already  stated  in  describing  the  stratigraphy  of  the  region,  the 
ore  is  associated  with  the  Knox  dolomite  or  with  calcareous  sandy 
shales  immediately  overlying  the  dolomite.  The  Connasauga,  con- 
sisting of  2,ooo  feet  or  more  of  aluminous  shales,  invariably  under- 
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lies  the  dolomite  at  greater  or  less  distance  beneath  the  ore-beajing 
r^rions,  and  is  probably  the  source  from  which  the  alumina  was 
(terived. 

"  The  feults  of  the  r^on  have  been  briefly  described.  Undoubt- 
edfy  such  enormous  dislocations  of  the  strata  generated  a  large 
amount  of  heat.  The  fractures  facilitated  the  circulation  of  water, 
and  for  consid^able  periods  the  region  was  probably  the  seat  of 
many  thermal  springs.  These  heated  waters  appear  to  have  been 
the  agent  by  which  the  bauxite  was  brought  to  the  surface  in  some 
soluble  form  and  there  precipitated. 

"  The  chemical  reactions  by  which  the  precipitation  was  effected 
are  not  well  understood,  and  the  conditions  were  not  such  as  can  be 
readily  reproduced  in  the  laboratory.  Of  the  few  soluble  compounds 
of  aluminum  which  occur  m  nature,  only  the  sulphate  and  the 
double  sulpbscte  of  potash  and  alumina  need  be  considered. 

"  The  oxygen  contained  in  the  meteoric  waters  percolating  at  great 
depths  through  the  fractured  strata  would  readily  oxidize  the  sul- 
phides disseminated  in  the  aluminous  shales.  Sulphates  would  thus 
be  formed  by  a  process  strictly  analogous  to  that  commonly  employed 
in  the  manufacture  of  alum.  Probably  the  most  abundant  product 
of  the  process  in  nature  was  ferrous  sulphate  Some  sulphate 
of  aluminum  must  also  have  been  formed  t<^ether  with  the  double 
su^hate  of  potassium  and  aluminum  especially  in  the  absence  of 
sufficient  potash  to  form  alum  with  the  whole 

"  In  its  passage  from  the  underlying  shales  through  several  thou- 
sand feet  of  dolomite  the  heated  water  must  have  become  highly 
charged  with  hme,  in  addition  to  the  ferrous  and  alummous  salts 
already  in  solution.  But  calcium  carbonate  reacts  upon  aluminum 
sulphate  and  to  some  extent  also  on  alum,  forming  a  gelatinous  or 
flocculent  precipitate  which  consists  of  aluminum  hydroxide  and  the 
basic  sulphate.  This  reaction  may  have  taken  place  at  great  depth 
and  the  resulting  flocculent  precipitate  may  have  been  brought  to 
the  surface  in  suspension.  From  analogy  with  pisolitic  smtei  and 
travertine  now  forming,  such  conditions  would  appeal  to  be  highly 
favorable  for  the  production  of  the  structures  actually  found  in  the 
bauxite.  The  precipitate  was  apparently  collected  m  globular 
}  by  the  motion  of  the  ascending  water,  and  constant  changes 
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in  position  permitted  these  to  be  coated  witli  successive  layers  of 
more  compact  material.  Finally,  after  Iiaving  received  many  such 
coatings,  the  pisolites  were  deposited  on  the  borders  of  the  basin, 
and  the  interstices  were  filled  by  minute  odlites  formed  in  a  similar 
manner  or  by  the  flocculent  precipitate  itself.  Slight  differences  in 
the  conditions  prevailing  in  the  several  springs,  such  as  concentration 
and  relative  proportion  of  the  various  salts  in  solution,  also  tempera- 
ture and  fiow  of  the  water,  would  produce  the  variation  in  the  char- 
acter of  the  ore  observed  at  different  points. 

"The  bedding  observed  in  the  bauxite  deposits  may  have  been 
produced  by  the  successive  layers  deposited  on  the  steeply  inclined 
outlet  of  the  basin.  After  the  cessation  of  the  spring-action,  surface- 
creep  of  the  residual  mantle  from  the  higher  portions  of  the  ridges 
covered  the  deposits  to  varying  depths,  as  they  are  found  at  present. 

"A  small  portion  of  the  ferrous  sulphate  was  oxidized  and  pre- 
cipitated along  with  the  bauxite,  but  the  greater  part  was  carried 
some  distance  from  the  springs  and  slowly  oxidized,  formii^  the 
widespread  deposits  of  limonite  in  this  region." 

Uses.— The  better  known  use  of  bauxite  is  as  an  ore  of  alumi- 
num, for  which  purpose  it  lies  beyond  the  scope  of  the  present  work. 
It  may,  however,  be  well  to  state  that  before  the  aluminum  can  be 
satisfactorily  extracted  the  ore  is  purified  by  chemical  processes. 
The  principal  use  aside  from  this  is  for  the  manufacture  of  alums 
and  other  aluminum  salts  such  as  are  used  in  baking  powders 
and  dyes.  It  is  believed  that  the  mineral,  owing  to  its  highly  refrac- 
tive quahties,  wdll  in  the  near  future  be  utihzed  in  the  manufacture 
of  fire-brick  and  crucibles.  An  alumino-ferric  cake,  a  by-product 
obtained  in  the  purifying  process,  is  claimed  as  of  value  for  sanitary 
and  deodorizing  purposes.  The  price  of  the  crude  ore  varies  greatly, 
according  to  purity.  The  average  price  for  the  past  few  years  has 
been  about  S5  a  ton. 
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4.   DIASPORE. 

This  is  a  hydrous  oxide  of  aluminum  corresponding  to  the  for- 
nmla  AljO„H,0,  — alumina,  85  per  cent;  water,  15  per  cent;  hard- 
ness, 6-5  to  7.  It  is  a  whitish,  grayish  sometimes  brownish  or 
yellowish  mineral,  occurring  in  the  form  of  thin  flattened  or  acicular 
crystals  and  also  foliated,  massive,  and  in  thin  plates  or  rarely  stalac- 
titic.  It  ii  transparent  to  subtranslucent,  and  sometimes  shows 
violet-blue  colors  when  looked  at  in  one  direction,  or  reddish-blue 
Cff  asparagus-green  in  others.    Luster,  vitreous  or  pearly. 

Occurrence. — The  mineral  commonly  occurs  with  corundum  and 
emeiy  in  dolomite  and  granular  Umestone  or  crystalline  schists.    In 
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the  United  States  it  occurs  in  lai;ge  plates  in  connection  with  the 
emery  rock  at  Chester,  Massachusetts. 
Uses. — See  under  Gibbslte. 

5.   GIBBSrrE;   HYDKARGHLITE. 

This  is  also,  like  diaspore,  a  hydrous  oxide  of  aluminum,  corre- 
sponding to  the  formula  AljOw3H,0,  =alumina,  654  per  cent;  water, 
34.6  per  cent.  The  mineral  is  of  a  whitbh,  grayish,  or  greenish 
color,  sometimes  reddish  through  impurities,  and  occurs  in  flattened, 
hexagonal  crystals,  or  in  stalactitic  and  mammillary  and  incrusting 
surfaces.    Its  occurrence  is  similar  to  that  of  diaspore. 

Uses. — Neither  diaspore  nor  ^bbsite  have  as  yet  been  found  in 
suf&cient  quantities  to  be  of  economic  importance.  Should  they  be 
so  found,  their  value  as  a  source  of  alumina  is  easily  apparent. 

6.  OCHES. 

The  term  ocher  as  commonly  used  applies  to  earthy  and  pulveru- 
lent forms  of  the  minerals  hematite  and  limonite,  but  which  are  al- 
most invariably  more  or  less  impure  through  the  presence  of  other 
metallic  oxides  and  argillaceous  matter.  In  nature  the  material 
Tarely  occurs  in  a  suitable  condition  for  immediate  use,  but  needs 
£rst  to  be  prepared  by  washing  and  grinding,  and  perhaps  roasting. 

Various  varietal  names  are  applied  to  the  ochers,  accordii^  to 
their  natural  colors  or  sources.  The  original  "  Indian  red  "  was  a 
Ted  ai^illaceous  ocher,  with  a  purplish  tinge,  found  on  the  island 
of  Ormuz,  in  the  Persian  Gulf.  A  large  part  of  the  pigment  of  this 
name  is  now  prepared  artificially  from  iron  pyrites.  Umber  is  a  gray, 
brown,  or  reddish  variety  containing  manganese  oxides  and  clay. 
It  derives  its  name  from  Umbria,  in  Italy,  where  material  of  this 
nature  was  first  utilized.  Sienna  is  a  highly  argillaceous  variety,  also 
from  Italy,  near  Sienna. 

The  natural  colors  of  the  ochers  are  dependent  on  the  degree  of 
hydration  and  oxidation  of  material  and  the  kind  and  amount  of 
impurities.  In  a  general  way  the  hematites  are  of  a  deep  red  color, 
while  the  limonites  are  yellow  or  brown.  Either  color  is  liable  to 
shade  variations,  according  to  amount  and  kind  of  impurities.  The 
colors  are  intensified,  or  otherwise  varied,  by  roasting. 
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Artificial  ochers  are  produced  by  roasting  iron  pyrites  (sulpMde 
of  itx)n)  or  an  artificial  sulphate  (green  vitriol).  (See  under  Pyrite.) 
The  materials  known  commercially  as  rouge,  crocus,  and  Indian  red 
are  quite  pure  ferric  oxide,  prepared  by  roasting  pyrite  or  by  other 
artificial  means. 


COHFOSmON  OF  OCHESB  IN  TKEIB  NATU 
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New  York. 

C.  From  ore  mioed  at  Lake  Superior,  Mif^htg^^. 
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A  "  blue  ocher,"  formed  by  the  decomposition  of  the  XJtica  shales 
in  Lehigh  County,  Pennsylvania,  has  the  following  composition; 

Ignition  (water  and  carbon) 9.10 

Quartz 44.50 

Combi  '.ed  sihca 26.25 

Alumina  with  traces  of  ferric  oxide 17-95 

Magnesia 94 

Alkalies,  etc 1.36 
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A  second  varie^,  from  i^  miles  northwest  of  Breinigsville,  and 
which  was  sold  as  a  yellow  ocher,  yielded: 

Silica,  60.53;  alumina,  17.40;  ferric  oxide,  9.37;  lime,  0.08; 
magnesia,  1.93;   water,  5.51;   alkalies,  5.27. 

Origin  and  mode  of  occurrence. — ^These  vary  greatly.  In  some 
cases  deposits  of  this  nature  are  formed  by  springs.  Such  result 
from  the  leaching  out  from  the  rocks,  by  carbonated  waters,  of  iron 
in  the  protoxide  condition,  and  its  subsequent  deposition  as  a  hy- 
drated  sesquioxide.  In  other  cases  they  are  residual  products 
formed  by  the  removal,  by  solution,  of  the  lime  carbonates  of  cal* 
careous  rocks,  leaving  their  insoluble  residues — the  clay  and  iron 
oxides — in  the  form  of  a  red,  yellow,  or  brown  ocherous  clay.  Again, 
they  may  result  from  the  decomposition  (oxidation)  of  beds  of  pyrite 
(iron  disulphide)  and  from  the  decomposition  of  beds  of  hematite, 
and  by  the  disintegration  of  the  more  compact  forms  of  limonite. 
Still  again,  they  may  result  from  the  decomposition  of  schists  and 
other  rocks  rich  in  icon-bearing  siUcate  minerals.  The  yellow  ochers 
of  the  Little  Catoctin  Mountains,  near  Leesburg,  Vii^nia,  are  thus 
stated  to  be  residual  products  from  the  decomposition  of  hydro- 
mica  or  damourite  schists. 

An  extensive  deposit,  or  line  of  deposits,  of  yellow  ocher  near 
Cartersville,  Georgia,  is  described  as  occurring  in  the  form  of  ex- 
tremely irregularly  branching  veins  intersecting  a  shattered  quartzite 
of  Cambrian  Age.  The  veins  often  expand  into  bodies  of  consider- 
able size,  and  when  the  ocher  is  removed,  rooms  6  to  10  feet  in 
diameter  are  sometimes  left,  connected  by  narrow,  windir^  passages. 
The  contact  between  the  ocher  and  quartzite  is  never  sharp,  but 
there  is  a  gradual  transition  from  one  to  the  other.  "  The  quartzite 
first  becomes  stained  a  light  yellow  and  loses  its  compact,  close- 
grained  texture.  This  phase  passes  into  a  second,  in  which  the  rock 
is  perceptibly  porous,  having  a  rough  fracture  and  a  harsh  feel,  and 
containing  enough  ocher  to  soil  the  hngers.  In  the  next  phase  the 
ocher  preponderates,  but  is  held  together  by  a  more  or  less  con- 
tinuous skeleton  of  silica,  although  it  can  be  readily  removed  with  a 
pick.  The  final  stage  in  the  transition  is  the  soft  yellow  ocher, 
filling  the  veins,  which  crumbles  on  drying,  and  contains  only  a  small 
proportion  of  siUca  in  the  form  of  sand  grains."     An  examination  with 
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the  microscope  seems  to  point  munistakably  to  an  origin  through 
a  chemical  replacement  of  the  silica  of  the  quartzite  by  the  iron 
oxide,  as  has  been  shown  by  Van  Hise  to  have  taken  place  in  the 
case  of  the  hematite  ores  of  the  Lake  Superior  r^ion.  The  chem- 
istiy  of  the  process  is  not,  however,  quite  clear.  The  rocks  are 
bulted,  and  may  at  some  time  have  been  permeated  by  heated 
solutions.  Water  &om  the  surface  rocks  containing  in  solution  iron 
carbonate  or  other  ferrous  salt,  penetrating  downward  through  the 
shattered  quartzite,  would  meet  with  oxidizing  solutions,  and  the  iioa 
would  be  precipitated  as  limonite,  and  in  this  particular  case  in  an 
ocherous  fonn.  Thus  far  the  reaction  is  not  difficult  to  understand, 
but  to  account  for  the  removal  of  the  silica  is  not  so  easy.  The 
heated  solutions  from  below,  perhaps  alkaline,  may  have  been  instru- 
mental in  bringing  it  about,  and  perhaps  also  the  carbonic  acid 
liberated  during  the  process  of  oxidation.* 

A  paint  ore  found  near  Lehigh  Gap,  Carbon  County,  Pennsylva- 
nia, though  not  properly  an  ocher,  may  be  described  here  for  want  of 
a  better  place.  The  raw  material  is  a  dull  shaly  or  slaty  rock,, 
of  a  dark  gray  color,  sandy  texture,  and  quite  hard,  and  if  descrip- 
tions are  correct  is  probably  an  £irenaceous  siderite  or  carbonate 
of  iron. 

According  to  C.  E.  Hesse  '  the  paint  bed  is  of  unknown  extent 
except  so  far  as  indicated  by  outcrops  abng  the  southern  border 
of  Carbon  County,  about  27  miles  north  of  Bethlehem,  where  it 
occurs  in  a  well-defined  ridge  of  Oriskany  sandstone.  Along  the 
outcrop  the  beds  are  covered  by  a  cap  of  clay  and  by  the  decomposed 
portion  of  the  Marcellus  slate.  Beginning  with  this  slate  the  meas- 
ures occur  in  the  followii^  descending  order : 

a.  Hydraulic  cement  (probably  Upper  Helderberg),  very  hard 
and  compact. 

b.  Blue  clay,  about  6  inches  thick. 

c.  Paint  ore,  varying  from  6  inches  to  6  feet  in  thickness. 

d.  Yellow  clay,  6  feet  thick. 


■  Ha^es  and  Eckel,  Contribudons  to  £conomk  Geology,  Bull.  No.  113,  Series  Ar 
■  Economic  Geology,  XXIV,  U.  S.  Geol.  Survey,  igoa,  pp.  437-431, 

)  Tmuactioos  of  the  Ameikao  Institute  of  Mining  Engineen,  XIX,  1891,  p.  331. 
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e.  Oriskany  sandstone,  forming  the  crest  and  southern  side  of 
the  ridge.  It  is  extremely  friable,  and  disintegrates  so  readily  that 
it  is  worked  for  sand  at  many  points.     {See  Fig.  i6.) 

The  paint  bed  is  not  continuous  throughout  its  extent.  It  is 
faulted  at  several  places;  sometimes  it  is  pinched  out  to  a  few  inches, 
and  again  increases  in  width  to  6  feet.    The  ore  is  Uuish  gray. 


Pn.  lij—BtOSoa  aciDSB  tbe  bed,  Rutherfoid  and  Barclay  Mine. 
[After  C.  E.  Hesse.] 

resembling  limestone,  and  is  very  hard  and  compact.  The  bed  is  of 
a  lighter  tint,  however,  in  the  upper  than  in  the  lower  part,  and  this 
is  probably  due  to  its  containing  more  hydrauhc  cement  in  the  upper 
strata.  The  paint  ore  contains  partii^  of  clay  and  slate  at  various 
places.  At  the  Rutherford  shaft  there  are  fine  bands  of  ore  alter- 
nating with  clay  and  slate,  as  follows:  Sandstone  (hanging  wall), 
clay,  ore,  slate,  ore,  clay,  ore,  slate,  ore,  cement,  slate  (foot  wall). 
These  partings,  however,  are  not  continuous,  but  pinch  out,  leaving 
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the  ore  without  the  admixture  of  clay  and  slate.  Near  the  outcrop 
the  bed  becomes  brown  hematite,  due  to  the  leaching  out  of  the 
lime  and  to  complete  oxidation.  Occasionally  streaks  of  hematite 
are  interleaved  with  the  paint  ore.  In  driving  up  the  breasts  toward 
the  outcrop  the  ore  is  found  at  the  top  in  rounded,  partially  oxidized, 
and  weathered  masses,  called  "  bombshells,"  covered  with  iron 
oxide  and  surrounded  by  a  bluish  clay.  In  large  pieces  the  ore 
shows  a  decided  cleavage. 

Preparation. — As  already  intimated,  only  a  small  portion  of  the 
ocher  is  used  in  its  natural  condition,  it  being  first  roasted  and  then 
ground,  the  grinding  being  either  "dry"  or  in  oil.  The  roasting 
deepens  the  color  to  a  degree  dependent  upon  the  length  of  time  the 
ore  is  exposed.  Yellows  are  converted  into  browns  and  reds,  and 
the  ocher  rendered  less  hydrous  at  the  same  time.  The  crude  ore 
as  mined  is  not  infrequendy  separated  from  the  coarser  or  heavier 
impurities  by  a  process  of  washing  in  running  water,  whereby  the 
ocher,  in  a  state  of  suspension,  is  drawn  off  into  vats,  where  it  is 
allowed  to  settle,  the  water  decanted,  and  the  sediment  made  up 
into  bricks  and  dried,  when  it  is  ready  for  grinding. 

The  method  pursued  at  Caldbeck  Falls,  in  Cumberland,  Eng- 
land, is  as  follows,  the  ocher  occurring  here  in  a  vein  in  granite  and 
admixed  with  quartz : ' 

"The  umber  is  broi^t  down  by  an  overhead  tramway  and 
passed  through  a  hopper  into  a  wash  barrel  consisting  of  a  cylinder 
formed  of  parallel  bars  one-eighth  of  an  inch  apart,  having  a  perfo- 
rated pipe  conveying  water,  for  its  axis.  By  this  means  the  umber 
is  washed  through,  the  quartz  being  retained ;  the  former  then  passes 
to  an  edge-runner,  the  casing  of  which  is  of  sufficient  depth  to  allow 
of  the  submersion  of  the  rollers.  The  rate  of  revolution  is  about 
14  to  the  minute,  and  the  finer  floating  particles  flow  into  the  dn^ 
mill.  The  bed  of  this  mill  is  a  single  block  of  granite,  and  over  it 
the  four  buhrstone  blocks  are  dragged ;  the  finer  '  floating '  particles 
of  umber  pass  to  a  second  mill  of  the  same  kind,  then  through  a  brass 
wire  sieve  (to  remove  farticles  of  peat  and  heather  that  have  been 
floatii^  throughout  the  process)  to  settling  tanks,  composed  of 

^  Jounul  of  tbe  Sode^  of  Chonical  IndusUj,  October,  1S90,  p.  953. 
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brickwork  lined  with  cement.  After  settlii^  for  four  hours  four- 
fifths  of  the  water  are  drawn  off,  and  the  umber,  now  of  the  con- 
sistency of  slurry,  filter-pressed  and  dried.  It  has  the  following 
composition: 

Ferric  oxide 47-14 

Manganese  dioxide 11.17 

Cupric  oxide 3.23 

Alumina 7.66 

Lime Trace. 

Magnesia Trace. 

Silica 24.70 

Combined  water 6.18 

100.08  " 

In  this  form  it  is  put  upon  the  market. 

At  the  Lehigh  Gap  Mines  the  ore,  as  it  comes  from  the  mines> 
is  free  from  refuse,  great  care  having  been  taken  to  separate  slate 
and  clay  from  it  in  the  working  places.  It  is  hauled  in  wagons  to 
kilns,  which  are  situated  on  a  hillside  for  convenience  in  chaiging. 
The  platform  upon  which  the  ore  is  dumped  is  built  from  the  top  of 
the  kiln  to  the  side  of  the  hill.  The  ore  is  first  spalled  to  fist  size 
and  freed  from  slate,  and  is  then  carried  in  buggies  to  the  charging- 
hole  of  the  kiln. 

The  kiln  works  continuously,  calcined  ore  being  withdrawn  and 
fresh  chains  made  without  interruption.  The  ore  is  subjected  for 
forty-eight  hours  to  the  heat,  which  expels  the  moisture,  sulphur, 
and  carbon  dioxide.  About  i^  tons  of  calcined  ore  are  withdrawn 
every  three  hours  during  the  day.  The  outside  of  the  lumps  of 
calcined  ore  has  a  light-brown  color,  while  the  interior  shows  upon 
fracture  a  darker  brown.  Great  care  is  necessary  to  regulate  the 
heat  so  that  the  ore  is  not  overbumt.  When  this  happens  the 
product  has  a  black,  scoriaceous  appearance,  and  is  unfit  for  the 
manufacture  of  metallic  paint,  as  it  is  extremely  hard  to  grind. 

The  calcined  ore  is  carried  from  the  kiln  in  wagons  to  the  mill, 
where  it  is  broken  to  the  size  of  grains  of  com  in  a  rotating  crusher. 
The  broken  ore  is  carried  by  ^levators  to  the  stock  bins  at  the  top  > 
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of  the  building,  and  thence  by  sbutes  to  the  hopper  of  the  mills,  which 
grind  it  to  the  necessary  degree  of  fineness.  Elevatots  again  cany 
it  to  the  packing  machine  by  a  spout,  and  it  is  packed  into  barrels 
holding  500,  300,  or  100  pounds  each. 

A  mineral  paint  mined  on  Porter  Creek,  near  Healdsburg, 
Sonoma  County,  Cahfomia,  is  said '  to  consist  of  hematite  and 
silicate  of  iron  in  the  form  of  a  compact  mass  lying  between  hom- 
blendic  rock,  actinohte,  and  mica  schist  on  the  one  side  and  rotten 
serpentine  on  the  other.  The  vein  has  a  north-of-east  course,  and 
is  some  60  feet  in  width.  The  material  is  mined  from  a  tunnel, 
crushed,  ground  between  buhrstones,  and  bolted,  making  a  paint 
fit  for  mixing  with  oils  or  japan. 

Uses. — The  ochers  are  among  the  most  widespread  and  readily 
accessible  of  coloring  materials,  and  have  been  used  by  savage  and 
civilized  people,  both  ancient  and  modem.  The  war  paint  of  the 
American  Indian  was  not  infrequently  an  ocher  mixed  with  oil  or 
grease. 

According  to  William  J.  Russell,*  the  pigments  used  by  the 
Egyptians  and  others  since  the  eaiiiest  times  were  of  hematite,  and 
mostly  of  an  o5litic  variety,  apparently  closely  corresponding  to 
the  Clinton  hematites  of  New  York  State.  As  tested,  such  were 
found  to  contain  from  79.11  to  81.34  per  cent  ferric  oxide. 

The  ochers  are  now  used  mainly  in  the  manufacture  of  paints  for 
■exteriors,  as  of  buildings,  the  rolling  stock  of  railways,  bridges,  and 
metal  roofing.  They  are  also  used  as  a  pigment  for  coloring  mor- 
tars, and  in  the  manufacture  of  linoleums  and  oilcloths.  Mixed 
with  a  certain  proportion  of  oxide  of  manganese,  the  ochers  have 
been  used  to  produce  desirable  colors  in  earthenware.  The  Cald- 
beck  Falls  material  noted  is  said  to  be  utilized,  in  addition  to  the  pur- 
poses mentioned,  for  the  coloring  of  various  kinds  of  brown  paper. 

The  raw  ocher  (that  is,  ocher  not  roasted),  of  a  light-yellow  color, 
was  at  one  time  in  great  demand,  perticulariy  throughout  New 
En^nd,  for  painting  floors. 

The  value  of  the  prepared  material  is  but  a  few  cents  a  pound. 

'  Twdfth  Annual  Report  of  the  State  Mmeralt^ist,  1894,  p.  406. 
*  NUUR,  XLIX,  1S94,  p.  374. 
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7.  iuienite;  menaccantte;  ok  titanic  iron. 

ComposiHon. — FeTiO„  =  oxygen,  31.6  per  cent;  titanium,  31.6 
per  cent;  iron,  36.8  per  cent;  hardness,  $  to  6;  specific  gravity,  4.5 
to  5;  color,  iron-black  with  a  submetallic  luster  and  streak;  opaque. 
Differs  from  magnetite,  which  it  somewhat  resembles,  by  its  crj-s- 
talline  form  and  by  its  influencing  but  slightly  the  m^netic 
needle. 

Mode  0}  occiarence. — Its  common  form  is  massive,  or  in  thin  plates 
or  lamiiue,  or  as  small  granules,  sometimes  disseminated  through 
the  mass  of  rock  or  loose  in  the  sand.  In  microscopic  forms  it  is 
a  common  constituent  of  eruptive  rocks,  both  add  and  ba^c.  Not 
infrequently  it  occurs  in  large  masses,  closely  resembling  magnetic 
iron  ore.  In  the  parish  of  St.  Urbian,  Bay  St.  Paul,  Province  of 
Quebec,  Canada,  is  such  a  bed,  stated  to  be  90  feet  in  thickness  and 
to  have  been  traced,  with  some  interruptions,  for  a  mile.  The  bed 
is  in  anorthite  feldspar  rock  of  Laurentian  Age.  The  ore  is  quite 
pure,  and  carries  some  48.6  per  cent  titanic  acid.  At  KragerQ,  in 
Norway,  the  mineral  occurs  in  the  form  of  veins  in  diorite.  In 
Virginia  it  is  found  in  granular  masses,  containing  apatite. 

Uses. — The  mineral  has  as  yet  proved  of  Uttle  economic  impor- 
tance. It  is  stated  that  the  presence  of  titanium  has  an  im[>ortant 
bearing  upon  the  qualities  of  iron  and  steel,  but  as  such  it  is  beyond 
the  scope  of  this  work.  As  long  'ago  as  1846  an  attempt  was  made 
to  use  a  ferrocyanide  of  titaniimi  as  a  green  paint  in  place  of  the 
poisonous  arsenical  greens.  Later  (1861)  other  patents  were  granted 
in  England  for  titanium  pigments.  A  deep-blue  enamel,  resembling 
the  smalt  prepared  with  the  oxide  of  cobalt,  has  also  been  prepared 


sdbvGoo^^lc 


from  it,  but  as  yet  the  mineral,  thou^  abundant  and  cheap,  has 
practically  no  economic  use. 

8.   BDTILE. 

Composition  and  general  froperiies. — This,  like  ilmenite,  is  a 
titanium  oxide,  having  the  formula  TiO„  =■  oxygen,  40  per  cent,  and 
titanium,  60  per  cent.  The  hardness  is  6  to  6.5;  specific  gravity, 
4.18  to  4.25;  luster,  metallic  adamantine,  opaque  as  a  rule,  rarely 
transparent;  color,  reddish  brown  to  red,  rarely  yellowidi,  blue,  or 
Uack;  streak,  pale  brown.  The  mineral  crystallizes  in  the  tet- 
n^nal  system,  and  is  commonly  found  in  prismatic  forms  longi- 
tudinally striated,  and  often  in  geniculate  or  knee-shaped  twins. 
Not  infrequently  it  occurs  in  the  fonn  of  fine  thread-like  or  adcular 
crystals  penetrating  quartz.    It  is  insoluble  in  acids  and  infusible. 

Brookite  and  octahedrite  have  the  same  composition  and  essen- 
tially the  same  physical  properties  and  mode  of  occurrence. 

Mode  0}  occurrence. — ^Rutile  occurs  mainly  in  the  older  crystalline 
granitic  rocks,  schists,  and  gneisses,  but  is  also  found  in  metamorphic 
limestones  and  dolomites,  sometimes  in  the  mass  of  the  rock  itself, 
or  in  the  quartz  of  veins.  Being  so  nearly  indestructible  under  nat- 
ural conditions,  it  gradually  accumulates  in  the  d^ris  resulting 
from  rock  decomposition,  and  is  hence  not  an  uncommon  constit- 
uent of  auriferous  sands. 

Localities. — Some  of  the  better  known  localities  are,  accordii^ 
10  authorities,  the  apatite  deposits  of  Kragero,  in  Norway;  Yrieu^ 
near  Limoges,  in  France;  the  Ural  Mountains;  and  the  Appa- 
lachian regions  of  the  United  States.  Graves  Mountain,  Georgia; 
Randolph  County,  Alabama,  and  the  Magnet  Cove  region  of  Arkansas 
are  celebrated  localities. 

Near  Roseland,  Nelson  County,  Virginia,  rutile  is  found  dissemi- 
nated a  coarsely  crystalline  quartz  feldspatbic  rock  of  evident  igneous 
origin.  The  mineral  occiu^  mainly  in  the  form  of  small  granules 
of  all  sizes  up  to  2  or  3  millimeters  in  diameter,  which  are  sometimes 
disseminated  with  remarkable  uniformity  throughout  the  feld- 
spatbic grotmd-mass  or  again  segregated  in  the  quartz;  rarely  pieces 
of  several  pounds'  weight  have  been  found  loose  in  the  soil.  The 
rock  is  remarkably  free  from  other  minerals  than  those  mentioned, 
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and  there  is  a  complete  absence  of  titanlfeious  iron  or  heavy  con- 
stituents such  as  would  render  difficult  a  separation  of  the  nitile  by 
the  ordinary  gravimetric  methods. 

The  ore  is  mined  from  open  cuts,  stamped  and  concentrated  on 
the  premises,  the  yidA  varying  from  5  to  25  per  cent  of  rutile  concen- 
trates in  the  form  of  a  beautiful  resinous  red-brown  sand. 

Uses. — MuchattentioQ  has  of  late  been  paid  by  metallurgists  to  the 
question  of  the  influence  of  titanium  on  cast  iron  and  steeL  The 
consensus  of  opinion  at  date  of  writing  is  apparently  to  the  effect 
that  such  is  beneficial.  According  to  A.  J.  Rossi  cast  iron  may  be 
improved  in  both  transverse  and  tensile  strei^th  from  20  to  30  per 
cent  by  the  addition  of  smaU  amounts  of  titaniferous  alloys.  Quite 
similar  results  follow  its  use  in  steel.  Small  amounts  of  titanium 
are  also  used  in  the  manufacture  of  artificial  teeth  and  of  porcelain 
ware,  in  both  cases  serving  as  a  pigment. 

Until  the  estabhshment  -of  the  mill  at  Roseland,  Virginia,  some 
300  to  300  poimds  only  of  rutile  were  annually  produced  in  the 
United  States,  and  40,000  to  90,000  poimds  in  Norway,  the  average 
value  being  about  10  cents  per  pound.  The  Virginia  works  are 
capable  of  producing  from  1,000  to  2,000  poimds  per  day. 

BIBLIOGRAPHY. 
O-  p.  MzxKJLL.     Rutite  Mining  in  Virginia. 

Etigine«ring  and  Mining  Journal,  Maich  8, 1909. 

9.    CHROHITE. 

Chromite  is  a  mineral  of  the  spinel  group,  and  of  the  theoietica! 
formula  FeO,CrjO^  This  equals  a  percentage  of  chromic  oxide 
of  6S  per  cent,  but  the  natural  mineral  has  often  alumina  and  ferric 
iron  replacing  a  part  of  the  chromium,  so  that  50  per  cent  chromic 
oxide  more  nearly  represents  the  general  average.  The  ordinary 
demand,  it  may  be  stated,  is  for  an  ore  carrying  45  per  cent  and 
upward  of  chromic  acid. 

The  analyses  given  on  the  next  page '  will  serve  to  show  the 
■varying  character  of  the  mineral. 

'  As  compiled  from  various  sources  in  Wadsvrorth's  litbological  Studies.  Mem< 
«Irs  of  the  Museum  of  Comparative  Zoology,  XI,  Put  I,  1&S4,  Cambridge,  MasU' 
chuactts. 
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iia  THE  NON-METALUC  MINERALS. 

Chromite,  like  magnetic  iron,  is  black  in  color  and  of  a  metaJlic 
luster,  but  differs  in  being  less  readily  if  at  all  attracted  by  the  magnet. 
On  a  piece  of  ground  glass  or  white  unglazed  porcelain  it  leaves  a 
brown  mark,  and  fused  with  borax  before  the  blowpipe  it  gives  a 
green  bead. 

Occurrence. — Chromite  is  a  common  constituent  in  the  form  of 
disseminated  giajiules  of  basic  eruptive  rocks  belonging  to  the  peri- 
dotite  and  pyroxenite  groups  and  in  the  serpentinous  and  talcose 
rocks  which  result  from  their  alteration.  It  is  never  found  in  true 
veins  or  beds,  though  sometimes  in  segregated,  nodular  masses  some- 
what simulating  veins  on  casual  inspection.  Masses  of  pure  mate- 
rial of  more  than  a  few  pounds'  we^t  are  not  common,  though  the 
national  collections  contain  a  block  of  fairly  pure  material  from 
Lancaster  County,  Pennsylvania,  of  nearly  i,oo6  pounds'  weight,  and 
Whitney,  in  his  report  on  the  geology  of  California,  makes  mention 
of  a  mass  at  Mt.  Diable  7  feet  long,  5}  feet  wide,  and  over  4  feet  in 
hei^t.  The  more  common  form,  as  noted  above,  is  that  of  small 
masses  and  detached  granules,  which,  when  freed  from  the  inclosing 
rock,  form  the  ore  known  as  chrome  sand. 

Deposits  of  chromite  are  now  being  worked  near  Black  Lake 
Station,  on  the  Quebec  Central  Railway,  in  close  proximity  to  the 
asbestos  mines.  The  ore  here  occurs  in  a  series  of  pockets  extending 
in  an  east-and-west  direction.  Some  of  the  pockets  are  found  lying 
in  a  dike  of  fine-grained  granulite,  but  the  possible  relationship 
between  the  two  has  not  been  made  out:  While  other  deposits  occur 
not  associated  with  the  granulite,  it  is  to  be  noticed  that  the  largest 
pockets  of  high-grade  ore  are  thus  associated.  From  one  such 
pocket  on  the  Lambly  property  over  500  tons  of  ore  were  taken, 
yielding  54  per  cent  to  56  per  cent  sesquioxide  of  chromium. 

Aside  from  the  locahties,  above  mentioned,  chromic  iron  is  found 
in  pocket  masses  in  the  Cambrian  and  serpentinous  rocks  lying 
between  the  Vennont  line  and  the  Gaspe  peninsula,  but  has  never 
been  successfully  mined  owing  to  the  great  uncertainty  attending 
its  occurrence. 

Chrome  ore  is  also  found  in  Newfoimdland;  the  Russian  Urals; 
in  Asia  Minor  and  European  Turiiey,  and  in  Macedonia;  in  Aus- 
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tralia  and  New  Zealand.  In  all  cases  so  fax  as  known  the  deposits 
occurring  in  peridotite  or  serpentine. 

The  principal  domestic  sources  of  chromite  are  at  present  Del 
Norte,  San  Luis  Obispo,  Shasta,  and  Placer  coundes  in  California, 
though  formerly  mines  in  Lancaster  County,  Pennsylvania,  and  at 
the  Bare  Hills,  near  Baltimore,  Maryland,  were  very  productive. 

It  is  stated '  by  J.  H.  Ptatt  that  in  North  Carolina  chromite 
occurs  under  conditions  veiy  similar  to  those  of  corundum,  i.e., 
at  and  near  the  line  of  contact  between  the  peridotite  and  gneissic 
rocks,  being  itself  a  product  of  crystallization  from  solution  in  the 
molten  magma.  Its  distribution  in  this  state  is  therefore  essentially 
that  of  the  peridotite.  The  ores  thus  far  found  are  of  a  high  grade, 
but  the  work  thus  far  done  has  failed  to  bring  to  h'ght  a  sufficient 
quantity  to  warrant  extensive  mining. 

Uses. — Chromium  is  used  in  the  production  of  the  pigments 
chrome-yellow,  orange,  and  green,  and  in  the  manufacture  of  bichro- 
mate of  potash  for  calico  printing  and  certain  forms  of  electric  bat- 
teries. A  small  amoimt  is  also  used  in  the  production  of  what  is 
known  as  chrome  steel. 

According  to  P.  Speier,  chrome-ore  linings  for  reverberatory 
furnaces  have  been  successfully  adopted  in  French,  German,  and 
Russian  steel  works.  The  bottom  and  walls  of  the  furnace  are 
lined  with  chrome  ore  in  large  blocks,  united  by  a  cement  fonned 
by  two  parts  of  chrome  ore  6nely  groimd,  and  one  part  of  lime  as 
free  from  silica  as  possible. 

"  The  introduction  of  chromium  from  the  lining  into  the  bath 
of  molten  steel  only  takes  place  to  a  very  limited  extent.  From 
660  to  1,100  pounds  of  limestone  are  charged  into  the  furnace,  and, 
ac(x>rding  to  the  percentage  of  sulphur,  from  220  to  440  pounds  of 
manganese  ore,  for  a  chai;ge  of  1.5  to  1.7  ton  of  pig  iron  and  1,100 
to  1,300  poimds  of  cast-iron  scrap.  About  one-third,  including 
steel  scrap,  is  introduced  into  the  furnace;  and  to  this  quantity  is 
afterwards  added  from  660  to  1,100  pounds  of  wrought-iron  scrap 
as  soon  as  the  melting  is  complete.  When  a  suitable  temperature 
is  uotained  the  slag  is  run  off,  and  the  next  charge  is  introduced 


'  Trans.  Am.  Inst.  Min.  Engs.,  Vol.  XXIX,  1 
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114  THE  NON-METALUC  MINERALS. 

into  the  furnace  when  the  bath  is  quiescent.  A  sample  is  then  taken 
and  tested  by  bending,  and  if  it  be  found  that  the  percentage  of 
phosphorus  is  too  high,  more  lime,  or  lime  and  iron  scale,  are 
added,  as  much  being  introduced  as  the  bath  will  take,  and  the 
addition  of  ferro-manganese  is  also  made. 

"  The  iron  chromate  is  decomposed  only  under  the  influence  ex- 
erted by  the  reagents  and  oxidizii^;  alkaline  substances.  Heat  alone 
is  insufficient  to  decompose  chromate  of  iron,  which  may  float  in  a 
bath  of  molten  steeL  covered  with  basic  slag  without  dissolving. 
One  of  the  principal  conditions  of  success  in  the  empiloyment  of  the 
chrome-ore  lining  consists  in  carefully  picking  the  pieces  of  ore  used, 
which  should  be  of  uniform  composition;  and  the  best  composition 
of  ore  used  for  lining  reverberatory  furnaces  is  found  to  be  from  36 
to  40  per  cent  of  chromic  oxide,  18  to  22  per  cent  of  clay,  9  to  10 
per  cent  of  magnesia,  and  at  most  5  per  cent  of  silica."  * 

Chromite  has  been  also  successfully  used  as  a  hearth-lining  for 
copper-smelting  purposes.' 

The  following  notes  relative  to  the  chrome  industry  in  America 
are  of  sufficient  interest  to  warrant  reprinting  here: ' 

"The  chrome  industry  is  one  of  the  most  unique  and  character- 
istic in  Baltimore.  It  originated  in  the  early  discovery  of  chrome 
ore  in  the  serpentine  of  Maryland,  and  has  ever  since  maintained  its 
prestige  as  one  of  the  sources  of  the  world's  supply  of  the  chromates 
of  potassium  and  sodium,  which  have  many  applications  in  the 
arts.  The  following  is  the  substance  of  an  historical  account  of  the 
Maryland  chrome  industry,  kindly  prepared  by  Mr.  William  Glenn: 

"In  1827  chrome  ore  was  first  discovered  in  America  on  land 
belonging  to  Mr.  Isaac  Tyson,  in  what  are  known  as  the  Bare  Hills, 
6  miles  north  of  Baltimore,  Mr.  Tyson's  son,  Isaac  Tyson,  Jr., 
then  in  business  with  his  father,  was  persuaded  by  an  English  work- 
man to  attempt  the  manufacture  of  'chrome-yellow'  from  this 
material,  and  this  was  done  in  a  factory  on  what  is  now  Columbia 

'  Joumai  of  the  Iron  and  Steel  Institute,  1S95,  pp.  506, 507.  Abstract  from  L'Ecbo 
des  Mines,  XXI,  p.  584. 

'  W.  Glenn.     Trans.  Am.  Inst.  Min.  Enga.,  Vol.  XXXI,  1901,  p.  374. 

'  From  Mainland,  Its  Resources,  Industttes,  and  Inatitutions,   Baltiroore,  iSgi, 
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Avenue,  in  Baltimore,  in  iSaS.  In  the  year  of  the  discovery  of  the 
Bare  Hill  ore,  Mr.  Isaac  Tyson,  Jr.,  who  seems  to  have  possessed  a 
very  keen  power  of  observation,  as  well  as  a  considerable  knowledge 
of  chemistry,  recc^nized  in  a  dull,  black  stone  which  he  saw  sup- 
porting a  dder  barrel  in  Belair  market,  more  of  the  same  valuable 
materiaL  Inquiry  disclosed  the  fact  that  this  had  been  brought  from 
near  Jarrettsville,  in  Harford  Coimty,  where  much  more  like  it  was 
to  be  found.  Mr.  Tyson  at  once  examined  the  locality,  and  finding 
it  covered  with  boulders  worth  $100  a  ton  in  Liverpool,  purchased  a 
«)nsiderable  area. 

"  Finding  that  the  chrome  ore  was  always  confined  to  serpentine, 
Mr.  Tyson  began  a  systematic  examination  of  the  serpentine  areas 
of  Maryland,  which  could  be  easily  traced  by  the  barren  character 
of  the  soil  which  they  produce.  A  narrow  belt  of  serpentine  extends 
across  Montgomery  County,  and  while  chrome  ore  is  occasionally 
found  in  it  (as,  for  instance,  at  Etchison  post-office),  nothii^  of 
economic  importance  has  ever  been  discovered  in  Maryland  south 
of  the  areas  known  as ' Soldiers' Delight '  and  'Bare  Hills.'  North- 
eastward, however,  the  deposits  become  much  richer.  The  region 
near  Jarrettsville  was  productive,  and  thence  the  serpentine  was 
traced  to  the  State  line  in  Cecil  County.  Near  Rock  Springs  the 
serpentine  turns  and  follows  the  State  line  eastward  for  15  miles. 
On  the  Wood  farm,  half  a  mile  north  of  the  State  line  and  5  miles 
north  of  Rising  Sun,  in  Cecil  County,  Mr.  Tyson  discovered  in 
1833  a  chromite  deposit,  which  proved  to  be  the  richest  ever  found 
in  America.  This  property  was  at  once  purchased  by  Mr.  Tyson 
and  the  mine  opened.  At  the  surface  it  was  30  feet  long  and  6  feet 
wide,  and  the  ore  so  pure  that  each  10  cubic  feet  produced  a  ton  of 
chrome  ore  averaging  54  per  cent  of  chrome  oxide.  The  ore  was 
hauled  12  miles  by  wagon  to  Port  Deposit,  and  shipped  thence  by 
water  to  Bahimore  and  LiverpooL  At  a  depth  of  20  feet  the  vein 
narrowed  somewhat,  but  immediately  broadened  out  again  to  a 
length  of  120  feet  and  a  width  of  from  10  to  30  feet.  The  Wood 
Mine  was  worked  almost  continuously  from  1828  to  1881,  except 
between  the  years  1868  and  1873.  Durii^  that  time  it  produced 
over  100,000  tons  of  ore  and  reached  a  depth  of  600  feet.  It  is  not 
yet  exhausted,  but  the  poliQ'  of  its  owners  is  to  reserve  their  ores 
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while  they  can  be  elsewhere  purchased  at  a  cheap  rate.  Another 
well-known  chrome  mine  in  this  region  Is  exactly  on  the  State  boim- 
daiy  at  Rock  Springs,  and  is  called  the  Line  pit.  So  much  of  this 
deposit  as  lay  within  the  limits  of  Maryland  was  owned  by  Mr. 
Tyson,  while  he  worked  the  Pennsylvania  portion  on  a  royalty." 

Other  chrome  openings  near  the  Line  pit  were  known  as  the 
"Jenkins  Mine,"  "Low  Mine,"  "Wet  pit,"' and  "Brown  Mine." 
This  region  has  proved  one  of  the  best  in  the  coimtry  for  fine  speci- 
mens of  rare  minerals.  As  a  mineral  locality  it  is  usually  given  as 
"Texas,  Pennsylvania."' 

During  his  exploration  of  the  serpentine  belt  Mr.  Tyson  also 
noticed  deposits  of  chromite  sand,  and  to  control  the  entire  supply 
of  this  ore  he  either  bought  or  leased  these  also,  and  worked  them 
to  some  extent  with  his  mines. 

"Between  1828  and  1850  Baltimore  supplied  most  of  the  chrome 
ire  consumed  by  the  world;  the  remainder  came  from  the  serpen- 
tine deposits  and  platinum  washings  of  the  Urals.  The  ore  was  at 
first  shipped  to  England,  the  principal  consumers  beii^  J.  and  J. 
White,  of  Glasgow,  whose  descendants  are  still  the  chief  manufac- 
turers of  chromic-add  salts.  In  1844  Mr.  Tyson  established  the 
Baltimore  Chrome  Works,  which  are  still  successfully  operated  by 
his  sons. 

"  After  1850  the  foreign  demand  for  Baltimore  ore  declined  gradu- 
ally till  i860,  since  which  time  almost  none  has  been  shipped  abroad. 
The  reason  for  this  was  the  discovery  in  1848  of  great  deposits  of 
chromite  near  Brusa,  57  miles  southwest  of  Constantinople,  by 
Prof.  J.  Lawrence  Smith^who  was  employed  by  the  Turkish  Govern- 
ment to  examine  the  mineral  resources  of  that  country.  Other 
deposits  were  also  discovered  by  him  15  miles  farther  south,  and 
near  Antioch.     These  regions  now  supply  the  world's  demand. 

"After  the  discovery  of  the  magnitude  of  Wood  pit,  and  of  the 
bountiful  supply  of  sand  chrome  to  be  found  within  the  Baltimore 
region,  Isaac  Tyson,  Jr.,  began  to  fear  that  the  sources  of  supply 
could  not  much  longer  be  restricted  to  his  ownership.    In  such  an 


'  p.  Frazei,  Second  Geological  Survey  of  Peniuylvaoia,  CCC,  Lancaster  Coantj, 
i8So,[ip.  176,  193. 
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event  he  realized  that  he  would  be  compelled  to  manufacture  his 
ores  or  to  sacrifiice  them  in  competition. 

"The  method  of  manufacture  previously  in  use  was  to  heat  a 
mixture  of  chrome  ore  and  potassium  nitrate  upon  the  working 
hearth  of  a  reverberatory  furnace.  The  potash  saJt  yielded  oxygen 
to  the  chromic  oxide  present,  fonning  chromic  acid,  which,  in  turn, 
united  with  the  base,  producing  potash  chromate.  The  process  was 
wasteful  and  exceedingly  costly.  Afterwards  the  prpcess  was  some- 
what cheapened  by  substitution  of  potassium  carbonate  for  the 
more  costly  nitrate;  oxygen  was  taken  from  heated  air  in  the  furnace. 
But  not  until  1845,  when  Stromeyer  introduced  his  process,  was 
the  manufacture  of  chromic  acid  placed  upon  a  safe  mercantile 
basis.  In  this  process  pulverized  ctiromic  iron  is  mixed  with  potas- 
sium carbonate  and  freshly  slaked  lime,  and  the  mixture  is  heated 
in  a  reverberatory  furnace.  After  chromic  oxide  is  set  free  in  the 
chaige  It  is  freely  oxidized  because  of  the  spongy  conditions  of  the 
lime-laden  charge. 

"  Amoi^  the  first  steps  of  Isaac  Tyson,  Jr.,  was  to  apply,  in  1846, 
to  Yale  College  for  a  chemist  for  his  chrome  works.  In  response 
a  youi^  man  named  W.  p.  Blake,  who  was  then  a  student  in  the 
chemical  laboratoiy,  was  sent.  For  a  while  Mr.  Blake  did  excellent 
service  in  the  new  factory,  but  he  was  not  willing  to  remain. 

"  Mr.  (now  Professor)  Blake  was  the  first  chemist  to  be  employed 
in  technolt^  upon  this  continent,  while  the  Baltimore  works  were 
the  first  to  appreciate  the  value  of  chemistry.  After  the  departure 
of  Mr.  Blake  another  chemist  was  secured  from  the  first  laboratory 
ever  instituted  for  the  teaching  of  chemistry,  that  founded  at  Giessen 
by  Liebig.  In  succession  came  another  chemist  from  the  same 
laboratory,  and  this  gentleman  is  yet  employed  in  the  works." 

Between  1880  and  1892  the  annual  production  of  chromite  in  the 
United  States  varied  between  1,500  and  3,000  tons.  During  the 
succeeding  decade  the  production  was  greatly  diminished,  statistics 
for  1901  showing  an  output,  wholly  from  Cahfomia,  of  but  498 
tons,  valued  at  about  $15.00  per  ton.  Some  20,000  tons  were 
imported  during  this  same  year.  The  principal  sources  of  supply 
are  now  Canada,  Greece,  New  Caledonia,  New  South  Wales,  and 
Turk^. 
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Transactions  of  the  American  Institute  of  Mining  Engineers,  XXIX,  1899, 
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lO.     HANGANESE     OXIDES. 

The  element  mangaoese  exists  in  nature  under  many  different 
foims,  of  which  those  in  combination  as  oxides,  carbonates,  and 
silicates  alone  need  concern  us  in  this  yroik.  The  prindpaT  known 
oxides  are  Manganosite  (MnO);  Hausmannite  (MnO,Mn,0,) ;. 
Braunite  {3Mn,0^nSiO^;  Polianite  (MnO,) ;  Pyrolusite  (MnO,);, 
Manganite  (Mn,O^H,0);  PsOomelane  (H,MnOj;  and  Wad,  the 
last  being,  peiiiaps,  an  earthy  impure  form  of  psilomelane.  To  this^ 
list  should  be  added  the  mineral  franklinite,  a  manganiferous  oxide 
of  iron  and  zinc.  Of  these,  the  first  named,  manganosite,  is  rare, 
having  thus  far  been  reported  only  in  small  quantities  associated 
with  other  oxides  in  Werroland,  Sweden.  The  other  forms  are 
described  somewhat -in  detail  as  below.  It  should  be  stated,  how- 
ever, that  with  the  exception  of  the  well-crystallized  forms  it  is 
often  difficult  to  discriminate  between  them,  as  they  occur  admixed 
in  all  proportions,  and,  moreover,  one  variety,  as  pyrolusite,  may 
result  from  the  alteration  of  another  (manganite).  The  better  defined 
species  may  be  separated  from  one  another  by  their  comparative 
hardness,  streak,  and  hydrous  or  anhydrous  properties,  as  shown 
in  the  accompanying  table. 


Vuiety. 

Gmvity, 

Color. 

StiuUc. 

orHydrout 

1    Si 

6           6.S 

4-T 

ClMaOiut-broini. 

iKT"""::;.;:: 

Black  or  blae-btack. . 
Red-brown  lo  bUck. . 
Siown-bUdc 

Braunit* 

pyrowu.::::; 

D»rk    st«l-Ei«y'to 

Anhytln.'is. 

Do. 
Do. 

aOo. 

Hydrou.. 

Do. 

ET  in  closed  tube. 


The  chemical  relationship  of  the  ores  as  fotmd  in  nature  is  thus  - 
set  forth  by  Penrose:' 


>  Annual  Kepoit  of  the  Geological  Surrey  of  Aiicansas,  I,  1S90,  p.  541. 
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ad  Compoutlon. 

(MnO) 

Prolo-sesquiozide  (Mn.OJ 

Sesquioxide  (Md,0,) 

Peroxide  (MdO,) 


Anhydroqt  Form. 

Manganosite  (MnO)  .  . 
Hauamannitc  (Mn,0,)  . 

Bcaunite  (Mn,Oj) 

Pyroliisite,  Pohaoite  (MnO,) 


PjTochroite  (MnO.I^O). 

Mangsnitc  (Mn,0„H,0). 

)  PsilomcloDc. 
\  Wad. 


Manganese  oxides  frequently  occur  admixed  in  indefinite  pro- 
portions with  the  hydrous  oxide  of  iron,  limonite,  givii^  rise  to  the 
manganiferous  limonites. 

FraplfliDite. — This  may  be  termed  rather  as  a  manganiferous 
ore  of  iron  and  zinc  than  a  true  ore  of  manganese.  Nevertheless, 
as  the  residue  after  the  extraction  of  the  zinc  is  used  in  the  manu- 
facture of  spiegeleisen,  we  may  briefly  refer  to  it  here.  The  mineral 
occurs  in  rounded  granules  or  octahedral  crystals  of  a  metallic 
luster  and  iron-black  color,  associated  with  zinc  oxides  and  silicates 
in  crystalline  limestones,  at  Franklin  Furnace,  New  Jersey.  It  bears 
a  general  resemblance  to  the  jnineral  magnetite,  but  is  less  readily 
attracted  by  the  magnet  and  gives  a  strong  manganese  reaction. 
Its  average  content  of  manganese  oxides  Mn,0,  and  MnO  is  but  from 
IS  to  20  per  cent. 

Bausmannlte. — This  form  of  the  ore  when  crystallized  usually 
takes  the  form  of  the  octahedron,  and  may  be  readily  mistaken  for 
franklinite,  from  which,  however,  it  difEers  in  its  inferior  hardness, 
lower  specific  gravity,  and  in  being  unacted  upon  by  the  magnet. 
It  occurs  in  porphyry,  associated  with  other  manganese  ores,  in 
Thuringia;  is  also  found  in  the  Harz  Mountains;  Wermland, 
Sweden,  and  various  other  European  localities.  In  the  United 
States  it  is  reported  as  occurring  only  in  Iron  (bounty,  Missouri. 
The  mineral  in  its  ideal  purity  consists  of  scsquioxide  and  protoxide 
of  manganese  in  the  proportion  of  69  parts  of  the  former  to  31  of 
the  latter.  Analyses  of  the  commercial  article  as  mined  are  not 
at  hand. 

Braonlte, — This,  like  hausmannite,  crystallizes  in  the  form  of  the 
octahedron,  but  is  a  trifie  harder.  Chemically  it  differs,  in  that 
analyses  show  almost  invariably  from  7  to  10  per  cent  of  silica, 
though  as  to  whether  or  no  this  is  to  be  considered  an  essential 
constituent  it  is  as  yet  difficult  to  say.    Analyses  I  and  II,  on  p.  356, 
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show  the  composition  of  the  mineral  as  found.  The  ore  is  reported 
as  occurring  both  crystallized  and  massive  in  veins  traversing  jwr- 
phyry  at  Oehrcnstoclc  in  Ilmenau,  in  Thuringia,  near  Ilefeld  in  the 
Harz;  Schneeberg,  Saxony,  and  various  other  European  localities. 
Also  at  Vizianagram  in  India;  in  New  South  Wales,  Australia,  and 
in  the  Batesville  region,  Arkansas. 

PoUanlte. — iLike  pyrolusite,  yet  to  be  noted,  this  form  of  the  pre 
is  chemically  a  pure  manganese  binoxide,  carrying  some  63.1  per 
cent  metallic  manganese  combined  with  36.9  per  cent  oxygen.  From 
pyrolusite  it  is  readily  distinguished  by  its  increased  hardness. 
So  far  as  reported,  it  is  a  rather  rare  form  of  manganese,  though 
possibly  much  that  has  been  set  down  as  pyrolusite  may  be  in 
reality  polianite. 

Pyrolusite  occurs  in  the  form  of  iron-black  to  steel-gray,  some- 
times bluish  opaque  masses,  granular,  or  commonly  in  divergent 
columnar  ablegates  sufficiently  soft  to  soil  the  fingers,  and  in, this 
respect  easily  separated  from  the  other  common  forms  excepting  wad. 
Not  known  in  crystak  except  as  pseudomorphs  after  manganite. 
Its  composition  is  quite  variable,  usually  containing  traces  of  iron, 
silica,  and  lime,  and  sometimes  barium  and  the  alkalies.  Analyses 
III  and  rV,  on  p.  122,  as  given  by  Penrose,  will  serve  to  show  the 
general  average.  This  is  a  common  ore  *  of  manganese,  and  is 
extensively  mined  in  Thurir^a,  Moravia,  Bohemia,  Westphalia, 
Transylvania,  Australia,  Japan,  India,  New  Brunswick,  Nova 
Scotia,  and  various  parts  of  the  United  States. 

Mai^anite  differs  and  is  readily  distinguishable  from  the  other 
ores  thus  far  described,  in  carrying  from  3  to  10  per  cent  of  com- 
bined water,  which  can  readily  be  detected  when  the  powdered 
mineral  is  heated  in  a  closed  tube.  From  either  psilomelane  or 
pyrolusite  it  is  distinguished  by  its  hardness.  When  in  crystals  it 
takes  prismatic  forms  with  the  prism  faces  deeply  striated  longi- 
tudinally. Its  occurrence  is  essentially  the  same  as  that  of 
braunite. 

Psilomelane. — This  is,  with  the  possible  exception  of  pyrolusite, 
the  commonest  of  the  manganese  minerals.  The  usual  form  of 
occurrence  is  that  of  irregular  nodular  or  botryoidal  masses  em- 
bedded in  residual  clays.    It  is  readily  distinguished  from  manganite 
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or  wad  by  its  hardness,  and  from  hausmaimite.  biaunite,  or  poUanite 
by  yielding  an  abundance  of  water  when  heated  in  a  closed  tube. 
The  sample  from  the  Crimora  Mines  in  Virginia,  shown  in  Plate  IX^ 
is  characteristic.  The  composition  of  the  commercial  ore  is  given 
in  analyses  V,  VI,  and  VII,  below. 

Wad  or  Bog  Uanganese  is  a  soft  and  highly  hydrated  form 
of  the  ore,  as  a  rule  of  Uttle  value,  owing  to  impurities  (analysis  VIII). 
AsboUte  is  the  name  given  to  a  variety  of  wad  containing  cobalt  (see 
p.  38).    See  further  Rhodonite  and  Rhodochrosite,  pp.  159,  204. 

ANALYSES   Of   MANGANESE   OBEB 


ConwitMoU. 

Bnuiiite. 

Pyiolunte. 

PsilDmciane 

W»d. 

i. 

II. 

III. 

IV 

V 

VI 

VII 

VIII 

87-47 

86.9s 
985 

90«S 

88.98 

8499 
1048 

TVo 

63-16 

•75 

"9  si,' 
600 

354a 

»S5 

°" 

Cab*::;::::::::: 

'4t 

0.18 

:.r^° 

1.1$ 
095 

I  OS 

33  S* 

II.  BlgenbuTK.  Germuiy. 

III.  duvoie.  Nova  ScoUa. 

IV.  Caps  BntoD. 


V    Bateiv^lie  region  Arlu 
VI    Schneebers  Saxony 
VII    CnrooTi  Virsfinia 
VIII.  Big  Harboi  Capa  Brel 


Origin. — The  deposits  of  manganese  oxides  which  are  of  sufficient 
extent  to  be  of  commercial  importance  are  beheved  to  be  in  all  cases 
of  secondary  origin;  that  is,  to  have  resulted  from  the  decompo- 
sition of  preexisting  manganiferous  siUcate  constituents  of  the  older 
crystalline  rocks  and  the  subsequent  deposition  of  the  oxides  in 
secondary  strata.  Indeed  in  many  instances  the  ore  has  undergone 
a  natural  segregation;  owing  to  the  decomposition  of  the  parent 
rock  and  the  accumulate  of  the  manganese  oxide,  together  with 
other  difficult  soluble  constituents  in  the  residual  clay.  Thus  Penrose 
has  shown*  that  the  deposits  of  the  Batesville  (Ai^nsas)  region 
result  from  the  decay  of  the  St  Clair  limestone,  the  various  stageS' 
of  which  are  illustrated  in  the  accompanying  Plate  X.    The  fresh 

'  Annual  Report  of  the  Geological  Survey  of  ATkansis.  I.  1890. 
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lUAL  Sections  showing  the  ronNATioN  or  HANSANESE-BEARiiie 
CLAY  FROMtHE  DECAY  OF  THE  ST.CLAIR  LIMESTONE. 

^Sbsone  Chciit  ^3Hij<aitNCSE-BE«niHe  GLa«  tt^illARO  LtHESIONC 
l~<  ST.CL4IH  LlMEfTOMC  ^JSaDOURIMAI.  SUMMTMr 

Fiaj.     ORiaiNM.  QOMMTION  or  THE   ROCKS. 


nS.2.  FIRST  STAGE  OF  DC  COMPOSITION. 


Fia.3.  SECOND  STASE  OF  DEC0rf>OSITI0N. 


FK:.4.THIItD  STASE  OF  OECOMPOSdlON. 
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limestone,  as  shown  by  analysis,  contains  but  4.30  per  cent  manga- 
nese oxide  (MnO),  while  the  residual  clay  left  through  its  decom- 
position contains  14.98  per  cent  of  the  same  constituent. 

Occurrence. — As  above  noted,  the  ore  is  found  in  secondary  rocks, 
and  as  a  rule  in  greatest  quantities  in  the  clays  and  residual  deposits 
resulting  from  their  breaking  down.  The  usual  form  of  the  ore  is 
.that  of  lenticular  masses  or  nodules  distributed  along  the  bedding 
planes,  or  heterogeneousty  throughout  the  clay.  Penrose  describes 
the  Batesville  ores  as  sometimes  evenly  distributed  throughout  a 
latge  body  of  clay,  but  in  most  places  as  being  in  pockets  surrounded 
by  clay  itself  barren  of  ore.  These  pockets  vary  greatly  in  character, 
being  sometimes  comparatively  solid  bodies  separated  by  thin  films 
of  clay,  and  containing  from  50  to  500  tons  of  ore;  sometimes  they 
-consist  of  large  and  small  masses  of  ore  embedded  together,  and 
again  at  other  times  of  small  grains,  disseminated  throughout  the 
clay.  In  (he  Crimora  (Virginia)  deposits  the  ore  (psilomelane)  is 
found  in  nodular  masses  in  a  clay  resulting  from  the  decomposition 
of  a  shale  which  has  been  preserved  from  erosion  thr6ugh  sharp 
S}-nclinal  folds. 

The  position  and  association  of  these  deposits  may  be  best 
understood  by  reference  to  the  accompanyii^  figures,*  Fig.  17  being 
that  of  the  ground  plan  of  the  immediate  vicinity  of  the  mine,  while 
Fig.  18  represents  cross  sections  along  the  lines  marked  in  Fig.  17. 
The  country  rock  is  a  massive  Potsdam  sandstone  overlaid  by  shales, 
the  latter  having  undergone  extensive  decomposition,  giving  rise  to 
clay  deposits  in  which  the  ore  now  occurs.  At  the  east,  along  the 
line  AA  in  Fig.  17,  the  sandstone  dips  to  the  westward.  At  CC  is 
an  anticline  from  which  the  beds  dip  both  toward  the  west  and  east, 
forming  thus  a  synchne  the  axis  of  which  is  indicated  by  the  line  BB, 
The  sections  across  this  syndine  (Fig.  18)  show  the  accumulated 
clay  from  the  decomposition  of  the  shales,  in  which  the  man- 
ganese occurs.  The  ore  is  found  very  irregulariy  distributed 
throughout  the  clay  in  lumps  and  masses  from  the  size  of  a  small 
pebble  to  those  weighing  a  ton  or  more.    The  basin  is  described 

'  From  Geologkal  Notes  on  the  Manganese  Ore  Deposit  of  Criioort,  VirginU. 
By  Chatles  E.  Hall,  Trans.  Am.  Inst,  of  Mia.  Ei^.,  Vol.  XX,  r89i,  pp.  47,48. 
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as  some  500  feet  in  width  and  800  to  900  feet  in  length,  the  ore-bearing 
clay  extending  to  a  mazimum  depth,  so  far  as  determined,  of  300 
feet. 

The  manganese  appears  to  have  been  here  originally  disseminated 
throi^hout  the  sandstone  and  shales  and  to  have  leached  out,  pre- 
sumably as  a  carbonate,  by  percolating  water,  and  redeposited  in 
the  basin,  where  the  flow  was  retarded  for  a  sufficient  time  for  oxida- 
tion to  take  place. 

In  Cuba,  manganese  is  found,  so  far  as  known,  only  in  the  prov- 
ince of  Santiago,  the  principal  occurrence  being  in  a  belt  lying  back 
of  the  Sierra  Maestra  and  extending  from  the  vidnity  of  Guantanamo 
upon  the  east  to  Manzanillo  upon  the  west.  The  ore,  which  may 
be  either  manganite,  pyrolusite,  or  wad,  singly  or  all  together,  occurs 
as  a  rule  upon  hills  or  knolls  composed  of  sedimentary  rocks — sand- 
stones and  limestones — ^in  disconnected  or  pocket  deposits  and  under 
such  conditions  as  to  point  unmistakably  to  an  origin  through  the 
influence  of  circulating  waters.  The  ore  is  often  associated  with 
a  hard  jasper,  or ' '  bayate,"  occurring  in  lai^e  masses,  or  in  the  form 
of  disseminated  nodules  or  veinlets  in  the  ore.  The  occurrence  and 
association  are  such  as  to  indicate  that  the  two  substances  were 
deposited  nearly  contemporaneously,  and  from  the  water  of  hot 
springs. 

Branner  has  described  the  manganese  (psilomelane)  deposit  of 
Bahia,  Brazil,  as  occurring  in  the  form  of  a  sheet  or  bed  of  from  a 
few  decimeters  to  ten  meters  thickness,  standing  at  an  angle  of  60° 
in  decomposed  mica  schist. 

Bog  manganese  is  described  as  occurring  in  an  extensive  deposit 
near  Dawson  settlement,  Albert  County,  New  Brunswick,  on  a 
branch  of  Weldon  Creek,  covering  an  area  of  about  25  acres.  In 
the  center  it  was  found  to  be  26  feet  deep,  thinning  out  toward 
the  margin  of  the  bed.  The  ore  is  a  loose,  amorphous  mass,  which 
could  be  readily  shoveled  without  the  aid  of  a  pick,  and  contained 
more  or  less  iron  pyrites  disseminated  in  streaks  and  layers,  though 
large  portions  of  the  deposit  have  merely  a  trace.  The  bed  lies  in  a 
valley  at  the  northern  base  of  a  hill,  and  its  accumulation  at  this 
particular  locality  appears  to  be  due  to  springs.  These  springs  are 
rdll  trickling  down  the  hillside,  and  doubtless  the  process  of  pro- 
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ducing  bog  manganese  is  still  going  on.'  A  bed  of  manganese  ore 
in  the  government  of  Rutais,  in  the  Caucasus,  is  described  as  occurs 
ring  in  nearly  horizontally  lying  Miocene  sandstones.  The  ore  is 
pyrolusite  and  the  bed  stated  as  being  6  to  7  feet  in  thickness. 

Mining  and  prefaration. — The  mining  and  preparation  of  man- 
ganese ores  is,  as  a  rule,  a  comparatively  simple  process.  At  the 
Crimora  (Virginia)  mines  the  material  is  excavated  by  means  of 
shafts  and  tunnels,  and  taken  to  the  surface,  where  it  is  crushed, 
washed,  screened,  and  dried  for  shipment.  The  machinery  all 
works  automatically,  and  the  ore  is  not  handled  after  having  once 
passed  into  the  crusher.* 

Uses. — According  to  Professor  Penrose,*  the  various  uses  to  which 
manganese  and  its  compounds  are  put  may  be  divided  into  three 
classes:  Alloys,  oxidizers,' and  coloring  materials.  Each  of  these 
classes  includes  the  application  of  manganese  in  sundry  manufac- 
lured  products,  or  as  a  reagent  in  carrying  on  different  metallutgical 
and  chemical  processes.  The  most  important  of  these  sources  of 
consumption  may  be  summarized  as  follows: 

ISi^!I^t^" :  [  ^"°J^  °'  inanganese  vxd  iron. 
Manganese  browei  ^""^  °^  manganese  and  copper,  with  or 
■*  I      without  iron. 

iAn  alloy  of  manganese,  aluminum,  zinc. 
and  copper,  with  a  certain  quantity  of 


Alloys  of  manganese  with  alui 


1  lead,   m^' 


Manufacture  of  chlorine. 
Manufacture  of  bromine. 
As  a  decolorizer  of  glass  (also  for  coloring  glass,  see  ccJoting 

materials}. 
As  a  dryer  in  varnishes  and  paints. 
LcClanchj's  battery. 
Preparation  of  oirf^en  on  a  small  scale. 

Manufacture  of  disinfectants  (mangauates  and  pennanganates). 
Calico  printing  and  dyeing. 
Coloring  glass,  pottery,  and  brick. 

f'^o 1?SS.' 


'Annual  Report  of  the  Geological  Survey  of  Canada,  VH,  1S94,  p.  146  M. 

'  The  washing  plant  and  a  vertical  section  of  the  works  of  the  Crimora  Mines  are 
jiven  in  the  Engineering  and  Mining  Journal  for  March  ai,  1890,  the  same  h4ving 
<irawn  for  its  iofonnatioD  on  the  American  Manufacturer  of  Pittsburg.      (Date  not 

*  Annual  Report  of  the  Geological  Survey  of  Arkansast  I.  1890. 
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Besides  these  main  uses  a  certain  amount  is  utilized  as  a  flux  in 
smelting  silver  ores,  and,  in  the  form  of  its  various  salts,  is  employed 
in  chemical  manufacture  and  for  medicinal  purposes.  Pyrolusitc 
and  some  forms  of  psilomelanc  are  utilized  in  the  manufacture  of 
chlorine,  and  for  bleaching,  deodorizing,  and  disinfecting  purposes; 
also  in  the  manufacture  of  bromine. 

In  glass  manufacture  the  manganese  is  used  to  accomplish  two 
different  results:  First,  to  remove  the  green  color  caused  by  the 
presence  of  iron,  and  second,  to  impart  violet,  amber,  and  black 
colors. 

The  amount  of  manganese  actually  used  for  other  than  strictly 
metallurgical  purposes  in  the  United  States  is,  however,  small.*  The 
value  depends  somewhat  upon  the  uses  to  which  it  is  to  be  applied. 

Fyrolusite  and  psilomelane  only  are  of  value  in  the  production 
of  chlorine  as  above  noted.  These  are  rated,  as  stated  by  Penrose, 
according  to  their  percentages  of  peroxide  of  manganese  (MaO,). 
The  standard  for  the  German  ores  is  given  at  57  per  cent  MnOj, 
and  70  per  cent  for  Spanish.  For  the  manufacture  of  spiegeleisen 
the  prices  are  based  on  ores  containing  not  more  than  8  per  cent 
sihca  and  0,10  per  cent  phosphorus,  and  are  subject  to  deductions 
as  follows:  For  each  i  per  cent  silica  in  excess  of  8  per  cent,  15 
cents  a  ton;  for  each  0.02  per  cent  phosphorus  in  excess  of  0.10  per 
cent,  I  cent  per  unit  of  manganese.  Settlements  are  based  on 
analysis  made  on  samples  dried  at  212°,  the  percentage  of  moisture- 
in  samples  as  taken  being  deducted  from  the  weight.  The  prices 
paid  at  Bessemer,  Pennsylvania,  in  1894,  based  on  these  percentages, 
were  as  below: 


Price,  per  Unit. 

Iron. 

Ore  conUining  above  49  pe'  «n'    

Genu 
6 
6 
6 
6 

CenM 

'5 

'Mineral  Resources  of  Ihe  United  Stales,  1891  p   i;8 
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Otherwise  expressed,  the  value  ranges  from  I5  to  $12  a.  ton, 
according  to  quality  and  condition  of  the  market. 

It  is  probable  that  the  total  consumption  in  pottery  and  glass 
manufacture  does  not  exceed  500  tons  a  year,  of  which  about  two- 
thirds  are  used  in  glass  making.  The  amount  used  in  bromine  manu- 
facture and  the  other  purposes  enumerated  probably  amounts  to 
another  500  tons.  The  remainder  is  used  in  connection  with  iron  and 
steel  manufacture,  chiefly  in  the  production  of  steel  and  a  pig  iron 
containing  considerable  manganese  for  use  in  cast-iron  car  wheels. 
In  the  crucible  process  of  steel  manufacture  mar^anese  is  charged 
into  the  pots,  either  as  an  ore  at  the  time  of  charging  the  pots,  or  it 
is  added  as  spiegeleisen  or  ferromanganese  at  the  time  of  chat^ng 
or  during  the  melting,  usually  toward  the  close  of  the  melting,  so 
as  to  prevent  too  great  a  loss  of  manganese  by  oxidation.  In  the 
Bessemer  and  open-hearth  process  the  manganese  is  added  as  spiegel- 
eisen or  ferromai^anese  at  or  near  the  close  of  the  process,  just 
before  the  casting  of  the  metal  into  ingots. 

It  has  been  found  in  recent  years  that  a  chilled  cast-iron  car 
wheel  containing  a  percentage  of  manganese  is  much  tougher, 
stronger,  and  wears  better  than  when  manganese  is  absent.  For 
this  reason  large  amounts  of  manganiferous  iron  ores  are  used  in 
the  manu^ture  of  Lake  Superior  pig  iron  intended  for  casting 
into  chilled  cast-iron  car  wheeb.  (See  also  The  Mineral  Industry, 
Vm.  1899.) 

II        lUNERAL   WATERS. 

From  a  strictly  scientific  standpoint  any  water  is  a  mineral  water, 
since  water  is  itself  a  mineral — an  oxide  of  hydrogen.  Common 
usage  has,  however,  tended  toward  the  restriction  of  the  name  to 
such  waters  as  carry  in  solution  an  appreciable  quantity  of  other 
mineral  matter  although  the  actual  amounts  may  be  extremely 
variable. 

Of  the  various  salts  held  in  solution,  those  of  sodium,  calcium, 
and  iron  are  the  more  common,  and  more  rarely,  or  at  least  in 
smaller  amounts,  occur  those  of  potassium,  lithium,  magnesium, 
strontium,  silicon,  etc.  The  most  common  of  the  acids  is  carbonic, 
and  the  next  probably  sulphuric. 
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Classification. — The  classification  of  mineral  water  is  a  matter 
attended  with  great  difficulty  from  whatever  standpoint  it  is  ap- 
proached. Such  classification  may  be  either  geographic,  geologic, 
therapeutic,  or  chemical,  though  the  first  two  are  naturally  of  little 
value,  and  the  therapeutic,  with  our  present  knowledge,  is  a  prac- 
tical impossibility.  The  chemical  classification  is,  on  the  whole, 
preferable,  although  even  this,  owing  to  the  great  variation  of  methcxls 
of  stating  results  used  by  analytical  chemists,  is  at  present  attended 
with  some  difficult}'.  Dr.  A.  C.  Peale,  the  well-known  authority 
on  American  mineral  waters,  has  suggested  the  scheme  given  below,' 
and  from  his  writings  has  been  gleaned  a  majority  of  the  facts  here 
given. 

According  to  their  temperatures  as  they  flow  from  the  springs 
the  waters  are  divided  primarily  into  (A)  thermal  and  (B)  non-thermal, 
a  thermal  water  being  one  the  mean  annual  temperature  of  which  is 
70°  F.  or  above.  Each  of  these  groups  is  again  subdivided  according 
to  the  character  of  the  acids  and  their  salts  held  in  solution  as  below: 

Clou      I.  Alkaline. 

a«ni-s^« l^^^K- 


Clau  IV.  Add  . 


Any  spring  of  water  may  be  characterized  by  the  presence  or 
absence  of  gas  when  it  is  designated  by  one  of  the  following  terms: 
(1)  Non-gaseous  (free  from  gas).  (3)  Carbonated  (containing  car- 
bonic-acid gas).  (3)  Sulphuieted  (containing  hydrogen  siUphide). 
(4)  Azotized  (containing  nitrogen  gas).  (5)  Carbureted  (having 
carbureted  hydrogen). 

In  cases  where  there  is  a  combination  of  gases  such  is  indicated 
by  a  combination  of  terms,  as  sulpbocarbonated,  etc.  The  classes 
may  be  further  subdivided  according  to  the  predominating  salt  in 
solution,  as  (i)  sodic,  (a)  lithic,  (3)  potassic,  (4)  calcic,  (5)  magnesic, 
(6)  chalybeate,  (7)  aluminous. 

'  Annual  Report  of  the  United  States  Geological  Survey,  1893-93,  p.  64. 
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The  alkaline  waters,  Class  I  above,  include  those  which  are 
characterized  by  the  presence  of  alkaline  carbonates.  Generally  such 
are  characterized  also  by  the  presence  of  free  carbonic  acid.  Nearly 
one-half  the  alkaline  springs  of  the  United  States  are  calcic-alkaline, 
that  is,  carry  calcium  carbonate  as  the  principal  constituent.  The 
saline  waters  include  those  in  which  sulphates  or  chlorides  predomi- 
nate. They  are  more  numerous  than  are  the  alkaline  waters.  The 
alkali-saline  class  includes  all  waters  in  which  there  is  a  combination 
of  alkaline  carbonates  with  sulphates  and  chlorides;  the  acid  class 
includes  all  those  containing  free  add,  which  is  mainly  carbonic, 
though  it  may  be  sicilic,  muriatic,  or  sulphuric. 

The  character  of  the  salts  held  in  solution  is  the  same  for  both 
thermal  and  non-thermal  springs,  though  as  a  general  rule  the  amount 
of  salt  is  greatest  in  those  which  are  classed  as  thermal.  Thus  at 
the  Hot  Springs  of  Virginia  one  of  the  springs,  with  a  temperature  of 
78°  F.,  has  18.09  grains  to  the  gallon  of  solid  contents,  while  another, 
with  a  temperature  of  110°  F.,  has  33.36  grains  to  the  gallon. 

Source  0}  mineral  waUrs. — Pure  water  is  a  universal  solvent  atid 
its  natural  solvent  power  is  increased  throi^h  the  carbonic  acid 
which  it  takes  up  in  its  passE^e  through  the  atmosphere,  and  by  this 
same  acid  and  other  organic  and  inorganic  acids  and  the  alkalies 
which  it  acquires  in  passing  through  the  soil  and  rocks.  The  water 
of  all  springs  is  meteoric,  that  is,  it  is  water  which  has  fallen  upon 
the  earth  from  clouds,  and  gradually  percolating  downward  issues 
again  in  the  form  of  springs  at  lower  levels.  In  this  passage  through 
the  superficial  portion  of  the  earth's  crust  it  dissolves  the  various 
salts,  the  kind  and  quantity  being  dependent  upon  the  kind  of 
rocks,  the  temperatures  and  pressure  of  the  water,  as  well  as  the 
amount  of  absorbed  gases  it  contains. 

Both  the  mineral  contents  and  the  temperature  of  spring  waters 
are  dependent  upon  the  geological  features  of  the  country  they 
occupy. 

As  a  rule  springs  in  regions  of  sedimentary  rocks  earn-  a  larger 
proportion  of  salts  than  those  in  regions  of  eruptive  and  meta- 
morphic  rocks.  Thermal  springs  are,  as  a  rule,  limited  to  regions  of 
comparative  recent  volcanic  activity,  or  where  the  rocks  have  been 
disturbed,  crushed,  folded,  and  faulted,  as  in  mountainous  regions. 
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state  or  Taritor]'. 


California 

CoIoTBdo 

Coonecticul 

Dictrict  of  Columbui 

Florid* 

Tndiana ,, .,_,,,-_ 

Eentucky 

UaryUnd 

Ua^achuKtu 

Michigan 

Uinnesota 

MiMissippi .  •'•-... 1.***., *  ^.. 

Missouri 

New  Hampshire ■ 

New  Jersey 

NewMeiico 

New  York 

North  Carolina , 

Ohio 

Oregon 

Rhode  Island 

South  CaroUna 

South  Dakota    

Tennessee 

Texas 

Utah 

Vamoot 

Washington 

WertWrginia 

Wisconsin 

Other  SUtes  a 

Total 

Estimated  production  of  springs  not  reporting  sa 

Grand  total 


Galloni. 
38.900 
48,601 
1,464,075 
643.850 
338,017 
168,500 


853,950 
161.47s 
40,100 

36. '75 

63.500 

1,850,13a 

100,380 

4.439.041 
3,045.400 


271.S 


33».' 
46,800 

4,454.057 
103.150 

1.494.473 
4S.5«' 

I.S42.8. 
I95.W 

138.645 
346.700 
4,739,950 
7.850 
53-9"  7 
954.689 
54.0- 


n  portare  included  ht 


,db,GoOglc 


l$a  THE  NON-METALUC  MINERALS. 

Occasional  thermal  springs  are  met  with  in  undisturbed  areas,  but 
such  are  regarded  as  of  deep-seated  origin,  and  to  owe  their  tempera- 
tures to  the  great  depths  from  which  they  are  derived. 

Distribution. — Mineral  springs  of  some  sort  are  to  be  found  in 
each  and  all  of  the  States  of  the  American  Union,  though  naturally 
the  resources  of  the  more  sparsely  settled  States  have  not  as  yet  been 
fully  developed.  For  this  reason  the  table  given  on  page  131  is  to 
a  certain  extent  misleading. 

Uses. — The  mineral  waters  are  utilized  mainly  for  drinking  and 
bathing  purposes,  the  thermal  springs  being  naturally  best  suited  for 
bathing,  and  the  non-thermal  for  drinking  purposes. 


V.    CARBONATES. 

t.      CALCnni   CASBONATE. 

Caldte,  Calc  Spar,  Iceland  Spar.— These  are  the  names  given 
to  the  variety  of  calcium  carbonate  crystallizing  in  the  rhombohedral 
division  of  the  hexagonal  system.  The  mineral  occurs  under  a  great 
variety  of  crystalline  forms,  which  are  often  extremely  f)erplexii^ 
to  any  but  an  expert  mineralogist.  The  chief  distinguishing  charac- 
teristics of  the  mineral  are  (i)  its  pronounced  cleavage,  whereby  it 
splits  up  into  rhombohedral  forms,  with  smooth,  lustrous  faces, 
and  (2)  its  doubly  refractir^  property,  which  is  such  that  when 
looked  through  in  the  direction  of  either  cleavage  surfaces  it  gives  a 
double  image.  It  is  to  this  property,  accompanied  with  its  trans- 
parency, that  the  mineral,  as  a  crystallized  compound,  owes  its 
chief  value,  though  as  a  constituent  of  the  rock  limestone  it  is  apphed 
to  a  great  variety  of  industrial  purposes.  When  not  sufficiently 
transparent  for  observing  its  doubly  refracting  properties  the  mineral 
is  readily  distinguished  by  its  hardness  (3  of  Dana's  scale) .  and  its 
easy  solubility,  with  brisk  effervescence,  in  cold  dilute  acid.  This 
last  is  hkewise  a  characteristic  of  aragonite,  from  which  it  can  be 
distii^ished  by  its  lower  specific  gravity  (2.65  to  2.75)  and  its 
cleavage.  Calcium  carbonate,  owing  to  its  ready  .  solubility  in 
terrestrial  waters,  is  one  of  the  most  common  and  widely  disseminated 
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PLATE  XI. 

Views  showing  Occurrence  of  Calcite  in  Iceland. 

[U.S.  National  Museum.) 
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of  compounds.     Only  the  form  known  as  double  spar,  or  Iceland 
spar,  need  here  be  considered- 

Origin  and  mode  of  occurrence. — Calc  spar  is  invariably  a  second- 
ary mineral  occurring  as  a  deposit  from  solution  in  cracks,  pockets, 
and  crevices  in  rocks  of  all  kinds  and  all  ages.  The  variety  used 
for  optical  purposes  differs  from  the  rhombohedral  cleavage  masses 
found  in  innumerable  kx:alities  only  in  its  transparency  and  freedom 
from  flaws  and  impurities.  The  chief  commercial  source  of  the 
mineral  has  for  many  years  been  Iceland,  whence  has  arisen  the 
term  Iceland  spar,  so  often  applied.  For  the  account  of  the  occur- 
rences of  the  mineral  at  this  locality,  as  given  below,  we  are  indebted 
mainly  to  Th.  Thoroddsen.'  The  quarry  is  described  as  situated 
on  an  evenly  sbping  mountainside  at  Reydarfjorden,  about  100 
meters  above  the  level  of  the  ocean  and  a  little  east  of  the  Helgus- 
tadir  fann.    (See  Plate  XI.) 

The  veins  of  spar  are  in  basalt,  and  at  this  spot  have  been  laid 
bare  through  the  erosive  action  of  a  small  stream  called  the  "  Silfur- 
lakur,"  the  Icelandic  name  of  the  spar  being  "  Silfurberg."  The 
quarry  opening  is  on  the  western  side  of  this  brook,  and  at  date 
of  writing  was  some  72  feet  long  by  36  feet  wide  (see  Fig.  i  of  plate). 
In  the  bottom  and  sides  of  this  opening  the  calc  spar  is  to  be  seen  in 
the  form  of  numerous  interiocking  veins,  ramifying  through  the  basalt 
in  every  direction  and  pf  very  irregular  length  and  width,  the  veins 
pinching  out  or  openii^  up  very  abruptly.  In  Fig.  2  of  plate  is 
shown  an  area  of  some  40  square  feet  of  the  basaltic  wall  rock,  illus- 
trating this  feature  of  the  occurrence.  Fig.  3  of  the  same  plate 
shows  the  largest  and  most  conspicuous  vein,  the  smaller  having  been 
omitted  in  the  sketch.  The  high  cliffs  on  the  north  side  of  the 
quarry  are  poorer  in  calc-spar  veins,  the  largest  dipping  underneath 
at  an  angle  of  abbut  40°. 

A  comparatively  small  proportion  of  the  calc  spar  as  found  is 
fit  for  optical  purposes.  That  on  the  immediate  surface  is,  as  a  rule, 
lacking  in  transparency.  Many  of  the  masses,  owii^  presumably 
to  the  development  of  incipient  fractures  along  cleavage  lines, 
show  internal,  iridescent,  rainbow  hues;  such  are  known  k)cally  as 

'GeologiBka  Foreningens  I,  Stockholn)  Forlmiidlingar,  XII,  189a,  pp.  347-354. 
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"litsteinar"  (lightstones).  Others  are  penetrated  by  fine,  tube-like 
cavities,  either  empty  or  filled  with  day,  and  still  others  contain 
cavities,  sometimes  sufficiently  large  to  be  visible  to  the  unaided  eye, 
filled  with  water  and  a  moving  bubble.  The  most  desirable  material 
occurs  in  comparatively  small  masses  embedded  in  a  red-gray  clay, 
filling  the  vein-like  interspaces  in  the  bottom  of  the  pit.  The  non- 
transparent  variety,  always  greatly  in  excess,  occurs  in  deavable 
masses  and  imp>erfectly  developed  rhombohedral,  sometimes  i  to  2 
feet  in  diameter,  assodated  with  stilbite. 

C^c  spar  has  been  exported  in  small  quantities  from  Iceland 
since  the  middle  of  the  seventeenth  century,  though  the  business 
was  not  conducted  with  any  degree  of  regularity  before  the  middle 
of  the  present  century,  prior  to  that  time  every  one  taking  what  he 
liked  or  could  obtain,  asking  no  one's  permission.  About  the  time 
Bartholin  discovered  the  valuable  optical  properties  of  the  mineral 
(in  1669),  the  royal  parliament  under  Frederick  III  granted  the 
necessary  permission  for  its  extraction.'  It  was  not,  however,  until 
1850  that  systematic  work  was  begun,  when  a  merchant  by  the 
name  of  T.  P.  Thomsen,  at  S^dlsfjord,  obtained  permission  of  the 
owner  of  some  three-fourths  of  the  property  (the  pastor  Th.  Erlends- 
son)  to  work  the  same.  The  quarried  material  was  then  transported 
on  horseback  to  the  Northfjord,  and  thence  to  Seydisfjord  by  water. 
In  1854.  the  factor  H.  H.  Svendsen,  from  Eskifjord,  leased  the  pastor's 
three-fourths'  right  for  10  rigsdalers  a  year,  and  the  remainii^  fourth, 
belonging  to  the  Government,  for  5  rigsdalers.  Svendsen  worited  the 
mine  successfully  up  to  1862,  when  one  Tullinius,  at  Eskifjord,  pur- 
chased the  pastor's  three-fourths  and  leased  the  Government's  share 
for  five  years,  paying  therefor  the  sum  of  100  rigsdalers  (about  $14 
or  $15).  This  lease  was  renewed  for  four  years  loiter  at  the  rate 
of  5  r^dalers  per  year,  and  for  the  year  1872  at  the  rate  of  100 
rigsdalers,  when  the  entire  property  passed  into  the  hands  of  the 
Goverrunent  in  consideration  of  the  payment  of  16,000  kroner  (about 
$3,800).  From  that  time  until  1882  the  mine  remained  idle,  when 
operations  were  once  more  renewed,  though  not  on  an  extensive 
scale,  owing,  presumably  in  part,  to  the  fact  that  Tullinius,  the 

'  Laws  of  Iceland,  I,  1668,  pp.  311,  j3i. 
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last  year  he  rented  the  mine,  had  taken  out  a  sufficient  quantity  to 
meet  all  the  needs  of  the  market.  Over  300  tons  of  the  ordinary 
type  of  the  spar  is  stated  to  have  been  sent  to  Ei^Iand  and  sold  to 
"  factory  "  owners  (Fabrikanter)  at  about  30  kroner  a  ton,  though 
to  what  use  it  was  put  is  not  stated. 

Aside  from  the  locality  at  Helgustadir,  calc  spar  in  quantity 
land  quality  for  optical  purposes  is  known  to  occur  only  at  Djupi- 
fjSrdur,  in  West  Iceland. 

The  ReydhaxfjSrdhr  locahty  was  also  visited  by  Mr.  J.  L. 
Hoskyns-Abrahall  in  the  summer  and  autumn  of  1889,  whose 
account  ^  is  reproduced  in  part  below. 

Sudhimula  Sysia,  of  which  Reydharfjordhr,  the  largest,  bisects 
the  east  coast  of  Iceland,  are  cut  out  of  an  immense  plateau,  formed 
of  horizontal  sheets  of  volcanic  rock,  chiefly  trachyte,  between  3,000 
and  4,000  feet  high.  This  has  been  subsequently  eroded  into  sharp, 
bare  riches  with  immense  cliffs  or  steep  slopes  falling  from  them, 
parted  by  torrent  valleys  and  fjords,  the  greater  part  of  the  district  not 
reaching  the  present  snow  line.  It  is  on  one  of  these  slopes,  which 
slants  down  at  an  angle  of  forty  degrees  into  Reydharfjdrdhr,  that  the 
unique  quarry  of  Iceland  spar  is  found.  It  consists  of  a  cavity  in 
the  rock  about  13  by  5  yards  and  some  10  feet  high,  originally  filled 
almost  entirely,  but  now  only  lined,  with  immense  crystals,  which 
are  fitted  so  closely  together  as  to  form  a  compact  mass,  like  a  lump 
of  sugar,  with  grains  averaging  10  inches  across. 

The  Syslumadhur,'  J6n  Asmundarson  Johnsen,  had  given  me 
leave  to  examine  the  cave  and  take  as  many  specimens  as  I  liked, 
but  the  permission  was  not  of  very  much  use,  there  being  about  5 
feet  of  water  nearly  all  over  the  bottom;  and  such  specimens  as 
I  did  get  involved  doing  severe  penance  in  walking  barefoot  over 
sharp  crystals.  The  floor  is  covered  with  a  thin  layer  of  very  fine 
chocolate-brown  mud,  which  sticks  as  tenaciously  to  one's  feet  as 
to  the  crystals.  I  had  to  resort  to  tooth  powder  to  get  the  latter 
clean,  though  the  great  heaps  of  spar  which  lie  on  the  pathside  and 
in  front  of  the  mouth  of  the  cave  were  all  washed  by  the  rain  till  they 


'  Mineralogical  Magazine,  IX,  1S90,  p.  179. 
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were  as  briglit  and  transparent  as  ice.  The  water  now  running 
through  the  cave  is  incapable  of  forming  calc  spar.  It  appears,  like 
the  surrounding  rocks,  to  contain  an  excess  of  silicic  acid,  and  either 
etches  the  surface  of  the  spar  wherever  it  comes  ift  contact  with  it, 
or  covers  it  with  gtilbite,  the  characteristic  zeolite  of  the  doleritic 
and  basaltic  rocks  in  Iceland.  The  rock  in  which  the  cave  is  formed 
is  a  dolerite,  and  darker  in  color  than  the  surrounding  pbonolite, 
which  is  traversed  by  veins  of  black  and  green  pitchstone.  In  the 
neighborhood  of  the  spar  it  is  disintegrated,  colored  slightly  with 
green  earth,  and  full  of  microscopic  crystals  of  stilbite  and  calcite. 

The  quarry  was  worked  till  1873  by  Herra  Tullinius,  a  Danish 
merchant  of  Eskifjdrd.  The  trading  station  is  an  hour  and  a  half's 
ride  from  Helgastadir,  the  nearest  farm  to  the  quarry.  (In  Iceland 
all  distances  are  measured  in  terms  of  the  hour's  ride,  tima,  and  the 
day's  journey,  leidh.)  The  Icelandic  Government  in  that  year  bought 
a  quarter  share  of  the  quany,  and  stopped  the  work,  so  that  Tullinius 
was  glad  to  sell  them  the  rest.  Five  years  ago  an  attempt  was  made 
to  reopen  it.  One  man  was  employed,  and  after  spending  about 
a  week  in  the  cave  he  succeeded  in  pumping  out  the  water  and 
extracting  a  ^e  block  of  clear  spar,  which  was  sold  at  a  high  price 
in  London.  Here,  however,  the  work  dropped,  and  in  consequence 
Tullinius  remains  the  proprietor  of  the  whole  of  the  calc  spar  that  is 
available  for  physical  work,  and  naturally  sells  it  at  a  price  that  is 
calculated  to  make  his  very  moderate  stock  last  for  a  considerable 
time.'  The  reason  of  the  Icelandic  Government  is  not  very  clear, 
but  as  the  working  of  the  quarry  is,  perhaps  from  patriotic  motives, 
del^ated  to  Herr  Gunnaisson,  an  Icelandic  merchant,  whose 
nearest  warehouse  b  at  Seydhisfjttrd,  a  good  day's  ride  from  Eski- 
fjord,  it  is  hardly  to  be  expected  that  the  buried  treasure  will  soon 
see  the  hght.  Perhaps,  too,  the  specimens  of  the  best  quality  have 
been  already  removed.  Certainly  clear  pieces  do  not  constitute  the 
great  mass  of  the  spar,  and  if  M.  Laboime,  who  visited  the  cave  in 
May,  1877  (the  water  being  at  that  time  frozen),  could  extract  it 
"  en  assez  grande  abondance  "  '  he  did  not  leave  much  exposed  for 


■It  is  sold  by  Thor  E.  Tullinius,  Slotsholmsgade  ifi,  Copenhagen  K. 
'  Comptes  RenduE,  CV,  1S87.  p.  1144. 
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me  to  take  two  yeais  lat^.  M.  Labonne  speaks  in  his  note  of 
lamificatioDs  into  the  environing  rock  which  have  never  been  worked 
and  suggests  that  this  investigation  m^ht  increase  the  importance 
of  the  quarry.  Such  ramifications  as  I  could  see  were  on  a  very 
small  scide.  On  the  other  hand,  the  thickness  of  the  deposit  has 
not  yet  been  ascertained,  but  it  is  said  that  the  best  pieces  occurred 
near  the  surface.  For  the  most  part  the  calcite  is  rendered  semi- 
opaque  by  mnumerable  cracks,  generally  following  the  gliding  and 
cleavage  planes  (  — }R  and  R),  and  apparently  produced  by  the 
pressure  of  the  spar  itself,  but  sometimes  following  the  conchoidal 
fracture.  Remarkable  examples  of  the  latter  kind  are  in  the  British 
Museum. 

Chalk. — ^This  is  the  name  given  to  a  white,  somewhat  loosely 
coherent  variety  of  limestone  composed  of  the  finely  conuuinuted 
shells  of  marine  moUusks,  among  which  microscopic  forms  known 
as  foraminifera  are  abundant.  The  older  text-books  gave  one  to 
understand  that  foraminiferal  remains  constituted  the  main  mass 
of  the  rock,  but  the  researches  of  Sorby'  showed  that  fully  one- 
half  the  material  was  finely  comminuted  shallow-water  forms,  such 
as  inoceramus,  pecten,  ostrea,  sponge  spicules,  and  echinoderms. 

Chalk  belongs  to  the  Cretaceous  era,  occurring  in  beds  of  varying 
thickness,  alternating  with  shales,  sands,  and  clays,  and  often  in- 
cluding numerous  nodules  of  a  dark  chalcedonic  silica  to  which  the 
name  flint  is  given.  Though  a  common  rock  in  many  parts  of  Europe, 
it  is  known  to  American  readers  mainly  by  its  occurrence  in  the 
form  of  high  cliffs  along  the  English  coast,  as  near  Dover.  Until 
within  a  few  years  Uttle  true  chalk  was  known  to  exist  within  the 
limits  of  the  United  States.  According  to  Mr.  R.  T.  HilP  there  are, 
however,  extensive  beds,  sometimes  500  feet  in  thickness,  extending 
throughout  the  entire  length  of  Texas,  hoai  the  Red  River  to  the 
Rio  Grande,  and  northward  into  New  Mexico,  Kansas,  and  Arkansas. 
These  chalks  in  many  instances  so  closely  simulate  the  English 
product,  both  in  physical  properties  and  chemical  composition,  as 
to  be  adaptable  to  the  same  economic  purposes.    The  foUowing 

'AddnsB  to  Geological  Society  of  London,  February,  1879. 
*  Annual  Report  of  the  Arkansas  Geological  Survey,  II,  18S8. 
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analyses  from  the  report  above  alluded  to  serve  to  show  the  com- 
parative composition: 
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Chalk  is  used  as  a  fertilizer,  either  in  its  crude  form  or  burnt,  in 
the  manufacture  of  whiting,  in  the  form  of  iiard  lumps  by  carpenters 
and  other  mechanics,  and  in  the  manufacture  of  crayons.  Washed, 
chalk  is  used  to  give  body  to  wall  paper;  as  a  whitewash  for  ceilii^; 
as  a  thin  coating  on  wood  designed  for  gilding,  being  for  this  purpose 
mixed  with  glue;  to  vary  the  shades  of  gray  in  water-color  paints, 
and  as  a  polishing  powder  for  metals. 

Concemii^  the  importation  and  uses  of  chalk  it  is  stated:* 
"  Paris  white  is  the  name  given  to  the  white  coloring  substance 
prepared  by  grinding  cliffstone,  a  variety  of  chalk  or  limestone  which 
is  as  hard  as  some  building  stones  and  has  a  greater  specific  gravity 
than  the  ordinary  chalk.  It  is  imported  from  Hull,  England,  and 
sells  at  from  I2  to  S4  per  ton  ex  vessel,  accordii^  to  freight  rates 
from  Hull.  During  the  calendar  year  1884,  3,905!  tons  of  cliffstone 
were  imported  at  New  York. 

"The  paris  white  made  in  this  country  is  sold  at  from  $1.10  to 
$r.25  per  hundredweight,  in  casks,  according  to  make  and  quality. 
The  paris  white  made  in  England,  of  which  508,185  pounds  were 
imported  at  New  York  during  the  calendar  year  1884,  sells  at  from 
$r.25  to  $1.30  per  hundredweight.  There  is  apparently  no  differ- 
ence in  quality  between  the  cliffstone  ground  in  this  country  and  the 

*  Mineral  Resources  of  tlie  United  States,  I8S3-.J4,  p.  930. 
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imported  paris  white.  Its  principal  use  is  in  the  preparation  of  kal- 
somine.  It  is  also  employed  in  the  manu&ctuie  of  rubber,  oilcloth, 
wall  papers,  and  fancy  glazed  papers.  ■  .  . 

"  Until  recently  all  of  the  whiting  used  in  this  country  was  ground 
from  chalk  imported  from  Hull,  England.  The  annual  production 
of  whiting  is  about  300,000  barreb.  The  price  varies,  according 
to  the  quahty,  from  35  to  90  cents  per  hundredweight.  There  are 
four  grades  made,  as  follows:  Common  whiting,  worth  from  35 
to  40  cents;  gilders'  whitit^,  60  to  65  cents;  extra  gilders'  whiting, 
70  to  75  cents;  American  paris  white,  So  to  85  cents.  The  uses  of 
whiting  are  about  the  same  as  paris  white,  wliich  it  closely  resembles. 

The  crude  chalk,  it  should  be  stated,  is  brought  mainly  as  ballast 
from  England  and  France. 

Llmestooes,  Hortars,  and  Cements.— Pure  limestone,  or 
calcium  carbonate,  is  a  compound  of  calcium  oxide  and  carbonic 
add  in  the  proportion  of  56  parts  of  lime  (CaO)  to  44  parts  of  the 
acid  (CO,).  In  its  crystalline  form,  as  exempUfied  in  some  of  our 
white  marbles,  the  rock  is  therefore  but  an  aggregate  of  imperfectly 
outlined  calcite  crystals,  or,  otherwise  expressed,  is  a  crystalline 
granular  a^regate  of  calcite.  In  this  form  the  rock  is  white  or 
colorless,  sufficiently  soft  to  be  cut  with  a  knife,  and  dissolves  with 
brisk  effervescence  when  treated  with  dilute  hydrochloric  or  nitric 
acid.  Sulphuric  acid  will  not  dissolve  it  except  in  small  proportions, 
since  the  exteriors  of  the  granules  become  converted  shortly  into 
insoluble  calcium  sulphate  (gypsum),  which  protects  them  ftt)m 
further  attack. 

As  a  constituent  of  the  earth's  crust,  however,  absolutely  pure 
limestone  is  practically  unknown,  all  being  contaminated  with  more 
or  less  foreign  material,  either  in  the  form  of  chemically  combined 
or  mechanically  admixed  impurities.  Of  the  chemically  combined 
impurities  the  most  conunon  is  magnesia  (MgO),  which  replaces 
the  lime  (CaO)  in  all  proportions  up  to  21.7  per  cent,  when  the  rock 
becomes  a  dolomite.  This  in  its  pure  state  can  readily  be  distin- 
guished from  limestone  by  its  greater  hardness  and  in  its  not  effer- 
vescing when  treated  with  cold  dilute  acid.  (See  p.  151.)  It  dis- 
solves with  effervescence  in  hot  acids,  as  does  limestone.  As  above 
noted,  all    stages    of  replacement  exist,  the  name  magnesian  or 
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dolomjtic  limestone  being  applied  to  those  in  which  the  magnesia 
exists  in  smaller  proportions  than  that  above  given  (21,7  per  cent). 
Iron  in  the  form  of  protoxide  (FeO)  may  also  replace  a  part  of  the 
lime.  Of  the  mechanically  admixed  impurities  silica  in  the  form 
of  quartz  sand  or  various  more  or  less  decomposed  silicate  minerab, 
clayey  and  carbonaceous  matter,  t<^ether  with  iron  oxides,  are  the 
more  abundant.  These  exist  in  all  proportions,  giving  rise  to 
what  are  known  as  siliceous,  aluminous,  or  clayey,  carbonaceous, 
and  ferruginous  limestones.  Phosphatic  material  may  exist  in  vary- 
ing proportions,  forming  gradations  from  phosphatic  limestones  to 
true  phosphates. 

Limestones  are  sedimentary  rocks  formed  mainly  through  the 
deposition  of  calcareous  sediments  on  sea  bottoms;  many  beds, 
however,  as  the  oQlitic  limestones,  show  unmistakable  evidences  of 
true  chemical  precipitation.  They  are  in  all  cases  eminently  strati- 
fied rocks,  though  the  evidences  of  stratification  may  not  be 
evident  in  the  small  specimen  exhibited  in  museum  collections. 
Varietal  names  other  than  those  mentioned  above  are  given,  and 
which  are  dependent  upon  structural  features  or  other  peculiarities. 
A  shaly  limestone  is  one  partaking  of  the  nature  of  shale.  Chalk 
is  a  fine  pulverulent  limestone  composed  of  shells  in  a  finely  com- 
minuted condition  and  very  many  minute  foraminifera,  as  already 
noted.  The  name  chalky  limestone  is  frequently  given  to  an  earthy 
limestone  resembUng  chalk.  Marl  is  an  impure  earthy  form,  often 
containing  many  shells,  hence  called  shell  marl.  An  oOUtic  lime- 
stone is  one  made  up  of  small  rounded  pellets  like  the  roe  of  a  fish. 
The  name  marble  is  given  to  any  calcareous  or  even  serpentinous 
rock  possessing  sufficient  beauty  to  be  utilized  for  ornamental 
purposes. 

Uses. — Aside  from  their  uses  as  building  materiab,  lithographic 
purposes,  etc.,  as  described  elsewhere,  limestones  are  utilized  for  a 
considerable  variety  of  purposes,  the  most  important  beii^  that  of 
the  manufacture  of  mortars  and  cements.  Their  adaptability  to  this 
purpose  is  due  to  the  fact  that  when  heated  to  a  temperature  of  1,000° 
F.  they  gradually  lose  the  carbonic  acid,  becomii^  converted  into 
anhydrous  calcium  oxide  (CaO),  or  quicklime,  as  it  is  popularly 
called;   and  further,  that  this  quicklime  when  brou^t  in  contact 
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with  water  and  atmospheric  air  greedily  combines  with,  first,  the 
water,  forming  hydrous  calcium  oxide  (CaOH,0),  and  on  drying 
once  more  with  the  carbonic  acid  of  the  air,  forming  a  more  or  less 
hydrated  calcium  carbonate.  In  the  process  of  combining  with 
water  the  burnt  Ume  (CaO)  gives  off  a  large  amoimt  of  heat,  swells 
lo  nearly  twice  its  former  bulk,  and  falls  away  to  a  loose,  white 
powder.  This  when  mixed  with  siliceous  sand  forms  the  common 
mortar  of  the  bricklayers,  or,  if  with  sand  and  hair,  the  plaster  for 
the  interior  walls  of  houses  Quicklime  formed  from  fairly  pure 
calcium  carbonate  sets  or  hardens  after  but  a  few  days'  exposure, 
the  induration  it  is  stated,  being  due  in  part  to  crystallization.  The 
less  pure  forms  of  limestone,  notably  those  which  contain  upwards 
of  10  per  cent  of  aluminous  silicates  (clayey  matter),  furnish,  when 
burned,  a  quicklime  which  slakes  much  more  slowly — so  slowly,  in 
fact,  that  it  is  not  infrequently  necessary  to  crush  to  powder  after 
burning.  The  same  quicklimes  when  slaked  are  further  differen- 
tiated from  those  already  described  by  their  property  of  setting  {as 
the  process  of  uiduration  is  called)  under  water.  Hence  they  are 
known  as  hydraulic  limes,  and  the  rocks  from  which  they  are  made 
as  hydraulic  limestones.  Their  property  of  induration  out  of  con- 
tact with  the  air  is  assumed  to  be  due  to  the  formation  of  calcium 
and  aluminum  silicates.  Inasmuch  as  these  silicates  are  practically 
insoluble  in  water,  it  follows  that  quite  aside  from  their  greater 
strength  and  tenacity  they  are  also  more  durable;  indeed  there  seems 
no  practical  limit  to  the  endurance  of  a  good  hydraulic  cement,  its 
hardness  increasing  almost  constantly  with  its  antiquity.  Certain 
stones  contain  the  desired  admixtures  of  lime  and  clay^  matter  in 
just  the  right  proportion  for  making  hydrauUc  cement.  In  the 
majority  of  cases,  however,  it  has  been  found  that  a  higher  grade, 
stronger  and  more  endurii^  material,  can  be  made  by  mixing  in 
definite  proportions,  determined  by  experiment,  the  necessary  con- 
stituents obtained,  it  may  be,  from  widely  separated  locahties.  The 
exact  relationship  existing  between  composition  and  adaptability  to 
lime-making  does  not  seem  as  yet  to  be  fully  worked  out.  As  is  well 
known,  the  pure  while  crystalline  varieties  yield  a  quicklime  inferior 
to  the  softer  blue-gray,  less  metamorphosed  varieties.  Neverthe- 
less, there  are  certain  distinctive  qualities,  due  to  the  presence  and 
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character  of  impurities,  which  led  Gen.  Q.  A.  Gillmore  to  adopt  the 

following  classification: 

(i)  The  common  or  fat  limes,  containit^,  as  a  rule,  less  than  lo  per 

cent  of  impurities. 
(a)  The  poor  or  meagre  limes,  containing  free  silica  (sand)  and  other 

impurities  in  amounts  varying  between  lo  per  cent  and  25 

per  cent. 
(3)  The  hydraulic  limes,  which  contain  from  30  to  35  per  cent  of 

various  impurities. 
{4)  The  hydraulic  cements,  which  may  contain  as  much  as  60 

per  cent  of  impurities  of  various  kinds. 
As  above  noted,  most  cements  are  manufactured  from  a  variety 
of  materials,  and  their  consideration  belongs  therefore  more  properlj- 
to  technology.  Nevertheles;  it  has  been  thought  worth  the  while 
here  to  give  in  brief  the  matter  below  relative  to  a  few  of  the  more 
important  and  well-known  varieties  now  manufactured. 

Portland  Cement. — ^This  takes  its  name  from  a  resemblance 
of  the  hardened  material  to  the  well-known  oohtic  limestone  of  the 
island  of  Portland  in  the  English  Channel.  As  originally  made  on  the 
banks  of  the  Thames  and  Medway,  it  consists  of  admixtures  of  chalk 
and  clay  dredged  from  the  river  bottoms,  in  the  proportions  of  three 
volumes  of  the  former  to  one  of  the  latter,  though  these  proportions 
may  vary  accordu^  to  the  purity  of  the  chalk.  These  materials  are 
mixed  with  water,  compressed  into  cakes,  dried  and  calcined,  after 
which  it  is  ground  to  a  fine  powder  and  is  ready  for  use.  The 
following  analyses  from  Heath's  Manual  of  Lime  and  Cement  will 
serve  to  show  the  varyii^  composition  of  the  chalk  and  clay  from  the 
English  deposits: 
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It  is  stated  that  the  presence  of  more  than  very  smaU  quantities 
of  sand,  iron  oxides,  or  vegetable  matter  in  the  clay  is  detrimental. 
A  good  cement  mud  before  burning  may  contain  from  68  to  78 
per  cent  of  calcium  carbonate,  21  to  15  per  cent  of  silica,  and  from 
10  to  7  per  cent  of  alumina. 

The  following  analyses  from  the  same  source  as  the  above  serve 
to  show  (I)  the  composition  of  the  clay;  (II)  the  mixed  day  and 
chalk  or  "slurry,"  as  it  is  calfed,  and  (III)  the  cement  powder  pre- 
pared from  the  same: 
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Several  brands  of  Portland  cement  are  manufactured  in  America, 
usually  from  a  mixture  of  materials,  the  proportions  of  which  have 
been  worked  out  by  experiment.  At  the  Coplay  Cement  Works,  in 
Lehigh  County,  Pennsylvania,  a  blue-gray  crystalline  limestone  and 
<lark-gray  more  siUcedus  variety  are  ground  and  mixed  into  the 
desired  proportions,  molded  into  a  brick,  and  burnt  to  the  condition 
of  a  slag.  The  material  is  then  ground  to  a  powder  and  forms  the 
cement. 

The  chemical  composition  of  the  samples  as  given  are  as  follows: 
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An  impure  limestone,  forming  a  portion  of  the  water-lime  group 
<^  the  Upper  Silurian  formations  at  Buffalo,  New  York,  forms  a 
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"natural  cement"  rock  whifh  is  utilized  in  the  manufacture  of  the 
so-called  Buffalo  Portland  Cement.' 

The  so-called  Rosendaie  cement  is  made  from  the  tentaculitc  or 
water  limestones  of  the  lower  Helderburg  group  as  developed  in 
the  township  of  Rosendaie,  Ulster  County,  New  York.  According 
to  Darlon'  there  are  two  cement  beds  in  the  Rosendaie- Whiteport 
region,  at  Rosendaie  the  lower  bed  or  dark  cement  averaging  some 
21  feet  in  thickness  and  the  upper  or  light  cement  ii  feet,  with  14 
to  15  feet  of  water-lime  intervening.  In  the  regjon  just  south  of 
Whiteport  the  upper  white  cement  beds  have  a  thickness  of  1 2  feet 
and  the  lower  or  gray  cement  of  18  feet,  with  19  to  20  feet  of  water- 
lime  beds  between  them.  The  ■  underlying  formation  is  quartzite. 
The  method  of  mining  the  material  from  the  two  beds,  as  well  as 
their  inclination  to  the  horizon,  is  shown  in  Plate  XII. 

Romas  Cement. — The  original  Roman  cement  appears  to  have 
been  made  from  an  admixture  of  volcanic  ash  or  sand  (pozzuolana, 
peperino,  trass,  etc.)  and  lime,  the  proportions  varying  almost 
indefinitely  according  to  the  character  of  the  ash.  The  English 
Roman  cement  is  made  by  calcining  septarian  nodules  dredged  up 
from  the  bottoms  of  Chichester  Harbor  and  off  the  coast  of  Hamp- 
shire, and  from  similar  nodules  obtained  from  the  Whitby  shale 
beds  of  the  Lias  formations  in  Yorkshire  and  elsewhere.  The 
following  analysis  of  the  cement  stone  from  Sheppey,  near  South 
End,  will  serve  to  show  the  character  of  the  material: 

Carbonate  of  lime 64.CX) 

Silica 17.75 

Alumina 6.75 

■  Magnesia 50 

Oxide  of  iron 6.00 

Oxide  of  manganese i.oo 

Water 3.00 


'  Cement  Rock  and  Gypsum  Deposits  in  Buffalo.    J.  Pohlman.    Tnosactions  of  the 
American  Institute  of  Mining  Engineers,  XVII,  1889,  p.  sjo. 
'  Report  of  the  State  Geologist  of  New  York,  I,  1893. 
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The  names  concrete  and  beton  are  applied  to  admixtures  of  mor- 
tar, hydraulic  or  otherwise,  and  such  coarse  materials  as  sand, 
gravel,  fragments  of  shells,  tiles,  bricks,  or  stone.  According  to 
Gillmore  the  matrix  of  the  beton  proper  is  a  hydrauUc  cement, 
while  that  of  the  concrete  is  non- hydraulic.  The  terms  are,  however, 
now  used  almost  synonymously. 

Aside  from  their  uses  as  above  indicated  Umestones  are  used  in 
the  preparation  of  lime  for  fertilizing  purposes.  For  this  purpose, 
as  before,"  the  lime  carbonate  is  reduced  to  the  condition  of  oxide 
by  burning  and  then  allowed  to  become  air-slaked,  when  it  remains 
in  the  condition  of  a  fine  powder  suitable  forJirect  application  to 
the  land  as  is  the  plaster  made  from  gypsum.  A  lime  prepared  by 
burning  oyster  shells  is  utilized  in  a  similar  manner. 
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Chasles  D.  Taheson.     Portland  Cement,  its  Manuiacture  and  Use. 

New  Yo^  1S98,  191  pp. 
Bebkard  L.  Green.     The  Portland  Cement  Industiy  of  the  World. 
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Playing  Marbles.— At  Oberstein  on  the  Nahe,  Saxony,  playing 
marbles  are  made  in  great  quantities  from  limestone-  The  stone  is 
broken  into  square  blocks,  each  of  such  size  as  to  make  a  sphere 
the  size  of  the  desired  marble.  These  cubes  are  then  thrown  into 
a  mill  consisting  of  a  flat,  horizontally  revolving  stone  with  numerous 
concentric  grooves  or  furrows  on  its  surface.  A  block  of  oak  of 
the  same  diameter  as  the  stone  and  resting  on  the  cubes  is  then 
made  to  revolve  over  them  in  a  current  of  water,  the  cubes  being 
thus  reduced  to  the  spherical  form.  The  process  requires  but  about 
fifteen  minutes. 

Lithographic  Limestoae. — For  the  purpose  of  Uthography 
there  is  used  a  fine-grained  homogeneous  limestone,  breaking  with 
an  imperfect,  shell-like  or  conchoidal  fracture,  and  as  a  rule  of  a 
gray,  drab,  or  yellowish  color.  A  good  stone  must  be  sufficiently 
porous  to  absorb  the  greasy  compound  which  holds*  the  ink  and 
soft  enough  to  work  readily  under  the  engraver's  tool,  -yet  not  too 
soft.  It  must  be  uniform  in  texture  throughout  and  be  free  from  all 
veins  and  inequalities  of  any  kind,  in  order  that  the  various  reagents 
used  may  act  upon  all  exposed  parts  aUke.  It  is  evident,  therefore, 
that  the  suitability  of  this  stone  for  practical  purposes  depends 
more  upon  its  physical  than  chemical  qualities.  An  actual  test 
of  the  material  by  a  practical  lithographer  is  the  only  test  of  real 
value  for  stones  of  this  nature.  Nevertheless,  the  analyses  given 
on  the  next  page  are  not  without  mterest  as  showing  the  variation 
in  composition  even  in  samples  from  the  same  locality. 

Localities. — Stones  possessing  in  a  greater  or  less  degree  the 
proper  qualities  for  lithographic  purposes  have  from  time  to  time 
been  reported  in  various  parts  of  the  United  States;  from  near 
Bath  and  Stony  Stratford,  England;  Ireland;  Department  of  Indre; 


sdbvGoO^^lc 


D„ii„.db,Go(5glc 


,db,GoOglc 


0    Q    o     S     K    S 

I  I  I  I  f  i 


CytRBON^TES. 


1   I 


I  f  I  I 

?  1  r  i 


«  I 


n    o 


D„ii„.db,Go(5glc 


148  THE  NON-METALLIC  MINERALS. 

France,  and  also  Silesia,  India,  and  the  British  American  possession;,. 
By  far  the  best  stone,  and  indeed  the  only  stone  which  has  as  yet 
been  found  to  satisfactorily  fill  all  the  requirements  of  the  lithog- 
rapher's art,  and  which  is  the  one  in  general  use  to-day  where^-er 
the  art  is  practiced,  is  found  at  Solenhofen,  near  Pappcnheim,  on  the 
Danube,  in  Bavaria.  These  beds  are  of  Upper  Jurassic  or  Kimmcr- 
idgian  Age  and  form  a  mass  some  80  feet  in  thickness,  though  natu- 
rally not  all  portions  are  equally  good  or  adapted  for  the  same  kind 
of  work.  The  stone  varies  both  in  texture  and  color  in  different 
parts  of  the  quarry,  but  the  prevailing  lints  are  yellowish  Or  drab. 
In  the  United  States  materials  partaking  of  the  nature  of  lithiDgraphic 
stone  have  been  reported  from  Yavapai  County,  Arizona;  Talla- 
dega County,  Alabama;  Arkansas;  Lawrence  County,  Indiana;  near 
Thebes  and  Anna,  Illinois;  James  and  Van  Burcn  counties,  Iowa; 
Hardin,  Estclle,  Kenton,  Clinton,  Meade,  Rowan,  Wayne,  and 
Simpson  counties,  Kentucky ;  near  Saverton,  Ralls  County,  Missouri ; 
Clay  and  Overton  counties,  Tennessee;  Bumet  and  San  Saba 
counties,  Texas;  near  Salt  Lake  City,  Utah,  and  at  Fincastle,  Vir- 
ginia. While,  however,  from  nearly,  if  not  quite  every  one  of  these 
localities,  it  was  possible  to  get  small  pieces  which  served  well  for 
trial  purposes,  each  and  every  one  has  failed  as  a  constant  source 
of  supply  of  the  commercial  article,  and  this  for  reasons  mainly  in- 
herent in  the  stone  itself.  It  is  very  possible  that  ignorance  as 
to  proper  methods  of  quarryii^  may  have  been  a  cause  of  failure 
in  some  cases. 

The  Arizona  stone  is  one  of  the  recent  discoveries,  and  according 
to  first  reports  seems  also  most  promising.  Samples  of  the  stone 
submitted  to  the  writer,  as  well  as  samples  of  work  done  upon  it, 
seemed  all  that  could  be  desired.  It  is  stated  by  Mr.  W.  F.  Blandy 
that  the  quarries  are  situated  on  the  east  slope  of  the  Verdi  range, 
about  2  miles  south  of  Squaw  Peak  and  at  an  elevation  of  about 
1,200  feet  above  the  Verdi  Valley,  40  miles  by  wagon  road  east  of 
Prescott,  Two  quarries  have  thus  far  been  opened  in  the  same 
strata,  about  1,000  feet  apart,  the  one  showing  two  layers  or  beds 
384  feet  in  thickness,  and  the  other  three  beds  3,188  feet  in  thick- 
ness. As  at  present  exposed  the  beds,  which  are  of  Carboniferous  Age, 
are  broken  by  nearly  vertical  fissures  into  blocks  rarely  4  or  5  feet 


sdbvGoO^^lc 


CARBONATES.  149 

in  length.  Owing  to  the  massive  fonn  of  the  beds  and  the  conchoidal 
fracture  the  stone  can  not  be  split  into  thin  slabs,  but  must  be  sawn. 
No  satisfactory  road  yet  exists  for  its  transportation  in  blocks  of 
any  size,  and  such  material  as  has  thus  far  been  produced  is  in 
small  slabs  such  as  can  be  "packed."  Those  who  have  inspected 
the  properties  express  themselves  as  satisfied  that  blocks  of  good 
size  and  satisfactory  quality  can  be  had  in  quantity. 

The  Alabama  stone  as  examined  by  the  writer  is  finely  granular 
and  too  friable  for  satisfactory  work.  Qualitative  tests  showed 
it  to  be  a  siliceous  magnesian  limestone.  It  is,  of  course,  possible 
that  the  single  sample  shown  does  not  fairly  represent  the  product. 
The  Arkansas  deposit  is  situated  in  Township  14"  N,,  R.  15"  W.  of 
the  5lh  p.m.,  sections  14,  23,  and  24,  Searcy  County.  The  color  is 
darker  than  that  of  the  Bavarian  stone.  The  reports  of  those  who 
have  tested  it  are  represented  as  being  uniformly  favorable. 

The-IUinois  stone  is  darker,  but  to  judge  from  the  display  made  in 
the  Illinois  building  at  the  World's  Columbian  Exposition,  1893,  is 
capable  of  doing  excellent  work  and  can  be  had  in  slabs  of  good  size. 

The  Indiana  stone  is  harder  than  the  Bavarian,  and  samples 
examined  were  found  not  infrequently  traversed  by  fine,  hard  veins 
of  calcite. 

The  stone  from  Saverton,  Missouri,  is  compact  and  fine  grained, 
with,  however,  fine  streaks  of  calcite  running  through  it.  It  leaves 
only  a  small  brownish  residue  when  dissolved  in  dilute  acid.  This 
stone  has  been  worked  quite  successfully  on  a  small  scale.  The 
State  geologist,  in  writing  on  the  subject,  says:*  "Some  of  the 
beds  of  the  St.  Louis  limestone  (Subcarboniferous)  have  been 
successfully  used  for  lith{^raphic  work.  No  bed  is,  however, 
uniformly  of  the  requisite  quality,  and  the  cost  of  selection  of 
available  material  would  seem  to  preclude  the  development  of  an 
industry  for  the  production  of  lithographic  stone." 

From  the  deposit  at  Overton,  Tennessee,  it  is  stated  slabs  40  by 
60  inches  by  3}  inches  thick  were  obtained,  though  little,  if  anything, 
is  now  being  done.  An  analysis  of  this  stone  is  given  in  the  table. 
Other  promising  finds  are  reported  from  McMinn  County,  in  the 

>  Bulletui  No.  3,  Geological  Surrey  of  Missouri,  1890,  p.  38. 
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same  State.  According  to  the  State  geological  reports,  the  stone  lies 
between  two  beds  of  variegated  marble.  The  stratum  is  thought 
to  run  entirely  through  the  county,  but  some  of  the  stone  is  too  bard 
for  lithographic  purposes.  The  best  is  found  8  miles  east  of  Athens 
on  the  farm  of  Robert  Cochrane,  and  a  quarry  has  been  opened  by 
a  Cincinnati  company,  which  pays  a  royalty  of  $250  per  annum. 
It  is  sold  for  nearly  the  same  price  as  the  Bavarian  stone.  It  is  a 
calcareous  and  argillaceous  stone,  formed  of  the  finest  sediment,  of 
unifonn  texture,  and  possesses  a  pearl-gray  tint.  The  best  variety 
of  this  stone  has  a  conchoidal  fracture  and  is  free  from  spots  of  all 
kinds. 

In  Meade  County,  Kentucky,  the  stone  furnishing  the  best 
Uthographic  material  occurs  *  in  a  nearly  horizontal  layer  about  3 
feet  in  thickness.  The  entire  output  is  stated  to  be  "of  good  quality 
for  an  engraving  and  printing  base  for  certain  classes  of  work."  The 
stone  is  of  a  blue-gray  color,  can  be  had  in  large  sizes,  and  is  being 
quite  generally  used  in  the  south  and  southwest,  where  it  is  stated 
to  compare  very  favorably  with  the  imported  Bavarian  material.  The 
quarries  are  operated  by  the  American  Lithographic  Stone  Company, 
located  at  Brandenbui^.  In  Rowan  County  the  stone,  according  to 
E.  O.  Ulrich,*  occurs  in  neariy  horizontal  layers  interstratified  with 
yellow  limestone,  arenaceous  odlite,  and  shales  belonging  to  the 
St.  Louis  division  of  the  Subcarboniferous  formations.  The  quarries 
now  devdoped  lie  east  and  across  the  river  from  the  town  of  Yale. 
The  bed  yielding  lithographic  material  is  some  15  feet  in  thick- 
ness, and  is  overlaid  by  an  equal  thickness  of  stripping.  The 
presence  of  flattened  nodules  of  flint  form  the  chief  drawback  as  the 
quarry  is  at  present  developed.  The  stone  has  been  tested  in  the 
lithographic  department  of  the  U.  S.  Geol(^cal  Survey  and  found 
satisfactory. 

A  lithographic  stone  is  described  in  the  State  survey  reports  of 
Texas  as  occurring  at  the  base  of  the  Carboniferous  formations  near 
Sulphur  Springs,  west  of  Lampasas,  on  the  Colorado  River,  and  to 
be  traceable  by  its  outcrops  for  a  distance  of  several  miles,  the  most 

'  S.  J.  Kubel,  EagineeriQg  and  Mining  Journal,  November  33,  1901,  p.  668. 
>  En^eeriug  and  Mining  Journal,  June  98,  1901,  p.  S95. 
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favorable  showing  being  near  San  Saba.  The  texture  of  the  stone 
is  good,  but  as  it  is  filled  with  fine  reticulating  veins  of  calcite,  and  as 
moreover  the  Uthographic  layer  itself  is  only  some  6  sr  8  inches  in 
thickness,  it  is  obvious  that  Uttle  can  be  expected  from  this  source. 
A  stone  claiming  many  points  of  excellence  has  for  some  years 
been  known  to  exist  in  the  Wasatch  range  within  a  few  miles  of 
Salt  Lake  City,  and  several  companies  are  or  have  been  engaged  in 
its  exploitation. 

Very  encouraging  reports  of  beds  examined  by  men  whose  opin- 
ions should  be  conservative,  come  from  Canadian  sources,  and  it  is 
possible  a  considerable  industry  may  yet  be  here  developed,  though 
little  b  being  done  at  present.  The  descriptions  as  given  in  the 
geol(^cal  reports  are  as  follows:' 

"The  Uthographic  stones  of  the  townships  of  Madoc  and  Mar- 
mora and  of  the  counties  of  Peterboro  and  Bruce  have  been  examined 
and  practically  tested  by  Uthographers,  and  in  several  cases  pro- 
nounced of  good  quality;  they  have  also  obtained  medals  at  various 
exhibitions.  They  were  obtained  from  the  surface  in  small  quarries, 
and  possibly  when  the  quarries  are  more  developed  better  stones,, 
free  from  'specks'  of  quartz  and  calcite,  will  be  available  in  large 
slabs." 

It  should  be  stated  that  in  actual  use  the  principal  demand  is 
for  stones  some  23  or  28  by  40  inches;  the  largest  ones  practically 
used  are  some  40  by  60  inches  and  3  to  3J  inches  thick.  The  better 
grades  sell  as  high  as  33  cents  a  pound. 

3.  DOLOMITE. 

This  is  a  carbonate  of  calcium  and  m^nesium  (Ca,Mg),  C0|,« 
calcium  carbonate,  54-35  percent;  magnesium  carbonate  45.65  per 
cent.  Hardness  3.5  to  4;  specific  gravity,  3.8  to  3.9;  colors  when 
pure,  white,  but  often  red,  green,  brown,  gray  or  black  from  impuri- 
ties. Dolomite,  like  calcite,  occurs  in  massive  beds  or  strata  either 
compact  or  coarsely  crystalline,  and  is  to  the  eye  alone  often  indis- 
tinguishable from  that  mineraL    Like  limestone,  the  dolomites  occur 

*Geak)g7  of  Canada,   1863. 
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in  massive  forms  suitable  for  building  purposes,  or  in  some  cases  as 
marble.  From  the  limestone  they  may  be  distinguished  by  their 
increased  haiflness  and  by  being  insoluble  in  cold  dilute  hydrochloric 
acids.  The  dolomites,  like  the  limestones,  are  sedimentary  rocks, 
though  it  is  doubtful  if  the  original  sediments  contained  sufficient 
magnesium  carbonate  to  constitute  a  true  dolomite.  They  are 
regarded  rather  as  having  resulted  from  the  aheration  of  limestone 
strata  by  the  replacement  of  a  part  of  the  calcium  carbonate  by 
carbonate  of  magnesium. 

Uses. — Aside  from  its  use  as  a  building  material,  dolomite  has 
of  late  come  into  use  as  a  source  of  magnesia  for  the  manufacture  of 
highly  refractory  materials  for  the  linings  of  converters  in  the  basic 
processes  of  steel  manufacture.  According  to  a  writer  in  the  Indus- 
trial World'  the  magnesia  is  obtained  by  mixing  the  calcined  dolo- 
mite with  chloride  of  magnesia,  whereby  there  is  formed  a  soluble 
calcic  chloride  which  is  readily  removed  by  solution,  leaving  the 
insoluble  magnesia  behind.  According  to  another  process  the  cal- 
cined dolomite  is  treated  with  dissolved  sugar,  leading  to  the  forma- 
tion of  sugar  of  lime  and  deposition  of  the  magnesia;  the  solution 
of  sugar-of  lime  is  then  exposed  to  carbonic  acid  gas,  which  separates 
the  lime  as  carbonate,  leaving  the  sugar  as  refuse.  Recently  it  has 
been  proposed  to  use  magnesia  as  a  substitute  for  plaster  of  Paris 
for  casts,  etc. 

The  snow-white  coarsely  crystalline  Archean  dolomite  com- 
mercially known  as  snowflake  marble,  and  which  occurs  at  Pleasant- 
ville,  in  Westchester  County,  New  York,  is  finely  ground  and  used 
as  a  source  of  carbonic  acid  in  the  manufacture  of  the  so-called 
soda  and  other  carbonated  waters. 

3.    HAGNESITE. 

This  is  a  carbonate  of  magnesium,  MgCO,,  — carbon  dioxide, 
52.4  per  cent;  magnesia,  47.6  per  cent.  Usually  contaminated 
with  carbonates  of  iron  and  free  silica. 

The  following  analysis  will  serve  to  show  the  average  run  of 
the  material,  both  in  the  crude  state  and  after  calcining: 

'June  I,  1893. 
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Crude  magnesiU. 
Carbonate  of  magnesia. . 

Carbonate  of  lime 

Carbonate  of  iron 

Manganons  oxide 

Burnt  magnailt. 
Magnesia 

Alumina  and  ferric  oiiilr 
Silica 


The  mineml  occurs  rarely  in  the  form  of  crystals,  but  is  commonly 
in  a  compact,  finely  granular  condition  of  white  or  yellowish  color 
somewhat  resembling  unglazed  porcelain,  and  more  rarely  crystal- 
line granular,  like  limestone  or  dolomite. 

It  is  hard  (3.5  to  4.5)  and  brittle,  with  a  vitreous  luster,  and  is 
unacted  upon  by  cold,  but  dissolves  with  brisk  effervescence  in  hot 
hydrochloric  acid. 

Localities  and  mode  oj  occurrence. — Most  commonly  the  mineral 
is  found  in  the  form  of  irregular  veins  in  serpentinous  and  other 
magnesian  rocks,  being  a  decomposition  product  either  of  the  ser- 
pentine itself  or  of  the  original  rock  from  which  the  serpentine  is 
derived.  It  is  also  found  in  granular  aggregates  disseminated 
throughout  serpentinous  rocks.  It  is  stated  by  Dana  to  occur 
associated  with  gypsum. 

Professor  W.  P.  Blake  has  described'  immense  beds  of  very  pure 
magnesite  as  occurring  in  the  foothills  of  the  Sierra  Nevadas,  between 
Four  and  Moorecreeks,  in  what  is  now  Tulare  County  California. 
The  beds  are  from  i  to  6  fee!  in  thickness  and  are  interstratified 
■with  talcose  and  chloritic  schists  and  serpentine.  Mr.  H.  G.  Hanks, 
who  has  since  inspected  these  deposits,  reports  them  as  existing  in 
several  hills  or  low  mountains,  the  mineral  cropping  out  boldly  in 
distinct  and  cleariy  marked  veins,  varying  from  2  inches  to  4  feet, 
and  of  a  maximum  length,  as  exposed,  of  500  feet-    In  section  5, 

1  Pacific  Railroad  Reports,  V,  p.  308. 
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T.  15  S.,  R.  34  £.,  Fresno  County,  Califom'a,  there  is  s'ated*  to  be 
a  lai^e  vein  of  the  material  averaging  10  feet  in  width,  incased  in 
homblendic  and  micaceous  shales.  A  white  marble-like  ciystalline 
granular  variety  has  been  found  in  the  form  of  drift  bowlders  on  an 
island  in  the  St.  Lawrence  River  near  the  Thousand  Islands  Park. 
According  to  Canadian  geologists,  magnesite  forming  rock  masses 
occurs  associated  with  the  dolomites,  serpentines,  and  streatites  of 
the  eastern  townships  of  Quebec.  In  Bolton  it  occurs  in  an  enor- 
mous bed  resembling  crystalline  limestone  in  appearance.  An 
analysis  of  this  yielded:  Carbonate  of  magnesia,  59.13  per  cent; 
carbonate  of  iron,  8.72  per  cent;  silica,  33.20  per  cent.  In  the 
township  of  Sutton  a  slaty  variety  yielding  as  high  as  80  per  cent 
of  carbonate  of  magnesium  occurs  admixed  wi'h  feldspar  and  green 
chromiferous  mica.  In  Styria  the  matenal  lies  in  Silurian  beds 
consisting  of  argillaceous  shales,  quartzites,  dolomites,  and  lime- 
stones, resting  upon  gneiss.  The  extensive  deposit  of  mi^esite 
occurring  associated  with  Subcarboniferous  limestones  in  the  Swiss 
Tyrol  is  r^arded  by  M.  Koch'  as  due  to  a  decomposition  of  the 
original  limestone  through  percolating  magnesia-bearing  solutions. 
Magnesia  being  the  stronger  base  replaces  the  lime,  which  is  carried 
away  in  solution. 

The  chief  locaUties  of  magnesite,  native  and  foreign,  are  as 
foUows:  Maryland,  Bare  Hills,  Baltimore  County.  New  Jersey, 
Hoboken.  Massachussets,  Roxbury.  New  York,  near  Rye,  West- 
chester County;  Warwick,  Qrai^e  County;  Stony  Point,  Rockland 
County;  New  Rochelle,  Westchester  County;  Serpentine  Hills, 
Staten  Island.  North  Carolina,  Webster,  Jackson  County;  Hamp- 
tons, Yancey  County,  McMakins  Mine,  Cabarrus  County.  Penn- 
sylvania, Goat  Hill,  West  Nottingham,  Chester  County;  Scott's 
Mine,  Chester  County;  Low's  Chrome  Mine,  Lancaster  County. 
Califorina,  Coyote  Creek,  near  Madison  Station,  Southern  Pacific 
Railroad,  Santa  Clara  County;  Gold  Run,  Iowa  Hill,  and  Damascus' 
Placer  County;  Arroyo  Sero,  Monterey  County;  Mariposa  and 
Tuolumne  counties;    Diablo  Range,  Alameda    County;  'between 


■Tenth  Annual  Report  of  the  State  Mineralo^t  of  California,  1S90,  p.  185. 
'Zdtschriit  der  Deutschen  Geologischen  Gesellachafl.  XLV,  Pt.  a,  1893,  p.  994. 
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Four  Creek  and  Moore's  Creek,  near  Visalia,  Tulare  County; 
Alameda  County;  Napa  County;  MUIcreek,  Fresno  County,  Wash- 
ington, Spokane  County.  Sutton,  Quebec,  lot  12,  range  7;  Bolton, 
Quebec.  Regla,  near  Havana,  Cuba.  K&nigsberg,  Norway.  Pied- 
mont, Italy,  Bingera  Diamond  Fields,  New  South  Wales,  Victoria, 
South  Australia.  Kosewitz  and  Frankenstein,  Silesia.  Styria,  in 
Austria-Hungary.     Greece, 

Uses. — Magnesite  is  used  in  the  preparation  of  magnesian  salts 
(Epsom  salts,  magnesia,  etc.),  in  the  manufacture  of  paint,  paper, 
and  fire-brick.  For  the  last-named  purpose  it  is  said  to  answer 
admirably,  particularly  where  a  highly  refractive  material  is  needed, 
as  in  the  so-called  basic  process  of  iron  smelting. 

"  Magnesia  made  from  the  carbonate  (magnesite)  by  driving 
off  the  carbonic  acid  is  very  refractory  if  pure.  It  is  made  into  any 
shape  that  is  required,  and  is  one  of  the  most  refractory  of  substances. 
It  was  formerly  very  difficult  to  get  the  carixmate  of  magnesia,  but 
large  quantities  of  it  have  been  found  on  the  island  of  Eubcea,  so 
that  it  can  now  be  had  for  $15  to  $25  per  ton,  instead  of  $60  to  $70 
as  formerly.  It  can  be  calcined  at  a  less  cost  than  ordinaiy  lime, 
losing  half  of  its  weight,  so  that  if  calcined  before  it  is  transported 
the  cost  may  be  still  further  reduced.  It  contains  a  little  Ume, 
silicates  of  iron,  and  some  serpentine  and  silica.  After  calcination, 
the  serpentine  and  silica  can  be  separated,  as  it  is  easily  crushed, 
but  the  most  of  the  work  can  be  done  by  hand-picking  beforehand. 
Before  moulding  it  must  be  submitted  to  about  the  temperature  it  is 
to  undergo  in  the  furnace,  otherwise  it  would  contract.  It  is  then 
mixed  with  a  certain  portion  of  less-calcined  material,  which  is  one- 
sixth  for  steel  fusion,  and  10  to  1$  per  cent  water  by  weight,  and 
pressed  in  iron  moulds.  If  for  any  reason — either  because  there 
was  too  much  or  too  little  water,  or  because  the  material  was  not 
properly  mixed,  or  contains  silica — the  crucible  is  not  strong  enough, 
it  has  only  to  be  dipped  in  water  which  has  been  saturated  with 
boracic  acid  and  then  heated."* 

Twenty  or  more  yeais  ago  the  mineral  was  mined  from  serpen- 

'T.  Eglestoo,  Transactions  of  the  Aroericui  Institute  of  Mining  Engineers,  IV, 
1876,  p.  »6i. 
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tinous  rocks  in  Lancaster  County,  Pennsylvania,  by  McKim,  Sines 
&  Co.,  of  Baltimore,  by  whom  it  was  used  for  the  manufacture  of 
Epsom  salts  (sulphate  of  magnesia) 

Although  it  is  said'  that  these  gentlemen  made  a  pure  salt  at 
less  price  than  it  could  be  imported,  and  thereby  excluded  the  foreign 
material  almost  exclusively,  the  mines  are  now  wholly  abandoned. 
Isaac  Tyson  &  Co.,  of  the  same  city,  also  operated  mines  in  Lan- 
caster County. 

"  Early  in  the  fall  of  18S6  a  small  force  of  men  was  set  to  work 
on  the  deposits  of  magnesite  discovered  on  Cedar  Mountain,  Alameda 
County,  California.  Since  that  time  several  carloads  of  the  mineral 
have  been  gotten  out  and  shipped  by  rail  to  New  York,  these  de- 
posits being  only  a  few  miles  from  the  line  of  the  Central  Pacific 
Railroad.  The  mineral  occurs  here  in  a  decomposed  serpentine 
rock  and  in  a  yellow  clay  in  which  are  embedded  large  bowlders. 
It  lies  in  pockets  and  small  veins,  the  latter  running  in  every  direction. 
The  richest  spots  are  found  under  the  bowlders,  where  the  mineral 
is  quite  pure.  A  machine  is  used  to  sift  out  the  small  stones  from  the 
powdered  magnesite,  a  good  deal  of  which  is  met  with.  A  number 
of  veins  of  this  mineral  has  been  exposed  by  the  occurrence  of  land- 
slides on  the  side  of  the  mountain  where  they  are  situated;  only  a. 
few  of  them,  however,  contain  good  mineral,  nor  is  there  any  cer- 
tainty as  to  how  long  these  will  last.  The  claims  are  being  opened 
by  tunnels,  of  which  two  have  been  started.  The  process  of  gather- 
ing this  mineral  is  slow,  as  every  piece  has  to  be  cleaned  by  hand, 
and  the  whole  has  to  be  carefully  assorted  according  to  purity. 
Having  been  divided  into  three  classes,  it  is  put  up  in  sacks  weighing 
from  80  to  100  pounds  each  This  sacking  is  prcUminary  not  only  to 
shipping  but  to  getting  it  down  from  the  hiountains,  which  can  be 
done  only  on  the  backs  of  animals  While  carbonate  of  magnesia 
occurs  at  a  great  many  places  in  California  and  elsewhere  on  the 
Pacific  coast,  the  above  is  the  only  deposit  of  this  mineral  that  is 
being  worked.  An  artificial  article  of  this  kind  is  obtained  as  a  by- 
product in  the  manufacture  of  salt  by  the  Union  Pacific  Salt  Com- 
pany of  California."  ' 

'  Report  C.  C.  C.     Second  Geological  Survey  of  Pennsylvania,  p.  178. 
>  Mineral  Resources  of  the  United  Slates,  1S86,  p.  6g6. 
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Th,  Schlossing  has  proposed '  to  utilize  magnesian  hydrate 
obtained  by  precipitation  from  sea  water  by  lime  for  the  preparation 
of  fire-brick,  the  hydrate  being  first  dehydrated  by  calcination  at  a 
white  heat,  after  which  it  is  made  up  into  brick  form. 

According  to  the  Industrial  World  '  magnesite  as  a  substitute 
for  barile  in  the  manufacture  of  paint  is  likely  to  prove  of  impor 
tance.  The  color,  weight,  and  opacity  of  the  powder  add  to  its 
value  for  this  purpose.  In  Europe  it  is  stated  the  material  is  used 
as  an  adulterant  for  the  cheaper  grades  of  soap. 

Prices. — During  1892  the  material,  96  to  98  p^r  cent  pure,  was 
quoted  as  worth  $9  to  $15  a  ton  in  New  York  City.  Material 
containing  as  high  as  15  to  30  per  cent  silica  and  8  to  10  per  cent 
of  iron  is  said  to  be  practically  worthless.  Crude  magnesite  is 
quoted  as  worth  from  $3  to  $4  a  ton  at  the  mines, 

4.   WTTHERITE. 

This  is  a  carbonate  of  barium  of  the  formula  BaCo,, —baryta, 
77.7  per  cent,  carbon  dioxide,  23.3  per  cent.  Color,  white  to  yellow 
or  gray,  streak  white;  translucent.  Hardness,  3  to  3.75;  specific 
gravity,  4.29  to  4.35.  When  cryst^ized,  usually  in  form  of 
hex^onal  prisms,  with  faces  rough  and  longitudinally  striated. 
Common  in  globular  and  botryoidal  forms,  amorphous,  columnar, 
or  granular  in  structure.  The  powdered  mineral  dissolves  readily 
in  hydrochloric  acid,  like  calcite,  but  is  easily  distinguished  from 
this  mineral  by  its  great  weight  and  increased  hardness,  as  well  as  by 
its  vitreous  luster  and  lack  of  rhomboidal  cleavage,  which  is  so 
pronounced  a  feature  in  calcite.  From  barite,  the  sulphate  of  barium, 
with  which  it  might  become  confused  on  account  of  its  high  specific 
gravity,  it  is  readUy  distinguished  by  its  solubility  in  acids  as  above 
noted.  From  stronfianite  it  can  be  distinguished  by  the  green  color 
it  imparts  to  the  blow-pipe  flame. 

Localities  and  mode  0}  occurrence. — The  mineral  occurs  appar- 
ently altogether  as  a  secondary  product  filling  veins  and  clefts  in  older 
rocks  and  often  forming  a  portion  of  the  gangue  material  of  metal- 
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liferous  deposits.  The  principal  localities  as  given  by  Dana  are 
Alston  Moor,  Cumberland,  where  it  h  associated  with  galena;  in 
large  quantities  at  Fallowfield,  near  Hexam  in  Northumberland;  at 
Anglezarke  in  Lancashire;  at  Arkendale  in  Yorkshire,  and  near 
St.  Asaph  in  Flintshire,  England;  Tamowitz,  Silesia;  Szlana, 
Hungary;  Leogang  in  Salzbut;g;  the  mine  of  Arqueros  near  Co- 
quimbo,  Chile;  L.  Etang  Island;  near  Lexington,  Kentucky,  and 
in  a  silver-bearing  vein  near  Rabbit  Mountain,  Thunder  Bay,  Lake 
Superior. 

Uses.— The  mineral  has  been  used  to  but  a  slight  extait  in  the 
arts.  As  a  substitute  for  lime  it  has  met  with  a  limited  appUcation 
n  making  plate  glass,  and  is  also  said  to  have  been  used  in  the  manu- 
acture  of  beet-sugar,  but  is  now  being  superseded  by  magnesite. 

5.  STRONTIAOTTE. 

This  is  a  carbonate  of  strontium,  SrCO^^  carbon  dioxide,  39.9 
per  cent;  strontia,  70.1  per  cent.  Often  impure  through  the  presence 
of  carbonates  and  sulphates  of  barium  and  calcium.  Colors,  white 
to  gray,  pale  green,  and  yellowish.  Hardness,  3.5  to  4.  Specific 
gravity  3.6  to  3.7.  Transparent  to  translucent.  When  crystallized 
often  in  acute,  spear-shaped  forms.  Also  in  graunlar,  fibrous,  and 
columnar  globular  forms.  Soluble  hke  calcite  in  hydrochloric  acid, 
with  effervescence,  but  readily  distinguished  by  its  cleavage  and 
greater  density.  The  powdered  mineral  when  moistened  with  hydro- 
ch'oric  acid  and  held  on  a  platinum  wire  in  the  flame  of  a  lamp 
imparts  to  the  flame  a  very  characteristic  red  color. 

Occurrence. — According  to  Dana  the  mineral  occurs  at  Strontian 
in  Argyllshire,  in  veins  traversing  gneiss,  along  with  galena  and 
barite;  in  Yorkshire,  England;  at  the  Giant's  Causeway,  Ireland; 
Clausthal  in  the  Harz;  Braunsdorf,  Saxony;  Leogang  in  Salzburg; 
near  Brixlegg,  Tyrol;  near  Hamm  and  MUnster,  Westphalia.  In 
the  United  States,  at  Schoharie,  New  York,  in  the  form  of  granular 
and  columnar  masses  and  also  in  crystals,  formii^  nests  and  geodes 
in  the  hydraulic  limestone;  at  Clinton,  Oneida  County;  Chaumont 
Bay  and  Theresa,  Jefferson  County;  and  MifSin  County,  Peimsyl- 
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Vtes. — Strontianiter  30  far  as  the  writer  has  information,  has  but 
a  limited  application  in  the  arts.  It  is  stated  *  that  "  basic  bricks" 
are  prepared  from  it  by  mixing  the  raw  or  burnt  stroatianite  with 
clay  or  argillaceous  ironstone  in  such  proportions  that  the  brick 
shall  contain  about  10  per  cent  of  silica,  and  then  working  it  into  a 
pkstic  mass  with  tar  or  some  heavy  hydrocarbon.  After  molding, 
the  bricks  are  dusted  with  fine  clay  or  ironstone,  dried,  and  burned. 
The  effect  of  the  dusting  is  to  form  a  glaze  on  the  surface,  which 
protects  the  brick  from  the  moisture  of  the  air.  Like  celestite,  it 
is  also  used  in  the  production  of  the  red  fire  of  fireworks.  The 
demand  for  the  material  is  small,  and  the  price  but  from  $9.50  to 
$4  a  ton. 

6.  ehodochsosite;  dialogite. 

This  is  a  pure  manganese  carbonate  of  the  formula  MnCO^-* 
carbon  dioxide,  38.3  per  cent;  manganese  protoxide,  61.7  per  cent. 
The  color  is  much  like  that  of  rhodonite  (see  p.  204),  from  which, 
however,  it  is  readily  distinguishable  by  its  rhombohedral  form, 
inferior  hardness  (3.5  to  4.5),  and  property  of  dissolving  with  effer- 
vescence in  hot  hydrochloric  acid,  while  rhodonite  is  scarcely  at 
all  attacked.  The  mineral  is  a  common  constituent  of  the  gangue 
of  gold  and  silver  ores,  as  at  Butte,  Montana;  Austin,  Nevada,  etc. 
So  far  as  known  the  mineral  has  as  yet  no  commercial  value. 

7.   NATSON,  THE  NITKDU  OP  THE  ANCIENTS. 

This  is  a  hydrous  sodium  carbonate,  Na,COi+ioH,0,vcarbon 
dioxide,  15.4  per  cent;  soda,  ai.7  per  cent;  water,  63.9  per  cent. 
Occurs  in  nature,  according  to  Dana,  only  in  solution,  as  in  the 
soda  lakes  of  Egypt  and  elsewhere,  or  mixed  with  other  sodium  car- 
bonates. The  artificially  crystallized  material  is  of  white  color 
when  pure,  soft,  and  brittle,  and  with  an  alkaline  taste.  Crystals, 
thin,  tabular,  monodinic  Thennonatrite,  also  a  hydrous  sodium 
carbonate  of  the  formula  Na,CO,+H,0,-°carboo  dioxide,  35.5 
per  cent;  soda,  50  per  cent,  and  water  14.5  per  rant,  occurs  under 
similar  conditions,  and  is  considered  as  derived  from  natron  as  a 

'  Jouinal  of  the  Society  of  Chemical  Industrj,  III,  i8S4>  P-  33. 
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product  of  efflorescence.     (See  further  under  Sodium  sulphates, 
P-  333-) 

8.   TKONA;  UiAO. 

This  is  a  hydrous  sodium  carbonate,  corresponding  to  the  for- 
mula Na,CO,.HNaCO,+2H,0,  =  carbon  dioxide,  38.9  per  cent; 
soda,  41.2  per  cent;   water,  19.9  per  cent. 

Found  in  nature  as  an  efflorescence  or  incrustation  from  the 
evaporation  of  lakes,  particularly  those  of  arid  regions.  W.  P. 
Blake  has  recently  described '  crude  carbonate  of  soda  (Trona) 
occurring  in  the  central  portion  of  a  basin-shaped  depression  or 
dry  lake  in  southern  Arizona,  near  the  head  of  the  Gulf  of  California. 
The  deposit  covers  an  area  of  some  6c  acres  to  a  depth  of  from  1  to 
3  feet,  the  lower  portion  being  saturated  with  water  from  a  solution 
so  strong  that  when  exposed  to  the  air  soda,  is  deposited  at  the  rate 
of  an  inch  in  thickness  for  every  ten  days.  In  its  native  condition 
the  soda  is  naturally  somewhat  impure,  from  silt  blown  in  from 
the  surrounding  land.  The  analysis  given  below  shows  the  general 
average: 

Sand,  silt,  etc 13-00 

Iron  oxides  and  alumina. 2.80 

Lime 1.14 

Salt  (NaCl  ?) 4. 70 

Sulphate  of  soda 4. 70 

Carbonate  of  soda 73-66 

100.00 
See  further  under  Themardite,  p.  336. 

VI.  SILICATES. 

t.   FELDSPAfiS. 

The  name  feldspar  is  given  to  a  group  of  minerals  resembling 
each  other  in  being,  chemically,  silicates  of  aluminum  with  varying 
amounts  of  lime  and  the  alkalies  potash  and  soda.  All  members 
of  the  group  have  in  common  two  easy  cleavages  whereby  they 
spUt  with  even,  smooth,  and  shining  surfaces  along  planes  inclined 

'  EngiDceriug  and  Miniiig  Journal,  LXV,  1898,  p.  iSS. 
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to  one  another  at  angles  of  nearly  if  not  quite  90*.  They  vary 
from  transparent  throi^h  translucent  to  opaque,  the  opaque  form 
being  the  more  frequent.  In  colors  they  range  from  clear  and 
colorless  through  white  and  all  shades  of  gray  to  yellowish,  pink,  and 
red,  more  rarely  greenish. 

On  prolonged  exposures  to  the  weather  they  become  whitish 
and  opaque,  gradually  decomposing  into  ,  soluble  carbonates  of 
hme  and  the  alkalies,  and  soluble  silica,  any  one  of  which  may  be 
wholly  or  in  part  removed  by  percolating  waters,  leaving  behind  a 
residual  product,  consisting  essentially  of  hydrous  silicates  of  alu- 
mina, to  which  the  names  kaoUn  and  clay  are  given  (see  p.  217). 
The  hardness  of  the  feldspars  varies  from  5  to  7  of  Dana's  scale; 
specific  gravity  2.5  to  2.8  They  are  fusible  only  with  difficulty,  and 
with  the  exception  of  the  mineral  quartz  are  the  hardest  of  the 
common  light-colored  minerals.  From  quartz  they  are  readily 
distinguished  by  their  cleavage  characteristics  noted  above.  Geolog- 
ically the  feldspars  belong  to  the  gneisses  and  eruptive  rocks  of 
all  ages,  certain  varieties  being  characteristic  of  certain  rocks  and 
furnishing  important  data  for  schemes  of  rock  classification.  Nine 
principal  varieties  are  recognized  which  on  crystalJographic  grounds 
are  divided  into  two  groups.  The  first,  crystallizing  in  the  mono- 
dinic  system,  including  only  the  varieties  orthoclase  and  hyalophane; 
the  second,  crystallizing  in  the  triclinic  system,  including  micro- 
dime,  anorthoclase,  and  the  albite-anorthite  series,  albite,  oligo- 
clase,  andesine,  labradorite,  and  anorthite.  The  above-mentioned 
properties  are  set  forth  in  the  accompanying  table. 
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Of  the  above  those  which  most  concern  us  here  are  the  potash 
feldspars  orthodase  and  microcline,  two  varieties  which  for  our  pur- 
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poses  aie  essentially  identical  botti  as  regards  compositioo  and 
general  physical  properties  as  well  as  mode  of  occurrence.  Indeed, 
although  crystallizing  in  different  systems  they  are  as  a  rule  indis- 
tinguishable but  by  microscopic  means  or  by  careful  crystallo- 
graphic  measurements. 

Ocfurrence. — The  feldspars  are  common  and  abundant  constitu- 
ents of  the  acid  rocks — such  as  the  granites,  gneisses,  syenites — the 
orlhoclase  and  quartzose  porphyries,  and  the  Tertiary  and  modem 
lavas — such  as  trachyte,  phonolite,  and  the  liparites. 

Among  the  older  rocks  they  not  infrequently  occur  in  large  veins 
or  dike-like  masses  of  coarse  pegmatitic  crystallization,  the  indi- 
vidual crystals  being  in  some  cases  a  foot  or  more  in  diameter. 
The  associated  minerals  are  quartz  and  white  mica,  with  beryl, 
tourmaline,  garnet,  and  a  great  variety  of  rarer  minerals.  The 
ordinary  white  mica  of  commerce  comes  from  deposits  of  this  nature 
and  often  the  two  minerals  are  mined  contemporaneously.  Such 
of  our  feldspars  as  have  yet  been  worked  for  economic  purposes 
occur  associated  only  with  the  older  rocks — the  granites  and  gneisses 
of  the  Archean  and  Lower  Paleozoic  formations. 

Near  Topsham,  Maine,  is  one  of  these  pegmatitic  veins,  running 
parallel  with  the  strike  of  gneissoid  schists  in  which  it  lies,  i.e., 
northeast  and  southwest.  The  vein  material  is  quartz,  feldspar, 
and  mica.  The  quarry,  as  described  by  R.  L.  Packard,  is  in  the  form 
of  an  open  cut  in  the  hillside,  being  some  300  feet  loi^  by  100  feet 
wide,  and  of  very  irregular  contours.  The  present  floor  and  the 
sides  of  the  cut  are  of  feldspar,  containing  irregular  bodies  of  quartz 
and  mica,  the  first  named  occurring  in  large  masses  entirely  free 
from  other  minerals,  though  a  second  grade  is  taken  out  which  is  in 
reality  an  intimate  mixture  of  quartz  and  feldspar. 

The  quartz  occurs,  besides  as  mentioned  above,  in  the  form  of 
irregular  bodies,  sometimes  6  or  8  feet  across  and  15  feet  or  more 
long.  It  also  occurs  in  cavities,  or  geodes,  in  the  form  of  flattened 
crystals.  The  mica  is  here  of  little  economic  importance,  being 
found  in  the  mass  of  the  feldspar  and  along  the  seams  in  the  form 
of  narrow,  lanceolate  masses,  often  arranged  in  small  radiating  con- 
ical forms  with  their  apexes  outward. 

It  should  be  noted  that  the  rock  pegmatite,  a  coarse  pegmatitic 
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ablegate  of  quartz  and  feldspar,  is  often  mined  and  utilized  for 
pottery,  as  is  the  pure  feldspar  itself.  Albite  when  occurring  with 
the  orthodase  is  also  mined  and  utilized  in  the  same  manner. 

The  principal  feldspar  quarries  thus  far  worked  are  in  the  eastern 
United  States,  from  Maine  to  New  Jersey.  The  material  b  mined 
from  open  cuts,  being  blasted  out  with  powder  and  separated  from 
adhering  quartz,  mica,  and  other  minerals  by  hand,  after  which  it 
is  shipped  in  the  rough  to  the  potteries,  or  in  some  cases  ground  and 
bolted  in  the  near  Ticinity.  In  Connecticut  the  material  has  in 
times  past  been  ground  by  huge  granite  disks  mounted  like  the 
wheels  of  a  cart  on  an  axle  through  the  center  of  which  extended  a 
vertical  shaft.  By  the  slow  revolution  of  this  shaft  the  wheels 
travelled  around  in  a  limited  circle  over  a  large  horizontal  granite 
slab.  The  pieces  of  spar  being  placed  upon  the  horizontal  slab  are 
thus  slowly  ground  to  powder,  after  which  it  is  bolted  and  sacked. 
A  more  modem  method  of  pulverizing  is  by  means  of  the  so-called 
Cyclone  crusher.  The  value  of  the  uncrushed  material  delivered 
at  the  potteries  is  but  a  few  dollars  a  ton.  Hence,  while  there  are 
unlimited  quantities  of  the  material  in  different  parts  of  the  Appa- 
lachian region,  but  few  are  so  situated  as  to  be  profitably  worked. 

Uses. — The  feldspars  are  used  mainly  for  pottery,  bang  mixed 
in  a  finely  pulverized  condition  with  the  kaolin  or  day.  When 
subjected  to  a  high  temperature  the  feldspar  fuses,  forming  a  glaze 
and  at  the  same  time  a  cementing  constituent.  There  are  other 
substances  more  readily  fusible  which  are  utilized  for  this  purpose 
'  in  the  cheaper  kinds  of  ware,  but  it  is  stated  that  in  the  highest 
grades  of  porcelain,  as  those  of  Sfcvres,  feldspar  is  the  material  used. 
The  proportions  used  vary  with  different  manufacturers,  eadi  having 
adopted  a  formula  best  adapted  for  his  own  workings. 


Under  this  head  are  comprised  a  number  of  distinct  mineral 
species,  alike  in  ctystallizing  in  the  monodinic  system  and  having  a 
highly  perfect  basal  cleavage,  whereby  they  split  readily  into  thin,, 
translucent  to  transparent,  more  or  less  elastic  sheets.  Chemically 
they  are  in  most  cases  orthosilicates  of  aluminum  with  potassium 
and  hydrogen,  and  in  some  varieties    magnesium,  ferrous  and; 
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ferric  iron,  sodium,  lithium,  and  more  rarely  barium,  manganese, 
titanium,  and  chromium.  Seven  species  of  mica  are  commonly 
recognized,  of  which  but  three  have  any  commercial  value,  though 
a  fourth  form,  lepidolite,  may  periiaps  be  utihzed  as  a  source  of 
lithia  salts.  Of  these  three  fonns  the  white  mica,  muscovite,  and  the 
pearl-gray  phlogopite  are  of  greatest  importance,  the  black  variety, 
biotite,  being  but  little  used.  Muscovite,  or  potassium  mica,  is 
essentially  a  silicate  of  aluminum  and  potassium,  with  small  amounts 
of  iron,  soda,  magnesia,  and  water.  Its  color  is  white  to  coloriess, 
often  tinted  with  brown,  green,  and  violet  shades.  When  crystal- 
lized it  takes  on  hexagonal  or  diamond-shaped  forms,  as  do  also 
phlogopite  and  biotite.  Its  industrial  value  lies  in  its  great  power 
of  resistance  to  heat  and  acids,  its  transparency,  and  its  wonderful 
fissile  property,  in  virtue  of  which  it  may  be  split  into  extremely 
thin,  flexible  sheets.  It  has  been  stated,  though  I  know  not  how 
correctly,  that  sheets  but  one  two-hundred-and-fifty-thousandth 
(ttifVit)  of  an  inch  in  thickness  have  been  obtained.  Phlogopite, 
or  magnesian  mica,  differs  from  muscovite  in  beii^  of  a  darker,  deep 
pearl-gray,  sometimes  smoky,  often  yellowish,  brownish  red,  or 
greenish  color.  Biotite,  or  magnesia  iron  mica,  differs  in  being 
often  deep,  almost  coal-black  and  opaque  in  thick  masses,  thoi^h 
translucent  and  of  a  dark-brown,  yellow,  green,  or  red  color  in  thin 
foha.  It  further  differs  from  the  preceding  in  that  its  folia  are  less 
elastic,  and  the  sheets  of  smaller  size.  Lepidolite,  a  lithia  mica, 
is  much  more  rare  than  either  of  the  above,  is  of  a  pale  rose  or  pink 
color,  folia  usually  of  small  size,  commonly  occurring  in  scaly  gran- 
ular forms  without  crystal  outlines.  The  followir^  table  will  serve 
to  show  the  varying  composition  of  the  four  varieties  mentioned: 
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Although  the  basal  cleavage  which  [>erTnits  of  the  ready  splitting 
of  the  mica  into  thin  sheets  is  the  only  one  sufficiently  developed 
to  be  of  economic  importance,  the  mica  as  found  is  often  traversed 
by  sharp  lines  of  separation,  called  gliding  planes,  which  may,  by 
their  abundance,  be  disastrous  to  the  interests  of  the  miner.  Such 
partings,  or  gliding  planes,  supposed  to  be  induced  by  pressure, 
are  developed  at  angles  of  about  66J°  with  the  cleavage,  and  may 
cut  entirely  through  a  block  or  extend  inward  from  the  margin  only 
a  short  distance  and  come  to  an  abrupt  stop.  In  many  cases  the 
mica  is  divided  up  into  long  narrow  strips,  from  the  breadth  of  a 
hne  to  several  inches  in  thickness,  with  sides  parallel,  and  as  sharply 
cut  as  though  done  with  shears. 

The  imperfections  in  mica  are  due  to  inclosures  of  foreign  min- 
erals, as  flattened  garnets,  to  the  presence  of  free  iron  oxides,  often 
with  a  most  beautiful  dendritic  structure,  to  the  partings  or  gliding 
planes  noted  above,  and  to  crumplings  and  V-Uke  striations  which 
destroy  its  homogeneity. 

Occurrence. — Mica  in  quantity  and  sizes  to  be  of  economic 
importance  is  found  only  among  the  older  rocks  of  the  earth's  crust, 
particularly  those  of  the  granite  and  gneissoid  groups.  Musco- 
vite and  biotite  are  among  the  commonest  constituents  of  siliceous 
rocks  of  all  kinds  and  ages,  while  phlogopite  is  more  characteristic 
of  calcareous  rocks.  It  is,  however,  only  when  developed  in  crystals 
of  considerable  size  in  pegmatitic  and  coarsely  feldspathic  veins, 
or,  in  the  case  of  phlogopite,  in  gneissic  and  calcareous  rocks  asso- 
ciated with  eruptive  pyroxenites,  that  it  becomes  available  for  eco- 
nomic purposes.  The  associated  minerals  are  almost  too  numerous 
to  mention.  The  more  common  for  muscovite  are  quartz  and 
potash  feldspar,  which  form  the  chief  gangue  materials  in  crystals 
and  crystalUne  masses,  sometimes  a  foot  or  more  in  diameter.  With 
these  are  almost  invariably  associated  garnets,  beryls,  and  tour- 
malines, with  more  rarely  cassiterite,  columbite,  apatite,  fluoritc, 
topaz,  spodumene,  etc.  Indeed,  so  abundant  are,  at  times,  the 
accessory  minerals  in  the  granitic  veins,  and  so  perfect  their  crystal- 
line development,  that  they  furnish  by  far  the  richest  collecting 
groimds  for  the  mineralogists.     Of  these  minerals  the  quartz  and 
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feldspars  are  not  infrequendy  mined  contemporaneously  with  the 
mica  and  utilized  in  the  manufacture  of  pottery  and  abrasives. 

Origin. — The  origin  of  these  pegmatitic  veins  is  a  matter  of  con- 
siderable doubt.  The  finer-grained  p^matites  are,  in  certain  cases, 
undoubted  intiusives,  though  to  some  authorities  it  seems  scarcely 
'possible  that  the  extremely  coaise  aggregates  of  quartz,  feldspar, 
{ and  mica,  with  large  garnets,  beryls,  and  tourmalines,  can  be  a 
J  direct  result  of  cooling  from  an  igneous  magma.  To  such  it  seems 
more  probable  that  they  are  portions  of  an  original  rock  mass  altered 
by  exhalations  of  fluorhydric  acids,  like  the  Saxon  "greisen."  Others 
regard  them  as  resulting  from  the  very  slow  cooling  of  granitic 
material  injected  in  a  pasty  condition,  brought  about  by  aqueo- 
igneous  agencies,  into  rifts  of  the  preexisting  rocks.  It  must  be 
remembered  that  the  high  degree  of  dynamic  metamorphism  which 
these  older  rocks  have  undergone  renders  the  problems  relating  to 
their  origin  extremely  difficult 

Localities. — ^From  what  has  been  said  regarding  occurrences,  it 
is  evident  that  mica  deposits  are  to  be  looked  for  only  in  regions 
occupied  by  the  older  crystalline  rocks.  In  the  United  States, 
therefore,  we  need  only  look  for  them  in  the  States  bordering  im- 
mediately aloi^  the  Appalachian  range  and  in  the  Granitic  areas 
west  of  the  front  range  of  the  Rocky  Mountains.'  In  the  Appa- 
lachian T^on  south  of  Canada  mica  mines,  worked  either  for  mica 
alone  or  for  quartz  and  feldspar  in  addition,  have  from  time  tt> 
time  been  opened  in  various  parts  of  Maine.  New  Hampshire, 
Connecticut,  Maryland,  Virginia,  North  Carolina,  and  perhaps 
other  States,  but  m  none  of  them,  with  the  exception  of  New  Hamp- 
shire and  North  Carolina,  has  the  business  proven  sufificientiy 
lucrative  to  warrant  continuous  and  systematic  working.  Indeed, 
were  it  not  for  the  increased  demand  lately  arising  for  the  use  of 
mica  in  electrical  machines  it  is  doubtful  if  any  but  the  most  favorably 
situated  mines  would  remain  longer  in  operation  in  the  United 
States.  This  for  the  reason  not  so  much  that  foreign  mica  is  better 
as  that  it  is  cheaper. 

In  Maine  muscovite  has  been  mined  in  an  intermittent  manner 

'Tlie  R^ii  of  the  Black  Hills  of  South  DaJtota  is  ao  important  ezceptioa. 
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along  with  quartz  and  feldspar  at  the  well-known  mineral  localities 
at  Paris  Hill  and  Rumford,  Oxford  County;  Auburn,  Androscoggin 
Coimty;  Topsham,  Sagadahoc  County;  Edgecomb,  Lincoln  County, 
and  other  counties  in  the  southeastern  part  of  the  State.  In  New 
Hampshire  the  industry  has  assumed  greater  importance.  The 
mica-bearing  belt  is  described  by  Prof.  C.  H.  Hitchcock  as  usually 
about  3  miles  in  width,  and  extending  from  Easton,  in  Grafton 
County,  to  Siirry>  in  Cheshire  County;  being  best  developed  about 
the  towns  of  Rumney  and  Hebron.  The  mica  accurs  in  immense 
coarse  granite  veins  in  a  fibrolitic  mica  schist  of  Montalban  Age, 
and  is  found  in  sheets  sometimes  a  yard  in  length,  but  the  more 
common  sizes  are  but  lo  or  13  inches  in  length.  Immense  beryls, 
sometimes  a  yard  in  diameter,  and  beautiful  large  tourmalines  occur 
among  the  accessory  minerals.  Mines  for  mica  were  opened  at 
Grafton  as  early  as  1840,  and  as  many  as  six  or  e^ht  mines  have 
been  worked  at  one  time,  though  by  no  means  continually.  Other 
mines  have  been  worked  in  Groton,  Alexandria,  Grafton,  and 
Alstead,  in  Grafton  County;  Acworth  and  Springfield,  Sullivan 
County;  Marlboro,  Cheshire  County;  New  Hampton,  Belknap 
County,  and  Wilmot,  Merrimack  County. 

As  seen  by  the  present  writer,  in  1894  the  veins  at  the  latter 
place  cut  sharply  across  the  fibrohtic  schist,  and  though  the  vein 
materials  adhere  closely  to  the  wall  rock  on  either  side,  without 
either  selvage  or  slickensides,  still  the  line  of  demarcation  is  per- 
fectly sharp.  There  seems  no  room  for  doubt  but  that  the  vein 
material  was  derived  by  injection  from  below,  though  from  their 
extremely  insular  and  universally  coarsely  crystalline  condition 
we  must  infer  that  the  condition  of  the  injected  magma  was  more 
in  the  nature  of  solution  than  fusion,  as  the  word  is  ordinarily  used» 
and  also  that  the  rate  of  cooling  and  consequent  crystallization 
was  very  slow.  The  feldspars  not  infrequently  occur  in  huge  crys- 
talline masses  several  feet  in  diameter,  (hough  sometimes  more 
finely  intercrystallized  with  quartz  in  the  form  known  at  pegmatite. 
The  mica  is  by  no  means  disseminated  uniformly  throughout  the 
vein,  but  on  the  contrary  is  very  sporadic,  and  the  process  of  mining 
consists  merely  in  following  up  the  mineral  wherever  indications 
as  shown  in  the  face  of  the  quarry  are  sufficiently  promising.    Most 
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of  the  mines  are  !n  the  form  of  open  cuts  and  trenches,  though  in 
a  few  instances  underground  cuts  have  been  made  for  a  distance 
of  a  hundred  feet  or  more.  The  mica  blocks  as  removed  are  of 
a  beautiful  smoky-brown  color,  and  often  show  a  distinct  zonal 
structure,  indicating  several  periods  of  growth.  The  associated 
feldspar  is  not  in  all  cases  orthocla^e,  but,  as  at  the  Alexandria 
mines,  sometimes  a  faint  greenish  triclinic  variety. 

In  Connecticut  some  mica  (muscovite)  has  been  obtained  in 
connection  with  the  work  of  mining  feldspar  and  quartz  in  and 
about  the  towns  of  Haddam,  Glastonbury,  and  Middletown,  but  the 
business  has  never  assumed  any  importance.  Mica  mines  have 
also  been  worked  in  Montgomery  County,  Maryland.  South  of 
the  glacial  limit  mica  mining  has  proven  more  successful  from  the 
reason  that  the  gangue  minerals  (feldspar  and  quartz)  were  in  a 
state  of  less  compact  aggregation,  due  to  weathering,  the  feldspar 
being  often  reduced  to  the  state  of  kaolin,  and  hence  readily  removed 
by  pick  and  shovel.  The  following  account  of  the  deposits  of 
North  Carolina  is  given  by  Prof.  W.  C.  Kerr: ' 

"  I  have  stated  elsewhere,  several  years  ago,  that  these  veins 
were  wrought  on  a  laige  scale  and  for  many  ages  by  some  ancient 
peoples,  most  probably  the  so-called  Mound  Builders;  although 
they  built  no  mounds  here,  and  have  left  no  signs  of  any  permanent 
habitation.  They  opened  and  worked  a  great  many  veins  down  to 
or  near  water  level;  that  is,  as  far  as  the  action  of  atmospheric 
chemistry  had  softened  the  rock  so  that  it  was  workable  without 
metal  tools,  of  the  use  of  which  no  signs  are  apparent.  Many  of 
the  largest  and  most  profitable  of  the  mines  of  the  present  day  are 
simply  the  ancient  Mound  Builders'  mines  reopened  and  pushed 
into  the  hard  undecomposed  granite  by  powder  and  steel.  Blocks 
of  mica  have  often  been  found  half  embedded  in  the  face  of  the  vein, 
with  the  tool-marks  about  it,  showing  the  exact  limit  of  the  efficiency 
of  those  prehistoric  mechanical  apphances.  As  to  the  geological 
relations  of  these  veins,  they  are  found  in  the  gneisses  and  schists 
of  the  Archaean  horizons.  .  .  .  These  rocks  are  of  very  extensive 
occurrence  in  North  Carolina,  constituting  in  fact  the  great  body  of 

'  Transactions  of  Che  American  Institute  of  Mining  Engineers.  VIII.  18S0.  p.  457. 
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the  rocks  throi^out  the  whole  length  of  the  State — some  400 
miles  east  and  west — ^being  partially  covered  up,  and  interrupted 
here  and  there  by  belts  of  later  formation.  Mica  veins  are  found 
here,  in  fact  may  be  said  to  characterize  this  horizon  everywhere, 
from  its  eastern  outcrop,  near  the  seaboard,  to  and  quite  under 
the  flanks  of  the  Smoky  Mountains.  It  is,  however,  in  the  great  pla- 
teau of  the  West,  between  the  Blue  Ridge  and  the  Smoky,  that  the 
mica  veins  reach  their  greatest  devebpment,  and  have  given  rise 
to  a  very  new  and  profitable  industry — new,  and  at  the  same  time 
very  old. 

"  It  may  be  stated  as  a  very  general,  almost  universal  fact,  that 
the  mica  vein  is  a  bedded  vein.  Its  position  (as  to  strike  and  dip) 
is  dependent  on  and  controlled  by,  and  quite  neariy  conformable 
to,  that  of  the  rocks  in  which  it  occurs,  and  hence,  as  well  as  on 
account  of  their  great  size,  some  observers,  accustomed  to  the  study  of 
veins  and  dikes  and  the  characters  of  intrusive  rocks  In  other  regions, 
have  been  disposed  to  question  the  vein  character  of  these  masses 
at  first.  But  a  good  exposure  of  a  single  one  of  them  is  generally 
sufficient  to  remove  all  doubt  on  this  score.  The  mica  vein  is  simply 
and  always  a  dike  of  very  coarse  granite.  It  is  of  any  size  and 
shape,  ffom  a  few  inches — generally  a  few  feet — to  many  rods  (in 
some  cases  several  himdred  feet)  in  thickness,  and  in  length  from 
a  few  rods  to  many  himdred  yards,  extending  in  some  cases  to  half 
a  mile  or  more.  The  strike,  like  that  of  the  inclosing  rocks,  is 
generally  northeast,  and  the  dip  southeast,  at  a  pretty  high  angle; 
but  they  are  subject,  in  these  respects,  to  many  and  great  local  varia- 
tions, all  the  conditions  being  occa^onally  changed,  or  even  re- 
versed. An  idea  may  be  formed  of  the  coai^ness  of  these  veins 
from  this  statement,  that  the  masses  of  cleavable  feldspar  and  of 
quartz  (limpid,  pale  yellow,  brown,  or  more  generally,  shghtly 
smoky),  and  of  mica,  are  often  found  to  measure  several  yards 
in  two  or  three  of  their  dimensions,  and  weighit^  several  tons.  I 
have  a  feldspar  crystal  from  one  of  these  mines  of  nearly  a  thomand 
pounds'  weight,  and  I  have  known  a  single  block  of  mica  to  make 
two  full  two-horse  wagon-loads,  and  sheets  of  mica  are  sometimes 
obtained  that  measure  3  and  4  feet  in  diameter. 

"  There  are  many  [>eculiaiities  about  these  veins.    Among  the 
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most  important,  in  a  practical  sense,  is  the  arrangement  of  the 
different  constituents  of  the  vein  inter  se.  Sometimes  the  mick,  for 
example,  will  be  found  hugging  the  hanging- wall;  sometimes  it  is 
found  against  both  walls;  again,  it  may  be  distributed  pretty  equally 
through  the  whole  mass  of  the  vein;  sometimes,  again,  it  will  be 
found  collected  in  the  middle  of  the  vein ;  in  other  cases,  where  the 
vein  varies  in  thickness  along  its  course,  tlie  mica  will  be  found  in 
bunches  in  the  ampuUations,  or  bellies,  of  the  vein;  in  still  other 
cases,  where  the  vein  has  many  vertical  embranchments,  the  mica 
will  be  found  accumulated  in  nests  along  the  upper  faces  of  these 
processes  or  offshoots.  Those  features  of  structure  will  be  best 
understood  from  a  few  representative  diagrams. 

"  Fig.  19  is  a  horizontal  section,  with  several  transverse  vertical 
sections  of  a  typical  vein  in  Yancey  County,  at  the  Presnel  Mine. 
The  length  of  the  section,  i.e.,  of  the  portion  of  the  vein  that  has 
been  stripped,  is  125  feet;  the  thickness  varies  from  3  to  10  feet, 
except  at  a  few  points,  as  be,  where  it  is  nearly  20  feet. 

"  The  crystals  of  mica  are  found  in  this  mine  generally  near  the 
foot  wall,  in  the  recesses  or  pouches;  at  c,  however,  as  seen  in  section 
D,  it  is  found  next  the  hangii^-walL 

"  The  inclo^ng  rock  in  this  case  is  a  hard,  gray  slaty  to  schistose 
gneiss.  .  .  . 

"  The  feldspar,  which  constitutes  the  larger  part  of  the  mass  of 
these  veins,  is  often  found  converted  into  beds  of  the  finest  kaohn; 
and,  curiously  enough,  this  was  one  of  the  first  and  most  valuable 
exports  to  En^nd  in  the  early  part  of  the  seventeenth  century, 
'packed'  by  the  Indians  out  of  the  Unaka  (Smoky)  Mountains, 
and  sold  under  the  name  'unakeh'  (white).  This  kaolin,  like 
the  mica,  will  doubtless  soon  come  again  into  demand,  after  lying 
forgotten  for  generations." 

In  Alabamat  along  a  line  stretching  &om  Chilton  County,  north- 
east, through  Coosa,  Clay,  and  Cleburne  countieSf  there  are  numer- 
ous evidences  of  prehistoric  mica  mining.  Many  pits  are  met  with 
around  which  pieces  of  mica  are  still  to  be  seen.  In  some  places, 
just  as  in  Mitchell  County,  North  Carolina,  large  pine  trees  have 
grown  up  on  the  d^ris,  so  that  a  considerable  time  must  have 
elapsed  since  the  mines  were  worked.    About  ten  years  ago,  CoL 
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James  George,  of  Clanton,  Chilton  Counly,  prospected  for  mica, 
and  some  fairly  good  specimens  were  obtained,  but  the  invesliga  ions 
were  not  continued.  It  is  not  thought  that  any  mica  has  been 
marketed  from  Alabama.  The  indications  of  good  mica  along  the 
line  mentioned  are,  however,  sufficient  fo  warrant  additional  and 
more  extended  examinations.  LJttle  mica  is  reported  from  other 
Southern  States,  though  some  mines  have  been  opened  in  South 
Carolina,  Georgia,  Virginia,  and  West  Virginia.  In  1881  a  mica 
mine  was  opened  in  Anderson  County,  South  Carolina,  and  some 
miners  from  Mitchell  County,  North  Carolina,  employed-  The 
enterprise  was  not  successful,  and  the  miners  returned  home  shortly 
afterwards.  Good  mica  has  been  found  in  South  Carolina,  notably 
in  Anderson,  Oconee,  and  Pickens  counties.  The  mica-bearii^ 
rocks  of  western  North  Carolina  do  not  protrude  into  Tennessee, 
except  at  intervals,  and  then  only  for  short  distances.  Some  pros- 
pecting has  been  done  in  Tennessee  near  Roan  Mountain,  but  the 
results  were  not  considered  satisfactory.' 

In  Colorado  mica  has  long  been  known  to  be  widely  disseminated 
and  to  occur  in  many  places  in  bodies  of  workable  size,  but  mining 
has  until  lately  always  proved  the  mica  to  be  plumose  and  unfit 
for  cutting  iaio  sheets.  Many  mines  have  been  located,  but  the 
product  has  always  proved  worthless,  until  in  the  summer  of  1884  the 
Denver  Mica  Company  opened  a  mine  near  Turkey  Creek,  about 
35  miles  from  Denver.  This  mica  is  of  fair  quality,  and  quite  a 
considerable  quantity  of  it  has  been  mined.  It  is  slightly  brown, 
and  the  largest  plates  which  have  yet  been  cut  are  not  more  than 
aj  by  6  inches  in  size.  Only  an  extremely  small  percentage  of  the 
gross  weight  is  available  for  cutting  into  sheets.  An  eSort  has  been 
made  to  put  it  upon  the  market,  but  the  industry  has  not  yet 
assumed  great  importance.  Mica-  of  good  quabty  and  in  laigc 
plates  has  also  been  recently  reported  from  the  neighborhood  of 
Fort  Collins. 

In  Wyoming  mica  has  been  found  in  workable  quantities  near 
Diamond  Park  and  in  the  Wmd  River  country,  as  well  as  at  many 
points  along  the  mountain  ranges  in  Laramie  Counly.  It  has  recently 

'  Mineral  RcKiiirces  of  ihe  United  StalM,  1S87.  p.  671. 
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been  mined  to  some  extent  at  Whalen  cafion,  20  miles  north  of 
Fort  Laramie,  and  some  of  tlie  product  has  been  shipped  to  the 
Eastern  market. 

In  New  Mexico  mica  occurs  rear  Las  Vegas,  and  reports  of 
shipments  have  been  published.  At  Petaca,  the  Cribbenville  mica 
mines  are  being  worked  at  present  by  sixteen  men.  Work  was 
commenced  at  these  mines  July  2,  18S4,  and  the  amount  of  excava- 
tion at  present  is  13,160  cubic  feet.  The  plates  cut  range  from  2  by 
2  inches  to  5  by  8  inches  in  size.  Some  s[>ecimen  plates  have  been 
cut  10  by  12  inches,  but  the  general  averse  is  about  5)  by  4}  inches. 
Some  12  tons  of  mica  have  been  handled,  but  the  amount  sold 
and  the  average  price  obtained  are  not  reported.  Other  localities 
in  New  Mexico  also  yield  mica,  but  none  have  been  develof>ed, 
except  the  two  above  mentioned. 

In  California  many  deposits  of  mica  have  been  noted,  especially 
at  Gold  Lake,  Plumas  County;  in  Eldorado  County;  Ivanpah 
district,  San  Bernardino  County ;  near  Susanville,  Lassen  County, 
and  at  Tehachapi  pass,  Kem  County.  In  1883  a  large  deposit 
was  discovered  in  the  Salmon  Mountains,  in  the  northwestern  part 
of  the  State,  and  some  prospecting  was  done.' 

The  mica-bearing  deposits  of  the  Black  Hills  of  South  Dakota 
have  been  variously  regarded  by  different  observers  as  intrusive 
granites  or  true  segregation  veins  lying  parallel  to  the  apparent 
bedding.  Newton  and  Jenny,*  Blake,'  and  Vincent  re^^d  them  as 
intrusive,  while  Carpenter  *  and  Crosby  °  hold  the  opposite  view. 

According  to  Blake  the  mica  occurs  in  granitic  masses,  remark- 
able for  the  coarseness  of  their  crystallization,  the  constituent  min- 
erals being  usually  large  and  separately  segregated.  "  Large  masses 
of  pure  quartz  are  found  in  one  place  and  masses  of  feldspar  in 
another,  and  the  mica  is  often  accimiulated  t<^ther  instead  of  being 
regularly  disseminated  through  the  mass.  It  also  occurs  in  large 
masses  or  crystals,  affording  sheets  broad  enough  for  cutting  into 

'  Mineral  Resources  of  the  United  States,  1883-84,  p.  911. 

'  Geology  of  the  Black  Hills  of  Dakota,  Monograph,  U.  S.  Geological  Survey,  1880. 
■  Eo^eeting  and  Mining  Journal,  XXXVI,  1883,  p.  145. 

*Tnu)sactians  of  the  American  Institute  of  Mining  Eagineers,  XVII,  18S9,  P'570. 
;s  of  the  Boston  Society  of  Natural  History,  XXIII,  1884-88,  p.  488. 
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commercial  sizes."  Associated  with  the  mica  at  this  point  are  the 
minerals  quartz  and  feldspar,  mainly  a  lamellar  albite  (Clevelandite), 
which  form  the  gangue,  and  irregularly  disseminated  cassiterite 
(tinstone),  gigantic  spodumenes,  black  tourmalines,  and,  in  small 
quantities,  block  mica,  beryls,  garnets,  columbite,  and  a  variety  of 
phosphatic  minerals,  such  as  apatite,  triphylite,  etc. 

In  Nevada  mines  have  been  worked  in  the  St.  Thomas  minii^ 
district,  Lincoln  County,  the  mica  occurring  in  hard,  glassy  quartz 
rock  forming  an  outcrop. some  300  feet  wide  by  600  feet  long  in 
gneiss  and  schists.  At  the  Czarina  Mine,  located  in  May,  1891, 
near  RioviUe,  the  mica  occurs  under  similar  conditions.  The 
mineral  seems  to  follow  the  division  plane  of  the  stratification,  along 
the  Une  or  axis  of  fold.  This  hne  runs  north  and  south,  slightly  east 
of  north  of  the  main  trend  of  the  range,  thus  running  into  Arizona  a 
few  miles  north  of  Rioville.  In  fact  the  mica  belt  forms  the  boun- 
dary line  between  Nevada  and  Arizona  for  50  miles.  The  mica, 
mostly  small,  is  abundant,  but  marketable  sizes  are  rare,  and  not 
to  be  had  without  a  great  deal  of  hard  work.' 

Merchantable  mica  has  been  reported  on  the  Payette  River  and 
Bear  Creek,  in  the  Cceur  d' Alene  region  of  Idaho,  and  also  in  Oregon 
and  Alaska. 

According  to  Mr.  R.  W.  Ells  *  the  Canadian  micas  of  commercial 
importance  occur  associated  with  eruptive  dikes  of  pyroxenlte  and 
pegmatite  cutting  the  Laurentian  gneisses.  More  rarely,  as  in  the 
Gatineau  area,  they  are  found  where  dikes  of  the  pyroxenite  cut  the 
hmestone.  This  authority  gives  the  condition  of  occurrence  as 
below: 

"  I.  In  pyroxene  intrusive  rocks  which  either  cut  directly  across 
the  strike  of  grayish  or  other  colored  gneisses  or  arc  intruded  along 
the  line  of  stratification.  Some  of  these  deposits  have  been  worked 
downward  along  the  contact  with  the  gneiss,  wherc  the  mica  is  most 
generally  found,  for  250  feet,  as  at  the  Lake  Girard  Mine,  and 
irregular  masses  of  pink  calcite  are  abundant.  In  certain  places 
apatite  crystals  occur  associated  with  the  mica,  but  at  other  times 


.'  Mineral  Resources  of  the  United  States,  1893,  p.  754, 
'  Bulletin  of  the  Geological  Society  of  America,  V,  1S94,  p 
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these  are  apparently  wanting.  As  in  the  case  of  apatite  deposits, 
mica  occurring  in  this  condition  would  apparently  be  found  at  almost 
any  workable  depth. 

"  2,  In  pyroxene  rocks  near  the  contact  of  cross-dikes  of  diorite 
or  feldspar,  the  action  of  which  on  the  pyroxene  has  led  to  the  forma- 
tion of  both  mica  and  apatite.  Numerous  instances  of  this  mode . 
of  occurrence  are  found,  both  in  the  mines  of  apatite  and  mica, 
the  deposits  of  the  latter  in  certain  areas  being  quite  extensive  and 
the  crystals  of  large  size. 

"  3.  In  pyroxene  rock  itself  distinct  from  the  contact  with  the 
gneiss.  In  these  cases  the  mica  crystals,  often  of  large  size  but 
frequently  crushed  or  broken,  apparently  follow  certain  lines  of 
faults  or  fracture.  Some  of  these  deposits  can  be  traced  for  several 
yards,  but  for  the  most  part  are  pockety.  Some  of  these  pyroxene 
masses  are  very  extensive,  as  in  the  case  of  the  Cascade  Mine  on 
the  Gatineau  River  and  elsewhere  in  the  vicinity.  In  these  cases 
caldte  is  rarely  seen  and  apatite  is  almost  entirely  absent.  When 
cut  by  cross-dikes  conditions  for  the  occurrence  of  mica  or  apatite 
should  be  very  favorable. 

"  4.  Dikes  of  pyroxene,  often  large,  cutting  limestone  through 
which  subsequent  dikes  of  diorite  or  feldspar  have  intruded,  as  in 
Hincks  township.  The  crystals  occurring  in  the  pyroxene  near  tc 
the  feldspar  dikes  are  often  of  large  size  and  of  dark  color,  resembling 
in  this  respect  a  biotite  mica. 

"The  mica  found  under  the  conditions  stated  above,  in  1,  2, 
3,  and  4,  is  all  amber  colored  and  of  the  variety  known  as  phlogo- 
pite,  or  mE^esia  mica. 

"  5.  In  feldspathic-quartzose  rocks  which  constitute  dikes  often 
of  very  large  size,  cutting  red  and  grayish  gneiss,  as  at  Villeneuve 
and  Venosta.  These  are  distinct  from  the  smaller  veins  of  peg- 
matite which  occur  frequently  in  the  gneiss  as  the  anorthosite  areas 
are  approached.  In  this  case  the  mica  is  muscovite  or  potash 
mica  and  is  invariably  found  in  that  portion  of  the  dike  near  the 
contact  with  the  gneiss.  The  crystals  frequently  are  of  large  size 
and  white  in  color,  associated  with  crystals  of  tourmaline,  garnet, 
etc,  but  with  no  apatite,  unless  pyroxene  is  also  present. 

"  6.  In  quartz-feldspar  dikes   cutting  crystalline   limestone,  in 
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which  case  the  crystals  are  generally  of  small  size,  mostly  of  dark 
color  and  of  but  little  value. 

"  In  the  case  of  fhe  amber  micas  this  peculiarity  was  noted:  that 
when  the  pyroxene  was  of  a  light  shade  of  greenish  gray  and  com- 
paratively soft,  the  mica  was  correspondingly  light  colored  and 
clear,  and  in  some  places  almost  approached  the  muscovite  in  general 
appearance.  As  the  pyroxene  became  darker  in  color  and  harder 
in  texture,  the  mica  assumed  a  correspondii^y  darker  tint  and 
a  brittle  or  harder  character,  and  in  certain  cases  where  <iikes  of 
blackish  homblendic  diorite  were  present  the  mica  also  assumed 
a  black  color  as  well." 

The  chief  Canadian  localities,  as  given  by  the  authority  quoted, 
are  as  below: 

"  Along  the  Ottawa  River  it  is  found  from  a  point  nearly  100  miles 
west  of  Ottawa  to  the  township  of  Greenville,  5o  miles  east  of  that 
city,  while  on  the  Gatineau  River,  which  flows  into  the  Ottawa 
at  the  city  of  Ottawa,  mines  have  been  located  and  worked  for 
80  miles  north  from  its  mouth,  and  the  mineral  is  reported  from 
points  many  miles  farther  north  along  that  stream.  To  the  east 
of  Quebec  it  is  known  on  the  branch  of  the  Saguenay  called  the 
Manouan  and  in  the  townships  of  Escoumains,  Bergeronnes,  and 
Tadoussac,  situated  east  of  the  mouth  of  that  river,  as  well  as  at 
several  other  places  along  the  river  St.  Lawrence.  The  mica  found 
in  this  last  district  is  chieily  muscovite. 

"  The  principal  areas  where  mica  is  at  present  worked  are  in 
the  belt  which  extends  from  North  Burgess,  in  the  province  of 
Ontario,  approximately  along  the  strike  of  the  gneiss  into  the  terri- 
tory adjacent  to  the  Gatineau  and  Lievre.  Over  much  of  this 
area  south  of  the  Ottawa  River  the  Laurentian  is  concealed  by 
the  mantle  of  Cambro-Silurian  rocks  belonging  to  the  Ottawa 
River  basin,  but  it  may  be  said  that  the  geologic  conditions  and 
the  stratigraphic  sequence  in  the  area  south  of  the  Ottawa  and 
in  the  rear  of  Kingston  are  the  same  as  those  found  in  the  mineral- 
bearing  belts  north  of  the  Ottawa,  and  that  the  most  favorable  con- 
ditions under  which  the  de[>osits  of  mica  and  apatite  may  be  looked 
for  are  where  traces  of  igneous  agency  are  visible  in  the  presence 
yt  dikes  of  pyroxene  and  quartz  feldspar,  though  it  should  be  stated 


sdbvGoO^^lc 


that  the  mere  occurrence  of  these  in  the  gneiss  does  not  warrant  the 
presence  of  either  of"  these  minerals." 

The  India  mica  mines  occur  in  coarse  intrusive  pegmatitic- 
granite  dikes,  cutting  what  is  known'  as  the  newer  gneiss  of 
Singrauli.  At  Inikurti  the  crystab  (of  mica)  are  as  much  as  lo  feet 
in  diameter.  Sheets  4  or  5  feet  across  have  been  obtained  free 
from  adventitious  inclusions  which  would  spoil  their  commercial 
value.' 

Black  mica  (biotite,  lepidomelanc,  etc.)  is  a  much  more  common 
and  widely  distributed  variety  than  the  white,  but  unlike  the  latter 
is  found  not  so  much  in  veins  as  an  original  constituent  dissem- 
inated in  small  flakes  throughout  the  mass  of  eruptive  and  meta- 
morphosed sedimentary  rocks.  The  small  sizes  of  the  sheets, 
their  color,  and  lack  of  transparency  render  the  material,  as  a  rule, 
of  little  value.  In  Renfrew  County,  Canada,  the  mineral  occurs 
in  large  cleavable  masses,  which  yield  beautiful  smoky-black  and 
greenish  sheets  sufficiently  elastic  for  industrial  purposes. 

Lepidolite. — ^This  variety  of  mica  is  much  more  rare  than  any 
of  the  others  described.  While  in  a  few  instances  it  has  been 
reported  as  accompanying  muscovite  in  certain  granites,  as  those 
of  Elba  and  Schaistausk,  its  common  form  of  occurrence  is  in  the 
coarse  pegmatitic  veins  already  described,  where  it  is  associated 
with  muscovite,  tourmalines,  and  other  minerals  of  similar  habit. 
As  a  rule  it  is  readily  distinguished  from  other  micas  by  its  beautiful 
peach-blossom  red  color,  though  sometimes  colorless  and  to  be 
distinguished  only  by  the  lithia  reaction.'  The  folia  are  thicker 
than  those  of  muscovite  and  of  small  size,  the  usual  form  being 
that  of  a  scaly  granular  aggregate.  At  Auburn,  Maine,  it  is  found 
both  in  this  form  and  forming  a  border  a  half  inch,  more  or  less, 
in  width  about  the  muscovite  folia.  The  more  noted  localities  in 
the  United  States  are  Auburn,  Androscoggin  County;  Hebron,  Paris, 
Rumford,  and  Norway,  Oxford  County,  Maine,  where  it  is  asso- 
ciated with  beautiful  red  and  green  tourmalines  and  other  interest- 
ing minerals;  Chesterfield,  Massachusetts;    Haddam,  Connecticut; 

'  Geology  of  India,  ad  ed.,  1893,  p.  34. 

'The  pulverized  mineral  when  moistened  with  hydrochloric  acid  and  held  on  a 
wiie  in  the  flame  of  a  lamp  Imparts  to  the  flame  a  brilliaot  Uthia-ied  cotor. 
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the  Black  Hills,  South  Dakota;  and  near  San  Diego,  California. 
The  most  noted  foreign  locality  is  Zinnwald,  Saxony^  where  the 
mineral  occurs  in  large  foliated  masses  together  with  quartz  form- 
ing the  gai^c  minerals  of  the  tin  veins.  Also  found  in  Moravia. 
(See  further  under  Spodumene,  p.  196,) 

Uses. — Until  within  a  few  years  almost  the  only  commercial 
use  of  mica  was  in  the  doors  op  windows  of  stoves  and  furnaces, 
the  peepholes  of  furnaces  and  similar  situations  .where  transparency 
and  resistance  to  heat  were  essential  qualities.  To  a  less  extent 
it  was  used  in  lanterns,  and,  it  is  said,  in  the  portholes  of  naval  vessels, 
where  the  vibrations  would  demolish  the  less  clastic  glass.  In 
early  days  it  was  used  to  some  extent  for  window  panes,  and  is, 
in  isolated  cases,  still  so  used  to  some  extent.  For  all  these  purposes 
the  white  variety  muscovite  is  most  suited.  For  use  in  stoves  and 
furnaces  the  mica  is  generally  split  into  plates  varying  from  about 
one-eighth  to  one  sixty-fourth  of  an  inch  in  thickness.  In  preparing 
these  plates  for  market  the  first  step  is  to  cut  them  into  suitable 
sizes.  Women  are  frequently  employed  in  this  work,  and  do  it  as 
well  as,  if  not  better  than,  the  men.  The  cutter  sits  on  a  s[>ecial 
bench  which  is  provided  with  a  huge  pair  of  shears,  one  leg  of  which 
is  firmly  fixed  to  the  bench  itself,  while  the  movable  leg  is  within 
convenient  grasp. 

The  patterns  according  to  which  the  mica  is  cut  are  arranged 
in  a  case  near  at  hand.  They  are  made  of  tin,  wood,  or  pasteboard, 
according  to  the  preference  of  the  establishment.  Generally  they 
are  simple  rectangles,  varying  in  size  from  about  four  to  e^h^ 
square  inches. 

The  cutter  selects  the  pattern  which  will  cut  to  the  best  advan- 
tage, lays  it  on  the  sheet  of  mica,  and  then,  holding  the  two  firmly 
together,  trims  off  the  edges  of  the  mica  to  make  it  correspond  to 
the  pattern. 

The  cleaning  process  comes  next.  The  cleaner  sits  directly  in 
front  of  a  window  and  must  examine  each  sheet  of  cut  mica  by  hold- 
ing it  up  between  her  eyes  and  the  light.  If  there  be  any  imper- 
fections, and  there  nearly  always  are,  they  must  be  removed  by 
stripping  off  the  offending  layers  of  mica  until  a  clear  sheet  remains. 

Finally,  the  cut  and  cleaned  mica  is  put  up  in  pound  packages 
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and  is  ready  for  the  market.    There  is  an  enormous  waste  in  the 
processes  of  preparation.    One  hundred  pounds  of  block  mica 
will  scarcely  yield    more   than    about    fifteen   pounds  of  the  cut 
materiai,    and   sometimes  even  less.     The  proportion  varies,  of  . 
course,  with  different  localities.' 

Professor  Kerr  states  with  reference  to  the  North  Carolina 
mines  that  there  is  a  waste  of  from  nine-tenths  to  niaeteen-twentieths 
of  the  material,  even  in  a  good  mine. 

Mica  being  a  non-conductor  is  of  value  for  insulating  purposes, 
and  since  the  introduction  of  the  present  system  of  generating 
electricity  there  has  arisen  a  considerable  demand  for  it  in  the  con- 
struction of  dynamos  and  electric  motors.  For  these  purposes 
the  mica  must  be  smooth  and  flexible,  as  well  as  free  from  spots 
or  inequaUties  of  any  kind.  It  is  stated  that  it  should  be  sufficiently 
fissile  to  split  into  sheets  not  above  three  one-hundredths  inch  in 
thickness,  and  which  may  be  bent  without  cracking  into  a  circle 
of  3  inches  diameter.  Strips  of  various  dimensions  are  used  in 
building  up  the  armatures,  the  more  common  sizes  being  about 
I  inch  wide  by  6  or  8  inches  long.  Muscovite  serves  the  purposes 
well,  but  is  less  used  than  phlogopite,  the  latter  serving  equally 
well,  and  being  less  desirable  for  stoves  and  furnaces.  Black  mica 
would  doubtless  serve  for  many  purposes,  could  it  be  procured 
in  sheets  of  sufficient  size. 

Mica  scraps  such  as  until  within  a  few  years  have  been  thrown 
away  as  worthless  are  now  utilized  by  grinding,  the  product  being 
used  for  a  variety  of  purposes,  noted  below.  The  material  is,  as 
a  rule,  ground  to  five  sizes,  such  as  will  pass  through  sieves  of  80, 
ipo,  140,  160,  and  300  meshes  to  the  inch,  resf)ectively.  The  prices 
of  the  ground  material  vary  from  5  to  10  cents  a  pound  according 
to  sizes.  L.arge  quantities  of  ground  mica  are  used  in  the  manu- 
facture of  wall  paper,  in  producing  the  frost  effects  on  Christmas 
cards,  in  stage  scenery,  and  as  a  powder  for  the  hair,  being  sold 
for  the  latter  purposes  under  the  name  of  diamond  powder.  The 
so-called  French  "  silver  molding  "  is  said  to  be  made  from  ground 
mica.     It  is  also  used  as  a  lubricant,  and  as  a  non-conductor  for 

'  Engineeriiig  and  Mining  Jouinal,  LV,  1S93,  p.  4. 


sdbvGoO^^lc 


iSo  THE  NON-METALUC  MINERALS. 

steam  and  water  heating;  in  the  manufacture  of  door-knobs  and 
buttons.  It  is  stated  further  that  owing  to  its  elasticity  it  can  be 
used  as  an  absorbent  for  nitroglycerin,  rendering  explosion  by 
percussion  much  less  likely  to  occur.  Small  amounts  of  inferior 
qualities  are  also  mixed  with  fertilizers  where  it  is  claimed  to  be 
efficacious  in  retaining  moisture.  A  brilliant  and  unalterable 
mica  paint  is  said  to  be  prepared  by  first  lightly  ignitii^  the  ground 
mica  and  then  boiling  in  hydrochloric  acid,  after  which  it  is  dried 
and  mixed  with  collodion,  and  apphed  with  a  brush.  Owing  to 
the  unalterable  nature  of  the  material  under  all  ordinary  conditions, 
and  the  fact  that  it  can  be  readily  colored  and  still  retain  its  bril- 
liancy and  transparency,  the  ground  mica  is  peculiarly  fitted  for 
many  forms  of  decoration.  Much  of  the  ground  material  now 
produced  is  stated  to  be  sent  to  France. 

The  chief  and  indeed  only  use  for  lepidolite  thus  far  developed 
is  in  the  manufacture  of  the  metal  lithium  and  lithia  salts. 

Prices. — The  total  value  of  the  cut  mica  produced  annually 
in  the  United  States  during  the  past  ten  years  has  varied  from  (50,000 
to  over  $360,000,  while  the  value  of  the  imports  has  varied  between 
$5,000  and  $100,000.  During  1901  but  360,000  pounds  of  cut 
mica  were  produced,  valued  at  $98,859.  During  the  same  period 
there  were  produced  2,171  tons  of  scrap  mica,  valued  at  $19,719. 
The  price  of  the  cut  mica,  it  should  be  stated,  varies  with  the  size  of 
the  sheets,  the  larger  naturally  bringing  the  higher  price.  The 
average  price  of  the  cut  mica,  all  sizes,  is  not  far  from  Si  a  pound, 
■while  the  scrap  mica  is  worth  perhaps  half  a  cent  a  pound.  The 
dealers'  lists,  as  published,  include  193  sizes,  varying  from  ij  by 
2  inches  up  to  8  by  10  inches,  the  prices  ranging  from  40  cents  to 
$13  a  pound.  For  electrical  work  upward  of  400  patterns  are 
called  for,  the  prices  varying  from  10  ceats  to  $3.50  a  pound. 


The  name  asbestos  in  its  original  sense  includes  only  a  fibrous 
variety  of  the  mineral  amphibole;  hence  it  is  a  normal  metasihcate 
of  calcium  and  magnesium  with  usually  varying  amounts  of  iron  and 
manganese  and  not  infrequently  smaller  quantities  of  the  alkalies. 
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As  is  well  known,  the  amphiboles  crystallize  in  the  monoclinic  system 
in  forms  varying  from  short,  stout  crystab,  like  common  hornblende, 
to  long  colunmar  or  even  fibrous  forms,  to  which  the  names  actinolite, 
tremolite,  and  asbestos  are  applied.  The  word  asbestos  is  derived 
from  the  Greek  aapeirroe,  signifying  incombus  ible,  in  allusion  to  its 
fire-proof  qualities.  The  name  amianthus  was  given  it  by  the  Greeks 
and  Romans,  the  word  signifying  undefiled,  and  was  applied  in 
allusion  to  the  fact  that  cloth  made  from  it  could  be  readily  cleansed 
by  throwing  it  into  the  fire.  As  now  used,  this  tetm  is  properly 
limited  to  fibrous  varieties  of  serpentine.  Owii^  to  careless  usa^e, 
and  in  part  to  ignorance,  the  name  asbestos'  is  now  applied  to  at 
least  four  distinct  minerals,  havir^  in  common  only  a  fibrous  struc- 
ture and  more  or  less  fire-  and  acid-proof  properties.  These  four 
minerals  are:  First,  true  asbestos;  second,  anthophyllite;  third, 
fibrous  serpentine  (chrysotile),  and,  fourth,  crocidoUte.  The  true 
asbestos  is  of  a  white  or  gray  color,  sometimes  greenish  or  stained 
yellowish  by  iron  oxide.  Its  fibrous  structure  is,  however,  its  most 
marked  characteristic,  the  entire  mass  of  material  as  taken  from 
the  parent  rock  being  susceptible  of  being  shredded  up  into  fine 
fibers  sometimes  several  feet  in  length.  In  the  better  varieties 
the  fibers  are  sufficiently  elastic  to  pennit  of  th«r  being  woven  into 
cloth.  Often,  however,  through  the  effect  of  weathering  or  other 
agencies,  the  fibers  are  brittle  and  suitable  only  for  felts  and  other 
non-conducting  materials.  The  shape  of  an  asbestos  fiber  is,  as  a 
rule,  polygonal  in  outline  and  of  a  quite  uniform  diameter,  as  shown 
in  the  illustration  (Fig.  ao) ;  often,  however,  the  fibers  are  splinter- 
like, running  into  fine,  needle-like  points  at  the  extremity.  The 
diameters  of  these  fibers  are  quite  variable,  and,  indeed,  in  many 
instances  there  seems  no  practical  limit  to  the  shredding.  Down 
to  a  diameter  of  0.002  mm.  and  sometimes  to  even  0.001  mm.  the 
fibers  retain  their  uniform  diameter  and  polygonal  outlines.  Beyond 
this,  however,  they  become  splinter-like  and  irregular  as  above 
noted. 

The  mineral    anthophyllite,   like    amphibole,  occurs  in  both 

s  most  desirable  when  the  deri 
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massive,  platy,  and  fibrous  forms,  the  fibrous  form  being  to  the 
unaided  eye  indistinguishable  from  the  true  asbestos. 

Chemically  this  is  a  normal  metasilicate  of  magnesia  of  the 
fonnula  (Mg,Fe)SiO„  differing,  it  will  be  observed,  from  asbestos 
proper  in  containing  no  appreciable  amount  of  lime.  It  further 
differs  in  crystallizing  in  the  orthorhombic  rather  than  the  mono- 
clinic  system,  a  feature  which  is  determinable  only  with  the  aid  of  a 
microsco[>e.  The  shape  and  size  of  the  fibers  are  essentially  the  same 
as  true  asbestos.  The  fibrous  variety  of  serpentine  to  which  the 
name  asbestos  is  commercially  given  is  a  hydrated  metasilicate  of 
magnesia  of  the  formula  H^Mg^ijO,  with  usually  a  part  of  the 
magnesia  replaced  by  ferrous  iron.  It  differs,  it  will  be  observed, 
from  asbestos  and  anthophyUite  in  carrying  nearly  14  per  cent 
of  combined  water  and  from  the  first  named  in  containing  no  lime. 
This  mineral  is  in  most  cases  readily  distinguished  from  either  of  the 
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Fig.  10. — Asbestos  fibers. 
[U.  S.  National  Museum.] 

others  by  its  soft,  silk-like  fibers  and  further  by  the  fact  that  it  is 
more  or  less  decomposed  by  acids.  As  found  in  nature  the  material 
is  of  a  lively  oil-yellow  or  greenish  color,  compact  and  quite  hard, 
but  may  be  readily  reduced  to  the  white,  fluffy,  fibrous  state  by 
beating,  hand-picking,  or  running  between  rollers.  The  length  of 
the  fiber  is  quite  variable,  rarely  exceeding  6  inches,  but  of  \ery 
smooth,  uniform  diameter  and  great  flexibility. 

The  mineral  crocidolite,  although  somewhat  resembling  fibrous 
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serpentine,  belongs  properly  to  the  amphlbole  group.  Chemically 
it  is  anhydrous  silicate  of  iron  and  soda,  the  iron  existing  in  both 
the  sesquioxide  and  protoxide  states.  More  or  less  lime  and  magnesia 
may  be  present  as  combined  impurities.  The  color  varies  from  lav- 
ender-blue to  greenish,  the  fibers  being  silky  like  serpentine,  but  with 
a  slightly  harsh  feeling.  The  composition  of  representative  speci- 
mens of  these  minerals  from  various  sources  is  given  in  the  accom- 
panying table.' 

Mode  oj  occurrence  and  origin. — Concerning  the  associations, 
occurrence,  and  origin  of  the  fibrous  structure  of  these  minerals 
existing  literature  is  strangely  silent.  It  is  known  that  all  occur 
in  regions  occupied  by  the  older  eruptive  and  metamorphic  rocks. 
It  is  probable  that  in  the  fibrous  forms  the  mineral  is  always 
secondary,  and  the  fibrous  structure  due  in  part,  at  least,  to  shearing 
agencies;  that  is,  to  movements  in  the  mass  of  a  rock  whereby  a 
mineral  undergoing  crystallization  would  be  compressed  laterally 
and  drawn  out  along  a  line  of  least  resistance.  It  is  even  probable 
that  the  structure  is  but  an  extreme  development  of  the  prismatic 
cleavage,  due  to  the  shearing  forces.  This  is,  however,  not  the  case 
with  the  fibrous  varieties  of  serpentine,  which  undoubtedly  result 
from  crystallization  in  preexisting  fractures,  or  gash  veins,  of  the 
seipentinous  material.  The  process  is  evidently  the  same  as  that 
which  is  seen  in  studying,  under  the  microscope,  thin  sections  of 
olivine-bearii^  rocks  which  have  undergone  hydration.  The  asbes- 
tos in  Alberene,  in  Albemarle  County,  Virginia,  occurs  in  thin 
platy  masses  along  slickensided  zones  in  the  so-called  soapstone 
(altered  pyroxenite)  of  the  region,  the  fibers  always  running  parallel 
with  the  direction  of  the  movement  which  has  taken  place.  The 
same  is  true  of  the  asbestos  found  in  the  magnetite  mines  near  Blacks- 
burg,  in  Cherokee  County,  South  Carolina,  where  the  fibrous  struc- 
ture is  developed  only  along  shear  zones.  At  Alberton,  Maryland, 
the  fibrous  anthophyllite  occurs  along  a  slickensided  zone  between 
a  schistose  actinolite  rock  and  a  more  massive  serpentinous  or 
talcose  rock,  which  is  also  presumably  an  eruptive  peridotite  or 


'  Fmn  Notes  on  Asbestos  and  Asbeatifomi  Minerals  by  George  P.  Merrill, 
ceedings  of  the  U.  S.  National  Museum,  XVIII,  1895,  pp  381-292. 
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pjooxemte.  The  fibratioD  here  runs  also  parallel  with  the  direction 
of  movement  as  indicated  by  the  slickensided  surfaces. 

Localities. — ^As  already  stated  true  hornblende  asbestos  occurs 
only  in  regions  of  eruptive  and  metamorphic  locks  belonging  to  the 
Archfean  and  Paleozoic  formations.  The  same  is  true  of  anthophyllite. 
Fibrous  serpentine  occurs  sporadically  with  the  massive  forms  of 
the  same  rock  which  is,  so  far  as  known,  almost  invariably  an  altered 
eruptive.  The  three  forms  are  therefore  likely  to  occur  in  greater 
or  less  abundance  in  any  of  the  States  bordering  along  the  Appa- 
lachian system,  but  are  necessarily  lacking  in  the  great  Interior 
Plains  regions,  reoccurring  once  more  among  he  crystalline  rocks 
of  the  Western  Cordilleras  and  the  Pacific  coast.  The  principal 
States  from  which  either  the  true  asbestos  or  anthophyllite  has 
been  obtained  in  anything  like  commercial  quantities  are  Massa- 
chusetts, Connecticut,  New  York,  Maryland,  Virginia,  North  Caro- 
lina, South  Carolina,  Georgia,  and  Alabama,  though  it  has  been 
reported  from  other  Eastern  as  well  as  several  of  the  Western  States. 
Fibrous  serpentine  (chrysotile,  or  amianthus)  occurs  in  small  amounts 
at  Deer  Isle,  Maine;  in  northern  Vermont;  at  Easton,  Pennsylvania; 
Montville,  New  Jersey;  in  the  Casper  Mountains  of  Wyoming, 
and  in  Washington.  It  is  known  also  to  occur  in  Newfoundland. 
The  Canadian  source  is  in  a  belt  of  serpentinous  rocks  extending 
more  or  less  interruptedly  from  the  Vermont  line  northeastward  to 
some  distance  beyond  the  Chaudi^  River.  The  geological  horizon 
is  that  subdivision  of  the  Lower  Silurian  known  as  the  Quebec 
Group.  The  material  has  also  been  found  in  the  Laurentian  rocks  of 
this  region. 

"Among  the  principal  areas  of  serpentine  which  are  found  at 
so  many  widely  scattered  points,  the  most  easterly  yet  known  is  at  a 
point  called  Mount  Serpentine,  about  lo  miles  up  the  Dartmouth 
River  from  its  outlet  in  Gasp^  Basin.  The  serpentine  is  here  asso- 
ciated with  limestone  and  surrounded  by  strat?.  of  Devonian  Age. 
Small  veins  of  asbestos  are  found  in  the  rock,  but  not  yet  in  quantity 
sufficient  to  be  economically  valuable.  West  of  this  the  next  ob- 
served is  the  great  mass  of  Mount  Albert,  whence  it  extends  west  in 
a  great  ridge  for  some  miles.  This  mass  is  known  to  contain  veins  of 
chromic  iron,  and  traces  of  asbestos  have  also  been  observed,  but 
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the  area  has  never  yet  been  carefully  explored  with  a  view  to  ascertain 
the  presence  of  the  mineral  in  quantity,  owing  largely  to  the  present 
difficulty  of  access. 

"  In  Cranboume  and  Ware,  to  the  north  of  the  Chaudifere  River 
and  in  the  vicinity  of  that  stream  between  the  villages  of  St.  Joseph 
and  St.  Francis,  several  small  knolls  are  seen,  in  all  of  which  small 
and  irr^ular  veins  axe  visible,  but  apparently  not  in  quantity  suf- 
ficient to  render  them  economically  important,  at  least  in  so  far 
as  yet  examined.  Further  to  the  southwest,  in  Broughton,  Thetford, 
Coleraine,  Wolfestow,  and  Ham,  a  very  great  development  of  these 
rocks  is  observed,  forming  at  times  mountain  masses  from  600 
to  900  feet  above  the  surrounding  country  level,  and  presenting 
very  peculiar  and  boldly  marked  features  in  the  landscape  by  their 
ru^ed  outlines  and  curiously  weathered  surfaces.  The  large 
areas  of  this  division  terminate  southward  at  a  point  termed  Ham 
Mountain,  a  very  prominent  peak  of  diorite  which  marks  the  ex- 
tremity of  the  ridge.  In  this  great  area,  which  we  may  style  the 
central  area,  asbestos  can  be  found  at  many  points  in  small  quantity, 
but  at  a  comparatively  few  does  it  occur  in  quantity  and  quality 
sufficient  to  warrant  the  expenditure  of  much  capital  in  its  extraction. 

"The  third  area,  regarding  that  of  the  Shickshocks  as  the  first, 
begins  near  the  village  of  Danville,  and  may  be  styled  the  south- 
western area.  Thence  it  extends  through  Melbourne,  Brompton, 
Orford,  Bolton,  and  Potton,  in  a  series  of  disconnected  hills,  to  the 
American  boundary,  beyond  which  the  continuation  of  the  serpen- 
tines can  be  traced  into  Vermont.  In  these  areas,  with  the  excep- 
tion of  the  peculiar  isolated  knoll  near  Danville,  the  asbestos  has, 
as  yet,  been  observed  in  small  quantity  only,  and  generally  of  inferior 
quality.  Large  areas  of  soapstonc  are  found  at  points  throughout 
the  area,  and  the  associated  diorites  have  a  lai^e  development. 
It  must,  however,  be  said  of  thb  section,  that  considerable  areas, 
whose  outcrops  can  be  seen  along  the  roads  which  traverse  the 
district,  are  concealed  by  a  dense  forest  growth,  and  the  true  value 
of  such  portions  must,  for  some  considerable  time,  be  largely  con- 
jectural In  fact,  until  the  forest  and  soil  are  completely  removed 
by  the  action  of  forest  fires,  as  was  the  case  at  Black  Lake  and  Thet- 
ford, the  search  for  asbestos  is  hkely  to  prove  difficult  and  unsatis- 
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factory.  It  is,  however,  very  evident  from  the  studies  already 
made  on  this  interesting  group  of  rocks  in  Canada,  that  all  serpen- 
tines are  not  equally  productive — a  fact  very  evident  even  in  the 
heart  of  the  great  mining  centers  themselves,  where  large  areas  of 
the  belt  are  made  up  of  what  is  known  as  barren  serpentine.  As  a 
general  rule,  however,  the  rock  likely  to  prove  asbestos-producing 
can  be  determined  by  certain  peculiarities  of  texture,  color,  or  weather- 
ing. 

"At  the  Thetford  mines,  and  in  that  portion  of  Coleraine  lying 
to  the  northeast  of  Black  Lake,  certain  conditions  favorable  to 
the  production  of  asbestos  appear  to  have  prevailed,  and  have  led 
to  the  formation  of  numerous  veins,  often  of  large  size,  which,  in 
places,  interlace  the  rock  in  all  directions.  These  veins  range  in 
size  from  small  threads  to  a  width  of  3  to  4  inches  (Fig.  21),  and 


FlO.  31. — SerpentiDc  asbestos  In  massive  serpentiiie. 
{U.  S.  National  Museum.] 

in  rare  cases  even  reach  a  thickness  of  over  6  inches.  The  quality 
of  the  fiber,  however,  varies  even  in  these  localities,  and  while  much 
of  it  is  soft,  fine,  and  silky,  other  portions  are  characterized  by  a 
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harshness  or  stiffness  which  detracts  greatly  from  its  commercial 
value," 

The  veins  while  not  disturbed  by  faulting  generally  improve 
so  far  as  quality  of  material  is  concerned  as  the  depth  below  the 
surface  increases.  They  are,  however,  very  irregular  in  their  dis- 
tribution, and  are  rarely  persistent  for  any  great  distance. 

"  A  small  vein  at  the  surface,  of  half  an  inch  in  thickness,  may 
quickly  enlarge  to  one  of  3  inches  or  more,  and,  continuity, 
may  die  out  entirely,  while  others  come  in  on  either  side.  They 
have  much  the  aspect  of  the  gash  veins  in  slaty  rocks,  though  there 
are  many  instances  seen  where  the  fiber  maintains  a  tolerably  uniform 
size  for  considerable  distances. 

"  The  containing  rocks  show  the  presence  of  numerous  faults, 
as  in  other  mineral  localities,  but  possibly  in  the  serpentine  these 
are  often  more  plainly  marked.  These  faults  throw  the  veins  from 
side  to  side,  and  frequently  are  of  sufficient  extent  to  cut  off  entirely 
the  working  face  of  a  highly  productive  area,  the  rock  on  the  other 
side  of  the  fissure  being  often  entirely  barren.  The  sides  of  the 
fault,  in  such  cases,  show  extensive  slickensides,  and  frequently 
have  great  sheets  of  coarse  or  vroody-fibered  or  imperfect  asbestos, 
along  the  planes  of  fracture.  Occasionally,  pockets  or  small  veins 
of  chromic  iron  are  found  in  close  proximity  to  the  asbestos."* 

The  Vermont  asbestos  is  of  the  same  type  as  the  Canadian.  It 
is  found  near  Eden,  in  Lamoille  County,  at  the  adjacent  town  of 
Lowell,  in  Orleans  County,  in  the  northern  part  of  the  State.  At 
Eden  the  mines  occur  in  the  south  face  of  Belvidere  Mountain,  where 
a  great  mass  of  serpentine  occurs  intruded  between  a  micaceous 
schist  below  and  a  homblendic  schist  above.  The  serpentine 
occurs  in  the  form  of  bold  escarpments,  and  the  mining  is  carried 
on  wholly  from  open  cuts.  The  veins  are  rarely  more  than  three- 
fourths  of  an  inch  in  width.  At  Lowell  two  types  of  material  are 
met  with,  the  one  with  fibers  standing  practically  at  right  angles  with 
the  walls,  as  in  the  localities  described,  and  the  other  with  fibers 
parallel  to  the  slickensided  faces  of  joints.     This  last   variety   is 

'  R.  W.  EUs,  Transactions  of  the  American  Institute  of  Mining  Engineeis,  XVIII, 
1890,   p.   3". 
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much  the  more  brittle,  and  as  it  occurs  in  layers  seldom  more  than 
a  fourth  of  an  inch  in  thickness,  is  much  less  desirable. 

The  Italian  asbestos  which  finds  its  way  to  the  American  markets- 
is  both  of  the  amphibohc  and  serpentinous  varieties,  both  being  re- 
markable for  the  beautiful  long  fibers  they  yield.  The  amphibohc 
variety,  the  true  asbestos,  comes  from  Mont  Cenis,  and  the  serpen- 
tinous variety,  fiom  Aosta. 

Methods  of  mining  and  preparaiton. — The  minii^  of  asbestos  is. 
carried  on  almost  wholly  from  open  cuts  and  shallow  tunnels.  Rarely 
does  it  pay  to  follow  the  material  to  any  great  depth.  In  the  United 
States  the  mines  are  worked  very  irregularly,  and  in  most  cases 
abandoned  at  the  end  of  a  short  season. 

The  mi"i"g  of  the  Canadian  material  is  carried  on  by  means  of 
open  cuts,  much  as  a  farmer  cuts  down  a  stack  of  hay  or  straw,  or 
by  open  quarry  on  a  level.  The  rock  is  blasted  out  and  the  asbestos 
separated  from  the  inclosii^  rock  by  a  process  known  as  "  cobbing," 
and  which  consists  in  breaking  away  the  fibrous  material  from  the 
walls  of  the  vein  or  from  other  foreign  ingredients  by  means  of 
hammers. 

The  cobbed  material  is  separated  into  grades,  according  to 
quality,  which  depends  upon  the  length,  fineness,  and  flexibility  of 
the  fiber.  During  1888  the  finest  grades  brought  prices  vaiying  from 
$80  to  tiio  a  ton.     In  1899  the  price  had  fallen  to  about  $26  a  ton. 

Uses, — The  uses  of  asbestos  are  manifold,  and  ever  on  the- 
increase.  Among  the  ancient  Greeks  it  was  customary  to  wrap' 
the  bodies  of  those  to  be  burned  in  asbestos  cloth,  that  their  ashes 
might  be  kept  intact.  In  the  eighth  century  Charlemagne  is  said 
to  have  used  an  asbestos  tablecloth,  which,  when  the  feast  was  over,, 
he  would  throw  into  the  fire,  after  a  time  withdrawing  it  cleaned  but 
unharmed,  greatly  to  the  entertainment  of  his  guests.  The  most 
striking  use  to  which  the  material  is  put  is  the  manufacture  of  fire- 
proof cloths  for  theater  curtains,  for  suits  of  firemen  and  others 
liable  to  exposure  to  great  heat.  It  is  also  used  for  packing  pistons, 
closing  joints  in  cylinder  heads,  and  other  fittings  where  heat,  either 
dry  or  from  steam  and  hot  water,  would  shortly  destroy  a  less  durable 
substance.  For  this  purpose  it  is  iised  in  the  form  of  a  yam,  or  as 
millboard.    The  lower  grades,  in  which  the  fibers  are  short  or 
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brittle,  are  made  into  a  felt  which,  on  account  of  its  non-conducting 
powers,  is  utilized  in  covering  steam  boilers.  It  is  also  ground 
and  made  into  cements  and  paints,  the  cement  being  used  as  a  non- 
conductor on  boilers,  and  the  paint  to  render  wooden  structures 
less  suscq}tible  to  fire.  In  the  chemical  laboratory  the  finely  fibered, 
thoroughly  purified  asbestos  forms  an  indispensable-  filtering  medium. 
For  this  purpose  the  true  asbestos  is  preferable  to  the  fibrous  serpen- 
tine.' In  the  manufacture  of  cloth,  rope,  and  other  materials  where 
strength  and  flexibility  of  fiber  are  essential  the  serpentine  asbestos 
(chiysotile)  is  preferable  to  the  amphibolic  form,  though,  owing  to  its 
hydrous  condition,  it  is,  in  reality  less  fire-proof. 

Within  a  few  years  it  has  been  found  that  the  massive  material 
previously  considered  as  waste  at  the  Danville  mines  could,  by  proper 
treatment,  be  reduced  to  a  fibrous  pulp  amdirably  adapted  for  a 
wall  plaster,  and  similar  uses.  This  material  is  known  under  the 
commercial  name  of  asbestic. 

The  chief  use  of  asbestos  is  based  upon  its  highly  refractory  or 
non-combustible  nature.  The  popular  impression  that  it  is  a  non- 
conductor of  heat  is,  according  to  Professor  Donald,  erroneous,  the 
non-conducting  character  of  the  prepared  material  being  due  rather 
to  its  porous  nature  than  to  the  physical  properties  of  the  mineral 
itself.'  Owing  to  the  comparatively  high  price  of  asbestos,  it  is,  in 
the  manufacture  of  the  so-called  non-conducting  materials,  largely 
admixed  with  plaster  of  Paris,  powdered  limestone,  dolomite,  mag- 
nesite,  diatomaceoiis  earth,  or  carbonaceous  matter,  as  hair,  paper,, 
sawdust,  etc.  With  the  possible  exception  of  the  magnesite  (carbon- 
ate of  magnesia)  these  are  all  less  effective  than  the  asbestos,  and 
deteriorate  as  well  as  cheapen  the  manufactured  article.  The 
following  table  will  serve  to  convey  some  idea  of  the  relative  portions 
of  the  various  materials  used  as  non-conducting  pipe  coverii^, 


'  Prof.  A.  H.  Chester:  Some  Mbconceptiotis  Conceining  AsbesEos.     Engineeiing. 
and  Mining  Journal.  LV,  1893,  p.  531. 
'  The  Mineral  Jadmbey,  II,  1893,  p.  4, 
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Asbestos  sponge,  molded: 

Plaster  of  Paris 95-do 

Fibrous  asbestos '. 4.20 

Fire-felt  sectional  coveiing: 

Asbestos 8j.oo 

Caibonaceous  matter  (hair,  paper,  tawdtut.  etc.) » iB.oo 


Magnesia  sectional  covering: 
Carbonate  of  a 
Fibrous  asbestos  •. 


Magnesia  plastic: 
Carbonate  of  n 
Fibioua  asbestos 7^ 


Asbestos  cement  felting: 

Powdered  limestone &t-50 

Plaster  of  Paris 3.50 

Asbestos 31.00 


AabestoB-sponge  cement  felting: 

Powdered  limestone 

Plaster  of  Paris 


Fossil  meal: 

Insoluble  silicate 

Carbonaceous  matter  {hair,  paper,  sawdust,  etc.)  . 

Soluble  mineral  matter 

Moisture 


The  annual  amount  of  asbestos  of  all  kinds  produced  in  the 
United  States  varies  from  600  to  1,000  tons,  valued  at  about  $15  per 
ton.  Some  30,000  tons  of  asbestos  and  asbestic  are  produced  by  the 
Canadian  mines,  a  considerable  proportion  of  which  dnds  its  way  into 
American  markets. 
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4.    GARNET. 

The  chemical  composition  of  the  various  minerals  of  the  garnet 
group  is  somewhat  variable,  though  all  are  essentially  silicates  of 
alumina,  lime,  iron,  or  magnesia.  The  more  common  types  are 
the  lime-alumina  garnet  grossuiariu,  and  the  iron-alumina  garnet 
alamandite.  Other  varieties  of  value  as  minerals  or  as  gems  are 
Pyrope,  spessartiU,  andradile,  bredbergiie,  and  uvaravite. 

The  ordinary  form  of  the  garnet  is  the  regular  12-  or  24-sided 
solid,  the  dodecahedron  and  trapezodedron,  as  shown  in  Fig.  23. 
The  color  is  dull  red  or  brown,  though  in  the  rarer  forms  yellow, 
green,  and  white.    Hardness  from  6.5  to  7.5  of  the  scale. 

Occwrence. — Garnets  occur  mainly  in  metamorphic  siliceous 
rocks,  such  as  the  mica  schists  and  gneisses,  and  though  sometimes 
found  in  limestones  and  in  eruptive  rocks,  are  rarely  sufficiently 
LQt  to  be  of  economic  importance.  In  the  gneisses  and  schists, 
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howev  r,  they  not  infrequently  preponderate  over  every  other  con- 
stituent, varying  from  sizes  smaller  than  a  pin's  head  to  masses 
of  loo  pounds'  weight,  or  more. 

The  most  important  gamet-producing  regions  of  the  United 
States  are  Roxbury,  Connecticut,  Warren  County,  New  York,  and 
Delaware  County,  Pennsylvania.  At  the  first-named  locality,  the 
garnets  occur  in  a  mica  schist;    in  New  York  they  are  found  in 


Fk).  9a.^OutIiiMS  of  gonet  crystal*. 

laminated  pockets  scattered  through  beds  of  a  very  compact  horn- 
blende feldspar  rock,  the  size  of  the  pockets  ranging  from  5  or  6 
inches  in  diameter  to  such  as  will  yield  1,000  pounds  or  more.  In 
the  Delaware  County  localities  the  garnets  occur  in  ^gn^tes  of 
small  crystals  in  a  quartzose  gneiss.^ 

One  of  the  most  noted  garnet  regions  of  the  world  is  that  near 
Prague,  Bohemia.  According  to  G.  F.  Kunz,'  the  garnets  of  the 
pyrope  variety  are  indigenous  to  an  eruptive  rock  now  changed  to 
serpentine,  and  the  mineral  is  found  "  loose  in  the  soil  or  in  the 
lower  part  of  tie  diluvium,  or  embedded  in  a  serpentine  rock.  .  .  . 
In  mining  the  earth  is  cut  down  in  banks  and  only  the  lower  layer 
removed,  and  the  garnets  are  separated  by  washing.  The  earth 
is  first  dry-sifted  and  then  washed  in  a  small  jig  consisting  of  a 
sieve  moved  back  and  forth  in  a  tank  of  water." 

According  to  Mr.  D.  B.  Sterrett,  the  garnets  at  Roxbury,  noted 
above,  occur  in  the  form  of  dodecahedrons  of  all  sizes  up  to  an  inch 
and  a  half  in  diameter,  embedded  in  a  mica  schist. 

'  The  Mineral  Indualry,  V,  1896. 

'Transactions  of  the  American  Institute  of  Mining  Engineets,  XXI,  189a,  p.  341. 
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The  present  quarry  is  situated  upon  a  hilltop  some  three  miles 
outside  of  the  town  of  Roxbury.  Mining  is  done  whoify  by  open 
cuts.  The  rock  is  blasted  out  by  dynamite  and  broken  into  masses 
suitable  for  haiidling,  which  are  then  raised  from  the  quany,  dumped 
into  a  gravity  car,  and  run  to  a  crushing  mill.  The  schist  is  soft, 
crushing  easily,  the  garnets  coming  out,  in  large  part,  free  from 
the  matrix  and  unbroken. 

From  the  crusher  pieces  of  all  sizes  up  to  a  hen's  egg  fall  through 
a  chute  and  are  scattered  evenly  over  a  broad  belt,  some  2  feet 
in  width  and  la  or  more  in  length,  over  which  small  streams 
of  water  are  kept  playing  in  order  to  settle  the  dust  and  cleanse 
the  garnets.  On  either  side  of  this  belt  men  are  employed  to  pick 
out  the  garnets,  which  are  placed  upon  a  small  belt  above  moving, 
in  the  same  direction,  which  carries  them  to  the  storing  bins,  where 
they  are  run  into  sacks  of  100  pounds'  weight  each  and  shipped  to 
Chicago,  at  which  place  they  are  utilized  by  the  Armour  Packing 
Company  in  the  manufacture  of  the  so-called  emery  paper. 

The  waste  at  the  quarry  is  very  great,  amounting,  it  is  estimated, 
to  from  one-half  to  three-fourths  of  the  entire  amount  mined. 

Uses. — Aside  from  their  uses  in  the  cheaper  forms  of  jewehy, 
garnets  are  used  mainly  for  abrading  purposes  and  mainly  as  a 
sand  for  sawing  and  grinding  stone  or  for  making  sandpaper.  The 
material  is  of  less  value  than  corundum  or  emery,  owing  to  its  inferior 
hardness.  The  commercial  value  is  variable,  but  as  prepared 
for  market  it  is  worth  about  2  cents  a  pound. 

5.  ZIKCON. 
■    Thb  is  a  silicate  of  zirconium,  ZrSi04,  =  silica,  32.8  per  cent; 
zirconia,  67.2  per  cent;    specific  gravity,  4.68  to  4.7;   hardness,  7.5; 
colorless,  grayish,  pale  yellow  to  brown  or  reddish  brown.     Ordi- 
narily in  the  form  of  square  prisms  (Fig.  23). 

Zircon  is  a  common  constituent  of  the  older  eruplives  like  granite 
and  syenite,  and  also  occurs  in  granular  limestone,  gneiss,  and 
the  schists.  It  is  so  abundant  in  the  ckeoUte  syenites  of  Southern 
Norway  as  to  have  given  rise  to  the  varietal  name  Zircon  syenite. 
Although  widespread  as  a  rock  constituent  it  has  been  reported 
in  but  few  instances  in  sufficient  abundance  to  make  it  of  commercial 
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value.  Being  hard  and  very  durable  it  resists  to  the  last  ordinary 
atmospheric  agencies,  and  hence  is  to  be  found  in  beds  of  sand, 
gravel,  and  other  d^ris  resulting  from 
the  decomposition  of  rocks  in  which  it 
primarily  occurs.  It  has  thus  been 
reported  as  found  in  the  alluvial  sands 
in  Ceylon,  in  the  gold  sands  of  the 
Ural  Mountains,  Australia,  and  other 
places.  In  the  United  States  it  occurs 
in  considerable  abundance  in  the  elso- 
lite  syenite  of  Litchfield,  Maine,  and 
is  also  found  in  other  States  bordering 
'  along  the  Appalachian  Mountains.  The  most  noted  localities  are  in 
Henderson  and  Buncombe  counties  in  North  Carolina,  whence  several 
tons  have  been  mined  during  the  past  few  years  from  granite  dtfbris. 
Uses. — See  under  Monazite,  p.  298. 

6.   SPODDUENE  A14D  PETALTTE. 

Spodtimene. — ^This  is  an  aluminum-lithium  silicate  of  the  formula 
LiAl(SiO,)„  — silica,  64.5  percent;  alumina,  37.4  per  cent;  llthia, 
8.4  per  cent;  in  nature  more  or  less  impure  throu^  the  presence  of 
small  amounts  of  ferrous  oxide,  lime,  magnesia,  potash,  and  soda. 
Luster,  vitreous  to  pearly;  colors,  white,  gray,  greenish,  yellow,  and 
amethystine  purple,  transparent  to  tranducent.  Usual  form  that  of 
fbttened  prismatic  crystak,  with  easy  cleavages  parallel  with  the 
faces  of  the  prism.  Also  in  massive  forms.  Crystals  sometimes 
of  enormous  size,  as  noted  below. 

Mode  of  occurrence. — Spodumene  occurs  commonly  in  the  coarse 
granitic  veins  associated  with  other  lithia  minerals,  together  with 
tourmaline,  beryls,  quartz,  feldspar,  and  mica.  The  chief  localities 
as  given  by  Dana  are  as  below: 

"  In  the  United  States,  in  granite  at  Goshen,  Massachusetts, 
associated  at  one  locality  with  blue  tourmaline  and  beryl;  also 
at  Chesterfield,  Chester,  Huntington  (formerly  Norwich),  and 
Sterling,  Massachusetts;  at  Windham,  Maine,  with  garnet  and 
staurolite;  at  Peru  with  beryl,  triphylite,  petalite;  at  Paris,  in 
Oxford  County;    at  Winchester,  New  Hampshire;    at  Brookfield, 
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Connecticut,  a  few  rods  north  of  Tomlinson^  tavern,  in  small  gray- 
ish or  greenish-wbite  individuals  looking  like  feldspar;  at  Brancb- 
ville,  Connecticut,  in  a  vein  of  pegmatite,  with  lithiophiUte,  uran- 
inite,  several  manganesian  phosphates,  etc;  the  crystals  are  often 
of  immense  size,  embedded  in  quartz;  near  Stony  Point,  Alexander 
County,  North  Carolina,  the  variety  hiddenite  in  cavities  in  a  gneiss- 
oid  rock  with  beryl  (emerald),  monazite,  rutUe,  atlanite,  quartz, 
mica,  etc.;  near  Ba%round,  Cherokee  County,  Georgia;  in  South 
Dakota  at  the  Etta  tin  mine  in  Pennington  County,  in  immense 
crystals.  At  Huntington,  Massachusetts,  it  is  associated  with  tri- 
phylite,  mica,  beryl,  and  alblte;  one  crystal  from  this  locality  was 
i6J  inches  long  and  lo  inches  in  girth." 

At  the  Etta  tin  mine,  in  the  Black  Hills  of  South  Dakota,  the 
mineral  occurs,  according  to  W.  P.  Blake,  in  sizes  the  magnitude  of 
which  exceeds  all  records.  Crystalline  masses  extend  across  the 
face  of  the  open  cut  from  2  to  6  feet  in  length  and  from  a  few  inches 
to  12  and  18  inches  in  diameter.  Blocks  too  large  to  lift  have  been 
freely  tumbled  over  the  dump  with  the  waste  of  the  feldspar,  quartz, 
and  mica.  The  gigantic  crystals  preserve  the  cleavE^e  characteris- 
tics and  show  the  common  prismatic  planes.  The  color  is  hghter 
and  is  without  the  delicate  creamy-pink  hue  of  the  specimens  from 
Massachusetts.  It  is  very  hard,  compact,  and  tough,  and  is  dif- 
ficult to  break  across  the  grain.  Some  of  the  fragments  are  trans- 
lucent.    (See  Plate  XIV.) 

The  chief  foreign  localities  of  spodumene  are  Ut6  in  Sddermanland, 
Sweden,  where  it  is  associated  with  magnetic-iron  ore,  tourmalines, 
quartz,  and  feldspar,  near  Sterzing  and  Lisens,  in  Tyrol;  embedded 
in  granite  at  Killiney  Bay  near  Dublin,  and  at  Peterhead.  Scotland. 

Uses.  —  Spodumene  and  the  lithia-mica  lepidoUte  are  used  in 
the  manufacture  of  lithia  salts,  although  the  industry  is  not  yet 
one  of  great  importance.  The  price  of,  the  crude  material  varies 
with  the  percentage  of  Uthium,  which  as  noted  is  greatest  in  the  first- 
named  mineral.  During  the  year  1901  the  prices  ranged  from  $11.00 
to  $40.00  per  ton.  the  total  production  for  the  year  being  but  1,750 
tons,  derived  mainly  from  CaUfomia  and  in  the  form  of  lepidolite. 

Petalite,  another  Uthium-aliuninum  silicate  containing  3.5  to 
5  per  cent  lithia  occurs  associated  with  lepidolite,  tourmaline,  and 
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spodumene  in  an  iron  mine  at  Utd,  Sweden,  witb  spodumene  and 
albite  at  Peru,  Maine,  and  with  scapolite  at  Bolton,  Massachusetts. 

7.   LAZnitlTE;    LAfIS  LAZUU;    OS  NATIVE  ULTRAHAKINE. 

Composition  essentially  Na^(NaS,.Al)Al,Si,0„,  =  silica,  31.7  per 
cent;  alumina,  26.9  per  cent;  soda,  27.3  per  cent;  sulphur,  16.9 
per  cent;  hardness,  5.5;  specific  gravity,  2.38  to  2.45.  Color,  rich 
azure-violet  or  greenish  blue,  translucent  to  opaque.  The  ordinary 
lapis  lazuli  is  not  a  simple  mineral  as  given  above,  but  a  mixture 
of  lazurite,  hauynite,  and  various  other  minerals. 

The  following  analyses  quoted  from  Dana  serve  to  show  the 
heterc^neous  character  of  the  material  as  found : 


LocaKtira. 

IS- 

*Br 

H 

^; 

gsfc. 

^''^- 

"^«. 

4S-33 
40.54 

4570 

43.00 
15-34 

o!86 
1-30 

*3-S6 

;:3 

"-4S 
I»-S4 

"0-5S 

0.35 

J-ia 

4.32 

Occurrence. — The  localities  are  mostly  foreign.  The  ultramarine 
reported  not  long  since  as  occurring  near  Silver  City,  New  Mexico, 
has  been  shown  by  R.  L.  Packard  to  be  a  magnesian  silicate. 

Mexico,  Chile,  Siberia,  Jndia,  and  Persia  are  the  chief  sources. 
The  following  regarding  the  Indian  localities  is  taken  from  Ball's 
Geol(^  of  India,  Part  III. 

According  to  Captain  Hutton,  the  lapis  lazuli  sold  in  Kandahar 
is  brought  from  Sadmoneir  and  Bijour,  where  it  is  said  to  occur  in 
masses  and  nodules  embedded  in  other  rocks.  He  obtamed  a 
small  specimen  from  Major  Lynch,  which  was  said  to  have  been 
brought  from  Hazara,  and  he  heard  that  it  occurred  in  Khelat. 
Several  writers  speak  of  its  occurrence  in  Beluchistan.  but  possibly 
this  may  be  due  to  some  confusion  in  names.  Beyond  a  question 
of  doubt  it  does  exist  in  Badaksham.  the  mines  south  of  Fiigamu. 
in  the  Kokcha  valley,  having  been  described  by  Wood  in  the  narra- 
tive of  his  journey  to  the  Oxus. 

The  entrance  to  the  mines  is  on  the  face  of  the  mountain  at  an 
elevation  of  about  1,500  feet  above  the  level  of  the  stream.  The  rocks 
are  veined,  black  and  white  limestones.    The  principal  mine  as  rep- 
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lesented  in  elevation,  pursues  a  somewhat  serpentine  direction.  The 
shaft  by  which  you  descend  to  the  gallery  is  about  10  feet  square,  and 
is  not  so  perpendicular  as  to  prevent  your  walking  down.  The 
gallery  is  30  paces  long,  with  a  gentle  descent,  but  it  terminates  in 
a  hole  20  feet  in  diameter  and  as  many  deep.  The  gallery  is  12  feet 
in  diameter,  and  as  it  is  unsupported  by  pUlars  accidents  sometimes 
occur.  Fires  are  used  to  soften  the  rock  and  cause  it  to  crack;  on 
being  hammered  it  comes  off  in  flakes,  and  when  the  precious  stone 
is  disclosed  a  groove  is  picked  round  it,  and  together  with  the  portion 
of  the  matrix  it  is  pried  out  by  means  of  crowbars.  Three  varieties 
are  distii^uished  by  the  miners,  the  nUi,  or  indigo  colored,  the 
asmani,  or  sky-blue,  and  the  sabxi,  or  green.  The  labor  was  com- 
pulsory, and  mining  was  only  practiced  in  the  winter.  According 
to  Wood,  these  mines  and  also  those  for  rubies  had  not  been  worked 
for  four  years  as  they  had  ceased  to  be  profitable.  Possibly  this 
may  have  been  partly  due  to  the  fall  in  vahie;  according  to  Mr. 
Baden-Powell,  recent  returns  represent  the  exports  as  amounting 
to  only  2  seers;  but  Colonel  Yule,  in  his  book  of  Marco  Polo,  states 
that  the  produce  was  30  to  60  poods  (36  pounds  each)  aniiually, 
the  best  qualities  selling  at  prices  ranging  from  ;£ia  to  ^2^  a  pood. 
Mr.  Powell's  figures  perhaps  only  refer  to  the  exports  to  India. 
Formerly  the  produce  from  these  mines,  which  must  have  been 
considerable,  was  exported  principally  to  Bokhara  and  China,  whence 
a  portion  found  its  way  to  Europe. 

Marco  Polo  says  that  the  taure  found  here  was  the  finest  in  the 
world,  and  that  it  occurred  in  a  vein  like  silver.  The  Yamgan 
tract,  in  which  the  mines  were  situated,  contained  many  other 
mines,  and  doubtless  Tavemier  referred  to  it  when  he  spoke  of  the 
territory  of  a  Raja  beyond  Kashmir  and  toward  Thibet,  where  there 
were  three  mountains  close  to  one  another,  one  of  which  produced 
gold,  another  granats  ^mets,  or  rather  batas  rubies),  and  the 
third  lapis  lazuli. 

A  small  quantity  of  lafward  is  said  to  be  imported  inlo  the  Punjab 
from  Kasbgar,  and  a  mine  is  reported  to  exist  near  the  source  of 
the  Koultouk,  a  nver  which  falls  into  Lake  Baikal 

Uses. — Ultramarme  for  coloring  purposes  has  in  modem  times 
lost  nmch  of  its  value,  owing  to  the  discovery  by  M.  Guimet  in 
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1838  of  an  artificial  substitute.  Formerly  it  was  much  used  as  a 
pigment,  being  preferred  by  artists  in  consequence  of  its  possessing 
greater  purity  and  clearness  of  tint.  According  to  Ball,*  the  arti&cial 
substitute  is  now  commonly  sold  in  the  bazars  of  India  under  the 
same  name,  lajward,  for  about  4  rupees  a  seer,  while  at  Kandahar 
in  the  year  1841,  according  to  Captain  Hutton,  the  true  lajward, 
which  was  used  for  house  painting  and  book  illuminating,  was  sold, 
when  purified,  at  from  80  to  100  rupees  a  seer.  Mr.  Emanuel 
states  that  the  value  of  the  stone  itself,  when  of  good  color,  varies, 
according  to  size,  from  10  to  50  shiUings  an  ounce.  In  Europe  the 
refuse  in  the  manufacture  is  calcined,  and  affords  delicate  gray 
pigments,  which  are  known  as  ultramarine  ash. 

Lajward  is  prescribed'  internally  as  a  medicine  by  native  phy- 
sicians; it  has  been  applied  externally  to  ulcers.  That  it  possesses 
any  real  therapeutic  powers  is,  of  course,  doubtful. 

Ahbough  no  longer  a  source  of  any  considerable  amount  of  the 
ultramarine  of  commerce,  the  compact  varieties  of  the  mineral,  such 
as  that  from  Persia,  are  highly  esteemed  for  the  manufacture  of 
mosaics,  vases,  and  other  small  ornaments. 

8.  allanite;  ORTHITE. 

This  is  a  cerium  epidote  of  the  formula  HR"R"',Si,0,„  in  which 
R"  may  be  either  calcium  or  iron  (oi'both)  and  R'"  aluminum,  iron 
cerium,  didymium,  or  lanthanum.  The  analyses  given  on  the  next 
page  are  selected  from  Dana's  Mineralogy  as  showing  variation  in 
the  composition  sufficient  for  present  purposes. 

When  in  crystals  often  in  long  slender  nail-like  forms  (orthite) ; 
also  massive  and  in  embedded  granules.  Color,  pitch-black,  brown- 
ish, and  yellow.  Brittle.  Hardness,  5.5  to  6.  Specific  gravity,  3.5 
to  4.2.  Before  the  blowpipe  fuses  and  swells  up  to  a  dark,  slaggy, 
magnetic  glass. 

Localities  and  mode  0}  occurrence. — The  more  common  occur- 
rence is  in  the  form  of  small,  acicular  ciystals  as  an  original  con- 
stituent in  granitic  rocks.  It  also  occurs  in  white  limestone,  asso- 
ciated with  magnetic-iron  ore,  and  in  igneous  rocks  as  andesite,  diorite, 

'  Geology  o'  India,  III,  p.  51S. 
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SiUc»  (SiOJ 

Tborina  (ThOJ 

AJuniin.  (Al,oS 

Iron  scsquiozide  (Fc^O^ 

Cerium  aesquioxide  (Cefif) 

Didymium  lesquioxide  (DijO,) . 
Lanthanum  sesquioxide  (l.a,0,) 
Yttiium  sesquioxide  (V,OJ  .  . . . 
Erbinum  scaquibxidc  (Er,0,)... 

Iron  protoxide  (FeO) 

Manganese  (MnO) 

Lime  (CaO) 

Magnesia  (MgO) 

Potash  (K-O) 

Soda  (Na-O) 

Water  (t^O) 
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III. 

31.63 
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None. 
9.89 

0.64 

10^8 

1J.78 

0.0S 

O.J8 

None. 

o.a8 

349 

9-37 

1.56 

9907 

100.79 

99-'9 

(I)  HUteriS.  Norway;  (II)  YtUrby,  Swc<l«i;  (tit)  Nelson  County,  Virsioia. 

and  rhyoUte.  At  the  Cook  Iron  Mines,  near  Port  Henry,  New  York^ 
it  is  reported  as  occurring  in  great  abundance  and  in  crystals  of 
extraordinary  size,  in  a  gangue  of  quartz  and  orthoclase. 

The  variety  orthite  occurs  in  forms  closely  simulating  rusty 
nails  in  the  granitic  rock  about  Brunswick,  Maine.  In  ArendaU 
Norway,  it  is  found  in  massive  forms.  At  Finbo,  near  Falun, 
Sweden,  in  acicular  crystals  a  foot  or  more  in  length.  In  Amherst 
and  Fauquier  counties,  Virginia,  it  occurs  in  large  masses  from 
Fauquier  County,  as  it  also  does  near  Bethany  Church,  Iredell 
County,  North  Carolina,  and  Llano  County,  Texas.  At  Balsam 
Gap,  Buncombe  County,  North  Carolina,  it  occurs  in  slender  crys- 
tals 6  to  1 3  inches  long  and  in  crystalline  masses,  in  a  granitic  vein 
and  under  similar  conditions  at  the  Buchanan  and  Wiseman  mines 
in  Mitchell  County. 

Uses. — See  under  Monazite,  p.  298. 

9.  GADOLINTTE. 

This  is  a  basic  orthosilicate  of  yttrium,  iron,  and  gludnum, 
though  with  frequently  varying  amoimts  of  didymium,  lanthanum, 
etc.  The  formula  as  given  by  Dana  is  Gl^eV,Si,0,a,  =  silica, 
23.9  per  cent;  yttrium  oxides,  51.8  per  cent;  iron  protoxide,  14.3, 
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per  cent,  an3  gludna,  lo  per  cent  Actual  analyses  yielded  results 
as  below: 


Comtitucnu. 

Silica  (SiOJ 

Thorina  (ThO^ 

Yttrium  sesquiojdde  (Y,0,) 

Cerium  sesquioxidc  (Ce,0  j 

Didymimn  sesquioxide  (Di,0^ 

Lanthanum  scaquioxide  (l.a,0,)  . . . . 

Iron  sesquioxide  (Fe,0,) 

Iron  protoxide  (FeO) 

Beiylium  (Glucina)  protoxide  (BeO) 

Lime  (CaO) 

Soda{N«,0) 

Water  (I^O) 


43.96 
,.6j 

■    3-°* 


(I)  Ytterby.iuu' Stockholm,  Smdea:  (II)  Lluio  Caunty.  Texu. 

The  mineral  is  sometimes  found  in  form  of  rough  and  coarse 
crystals,  but  more  commonly  in  amorphous,  glassy  forms.  Hard- 
ness, 6.5  to  7;  specific  gravity,  4  to  4.47.  Color,  brown,  black,  and 
greenish  black,  usually  translucent  in  thin  splinters  and  of  a  grass- 
green  to  olive-green  color  by  transmitted  light.  No  true  cleavage; 
fracture  conchoidal  or  splintery  like  glass,  and  with  a  vitreous  or 
somewhat  greasy  luster.  Through  oxidation  and  hydration  the 
mineral  becomes  opaque,  brown,  and  earthy.  Hence  masses  are 
not  infrequently  found  consisting  of  the  normal  glassy  gadolinite 
enveloped  in  a  brown-red  crust  of  oxidation  products.  On  casual 
inspection  the  mineral  closely  resembles  samarskite  and  the  dark, 
opaque  varieties  of  orthite,  but  is  easily  distinguished  from  the 
fact  that  before  the  blowpipe  it  glows  brightly  for  a  moment  and 
then  swells  up,  cracks  open,  and  becomes  greenish  without  fusing. 
Some  varieties  (the  normal  anisotropic  forms)  swell  up  into  cauii- 
flower-Uke  forms  and  fuse  to  a  whitish  mass.  Like  orthite,  it  gives 
a  jelly  when  the  powdered  mineral  is  boiled  in  hydrochloric  acid. 

Localities  and  mode  of  occurrence. — The  mineral  occurs  mainly 
in  coarse  pegmatitic  veins  associated  with  allanite  and  other  allied 
minerals.  The  principal  locality  in  the  United  States  thus  far 
described  is  some  five  miles  south  of  BluSton  on  the  west  bank 
of  the  Colorado  River,  in  Llano  County,  Texas.    The  region  is 
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described '  as  occupied  by  Archsean  rocks  with  granite,  and  occasional 
cappings  of  limestone. 

A  coarse  deep-red  granite  is  the  most  abundant,  and  is  cut  by 
numerous  extensive  veins  of  quajtz  and  feldspar  which  carry  the 
■gadolinite,  in  pockety  masses,  and  the  other  minerals  mentioned.  . 
Most  of  the  mineral  thus  far  found  is  altered  into  the  brown-red 
waxy  material  noted  above  and  occurs  in  the  fonn  of  masses  weigh- 
ing half  a  pound  and  upward.  One  "  huge  pointed  mass,  in  reality 
a  crystal,  weighed  fully  60  pounds";  another,  42  poxmds.  One 
of  the  earliest  opened  pockets  yielded  some  500  kilos  (iiqo  pounds) 
of  the  mineral. 

Of  the  foreign  localities  those  of  K^rarfvet,  Broddbo,  and  Finbo, 
near  Falun,  Sweden,  and  at  Ytterby,  near  Stockholm,  are  important, 
the  mineral  here  occurring  in  the  form  of  rounded  masses  embedded 
in  a  coarse  granite.  On  the  island  of  HitterS,  in  the  Flecke  Eord, 
Southern  Norway,  crystals  sometimes  four  inches  across  have  been 
obtained. 

Uses. — See  imder  Monazite,  p.  298. 


10.   CERITE. 


This  is  a  ^cate  of  the  metals  of  the  cerium  group  and  of  a  com- 
plex and  doubtful  formula.  The  analyses  below,  taken  from  Dana's 
System  of  Mineralogy,  will  serve  to  show  the  varying  character 
■of  the  mineral. 


Sffica  (SiOp 

Ceiium  onde  (Ce,0^  ,  .  . . 
Didyinium  oxide  (Di,0,).  ■ 


Iron  (udde  (FeO)  . 
Alumina  <AJ,0,)  . 
Lime  (CaO).. 
Water  (H,0)  . 


■9.18 

64-SS 
■    7.38 


35-37 


3-44 


18.18 

33-»S 
34.60 
3-18 


The  mineral  occurs  in  gneiss  and  mica  schist,  and  is  of  a  pre- 
vailing pink  to  gray  color. 

Uses. — See  imder  Monazite,  p.  298, 
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II.   RHODONITE. 


This  is  a  metasilicate  of  manganese  of  tlie  formula  MnSiO,, 
=  silica,  45.9  per  cent;  manganese  protoxide,  54.1.  As  a  rule, 
iron,  caldtun,  or  zinc  replaces  a  part  of  the  manganese.  The  pre- 
vailing form  of  the  mineral  when  in  crystals  is  that  of  rough,  tabular, 
or  elongated  prisms  with  rounded  edges.  It  is  also  common  in 
massive  highly  cleavable  forms,  and  in  disseminated  granules. 
Rarely,  as  in  the  Ekaterinburg  district  of  Russia,  it  occurs  in  massive 
forms  suitable  for  ornamental  work.  Color,  brownish  red,  flesh- 
red,  and  pink;  sometimes  rose-red.  Hardness,  5.5  to  6.5.  Specific 
gravity,  3.4  to  3.68. 

On  exposure  the  mineral  undergoes  oxidation,  becoming  coated 
with  a  black  film  and  giving  rise  thus  to  indefinite  admixtures  of 
sihcate,  oxides,  and  carbonates  of  manganese. 

The  mineral  occurs  in  abundance  associated  with  the  iron  ores 
of  Wermland,  Sweden,  and  at  other  localities  in  Europe ;  in  Ekaterin- 
bui^,  Russia,  as  above  noted.  The  zinciferous  variety  associated 
with  the  zinc  ores  in  granular  Umestones  of  Sussex  County,  New 
Jersey,  is  known  as  fowlerite. 

So  far  as  the  writer  has  information,  rhodonite  has  as  yet  little 
commercial  value,  excepting  as  an  ornamental  stone.  To  some 
extent  it  has  been  utilized  in  glazing  pottery  and  as  a  flux  in  smelt* 
ing  furnaces. 

13.  steatite;   talc;    and  soapstone. 

The  mineral  steatite,  or  talc,  is  a  soft  micaceous  mineral,  con- 
sisting when  pure  of  63.5  per  cent  of  silica,  31.7  per  cent  of  magnesia, 
and  4.8  per  cent  of  water.  Its  most  striking  characteristics  are 
its  softness,  which  is  such  that  it  can  be  readily  cut  with  a  knife 
or  even  with  the  thumb  nail,  and  soapy  feeling,  there  being  an  entire 
absence  of  anything  like  grit  The  prevailing  colors  are  white 
or  gray  and  apple-green.  Several  varietal  forms  are  recognized; 
the  name  talc  as  a  rule  being  applied  to  the  distinctly  foliaceous- 
or  micaceous,  variety,  while  that  of  steatite  is  reserved  for  the  coin^ 
pact  cryptociystalline  to  coarsely  granular  fonns. 
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Pyrallolite  and  rensselaerite  are  names  given  to  varietal  ionns  of 
talc  resulting  from  the  alteration  of  hornblende  or  pyroxene.  Such 
forms  are  found  in  various  portions  of  northern  New  York,  Canada, 
and  Finland. 

According  to  Dana,  a  part  of  the  so-called  agalmatolite  used  by 
the  Chinese  is  steatite. 

The  name  soapstone  is  given  to  dark^ray  and  greenish  talcose 
rocks,  which  are  soft  enough  to  be  readily  cut  with  a  knife,  and 
which  have  a  pronounced  soapy  or  greasy  feeling;  hence  the  name. 
Such  rocks  are  commonly  stated  in  text-books  to  be  compact  fonns 
of  steatite,  or  talc,  but  as  the  writer  has  elsewhere  pointed  out,*  and 
as  shown  by  the  analyses  here  given,  few  of  them  are  even  approx- 
imately pure  forms  of  this  mineral,  but  all  contain  varying  propor- 
tions of  chlorite,  mica,  and  tremolite,  together  with  peihaps  unaltered 
residuals  of  pyroxene,  granules  of  iron  ore,  iron  pyrites,  quartz, 
and  in  seams  and  veins  calcite  and  magnesian  carbonates. 

Composition. — The  varying  composition  of  talc  is  shown  in 
the  series  of  analyses  given  below: 
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The  following  analyses  of  soapstone  have  been  made  in  the 
laboratoiy  of  the  U.  S,  National  Museum: 
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*  Rock*,  Rockweatheriog,  Mid  Soils,  p.  1 
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Occurrence  and  origin. — Talc  in  all  its  forms  is  presumably- 
always  a  secondary  mineral,  a  product  of  alteration  of  other  mag- 
nesian  silicates. 

Smyth  has  shown '  that  the  talc  beds  of  St.  Lawrence  County, 
New  York,  are  alteration  products  from  schistose  aggregates  of 
enstatite  or  tremolite,  principally  the  former.  According  to  this 
author,  the  talc  occurs,  not  in  the  form  of  a  well-defined  vein  with 
walls  of  granite  or  gneiss,  but  in  the  beds  lying  wholly  within  the 
schistose  portions  of  the  prevailing  limestone. 

The  following  account  of  these  deposits  as  occurring  near  Gou- 
vemeur  is  by  A.  Sahlin :  * 

The  vill^e  of  Gouvemeur  is  situated  near  the  northwest  edge  of 
a  geological  island  of  Azoic  rocks;  granite,  gneiss,  limestone,  and 
marble  being  the  representative  features  of  the  formation.  To 
the  west  of  Gouvemeur,  extending  to  and  beyond  the  St  Lawrence 
River,  the  Potsdam  sandstone  is  encountered;  to  the  southeast,, 
the  Trenton  limestones  extend  toward  the  Adirondack  Moimtains. 
The  talc  belt  is  found  in  the  towns  of  Fowler  and  Edwards,  from 

7  to  14  miles  southeast  of  Gouvemeur.    It  has  a  length  of  about 

8  miles,  a  width  of  i  mile,  more  or  less,  and  crosses  the  above-named 
Azoic  island  in  the  general  direction  of  WNW.  to  ESE.  The  "  veins" 
generally  dip  from  45°  to  75°  toward  the  northeast.  Their  width 
varies  from  a  few  inches  to  20  feet  or  more.  Surface  outcroppings 
are  frequent,  and  local  experts  contend  that  there  is  no  use  in  look- 
ing for  talc  where  it  does  not  appear  on  the  surface.  The  abmpt 
change  of  formation  precludes  the  probability  of  discovering  new 
deposits  beyond  the  small,  and  now  most  thoroughly  explored^ 
belt  already  known.  Within  this  narrow  territory,  "veins"  of  talc 
minerals,  separated  by  layers  of  granite  and  gneiss,  are  found  and 
worked.  They  are  principally  made  up  of  the  hydrated  silicates 
of  magnesia,  known  as  agalite  and  rensselaerite,  the  former  of  a 
smooth,  fibrous  texture,  the  latter  scaly  and  lamellar,  and  both 
beautifully  white  or  bluish  white.  In  the  agalite  veins  are  found 
nodules  of  handsome  pink  to  purple,  columnar  crystals  of  hexag- 

■  School  oE  Mining  and  Forestry,  XVII,  No.  4.   iBgfi.     Also  Fifteenth  Annual 
Keport  of  the  State  Geologiat  of  New  York,  tSgs.  PP-  665-671. 
'Mining  and  Scientific  Press,  May  11,  iSgj. 
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onite,  and  also  large  "horses"  of  yellowish-white  hornblende. 
The  occurrence  of  the  two  latter  minerals,  representing  the  anhy- 
drous silicates  of  magnesia,  has  given  rise  to  the  theory  that  the 
talc  deposits  originally  occurred  as  hornblende,  which  has  gradually 
become   hydrated. 

Since  1879  ten  distinct  mines  have  been  opened,  and  some 
of  these  have  reached  a  depth  of  400  feet  or  more  on  the  slope.  The 
present  output  from  these  ten  mines  amounts,  according  to  a  close 
estimate,  to  51,000  tons  a  year,  which  figure,  however,  could  be 
readily  doubled  if  the  reducing  mills  had  the  capacity  to  handle 
the  larger  quantity. 

In  western  North  Carohna  and  northern  Georgia,  particularly 
in  Cherokee  and  Swain  counties  in  the  first-named  State,  and  in 
the  Cohutta  Mountains  of  Murray  County  in  the  last,  are  numerous 
beds  of  very  clean  white  or  greenish  fibrous  talc  occurring  in  part, 
at  least,  in  connection  with  the  marble  beds.  Some  of  the  material 
is  soft,  white,  and  almost  translucent  while  other  is  tough  and  semi- 
translucent,  hom-like.  The  beds  are  mostly  very  irregular  in  extent 
as  well  as  in  quality  of  material. 

According  to  Dr.  Pratt  the  talc  formation  begins  in  Swain  County 
about  six  miles  east  of  the  Valley  River  Mountains,  following  up  the 
valley  of  the  Nantehala  to  near  the  Macon  County  line,  whence  it 
ascends  Nelson  Creek  ravine,  crossing  the  mountain  at  Red  Marble 
Gap.  Entering  Cherokee  County  it  then  follows  Valley  River,  cross- 
ing it  and  the  Hiawassee  near  Murphy  and  following  thence  the 
Nottely  River  Valley  into  Georgia.  The  country  rock  of  the  talc 
re^on  is  mainly  marble  and  quartzite,  bordered  by  gneiss  and 
crystalline  schists,  the  talc  itself  occurring  in  connection  with  the 
marble  and  lying  for  the  most  part  directly  between  the  marble 
and  quartzite,  but  sometimes  inclosed  wholly  in  the  marble.  The 
material  is  found  in  lenticular  masses  and  is  of  good  quality  only 
*here  the  beds  have  been  protected  by  the  capping  of  quartzite; 
elsewhere  it  is  more  or  less  stained  by  iron  oxides,  and  otherwise 
injured.  There  is  a  considerable  variation  in  the  character  of 
the  talc  throughout  the  region.  To  the  east  of  Red  Marble  Gap 
it  is  of  a  bluish-white  color  and  much  of  it  sufficiently  compact  to 
allow  of  its  being  cut  and  used  for  slate  pencils;  that  to  the  west  is 
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-of  a  pi^e  greenish-white  to  bluish-white  color,  and  more  fibrous 
■and  foliated.  All  the  varieties  are  regarded  by  Pratt  as  alteration 
products  of  tremoUte. 

In  Stockbridge,  Windsor  County,  Vennont,  talc  is  mined  from 
veins  from  3  to  12  feet  in  width  in  soapstone.  A  greenish  schistose 
talc  is  also  mined  in  Murray  County,  Georgia. 

Soapstone  occurs  mainly  associated  with  the  older  crystalline 
rocks,  and  in  some  cases  is  undoubtedly  an  altered  eruptive;  in  others 
there  is  a  possibility  of  its  being  a  product  of  metamorphism  of  mag- 
nesian  sediments.  The  principal  beds  now  known  lie  in  the  Appa- 
lachian regions  of  the  eastern  United  States,  though  others  have  re- 
■cently  been  found  in  California,  and  there  is  no  reason  for  supposing 
that  many  more  may  not  exist  in  the  Rocky  Mountain  regions.  The 
beds,  if  such  they  can  be  called,  are  not  extensive,  as  a  rule,  but  occur 
in  lenticular  masses  of  uncertain  age  intercalated  with  other  mag- 
nesian  and  homblendic  or  micaceous  rocks  frequently  more  or  less 
admixed  with  serpentine.  The  rock,  like  serpentine,  b,  as  a  rule, 
traversed  by  bad  seams  and  joints,  and  the  openeng  of  any  new  deposit 
is  always  attended  with  more  or  less  risk,  as  there  is  in  many  cases 
no  guarantee  that  sound  blocks  of  sufficient  size  to  be  of  value  will 
ever  be  obtainable. 

An  extensive  bed  of  fine  quality  soapstone  was  discovered  as  early 
as  1794  at  Francestown,  New  Hampshire.  This  was  worked  as 
«arly  as  1S02,  and  up  to  1867  some  5,500  tons  had  been  quarried  and 
sold.  In  this  latter  year  some  3,700  stoves  were  manufactured  by  one 
company  alone.  The  business  has  been  conducted  on  a  lai^ 
scale  ever  since,  and  the  bed  has  been  followed  some  400  feet,  the 
present  opening  being  40  feet  wide  80  feet  long  and  60  feet  de^- 
Other  beds,  constituting  a  part  of  the  same  formation,  occur  in 
Weare,  Warner,  Canterbury,  and  Richmond,  in  the  same  State. 
All  of  these  have  been  operated  to  a  greater  or  less  extent. 

Fine  beds  of  the  stone  also  occur  in  the  town  of  Orford,  and 
an  important  quarry  was  opened  as  early  as  1855  in  Haverhill,  but 
it  has  not  been  worked  continuously. 

At  least  sixty  beds  of  soapstone  are  stated  to  occur  in  Vermont, 
mostly  located  along  the  east  side  of  the  Green  Mountain  range, 
and  extendii^  nearly   the  entire  length  of  tlie  State.     The  rock 
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occurs  associated  with  serpentise  and  hornblende,  and  the  beds, 
as  a  rule,  are  not  continuous  for  any  distance,  but  have  a  great  thick- 
ness in  comparison  with  their  lei^h.  It  not  infrequently  happens 
that  several  isolated  outcrops  occur  on  the  same  hne  of  strata,  some- 
times several  miles  apart,  and  in  many  cases  alternating  with  beds  of 
dolomitic  limestone  that  are  scattered  along  with  them. 

The  sixty  beds  above  mentioned  occur  mainly  in  the  towns  of 
Readsboro,  Marlboro,  New  Fane,  Windham,  Townsend,  Athens, 
Grafton,  Andover,  Chester,  Cavendish,  Baltimore,  Ludlow,  Plym- 
outh, Bridgewater,  Thetford,  Bethel,  Rochester,  Warren,  Brain- 
tree,  Waitsfield,  Moretown,  Duxbuiy,  Waterbury,  Bolton,  Stow, 
Cambridge,  Waterville,  Berkshire,  Eden,  Lowell,  Belvidere,  John- 
son, Enosburg,  Westfield,  Richford,  Troy,  and  Jay.  Of  these  beds 
those  of  Grafton  and  Athens  are  stated  to  have  been  longest  worked 
and  to  have  produced  the  most  stone.  The  beds  lie  in  gneiss,  and 
were  profitably  worked  as  early  as  1820.  Another  important  bed 
occurs  in  the  town  of  Weatherfield.  This,  like  that  of  Grafton,  is 
situated  in  gneiss,  but  has  no  overlying  rock,  and  the  material  can  be 
had  in  inexhaustible  quantities.  It  was  first  worked  about  1847. 
The  Rochester  beds  were  also  of  great  impottance,  the  stone  being 
peculiarly  fine  grained  and  compact.  It  was  formerly  much  used 
in  the  manufacture  of  refrigerators.  The  bed  at  New  Fane  occurs 
in  connection  with  serpentine,  and  is  some  half  mile  in  length  by  not 
less  than  iz  rods  in  width  at  its  northern  eictremity.  The  soapstone 
and  serpentine  are  strangely  mixed,  the  general  courses  of  the  bed 
being  like  that  of  an  irregular  vein  of  granite  in  hmestone. 

In  Massachusetts  quarries  of  soapstone  have  been  worked  from 
time  to  time  in  Lynnfield  and  North  Dana.  The  Lynnfield  stone 
occurs  associated  with  serpentine.  It  has  not  been  quarried  of  late, 
but  was  formerly  used  for  stove  backs,  sills,  and  steps.  In  New 
York  State  soapstone  and  talc  occur  in  abundance  near  Fowler  and 
Edwards  in  St  Lawrence  County.  Some  of  this  is  very  pure, 
nearly  snow-white  talc,  and  is  quarried  and  pulverized  for  com- 
mercial purposes,  as  already  noted. 

In  Pennsylvania,  in  the  southern  edge  of  Montgomery  County, 
extending  from  the  northern  brow  of  Chestnut  Hill  between  the 
two  turnpikes  across  the  Wissahickon  Creek  and  the  Schuylkill  to 


sdbvGoO^^lc 


aio  THE  NON-MET^LUC  MINERALS. 

a  point  about  a  mile  west  of  Marion  Square,  there  occurs  a  long, 
straight  outcrop  of  steatite  and  serpentine.  The  eastern  and  central 
part  of  this  belt  on  the  southern  side  consists  chiefly  of  steatite,  while 
the  northern  side  contains  much  serpentine,  interspersed  through 
it  in  lumps.  Only  in  a  few  neighborhoods,  as  at  LaFayette,  does 
either  the  steatite  or  serpentine  occur  in  a  state  of  sufficient  purity 
to  be  profitably  quarried.  (Plate  XV,)  On  the  east  bank  of  the 
Schuylkill,  about  2  miles  below  Spring  Mill,  a  good  quality  of  mate- 
rial occurs  that  has  long  been  successfully  worked.  The  material 
is  now  used  principally  for  stoves,  fireplaces,  and  furnaces,  though 
toward  the  end  of  the  last  century  and  during  the  early  part  of  the 
present  one,  before  the  introduction  of  the  Montgomery  County 
marble,  it  was  in  considerable  demand  for  doorsteps  and  sills.  It 
proved  poorly  adapted  for  this  purpose,  owing  to  the  unequal  hard- 
ness of  the  different  constituents,  the  soapstone  wearing  away 
rapidly,  while  the  serpentine  was  left  projecting  like  knots,  or  "  hob- 
nails in  a  plank." 

Several  small  deposits  of  soapstone  occur  in  Maryland,  and 
some  of  them  have  been  worked  on  a  small  scale.  The  material  is 
of  good  quality,  but  apparently  to  be  had  only  in  small  pieces. 

In  Virginia  soapstone  occurs  in  Fairfax,  Fluvanna,  and  Bucking- 
ham counties.  There  is  also  a  bed  at  Alberene,  Albematle  County, 
a  little  west  of  Green  Mountain.  This  is  the  bed  so  extensively 
worked  by  the  Albemarle  Soapstone  Company.  From  these  points 
the  beds  extend  in  a  southwesterly  direction  through  Nelson  County, 
where  they  are  associated  with  serpentine;  thence-across  the  James 
River  above  Lynchburg,  and  present  an  outcrop  about  2  miles  west 
of  the  town  on  the  road  leading  to  Liberty;  also  one  some  aj  miles 
west  of  New  London.  Continuing  in  the  same  direction  the  bed 
is  seen  at  the  meadows  of  Goose  Creek,  where  it  has  been  quarried 
to  some  extent.  Parallel  ranges  of  soapstone  appear  near  the 
Pi^  River  in  Franklin  County.  About  30  miles  southwest  from 
Richmond,  at  Chula,  in  Amelia  County,  there  are  outcrops 
of  soapstone  said  to  be  of  fine  quality,  and  which  in  former 
times  were  quite  extensively  operated  by  the  Indians.  They 
have  been  reopened  within  a  few  years  and  the  material  is  now 
on  the  market. 
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North  Carolina  contains,  in  addition  to  an  abundance  of  the  finest 
grades  of  talc  and  steatite  as  already  noted,  beds  of  the  compact 
common  soapstone.  Deposits  n  Cherokee  and  Moore  counties 
furnish  especially  desirable  material  for  lubricating  and  other  pur- 
poses. Murphy,  Guilford,  Ashe,  and  Alamance  counties  are  also 
capable  of  affording  good  materials,  but  much  of  it  is  inaccessible 
at  present  on  account  of  poor  railroad  facihties. 

Beds  of  soapstone  are  stated  to  occur  in  Salina  County,  Arkansas, 
and  in  Chester,  Spartanburg,  Union,  Pickens,  Oconee,  Anderson, 
Abbeville,  Kershaw,  Fairfield,  and  Richland  counties  in  South  Caro- 
lina. Texas  is  also  stated  to  have  an  abundance  of  material  and  of 
good  quahty  on  the  Hondo  and  Sandy  creeks  in  Llano  County. 
The  District  of  Columbia  contains  a  bed  which  is,  however,  probably 
too  small  to  ever  prove  of  value. 

Uses. — The  use  to  which  the  material  is  put  varies  greatly  accord- 
ing to  its  purity  and  physical  characteristics.  The  white,  fibrous 
variety  of  great  purity,  from  St.  Lawrence  County,  New  York,  is 
used  as  a  filler  in  paper  manufacture,  something  like  30  per  cent  of 
the  weight  of  printing  paper  being  made  up  of  this  material.  For 
the  purpose  it  is  run  successively  through  coarse  and  finer  cmshers 
and  then  through  buhrstones,  after  which  it  is  placed  into  what  is 
known  as  an  Alsing  cylinder,  some  6  feet  in  diameter  by  about  the 
same  length.  This  cylinder  is  lined  with  porcelain  brick  and 
filled  to  one-third  its  volume  with  rounded  pebbles  or  quartz,  and 
when  in  motion  revolves  at  about  the  rate  of  20  revolutions  a  minute, 
At  the  end  of  some  three  to  four  hours  the  talc  is  reduced  to  the 
form  of  an  impalpable  powder.  The  so-called  cyclone  crusher  has 
also  been  used  to  good  advantage  in  this  work.  The  pulverized 
material  is  also  used  as  a  lubricator,  for  which  purpose  it  is  remark- 
ably well  adapted.  Rubbed  between  the  thumb  and  finger  the 
powder  is  smooth  and  oily,  without  a  particle  of  grit.  It  is  also  used 
in  soap  making,  for  which  purpose  it  can,  however,  be  considered 
only  as  an  adulterant,  increasing  the  weight  but  not  the  cleaning 
properties  of  the  article.  It  is  further  used  as  a  dressing  for  fine 
leathers.  Small  quantities  are  used  by  shoe  and  glove  dealers  also. 
The  pure  creamy-white  talc,  such  as  is  obtained  from  North  Carolina, 
is  used  for  crayons  and  slate  pencils,  while  the  still  finer,  cryplo- 
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cijrstallme  varieties,  such  as  are  at  present  obtained  almost  wholly 
from  abroad,  are  used  by  tailors  under  the  name  of  French  chalk 
and  for  making  the  tips  for  gas  burners.  Fine  compact  grades  of 
a  somewhat  similar  rock  (agahnatolite)  are  used  extensively  in 
China  and  Japan  for  small  ornaments.  The  stone  is  readily  carved 
in  fine  sharp  lines,  and  is  a  general  favorite  for  making  the  grotesque 
images  for  which  these  countries  are  noted,  and  which  are  often  sold 
throughout  the  country  under  the  name  of  jadestone. 

The  following  account  of  the  soapstone  industry  of  China  is  taken 
from  the  Engineering  and. Mining  Journal  of  September  30,  1893. 
The  mate:ial  referred  to  as  soapstone  b,  however,  very  probably 
agalmatohte.     (See  p.  214.) 

"  The  British  Consul  at  Wenchow,  in  his  last  report,  gives  some 
interesting  details  respecting  the  manufacture  of  steatite  or  soap- 
stone ornaments  in  China.  The  mines  are  distant  42  miles  from 
Wenchow,  and  are  reached  by  a  boat  joumqi'  of  35  miles  up  the 
river,  followed  by  a  land  journey  of  7  miles  over  rough  ^ground. 
The  hilts  containing  steatite  are  owned  by  20  to  30  families,  who  in 
some  cases  work  the  mines  themselves,  in  others  engine  miners  to 
do  it  on  their  account.  The  galleries  are  driven  into  the  sides 
of  the  hills,  and  are  often  nearly  a  mile  in  length.  The  composition 
of  the  hills  is  soft,  arid  the  shafts  require  to  be  propped  up  by  sup- 
ports of  timber;  for  the  same  reason  the  floors  are  full  of  mire  and 
clay,  so  that  the  miners  wear  special  clothing,  made  principally  of 
rhea  fiber.  They  lead  a  hard  hfe,  livir^  in  straw  huts  on  the  hill- 
side. The  stone  when  first  extracted  is  soft,  hardening  on  exposure 
to  the  air.  It  is  brought  out  of  the  mine  in  shovels,  and  is  sold  at 
the  pit  mouth  to  the  carvers  at  a  uniform  price  of  about  one-half  a 
penny  per  pound.  Thb  would  be  when  the  purchaser  buys  it  in  gross, 
without  first  selecting  it  in  any  way.  When  picked  over  the  mineral 
varies  very  considerably  in  value — according  to  the  size  of  the  lump, 
its  shape,  and  above  all,  its  colors.  The  colors  are  given  as  purple, 
red,  mottled  red,  black,  dark  blue,  light  blue,  gray,  white,  eggshell- 
white,  'jade,'  beeswax,  and  'frozen.'  Of  these  'jade'  (the  white 
variety,  not  the  green)  and  '  frozen'  are  the  most  valuable.  Indeed, 
so  valuable  is  the  latter  that  good  specimens  of  it  are  said  to  fetch 
more  than  real  jade  itself.     The  industry  finds  employment  at  the 
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present  time  for  some  3,000  miners  and  carvers.  A  gieat  impetus 
was  given  to  it  by  the  opening  of  Wenchow  to  foreign  trade.  Pre- 
vious to  that  event  the  chief  purchasers  of  soapstone  were  officials 
and  literary  men,  and  the  article  most  often  carved  was  a  stamp 
or  seal.  When  it  was  discovered  that  foreigners  admired  the  stone 
articles  were  produced  to  meet  what  was  supposed  to  be  their  taste. 
Such  were  landscapes  in  low  or  high  relief,  flower  vases,  plates,  card 
trays,  fruit  dishes,  cups,  teapots,  and  pagodas.  If  left  to  his  own 
devices  the  native  carver  proceeds  first  to  examine  his  stone,  much 
as  a  cameo  cutter  would  do,  to  discover  how  best  he  can  take  ad- 
vantage of  its  shape  and  shades  of  color."  (See  ftirther  under  Agal- 
matolite.) 

The  following  quotation  from  an  English  writer  will  serve  to 
show  the  advantages  gained  by  a  use  of  talc  in  paper  makii^: 

"There  is  a  decided  advantage  in  substituting  i^alite  for  China 
clay,  because  not  only  is  there  an  increase  of  diy  paper,  but  such  is 
obtained  by  a  saving  of  fiber,  as  well  as  a  decrease  of  the  waste  in  the 
actual  loading  material  and  a  lessened  amount  of  polluting  matter 
to  be  dealt  with.  Moreover  the  fibrous  character  of  the  agolite 
causes  it  to  yield  a  paper  of  higher  class  quality  than  is  the  case  with 
China  clay.  The  extra  gloss  which  it  is  possible  to  obtain  with 
papers  containing  agalite  is  shown  in  various  American  joumab 
and  books." 

The  soapstones  are  suited  for  a  considerable  range  of  appli- 
cation. Although  so  soft,  they  are  among  the  most  indestructible 
and  lasting  of  rocks,  but  are  too  slippery  and  perhaps  of  too  somber 
a  color  for  general  structural  purposes.  At  present  the  chief  use  of 
the  material  in  the  United  States  is  in  the  form  of  thin  slabs  for  sinks, 
stationary  washtubs,  and  electric  switchboards.  At  one  time  it  was 
quite  extensively  used  throughoilt  New  England  in  the  manufacture 
of  stoves  for  heating  purposes  and  to  some  extent  f6r  fire-brick,  the 
well-seasoned  stone  being  thoroughly  fire-proof.  The  putting  upon 
the  market  of  unseasoned  materials  or  of  material  with  bad  veins, 
which  caused  the  stone  to  crack  or  perhaps  fly  to  fragments  when 
subjected  to  high  temperature,  aroused  a  prejudice  against  the 
employment  of  this  material,  and  the  manufacture  is  stated  to  have 
been  to  a  considerable  extent  discontinued  as  a  consequence.    In 
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the  manufacture  of  either  stoves  or  washtubs  slabs  of  considerable 
size,  free  from  segregation  nodules  of  quartz,  pyrite,  or  other  minerab, 
or  from  dry  seams,  are  essential.  As  but  few  of  the  now  known 
outcrops  can  furnish  material  of  this  nature,  the  main  part  of  the 
business  of  the  country  is  in  the  hands  of  but  two  or  three  com- 
panies. The  waste  material  from  the  quarries,  or  the  entire  out- 
put in  certain  cases,  is  pulverized  and  used  as  a  lubricant  or  white 
earth,  as  is  the  micaceous  variety. 

13.  pyrophyllite;    agalmatolite;    and  finite  (in  part). 

This  is  a  hydrous  silicate  of  aluminum  corresponding  to  the 
formula  H}0,  A1,0(,  4SiO,.  The  analyses  given  below  show  the 
average  composition  of  the  material  as  it  occurs  in  nature: 


Lociditjr. 

SiUcL 

W»t«-. 

Remwki. 

6S-6. 
66.38 
65.93 

36.09 

»7-9S 
19-54 

7.08 

)     and  lime. 

Deep  River,  North  CaroUna.. 

The  mineral  is  not  known  in  distinct  crystals,  but  occurs  rather 
in  foliated  lamellar,  massive  and  compact  forms,  closely,  resembling 
some  forms  of  talc,  for  which  its  soapy  or  greasy  feeling  renders  it 
very  likely  to  be  mistaken,  though  its  hardness  (2  to  2.5)  is  somewhat 
greater.  The  prevailing  colors  are  white  or  greenish  gray  and  dull 
red,  variously  mottled. 

Occurrence. — The  principal  locaUties  fumishii^  pyrophyllite  in 
any  considerable  quantities  in  the  United  States  are  in  the  extreme 
north-central  portion  of  Moore  County  and  the  south-central  por- 
tion of  Chatham  County,  North  Carolina.  The  deposits  are  asso- 
ciated with  slates,  but  usually  separated  from  them  by  bands  of 
siliceous  and  iron  breccia  from  100  to  150  feet  in  thickness.  The 
formation  has  a  strike  of  approximately  55*-6o*  E.  and  dips  60*- 
70*+ NW.,  and  has  been  traced  for  a  distance  of  upward  of  6  miles. 
Some  of  the  bands  are  highly  sihceous  and  of  poor  quality.  Others 
are  entirely  free  from  grit.  Small  seams  of  quartz  often  [>enetrate 
the  bed,  and  occasional  particles  of  chloride  and  hematite  occur. 
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giving  the  material  a  speckled  appearance.  Of  the  500  feet  max- 
imum  thickness  of  the  bed  not  over  100  feet  are  workable,  and  of 
this  not  more  than  35  per  cent  can  be  expected  to  prove  merchant- 
Able. 

Uses. — ^The  more  compact  varieties,  like  that  of  Deep  River, 
are  used  for  making  slate  pencils  and  tailors'  chalk,  or  French 
chalk,  so-called.  The  still  more  compact  forms,  known  as  agal- 
tnatoUte  and  pagodite,  are  used  extensively  by  the  Chinese  and 
Japanese  for  making  small  images  and  art  objects  of  various  kinds. 
Dana  states,  however,  that  a  part  of  the  so-called  Chinese  agal- 
matoUte  is  in  reality  pinite  and  a  part  of  steatite.  The  objects  sold 
by  Chinese  dealers  at  the  various  expositions  of  late  years  under 
the  name  of  jade  stone  are,  however,  of  agalmatoUte. 

Finite:  Agalmatolite  in  part.  Composition,  a  hydrous  silicate 
of  alumina  and  the  alkalies.  According  to  Dana,'  the  name  is 
made  to  include  a  lat;ge  number  of  alteration  products  of  white 
spodumene,  nepheline,  feldspar,  etc.  Professor  Heddle  has  de- 
scribed '  a  pinite  (agalmatolite)  occurring  in  large  lumps  of  a  sea- 
green  color,  surrounding  crystalline  masses  of  feldspar  in  the  granites 
of  Scotland,  and  which  he  regards  as  alteration  products  of  oligo- 
clase.  The  composition  as  given  is :  Silica,  48.72  per  cent;  alumina, 
31.56  per  cent;  ferric  oxide,  2.43  per  cent;  magnesia,  1.81  per 
cent;  potash,  9.48  per  cent;  soda,  0.31  per  cent;  water,  5.75  per 
cent. 

14.  sefiolite;  ueebschauu. 

This  mineral  is  a  hydrous  silicate  of  magnesia,  having  the  com- 
position indicated  by  the  formula  H,Mg,Si,Oi^=  silica,  60.8  per 
cent;  magnesia,  27.1  per  cent;  water,  la.i  per  cent.  The  prevail- 
ing colors  are  white  or  grayish,  sometimes  with  a  faint  yellowish, 
reddish,  or  bluish-green  tinge.  It  is  sufficiently  soft  to  be  impressed 
by  the  nail,  opaque,  with  a  compact  structure,  smooth  feel,  and 
somewhat  clay-like  aspect ;  rarely  it  shows  a  fibrous  structure.    In 

*  System  of  Mineralogy,  6th  ed,  p.  6ii. 
* Mineralogical  Magazine,  IV,  p.  ai;. 
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nature  it  rarely  occurs  in  a  state  of  absolute  purity.    The  foUowing 
analyses  are  quoted  from  Dana's  Mineralogy: 


LooUty. 

ao^ 

MgO. 

PeO. 

H^. 

co^ 

Turkey 

61.30 

1.8.43 
28.39 

ai-So 

0.06 

0.08 

J    CuO. 

\    0-87 

9-83 
9.74 

0.6, 

1  ■"^■^g 

Utah  (fibrous) 

The  name  is  from  the  German  words  Meer,  sea,  and  Schaum, 
foam,  in  allusion  to  its  appearance. 

Mode  0/  occurrence  and  origin. — ^According  to  J,  Lawrence 
Smith,*  the  Asiatic  material  occurs  in  the  form  of  nodular  masses 
in  alluvial  deposits  on  the  plain  of  Eski-Shehr,  and  is  regarded 
by  him  as  derived  by  a  process  of  substitution  from  magnesium 
carbonate  which  is  found  in  the  serpentine  of  the  neighboring  moun- 
tains. 

In  an  article  by  Dr.  E.  D.  Clarke  in  the  Cyclopedia  of  Arts 
and  Sciences  it  is  stated  that  the  meerschaum  of  the  Crimeria  forms 
a  stratum  some  2  feet  thick,  beneath  a  much  thicker  stratum  of  marl. 
Cleveland  in  his  elementary  treatise  on  minerals  {1822)  states  that 
at  Analotia,  in  Asia  Minor,  meerschaum  occurs  in  the  form  of  a 
vein  more  than  6  feet  wide,  in  compact  limestone.  At  Vallecas, 
Spain,  a  very  impure  form  is  stated  to  occur  in  the  form  of  beds 
and  in  such  abundance  as  to  be  utilized  for  building  material.  Aside 
from  the  localities  above  mentioned^  sepiolite  is  known  to  occur 
in  Greece,  at  Hrubschitz  in  Moravia,  and  in  Morocco,  in  all  cases 
being  associated  with  serpentine,  with  which  it  is  apparently  genetic- 
ally related. 

According  to  Kunz,*  meerschaum  has  occasionally  been  met  with 
in  compact  masses  of  smooth,  earthy  texture  in  the  serpentine 
quarries  of  West  Nottingham  Township,  Chester  County,  Pennsyl- 
vania. Only  a  few  pieces  were  found,  but  they  were  of  good  quality. 
It  also  occurs  in  grayish  and  yellowish  masses  in  the  serpentine  in 
Concord,  Delaware  County,  Pennsylvania.     Masses  of  pure  white 

'American  Jounial  of  Science,  iSig,  VIII,  p.  285. 
'Genu  and  Fredous  Stones,  p.  189. 
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material,  weighing  a  pound  each,  have  been  fotmd  in  Middletown, 
in  the  same  county,  and  of  equally  good  quality  at  the  Cheever 
Iron  Mine,  Richmond,  Massachusetts,  in  pieces  over  an  inch  across^ 
also  in  serpentine  at  New  Rochelle,  Westchester  County,  New 
York.  A  fibrous  variety,  in  masses  of  considerable  size,  has  within 
a  few  years  been  found  in  the  Upper  Gila  River  region.  New  Mexico. 

Uses. — ^The  mineral  owes  its  chief  value  to  its  adaptabihty  for 
smokers'  use,  being  utilized  in  the  manufacture  of  what  are  known 
as  meerschaum  pipes.  At  Vallecas,  as  above  noted,  the  material 
is  said  to  occur  in  such  abundance  as  to  be  utilized  as  a  building  stone. 
In  Algeria  a  soft  variety  is  used  in  place  of  soap  at  the  Moorish 
baths  and  for  washing  Unen. 

According  to  a  writer  in  the  Engineering  and  Minii^  Journal,' 
the  Eski-Shehr  mineral  is  mined  from  pits  and  horizontal  galleries  in 
much  the  same  manner  as  coal.  As  first  brought  to  the  surface 
it  is  white,  with  a  yellowish  tint,  and  is  covered  with  red  clayey 
soil.  In  this  condition  it  is  sold  to  dealers  on  the  spot.  Before 
exporting  the  material  is  cleaned,  dried,  and  assorted,  the  drying 
takii^  place  in  the  open  air,  without  artificial  heat  in  summer,  and 
requiring  from  five  to  six  days.  The  bulk  of  the  material  is  sent 
direct  to  Vienna  and  Paris. 

15.  CLAYS. 

The  tenn  clay  as  commonly  used  is  made  to  comprise  materials  of 
widely  diverse  origin  and  mineral  and  chemical  composition,  but 
which  have  in  common  the  property  of  plasticity  when  wet,  and 
that  of  becoming  indurated  when  dried  either  by  natural  or  artificial 
means.  Of  so  variable  a  nature  is  the  material  thus  classed  that 
no  brief  definition  can  be  given  that  is  at  all  satisfactory.  One 
may  perhaps  describe  the  clays,  as  a  whole,  as  hetert^eneous  ag- 
gregates of  hydrous  and  anhydrous  aluminous  silicates,  free  silica, 
and  ever-varying  quantities  of  free  iron  oxides  and  calcium  and 
magnesian  carbonates,  all  in  a  finely  comminuted  condition. 

Origin  and  mode  of  occurrence. — The  clays  are  invariably  of 

'  Volume  LIX,  1895,  p   464. 
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secondary  origin — that  is,  they  result  from  the  decomposition  of 
preexisting  rocks  and  minerab  and  the  accimiulation  of  their  less 
soluble  residues,  either  in  place  (residual  clays)  or  through  the 
transporting  power  of  ice  and  water  (drift  clays).  The  fact  that 
siUcate  of  aluminum  is  so  characteristic  a  constituent  of  nearly 
all  clays  is  due  to  the  fact  that  this  substance  is  one  of  the  most 
insoluble  of  natural  compounds,  and  hence  when,  under  the  action 
of  atmospheric  or  subterranean  agencies,  rocks  decompose  and 
their  more  soluble  constituents — as  lime,  magnesia,  potash,  soda, 
or  even   silica — are   removed,   the  aluminous  silicate   remains. 

The  kaolins,  which  may  be  regarded  as  the  simplest  of  clays, 
are  the  product,  mainly  at  least,  of  the  decomposition  of  feldspars, 
a  form  of  decomposition  which  consists  essentially  of  hydration 
and  a  more  or  less  complete  removal  of  the  lime  and  alkalies  and 
a  part  of  the  silica.  The  following  tables  show  the  composition 
of  the  common  feldspars  and  the  approximate  loss  and  gain  of 
material  they  undergo  in  passing  into  the  condition  of  kaolin.  The 
formula  SijO^ljH^  given  is,  it  should  be  noted,  that  of  the  mineral 
kaolinite,  of  which  the  material  kaolin  is  commoidy  regarded  as  an 
impure  form. 


Orthoclase 64.86 

Lost 43»4  16.85 

Taken  up 
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SiO,  M,0, 
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Ksolinite 43.30  i^-^i  la.gj  93.85 

From  this  it  appears  that,  in  the  case  of  orthoclase  and  albite, 
two-thirds  of  the  silica  and  all  the  alkalies  are  removed.  In  all, 
over  half  of  the  feldspathic  constituents  are  lost  duiing  the  transi- 
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tion,  while,  in  the  anorthite,  only  the   lime   is  carried   away.     The 
proportional  loss  and  gain  is  shown  as  follows: 

Oithocbse..     aSi,0,AIK-4SiO,-i:,0  +  iH,0-Si,0,Al^r 

.  Albite 3Si,0^lNs-4SiO,-NB,0  +  iH,0-Si,0,Al^,. 

'  Anorthite...     SijOiAliCa-CaO  +  aHjO-^S^O^l^, 

In  Other  words,  two  molecules  of  albite  or  orthoclase  are  neces- 
sary for  the  formation  of  one  molecule  of  kaolin,  while,  in  the  case  of 
anorthite,  one  molecule  is  sufficient  to  produce  one  molecule  of 
kaolin. 

As  to  the  method  by  which  this  decomposition  is  brought  about 
authorities  differ.  It  has  been  commonly  assumed  that  the  same 
was  a  purely  superficial  phenomenon,"  a  form  of  weathering.  The 
observed  frequent  asociation  of  kaohn  with  Suorine  minerals  led 
von  Buch  and  Daubr^e  to  suggest  that  in  certain  instances  the 
kaoliniztUion,  as  this  form  of  decomposition  is  called,  might  be 
due  to  exhalations  of  fluorhydric  acid.  J.  H.  Collins  showed  by 
experiment  the  possibility  of  such  an  ori^n,  and  was  led  to  think, 
in  the  case  of  veins  and  bands  sometimes  extending  far  below  the 
drainage  level,  no  other  conclusion  was  tenable.*  Dr.  Heinrich 
Rics,  in  a  paper  read  before  the  American  Ceramic  Society  in  1900, 
gave  it  as  his  opinion  that  the  kaolins  of  Cornwall  (England)  and 
possibly  those  x>f  Zettlitz  in  Bohemia  were  of  deep-seated  origin  and 
due  to  fluoric  e:(halations,  as  noted  above.  Recently  H.  R&sier 
has  come  forward  with  an  apparently  exhaustive  paper  in  which  he 
advocates  this  origin  for  all  kaolins.*  Inasmuch,  however,  as  many 
American  kaolins  do  not  occur  in  veins,  but  so  far  as  observed  are 
merely  superficial  phases  of  granitic  decomposition,  so  far-reaching 
a  conclusion  caimot  at  present  be  accepted  unqualifiedly.  The 
fact  that  a  large  portion  of  American  kaolin  deposits  occur,  so  far 
as  known,  in  regions  south  of  the  glacial  limit  seems  to  substantiate 
the  prevailing  opinion  that  such  are  due  to  long-continued — secu- 
lar— decay  of  rock  masses  through  the  action  of  heat  and  cold,  mois- 
ture and  the  carbonic  acid  of  rainfalls,  in  short  are  due  to  weathering 
processes,  as  are  many  of  the  common  clays.    It  has  been  repeatedly 

'  MineTOlogical  Magazine,  VII,  1886-87,  P'  ^>7' 

■  Nnie*  Jttbrb.  fOi  Min.  Geol.  u.  Pal.    XV  BeiUge-Baiid,  3.  Heft,  ipoa. 
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shown  that  rocks  of  any  type  containing  aluminous  silicates  will 
on  prolonged  decomposition  from  atmospheric  influences  break  down 
into  clayey  soils  and  clays,  the  nature  of  which  is  dependent  to  a 
considerable  extent  upon  the  character  of  the  parent  rock..  Such 
are  the  residual  clays  of  limestone  regions,  and  of  limestone  caves, 
and  periiaps  also  the  so-called  Indianaite  of  Lawrence  County, 
Indiana.' 

The  assortii^  and  transporting  power  of  running  waters  rare^ 
allows  beds  of  kaolin  or  other  residual  clays  to  remain  in  a 
condition  of  virgin  purity  or  even  in  the  place  of  their  origin.  The 
minute  size  and  the  shape  of  the  constituent  particles  are  such  as 
to  render  them  easy  of  transportation  by  rains  and  running  streams 
to  be  redeposited  in  regularly  stratified  and  laminated  beds  when 
the  streams  lose  their  carrying  power  by  flowing  into  lakes  and 
seas.  It  is  through  such  agencies  that  have  been  formed  the  bedded 
Leda  and  Champlain  clays  of  the  glacial  period,  the  Cretaceous 
clays  of  New  Jersey  and  the  fire  clays  of  the  Coal  Measures,  though 
their  original  constituents  may  have  been  of  purely  chemical  or 
of  mechanical  origin. 

The  glacial  clays  of  Wisconsin  have  been  described  by  Cham- 
berlain as  owing  their  origin  mainly  to  the  mechanical  grinding 
of  glacial  ice  upon  strata  of  limestone,  sandstone,  and  shale,  resulting 
in  a  comminuted  product  that  now  contains  from  25  to  50  per  cent 
of  carbonates  of  hme  and  magnesia.  This  product  of  glacial  grind- 
ing was  separated  from  the  mixed  stony  clays  produced  by  the  same 
action  by  water  either  immediately  upon  its  formation  or  in  the 
lacustrine  epoch  closely  following.  The  process  of  separation 
must  have  been  rapid  and  comparatively  free  from  the  agency  of 
carbonated  waters,  otherwise  the  lime  and  magnesia  would  have 
been  leached  out. 

The  formation  of  beds  of  clay  has  been  confined  to  no  par- 
ticular period  of  the  earth's  history,  but  has  evidently  gone  on  ever 
since  the  flist  rocks  were  formed  and  when  rock  decomposition  began. 
The  older  beds  are  as  a  rule  greatly  indurated  and  otherwise  altered, 
and  in  many  instances  no  longer  recognizable  as  clays  at  alL 

'  See  Kocks.  RockweatheHng,  and  Soilt,  pp.  171-4S5. 
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Tliroughput  the  Appalachian  region  day  beds  of  Cambrian  and 
Silurian  ages  have,  by  the  squeezing  and  sheering  incident  to  the 
devation  of  this  mountain  system,  become  converted  into  argillites 
and  roofing  states. 

Mineral  and  chemical  composition. — Formed  thus  in  a  variety 
of  ways,  and  consisting  not  infrequently  of  materials  brought  from 
diverse  sources,  >it  is  easy  to  comprehend  that  the  substances  ordi- 
narily grouped  under  the  name  of  days  may  vary  widely  in  both 
mineral  and  chemical  composition.  It  may  be  said  at  the  outset  that 
the  statement  so  frequently  niade  to  the  effect  that  kaolinite  or  even 
kaolin  is  the  basis  of  all  clays  is  not  yet  well  substantiated. 

Kaolinite  is  in  itself  not  pro[>erly  a  clay,  nor  is  it  plastic.  Further, 
in  many  cases  it  is  present  only  in  nonessential  quantities.  More 
open  to  criddsm  yet,  because  more  concise,  is  the  statement  some- 
times made  that  clay  is  a  hydrated  silicate  of  alumina  having  the 
formula  AljO„aSiO,+2H,0.  It  is  doubtful  if  a  clay  was  ever 
foimd  which  could  be  reduced  to  such  a  formula  excepting  by  a 
liberal  exerdse  of  the  imagination.  There  is  scarcely  one  of  the  sili- 
cate minerals  that  will  not  when  sufficiently  finely  comminuted  yield 
a  substance  possessing  those  pecuhar  physical  properties  of  unctuous 
feel,  plasticity,  color,  and  odor  which  are 'the  only  constant  charac- 
teristics of  the  multitudinous  and  heterogeneous  compounds  known 
as  clajB.'  Daubrfe,  as  long  ago  as  1878,*  pointed  out  the  fact  that 
by  the  mechanical  trituration  of  feldspars  in  a  revolving  cylinder 
with  water,  an  impalpable  mud  was  obtained,  which  remained 
many  days  in  suspension,  and  on  drying  formed  masses  so  hard 
as  to  be  broken  only  with  a  hammer,  resembling  the  argillites  of 
the  Coal  Measures. 

The  kaolins,  when  examined  under  the  microscope,  are  found 
to  consist  largely  of  extremely  minute  colorless  shreds  of  material 
which  may  be  kaolinite;    intermixed  with  this  arc  fragments  of 

'  Referring  to  the  odor  of  clay  when  a  shower  of  rain  first  begins  to  wet  a  dry, 
clayey  soil,  Mr.  C.  Tomlinaon  has  remarked  that  it  is  commonly  attributed  to  alumina, 
and  yet  pure  alumJna  gives  of!  no  odor  when  breathed  upon  or  wetted.  The  tact  is, 
the  peculiar  odor  refened  to  belongs  only  to  impure  days,  and  chiefly  to  those  that 
contain  oxide  of  iron.  (Proceedings  of  the  Geological  Assodfttloii,  I,  p.  143;  quoted 
in  Woodward's  Geology  of  England  and  Walea,  p.  439.) 

'Geologie  ExpAimcntalc,  1879,  p.  151. 
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undecomposed  feldspars  and  particles  of  quartz  and  other  refrac- 
tory minerals  as  tourmaline,  iron  ores,  mica,  etc.,  that  were  con- 
stituents of  the  parent  rock  and  have  escaped  <lecomposition.  The 
ordinary  residual  claj's  have  a  more  indefinite  composition,  as  a 
rule  are  more  or  less  ferruginous  and  contain  sand  particles,  grains 
of  magnetite,  titanic  iron,  garnet,  rutiles  or  any  of  the  less  destructible 
minerals.  The  drift  or  transported  clays  are  like  indefinite  aggregates. 
The  ordinary  glacial  Champlain  or  Leda  clay  is  a  quite  hetero- 
geneous and  variable  compound.  Prof.  W.  O.  Crosby  has  shown 
that  the  blue-gray  brick  clays  of  Cambridge,  Massachusetts,  contain 
but  from  one-fourth  to  one-third  their  bulk  of  what  he  designates 
"true  clay,"  the  remainder  being  finely  comminuted  material  of 
various  kinds  which  he  calls  rock  flour.  The  brick  clays  at  Lewis- 
ton  and  vicinity  contain,  as  shown  by  the  microscope,  a  compara- 
tively small  amount  of  material  that  can  be  designated  kaolin,  but 
carry  particles  of  free  quartz,  scales  of  mica,  bits  of  still  undecom- 
posed feldspar  and  other  silicate  minerak,  and  more  rarely  tourma- 
line, etc.  Many  of  these  clays  are  highfy  calcareous,  also — indeed 
both  lime  and  magnesia  are  common  constituents  of  any  but  the 
residual  clays,  occurring  as  a  rule  in  the  form  of  carbonate.  The 
alkalies  potash  and  soda  are  also  connmon  constituents  thou^ 
occurring  commonly  as  silicates  in  the  undecomposed  residual 
material.  Iron  in  some  of  its  forms,  as  hydrated  oxide,  carbonate 
or  sulphide,  is  an  almost  universal  constituent,  in  some  proportions, 
of  clays  of  all  kinds. 

The  above  remarks  will  explain  why  a  purely  chemical  analysis 
of  a  clay  may  be  of  Uttle  value  for  the  purpose  of  ascertaining  its 
suitability  for  any  particular  purpose.  It  is  essential  that  we  know 
not  merely  the  presence  or  absence  of  certain  elements  but  also 
how  these  elements  are  combined.  Further  than  this  few  clays 
are  used  in  their  natural  condition,  being  first  purified  by  washii^; 
and  usually  mixed  with  other  constituents  to  give  them  body  or  fire- 
resisting  properties. 

Kinds  and  classification. — From  a  geological  standpoint  the 
clays  may  be  divided  into  two  general  classes,  as  above  noted,  (i) 
residual,  and  (2)  transported,  the  first  class  including  a  majority  of 
the  kaolin,  halloysite,  etc,  and  the  second  the  ordinary  brick  and 


sdbvGoo^^lc 


potters'  days,  the  loess,  adobe,  Leda,  and  the  bedded  alluvial  deposits 
of  the  Cretaceous,  Carboniferous,  and  other  geological  periods. 
Special  names,  based  upon  such  properties  as  render  them  peculiarly 
adapted  to  economic  purposes,  are  common.  We  thus  have  (i) 
the  kaolin  and  China  clay,  (2)  potters'  clay,  (3)  pipe  clay,  {4)  fire 
clay,  (5)  brick  tile,  and  terra  cotta  clays,  etc.,  (6)  slip  clays,  (7) 
adobe,  and  (8)  fullers'  earth.  These  will  be  discussed  in  the  order 
given,  though  they  must  necessarily  be  discussed  but  briefly,  since 
the  subject  of  clays  alone  could  be  made  to  far  exceed  the  entire 
limits  of  the  present  volume.  The  names  fat  and  lean  clays  are 
vforkmen's  terms  for  clays  relatively  pure  and  plastic  or  carrying 
a  large  amount  of  mechanical  admixtures,  such  as  quartz  sand. 

China  clays. — Under  the  name  of  kaolin,  or  China  clay,  it  is 
customary  to  include  a  white  pulverulent  highly  plastic  material, 
resulting  in  part,  as  already  noted,  from  feldspathic  decomposition, 
and  used  in  the  manufacture  of  the  finer  grades  of  porcelain  and 
china  ware.  The  name  kaohn,  as  applied,  is  due  to  a  misconcep- 
tion, the  material  being  supposed  to  be  similar  to  that  obtained  by 
the  Chinese  at  Kauling  (Highridge),  and  from  which  was  made  the 
high  grades  of  Chinese  porcelain. 

According  to  Richthofen,'  however,  the  material  from  which 
the  porcelain  of  King-te-chin  is  made  is  not  kaolin  at  all,  as  the 
word  is  now  used,  but  a  hard  greenish  rock  which  occurs  intercalated 
between  beds  of  clay  slate.    He  says: 

"  This  rock  is  reduced,  by  stamping,  to  a  white  powder,  of  which 
the  finest  portion  is  ingeniously  and  repeatedly  separated.  This  is 
then  molded  into  smdl  bricks.  The  Chinese  distinguish  chiefly 
two  kinds  of  this  mineral.  Either  of  them  is  sold  in  King-te-chin 
in  the  shape  of  bricks,  and  as  either  is  a  white  earth,  they  offer  no 
visible  differences.  They  are  made  at  different  places,  in  the 
manner  described,  by  pounding  hard  rock,  but  the  aspect  of  the 
rock  is  nearly  alike  in  both  cases.  For  one  of  these  two  kinds  of 
material,  the  place  Kaohng  ('high  ridge')  was  in  ancient  times  in 
high  repute;  and  though  it  has  lost  its  prestige  since  centuries,  the 
Chinese  still  designate  by  the  name  'Kao-Iing'  the  kind  of  earth 

'  American  Jouinal  of  Srience,  1S71,  p.  180. 
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which  was  fonneriy  derived  from  there,  but  is  now  prepared  in  other 
places.  The  application  of  the  name  by  Berzelius  to  porcelain 
earth  was  made  on  the  erroneous  supposition  that  the  white  earth 
which  he  received  from  a  member  of  one  of  the  embassies  (I  think, 
Lord  Amherst)  occurred  naturally  in  this  state.  The  second  kind 
of  material  bears  the  name  Pe-tun-tse  ('white  clay')." 

The  following  analysis  will  serve  to  show  the  average  compo- 
sition of  (i)  the  natural  material  from  Kingte-Chin,  such  as  is 
used  in  the  manufacture  of  the  finest  porcelain;  (II)  that  from  the 
same  locaUty  used  in  the  so-called  blue  Canton  ware;  (III)  that  of 
the  Ej^glish  Cornish  or  Cornwall  stone;  (IV)  washed  kaolin  from 
St.  Yrieux,  France,  and  (V)  washed  kaolin  from  Hockessin,  Dela- 
ware.' 
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Plate  XVTI,  Figs,  i  and  2,  will  serve  to  show  the  shape  and 
kind  of  the  particles  in  the  mineral  kaolinite  and  in  a  prepared  sample 
of  the  Hockessin  kaolin,  as  seen  under  the  microscope. 

The  name  halloysite  is  given  to  a  white  or  yellowish  material 
closely  simulating  kaoUn  in  comp>osition,  but  occurring  in  indurated 
masses,  with  a  greasy  feel  and  luster,  and  which  adheres  strongly  to 
the  tongue,  a  property  due  to  its  capacity  for  absorbing  moisture.* 

'  Analyses  I  and  II  by  J.  E.  Whitfield,  Bulletin  27,  L'.  S.  Geological  Survey;  III 
(roin  Langenbect's  ChemisUy  of  Pottery;  IV  from  Zirkel's  Lchrbuch  der  Pctro- 
graphie,  III,  p.  758,  and  V  by  George  Steiger,  U.  S.  Geological  Survey. 

'This  property  is  characteristic  of  nearly  all  clay  compounds  when  they  are  dry. 
It  is  to  this  same  property  that  many  of  the  so-called  "inadstones"o7e  their  imagi- 
Qary  virtues.  Ncaily  all  the  stones  of  this  type  examined  by  the  writer  have  proved 
lo  be  of  indurated  clay,  halioysite,  or  a  closely  related  compound.  When  applied 
to  a  fresh  wound,  such  adhere  until  they  become  saturated  with  moisture,  when  they 
fall  sway.    Their  curative  powers  arc  of  course  whoDy  imsginaiy. 
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MkrosecUons  showing  Appearance  of  li)  Kaolinke  an<l  (i)  Washed  Kaohn.   o 
[V.  ?;- National  Musoum] 
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As  it  is  utilized  for  much  the  same  purpose  as  is  kaolin,  it  is  included 
here. 

Halloysite  is  described  by  Gibson  '  as  occurring  in  a  bed  some 
3  feet  in  thickness,  lyii^  near  the  base  of  the  Lower  Siliceous  (L. 
Carboniferous)  formation,  a  little  above  or  close  to  the  Black  Shale 
(Devonian),  in  Murphrees  Valley,  Alabama.  This  bed  has  been 
worked  with  satisfactory  results  near  Valley  Head,  in  Dekalb 
County.  The  present  writer  has  found  the  material  in  compara- 
tively small  quantities,  associated  with  kaohn,  in  narrow  veins  in 
the  decomposing  gnetssic  rock  near  Stone  Mountain,  Georgia,  A 
similar  occurrence  is  described  near  Elgin,  Scotland.  Near  Tilffer, 
Styria,  halloysite  is  described '  as  occurring  in  extensive  thick  and 
veinlike  agglomerations  in  porphyry.  It  is  quite  pure,  and  in  the 
form  of  irregular  nodules  of  various  sizes,  frequendy  with  a  pellucid, 
steatitelike  central  nucleus,  passing  outwardly  into  a  pure  white 
substance,  greasy  to  the  touch,  in  which  are  occasionally  included 
minute  pellucid  granules.  Outside  it  passes  into  an  ^arthy,  friable 
substance.  The  following  analyses  show  the  varying  compositioii 
of  halloysite  from  (I)  Elgin,  Scotland,  (II)  Steinbruck,  Styria,  and 
(III)  Detroit  Mine,  Mono  Lake,  CaUfomia: 
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A  white  chalky  halloysite  from  the  pits  of  the  Frio  Kaolin  Mining 
Company  in  Edwards  County,  Texas,  has  the  composition  given 
below  as  shown  by  analyses  made  in  the  laboratory  of  the  depart- 
ment of  Geology  in  the  National  Museum: 


'  Geolopcal  Surrey  of  Alabama.    Report  o 
'Minerslogical  Magtu-ine,  II,  1878,  p.  364. 


Murphreet  Valley,  iSqj,  p.  1 
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Silica. 45 .8a 

Alumina 39-77 

Potash 30 

Ignition 13-38 

99.37 

The  material  is  somewhat  variable,  correspondii^  in  part  to 
the  halloysite  described  by  Dana,  and  being  non-plastic,  and  in 
part  being  plastic  to  an  extraordinary  degree.  The  plastic  portions 
are  almost  as  gritless  as  starch  paste.  Its  appearance  under  the 
microscope  is  shown  in  Plate  XVIII,  Fig.  i,  the  interspaces  of  the 
visible  angular  particles  being  occupied  by  the  pasty,  almost  amor- 
phous material  The  particles  themselves  act  very  faintly  on  polar- 
ized light,  and  it  is  not  possible  to  determine  their  mineralogica] 
nature. 

The  name  Indianaite  has  been  given  by  Cox  to  a  variety  of 
halloysite  found  in  Lawrence  Coimty,  Indiana,  and  which  he~  re- 
garded as  resulting  from  the  decomposition  of  Archimedes  (Lower 
Carboniferous)  hmestone.  It  is  represented  as  forming  a  stratum 
from  6  to  10  feet  thick,  underlying  a  massive  bed  of  Coal  Measure 
conglomerate  100  feet  thick  and  overlyii^  a  bed  of  Hmonite  2  to  5 
feet  thick.  The  material  like  kaolin  is  used  in  the  manufacture 
of  pOFcelam  ware.  The  composition  of  this  nuterial  as  given  by 
Dana  is  as  follows:  Silica  39  per  cent,  alumina  36  per  cent,  water 
23.50  per  cent,  lime  and  magnesia  0.63  per  cent,  alkalies  0.54  per 
cent,  99.67  per  cent. 

The  potters'  and  pipe  clays  belong  mainly  to  what  are  known 
geologically  as  bedded  clays,  and  are  as  a  rule  very  siliceous  com- 
pounds, carrying  in  some  instances  as  much  as  50  per  cent  of  free 
quartz  and  6  to  10  per  cent  of  iron  oxides  and  other  impurities. 
They  are  highly  plastic  and  of  a  white  to  blue,  gray,  or  brown  color 
and  bum  gray,  brown,  or  red.  The  tables  on  page  344  will  show 
the  varying  composition  of  materials  thus  classed.  The  fire  days, 
so  called  on  account  of  the  refractory  nature,  differ  mainly  in  the 
small  percentages  of  lime  and  the  alkalies  they  carry,  and  to  the 
absence  of  which  they  owe  their  refractory  properties. 
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PLATE  XVIU. 
s  showing  the  Appearance  of  (i)  Halloysite  and  (i)  Glacial  Clavi   i 
Ihe  Enlargement  is  the  Same  in  Both  Cases.  -  'tlO?^IC 

[U.S.  National  Museum.] 
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The  bedded  days  of  the  United  States  reach  their  maximum 
development  in  strata  of  Cretaceous  and  Carboniferous  ages.  To 
the  Cretaceous  age  belong  the  celebrated  plastic  clays  of  New  Jersey 
and  a  very  laige  proportion  of  the  brick,  tile,  and  terra-cotta  clays 
of  Delaware,'  Maryland,  and  Virginia.  The  New  Jersey  beds 
are  very  extensively  utilized  in  Middlesex  County  and  fully  de- 
scribed" in  the  State  Geological  Reports,*  from  which  the  following 
section  is  taken: 

FMt. 

(i)  Dark^obred  cUy  (with  beds  and  larainx  of  lignJte) 50 

(3)  Sandy  clay,  with  sand  in  alternate  layeis 40 

(3)  Stoneware  clay  bed 30 

(4)  Sand  and  aandy  cUy  (with  Ugnile  near  the  bottom) 50 

(5)  South  Araboy  fire<lay  bed. 30 

(6)  Sandy  clay  (generally  red  or  yellow) 3 

{7)  Sand  and  kaolin 10 

(8)  Feldspar  bed 5 

(9)  Micaceous  sand  bed to 

(lo)  Laminated  clay  and  sand 30 

(ii)  Pipe  clay  (top  white) 10 

(la)  Sandy  clay  (including  leaf  bed) 5 

(13)  Woodbridge  fire-clay  bed ao 

(14)  (Ireland  bed ,' 15 

Raritan  day  beds: 

(15)  Fireclay 15 

{iG)  Sandy  clay 4 

(17)  Potters'  clay lO 

Total 347 

The  following  section  from  Bulletin  No.  3  of  the  Geological 
Survey  of  Missouri  will  serve  to  show  the  alternating  character  of 
the  Coal  Measure  clays  at  St.  Louis  and  their  varying  qualities  as 
indicated  by  the  uses  to  which  they  are  put:* 

"(i)  Loess,  20  feet. 

"(2)  Limestone  (Coal  Measure),  5  feet. 

"  (3)  Clay,  white  and  yellow,  used  for  sewer-pipe  manufacture, 
called  '  bastard  fire  clay,'  3  to  4  feet. 

'  This  of  course  does  not  include  the  kaolin  deposits  of  Hockessin,  Newcastle 
County,  and  similar  deposits. 

'  Report  on  Clay  Deposits  of  Woodbridge,  South  Amboy,  and  other  places  In  New 
Jersey,  1878. 

*  Btilletin  No.  3,  Geological  Survey  ot  Missouri,  1 890.    . 
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"(4)  Clay,  yellow  and  red,  sold  for  paint  manufacture  and  for 
coloring  plaster  and  mortar,  called  'ochre,'  3  feet. 

"  (s)  Clay,  gray  to  white,  used  for  paint  manufacture  and  filling, 
1  foot  6  inches. 

"  (6)  Pipe,  day,  variolated,  reddish  brown  and  greenish,  called 
'keel,'  12  feet. 

"(7)  Sandstone. 

*'  (8)  Slaty  shale. 

"(9)  Coal. 

"(10)  Eire  clay,  becomii^  sandy  toward  the  base." 

When  first  mined  these  Coal  Measure  days  are  usually  very 
hard,  but  on  exposure  to  the  weather  slake  and  fall  into  powder. 
They  are  as  a  rule  much  less  fusible  than  are  the  glacial  clays,  and 
are  used  mainly  in  the  manufacture  of  fire  brick,  sewer  pipe,  terra- 
cotta stoneware,  as  crocks,  fruit  jars,  jugs,  etc.,  glass  and  gas  retorts, 
smelting  pots,  etc.  Some  of  these  articles  are  made  direct  from  the 
natural  days,  while  others  are  from  a  mixture  of  several  days  or  of  a 
<Jay  mixed  with  powdered  quartz  and  feldspar. 

For  ordinary  brick-making  purposes  a  great  variety  of  materials 
are  employed;  in  some  cases  residuary  deposits,  and  in  others 
alluvial  and  sedimentary.  Throughout  the  glacial  regions  of  the 
United  States  a  fine  unctuous  blue-gray  material,  laid  down  in  estu- 
aries during  the  Champlatn  epoch,  the  so-called  Leda  days,  are 
the  main  materials  used  for  this  purpose.  The  bowlder  clays  of 
the  gladal  regions  are  also  sometimes  used  when  sufficiently  homo- 
geneous. 

The  prevailii^  colors  of  the  Leda  days  are  blue-gray  below 
the  zone  of  oxidation  and  yellowish  or  brownish  above.  They  all 
carry  varying  amounts  of  iron,  hme,  magnesia,  and  the  alkalies, 
and  when  burned  turn  to  red  of  varying  tints.  They  fuse  with 
comparative  ease  and  are  used,  aside  from  brick  and  tile  making, 
for  the  coarser  forms  of  earthenware,  as  fiower  pots,  being  as  a 
rule  mixed  with  siKceous  sand  to  counteract  shrinkage.  The  mining 
of  such  material  is  of  the  simplest  kind,  and  consists  merdy  of 
scraping  away  the  overlying  soil  and  sand,  if  such  there  be,  and 
removing  the  clay  in  the  form  of  sidehill  cuts  or  open  pits. 

Plate  XIX,  facing  this  p^e,  shows  a  cut  in  one  of  the  beds  at 
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Lewiston,  Maine.  The  material  here  is  fine  and  honu^eneous, 
of  a  blue-gray  color,  and  contains  no  appreciable  grit.  It  is  mixed 
with  siliceous  sand  and  used  for  making  bricks,  baking  red.  An 
analysis  of  the  material  in  its  air-dry  state  yielded  results  as  below; 

Silica  (SiO,) 56.17 

Alumina  (Al,0,) 24 .  25 

Ferrous  oxide  (FeO) 3.54 

Lime  (CaO) a  .09 

Magnesia  (MgO) 2.57 

Potash  (K,0) 4.06 

Soda(Na,0) 2.25 

Ignition  (H,0) 4.69 

99.62 

The  appearance  of  the  Lewiston  day  under  the  microscope  is' 
shown  in  Plate  XVIII,  Fig.  2. 

Leda  clays  from  Beaver  County,  Peimsylvania,  used  in  the 
manufacture  of  terra  cotta  at  New  Brighton,  are  reported  *  as  having 
the  followii^  composition: 


46.160 
.6.976 

.740 

i.5m> 
3.146 

1 1. MO 

67.780 
16.190 

•s 

■7»7 

DH: .::':'::::::::::::: 

99,rf6 

99^ 

Vitrified  bnck  for  street  pavements  are  made  from  fusible  days, 
sometimes  in  their  natural  condition  and  sometimes  mixtures  of 
ground  shale  and  clay. 

The  following  analyses  are  given  of  the  materials  used  by  the 
Onondaga  Vitrified  Pressed  Brick  Company,  of  New  York:* 

'  Second  Geologiad  Survey  of  Pennsylvania,  Report  <tt  Chemical  Analyses,  p.  iS7- 
<  BuBetin  ol  the  New  York  SUte  Museum,  III,  No.  la,  March,   1S95.     Clajr 
Industriea  of  New  Yo^  p.  aoo. 
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ConttitumW. 

Cmieanooi 

bdnca 
mixture  of 

Rsddula. 

Blueihale 

Ctajf. 

S4-aS 
ie.89 
581 
4.34 
5" 
4-30 

Ml 

5.01 

¥ 

6-SS 
336 
4-49 
304 
4.6s 
I  35 

Trace. 

:i 

3-4S 

4.11 

4S-3S 
11.19 
441 

7-^ 

1.14 
8.90 

Water  and  organic  matter 

,.«o 

59,8, 

99-59 

99.89 

99-79 

99-86 

The  name  slip  day  is  given  to  a  readily  fusible,  impalpably  fine 
clay  used  for  imparting  a  ^aze  to  earthenware  vessels.  These 
clays  carry  iron  oxides,  potash,  and  soda,  together  with  lime  and 
magnesia,  in  such  proportions  that  they  vitrify  readily,  forming 
thus  an  impervious  glass  over  those  portions  of  the  ware  to  which 
they  are  applied. 

The  following  analyses  show  (I)  the  composition  of  a  slip  clay 
used  in  pottery  works  in  Akron,  Ohio,  and  (II)  one  from  Albany, 
New  York: 


II. 

"i 

0.6, 
0.09 

8.0s 

58-54 

IS-4I 

3-40 
4-45 

Carbomc  acid  and  water 

i'ck 

'«>■<- 

100.47 

The  Albany  clay  is  stated  by  Nason  •  to  glaze  at  comparatively 
low  temperatures  and  to  rarely  crack  or  check.  It  occurs  in  a 
stratum  4  to  5  feet  thick.  It  is  used  very  extensively  in  the  United 
States,  and  has  even  been  shipped  to  Germany  and  France. 

'  Forty-scvcnlh  Annual  Report  of  lie  State  Gcologbl  of  New  Yoi^;,  1893,  p.  468. 


sdbvGoo^^lc 


SILICATES.  »3l 

The  name  adobe  is  given  to  a  calcareous  clay  of  a  gray-brown 
or  yellowish  color,  very  fine  grained  and  porous,  which  is  suflSciently 
friable  to  crumble  readily  in  the  fingers,  and  yet  has  sufficient  coher- 
ency to  stand  for  many  years  in  the  form  of  vertical  escarpments, 
without  forming  appreciable  talus  slopes.  It  is  in  common  use 
throughout  Arizona,  New  Mexico,  and  Mexico  proper  for  building 
material,  the  dry  adobe  being  first  mixed  with  water,  pressed  in 
rough  rectangular  wooden  molds  some  lo  by  i8  or  more  inches  and 
3  or  4  inches  deep,  and  then  dried  in  the  sun.  In  some  cases  chopped 
straw  is  mixed  with  it  to  increase  its  tenacity.  Buildings  formed 
of  this  material  endure  for  generations  and  even  centuries  in  arid 
climates.  The  material  of  the  adobe  is  derived  from  the  waste  of 
the  surrounding  mountain  slopes,  the  disintegration  being  mainly 
mechanical.  According  to  Prof.  I.  C.  Russell  it  is  assorted  and 
spread  out  over  the  valley  bottoms  by  ephemeral  streams.  It  coii- 
sists  of  a  great  variety  of  minerals,  among  which  quartz  is  con- 
spicuous. The  chemical  nature  of  the  adobes  varies  widely,  as 
would  naturally  be  expected,  and  as  is  shown  in  the  following 
analyses  from  Professor  Russell's  paper:  • 


Sio,.  ...... 

ALO,.  .... 

Fe-O,.  .... 

MnO 

CaO 

MirO 

K,0 

Na-O 

CO, 

If?;::::: 

CI 

H,0..,.., 
Organic  m 

Total. 


Trace. 
Trace. 

15.84 


'  Subacrial  Deposits  of  North  .\raerjca,  Geological  Magazine,  VI,  1889,  pp.  989  and 


sdbvGoo^^lc 


aja,  THE  NON-METALUC  MINERALS. 

The  name  loess  is  given  to  certain  quaternary  siirface  deposits 
closely  simulating  adobe,  but  concerning  the.  origin  of  which  there 
has  been  considerable  dispute.  Deposits  in  the  United  States  are, 
according  to  the  best  authorities,  of  subaqueous  origin.  Clays 
of  this  nature  are,  as  a  rule,  higher  in  silica  than  the  adobes  and 
correspondingly  poorer  in  alumina.  Loess  is  a  common  surface 
deposit  throt^hout  the  Mississippi  Valley,  and  is  in  many  instances 
of  such  consistency  as  to  be  utilized  for  brickmaking. 

The  analyses  given  below  are  from  Professor  Russell's  paper: 


SiO, 

ALO, 

Fe,0, 

Feb 

TiO, 

PjOy 

MnO 

c«o 

MgO 

NtO 

^:::::: 

SO,'. 

c. 

Total. 


\'A 


Properties  of  clays. — The  cause  of  the  peculiar  properties  of 
clays,  particularly  those  of  plasticity  and  induration,  cannot  as 
yet  be  said  to  have  been  explained.  Various  explanations  have 
been  made  with  reference  to  plasticity,  but  none  which  have  proven 
to  be  conclusive.  It  has  been  ascribed  to  the  alumina,  to  the  com- 
bined water  and  the  shape  and  size  of  the  constituent  particles, 
but  no  one  quality  seems  to  cover  all  cases,  and  in  the  end  it  will 
probably  be  shown  that  there  are  many  phases  of  plasticity  due 
perhaps  to  as  many  causes.  Cook  thought  to  show '  that  some 
of  the  non-plastic   clays  which  become  plastic  on  kneading  were 

'  Report  on  Clay  Deposits,  Gedogical  Survey  of  New  Jersey. 
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composed  of  masses  of  liexagonal  plates  or  scales  piled  up  in  long 
bundles,  and  that  the  kneading  necessary  to  produce  plasticity  broke 
up  the  bimdlea  leaving  a  homogeneous  matrix  of  crushed  material 
derived  therefrom.  Subsequent  investigation  has,  however,  failed 
to  confirm  this  view.  The  presence  of  combined  water  has  un- 
doubtedly some  effect,  since  clays  so  highly  heated  as  to  drive  off  this 
water  are  no  longer  plastic.  The  alumina  alone  cannot  be  the 
cause,  otherwise  kaolin  would  be  one  of  the  most  plastic  of  clays, 
which  is  far  from  being  the  case.  Moreover  there  are  other  hydrous 
aluminum  compounds  which  are  not  plastic  in  the  least.  Accord- 
ing to  certain  Russian  authorities  plasticity  is  due  not  only  to  the 
interlocking  of  clay  particles  but  varies  with  the  texture,  the  ex- 
tremely coarse  and  fine  varieties  being  less  plastic  than  the  inter- 
mediate forms.  This  view  is  held  also  by  Dr.  H.  Ries  and  H.  A. 
Wheder.*  H.  RSsler '  regards  plasticity  as  due  to  the  flattened 
form  of  the  constituents,  their  softness  and  their  fineness,  and  there 
is  much  to  support  this  view. 

So  far  as  the  compiler's  own  observationg  go,  plasticity  is  not 
dependent  wholly  upon  hydration  nor  size  nor  shape  of  the  constit- 
uent particles.  The  glacial  (Leda)  clays  are  made  up  of  fresh, 
sharply  angular  particles  of  various  minerals  and  contain  less  than 
5  per  cent  combined  water;  yet  in  their  natural  condition  they  are 
extremely  plastic,  and  scarcely  less  so  when  mixed  with  two-fifths 
their  bulk  of  ordinary  siliceous  sand,  as  is  done  in  the  process  of 
brickmaking.  The  Albany  County,  Wyoming,  clay,  on  the  other 
hand,  equally  or  even  more  plastic  and  exceedingly  pasty,  is  made 
up  of  extremely  minute  particles  of  fairly  uniform  size,  scarcely 
angular,  and  apparently  all  of  the  same  mineral  nature  throughout. 
This  yields  some  16  per  cent  of  water,  on  ignition^  as  shown  in 
analysis,  p.  243.  On  the  whole,  the  evidence  seems  to  show  that 
the  plasticity  is  due  to  the  manner  in  which  the  particles  conduct 
themselves  toward  moisture,  and  this  is  apparently  dependent  upon 
the  size  and  shape  and  the  proportional  admixture  of  varying  sizes 


'  Cl«7  DepoflitB  uid  Clay  lodustiy  in  North  Carolina,  Bulletin  No.  13,  North 
Carolina  Geoli^ical  Survey,  1897. 

'  Neues  Jahrb.  fOr  Min.  u.  Paleon.,  Beilagt-Banil,  1.  Heft,  Vol.  XV. 
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of  the  constituents  rather  than  upon  their  chemical  composition. 
The  colloidal  nature  of  the  constituents  of  certain  clays  may  per- 
haps prove  an  important  factor.  The  work  now  being  done  by  Dr. 
Whitney,  of  the  Agricultural  Department,  on  the  relationship  of 
soib  to  moisture  bids  fair  to  throw  important  hght  upon  this 
branch  of  the  subject. 

The  expulsion  of  the  combined  water  in  a  clay  is  nearly  always 
accompanied  by  a  diminution  in  volume,  which  varies  directly  as 
the  water,  or  the  purity  of  the  clay.  Pure  kaoUn  shrinks  as  much 
as  one-fourth  of  its  bulk,  it  is  stated,  sometimes  even  more.  The 
sandy  clays  used  in  making  sewer-pipe  and  stoneware  shrink  from 
the  tempered  state  from  one-ninth  to  one-sixteenth,  usu^y  about 
one-twelfth.  The  shrinkage  of  the  raw  clay  would  be  very  much 
less,  probably  not  over  3  or  4  per  cent. 

A  clay,  when  all  the  water  of  crystaUization  is  expelled,  will  not 
shrink  any  more  at  red  heat,  but  with  increased  heat  will  shrink  more 
and  more  up  to  the  moment  of  fusion.  A  pure  kaoUn  apparently 
shrinks  when  heated  a  second  time,  even  if  the  water  is  all  expelled 
by  the  first  heat,  yet  it  is  practically  impossible  to  fuse  it.  But  a 
good  flint  clay  containing  some  sand  will  lose  all  shrinkage  on  being 
once  calcined  at  white  heat.  Such  clay  is  then  used  to  covmteract 
shrinkage  in  a  body  of  green  clay,  as  this  effect  is  obtained  by  mix- 
ing in  sand  or  some  non-shrinking  body.  Many  clays  contain  sand 
enough  naturally  to  shrink  little  or  none  on  heating,  and  some  are 
so  sandy  as  to  actually  expand,  though  usually  at  the  expense  of 
soundness  of  structure;  for  the  particles  of  day  will  shrink  away 
from  the  grains  of  sand  and  this  renders  the  structure  very  friable. 

The  refractory  or  fire-proof  properties  of  clays  seem  to  depend 
largely  upon  fhe  alumina  and  silica,  and  their  freedom  from  all 
constituents  which  are  fusible  in  themselves  or  which  would  com- 
bine with  others  forming  a  flux.  Pure  alumina,  'or  pure  quartz 
alone,  is  practically  infusible.  The  constituents  tending  to  make 
a  clay  fusible  are  iron,  soda,  potash,  lime,  and  magnesia.  Which 
of  these  is  the  more  detrimental  it  would  be  difficult  to  say.  Iron 
is  not  so  powerful  a  flux  as  either  potash  or  soda;  but  on  the  other 
hand  it  is  much  more  abundant,  and  may  moreover  impart  an 
unsatisfactory  color. 
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The  effect  of  the  iron  is  detrimental  to  the  appearance  of  clay 
ware,  and  consequently  has  a  direct  bearing  on  the  price  of  goods, 
while  potash  shows  no  more  on  the  surface  than  on  the  inside,  and 
when  present  in  the  usual  small  amounts  it  produces  an  incipient 
vitrification  which  makes  the  ware  ring  like  a  bell  when  struck, 
and  is  often  a  help  in  selling. 

The  extent  to  which  iron  may  be  present  without  detriment 
is  a  point  on  which  authorities  do  not  agree.  The  Stourbridge 
clay  of  England,  a  very  refractory  clay,  has  2.35  per  cent  of  iron 
on  an  average  of  100  analyses,  with  extremes  of  1.43  and  3.63. 
Gros  Almerode  clay  has  2.13;  Coblentz,  2.03;  New  Castle,  2.32,  and 
yet  all  these  clays  are  famous.  Test  mixtures  of  iron  and  pure 
kaolin  have  been  run  higher  than  this  and  have  stood  well,  but  as 
a  general  rule  it  is  unsafe  to  rely  for  fine  qualities  on  a  clay  with 
over  2  per  cent  of  iron,  particularly  if  the  other  impurities  are  de- 
veloped in  any  amoimt.  It  is  a  well-known  principle  in  chemistry 
that  nuxtures  of  bases  are  much  more  active  fiuxes  than  an  equal 
amount  of  any  one  base;  so  with  iron,  its  effect  shows  worse  when 
in  presence  of  other  duxing  agents. 

The  condition  of  the  iron,  whether  as  a  sesquioxide  or  protoxide 
is  also  an  important  matter,  the  latter  form  only,  it  is  stated,  being 
likely  to  combine  with  the  silica. 

Sulphide  of  iron  has  a  bad  effect  on  the  clay  since  its  decom- 
position gives  rise  to  the  lower  oxide  of  iron,  besides  the  effect  which 
the  sulphur  may  have.  A  silicate  of  iron  is  also  detrimental,  since 
it  melts  at  a  comparatively  low  temperature.  On  a  piece  of  ware, 
iron  in  the  uncombined  state  imparts  a  buff  or  red  color;  when 
combination  begins  and  progresses  the  ware  is  of  a  bluish-gray 
cast,  deepening  as  the  fusion  of  the  iron  proceeds,  and  running  to 
glassy  black  if  much  iron  is  present. 

Lime  and.  magnesia  act  as  fluxes,  but  in  any  but  the  glacial 
clays  the  comparatively  small  amounts  present  causes  them  to  be 
but  little  thought  of  as  detrimental.  They  are  probably  present  as 
silicates,  and  as  these  are  fusible  their  action  is  evidently  unfavor- 
able. When  these  bases  are  present  as  carbonates  they  combine 
at  a  higher  temperature  than  iron  or  potash.  The  Milwaukee 
brick  clays,  as  already  noted,  are  full  of  carbonates  of  lime  and 
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magnesia,  and  require  a  very  hot  bum,  but  when  once  the  lime  and 
silica  combine  they  destroy  the  effect  of  5  per  cent  of  iron,  and  im- 
part a  cream  color.  A  brick  of  this  kind  presents  an  even,  fine- 
grained, vitrified  appearance  on  its  fracture.' 

The  amount  of  potash  which  a  clay  can  contain  and  keep  its  fire 
properties  is  variously  put  by  different  authorities.  As  with  iron, 
pure  kaolin  will  stand  a  good  deal  when  no  other  base  is  present, 
but  a  multiphdty  of  bases  makes  fusion  easy.  Titanic  acid  is 
regarded  as  neutral  to  fire  qualities,  being  itself  practically 
infusible. 

Testing  clays. — ^The  statement  of  the  tendencies  and  compara- 
tive power  of  the  dangerous  impurities  of  clay  would  lead  one  to 
believe  that  predictions  as  to  their  result  in  a  given  clay  could  be 
made  with  some  confidence,  but  the  best  practice  does  not  yet  trust 
to  analysis  alone. 

The  most  complete  test  of  a  clay  now  known  would  be  obtained 
by  use  of  analysis,  coupled  with  a  fire  test  made  especially  to 
develop  such  points  as  the  analysis  indicates  to  be  weak  ones. 
Fire  tests  are  of  two  kinds — one  consists  in  subjecting  the  clay 
to  absolute  heat  without  the  action  of  any  accompaniments, 
and  the  other  in  putting  the  clay  through  the  course  of  treatment 

*  They  (lime  and  m^piesi&)  have  also  the  remarkable  property  of  unitiiig  with  the 
iron  ingredient  to  fonn  a  li^t-colored  alumina-lime-raaKnesia-iiDD  dlicate,  and  thus 
the  pioduct  is  citam-colored  instead  of  red.  Mr.  Sweet  has  sbowi)  bj  analysis  that 
the  Milwaukee  light-colored  brick  contain  even  more  iron  than  the  Madison  red 
brick.  At  Dumerous  points  in  the  Lake  region  and  in  the  Fox  River  valley  cream- 
cok>red  brick  are  made  from  red  clays.  In  nearly  or  quite  all  cases,  whatever  the 
original  color  of  the  clay,  the  brick  are  reddish  when  partially  burned.  The  explana- 
tion seems  to  be  that  at  a  comparatively  moderate  temperature  the  iron  constituent 
is  deprived  of  its  water  and  fully  oxidized,  and  is  therefore  red,  iridic  it  is  only  at 
a  relatively  high  heat  that  the  union  with  the  lime  and  magnesia  takes  place,  giving 
rise  to  the  light  color.  The  calcareous  and  magnesian  clays  are,  therefore,  a  valuable 
substitute  for  true  aluminous  claj^  for  they  not  only  bind  the  mksa  together  more 
firmly,  but  give  a  color  which  is  very  generally  admired.  They  have  also  this  practical 
advantage,  that  the  effects  of  inadequate  burning  are  made  evident  in  the  imperfect 
development  of  the  cream  color,  and  hence  a  more  carefully  burned  product  is  usually 
secured.  It  is  possible  to  make  a  light-colored  brick  from  a  clay  which  usually  buma 
red  by  adding  lime.  The  amount  of  lime  and  magnesia  in  the  Milwaukee  brick  is 
about  as  per  cent.  In  the  original  clays  in  the  form  of  carbonates  they  make  up  about 
40  per  cent.    (Geology  of  Wisconsin,  I,  1873-79,  P-  ^■) 
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for  which  it  is  designed  to  be  used.  The  fonner  develops  the  absolute 
quality  of  the  clay  as  good  or  bad,  the  latter  proves  or  disproves 
the  fitness  of  the  clay  for  the  work.  The  latter  is  better  of  course 
as  a  business  test  wherever  it  is  practicable  to  use  it.  The  former 
can  be  made  only  in  a  specially  adapted  furnace.  The  clay  in 
this  test  is  cut  into  one-inch  cubes  with  square  edges,  and  is  set 
in  a  covered  crucible  resting  on  a  lump  of  clay  of  its  own  kind,  so 
that  it  touches  no  foreign  object.  The  heat  is  then  applied,  and 
its  effect  will  vary  from  fusing  the  mass  to  a  button  to  leaving  it 
with  edges  sharp.and  not  even  ^azed  on  the  surface.  Experience 
soon  renders  one  proficient  in  jud^ng  of  clays  by  this  test.* 

A  method  of  testing  the  fusibility  of  clays  by  comparing  them 
with  samples  of  known  composition  and  fusibility  has  of  late  years 
come  into  extensive  use.  These  prepared  samples,  known  from 
their  inventor  and  their  shape  as  Seger's  pyramids,  consist  of  mix- 
tures in  varying  proportions  of  kaolin  and  certain  fluxes,  so  pre- 
pared that  there  is  a  constant  difference  between  their  fusing 
points.  When  such  pyramids,  tt^ether  with  the  samples  to  be 
tested,  are  placed  in  a  furnace  or  kib,  they  begin  to  soften  as  the 
temperature  is  raised,  and  as  it  approaches  their  fusion  point  the 
cones  bend  over  until  the  tip  is  as  low  as  the  base.  When  this 
occurs  the  temperature  at  which  they  fuse  is  considered  to  be 
reached.* 

Uses, — Clay  when  moistened  with  water  is  plastic  and  suf- 
ficiently firm  to  be  fashioned  into  any  form  desired.  It  can  be 
shaped  by  the  hands  alone;  by  the  hands  applied  to  the  clay  as 
it  turns  with  the  potter's  wheel,  or  it  can  be  shaped  by  moulds, 
presses,  or  tools.  When  shaped  and  dried,  and  then  burned  in 
an  oven  or  kiln,  it  becomes  firm  and  solid,  like  stone;  water  will 
not  soften  it,  it  has  entirely  lost  its  plastic  property,  and  is  per- 
manently fixed  in  its  new  forms,  and  for  its  designed  uses.  These 
singular  and  interesting  properties  are  possessed  by  day  alone, 
and  it  is  to  these  it  owes  its  chief  uses.     It  is  used  (i)  for  making 

*  Geological  Survey  of  Ohio,  Economic  Geology,  V,  pp.  651-455. 

'See  Dr.  Rics'a  paper  on  North  Carolina  clays,  already  quoted,  and  alao  his 
nnmeroiis  canuibudons  on  ihcir  subject  in  the  volumes  of  the  United  States  Geolog- 
ical Survey  relating  to  mineral  statiatics. 
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pottery;  (3)  for  making  refractory  materials;  (3)  for  making  build- . 
ing  materials;    (4)  for  miscellaneous  purposes. 

Pottery. — Pure  day  worked  into  shapes  and  burned,  consd- 
tutes  earthenware.  The  ware  of  itself  is  porous,  and  will  allow 
water  and  soluble  substances  to  soak  through  it.  To  make  it  hold 
liquids,  the  shaped  clay  before  burning  is  covered  with  some  sub- 
stance that  in  the  burning  of  the  ware  will  melt  and  fonn  a  glass 
coadng  or  glazing  which  will  protect  the  ware  in  its  after  uses  from 
absorbing  liquids,  and  give  it  a  clean  smooth  surface.  The  color 
of  the  ware  depends  on  the  purity  of  the  clay.  Clays  containing 
oxide  of  iron  bum  red,  the  depth  of  color  depending  on  the  amount 
of  the  oxide,  even  a  small  fraction  of  i  per  cent  being  sufficient  to 
give  the  clay  a  buff  color. 

Clay  containing  oxide  of  iron  in  sufficient  quantity  to  make  it 
partially  fusible  in  the  heat  required  to  bum  it,  when  made  into 
forms  and  bumed,  is  called  stoneware  clay.  The  heat  is  carried 
far  enough  to  fuse  the  particles  together  so  that  the  ware  is  solid 
and  will  not  allow  water  to  soak  through  it;  and  the  fusion  has  not 
been  carried  so  far  as  to  alter  the  shapes  of  the  articles  bumed. 
The  oxide  of  iron  by  the  fusion  has  been  combined  with  the  day, 
and  instead  of  its  characteristic  red,  has  given  to  the  ware  a  bluish 
or  grayish  color.  Stoneware  may  be  glazed  like  earthenware,  or 
by  putting  salt  in  the  kiln,  when  its  vapor  comes  in  contact  with 
the  heated  ware  and  makes  with  it  a  sufficient  glaze. 

Clay  which  is  pure  white  in  color  and  entirely  free  from  oxide 
of  iron,  may  be  intimately  mixed  with  ground  feldspar  or  other  min- 
erals which  contain  potash  enough  to  make  them  fusible,  and  the 
mixture  still  be  plastic  so  as  to  be  worked  into  forms  for  ware.  When 
bumed,  such  a  composition  retains  its  pure  white  color,  while  it 
undergoes  fusion  sufficient  to  make  a  body  that  will  not  absorb 
water.  And  its  surface  can  be  made  smooth  and  dean  by  a  suitable 
plain  OF  ornamented  glaze.    Ware  of  this  kind  is  porcelain  or  china. 

The  analyses  on  page  244,  compiled  from  works  believed  to  be 
authoritative,  show  the  varying  character,  so  far  as  chemical  com- 
position is  concerned,  of  the  clays.  In  most  of  the  analyses,  it  will 
be  observed,  the  silica  existing  in  the  form  of  quartz  is  given  in  a 
separate  column  from  the  combined,  while  in  column  4  is  given 
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the  actual  calculated  percentage  of  kaolin  which  the  analyses  in- 
dicate each  sample  to  contain. 

Refractoiy  materials. — Modem  improvements  in  metallurgy, 
and  in  furnaces  for  all  purposes,  are  dependent  to  a  great  degree 
on  having  materials  for  construction  which  will  stand  intense  heat 
without  fusing,  cracking,  or  yielding  in  any  way.  The  two  materials 
to  which  resort  is  had  in  almost  all  cases  are  pure  aluminous  day, 
and  quartz  in  the  form  of  sand  or  rock.  They  are  both  infusible 
at  the  highest  furnace  heats.  The  clay,  however,  is  liable  to  have 
in  it  small  quantities  of  impurities  which  are  fusible,  and  it  shrinks 
very  much  when  heated  to  a  high  temperature.  Quartz  rocks  are 
very  liable  to  crack  to  pieces  if  heated  too  rapidly,  and  both  the 
rocks  and  sand  are  rapidly  melted  when  in  contact  with  alkaUes, 
earths,  or  metallic  oxides,  at  a  high  temperature.  They  do  not 
shrink  in  heating.  Sandstone,  or  quartz  rock,  is  not  as  much  used 
as  a  refractory  material  as  it  was  formerly.  Bricks  to  resist  intense 
heat  are  made  of  clay,  of  sand,  and  of  a  mixture  of  clay  and  sand. 
The  different  kinds  are  specially  adapted  to  different  uses. 

Fire  bricks  of  clay,  or  clay  and  sand,  are  the  ones  which 
have  been  generally  made  in  the  United  States.  To  make  these, 
the  clay  which  stands  an  intense  heat  the  best  is  selected  as  the 
plastic  material  of  the  brick.  This  is  tempered  so  that  it  may  not 
shrink  too  much  or  unevenly  in  burning,  by  adding  to  the  raw  day 
a  portion  of  clay  which  has  been  burned  till  it  has  ceased  to  shrink 
and  then  ground,  or  a  portion  of  coarse  sand,  or  a  quantity  of  so- 
called  feldspar.  These  materials  are  added  in  the  proportions 
which  the  experience  of  the  manufacture  has  found  best.  The 
formula  for  the  mixture  is  the  spedal  property  of  each  manufacturer, 
and  is  not  made  public.  The  materials,  bdng  mixed  together  and 
properly  wet,  are  molded  in  the'  same  way  as  common  bricks,  and 
after  they  have  dried  a  litUe  they  are  put  into  a  metaUic  mold 
and  subjected  to  powerful  pressure.  They  are  then  taken  out, 
dried,  and  burned  in  a  kiln  at  an  intense  heat. 

It  does  not  appear  which  is  the  best  for  tempering,  bumed  and 
ground  clay,  or  coarse  sand,  or  feldspar.  Reputable  manufacturers 
are  found  who  use  each  of  these  materials,  and  make  brick  that 
stand  fire  well.     It  is  of  the  utmost  importance  to  select  the  materials 
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carefully,  and  to  allow  no  impurity  to  get  In  while  handling  the 
clay  or  working  the  components  tt^ther. 

Fire  bricks  intended,  in  addition  to  their  refractory  qualities,  to 
retain  their  size  and  form  under  intense  heat  without  shrinka^, 
have  been  made  to  some  extent.  The  English  Dinas  bricks  are 
of  this  kind,  and  the  German  and  French  "silica  bricks."  The 
Dinas  bricks  are  of  quartz  sand  or  Crushed  rock,  and  contain  very 
little  alumina  and  about  i  [>er  cent  of  lime.  They  stand  hre  re- 
markably well,  the  lime  being  just  enough  to  make  the  grains  of 
sand  stick  t<^ether  when  the  bricks  are  intensely  heated.  In  the 
other  "silica  bricks,"  fire  clay  to  the  amoimt  of  5  or  10  per  cent 
is  mixed  with  the  sand,  and  this  plastic  material  makes  the  particles 
of  the  sand  cohere  sufficiently  to  allow  of  handling  the  bricks  before 
burning.  They  have  met  the  expectation  of  those,  who  made  them, 
and  are  extensively  used.' 

Paper  clay. — Clay  which  is  pure  white  and  that  also  which  is 
discolored  and  has  been  washed  to  bring  it  to  a  uniform  shade  of 
color,  is  used  by  the  manufacturers  of  paper  hangings,  to  give  the 
smooth  satin  surface  to  the  finished  paper.  It  is  used  by  mixit^;  it 
up  with  a  thin  size,  applying  it  to  the  sutface  of  the  paper,  and 
then  polishing  by  means  of  brushes  driven  by  machinery.  The 
finest  and  most  uniformly  colored  clays  only  are  applicable  to  this 
use,  and  they  are  selected  with  great  care.  Clay  is  also  used  to 
some  extent  by  paper  manufacturers,  to  give  body  and  weight  to 
paper. 

Heavy  wrapping  paper,  such  as  is  used  by  the  United  States 
Post-oflBce  Department,  must,  according  to  s[>ecifications,  contain 
95  per  cent  of  jute  butts  and  5  per  cent  of  clay.  The  cheaper  forms 
of  confectionery,  particularly  such  as  is  sold  from  carts  upon  the 
streets,  is  very  heavily  adulterated  with  this  material. 

Alum  clay. — A  large  quantity  of  clay  is  sold  every  year  to  the 
manufacturers  of  chemicals,  for  making  alum.  A  rich  clay  is 
needed  for  this  purpose.  Alum  is  made  by  digesting  the  clay  in 
sulphuric  acid,  which  forms  sulphate  of  alumina,  then  dissolving 
out  the  latter  salt  from  the  silica  and  other  impurities,  and  forming 

'  Geological  Survey  of  N«w  Jenc)',  Report  on  Clay  Deposits,  pp.  307-311. 


sdbvGoO^^lc 


SlUCATES.  341 

it  into  aliun  by  the  addition  of  the  necessary  salt  of  potash,  soda 
or  ammonia,  and  crystallizing  out  the  alum. 

The  white  clay  of  Gay  Head  and  Chilmark,  Martha's  Vineyard, 
Massachusetts,  was  at  one  time  used  extensively  for  alum-making, 
according  to  Edward  Hitchcock.' 

As  a  substitute  for  sand  in  making  mortar  and  concrete  clay  is 
perhaps  the  best  material  to  be  found.  For  this  purpose  the  clay  is 
burnt  so  that  it  is  produced  in  small  insular  pieces  that  are  very 
hard  and  durable.  These  pieces  are  then  ground  to  a  fairly  fine 
powder,  which  is  used  to  mix  with  the  lime  or  cement  just  as  sand 
would  be.  The  result  is  a  very  strong  mortar,  in  some  cases  stronger 
than  when  sand  is  employed.* 

The  so-called  gumbo  clays,  sticky,  tough,  and  dark-colored 
clays  of  the  Chariton  River  region,  Missouri,  are  hard  burned  and 
used  for  railroad  ballast  and  macadam. 

Under  the  names  of  Rock  Soap  and  Mineral  Soap  there  have  from 
time  to  time  been  described  varieties  of  clay  which,  owing  to  their 
soapy  feeling,  are  suggestive  of  soap,  and  which  in  a  few  instances 
have  been  actually  used  in  the  preparation  of  this  material. 

A  rock  soap  from  Ventura  Coimty,  California,  has  been  described 
by  Prof.  G.  H.  Koenig  as  a  mixture  of  sandy  and  clayey  or  soapy 
material  in  the  proportion  of  45  per  cent  of  the  hrst  and  55  per  cent 
of  the  second.  The  chemical  composition  of  the  material  and  of 
the  two  portions  is  given  below: 


COMtitumu. 
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"■97 

III 
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0.30 

Trace 

4-SS 
I  a. 25 

7310 

iNotde 
t  e  r- 
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6.70 

Alumina  and  iron 

Sr".::::::::;:: 



Nearly  all  the  silica  is  reported  as  being  in  a  soluble  or  (^alescent 
state  and  the  alumina  as  either  a  hydrate  or  very  basic  silicate.    It 

'American  Joiima!  ot  Science,  XXII.  1833,  p   37 
'The  World's  Progress.  February,  1893. 
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is  said  *  that  at  one  time  the  material  was  made  into  a  variety  of 
usehil  articles,  as  "salt  water  soap,"  scrubbing  and  toilet  soap, 
tooth  powder,  etc. 

A  somewhat  similar  material  from  Elk  Coimty,  Nevada,  has 
been  used  for  like  purposes,  and  put  upon  the  market  under  the 
name  of  San-too-gah-choi  mineral  soap.  This  clay  is  of  a  drab 
color,  with  a  slight  pinkish  tint,  a  pronounced  soapy  feeling  and 
slight  alkaline  reaction  when  moistened  and  placed  upon  test  paper. 
An  analysis  by  R.  L.  Packard  in  the  laboratory  of  the  U.  S.  National 
Museum  yielded: 

Sihca 48.80 


Alumina 18 

Iron  oxides 3 

Lime i 

Magnesia 3 

Soda 2 

Potash 1 

Ignition 21 


Total 99-41 

Mention  may  be  made  here  also  of  the  material  sold  in  the  shops 
under  the  name  of  Bon  Ami  and  used  for  cleansing  glass  and  other 
like  substances.  This  under  the  microscopesbows  abundant  mi- 
nute sharply  ai^ular  particles,  consisting  of  partially  decomposed 
feldspar  mixed  with  a  completely  amorphous  mineral  which  may 
be  opalescent  silica  or  possibly  a  very  finely  comminuted  pumice. 
An  analysis  by  R.  L.  Packard  jrielded: 

Silica 59-86 

Alumina 18.74 

Magnesia 0.34 

Potash 10,70 

Soda 3.51 

Ignition 7.67 

Total 100. 8a 

Alcohd  extracts  7.43  per  cent,  and  water  0.244  per  cent  in  addi- 
tion, the  extract  having  a  soapy  appearance  and  the  odor  of  some 
essential  oil. 

>  Sixth  Annual  Report  of  tbe  State  Mineralogi-t  of  CaliforDia,  1S86,  Ft.  i,  p.  133. 


sdbvGoO^^lc 


A  peculiar  soapy  clay  found  in  Albany,  Crook,  Weston,  and 
Natrona  Counties,  Wyoming,  has  been  shipped  in  considerable 
quantities  during  the  past  few  years  to  Philadelphia,  New  York, 
and  Chicago,  where  it  was  sold  under  the  name  of  Bentonite  at 
prices  varying  from  $5.00  to  $35.00  per  ton.  It  is  stated '  to  have 
been  used  in  paper  manufacture,  as  a  packing  for  horses'  feet;  for 
a  time  as  a  soap  in  one  of  the  local  railway  hotels,  and  in  the  mak- 
ing of  "phlogiston,"  a  substance  widely  used  in  the  West  in  the 
form  of  a  plaster  applied  to  the  chest  iA  cases  of  pneumonia  or 
croup.  It  has  been  suggested  as  admirably  suited  for  use  as  a 
"retarder"  for  the  hard-finish  plasters  now  comiRg  into  use  for 
walls. 

This  day  is  regarded  by  T.  B.  Read  as  originating  through  the 
decomposition  of  the  feldspar  labradorite  occurring  in  the  anor- 
thosite  of  the  Laramie  Mountains.  The  chief  physical  charac- 
teristic of  this  clay,  aside  from  its  soapy  feeling,  is  its  enormous 
absorptive  power,  the  absorption  being  attended  naturally  with 
an  increase  in  bulk  amounting  to  several  times  that  of  the  original 
mass.'  Plate  XX,  Fig.  i,  shows  the  extreme  fineness  and  homoge- 
neity of  this  clay  as  seen  under  the  microscope. 

The  reported  analyses  are  as  follows : 


SiO, 

ALO, 

F^O', 

MgO 

c«o 

Na,0,K,0.  . 


W 


'  Engineeiing  mud  Mining  Journal,  LXIIT,  1S97,  p.  600,  LXVI,  1898,  p.  491,  and 
UtXVI,  1903,  p.  48. 

'  A  amall  plug  of  tlus  clay  fitted  to  accurately  occupy  a  space  of  to  cubic  centi- 
meters in  the  bottom  of  a  conical  measuring-flask,  and  kept  saturated  witii  water  for 
two  days,  swelled  to  a  bulk  of  160  cubic  centimeteis.  The  alisoiption  was  so  com- 
plete that  none  of  the  water  ran  ofi  when  the  flask  was  inverted,  and  the  cmditJoa 
of  the  clay  resembled  that  of  flour  or  starch  paste. 
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94/^  THE  NON-METALLIC  MINERALS. 

The  bibliography  of  clays  is  very  extensive,  and  but  a  few  refer- 
ences are  given  here.  The  reader  is  referred  particularly  to  Branner's 
BibUi^raphy  of  Clays  and  the  Ceramic  Arts,*  and  to  the  papers  of 
Dr.  H.  Ries  in  the  reports  on  the  Mineral  Resources  of  the  United 
States,  published  annually  by  the  U.  S.  Geological  Survey. 

S.  W.  Johnson,  John  M.  BtAre.     On  Eftolinite  and  Fholeiite. 

Americaii  Journal  of  Science,  XLIII,  1867,  p.  351. 
J.  C.  Smock.    The  Fire  Clays  and  associated  Plastic  Clays,  Kaolins,  Feldipan,  and 
Fire  Sands  of  New  Jersey. 

Transactions  of  the  American  Institute  of  Mining  Engineen,  VI,  1877,  p.  177. 
Geokob  H.  Cook.     Report  on  the  Clay  Deposits  of  Woodbridge,  South  Ambc^,  uid 
other  plftcea  in  New  Jersey, 

GeologicBl  Survey  of  New  Jersey,  1878. 
RiCBAU)  C.  Hills,     Kaolinite,  from  Red  Mountain,  Colorado. 

American  Jornnal  of  Science,  XXVIl,  1884,  p.  473.     See  also  BulktiB  No.  ao, 
U.  S.  Geological  Survey.  1885,  p,  97. 
J.  P.  Lesley.    Some  general  conaideratious  respecting  the  origin  and  distribution  of 
the  Delaware  and  Chester  kaolin  deposits, 

Aonual  Report  Geologica]  Survey  of  Pennsylvania,  rSSs,  p.  571, 
J.  H,  Collins.     On  the  Nature  and  Origin  of  Clays:  The  CompoeitioD  of  Kaolinite. 
Mineralogical  Magazine,  VII,  December,  18S7,  p.  305. 
American  Journal  of  Science,  XLII,  189a,  p.  11. 
Edwaxd  Obton.    The  Clays  of  Ohio,  Their  Origin,  Composition,  and  Varieties. 

Report  of  the  Geological  Survey  of  Ohio,  VII,  r893,  pp.  45-68. 
Edwabd  Orton,  J».    The  Clay  Working  Industries  of  Ohio. 

Report  of  the  Geological  Survey  of  Ohio,  VII,  1893,  pp.  69-154. 
H.  O.  HoniAJj,  C,  D.  Deuohd.     Some  experiments  for  Determining  the  Refractori- 
ness of  Fire  Clays- 
Transactions  of  the  American  Institute  of  Mining  Engineers,  XXIV,  1894,  p.  4a. 
W.  Mavnakd  Hittchinos.     Notes  on  the  Composition  of  Clays,  Slates,  etc.,  and  on 
Mane  Points  in  their  Contact-Metamorphism. 
The  GeoU^^cal  Magazine,  I,  1894,  p.  36. 
H.  JoCHUii.    The  Relation  between  Compodtion  and  Refiactoiy  Characters  in  ¥m 
Clays. 

Minutes  of  Proceedings  of  the  Institution  of  Civil  Engineers,  CXX,  1894-95, 
P-  431- 
J.  A.  Holmes.     Notes  on  the  Kaolin  and  Clay  Deposits  of  North  Carolina. 

Transactions  of  the  American  Institute  of  Mining  Engineers,  XXV,  rS95,  p.  pai). 
HEDntiCH  Ries.     Clay  Industries  of  New  Yori;. 

Bulletin  No,  12  of  the  New  York  State  Museum,  III,  March,  1895,  pp.  Too-162. 
John  Casfek  Branmer.     Bibliography  of  Clays  and  the  Ceramic  Arts. 
Bulletin  No.  143,  U.  S.  Geological  Survey,  1896. 


*  Bulletin  No.  143.  U.  S.  Getdogical  Survey,  1896, 
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W  S.  Blatchlev.    a  Prelimiuj?  Report  on  the  CUrs  uid  Cla?  Industries  of  the 
Coal  and  Coal-Beaiing  Counties  of  Indiana. 

The  School  of  Mines  Quaiteily,  XVIII,  1896,  p.  65. 
W.  Maynass  Hutchimos.     Clays,  Shales,  and  Slates. 

The  Geolc^cal  M^azine,  III,  iS^ti,  p.  309. 
Chas.  F.  Mabeby,  Otis  T.  Flooz.     Compoaitioii  of  American  Kaolins. 

Journal  of  the  American  Chemical  Sodety,  XVIII,  1896,  p.  909. 
Cbas.  F.  Mabeby,  Otis  T.  Fiooz.    Clay,  Bricks,  Pottei;,  etc. 

Thirteenth  Report  of  the  Califoniia  State  Mineinkigist,  1894  p.  6i>- 
Thohas  C.  Hopkins.    Clays  and  CUy  Industries  of  Pennsylvania. 

Appendix  to  the  Annual  Report  of  Che  Pennsylvania  State  College  Ita  1897. 
J.  Nelson  Nevide.     Kaolin  in  Vermont. 

Ei^ineering  and  Mining  Journal,  UQV,  1897,  p.  189. 
Heinkich  Ries.    The  Clays  and  Clay-Woiiing  Industry  of  Colorado. 

Transactions  of  the  American  Institute  cA  Mining  Engineers,  XXVII,  1&97, 
p.  336. 
H.  A.  Wheeler.    Clay  Deposits. 

Missouri  Geological  Survey,  XI. 
W,  W.  Clenbennin.    Clays  of  Louisiana. 

EngineeriDg  and  Mining  Journal,  LXVI,  1898,  p.  456. 
M.  H.  Crump.     The  Clays  and  Building  Stones  of  Kentucky. 

Engirieering  and  Mining  Journal,  LXVI,  189S,  p.  190. 
W.  C.  Knmht.     Bentonite.    [A  New  Clay] 

Engineering  and  Mining  Journal,  LXVI,  1S98,  p.  491. 
The  Building  Stones  and  Clays  of  Wyoming. 

Engineering  and  Uinii^  Journal,  LXVI,  1898,  p.  546. 
Ueihsich  Ries.     Physical  Tests  of  New  York  Shaks. 

School  of  Mines  Quaiteriy,  XIX,  1S98,  p.  19a. 
The  Ultimate  and  the  Rational  Analysisof  Clays  andTheir  Relative  Advantages. 

Transactions  of  the  American  Institute  of  Mining  Engineeis,  XXVUI,  1898, 

EnoENE  k.  SsitTH.     The  Clay  Resources  of  Alabama  and  the  Industries  Dependent 
upon  Them. 

Engineering  and  Mining  Journal,  LXVI,  1B98,  p.  369. 
J.  E.  Todd.     The  Clay  and  Stone  Resources  of  South  Dakota. 

Engineering  and  Mining  Journal,  LXVI,  1S98,  p.  371. 
G.  E.  Ladd.     Preliminary  Reports  on  Clays  of  Geor^. 

Bulletin  No.  6A,  Geological  Survey  of  Georgia,  1898. 
Heinucb  Ries.     Preliminary  Reports  on  Clays  of  Alabama. 

BnlletiD  No.  6,  Geological  Survey  of  Alabama,  1900, 
Clays  and  Shales  of  Michigan. 

Yd.  VIII,  Fan  I,  Geological  Survey  of  Michigan,  1900. 
Clays  of  New  York. 

Bulletin  No.  35,  Vol.  VII,  New  York  Slate  Museum,  1900. 
E.  B.  BtTCRLCr.    The  Clays  and  Clay  Industries  of  Wisconsin. 

Bulletin  No.  8,  Wisconsin  Geological  and  Natural  History  Survey,  1901. 
L.  DZ  Launay.    Observations  sur  les  Kaolins  de  Saint  Yiieuz. 

Aimales  des  Mines,  Vol.  Ill,  Part  I,  1903,  p.  105. 
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16.   FULLESS'   EAKTH. 

The  name  fullers'  earth  is  made  to  include  a  variety  of  day-like 
materials  of  a  prevailing  greenish-white  or  gray,  olive  or  olive-green 
or  brownish  color,  soft,  and  with  a  greasy  feeL  When  placed 
in  water  such  fall  into  powder,  imparting  a  slight  murkiness  to 
the  liquid,  but  do  not  become  plastic  as  do  the  ordinary  clays. 

For  a  long  time  the  principal  source  of  fullers'  earth  was  Eng- 
land, but  a  largely  increased  demand  has  resulted  in  the  discovery 
of  large  quantities  on  American  soil,  the  more  im[>ortant  localities 
thus  far  developed  being  BakersviUe,  California;  Gadsden  County, 
Florida,  and  Custer  County,  South  Dakota.  The  more  important 
foreign  sources  are  Bala,  in  North  Wales,  and  Buckingham  and 
Surrey,  in  England. 

The  celebrated  beds  at  Nutfield,  near  RedhiU,  Surrey,  England, 
occur  in  Cretaceous  formations,  a  section  of  which  is  here  given.* 

Folkstone  beds,  gray  and  iron  shot  sand 15  ft. 

'  Buff  sandy  clay  with  greensand 15   " 

Soft  sandstone 4  " 

Greenish  sandy  clay i  " 

Sandstone t3    " 

Fullers' earth 8  " 

The  fullers'  earth  bed  sometimes  reaches  a  thickness  of  la  feet. 
The  upper  portion  is,  as  a  rule,  oxidized  to  a  brownish  color  by 
the  action  of  percolating  water,  the  lower  portion  being  blue.  In 
addition  to  the  analyses  given  on  p.  350  the  following  are  of  interest 
as  showing  the  relative  amounts  of  soluble  and  insoluble  matters.* 

BLltB  BAITH.     (Dried  at  loo*  C.) 

iDiohibls  Reddae^ 

iDSoluble  residue 69-96%- 

Yefi, "'^ 


Sandgate 
beds 


nJzi. 


H^% 


0.05% 
0.05% 
0.74% 


tiLd.... 

Fe-O,.  . 

cTo. .. 

MgO.  .. 


'  H.  B.  Woodward.  Geology  of  England  and  Wales,  p.  371. 

*P.  G.  S&nfotd,  Geolopcal  Magazine,  Vol.  VI,  1889,  pp.  456  and  536. 


sdbvGoO^^lc 


,db,GoOglc 


PLATE  XX. 

Microsi^ctions  showing  Appearance  of  (i)  Clay  <Bet>tomte),  Albany,  Wyoming  and 

(i)  Fullers'  Earth. 

[U.  S.  National  Museum,] 


When  examined  with  a  microscof>e  this  material  is  found  to 
consist  of  extremely  irregular  corroded  particles  of  a  siliceous  min- 
eral which  in  its  least  altered  state  is  colorless,  but  which  in  nearly 
every  case  has  undergone  a  chloritic  or  talcose  alteration  whereby 
the  particles  are  inverted  into  a  faintly  yellowish-green  product 
almost  wholly  on  polarized  Ught.  The  particles  are  of  all  sizes 
up  to  0.07  mm.  The  larger  portion  of  the  material  is  made  up  of 
particles  fairly  tmiform  in  size  and  about  the  dimensions  mentioned. 
In  addition  to  these  are  minute  colorless  fragments  down  to  sizes 
0.01  mm.  and  even  smaller. 

The  minute  size  of  these  colorless  particles  renders  a  determina- 
tion of  thdr  mineral  nature  practically  impossible.  But  the  outUne 
of  the  cleavage  flakes  is  evidently  suggestive  of  a  soda  lime  feldspar. 
The  high  percentage  of  silica  in  the  insoluble  residue  would  in- 
dicate the  presence  of  a  considerable  amount  of  free  quartz.  This, 
however,  the  microscope  only  partially  substantiates,  very  few  of 
the  particles  showing  the  brilliant  polarization  colors  character- 
istic of  this  mineral.     (See  Plate  XX,  Fig.  2.) 

The  Gadsden  County,  Florida,  earth  is  a  Ught-gray  material, 
often  blackened  by  organic  matter,  and  shows  under  the  micro- 
scope the  same  greenish,  faintly  doubly  refracting  particles,  as  does 
the  English,  intermixed  with  numerous  angular  particles  of  quartz. 
This  earth  is  quite  plastic  and  sticky  when  wet.  A  section  of 
the  beds  at  the  pits  of  the  Cheesebrough  Manufacturing  Com- 
pany, as  given  in  The  Mineral  Resources  for  1S95-96,  is  as 
follows: 
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Soil 18  ins. 

Red  clay 3   ft. 

Blue  clay 3    " 

Fullers'  earth Si  " 

Sandy  blue  earth 3    " 

Fullers'  earth  (second  bed) Thickness  not  stated. 

The  following  table  '  as  compiled  by  Dr.  Ries  shows  the  variable 
character  of  the  material  from  different  sources: 


SiO, 

ALO, 

Fe,0,.... 

cio..... 

MgO.  ... 

H,0 

NfuO 

K-O 

MoiEture. 


ToUl.. 


96.15 


9915 


99' 


(ii)P(ieg.AnD.,LXXVII.T84ptP.5«i.  (/)  ^-  PiimuD,  wulyM. 

<b)  KUpnnh.  Beitr..  Vol.  IV.  iSor,  p.  33S.         (f )  E.  J.  Riedenr.  analyit. 
(f)  Duu.  Syitem  ot  Min.,  iSvj.  p.  6«;.  (k)  SUndud  Oil  Compuy'i  property.  B.  J. 

(if)Oak».  iSqj,  p.  ijj.  Riederar, Hi4lyat. 

(()  Penny  Eocyelopedi*.  XI,  Dr.  Thomp»oo,  (0  Howell  property,  E.  J.  Riederer.  uimlyit. 
■lulyit.  (/)  UoiEu  property,  S.  J.  Riederer,  uulyrt. 

Uses. — ^The  material  was  formerly  used  almost  wholly  by  fullers 
for  removing  the  grease  from  cloths.  It  is  now  laigely  used  in 
deodorizing  and  clarifying  fats,  oils,  and  greases.  The  manufacturers 
of  lard  and  cottolene  are  large  consumers.  Some  2,000  to  3,000  tons 
are  annually  imported  and  10,000  to  15,000  tons  produced  in  the 
United  States.    Value,  about  $7.00  per  ton. 

■  Seventeenth  Annual  Report,  U.  S.  Geok^ical  Surrey,  Put  III,  1S95-96,  p.  8S0. 
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Vn.  NIOBATES,  TAJTTALATES,  AND  TUNGSTATES. 

I.   COLiniBlTE  AND  TANTAUTE. 

These  minerals  are  columbates  and  tantalates  of  iron  and  man- 
ganese, coliunbite  representing  the  nearly  pure  columbate  and 
tantalite  the  nearly  pure  tantalate.  Both  are  likely  to  carry  varying 
quantities  of  iron  and  manganese.  The  analyses  given  below  will 
serve  to  show  the  varying  composition,  No.  I  being  columbite  from 
Greenland,  No.  II  from  Haddam,  Connecticut,  and  Nos.  Ill  and 
IV  from  the  Black  Hills  of  South  Dakota: 


Con«itueo(«. 

1. 

11. 

m. 

IV. 

77-97 

51-53 
=^■55 
13-54 

4-55 

54-09 
18.10 

7-07 

«,.j8 

■5:S 

With  tncee  of  tin,  wolfram,  line,  magnesia,  etc 

The  minerals  are  of  an  iron-black,  grayish,  or  brownish  color, 
opaque,  often  with  a  bluish  iridescence,  dark-red  to  black  streak, 
specific  gravity  varying  from  5.3  to  7.3  and  hardness  of  6.  In- 
soluble in  adds. 

Occurrence. — Columbite  occurs  in  granitic  and  feldspathic  veins 
in  the  form  of  crystals,  crystaUine  granules,  and  cleavable  masses. 
In  the  United  States  it  has  been  found  in  greater  or  less  abundance 
in  neariy  all  the  States  bordering  along  the  Appalachian  Mountain 
system,  in  the  Black  Hills  of  South  Dakota,  and  also  in  California 
and  Colorado.  It  has  also  been  found  in  Italy,  Bavaria,  Finland, 
Greenland,  and  western  South  America.  Tantalite  occurs  under 
similar  conditions. 

Uses. — The  material  is  used  only  in  the  preparation  of  salts  of 
columbium  and  tantalium,  and  is  in  but  little  demand,  except  as 
mineralogical  specimens. 

3.   YTTBOTANTALITE. 

This  name  is  given  to  a  mineral  closely  related  to  samarskite  (see 
next  page),  but  carrying  smaller  percentages  of  uranium  and  lacking 
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in  didymium  and  lanthanum.  It  is  essentially  a  tantalate  of  yttrium 
with  small  amounts  of  other  of  the  rarer  earths.  In  appearance 
it  is  distinguished  from  samarskite  only  with  difficulty.  Pyrochlore, 
fergusonite,  feschynite,  euxenite,  etc.,  are  closely  related  compounds, 
the  commercial  uses  of  which  have  not  yet  been  demonstrated. 

3.   SAUAKSEITE. 

Composition  as  given  below.  When  crystallized,  in  the  form  of 
rectangular  prisms,  but  occurring  more  commonly  massive  and  in 
flattened  granules.  Cleavage,  imperfect;  fracture,  conchoidal; 
brittle.  Hardness,  5  to  6;  specific  gravity,  5.6  to  5.8.  Luster, 
vitreous  to  resinous.    Color,  velvet-black. 


ConMituenM. 

I. 

11. 

III. 

IV. 

is,.. 

54-96 
0.16 
9-9> 

14.01 

5513 
0.3' 
10.96 

11-74 

'-53 

4.14 

14.49 

Trace. 

1  «■;: 

•703 
14-07 

im6 
to.90 
0-75 
4.aS 
14-tS 

3-95 

i.as 

0.55 

0.34 

0.7J 

">■■" 

.«.„ 

99.13 

100.36 

Localities  and  mode  e}  occurrence. — ^The  only  localities  of  im- 
portance in  the  United  States  are  the  Wiseman  Mica  Mine  and 
Grassy  Creek  Mine,  in  Mitchell  County,  and  also  in  McDowell 
County,  North  Carolina.  The  mineral  has  also  been  found  in  the 
fonn  of  black  grains  and  pebbles,  sometimes  weighing  one-fourth 
of  an  ounce,  in  the  gold-bearing  sands  of  Rutherford  County.  At 
the  Wiseman  Mine  large  masses,  one  weighing  upwards  of  20  pounds, 
were  found  some  years  ago.  The  analyses  quoted  above  were 
made  from  material  from  this  mine.' 

Uses. — See  under  Monazite,  p.  298. 

'  See  the  Muieiak  of  North  Carolina,  Bulletin  No.  74,  U.  S.  Gecdogfcol  Survey, 
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4.   WOLFKAHTTE  AND  HUBNEKITE. 

Composition. — A  tungstate  of  manganese,  and  iron.  The  propor* 
tion  of  the  iron  and  manganese  are  quite  variable,  the  tungsten 
remaining  nearly  constant.  The  name  hflbnerite  is  given  to  the 
variety  containing  very  little  iron,  but  consisting  essentially  of  tung- 
sten and  manganese.  The  following  table  shows  the  range  in  com- 
position : 


locality. 

WOt. 

PeO. 

MnO. 

CM. 

KSO. 

WolfiamJte: 

75-47 

ai.31 
953 

o-sC 

3.37 
14.16 

aa6 

0.51 

Habneiite: 

Bonita,  New  Menco 

Nye  County,  Nevada 

0.13 
0.14 

Trace. 
0.08 

Wolframite  is  dark  reddish  brown  to  black  in  color,  with  a 
resinous  luster;  has  a  hardness  of  about  5,  a  specific  gravity  of 
7.55,  and  a  pronounced  tendency  to  cleave  with  flat,  even  surfaces. 
Its  great  weight,  color,  and  cleavage  tendencies  are  strongly  marked 
characteristics,  and  the  mineral  once  identified  is,  as  a  rule,  easily 
recognized. 

Occurrence. — ^The  mineral  is  found,  as  a  rule,  in  veins,  often 
associated  with  tin  ores,  and  also  with  quartz,  pyrite,  galena,  and 
sphalerite.  The  principal  known  localities  in  the  United  States 
are  Monroe  and  Trumbull  counties,  Connecticut;  Blue  Hill  Bay, 
Maine;  Rockbridge  County,  Virginia;  Mecklenbuig  County,  North 
Carolina;  The  Black  Hills,  South  Dakota;  Stevens  Coimty,  Wash- 
ington; RussellviUe,  Arizona;  Nye,  L.anier,  and  Osceola  coimties, 
Nevada;  Lincoln  County,  New  Mexico;  Falls  County,  Tejtas,  It 
has  been  also  reported  from  Oregon,  Montana,  and  Idaho.  The 
principal  foreign  localities  are  the  tin  regions  of  ComwaJl,  England ; 
Bohemia,  Sajiony,  and  Australia.  It  is  also  found  in  Peru,  Bolivia, 
and  the  Argentine  Republic. 

In  the  Black  Hills  region  of  South  Dakota  the  wolframite, 
according  to  J.  D,  Irving,'  occurs  in  connection  with  a  crystalline 
dolomite  lying  between  shales  above  and  quartzite  and  auriferous 

'  Transactions   of  the   American  Institute  of  Mining   Engineers,   XXXI,   1901, 
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gravels  below.  The  dolomite  is  often  highly  siliceous,  and  passes 
at  times  through  the  intermediate  stage  of  a  dolomitic  sand  rock 
into  quattzite,  the  silicification  in  such  cases  seeming  to  have 
been  contemporaneous  with  the  formation  of  the  ore  body.  The 
wolframite  itself  occurs  in  flat  horizontal  but  rather  irregular  masses 
of  all  thicknesses  up  to  2  feet.  Such  frequently  cover  considerable 
areas,  of  which  the  lai^est  so  far  discovered  may  comprise  20  to 
30  square  feet,  but,  as  a  rule,  are  so  extremely  irregular  that  it  is 
difhcult  to  form  exact  estimates  of  their  extent. 

The  ore  bodies  are  intimately  associated  with  the  flat  masses 
or  chutes  of  refractory  siliceous  gold  ore,  which  has  been  so  ex- 
tensively developed  of  late  years  in  this  region,  and  which  consists 
of  an  extremely  hard,  brittle  rock,  composed  chiefly  of  secondary 
siUca,  and  carrying,  when  unoxidized,  pyrite,  fluorite,  barite,  and 
occasionally  gypsum.  In  the  areas  where  the  wolframite  is  found 
the  siUceous  ore  is  always  oxidized  and  is  usually  coarse  in  texture. 
The  ore  is  generally  banded,  the  banding  being  continuous  with 
the  bedding  planes  of  the  adjoining  strata,  and  the  chutes  occur 
along  hnes  of  fracture  termed  verticals,  on  either  side  of  which  the 
dolomite  has  been  replaced  for  a  distance  varying  from  a  fraction 
of  an  inch  up  to  12  feet. 

1  Investigation  of  the  ore  bodies  of  this  type  shows  that  they  are 
replacements  of  the  dolomitic  beds  by  silica,  pyrite,  and  other  min- 
erals, the  mineralizing  waters  having  gained  access  to  the  soluble 
beds  through  the  fractures  above  mentioned.  At  times  the  wol- 
framite forms  a  rim  around  the  outer  edge  of  the  siliceous  ore  chutes, 
often  extending  inward  and  upward  so  as  to  form  a  thin  capping 
for  the  ore.  It  thus  appears  as  a  sort  of  envelope  to  the  siliceous 
ore  mass  which  it  incloses  on  all  except  the  lower  sides.  Margins 
of  this  kind  are  often  2  to  2\  feet  thick,  though  the  capping  portion 
is  usually  thinner.  At  other  times  the  wolframite  occurs  in  ir- 
regular masses  scattered  through  the  siliceous  ore  or  in  stringers 
and  thin  contorted  layers  in  the  partially  silicified  dolomite.  In 
general  the  ore  is  separated  from  the  non-mioeralized  rock  by  a 
fairly  sharp  line  of  demarkation,  but  in  many  instances  It  grades 
off  so  that  the  ore  becomes  leaner  and  passes,  by  almost  impercep- 
tible gradations,  into  the  country  rock. 
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As  taken  from  the  mines  the  wolframite  is  a  dense  black  massive 
rock,  of  fine  granular  texture  and,  of  course,  great  weight,  closely 
resembling  a  fine-grained  magnetite,  but  having  a  greater  specific 
gravity  and  slightly  brownish  streak.  An  analysis  of  this  ore,  as 
made  by  W.  F,  Hillebrand  of  the  U.  S.  Geological  Survey,  is  given 
below  and  also  a  calculation  made  from  these  analyses  to  show 
the  proportions  of  the  principal  minerals  contained  therein. 

As  to  the  source  of  the  ore  in  these  deposits  there  is  some  ques- 
tion, but  it  is  thought  most  probable  by  Irving  that  circulating 
waters  permeating  the  Algonkian  rocks  below  brought  the  material 
to  its  present  position,  where  it  was  deposited  through  a  process  of 
metasomatic  interchange;  this  being  true,  this  particular  deposit 
would  belong  to  the  category  of  what  are  known  as  secondary. 
Wolframite,  it  should  be  stated,  is  also  found  at  the  Etta  Tin  Mines 
and  at  Nigger  Hill  in  the  southern  portion  of  the  Black  Hills,  but 
under  totally  different  conditions,  being  here  a  constituent  of  the 
p^imatite,  and  hence  a  primary  mineral. 
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According  to  State  Commissioner  of  Mines  Harry  A.  Lee,  tung- 
sten in  the  form  of  wolfram  occurs  in  several  counties  in  Colorado. 
In  Boulder  and  Gilpin  counties  it  has  been  found  in  veins  in  a  com- 
plex of  granite,  gneiss,  and  schist,  where  it  occurs  in  small  pockets 
or  streaks  disseminated  through  fissure  veins  with  other  mlnerab 
from  which  it  can,  as  a  rule,  be  readily  separated,  owing  to  its  greater 
specific  gravity. 

In  Osceola  County,  Nevada,  tungsten  in  the  form  of  hObnerite 
occurs  in  veins  varying  from  6  to  36  inches  in  width,  and  having 
a  strike  north  70*  east  and  a  dip  of  65°  northwest.  The  veins  are 
in  granite  with  a  well-defined  selvage  and  carry  quartz  as  the  prin- 
cipal gangue.    Altogether  five  veins  are  known. 

The  htibnerite  is  found  in  crystals  and  masses  with  very  pro- 
nounced cleavage  planes  from  2  to  4  inches  in  length  and  i  to  3 
inches  in  width.  It  also  occurs  in  fine  grains  and  irregular  bodies, 
the  quartz  and  hUbnerite  having  apparently  been  deposited  con- 
temporaneously. In  a  few  instances  scheelite  has  been  found  as- 
sociated with  the  hUbnerite.  A  little  pyrite  and  fluorite  are  also 
occasionally  met  with. 

The  ore  thiis  far  shipped  is  stated  to  have  averaged  from  65 
to  70  per  cent  of  WO,,' 

In  Arizona,  tungsten  ore,  also  in  the  form  of  hUbnerite,  occurs, 
according  to  W.  P.  Blake,  in  the  granite  hills  of  the  Dragoon  Moun- 
tains, about  6  miles  north  of  Dragoon  Summit  Station  on  the 
Southern  Pacific  Railway  in  Cochise  County. 

'  Fred.  D.  Smitb,  Engineering  and  Mining  Journal,  March  i,  190a,  p.  304;  F. 
B.  Weeks,  stst  Annual  Report  of  the  U.  S.  Geological  Survey,  1899-1900,  Part  VI, 
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The  veins  are  nearly  vertical  and  generally  traverse  the  granitic 
gneiss  in  the  direction  of  the  rade  structural  bedding  planes.  They 
are  from  a  tew  inches  to  2  or  3  feet  in  width.  The  gangue  mate- 
rial is  quartz,  throughout  which  the  hUbnerite  occuis,  somewhat 
irregularly  disseminated,  sometimes  in  patches  or  bunches  centrally 
disposed  with  quartz  on  either  side,  and  sometimes  dissemioated 
from  side  to  ^de  or  in  layers  or  bunches  in  close  contact  with  the 
coDtinuous  walls.  The  hilbnerite  itself  is  in  the  form  of  lai^  tubular 
blocks  or  thick  plates,  often  with  a  somewhat  radial  sirangement, 
penetrating  the  solid  gangue  of  white  quartz.  Masses  of  all  sizes 
up  to  500  pounds  in  weight  have  been  reported.  The  color  of  the 
mineral  is  light  brownish  red,  thin  films  or  plates  seen  by  trans* 
mitted  light  being  of  a  ruby-red  color.  Aside  from  quartz,  which 
forms  the  prevailing  gangue  mineral,  the  presence  of  a  little  fluorspar 
and  mica  has  been  noted. 

Us6s. — See  under  Scheelite,  below. 

5.   SCHEEUTE. 

This  is  Calcium  timgstate,  consistii^  when  pure  of  some  80.6 
per  cent  tungsten  trioxide  (WO,)  and  19.4  per  cent  lime;  usually, 
however,  carrying  from  i  to  8  per  cent  of  molybdic  oxide  (MoO,). 
The  mineral  is  white  and  translucent,  sometimes  yellow  and  brownish 
in  color,  with  a  hardness  of  4-5-5,  gi^vity  6,  and  a  tendency  to 
deave  into  octahedral  forms. 

Scheelite  is  much  less  common  in  its  occurrence  than  wolfram, 
the  only  locality  of  any  apparent  conrnierdal  importance  which 
has  thus  far  been  reported  bemg  at  Trumbull,  Connecticut.  This 
deposit  was  described  in  considerable  detail  by  Dr.  Adolf  Gurlt  at 
a  meeting  of  the  International  Engineering  Congress  in  August, 
1983,  and  by  Dr.  W.  H.  Hobbs  in  the  Annual  Report  of  the  U.  S. 
Geological  Survey  for  1900-1901. 

The  exact  locality  is  near  Long  Hill  Station  on  the  Housatonic 
Railroad  in  Trumbull  Parish,  Fairfield  County,  about  8  miles  from 
the  dty  of  Bridgeport  The  country  rock  is  a  metamorphic  amphi- 
boUc  gneiss  of  a  darii,  blackish  color,  oveilying  a  crystalline  lime- 
stone, and  this  in  turn  overlying  a  second  homblendic  gneiss,  the 
main  mass  of  the  ore  being  segregated  along  the  line  of  contact 
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between  the  limestone  and  the  homblendic  gneiss,  the  latter  being 
considered  by  Hobbs  as  an  altered  igneous  rock  and  the  deposit 
as  a  whole,  therefore,  a  contact  deposit. 

In  the  main  opening  the  fresh  contact  rock  between  the  gneiss 
and  the  limestone  is  a  massive  quartz-zoisite-epidote-homblende 
rock,  throughout  which  the  scheehte  is  irregularly  disseminated 
and  often  scattered  in  crystalline  masses  which  are  sometimes  as 
large  as  one's  fist.  Associated  with  the  scheelite  is  more  or  less 
pyrite.  With  the  scheehte  are  numerous  crystals  of  wolfrajnite 
which  are,  however,  in  all  cases  pseudomorphous. 

A  considerable  amount  of  capital  has  been  expended  in  prospect- 
ing and  in  the  erection  of  works  for  concentrating,  but,  so  far  as 
the  present  writer  has  information,  a  comparatively  small  amount 
of  pure  scheelite  has  thus  far  been  produced. 

The  mining  of  scheehte  being  a  somewhat  uncommon  industry, 
it  may  not  be  out  of  place  to  dwell  a  little  in  detail  upon  the  method 
of  extracting  the  ore  and  its  concentration. 

According  to  the  authority  quoted,  the  method  of  mining  at  the 
summit  opening  has  consisted  in  removing  the  upper  bed  of  horn- 
blende along  the  gently  easterly-dipping  contact  plane  from  the 
point  where  it  outcrops  at  the  surface.  At  favorable  localities 
pits  have  been  sunk  for  a  further  distance  of  a  few  feet,  in  order 
to  remove  the  chert-bearing  contact  rock  just  below  this  floor. 

The  larger  rocks  obtained  by  blasting  are  broken  with  sledges 
and  the  picked  ore  sent  to  the  mill,  whijch  is  built  on  a  steep  inchne, 
where  it  is  passed  through  a  Blake  crusher  having  a  capacity  of 
about  lo  tons  per  hour.  The  crushers  deliver  their  deposit  to  two 
corresponding  set;  of  Cornish  roDs  running  one-fourth  inch  apart 
and  having  a  22-mch  diameter  and  16-inch  face.  These  rolls 
discharge  the  material  to  an  endless  belt  elevator  which  carries 
it  to  the  top  of  the  mill  and  delivers  it  to  a  pair  of  revolving  screens 
36  inches  in  diameter' and  8  feet  in  length  and  which  have  a  mesh 
of  one-eighth  inch  square.  A  considerable  portion  of  the  dust 
pnxluced  in  crushing  is  here  drawn  out  by  a  current  of  air,  which 
passes  under  the  screens.  The  portions  of  the  material  refused 
by  these  screens  are  carried  by  gravity  to  a  pair  of  belted  high-speed 
rolls  of  30  inches  diameter  and  18-inch  face,  running  one-eighth 
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inch  apart,  and  are  from  them  returned  to  the  elevator  and  again 
passed  throygh  the  screens.  After  this  second  screening  the  material 
passes  to  a  pair  of  Wolff  gyrating  screens  of  40,  60,  and  90  meshes 
to  the  inch,  respectively- 

Concentration  is  effected  by  a  dry  process  in  what  is  known 
as  the  Hooper  Pneumatic  Concentrating  Machine,  which  deUvers 
the  concentrates  clean  and  leaves  very  little  scheelite  in  the  tailings. 

Uses. — Tungsten  is  mainly  used  in  the  manufacture  of  the 
so-called  self-hardening  steel,  the  material  being  introduced  either 
as  a  ferro-tungsten  or  as  the  powdered  mineral.  This  tungsten 
steel  is  said  to  be  particularly  adaptable  to  the  manufacture  of 
cutting  tools,  which  can  be  used  even  when  heated  to  temperatures 
that  would  destroy  the  temper  of  the  ordinary  carbon  steel.  It  is 
also  used  in  the  preparation  of  tungstic  acid  and  sodium  tungstates, 
and  attempts  have  been  made  to  utilize  it  in  porcelain  glazes,  though 
thus  far  without  much  success. 

The  production  of  tui^ten  ore  in  the  United  States  during 
1901  amounted  to  some  179  short  tons  of  concentrates,  valued 
at  $27,720.  During  this  same  year  there  were  manufactured  76,000 
pounds  of  metallic  tungsten,  13,000  pounds  of  ferro-tungsten,  and 
3,000  pounds  of  tungstic  acid  and  sodium  tungstate,  amounting 
altogether  to  92,^300  pounds.  The  price  of  the  tungsten  metal 
in  1901  varied  from  58  to  64  cents  per  pound,  of  the  ferro-tungsten 
from  27  to  31  cents  per  pound.  The  price  of  the  ore  ranged 
from  $102  to  $333  per  ton,  according  to  quality,  the  ores,  as  a  rule, 
carrying  from  60  to  75  per  cent  of  WO  ,'  There  has  been  a  very 
marked  faUing  off  in  the  price  of  both  alloys  and  salts  of  tungsten 
within  a  very  few  years,  though  the  price  of  high-grade  ore  stiD 
remains  at  a  very  considerable  figure. 
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Vin.  PHOSPHATES  AND  VANADATES. 
I.  apatite;  rock  phosphate;  guano;  Exa 
Phosphorus  is  one  of  the  most  widespread  of  the  elements,  and 
is  apparently  indispensable  to  both  animal  and  vegetable  life.  In 
nature  it  occurs  in  various  compomids,  by  far  the  more  common 
being  the  phosphates  of  calcium  and  aluminum,  such  as  are  com- 
mercially used  as  fertilizeis.  These  in  various  conditions  of  im- 
purity occur  under  several  forms,  some  distinct  and  well  defined, 
others  illy  defined  and  passing  by  insensible  gradations  into  one 
another,  but  all  classed  under  the  general  tenn  of  phosphates. 
Their  origin  and  general  physical  properties  are  quite  variable,  and 
any  attempt  at  classifying  must  be  more  or  less  arbitrary.    For 
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our  present  purposes  it  is  sufficient  that  we  treat  them  under  ttie 
heads  of  mineral  phosphates  and  rock  phosphates,  as  has  been 
done  by  Dr.  Penrose.'  These  two  classes  are  then  subdivided  as 
below: 


(I)  Min«»l  phMphatea'.. 


r  Apatites 

|.Pbaspborite. 


(n)  Rockphoephatca... 


Phoaphadc  limestones. 


Apatite. — Under  the  name  of  apatite  is  included  a  mineral 
composed  essentially  of  phosphate  of  lime,  though  nearly  always 
carrying  small  amounts  of  fluorine  or  chlorine,  thereby  giving  rise 
to  the  varieties  fiuor-apaiite  and  chloT-apaiiU.  The  mineral  crystal- 
lizes in  the  hexagonal  system,  forming  well-defined  six-sided  elon- 
gated prisms  of  a  green,  yellow,  rose,  or  reddish  color,  or  sometimes 
quite  colorless.  It  also  occurs  as  a  crystalline  granular  rock  mass. 
The  hardness  is  4.5  to  5;  specific  gravity,  3.23;  luster,  vitreous. 
Apatite  in  the  form  of  minute  crystals  is  an  almost  universal  con- 
stituent of  eruptive  rocks  of  all  kinds  and  all  ages.  It  is  also  found 
in  sedimentary  and  metamorphic  rocks  as  a  constituent  of  veins 
of  various  kinds,  and  is  a  common  accompaniment  of  beds  of  mag- 

1 

'  Bulletin  No.  4<i  of  the  U.  S.  Geological  Survey. 

*  Pudu  (Notes  Sur  la  Coiutitutioa  dcs  GItes  Phosphate  de  Chaui)  divides  the 
natural  pboephatcs  into  three  classes.  To  the  first  the  phosphatic  material  is  concen- 
trated in  sediineataTy  beds;  in  the  second  it  is  disseminated  throughout  eruptive 
rocks,  and  in  the  third  it  constitutes  entirely  or  partiaUy  the  material  filling  veins 
and  pockets.  That  found  in  sedimentary  beds  occurs  in  rounded  and  concretionary 
masses  called  nodules.  In  eruptive  and  metamorphic  rocks  the  phosphate  occuta  in 
the  crystalline  form  of  apatite,  sometimes  isolated  or  grouped  in  aggregates.  In 
veins  the  phosphate  occurs  massive  and  in  pockets,  crystalline,  but  not  in  distinct 
crystals;  rather  as  globular  and  radiating  masses.  To  such  the  name  phosphorite  b 
gjven.  The  three  varieties  show  a  like  variation  in  solubility,  the  amorphous  phos- 
phates being  soluble  in  citrate  or  oxalate  of  ammonia  to  the  extent  of  30  to  50  per 
cent;  the  phosphorites  to  the  extent  of  only  15  to  30  per  cent,  and  Ihe  apatite  scarcely 
at  all.  The  amorphous  phosphates  alone  have  proven  of  value  for  direct  applicatbni 
to  talis,  the  other  varieties  needing  previous  treatment  to  render  them  soluble. 
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netic  iron  ore.  It  is  only  when  occurring  segregated  in  veins  and 
pockets,  either  in  distinct  crystals  or  as  massive  crystalline  aggregates, 
as  in  Canada  and  Norway,  that  the  material  has  any  great  economic 
value.  The  average  composition  of  the  apatites,  as  given  in  the 
latest  edition  of  Dana's  Mineralogy,  is  as  follo\i^: 


Vaiicty. 

Pfi,. 

c«o. 

F. 

CL 

Fluor-ipatite  .... 

41.0 
4».3 

53-8 
5S-S 

■3-8" 

6.S 

orCa^,Op89_»  +CaCI,  .0.6. 
or  Ca,P,0„  91.25  4-  CaF^  7,75. 

The  name  phosphorite  covers  a  material  of  the  same  composi- 
tion as  apatite,  but  occurring  in  massive  concretionary  and  mam- 
miliary  forms.  The  name  was  first  used  by  Kirwan  in  describing 
the  phosphates  of  Estremadura,  Spain,  which  occur  in  veins  and 
pockety  masses  in  Silurian  schists,  as  noted  later. 

Rock  Phosphate,^ — The  general  name  of  rock  phosphate  is 
given  to  deposits  having  no  dehnite  composition  but  consisting 
of  amorphous  mixtures  of  phosphatic  and  other  mineral  matter 
in  indefinite  proportions.  Here  would  be  included  the  amorphous 
nodular  phosphates  like  those  of  our  Southern  Atlantic  States, 
phosphatic  hmestones  and  marls,  guano,  and  bone-bed  deposits 
These  are  so  variable  in  character  that  no  satisfactory  description 
of  them  as  a  whole  can  be  given.  The  name  coprolite  is  given  to 
a  nodular  phosphate  such  as  occurs  among  the  Carboniferous  beds 
of  the  Firth  of  Forth  in  Scotland,  and  which  is  regarded  as  tho 
fossilized  excrement  of  vertebrate  animals.  Phosphatic  limestones 
and  marl,  as  the  names  denote,  are  simply  limestones  and  marls 
containing  an  appreciable  amount  of  hme  in  the  form  of  phosphate- 
Such  are  rarely  sufficiently  rich  to  be  of  value  except  in  the  im- 
mediate vicinity,  owing  to  cost  of  transportation.  Giiano  is  the 
name  given  to  the  accumulations  of  sea-fowl  excretions,  such  as 
occur  in  quantities  only  in  rainless  regions,  as  the  western  coast 
of  South  America.  The  most  noted  deposits  are  on  small  islands 
o£E  the  coast  of  Peru.  The  material  is  of  a  white-gray  and  yellowish 
color,  friable,  and  contains  some  20  or  more  per  cent  of  phosphate 
of  lime,  10  to  12  per  cent  of  oi^anic  matter,  30  per  cent  of  ammonia 
salts,  and  20  per  cent  of  water.     Through  prolonged  exposure  to 
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the  leaching  action  of  meteoric  waters,  like  deposits  in  the  West 
India  Islands  have  lost  all  their  ammonia  salts  and  other  soluble 
constituents  and  become  converted  into  insoluble  phosphates,  or 
leached  guanos  like  those  of  the  Navassa  Islands. 

Origin  and  occurrence. — The  origin  of  the  various  forms  of  phos- 
phatic  deposits  has  been  a  subject  of  much  speculation.  Their 
occurrence  under  diverse  conditions  renders  it  certain  that  not  all 
can  be  traced  to  a  common  source,  but  are  the  result  of  diSerent 
agencies  acting  under  the  same  or  diflferent  conditions.  By  many, 
all  forms  are  regarded  as  being  phosphatic  materials  from  animal 
life,  and  owing  their  present  diversity  of  form  to  the  varying  con- 
ditions to  which  they  were  at  the  time  of  formation  or  have  since 
been  subjected.  This,  however,  as  loi^  since  pointed  out,  is  an 
uncalled-for  hypothesis,  since  phosphatic  matter  must  have  existed 
prior  to  the  introduction  of  animal  life,  and  there  is  no  reason  to 
suppose  it  may  not,  under  proper  conditions,  have  been  brought 
into  combination  as  phosphate  of  lime  without  the  intervention 
of  life  in  any  of  its  forms.  The  almost  universal  presence  of  apatite 
in  small  and  widely  disseminated  forms  in  eruptive  rocks  of  all 
kinds  and  all  ages  would  seem  to  declare  its  independence  of  animal 
origin  as  completely  as  the  pyroxenic,  feldspathic,  or  quartzose 
constituents  with  which  it  is  there  associated.  The  occurrence'of 
certain  of  the  Canadian  apatites  as  noted  later,  in  veins  and  pockets, 
sometimes  with  a  banded  or  concretionary  structure  and  blending 
gradually  into  the  country  rock,  is  regarded  by  some  as  strongly 
suggestive  of  an  origin  by  deposition  from  solution,  that  is,  by  a 
process  of  segregation  of  phosphates  from  the  surrounding  rock 
contemporaneously   with   their  metamorphism   and  crystallization. 

Dr.  Ells,  of  the  Canadian  survey,  would  regard  those  occurring 
in  close  juxtaposition  with  eruptive  pyroxenites  as  due  to  combina- 
'■  tion  of  the  phosphoric  acid  brought  up  in  vapors  along  the  line  of 
contact  with  the  calcareous  materials  in  the  already  softened  gneisses. 
This  explanation  as  well  as  others  will  perhaps  be  better  understood 
in  the  part  of  this  work  relating  to  localities.  On  the  other  hand, 
the  presence  of  apatite  in  crystalline  form  associated  with  beds  of 
iron  ore,  as  in  northern  New  York,  has  been  regarded  by  Prof, 
W.  P.  Blake  and  others  as  indicative  of  an  organic  and  sedimentary 
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origin  for  both  minerals.  The  Norwegian  apatite  from  its  asso- 
ciation with  an  eruptive  rock  (gabbro)  has  been  regarded  as  itself 
of  eruptive  origin. 

The  phosphorites,  like  the  apatites,  occur  in  commercial  quan- 
tities mainly  among  the  older  rocks,  and  in  pockets  and  veins  so 
situated  as  to  lead  to  the  conclusion  that  they  are  secondary  products 
derived  by  a  process  of  segregation  from  the  inclosing  material. 
Davies  regards  the  Bordeaux  phosphorites  occurring  in  the  Jurassic 
limestones  of  Southern  France  as  the  result  of  phosphatic  matter 
deposited  on  the  rocky  floor  of  an  Eocene  ocean,  from  water  largely 
impregnated  with  it.  Others  have  considered  them  as  geyserine 
ejections,  or  due  to  infiltration  of  water  charged  with  phosphatic 
matter  derived  from  the  bones  in  the  overlying  clays.  Stanier, 
on  the  other  hand,  regards  the  phosphorites  of  Portugal  as  due 
to  segregation  of  phosphatic  matter  from  the  surrounding  granite, 
the  solvent  being  meteoric  waters.  These  deposits  are  regarded  a.i 
superficial  and  limited  to  those  portions  of  the  nx:k  aSected  by 
surface  waten. 

The  origin  of  the  amorphous,  nodular,  and  massive  rock  phos- 
phates can,  as  a  rule,  be  traced  more  directly  to  organic  agencies. 
All  things  considered,  it  seems  most  probable  that  the  phosphatic 
matter  itself  was  contained  in  the  numerous  animal  remains,  which, 
in  the  shape  of  phosphatic  Umestones,  marls,  and  guanos,  have 
accumulated  under  fovorable  conditions  to  form  deposits  of  very  con- 
siderable thickness.  Throughout  these  beds  the  phosphatic  matter 
would,  in  most  cases,  be  disseminated  in  amounts  too  sparing  to 
be  of  economic  value,  but  it  has  since  their  deposition  been  con- 
centrated by  a  leaching  out  by  percolating  waters  of  the  more  soluble 
carbonate  of  lime.  Thus  H.  L^ne,  in  writing  of  the  nodular  phos- 
phates occurring  in  pockety  masses  in  clay  near  Doullens  (France), 
argues  that  the  nodules  as  well  as  the  clay  itself  are  due  to  the  de- 
calcification of  preexisting  chalk  by  percolating  meteoric  waters. 

In  this  connection  it  is  instructive  to  note  that  phosphatic  nodules, 
in  size  rarely  exceeding  4  to  6  cm.,  were  dredged  up  during  the 
Challenger  expedition  from  depths  of  from  98  to  1,900  fathoms 
on  the  Agulhas  Banks,  south  of  the  Cape  of  Good  Hope.  These 
are  rounded  and  very  irregular  capricious  forms,  sometimes  angular. 
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and  have  exteriorly  a  glazed  appearance,  due  to  a  thin  coating  of 
oxides  of  iron  and  manganese.  The  nodules  yield  from  19.96  to 
23-54  per  cent  PjOf  In  those  from  deep  water  there  are  found 
an  ahundance  of  calcareous  oi^anic  remains,  especially  of  rhizopods. 
The  phosphate  penetrates  the  shell  in  every  part,  and  replaces  the 
original  carbonate  of  lime. 

The  nodules  are  most  abundant  apparently  where  there  are 
great  and  rapid  changes  of  temperature  due  to  alternating  warm  and 
cold  oceanic  currents,  as  off  the  Cape  of  Good  Hope  and  the  eastern 
coast  of  North  America.  Under  such  conditions,  together  with 
perhaps  altered  degrees  of  salinity,  marine  oi^anisms  would  be 
killed  in  great  numbers,  and  by  the  accumulation  of  their  remains 
would,  it  is  believed,  furnish  the  necessary  phosphatic  matter  for 
these  nodules.  It  seems  probable  that  the  Cretaceous  and  Tertiary 
deposits  in  various  parts  of  the  world  may  have  formed  under  similar 
conditions. 

Hughes  has  described '  phosphatic  coralline  limestones  on  the 
islands  of  Barbuda  and  Aruba  (West  Indies),  as  having  undoubtedly 
originated  through  a  replacement  of  the  original  carbonic  by  phos- 
phoric acid,  the  latter  acid  being  derived  from  the  overiying  guano. 
The  phosphatic  guano  has,  however,  now  completely  disappeared 
through  the  leaching  and  erosive  action  of  water,  leaving  the  coral 
rock  itself  containing  70  to  80  per  cent  phosphate  of  lirde. 

Hayes  *  regards  the  Tennessee  black  phosphates  as  due  to  the 
slow  accumulation  on  sea  bottoms  of  phosphatic  oiganisms  (Lin- 
guls),  from  which  the  carbonate  of  Ume  was  gradually  removed 
by  the  leaching  action  of  carbonated  waters,  leaving  the  less  soluble 
phosphate  behind.  The  white  bedded  phosphates  of  Perry  County, 
in  the  same  State,  are  regarded  as  a  product  of  secondary  replace-  ' 
ment — that  is,  as  due  to  phosphate  of  lime  in  solution,  replacing 
the  carbonate  of  hme  of  preexisting  limestones,  as  in  the  case  noted 
above.  The  source  ot  the  phosphoric  acid,  w^iether  from  the  over- 
lying Carboniferous  limestones  or  from  the  older  Devonian  and 
Silurian  rocks,  is  not,  however,  in  this  case  apparent. 

'  Quuterl]'  Jounul  of  the  Geological  Society  of  London,  XLI,  1885,  p.  So. 
'Sixteenth  Annual  Report  of  (he  U.  S.  Geolo^cal  Surrey.  1S94-95,  Ft.  4,  p,  690; 
Seventeenth  Annual  Rrpoit  U.  S.  Geological  Survey.  181)5-96,  Pt.  a.  p.  11. 
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Teall  has  shown '  that  some  phosphatic  rocks  from  Clipperton 
AtoU,  in  the  northern  Pacific,  are  trachytes  in  which  phosphoric 
add  has  replaced  the  original  silica.  The  replacement  he  regards 
as  having  been  effected  through  the  agency  of  alkaline  (principally 
ammonium)  phosphate  which  has  leached  down  from  overlying 
guano.  A  microscopic  examination  of  the  rock  in  thin  sections 
showed  that  the  replacing  process  began  with  the  interstitial  matter, 
then  extended  to  the  feldspar  microlites,  and  lastly  the  poiphyritic 
sanidin  crystals.  The  gradual  change  in  the  relative  proportion 
of  siUca  and  phosphoric  acid,  as  shown  by  analyses  of  more  or  less 
altered  samples,  is  shown  below,  No.  I  being  that  of  the  unaltered 
rock  and  II  and  III  of  the  altered  forms: 


SiO,    

P.O. 

Loss  on  ignition. 


3.8 


From  a  comparison  of  these  rocks  with  those  of  Redonda,  in 
the  Spanish  West  Indies,  it  is  concluded  that  the  latter  phosphates 
have  likewise  resulted  from  a  similar  replacement  in  andesitic  rocks. 
In  this  connection  reference  is  made  to  the  work  of  M.  A.  Gautier,* 
in  which  he  describes  the  formation  of  aluminous  phosphates  in 
caves  through  the  action  of  the  ammonium  phosphate  arising  from 
decomposing  oi^anic  matter  on  the  clay  of  the  floor  of  caverns. 
(See  under  Occurrences.) 

The  guanos,  as  noted  elsewhere,  owe  their  origin  mainly  to  the 
accumulations  of  sea-fowl  excretions.  Such  deposits  when  un- 
leached,  are  relatively  poor  in. phosphatic  matter  and  rich  m  salts 
of  ammonia.  Where,  however,  subjected  to  the  leaching  action 
of  rams  the  more  soluble  constituents  are  carried  away,  leaving 
the  less  soluble  phosphates,  together  with  impurities,  in  the  shape 
of  alimiina,  silica,  and  iron  oxides  to  form  the  so-called  leached 
guanos  of  the  West  India  Islands.    As  stated  in  the  descriptions 

'  Quarterly  Journal  of  the  Geological  Society  of  London,  LIV,  1898,  p.  13c. 
'  Formation  des  Phosphates  Naturcis  d' Alumina  et  de  Fer,  Comptes  Rendus  de 
'AcadiJmie  dea  Scicnrcs.  Paris,  CXVI,  1893,  p.  1491. 
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of  localities,  guaao  deposits  are  not  infrequently  of  a  thickness 
such  as  to  cause  their  origin  as  above  stated  to  seem  well-nigh  in- 
credible were  there  not  sufficient  data  acquired  within  historic 
times  to  demonstrate  its  accuracy  beyond  dispute.  Thus  it  is  said  ' 
that  in  the  year  1840  a  vessel  loaded  with  guano  on  the  island  of 
Ichabo,,on  the  east  coast  of  Africa.  Durii^  the  excavations  which 
were  necessary  the  crew  exhumed  the  dead  body  of  a  Portuguese 
sailor,  who,  according  to  the  headboard  on  which  his  name  and 
date  of  burial  had  been  carved  with  a  knife,  had  been  interred 
fifty-two  years  previously.  The  top  of  this  headboard  projected 
2  feet  above  the  original  surface,  but  had  been  covered  by  exactly 
7  feet  of  subsequent  deposit  of  guano.  That  is  to  say,  the  deposition 
was  going  on  at  the  rate  of  a  little  over  an  inch  and  a  half  yearly. 

LOCALrrtES  OF  PHOSPHATES. 

Canada. — According  to  Dr.  Ells,  of  the  Canadian  Survey,'  the 
discovery  of  apatite  in  the  Laurentian  rocks  of  ea^em  Canada  was 
first  made  in  the  vicinity  of  the  Lievre  by  Lieutenant  Ingall  in  1839, 
though  it  was  not  until  early  in  i860  that  actual  minit^  was  begun. 
The  mineral  occurs  in  the  form  of  well-defined  crystals  in  a  matrix 
of  coarsely  crystaUine  calcite  and  in  vein-like  and  pockety  granular 
masses  along  the  hne  of  contact  between  eruptive  pyroxenites  and 
Laurentian  gneisses.  The  first  form  is  the  predominant  one  for 
Ontario  only,  the  second  for  Quebec.  From  a  series  of  openings 
made  at  the  North  Star  Mine,  in  the  region  north  of  Ottawa,  it 
appears  that  the  massive  coarsely  crystal  line  granular  apatite  follows 
a  somewhat  regular  course  in  the  pyroxenite  near  the  gneiss,  but 
occurs  principally  in  a  series  of  large  bunches  or  chinmeys  connected 
with  each  other  by  smaller  strings  or  leaders.  Sometimes  these 
pockety  bunches  of  ore  are  of  irregular  shape  and  yield  hundreds 
of  'tons,  but  present  none  of  the  characteristics  of  veins,  either  in 
the  presence  of  hanging  or  foot  walls,  while  many  of  the  masses  of 
apatite  appear  to  be  completely  isolated  in  the  mass  of  pyroxenite, 
though  possibly  there  may  have  been  a  connection  through  small 

•  R.  Ridgway,  Science,  XXI,  1893,  p  360. 

'  The  Canadian  Mining  and  Mechanical  Review,  March,  1893. 
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fissures  with  other  deposits.  The  lack  of  any  connection  between 
these  massive  apatites  and  the  regularly  stratified  gneiss  is  evident, 
and  their  occurrence  in  the  pyroxenite  is  further  evidence  in  support 
of  the  view  that  these  workable  deposits  are  not  of  organic  origin, 
but  confined  entirely  to  igneous  rocks.  In  certain  cases  where  a 
supposed  true-vein  structure  has  been  found,  such  structure  can  be 
explained  by  noticing  that  the  deposits  of  phosphates  occur,  for 
the  most  part  at  least,  near  the  line  of  contact  between  the  pyroxenite 
and  the  gneiss. 

By  far  the  greater  part  of  the  Canadian  apatite  thus  far  mined 
has  been  from  the  Ottawa  district  of  Quebec,  where  it  is  mined  or 
quarried  mainly  from  open  cuts  and  shafts.  The  principal  fields 
he  in  Ottawa  County,  Province  of  Quebec,  and  Leeds,  Lanark, 
Frontenac,  Addington,  and  Renfrew  counties,  Province  of  Ontario. 
The  first  consists  of  a  belt  running  from  near  the  Ottawa  River  on 
the  south  for  over  60  mites  in  a  northerly  direction  through  Bucking- 
ham, Portland,  Templeton,  Wakefield,  Denhohn,  Bowman,  Hincks, 
and  other  townships  to  the  northward  have  an  average .  width  of 
15  to  25  miles.  The  second  belt  runs  from  about  15  miles  north 
of  the  St.  Lawrence  River  in  a  northerly  direction  to  the  Ottawa 
River,  a  distance  of  about  100  miles,  and  varies  from  50  to  75  miles 
in  breadth. 

Davies  gives  the  following  table  as  showing  the  aveia^  composi- 
tion of  the  Canadian  phosphates: 


L 

II. 

III. 

IV. 

v. 

VL 

Mqistuiv,  water  of  combination,  and  loss 

0.6a 

7.83 
11^ 

41-54 

54-7* 
3-03 
0-S9 

37-68 
4.^9 

42.72 

12.03 

0.89 

12.15 
10.17 

i'4 

43.62 
9.28 
i3S« 

Oxide  of  mm,  alumtDB,  flucirine,  etc  . . . 

100.00 

73-15 

100.00 

go.68 

'fiTs 

'%'7^ 

71 'm 

100.10 
69-3S 

Norway. — The  principal  apatite  fields  he  along  the  coast  in  the 
southern  portion  of  the  peninsula  between  Langesund  and  ArendaL 
The  material  occurs  in  crystals  and  crystalline  granular  aggregates 
of  a  white,  yellow,  greenish,  or  red  color  in  veins  and  pockets  em- 
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bedded  in  the  mass  of  an  eruptive  gabbro,  near  the  line  of  contact 
of  the  gabbro  and  adjacent  rocks,  in  the  country  rock  itself  in  the 
immediate  vicinity  of  the  gabbro,  and  in  coarse  pegmatitic  veins 
which  are  cut  by  the  gabbro.  The  largest  veins  are  in  the  mass 
of  the  gabbro  itself  or  near  the  line  of  contact.  Where  the  apatite 
occurs  in  the  gabbro  the  latter  is,  as  a  rule,  altered  into  a  hornblende 
scapolite  rock.  The  principal  associated  minerals  are  quartz, 
mica,  tourmaline,  scapolite,  feldspars,  rutile,  and  magnetic  and 
titanic  iron  and  sulphides  of  iron  and  copper.  The  country  rock 
is  gneiss,  schist,  and  granite.  The  mineral  belongs  to  the  variety 
called  fluor  apatite,  as  shown  by  the  following  analysis  from  Dr. 
Penrose's  Bulletin: 


Phosphoric  add  (PjO,)' 42.229 

Fluorine* 3.415 

Chlorine* 0.513 

Lime  (CaO) 49-9<3 

Caldum 3.884 

100.000 
The  Norway  apatites  have  been  mined  according  to  Penrose 
since  1854,  the  earliest  workings  being  at  Kiagero.  According  to 
Davies,  however,  the  discovery  of  deposits  that  could  be  profitably 
worked  dates  only  from  1871,  The  distribution  of  the  material 
is  very  uncertain  and  irregular,  and  the  value  of  the  deposits  can 
not  be  foretold  with  any  great  approximation  to  accuracy.  A 
large  mass  of  this  material,  weighing  nearly  2  tons,  is  on  exhibition 
in  the  department  of  economic  geology  in  the  National  Museum. 
United  States.  Nodular  phosphatic  deposits  are  found  at  inter- 
vals all  along  the  Atlantic  coast  of  the  United  States,  from  North 
Carolina  down  to  the  southern  extremity  of  Fbrida.  The  North 
Carolina  deposits  occur  principally  in  the  counties  of.  Sampson, 
Duplin,  Pender,  Onslow,  Columbus,  and  New  Hanover,  all  m  the 
southeastern  part  of  the  State.    The  deposits  are  of  two  kinds:  (i)  a 

>  Equal  91.1S9  per  cent  Ihbasic  phosphate. 
'  Equal  7  01  per  cent  fluoride  of  cakuim. 
'  Equml  o.Soi  per  cent  chloride  of  "iii-inin, 
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nodular  form  overlying  the  Eocene  maris  and  consisting  of  phos- 
phate nodules,  sharks'  teeth,  and  bones  embedded  in  a  sandy  or 
marly  matrix,  and  (2)  as  a  conglomerate  of  phosphate  pebbles,  sharks' 
teeth,  bones,  and  quartz  pebbles,  all  well  rounded  and  cemented 
together  along  with  grains  of  greensand  in  a  calcareous  matrix. 
The  beds  of  the  first  variety  usually  overlie  strata  of  shell  marl, 
though  this  is  sometimes  replaced  by  a  pale  green  indurated  sand. 
The  two  following  sections  will  serve  to  illustrate  their  mode  of 
occurrence: 

sAUFsoH  COUNTY.  mnuM  county. 

(i)  Soil,  sand,  or  clay,  5  to  lO  feet.  (i)  Sandy  soil,  i  to  10  feet. 

(3)  Shell  marl,  5  to  10  feet.  (a)  Nodule  bed,  I  to  a  feet. 

(3)  Bed  with  phosphate  nodules,  i  to  3  (3)  Shell  idbtL 

feet. 

(4)  Sea-green  sandy  marl,  3  to  4  feet. 

(5)  Ferruginous  hardpan,  6  to  la  inches. 

(6)  Interstratified  lignites  and  sands  as 

inU). 

The  nodules  are  of  a  lead-gray  color,  varying  in  size  from  that 
of  a  man's  fist  to  masses  weighing  several  hundred  pounds.  In 
texture  they  vary  from  close  compact  and  homogeneous  masses  to 
coarse-grained  and  highly  siliceous  rocks  distinguished  by  con- 
siderable quantities  of  sand  and  quartz  pebbles  sometimes  the  size  of 
a  chestnut.  Occasionally  the  nodules,  which  as  a  rule  are  of  an 
oval  flattened  form,  contain  Tertiary  shells.  The  second  or  con- 
glomerate variety  occurs  mainly  in  New  Hanover  and  Pender 
counties,  the  beds  in  some  instances  being  6  feet  in  thickness,  though 
usually  much  less.  The  following  section,  taken  from  Dr.  Penrose's 
Bulletin,  shows  their  position  and  association  as  displayed  at  Castle 
Hayne,  New  Hanover  Coimty. 

"(i)  White  sand,  o  to  3  feet. 

"  (2)  Brown  and  red  ferruginous  sandy  clay,  or  clayey  sand,  i 
to  3  feet. 

"(3)  Green  clay,  6  to  12  inches. 

"(4)  Dark -brown  indurated  peat,  3  to  12  inches. 

"(5)  White  calcareous  marl,  o  to  2  feet. 

"(6)  White  shell  rock,  o  to  14  inches. 

"(7)  Phosphatic  conglomerate,  i  to  3  feet. 
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"(8)  Gray  marl  containing  smaller  nodules  than  the  overlying 
beds,  2\  to  4^  feet. 

"(9)  Light-colored,  calcareous  marl,  containing  nodules  which 
are  smaller  than  those  in  the  overlying  beds,  which  grow  fewer  and 
smaller  at  a  depth.     Many  shells." 

The  phosphatic  nodules  in  this  conglomerate  are  kidney  and  egg 
shaped  and  sometimes  make  up  as  much  as  three-fourths  the  contents 
of  a  bed;  usually,  however,  the  proportion  is  smaller,  and  sometimes 
there  are  none  at  all.  The  mass  as  a  whole  does  not  contain  more 
than  10  to  30  per  cent  phosphate  of  lime,  but  it  is  said  to  have  been 
successfully  used  as  a  fertilizer.  The  individual  nodules  may  be  richer 
in  phosphatic  matter  on  the  outer  surface  than  toward  the  center. 

Aside  from  the  phosphatic  layer  as  described  above,  phosphatic 
nodules  are  found  in  large  quantities  in  the  beds  of  rivers  of  these 
districts,  where  they  have  accumulated  through  the  washing  action 
of  flowing  water,  the  finer  sand,  clay,  and  gravel  having  been  carried 
away.  Such  phosphates  naturally  do  not  differ  materially  from 
those  on  land  except  that  they  are  darker  in  color  and  sometimes 
more  siliceous. 

The  deposits  of  South  CaroUna  are  of  low  grade  compared 
with  some  others,  but  for  many  years  were  more  generally  used 
than  any  other  American  phosphate.  This  popularity  was  due 
not  only  to  the  cheapness  of  the  phosphate  ($5  to  $6  a  ton  in  i3S6), 
but  to  the  many  good  qualities  of  the  low-grade  acid  phosphate 
made  from  it.  Of  late  years  the  Florida  phosphates  have  gradually 
replaced  them. 

Phosphates  in  the  form  of  nodules  and  phosphatic  marls  and 
greensands  occur  in  Alabama  in  both  the  Tertiary  and  Cretaceous 
formations.  Their  get^raphical  distribution  is  therefore  limited 
to  areas  south  of  the  outcrops  of  the  lowest  Cretaceous  beds  which 
stretch  in  a  curve  from  the  northwest  comer  of  the  State  across 
near  Fayette,  Courthouse,  Tuscaloosa,  CenterviUe,  and  Wetumpka, 
to  Columbus,  Georgia.  As  all  the  Cretaceous  and  Tertiary  beds 
have  a  dip  toward  the  Gulf  of  from  25  to  40  feet  to  the  mile,  the 
phosphate-bearing  strata  appear  at  the  surface  only  in  a  compara- 
tively narrow  belt  along  the  line  above  indicated  and  are  to  be  found 
only  at  gradually  increasing  depths  below  at  points  to  the  southward. 
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Phosphatic  nodules  and  marls  of  the  Tertiary  occur  in  four 
different  horizons:  The  Black  Bluffs  and  Nantefaala  groups  of  the 
Lignitic;  in  the  white  limestone,  and  in  eastern  Alabama,  at  Ozark, 
in  strata  of  the  Claiborne  group.  Selected  nodules  run  as  hig^ 
as  37  per  cent  of  phosphoric  acid,  and  marls  as  high  as  6.7  per  cent. 
The  Tertiary  is  not,  however,  regarded  by  Professor  Smith  as  a 
promising  source  of  commercial  phosphates  in  the  State.  In  the 
Cretaceous  the  phosphates  occur  in  the  transition  beds  both  above 
and  below  the  so-called  Rotten  Limestone  e;dsting  as  nodules, 
shell  casts,  phospfaatic  limestones,  marls,  and  greensands.  The 
nodules  have  essentially  the  characteristics  of  those  of  South  Caro- 
lina. 

The  principal  phosphate  region  of  Florida,  as  known  to-day, 
comprises  an  area  extending  from  west  of  the  Apalactucola  River 
eastward  and  southward  to  nearly  50  miles  south  of  Caloosahatchee 
River,  as  shown  on  the  accompanying  map.*  According  to  Mr. 
£ldric%e,  the  deposits  comprise  four  distinct  and  widely  different 
classes  of  commercial  phosphates,  each  having  a  peculiar  genesis, 
a  peculiar  form  of  deposit,  and  chemical  and  physical  properties 
such  as  readily  distinguish  it  from  any  of  the  others. 

According  to  their  predominant  characteristics  or  modes  of  occur- 
rence, these  classes  have  come  to  be  known  as  hard-nx:k  phosphates, 
soft  phosphate,  land  pebble  or  matrix  rock,  and  river  p>ebble.  With 
the  exception  of  the  soft  phosphates,  they  underlie  distinct  regions, 
each  class  being  separate  or  but  slightly  commingUng  with  one 
another.  The  hard-rock  phosphate  is  a  hard,  massive,  close- 
textured,  homogeneous,  light-gray  rock,  showing  large  and  small 
irregular  cavities,  which  are  usually  lined  with  secondary  mam- 
millary  incrustations  of  nearly  pure  phosphorite. 

The  deposits,  which  average  some  36.65  per  cent  P,0(,  lie  in 
Eocene  and  Miocene  strata,  occurring  in  the  &rst  named  as  a  bowlder 
deposit  in  a  soft  matrix  of  phosphatic  sands,  clays,  and  other  material, 
resulting  from  the  disintegration  of  the  hard  rock  and  constituting 
the  soft  phosphates.  They  underlie  sands  of  from  10  to  30  feet  in 
thickness,  and  have  been  penetrated  to  a  depth  of  60  feet.    The 

'  Prellmliiary  sketch  of  Phosphates  of  Florida,  by  George  H.  Eldridge. 
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PLATE  XXI. 

Map  showing  Phosphate  Regions  of  Florida, 
[U.  S.  National  Museum.] 
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phosphate  deposit  proper  is  white,  the  bowlders  of  rounded  and 
irr^ular  outline,  varjing  in  diameter  from  2  or  3  inches  to  10  feet. 
None  of  the  hard-rock  deposits  of  the  Eocene  originated  in  the 
positions  they  now  occupy.  The  Miocene  hard-rock  phosphates, 
on  the  other  hand,  lie  in  regular  bedded  deposits  in  situ,  as  well  as 
in  bowlders.  The  beds  lie  horizontal  but  a  few  feet  below  the  sur- 
face, being  covered  only  by  superficial  sand.  They  are,  as  a  rule, 
but  from  4  feet  to  5  feet  thick.  The  name  soft  rock,  or  soft  phos- 
phate, as  above  indicated,  is  given  to  the  softer  material  associated 
with  the  hard  rock,  which  in  part  results  from  the  disintegration 
of  the  last  named.  It  is  also  applied  somewhat  loosely  to  any 
variety  not  distinctly  hard.  It  therefore  varies  greatly  in  color, 
chemical  and  physical  characteristics,  and  rarely  carries  more  than 
20  to  25  per  cent  of  PjOj. 

The  name  land-pebble  phosphate  includes  pebble  from  deposits 
consisting  of  either  earthy  material  carrying  fossil  remains,  grains 
of  quartz,  and  pisolitic  grains  of  lime  phosphate,  or  else  of  a  material 
resembhi^  in  texture  and  other  characteristics  the  hard-rock  phos- 
phate. The  individual  pebbles  vary  in  size  up  to  that  of  the  English 
walnut,  are  normally  white,  but  when  subjected  to  percolating  water 
become  dark  gray  or  nearly  black.  The  exteriors  are  quite  smooth 
and  glossy;   such  yield  on  an  average  some  30  to  35  per  cent  P,Oj, 

The  river-pebble  varieties  differ  from  the  last  mainly  in  mode 
of  occurrence,  being  found,  as  the  name  would  indicate,  in  the  beds 
of  streams,  where  presumably  they  have  accumulated  through  the 
washing  away  of  finer  and  Ughter  materials.  They  are  most  abun- 
<lant  in  the  Peace,  Caloosahatchee,  Alafia,  and  other  rivers  entering 
the  Gulf  south  of  Tampa  and  Hillsborough  bays,  though  the  Withla- 
coochee,  Aucilla,  and  rivers  of  the  western  part  of  the  State,  carry 
also  a  mixture  of  pebbles,  hard-rock  fragments,  and  bones  derived 
from  the  various  strata  through  which  they  have  cut  their  channels. 
The  pebbles  of  the  Western  rivers  show  a  very  uniform  composition, 
and  range  from  25  to  30  per  cent  phosphoric  anhydride  (P,0|),  or 
about  65  per  cent  of  phosphate  of  lime,  the  impurities  being  mainly 
siliceous  matter,  carbonate  of  lime,  alumina,  and  iron  oxides. 

Phosphatic  deposits  of  high  grade  and  coverit^  considerable 
areas  in  western  middle  Tennessee  were  discovered  during  the 
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latter  part  of  1893.  Since  then  development  has  been  rapid,  and 
the  State  now  stands  second  in  rank,  as  a  producer,  being  exceeded 
only  by  Florida.  The  general  distribution  of  the  beds  is  shown 
in  the  accompanying  sketch  map  (PL  XXI),  while  their  varying 
thickness  is  shown  in  the  columnar  sections  on  PI.  XXII.  The 
essential  facts  regarding  these  deposits  have  been  summarized  by 
C.  W.  Hayes'  from  whose  reports  a  large  part  of  the  material  here 
given  is  compiled.  The  deports  are  classified  by  Hayes  as — 
I,  Black  phosphate  (an  original  deposit). 

1.  Nodular. 

2.  Bedded,  including  o6litic,  compact  congbmeratic,  and 

shaly  varieties, 
n.  White  phosphate  (a  secondary  deposit). 
I.  Stony. 

3.  Breccia. 
3.  Lamellar. 

The  first  of  these,  the  black  phosphate,  is  of  Devonian  age. 
The  second,  the  white  phosphate,  which  are  altogether  secondary 
deposits,  are  very  recent.  The  surface  rocks  of  the  region  include 
Silurian,  Devonian,  and  Carboniferous  beds  arranged  as  follows; 

CarbonifeiDus Cheny,  shaly  lunestone. 

D  Greenaaiid  with  pbosph&tk  nodules..  S-14  fncha 

C  Carbonaceous  black  shale 0-6    feet 

3  Bedded  phosphate 0-40  inches 

A  Gray  sandstone 0-6    feet 

Silurian Blue  li 


Devonian.  . 


The  black  nodular  phosphate  occurs  in  a  black  shale,  in  spher- 
ical to  broadly  oval  and  flattened  ellipsoidal  forms,  with  smooth 
surfaces  and  black  color.  They  are  easily  detached  from  the  matrix 
and  weather  down  rapidly  to  a  gray,  at  times  almost  white,  sand. 
Their  distribution  is  extremely  irregular  and  they  have  not  yet  been 
found  in  sufficient  abundance  to  be  profitably  mined,  although 
individual  nodules  may  contain  from  60  to  70  per  cent  phosphate  of 
Ume. 

The  black  bedded  phosphate,  as  noted  above,  occurs  in  several 

<  See  i6th,  17th,  and  aiit  Annual  Reports,  U.S.  Geological  Survey. 


sdbvGoO^^lc 


PLATE  XXII. 

SECTIONS  SHOWING  THE  RELATIONS  OF  THE  TENNESSEE  PHOS- 

PHATES  TO  ADJACENT  FORMATIONS. 

Scale:  i  inch—  lo  feet. 
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TBiIeties.  The  odlitic  form  has  in  the  weathered  outcrop  the  ap- 
pearance  of  a  rusty  porous  sandstone.  A  close  inspection  of  the 
UQweathered  rock  shows  it  to  be  made  up  of  rounded  or  Sattened 
ovules  of  a  blue-black  color  and  small  fos^  shells  or  casts  of  shells 
embedded  in  a  hne-grained  or  structureless  matrix  which,  like  the 
ovules,  is  composed  mainly  of  phosphatic  material  made  dark  by 
carbonaceous  matter. 

The  compact  phosphate  variety  resembles  a  fine-grained  car- 
bonaceous sandstone.  When  fresh  it  is  of  a  dark  gray  to  bluish- 
black  color,  but  weathers  to  a  buff  or  dull  yellow  color,  natural 
joint  blocks  when  broken  across  often  showing  a  nearly  black  nucleal 
portion  surrounded  by  concentric  shells  of  oxidized  material  of 
varying  shades  of  brown  or  yellow.  Under  the  microscope  this 
variety  is  seen  to  be  made  up  of  small  ovules  and  fossil  casts  closely 
packed  together  without  the  amorphous  matrix  noted  in  the  ofilitic 
variety. 

Closely  associated  with  the  above  forms  is  the  conglomeratic 
variety  consisting  of  beds  of  coarse  sandstone  and  conglomerate 
containing  varying  amounts  of  phosphate.  These  are  black  in  color 
and  weather  brownish,  also.  The  truly  phosphatic  portion  of  this 
variety  resembles  that  of  the  compact  and  oolitic  forms,  but  it  differs 
in  the  presence  of  varying  amounts  of  quartz,  sand,  and  pebbles. 

These  three  varieties  of  the  black  bedded  phosphate  yield  on 
the  average  some  70  per  cent  of  phosphate  of  lime.  The  shaly 
variety  is  poorer  in  phosphoric  acid  and  has  the  appearance  of  a 
dark  gray  to  black  shaly  sandstone.  The  distribution  of  the  black 
phosphate  is  limited  mainly  to  Hickman,  Lewis,  and  Perry  counties, 
the  beds  varying  in  thickness  from  o  to  24  inches. 

The  white  phosphates  are  associated  with  Carboniferous  rocks, 
though  the  formation  of  the  phosphate  itself  is  much  more  recent. 
The  stony  variety,  as  it  is  called  above,  is  a  finely  granular  gray 
rock  sometimes  resembling  a  quartzitic  sandstone,  which  occurs 
in  more  or  less  regular  bands  alternating  with  thinner  bands  of 
chert  in  a  dark  shaly  siUceous  limestone.  Thin  sections  of  the 
phosphate  rock,  imder  the  microscope,  show  a  ground  mass  of 
chalcedonic  silica  enclosing  numerous  very  minute  isotropic  forms 
with  the  rhombic  outlines  of  caldte  but  which  chemical  tests  show 
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to  be  phosphate.  This  variety  yields  from  27  to  33  per  cent  phos- 
phate of  lime,  Ca,P,0,.  The  breccia  phosphate  occurs  in  irregular 
masses  composed  of  small,  angular  fragments  of  the  chert  embedded 
in  a  matrix  of  the  lime  phosphate,  the  chert  fragments  varying  in 
diameter  from  a  fraction  of  an  inch  to  3  or  4  inches.  The  lamellar 
variety  consists,  as  the  name  suggests,  of  thin  parallel  plates  or  layers, 
sometimes  several  inches  in  width  of  phosphatic  material. 

The  white  phosphate  is  limited  in  its  distribution  to  an  area  of 
about  12  square  miles  in  the  northern  part  of  Perry  County. 

The  probable  origin  of  both  the  white  and  black  forms  has  been 
already  given  (p.  265). 

England. — Deposits  of  phosphates  sufficiently  concentrated  for 
commercial  purposes  lie  near  the  upper  limit  of  Cambro-Silurian 
strata  in  North  Wales.  According  to  Davies,  the  phosphatic  material 
occurs  in  the  form  of  nodular  concretions  of  a  size  varying  from 
that  of  an  e^  to  a  cocoanut,  closely  packed  together  and  cemented 
by  a  black  slaty  matrix.  The  concretions  have  often  a  black  highly 
polished  appearance,  due  to  the  presence  of  graphite,  but  owing  to 
the  presence  of  oxidizing  pyrite  they  sometimes  become  rusty  brown. 
The  concretions  carry  from  60  to  69  per  cent  of  phosphate  of  lime; 
the  matrix  is  also  phosphatic.  The  phosphate  beds  are  h^hly  tilted 
and  are  overlaid  by  gray  shales  with  fossilized  echinoderms  and 
underlaid  by  dark  crystalline  hmestone,  which  also  contains  from 
15  to  20  per  cent  of  phosphatic  material.  Davies  regards  the  deposit 
as  an  old  sea  bottom  on  which  the  phosphatic  matter  of  Cretaceous 
and  Molluscan  life  was  precipitated  and  stored  during  a  long  period, 
while  certain  marine  plants  may  also  have  contributed  their  share 
of  phosphatic  matter.  He  thinks  it  also  possible  that,  as  in  the 
Laurentian  deposits,  the  water  of  the  sea  may  have  contained  phos- 
phatic matter  in  solution  to  be  deposited  independently  of  oi:gaiuc 
agencies. 

These  phosphated  beds  are  mined  at  Berwin,  where  an  average 
production  over  a  space  of  360  fathoms  was  2  tons  10  hundred- 
weight of  phosphate  per  fathom,  of  an  average  strength  of  46  per 
cent.  The  nodules  average  from  45  to  55  per  cent  of  phosphate 
of  lime. 

Amorphous  nodular  phosphates  also  occur  in  both  the  Upper 
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and  Lower  Greensands  of  the  Cretaceous  and  in  Tertiary  deports. 
Those  of  the  upper  beds  have  been  mined  in  Cambridgeshire  and 
Bedfordshire.  The  phos^hatic  material  occurs  in  the  form  of 
shell  casts,  fossils,  and  nodules,  of  a  black  or  dark-brown  cdor,  of 
varying  hardness,  embedded  in  a  sand  consisting  of  ^ceous  and 
calcareous  matter  as  well  as  phosphatic  and  glauconitic  grains. 
The  average  composition  shows  from  40  to  50  per  cent  of  phosphate 
of  lime.  The  thickness  of  the  nodule-bearing  bed  is  rarely  over  a 
foot.  The  nodules  of  the  Lower  Greensands  differ  from  those  of 
the  Upper  in  many  details,  the  more  important  being  their  lower 
percentages  of  phosphate  of  lime  (from  40  to  50  per  cent).  They 
occur  in  a  beii  of  ^ceous  sand  which  itself  is  not  phosphatic.  The 
Tertiary  phosphates  reach  their  best  development  in  the  county 
of  Suffolk,  where  they  are  found  at  the  base  of  the  Coraffine  and 
Red  Crag  groups  and  immediately  overlying  the  London  days. 
The  beds  consist  of  a  "  mass  of  phosphatic  nodules  and  shell  casts, 
siUceous  pebbles,  teeth  of  cretaceans  and  sharks,  and  many  mammal 
bones,  besides  occasional  fragments  of  Ixjwer  Greensand  chert, 
granite,  and  chalk  flints."  The  nodules  vary  in  both  quality  and 
quantity.  They  are  at  times  of  a  compact  and  brittle  nature,  while 
at  others  they  are  tough  and  siliceous.  They  average  about  53 
per  <;pnt  phosphate  of  lime  and  13  per  cent  phosphate  of  iron. 

France. — Phosphates  of  the  nodular  type  occur  ,in  beds  of  Cre- 
taceous age  in  the  provinces  of  Ardennes  and  Meuse,  and  to  a  less 
extent  in  others  in  Northern  France;  in  the  department  of  Cote-d'Or, 
and  along  the  Rhone  at  Bellegarde,  Seyssel,  and  Grenoble.  As 
in  England,  the  phosphatic  nodules  of  the  northern  area,  such  as 
are  of  commercial  importance,  occur  in  both  the  Upper  and  Lower 
Greensands.  They  resemble  in  a  general  way  the  English  phos- 
phates, but  are  described  as  soft  and  porous  and  easily  disintegrat- 
ing when  exposed  to  the  air.  Those  of  the  Upper  Greensand  average 
sbme  55  per  cent  of  phosphate  of  lime. 

More  recently  deposits  have  been  described  by  M.  J.  Gosselet,* 
near  Fresnoy-le-Grand,  in  the  north  of  France.  The  phosphatic 
material  occurs  in  a  zone  of  gray  chalk  some  6  feet  in  thickness 

<  Amulet  de  la  SocUU  Gfobgique  du  Notd.  XXI,  1S93,  p.  149. 
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(i^  to  3  meters),  and  is  in  the  fonn  of  concretionary  nodules  forming 
a.  sort  of  conglomerate  in  the  lower  part  of  the  bed.  A  portion 
of  the  chalk  is  also  pbosphatic.  Phosphatic  material  (of  the  type 
of  phosphorites)  is  found  in  fissures  and  pockets  in  the  upper  portion 
of  limestones  of  Middle  Jurassic  (Oxfordian)  age,  in  the  depart- 
ments of  Tam-et-Garonne,  Aveyron,  and  Zoti,  France. 

The  deposits  are  of  two  kinds.  The  first  occurring  in  int^^ular 
cavities  or  pockets  never  over  a  few  yards  long,  and  the  second  in 
the  form  of  elongated  leads  with  the  sides  nearly  vertical.  These 
are  generally  shallow,  and  thin  out  very  rapidly  at  a  short  distance 
below  the  surface. 

The  nodules  or  concretions  are  of  a  white  or  gray  ccdor,  waxy 
luster,  and  opal-like  appearance,  and  occur  in  the  form  of  tubercular 
or  kidney-shaped  masses  embedded  in  ferruginous  clay  in  the  clefts 
of  the  hmestone,  or  in  geodic,  fibrous,  and  radiating  forms. 

The  material  of  this  region  is  known  commercially  as  Bordeaux 
phosphate,  being  shipped  mainly  from  Bordeaux.  It  averages  from 
70  to  75  per  cent  phosphate  of  Ume,  the  impurities  being  mainly  iron 
oxides  and  siliceous  matter. 

Gautier '  describes  deposits  of  phosphates  estimated  to  the 
amoimt  of  120,000  to  300,000  tons  on  the  floors  of  the  Grotte  de 
Minerve,  near  the  village  of  Minerve  on  the  northeast  flank  of  the 
Pyrenees,  in  Aude,  France.  The  cave  proper  is  in  nunamuhtic 
limestone  of  Eocene  age,  the  floors  being  formed  by  Devonian 
rocks.  The  fiUing  material  consists  of'cave  earth  and  bone  breccia 
below  which  are  the  aggregates  of  concretionary  phosphorites  and 
other  phosphatic  compounds  of  lime  and  alumina,  the  more  in- 
teresting being  Brushite,  a'  hydrous  tribasic  calcium  phosphate 
hitherto  known  only  as  a  secondary  incrustation  on  guano  from  the 
West  India  Islands,  and  Minervite,  a  new  species  havit^  the  formula 
Al,Og.P,0„7H,0,  a  hydrous  aluminum  phosphate,  existmg  in  the 
form  of  a  white  plastic  clay-like  mass  filling  a  vein  from  a  few  indies 
to  2  or  more  feet  in  thickness. 

Germany. — According  to  Davies,  the  principal  phosphate  regions 
of  North  Germany  occupy  an  irregular  area  bounded  on  the  noith- 

*  Aanales  des  Mines,  V,  1S94,  p.  5. 
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east  by  the  town  (rf  Weilbmg,  on  the  northwest  by  the  Westerwald, 
on  the  east  by  the  Taunus  Mountains,  and  on  the  south  by  the  town 
of  Dietz.  The  material  occurs  in  the  form  of  irregular  nodular 
masses  of  all  sizes  up  to  masses  of  several  tons  weight,  embedded 
in  clay  which  rests  upon  Devonian  limestone  and  is  overlaid  by 
another  stratum  of  clay.  The  phosphate-bearing  clay  varies  in 
thickness  from  6  inches  to  10  feet.  With  the  phosphate  nodules 
are  not  infrequently  associated  deposits  of  manganese  and  hematite. 
Davies  r^ards  the  deposits  as  of  eariy  Tertiary  age.  The  color 
of  the  freshly  mined  material  varies  from  pale  bufi  to  daik  brown, 
varying  in  specific  gravity  from  1.9  to  2,8,  the  quality  deterioratii^ 
with  the  increase  in  gravity.  Selected  samples  of  the  staple  nodules 
yielded  as  high  as  92  per  cent  phosphate  of  lime;  but  the  average 
is  much  lower,  being  but  about  50  to  60  per  cent  phosphate  of  lime. 

Belgium. — Nodular  phosphates  belonging  to  the  Upper  Cre- 
taceous formations  occur  in  the  province  of  Hainaut,  where  they 
form  the  basis  of  an  extensive  industry.  The  nodules,  which  are 
generally  of  a  brown  color  and  vary  in  size  from  the  fraction  of  i  to 
4  or  5  inches  in  diameter,  lie  in  a  coarse-grained,  friable  rock  called 
the  brown  or  gray  chalk,  which  itself  immediately  underlies  what  is 
known  as  the  Ciply  conglomerate.  The  phosphate-bearing  bed  is 
sometimes  nearly  100  feet  in  thickness,  but  is  richest  in  the  upper 
10  feet,  where  it  is  estimated  the  phospbatic  pebbks  constitute 
some  75  per  cent  of  its  bulk.  Below  this  the  bed  growt  gradually 
poorer,  passing  by  gradations  into  the  white  chalk  below. 

The  overlying  conglomerate  also  carries  phosphate  nodules, 
which  carry  from  25  to  50  per  cent  phosphate  of  lime.  Owing 
to  the  hardness  of  the  inclosing  rock  they  are  less  mined  than  those 
in  the  beds  beneath.  The  mining  of  phosphates  is  carried  on  ex- 
tensively near  the  town  of  Mons,  on  the  lands  of  the  communes  of 
Cuesmes,  Ciply,  Mesvin,  Nouvelles,  Spiennes,  St.  Symphorien,  and 
Hyon.  The  annual  output  has  gradually  increased  from  between 
3,000  and  4,000  tons  in  18S7  to  85,000  tons  in  1894.  Other  phos- 
pbatic deposits  are  described  *  as  occurring  in  the  provinces  of 
Antwerp  and  JAi^e. 

*  Aniula  de  la  SodAf  G&>ki^que  dc  Belgique,  XVII,  1890,  p.  1S5. 
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Spain. — ^Important  deposits  of  phosphorites  occur  between 
Logrosan  sind  Ciceres,  in  Estremadura  Province.  The  dq>osit3  are 
in  the  fonn  of  pockets  and  veins  in  slates  and  schists  supposed  to 
be  of  Silurian  age;  at  times  a  vein  is  found  at  the  line  of  contact 
between  the  slate  and  granite.  The  veins  vary  in  thickness  from  i 
to  several  feet,  the  largest  beii^  some  so  feet  and  extending  for  over 
3  miles.  This  is  by  far  the  largest  of  its  kind  known.  As  described, 
the  Logrosan  phosphate  has  a  subcrystalline  structure;  sometimes 
fibrous  and  radiating.  It  is  soft  and  chalky  to  the  touch,  easily 
broken,  but  difficult  to  grind  into  a  fine  powder. ,  An  examination 
under  the  microscope  exhibits  conchoidal  figures,  interrupted  with 
spherical  grains,  devoid  of  color  and  opaque. 

The  highest-grade  material  is  rosy  white  or  yellowish  white 
in  color,  soft,  concentric,  often  brilliantly  radiated,  with  a  mam- 
millaiy  or  conchoidal  surface.  Red  spots  from  iron  and  beautiful 
d^drites  of  manganese  are  not  infrequent.  The  poorer  qualities 
are  milky  white,  vitreous,  bard,  and,  thou^  free  from  limestone, 
(»ntain  considerable  silica. 

In  the  C&ceres  district  the  phosphorites  occur  not  in  veins,  but 
rather  in  pockety  masses  in  veins  of  quartz  and  dark-colored  lime- 
stone,  which  are  found  cutting  both  the  granite  and  slate. 

The  following  analyses  from  Dr.  Penrose's  paper  show  about  the 
average  composition  of  these  phosphorites : 

LOGROSAN,  BY  PROFESSOR   DAUBENY. 

Silica ', 1 .  70 

Protoxide  of  iron 3-i5 

Fluoride  of  lime 14.00 

Phosphate  of  lime 81,15 

CACERES,  BY  BOBIERSE   AND   FSIGDEL. 

Insoluble  siliceous  matter. 21 .05 

Water  expelled  at  a  red  heat 3.00 

Tribasic  phosphate  of  lime 72.10 

Loss,  iron  oxides,  etc 3-85 

Poriugal. — Phosphorites  occur  in  Silurian  and  Devonian  rocks 
under  similar  conditions  to  those  of  Spain  in  Estremadura,  Alemetjo, 
and  Beira  provinces,  and  which  need,  therefore,  no  further  notice 
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here.  Stanier,'  however,  describes  a  variety  found  in  pockety  and 
short  veinlike  masses  which  are  worthy  of  a  passing  notice.  These 
occur  not  in  schists  and  sedimentary  rocks  but  in  massive  granites. 
They  are  found  mainly  in  the  superficial  portions,  where  the  granite 
has  weathered  away  to  a  coarse  sand,  and  in  short  gash-like  veins 
and  pockets  of  slight  width  and  extent.  The  phosphatic  material 
is  described  as  of  a  milk-white  color,  opaque,  and  showii^  when 
broken  open  a  palmately  radiating  structure,  like  hoarfrost  upon 
a  window  pane.  As  a  rule  the  masses  when  found  are  enveloped 
in  a  thin  coating  of  kaolin-hke  material  supposed  to  be  derived 
by  decomposition  from  the  feldspar  of  the  granites.  They  are 
mined  only  from  open  cuts  and  in  the  superficial  more  or  less  de- 
composed portions  of  the  rock,  to  which  they  are  beheved  to  be 
mainly  limited,  having  originated,  as  elsewhere  indicated,  through 
a  segregation  of  the  phosphatic  material  dissolved  by  meteoric 
waters  from  the  surrounding  granite  and  subsequently  depositing 
it  in  preexisting  fissures.  The  percentage  of  tricalcic  phosphate  is 
given  as  varying  between  60  and  80  per  cent. 

lUdy. — Phosphatic  deposits  consisting  of  coprolites,  bones,  etc., 
embedded  in  a  porous  Tertiary  limestone,  occur  between  GaUipoti 
and  Otranto,  Cape  Leuca,  west  of  the  Gulf  of  Taranto,  on  the 
Italian  coast.  There  are  two  beds  having  a  thickness  of  19J  and 
31I  inches,  respectively,  and  which  have  been  traced  for  a  distance 
of  some  160  yards.  Analyses  show  them  to  be  of  low  grade,  rarely 
carrying  as  high  as  10  per  cent  P,0,. 

Tunis. — Phosphatic  nodules  in  the  form  of  c^indrical  coprolites 
and  clustered  aggregates  have  been  found  in  Tertiary  strata  covering 
con^derable  areas  in  the  region  south  of  Tunis.  The  coprolite 
■  nodules  are  stated  to  carry  as  high  as  70  per  cent  of  calcium  phos- 
phate, and  the  clustered  aggregate  some  52  per  cent. 

Eussia.- — Rich  phosphate  deposits  of  Cretaceous  age  occur  in  the 
govenunents  of  Smolensk,  Orlow,  Koursk,  and  Vorouez,  between  the 
rivers  Dnieper  and  the  Don  in  European  Russia.  The  deposits  lie 
mostly  in  a  sandy  marl,  underlying  white  chalk  and  overlying  green- 


>  Lea  Fhoapborites  du  Pottaga^  Anualea  de  Is  SodA6  Gfologique  de  Bdgiquc^ 
ZVn,  1S90,  p.  333. 
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:saiids,  which  also  cany  beds  of  from  6  to  la  inches  thickness  of  phos- 
phatic  nodules.  The  nodules  are  dark,  often  nearly  black  in  color, 
and  are  intermixed  with  gray,  brown,  and  yellow  sands.  The  depth 
-of  the  beds  below  the  surface  is  variable.  Yermolow '  divides  the 
'deposits  into  two  groups,  the  first  presenting  the  form  of  separate 
nodules,  rounded  or  kidney-shaped,  of  variable  size,  and  black, 
brown,  gray,  or  green  in  color.  The  second  is  in  form  of  an  agglom- 
-eration  of  large  nodules  cemented  together  into  a  sort  of  flag,  which 
used  to  be  quarried  for  road  purposes.  The  nodules  in  this  ag- 
glomerate are  richer  in  phosphoric  acid  when  most  dense  and  of  a 
deep-black  color,  the  sandy  varieties  being  comparatively  poor.  The 
^rement  carrying  the  nodules  contains  numerous  fossO  bones,  shells, 
-corals,  etc.,  which  are  also  phosphatic.  The  samples  yield  about 
30  to  60  per  cent  phosphate  of  lime.  Other  deposits  occur  south 
of  Saratov,  on  the  Volga ;  at  Tambov  and  Spask,  where  the  overlying 
rock  is  a  greensand  in  place  of  the  chalk;  north  of  Moscow;  east  of 
Nijni  Novgorod;  at  Kiev,  on  the  Dnieper;  Kametietz,  Podolsk,  on 
the  Dniester,  and  at  Grodno,  on  the  Niemen. 

Maltese  Islands.^ — Nodular  phosphates  occur  in  Miocene  beds 
on  the  islands  of  Malta,  Gozo,  and  Comino,  of  the  Maltese  group 
in  the  Mediterranean  Sea.  The  bed  containing  the  nodules  is  in 
what  is  known  as  the  Globigerina  limestone,  which  underlies  an 
upper  coralline  limestone,  greensands,  and  blue  clays,  and  overiies 
the  lower  coralline  Umestone.  Upper  and  lower  beds  all  cany 
phosphoric  acid  in  small  amounts.  There  are  four  seams  of  nodules, 
4he  first  varying  in  different  localities  from  9  to  15  inches  in  thickness. 
Tlie  second  is  more  constant  in  character,  averaging  some  2  feet 
in  thickness  and  consisting  of  an  aggregate  of  irregidarly  shaped 
nodules,  intermixed  with  which  are  considerable  quantities  of  the 
phosphatized  remains  of  mollusks,  corallines,  echinoderms,  crus- 
taceans, sharks,  whales,  etc.,  the  whole  beii^  firmly  boimd  together 
by  an  interstitial  cement,  composed  of  foraminiferal  and  other 
calcareous  matter  similar  to  that  of  which  the  overlying  beds  are 
made  up.    The  third  seam  is  the  poorest  of  the  lot  and  consists 

'  Rechercbes  sur  les  Gisements  de  Phosphate  de  Chaux  Fossil  en  Rusue. 
*  J.  H.  CooLe,  The  Phosphate  Beds  of  the  M&lteae  Islands.    Engiaecring  and  Min- 
ing Jounul,  LTV,  189s,  p.  100. 
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of  two  or  more  thin  layers  of  nodules,  none  of  which  exceeds  3  inches 
in  thickness.  Between  this  and  the  fourth  and  lowest  seam,  which 
is  the  most  important  of  all,  is  a  bed  of  rock  some  50  to  80  feet  in 
thickness.  The  seam  averages  some  3J  feet  in  thickness.  The 
nodules  are  of  a  dark-chocolate  color  embedded  in  a  calcareous 
matrix,  from  which  they  are  freed  by  calcination.  The  composi- 
tion of  I,  the  nodules,  and  II,  the  average  composition  of  nodules 
and  interstitial  cement,  is  given  below,  from  analyses  by  Drs.  Murray 
and  Blake: 


I. 

II. 

3.36 

Trace. 

6.08 

1-97 
31.66 

il 

99.80 

100.00 

Guano,  soluble  and  leached.— The  largest  and  best-known 
deposits  of  unleached  guanos  are  found  on  the  mainland  and  "^^11 
islands  off  the  coasts  of  Peru  and  Bolivia,  where  abundant  animal 
life  and  lack  of  rainfall  have  contributed  to  their  formation  and 
preservadon.  These  deposits  consist  mainly  of  the  evacuations 
of  sea  fowl  and  marine  animals,  such  as  ffamingoes,  divers,  pen- 
guins, and  sea  lions.  Mixed  with  them  is  naturally  more  or  less 
bone  and  animal  matter  furnished  by  the  dead  bodies  of  both  birds 
.and  mammals.  The  deposits  vary  indefinitely  in  extent  and  thick- 
ness, but  have  attained  in  places  a  depth  of  upward  of  100  feet. 
As  a  rule  they  are  more  compact  beneath  than  at  the  surface,  but 
may  be  readily  removed  by  pick  and  shoveL  The  first  deposits  to 
be  worked  are  stated  to  have  been  those  of  the  Chincha  Islands,  off 
the  Peruvian  coast.  These  were  practically  exhausted  as  early  as 
1873.  Other  islands  which  have  been  worked  and  completely 
if  tK)t  entirdy  stripped  are  those  of  Macabi,  Guaflape,  Ballestas, 
Xobos,  Foca,  Fabellon  de  Pica,  Tortuga,  and  Huanillos. 

A  mean  of  31  analyses  of  Macabi  Island  guano,  by  Barral,  as 
■quoted  by  Penrose,*  showed: 

<  Bulletin  No.  46  of  the  United  SUIes  Geological  Surrey. 


sdbvGoO^^lc 


t4  THE  NON-METALUC  MINERALS. 

Nitrogen 10.90 

Phosphates 27 .60 

Potash 3  to  3 

Other  analyses  are  given  in  the  following  table: 


CoMtitueou. 

1^^ 

BoHviui. 

pis. 

IiUndof 

nt.j±..L  iii-ii^i 

ja.at  to  51.91 
toj3Q  ••  14.38 
14-36"  17-44 
13-30"  »o.95 

33^X1 

3-38 

3»-4S 
».8l 

*7-37  W  34-30 

1-J4"     6.98 

i.6a  "    8.46 

aaS.oo"  31.00 

ConUioing  nitrogen 

of  Cuba. 

"(Sir 

FalkUnd 
lilandt. 

Omnic  matter 

6.16 
0.9S 
o-M 

48.53 

tniSm 

.7.3s  to  a8.68 

0.56  "     a. 16 

0.68"     J.74 

<1II_»6"  15,61 

Containing  nitrogen 

o!j< 
8.00 

"     3-4S 
"    4-19 
"  i5«> 

3 

60.30 

iiiderabk  quantities  of  phocphatca  of  •: 


Aside  from  on  the  islands,  guano  is  found  all  along  the  coast  of 
the  Chilean  province  of  Tarapaca,  from  Carmarones  Bay  to  the 
mouth  of  the  river  Loa,  there  being  scarcely  a  promineDce  or  rock 
on  the  shore  that  does  not  contain  some  guano.  According  to 
the  Journal  of  the  Society  of  Chemical  Industry,'  the  deposits  have 
been  known  from  a  very  early  date.  The  aborigines  of  the  valleys 
and  gullies  of  Tarapaca,  Mamina,  Huatacondo,  Camiha,  and 
Quisma  were  acquainted  with  the  fertilizing  quaUties  of  guano, 
and  oHiveyed  it  from  the  coast  to  their  farms  on  the  backs  of 
llamas. 

The  southern  beds  vaiy  so  much  in  aspect  and  color  that  it 
frequently  requires  an  experienced  eye  to  make  them  out.  Many 
of  the  de[>osits  are  covered  with  immense  layers  of  sand,  while 
others  are  buried  beneath  a  solid  layer  of  conglomerate.  Guano 
is  also  frequently  found  in  the  fissures  and  gullies  which  descend 
to  the  seashore.  The  richest  and  largest  beds  are  at  Pabellon  de 
Pica,  Punta  de  Lobos,  Huanillos,  and  Chipana. 

'  Vidume  VI,  1887.  p.  318. 
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Aside  from  the  localities  above  mentioned,  guano  is  found  on  the 
islands  Itschabo,  Possession,  Pamora,  and  Halifax,  off  the  Namagua 
coast  of  South  Africa.  The  material  is  described  as  fonning  a 
grayish-brown  powder,  free  from  large  lumps,  and  possessing  a 
faint  ammoniacal  odor.  It  carries  from  8  to  14  per  cent  of  nitrogen 
and  S  to  12  per  cent  of  phosphoric  acid.' 

Tht  West  India  Islands. — Phosphates  belonging  to  the  class  of 
leached  guanos  occur  in  considerable  abundance  on  several  of  the 
islands  of  the  West  Indies  group,  the  principal  localities  being 
Sombrero,  Navassa,  Turii,  St.  Martin,  Aniba,  Curafao,  Orchillas, 
Arenas,  Roncador,  Swan,  Cat  or  Guanahani,  Redonda,  the  Pedro 
and  Morant  Keys,  and  the  reek  of  Los  Monges  and  Aves  in  Mara- 
caibo  Gulf.  These,  as  would  naturally  be  expected  from  their 
mode  of  origin,  vary  greatly,  not  merely  in  appearances,  but  in 
chemical  composition  as  well.  That  of  Sombrero  is  described  * 
as  occiuring  in  two  forms — one  a  granular,  fKwrjus,  and  friable 
mass  of  a  white,  pink,  green,  blue,  or  yellow  color;  the  other  as 
a  dense,  massive,  and  homogeneous  deposit  of  a  white  or  yellow 
ccJor.  Many  bones  occur.  The  phosphate  carries  from  70  to  75 
per  cent  phosphate  of  lime.  An  analysis  as  given  by  Davies  *  is 
as  follows: 

Moisture  and  water  of  combination  . . . 

Phosphoric  acid* 31  •  73 

Lime 45 .69 

Carbonic  add' ." 5 .99 

Oxide  of  iron  and  alumina 7.07 

Insoluble  sihceous  matter 


The  Navassa  phosphate  is  described  by  D'Invilliers  "  as  occurring 
(i)  in  the  form  of  a  gray  phosphate  confined  to  the  lower  levels  of 

*  Journal  of  the  Society  of  Chemical  Industry,  I,  i88v,  p.  39. 

>  R.  F.  Pennwe,  BuUetin  No.  46  of  the  U.  S.  Geological  SodeQr. 
*D.  C.  Davies,  Earthy  and  Other  Minerals,  p.  178. 

*  Equal  lo  tribasic  phoepbate  of  I'"",  69.27  per  cent. 
'  Equal  to  carbooaU  of  lime,  13.61  per  cent. 

■  Bulletin  of  the  Getdogical  Sodetjr  of  America,  It,  1891,  p.  75-89. 
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the  island,  and  (2)  a  red  variety  occupying  the  oval  flat  of  the  in- 
terior. The  gray  is  the  better  variety,  as  shown  by  the  analyses 
below,  though  both  are  aluminous,  and  difficult  of  manipulation 
on  that  accoimt.  Both  varieties  occur  in  cavities  and  fissures  in 
the  sUT&ce  of  the  hard  gray,  white,  or  blue  limestone,  of  which  the 
island  is  mainly  composed.  These  cavities  or  pockets  are  rardy 
more  than  4  or  5  yards  wide  on  the  surface,  and  frequently  much 
smaller,  and  of  depths  varying  from  5  to  35  feet.  The  deposits, 
so  far  as  explored,  are  wholly  superficial.  Experimental  shafts- 
sunk  to  a  depth  of  350  feet  have  fiuled  to  bring  to  light  any  deeper 
lying  beds. 


ANALYSIS   OF  GRAY   NAVASSA  PHOSPHATE- 

Water.at  lOo'C 2 

Organic  matter  and  water  of  combination. .      7 

Lime 34 

Magnesia 

Sesquioxide  of  iron  and  alumina 15 . 

Potash  and  soda 

Phosphoric  acid 

Sulphuric  acid 

Chlorine 

Carbonic  acid 

Silica 

Bone  phosphate 

Bone  phosphate  (drybasis) 70. 


ANALYSIS   OF  SED  NAVASSA  PHOSPHATE. 

Lesson  ignition 14.223 

Lime 33 .  09& 

Magnesia Trace. 

Sesquioxide  of  iron 9-796 

Alumina 18.435 

Phosphoric  acid '9-779 

Sulphuric  acid i .  160 

Carbonicacid  (by  difference) 3-527 

Bone  phosphate 65. 037 
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TTie  Aruba  phosphate  is  described  as  a  hard,  massive  variety  of 
a  vhite  to  dark-brown  color.  The  imdeHying  corals  of  this  island 
are  sometimes  found  phosphatized.  An  analysis  given  by  Davies  * 
is  as  follows.' 

Percent 

Moisture 8. 50 

Water  of  combination 4.15 

Hiosphoric  add  *. 28.47 

Lime 34.07 

Magnesia. 45 

Carbonic  acid ' a  .30 

Oxide  of  iron 4.49 

Alumina 9,48 

Sulphuric  acid i  .81 

Insoluble  siUceous  matter. 6.a8 


The  Pedro  Keys,  Redonda,  Alta  Vela,  and  some  others  differ 
in  carrying  larger  percentages  of  alumina  ajid  iron  oxides,  neces- 
sitating special  methods  of  preparation. 

Deposits  of  leached  guano  of  considerable  extent  have  existed 
on  several  islands  of  the  Polynesian  Archipelago,  in  the  Pacific 
Ocean,  the  better  known  being  those  of  Bakers,  Rowland,  Jarvis, 
Malders,  Birmie,  Phcenix,  and  Enderbury  islands.  The  deposits 
are  described  *  as  varying  from  6  inches  to  several  feet  in  thickness, 
of  a  whitish-brown  or  red  color,  pulverulent  when  dry,  sometimes 
in  the  form  of  fine  powder  and  again  in  coarse  grains.  Though 
closely  compacted,  the  material  can,  as  a  rule,  be  readily  removed  by 
pick  and  shovel.  The  purest  varieties  are  those  lying  on  the  un- 
altered coral  limestones,  of  which  the  islands  are  mainly  composed. 
Those  lying  upon  gypsum  have  become  contaminated  with  sulphate 
of  lime.    In  places  the  deposits  are  covered  with  a  thin  crust  due 


■  D.  p.  Daviet,  Earthy  and  Other  Minerals,  p.  177. 

'Equal  to  tribaAic  phosphate  of  lime,  63.15  P"'  cent. 

*  Equal  to  carbonate  of  lime,  5.21  per  cent. 

*J.  D.  Hague,  American  Joutnal  of  Science,  XXXIV,  i86a,  p.  134. 
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to  the  action  of  atmospheric  agcDcies.  On  Jarvis  Island  a  con- 
siderable share  of  the  deposit  is  covered  by  material  of  this  crust- 
like character.  Such  on  analysis  are  found  to  contain  less  water 
and  a  corresponding  higher  percentage  of  lime  and  phosphoric 
acid  than  the  loosely  compacted  material,  being  indeed,  as  shown 
by  Mr.  Hague,  a  nearly  pure  diphosphate  of  hme.  The  following 
analyses  show  the  general  character  of  these  guanos  from  Bakers 
Island,  No.  I  being  freshly  deposited  and  consisting  of  the  dung 
of  the  frigate  bird  (Pelicanus  aquilus).  No.  11  b  a  Ught-colored 
variety  from  a  deep  part  of  the  deposit,  and  No.  Ill  dark  guano 
from  a  shallow  part. 


Moisture  enielled  at  iis"  F 

Loss  bjr  iipidon 

InsoluUe  la  HCl  (unconiunied  by  ignition) 

Magnesia 

Sulphuric  acid 

Phosphoric  add 

Carbonic  acid,  chlorine,  and  alkalies,  undetermined . 

Total 

Soluble  in  water  lemaining  after  ignition 


Bat  Gtumo.— The  dry  atmosphere  of  caves  preserves  indefinitely 
the  fecal  matter  of  bats  and  such  other  animals  as  may  frequent 
them.  Such  under  favorable  conditions  may  accumulate  in  suf- 
ficient quantities  to  become  of  economic  importance,  being  gathered 
and  used  as  a  fertilizer  under  the  name  of  bat  guano.  The  usual 
form  of  the  entrances  to  caves  is,  however,  such  as  to  make  the 
process  of  removal  tedious  and  expensive. 

Bat  guano  is,  as  a  rule,  dark  in  color,  of  a  glossy,  almost  muci- 
laginous appearance,  and  quite  hard.  Its  composition  is  shown 
in  the  following  analysis  of  a  sample  from  the  Wyandotte  caves  * 
in  southern  Indiana: 

'  Geology  of  Indiana,  1878,  p.  163. 
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Loss  at  red  heat 44.10 

Organic  matter. 4.90 

Ammonia. 4.25 

Silica 6.13 

Alumina 14-30 

Ferric  oxide 1 .  20 

Lime 7-95 

Magnesia i.ii 

Sulphuric  acid 5.31 

Carbonic  acid 3.77 

Phosphoric  acid 1.21 

Chloride  of  alkalies  and  loss 5 .83 

100.00 

According  to  the  reports  of  the  State  geologist,  the  caves  in  the 
Silurian  strata  in  Burnet  County,  Texas,  are  in  many  instances 
enormously  rich  in  bat  guano. 

Muntz  and  Marcano '  have  called  attention  to  the  extensive 
deposits  of  guano,  sometimes  amounting  to  millions  of  tons,  in 
caves  in  Venezuela  and  other  parts  of  South  America. 

According  to  them  the  deposits  consist  not  merely  of  the  excreta 
of  the  birds  and  bats  which  frequent  the  caves,  but  also  of  the  dead 
bodies  of  these  and  other  animals.  The  excreta  were  found  to 
consist  almost  wholly  of  the  remains  of  insects.  Through  the 
agency  of  bacteria,  nitrification  takes  place,  whereby  the  oi^anic 
nitrogen  is  converted  into  nitric  acid,  which  combines  with  the  time 
from  the  bones  or  the  carbonate  of  lime  in  the  soils  to  form  nitrates, 
as  described  on  page  311. 

Uses. — The  phosphates  of  the  classes  thus  far  described  are 
tised  wholly  for  fertilizer  purposes.  In  their  natural  condition  they 
exist  in  the  form  known  to  chemists  as  tribasic  phosphates — that 
is,  a  compound  in  which  three  atoms  of  a  base  mineral,  usually 
caldimi,  are  combined  with  one  of  phosphoric  anhydride  (PjO^, 
Thus  the  common  tribasic  phosphate  of  lime  has  the  formula 
(CaO),P,0,  =45-8i  parts  by  weight  P,0,  and  54.19  CaO.      Other 

*  Comptes  Reudus  de  l'Acad6nie  dcs  Sdeoces,  Paib,  18S5,  p.  65. 
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baseS)  as  alumina,  iron,  or  magnesia,  may  partially  replace  the  lime, 
but  the  phosphate  is  always  deteriorated  thereby.  This  is  particu- 
lady  the  case  when  aluminum  and  iron  are  the  replacing  constituents. 
Althou^  when  finely  ground  the  tricalcic  phosphates  are  of  value 
for  fertilizers,  it  is  customary  to  iast  submit  them  to  chemical  treat- 
ment in  Older  to  render  them  more  readily  soluble. 

This  treatment  consists,  as  a  rule,  in  converting  them  into  a 
superphosphate  by  treatment  with  sulphuric  acid,  whereby  a  por- 
tion of  the  base  becomes  converted  into  sulphates  and  the  anhydrous 
and  insoluble  tribasic  phosphate  into  a  hydrous  and  soluble  mono- 
basic form  of  the  formula  CaO.(H,0)j.P,0,.  There  are  other 
reactions  than  those  above  given,  but  the  process  is  one  too  com- 
phcated  for  discussion  here,  and  the  reader  is  referred  to  especial 
treatises  on  the  subject. 
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Composition,  a  phosphate  of  cerium  metals  of  the  general  fonnula 
(Ce,  La,  Di)  PO^.  Actual  analyses  as  given  by  Dana  yielded  results 
as  below: 


COMtilueota. 

I. 

II. 

Cerium  sesquionde  (Ce,0^ 

Lanthanum  lesquioxide  (I^O,) 

»9.»8 

3.38 

[30.88 

»T-SS 
39.30 

36.36 

3.83 

Q.53 

SiUca(SiOJ /.... 

1.4* 
6.49 

IgnilioD 

Tolal *. 

«.«> 

99.63 

.oo.fc 

I.Burke  County,  North  CaioUiiB.  II.  Aimdot,  Norw*;. 

The  crystals  are  commonly  minute,  often  flattened;  not  un- 
commonly in  form  of  small  cruciform  twins.  The  mineral  also  occurs 
in  coarse  masses  yielding  angular  fragments.  Hardness,  5  to  5.5; 
specific  gravity,  4.9  to  5.3.  Color,  hyadnth-red  to  brown  and 
yeUowish,   subtransparent  to  translucent. 

Localities  and  mode  oj  occurrence. — The  common  form  of  oc- 
currence of  the  mineral  is  that  of  minute  crystab  or  crystalUne 
granules  disseminated  throughout  the  mass  of  gneissoid  rocks. 
Owing  to  their  small  size  they  have  been  very  generally  overlooked, 
and  it  is  only  where,  through  the  decomposition  of  the  inclosing 
rock  and  the  concentration  of  these  and  the  accompanying  heavy- 
minerals — as  magnetite,  garnet,  etc. — in  the  form  of  sand,  that  it 
becomes  sufficiently  conspicuous  to  be  evident.  Prof.  O.  Derby 
was  the  first  to  point  out  the  widespread  occurrence  of  the  mineral 
as  a  rock  constituent,  he  having  obtained  it  in  numerous  and  hitherto 
unsuspected  localities  by  washing  the  debris  from  decomposed 
gneisses  of  Brazil.  Although  widespread  as  a  rock  constituent 
and  of  interest  from  a  mineralogical  and  petn^raphical  standpoint, 
only  the  localities  mentioned  below  have  thus  far  yielded  the  mineral 
in  commercial  quantities. 


sdbvGoo^^lc 


194  THE  NON-METALUC  MINERALS. 

North  Carolina. — The  mineral  is  found  in  considerable  quantities 
in  the  form  of  small  brown,  greenish,  or  yellow-brown  granules, 
often  roimded  by  water  action,  in  the  gold-bearing  sands  of  Ruther- 
ford, Polk,  Alexander,  Burke,  and  McDowell  counties,  and  also 
in  the  neighborhood  of  Crowders  Mountain,  Gaston  County,  and 
at  Todds  Branch,  in  Mecklenburg  County,  where  it  occurs  associated 
with  zircons  and  an  occasional  diamond.  Fine  crystals  over  an 
inch  in  length  have  been  found  in  Mitchell  County,  and  large  cleav- 
able  masses,  sometimes  3  or  4  inches  across  and  of  a  yellowish- 
brown  color,  at  Mars  Hill,  in  Madison  County. 

According  to  Mr.  H.  B.  Nitze  the  commercially  economical 
deposits  of  monazite  are  those  occurring  in  the  placer  sands  of  the 
streams  and  adjoining  bottoms  and  in  the  beach  sands  along  the 
seashore.  The  geographical  areas  over  which  such  workable 
deposits  have  been  found  up  to  the  present  time  are  quite  limited 
in  number  and  extent.  In  the  United  States  the  placer  deposits 
of  North  and  South  Carolina  stand  alone.  This  area  includes 
between  1,600  and  2,000  square  miles,  situated  in  Burke,  McDowell, 
Rutherford,  Cleveland,  and  Polk  counties.  North  Carolina,  and 
the  northern  part  of  Spartanburg  County,  South  CaroUna.  The 
principal  deposits  of  this  region  are  found  along  the  waters  of  Silver, 
South  Muddy,  and  North  Muddy  creeks,  and  Henrys  and  Jacobs 
Forks  of  the  Catawba  River  in  McDowell  and  Burke  counties;  the 
Second  Broad  River  in  McDowell  and  Rutherford  counties;  and 
the  First  Broad  River  in  Rutherford  and  Cleveland  counties,  North 
Carolina,  and  Spartanburg  County,  South  Carolina.  These  streams 
have  their  sources  in  the  South  Mountains,  an  eastern  outlier  of 
the  Blue  Ridge.  The  country  rock  is  granitic  biotite  gneiss  and 
dioritic  hornblende  gneiss,  intersected  nearly  at  right  angles  to  the 
schistosity  by  a  parallel  system  of  small  auriferous  quartz  veins, 
striking  about  N.  70°  E.  and  dipping  steeply  to  the  N.  W.  Most  of 
the  stream  deposits  of  this  region  have  been  worked  for  placer  gold. 
The  existence  of  monazite  in  commercial  quantities  here  was  first 
established  by  Mr.  W.  E.  Hidden  in  1879.  The  thickness  of  these 
stream  gravel  deposits  is  from  i  to  2  feet,  and  the  width  of  the  moun- 
tain streams  in  which  they  occur  is  seldom  over  12  feet.  The  per- 
centage of  monazite  in  the  original  sand  is  very  variable,  from  an 
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infinitesimal  quantity  up  to  i  or  3  per  cent.  The  deposits  are 
naturally  richer  near  the  headwaters  of  the  streams. 

From  these  deposits  amounts  varying  from  30,000  pounds  to 
i>S73iO<^  pounds  have  been  washed  annually  since  systematic 
mining  began  in  1893.  In  1901  the  amount  was  748,736  pounds, 
valued  at  $59,362.  The  miner  usually  receives  from  3}  to  5  cents 
per  pound. 

5fom/.— As  above  noted,  the  original  source  of  the  Brazilian 
monazite  were  gneisses  from  which  the  mineral  has  been  liberated 
by  decomposition.  The  particular  localities  examined  by  Professor 
Derby  are  in  the  provinces  of  Minas  Geraes,  Rio  de  Janeiro,  and 
Sao  Paulo.  The  most  extensive  accumulation  thus  far  reported 
is  in  the  form  of  considerable  patches  on  the  sea  beach  near  the 
little  town  of  Alcobaca  ia  the  southern  part  of  the  province  of  Bahia, 
thou^  it  has  been  also  foimd  on  other  sea  beaches  and  in  river 
sands.    Nitze  states:  *  > 

"Sacks^filled  with  this  sand  were  shipped  to  New  York  in  1885, 
the  deposit  having  been  taken  for  tin  ore.  Its  true  character  was, 
however,  soon  recognized,  and  since  then  a  nimiber  of  tons  have 
been  shipped  in  the  natural  state,  without  any  further  concentra- 
tion or  treatdoent,  as  ballast,  mainly  to  the  European  markets.  It 
is  reported  to  contain  3  to  4  per  cent  thona.  .  .  .  Monazite  has 
also  been  found  in  the  gold  and  diamond  placers  of  the  provinces 
of  Bahia  (Salabro  and  Caravellas),  Minas  Geraes  (Diamantia), 
Rio  de  Janeiro,  and  Sao  Paulo.  It  has  been  found  in  the  river  sands 
of  Buenos  Ayres,  Argentine  Republic,  and  also  in  the  gold  placers 
of  Rio  Chico,  at  Antioquia,  in  the  United  States  of  Colombia." 

Russia. — "In  the  Ural  Mountains  of  Russia  monazite  is  found 
in  the  Bakakui  placers  of  the  Sanarka  River.  The  placer  gold 
mines  of  Sil)eria  are  reported  to  be  rich  in  monazite,  which  is  rafted 
down  the  Lena  and  the  Yenesei  rivers  to  the  Arctic  Ocean,  and 
thence  to  European  ports. 

Norway. — "Economic  deposits  of  monazite  are  also  reported 
to  exist  in  the  pegmatic  dikes  of  Southern  Norway.  It  is  picked 
by  the  miners  while  sorting  feldspar  at  the  mines.    It  is  not  known 

*  Suteenth  Annual  Report  U.  S.  Geological  Survey,  1894-95,  pt.  4,  p.  6S5. 
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to  exist  in  placer  deposits.  The  annual  output  b  stated  to  be  not 
more  than  i  ton,  which  is  shipped  mainly  to  Germany. 

Methods  of  extraction. — "  In  the  Carotinas  the  monazite  is  won  by 
washing  the  sand  and  gravel  in  sluice  boxes  exactly  after  the  manner 
that  placer  gold  is  worked."  The  sluice  boxes  are  about  8  feet  long 
by  20  inches  wide  by  20  inches  deep.  Two  men  work  at  a  box, 
the  one  charging  the  gravel  on  a  perforated  plate  fixed  in  the  upper 
end  of  the  box,  the  other  one  working  the  contents  up  and  down 
with  a  gravel  foi^  or  perforated  shovel  in  order.to  float  off  the  lighter 
sands.  These  boxes  are  cleaned  out  at  the  end  of  the  day's  work, 
the  washed  and  concentrated  monazite  being  collected  and  dried. 
Magnetite,  if  present,  is  eliminated  from  the  dried  sand  by  treatment 
with  a  large  magnet.  Many  of  the  heavy  minerals,  such  as  zircon, 
menaccanite,  rutile,  brookjte,  corundum,  garnet,  etc.,  can  not  be 
completely  eliminated.  The  commerciatly  prepared  sand,  therefore, 
after  washing  thoroughly  and  treating  with  a  magnet,  is  not  pure 
monazite.  A  cleaned  sancj  containing  from  65  to  70  per  cent  mona- 
zite is  considered  of  good  quality.  From  20  to  35  pounds  of  cleaned 
monazite  sand  per  hand,  that  is,  from  40  to  70  pounds  to  the  box,  is 
considered  a  good  day's  work.  The  price  of  labor  is  75  cents  per 
day. 

"But  very  few  regular  mining  operations  are  carried  on  in  the 
region.  As  a  rule  each  farmer  mines  his  own  monazite  deposit 
and  sells  the  product  to  local  buyers,  often  at  some  coimtry  store 
in  exchange  for  merchandise. 

"At  the  present  time  the  monazite  in  the  stream  beds  has  been 
practically  exhausted,  with  few  exceptions,  and  the  majority  of 
the  workings  are  in  the  gravel  deposits  of  the  adjoining  bottoms. 
These  deposits  are  mined  by  sinking  pits  about  8  feet  square  to 
the  bed  rock  and  raising  the  gravel  by  hand  labor  to  a  sluice  box 
at  the  mouth  of  the  pit.  The  overlay  is  thrown  away  excepting 
in  cases  where  it  contains  any  sandy  or  gritty  material.  The  pits 
are  carried  forward  in  parallel  lines,  separated  "by  narrow  belts 
of  trailing  dumps,  similar  to  the. methods  pursued  in  placer  gold 
mining. 

"At  the  Blanton  and  Lattimore  mines  on  Hickory  Creek,  2  miW 
northeast  of  Shelby,  Cleveland  County,  North  Carolina,  the  bottom. 
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is  300  to  400  feet  wide,  and  has  been  partially  worked  for  a  distance 
of  one-fourth  of  a  mile  along  the  creek.  The  overlay  is  from  3  to 
4  feet  and  the  gravel  bed  from  i  to  2  feet  thick.  The  methods  of 
mining  and  cleaning  are  much  more  systematic  in  Spartanbui^ 
County,  South  Carolina,  than  in  North  Carolina  regions.  Although 
the  raw  material  contains  on  an  average  fully  as  much  garnet,  rutile, 
titanic  iron  ore,  etc.,  as  that  in  the  North  Carolina  mines,  a  much 
better  finished  product  is  obtained,  and  more  economically,  by 
making  several  grades.  Two  boxes  are  used  in  washing  the  gravel, 
one  below  the  other.  The  gravel  is  charged  on  a  perforated  plate  at 
the  head  of  the  upper  box,  and  the  clean-up  from  this  box  is  so 
thoroughly  washed  as  to  give  a  high-grade  sand,  often  up  to  85, 
per  cent  pure.  The  tailings  discharge  directly  into  the  lower  box, 
where  they  are  rewashed,  giving  a  second-grade  sand.  At  times, 
the  material  passes  through  as  many  as  five  washing  treatments  in 
the  sluice  boxes.  Even  after  these  grades  are  obtained  as  dear 
as  possible  by  washing,  the  material,  after  being  thoroughly  dried, 
is  further  cleaned  by  pouring  from  a  cup,  or  a  small  spout  in  a  bin, 
in  a  fine,  steady  stream  from  a  height  of  about  4  feet,  on  a  level 
platform;  the  lighter  quartz  and  black  sand  with  the  fine-grained 
monazite  (tailings)  falls  on  the  periphery  of  the  conical  pile  and 
is  constantly  brushed  aside  with  hand  brushes;  these  tailii^  are 
afterwards  rewashed.  Instead  of  pouring  and  brushing,  the  material 
is  sometimes  treated  in  a  winnowing  machine  similar  to  that  used 
in  separating  chaff  from  wheat. 

"Although  the  best  grade  of  sand  is  as  high  as  85  per  cent  pure, 
its  quantitative  proportion  is  small  as  compared  with  the  second 
and  other  inferior  grades,  and  there  is  always  considerable  loss  of 
monazite  in  the  various  tailings.  It  is  impossible  to  conduct  this 
washing  process  without  loss  of  monazite,  and  equally  impossible 
to  make  a  perfect  separation  of  the  garnet,  rutile,  titanic  iron  ore, 
etc.,  even  in  the  best  grades.  The  additional  cost  of  such  rewashing 
and  rehandling  must  also  be  taken  into  consideration. 

"  If  the  material  washed  contains  gold,  the  same  will  be  collected 
with  the  monazite  in  concentrating.  It  may  frequently  pay  to 
separate  it,  which  can  easily  be  accompUshed  by  treating  the  whole 
mass  over  again  in  a  riffle  box  with  quicksilver. 
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"It  has  been  shown  that  the  monazite  occurs  as  an  accessory 
constituent  of  the  country  rock,  and  that  the  latter  is  decomposed  to 
considerable  depths,  sometimes  as  much  as  100  feet.  On  account 
■oi  the  minute  percentage  of  monazite  in  the  mother  rock,  it  is  usually 
impracticable  to  economically  work  the  same  in  place,  by  such  a 
process  as  hydraulicking  and  sluicing,  for  instance.  However, 
even  hillside  mining  has  been  resorted  to.  Such  is  the  case  at  the 
Phifer  mine,  in  Cleveland  County,  North  Carolina,  2  miles  north- 
east of  Shelby.  The  country  rock  is  a  coarse  mica  (muscovite 
and  biotite)  gneiss,  and  the  small  monazite  crystals  may  at  times 
be  distinctly  seen,  unaided  by  a  magnifying  glass,  in  this  rock.  It 
is  very  little  decomposed  and  still  quite  hard,  and  the  material  that  b 
mined  for  monazite  is  the  overlying  soil  and  subsoil,  which  is  from 
4  to  6  feet  thick.  This  is  loaded  on  wheelbarrows  and  transported 
to  the  sluice  boxes  below  the  water  race.  The  yield  is  fairly  good, 
and  the  product  very  clean,  though  the  cost  of  worfcing  .  .  ,  must 
be  considerably  in  excess  of  that  of  bottom  mining.  Where  the 
rock  contains  sufficient  gold,  as  it  sometimes  does,  to  be  operated 
as  a  gold  mine,  there  is  no  reason  why  the  monazite  can  not  be  saved 
as  a  valuable  by-product."  ' 

Uses. — The  rare  elements  cerium,  zirconium,  thorium,  yttrium, 
lanthanum,  etc.,  which  are  as  a  rule  associated  with  each  other 
in  the  minerals  cerite,  zircon,  monazite,  samarskite,  etc.,  as  de- 
scribed,, find  their  conunercial  use  not  in  the  fonn  of  metals,  but 
as  oxides  only;  and  it  is  only  since  the  introduction  of  the  Welsbach 
incandescent  system  of  lighting  that  their  use  in  this  form  has  assumed 
any  commercial  importance. 

This  Welsbach  light  consists  of  a  cap  or  hood  to  gas  or  other 
burners,  to  increase  their  illuminating  powers.  The  cap  is  made 
of  cotton  or  other  suitable  material,  impregnated  with  the  oxides  in 
proportions  60  per  cent  zirconia,  20  per  cent  yttria,  and  30  per  cent 
lanthanum.  The  fabric  is  strengthened  and  supported  with  fine 
platinum  wire  and  suspended  in  the  Same.  On  igniting  in  the 
fiame  the  fabric  is  quickly  reduced  to  ash,  the  cotton  being  burnt 
away  and  the  earthy  matter  still  retaining  the  form  of  a  cap  or  hood.' 

'  Sixteenth  Annual  Report  U.  S.  Geological  Survey,  1894-95,  Pt,  4,  pp.  686-6S7. 
'Journal  of  the  Sodetf  of  Chemical  Industry,  V,  1S86,  p.  513. 
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The  drawback  to  the  use  of  these  oxides  has  been,  it  is  said,* 
the  great  difficulty  in  obtaining  them  in  a  pure  condition.  Several 
methods  have  been  used,  but  usually  with  poor  results,  especially  when 
the  mineral  contains  iron.     The  cerium  oxalate  is  used  in  pharmacy. 

The  demand  for  the  minerals  of  this  group  being  so  Umited, 
there  is  no  regular  market  price.  The  Mineral  Industry  for  1S93 
quotes  zircon  at  10  cents  a  pound,  monazite,  35  cents,  and  samarskite, 
50  cents.  In  1901  monazite  from  North  Carolina  was  quoted  at 
£  cents  per  pound,  of  which  the  original  mines  received  from  3^  cents 
to  5  cents  per  pound,  according  to  the  purity  of  the  material.  It 
IS  stated  that  i  ton  of  zircon  will  yield  sufficient  zircoiua  for  half  a 
milliOD  Webbach  burners. 

BIBLIOGRAPHY. 

See  paper  on  Monazite,  by  H.  B.  C.  Nitze,  in  Mineral  Resources  of  the  United 
States,  Pait  4,  of  the  Sixteenth  Annual  Report  U.  S.  Geological  SuTVtf,  1S94-95, 
pp.  667-693.  This  contains  a  very  satiifactoty  bibliography  down  to  date  of  publi- 
cation. Abo  Bee  Le3  Terras  Rmcs  Mineralogie-PiDpeities  Analyse,  by  P,  Truchot. 
Cairf  et  Naud.    Paiis,  1S98. 

3.   VANADINnE. 

This  is  a  vanadinate  and  chloride  of  lead  of  the  formula  (PbCl) 
Pb4V,0u,  =  vanadiimi  pentoxide,  19.4  per  cent;  lead  protoxide, 
78.7  per  cent;  chlorine,  3.5.  In  nature  often  more  or  less  impure 
through  the  presence  of  arsenic  and  traces  of  iron,  manganese, 
zinc,  and  lime.  Color  deep  red  to  brown  and  straw-yellow,  resinous 
luster;  translucent  to  opaque.  Hardness,  2.75  to  3.  Gravity, 
4.66  to  7.23.  When  a  drop  of  nitric  acid  is  appUed  to  a  particle 
of  a  crystal  there  is  soon  formed  a  yellow  coating  of  vanadic  oxide. 
This  reaction  is  quite  characteristic  and  furnishes  an  easy  and 
convenient  means  of  determination. 

Localities  and  mode  0/  occurrence. — Occurs  in  prismatic  crystals 
with  smooth  faces  and  sharp  edges;  crystals  sometimes  cavernous 
at  the  top.  Also  common  in  parallel  grouped  and  rounded  forms 
and  globular  incrustations.  Dana  gives  the  following  relative  to 
the  known  localities: 

"This  mineral  was  first'  discovered  at  Zimapan  in  Mexico,  by 
Del  Rio.    Later  obtained  among  some  of  the  old  workings  at  Wan- 

1  Mineral  Resouices  of  the  United  States,  1885,  p.  39J. 
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lockhead  in  Dumfriesshire,  where  it  occurs  in  small  globular  masses 
on  calamine,  and  also  in  small  hexagonal  crystals;  also  at  Berezov 
in  the  Ural,  with  pyromorphite;    and  near 
I  Kappel  in  Carinthia,  in  crystals;  at  Undents, 

;  B5let,  Sweden;   in  the  Sierra  de  Cdrdoba, 

'  Argentine  Republic;  South  Africa. 

"In  the  United  States  it  occurs  spar- 
ingly with  wulfenite  and  pyromorphite  as  a 
coating  on  limestone,  near  Sing  Sing,  New 
York.    In  Arizona  it  is  found  at  the  Ham* 
Fig.  14.— Vanadiniie        bufg,  Melissa,  and  other  mines  in  Yurtia 
County,  in  brilliant  deep-red  crystals;  Vul- 
ture, Phoenix,  and  other  mines  in  Maricopa  County;  at  the  Black 
Prince  mine;   also  the  Mammoth  gold  mine,  near  Oracle,  Pinal 
County,  and  in  brown  barrel-shaped  crystab  in  the  Humbug  district, 
Yavapai  County.    In  New  Mexico  it  is  found  at  Lake  Valley,  Sierra 
Coimty  (endlichite) ;  and  the  Mimbres  mines  near  Georgetown." 

The  characteristic  mode  of  occurrence  at  the  Mimbres  mines, 
above  noted,  is  associated  with  descloizite  in  the  form  of  small 
hopper-shaped  crystals  and  drusy  or  botryoidal  and  globular  masses 
coating  the  siliceous  residues  of  the  limestone  in  the  irregular  cavities 
with  which  the  stone  abounds.  The  color  of  these  coatings  varies 
from  beautiful  ruby  red  to  light  ocherous  yellow.  The  mineral  i& 
here  nearly  always  associated  with  desdoizites  as  noted  below. 
Vses. — See  under  Descloizite. 

4.   DESCLOIZITE. 

This  is  a  vanadinate  of  lead  and  zinc  of  the  formula  4(PbZn)0. 
V,0(,H,0,  =  vanadium  pentoxide,  22.7  per  cent;  lead  protoxide, 
55.4  per  cent;  zinc  oxide,  19.7  per  cent;  water,  3.2  per  cent.  The 
published  analyses  show  also  small  amounts  of  arsenic,  copper,  iron, 
,  manganese,  and  phosphorus.  Color,  red  to  brown;  luster,  greasy;  no 
.cleavage;  fracture  small conchoidal  to  uneven.  Occurs  in  small  pri»- 
'matic  or  pyramidal  crystals  and  in  fibrous,  mammillated  or  massive 
forms.  Often  associated  with  and  pseudomorphous  after  vanadinite. 
Localities  and  mode  0}  occurrence. — Dana  gives  the  following 
relative  to  occurrence: 


sdbvGoO^^lc 


FANADATES.  ZOX 

"  Occurs  in  small  crystals,  i  to  2  milUmeteis  thick,  clustered 
on  a  siliceous  and  ferruginous  gangue  from  South  America,  at  the 
Venus  Mine  and  other  points  in  the  Sierra  de  C6rdoba,  Argentine 
Republic,  associated  with  acicular  green  pyromorphite,  vanadinite, 
■etc.  At  Kappel,  in  Carinthia,  in  small  dove-brown  rhombic  octa- 
hedrons. 

******* 

"Sparingly  at  the  Wheatley  Mine,  Phoeoixville,  Pennsylvania, 
as  a  thin  crystalline  crust  on  wulfenite,  quartz,  and  a  fem^;inous 
•clay.  Abundant  at  the  Sierra  Grande  Mine,  Lake  Valley,  Siena 
-County,  New  Mexico,  in  red  to  nearly  black  crystals,  pyramidal 
and  prismatic  in  habit,  associated  with  vanadioite,  iodtyite,  etc.; 
At  the  Mimbres  and  other  mines,  near  Georgetown,  New  Mexico, 
in  stalactitic  crystalline  aggregates.  In  Arizona  near  Tombstone, 
in  Yavapai  County,  in  brownish  olive-green  crystals;  at  the  Mam- 
moth Gold  Mine,  near  Oracle,  Pinal  County,  in  orange-red  to 
brownish  red  crystals  with  vanadinite  and  wulfenite." 

A  vanadinite,  probably  identical  with  descloizite,  occurs  at  the 
Mayflower  Mine,  Bald  Mountain  district,  in  Beaverhead  County, 
Montana;  it  is  in  an  impure  earthy  form  of  a  dull  yellow  to  pale 
orange  color.    (See  further  imder  Camotite,  p.  333.) 

Vanadium  is  also  found  in  small  quantities  in  certain  Swedish 
iron  ores;  in  the  cupriferous  schists  of  Mansfeld,  Saxony;  in  cupri- 
ferous sands  of  Cheshire,  England,  and  Perm,  Russia;  in  coals 
from  various  localities;  in  beauxite  and  in  clay  near  Paris.  As 
stated  by  Fuchs  and  De  Launay,*  vanadium  has  been  shown  to 
exist  in  extremely  small  proportions  in  primordial  rocks,  from 
which  it  became  concentrated  in  the  clays  on  their  breaking  up. 
Certain  ooHtic  iron  ores  (hmonites)  at  Mafeuay,  Saone  et  Loire, 
France,  contain  the  substance  in  such  proportions  that  the  slag 
from  their  smelting  have  become  commercial  sources  of  supply, 
some  60,000  kilograms  of  vanadic  add  being  manufactured  annually 
from  them. 

The  following  referring  to  the  occurrence  and  value  of  vanadinates 
in  the  United  States  is  of  suffident  interest  to  bear  reproduction 
here: 

■  Traitf  des  GItes  Uiaftauz,  II,  p.  95. 
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"The  lead  vanadates  are  frequently  found  in  association  with 
lead  ores,  as,  for  instance,  in  the  deposits  at  LeadviUe,  whence 
some  very  handsome  specimens  were  formerly  obtained.  The 
most  important  occurrence  of  lead  vanadates  in  the  United  States, 
however,  is  probably  in  Arizona,  where  it  has  been  reported  in  the 
ores  of  several  mines,  among  others  those  of  the  Castle  Dome  district, 
the  Crowned  King  mine  in  the  Bradshaw  Mountains,  and  the  Mam- 
moth gold  mines  at  Mammoth,  in  Pinal  County.  The  last-men- 
tioned mines  are  probably  the  only  ones  in  the  United  States  from 
which  vanadium  minerals  have  been  won  on  an  industrial  scale. 
The  vanadium  minerals,  of  which  nearly  all  the  known  varieties 
occurred,  the  dechenite  and  desdoizite  predominating,  were  found 
in  the  upper  levels  of  the  mine,  forming  about  i  per  cent  of  the  ore 
on  the  average,  though  within  limited  areas  they  formed  from  3  tO' 
4  per  cent.  In  the  lower  levels  they  occurred  less  abundantly, 
only  an  occasional  pocket  and  a  small  quantity  of  disseminated 
crystals  being  found.  The  red  crystals,  according  to  an  analysis. 
by  the  late  Dr.  F.  A.  Genth,  contained  chlorine,  2.43  per  cent; 
lead,  7.08  per  cent;  lead  oxide,  69.98  per  cent;  ferric  oxide,  0.48  per 
cent;  vanadic  acid,  17.15  per  cent;  arsenic  add,  3.06  percent, 
and  phosphoric  add,  0.29  per  cent.  In  milling  the  ore  (gold)  the 
vanadium  minerals  collected  in  riffles,  placed  about  18  inches  apart 
in  the  sluices.  The  material  thus  obtained  was  worked  over  by 
hand  in  a  sort  of  huddle,  and  the  resulting  concentrates  were  sold 
to  the  Ealion  Chemical  Company,  of  Gray's  Feny  Road,  Phila- 
ddphia.  The  total  quantity  of  concentrates  obtained  in  this  manner 
did  not  exceed  6  tons.  An  average  sample  of  the  lot,  analyzed  by 
Dr.  Genth,  gave  the  following  results:  Vanadic  add,  15.40  per 
cent;  molybdic  add,  3.35  per  cent;  arsenic  add,  1.50  per  cent; 
carbonic  add,  0.90  per  cent;  chlorine,  0.48  per  cent;  oxide  of  lead^ 
56.80  per  cent;  oxide  of  zmc,  ro.70  per  cent;  oxide  of  copper,. 
0.95  per  cent;  oxide  of  iron,  0.35  per  cent;  soluble  sihca,  0.60  per 
cent;  insoluble  matter,  5.39  [>er  cent  The  vajue  of  the  gold  and 
silver  contents  of  the  concentrates  was  about  $140  per  ton.  The 
price  realized  on  this  first  lot  was  12.5  cents  per  pound,  or  $250 
per  ton,  on  board  the  cars  at  Tucson." 

"The  vanadic  salts  manufactured  from  this  lot  of  concentrates 
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were  said  to  have  been  the  first  produced  on  a  commercial  scale 
in  the  United  States,  and  owii^  to  the  limited  market  for  the  same 
the  price  dropped  over  50  per  cent. 

"Frue  vanners  wete  then  introdurad  into  the  mill,  and  the 
product  obtained  from  them,  amounting  to  about  1  ton  per  loo  tons 
of  ore  crushed,  contained  from  5  to  6  per  cent  vanadic  acid  and 
$40  to  $80  per  ton  in  gold  and  silver.  The  Kalion  Chemical  Com- 
pany offered  to  buy  this  product  according  to  the  following  sliding 
scale:  With  the  market  price  of  ammonium  vanadate  $5  per  pound, 
$100  per  ton  for  the  concentrates;  vanadate  of  ammonium  $4.50- 
per  pound,  concentrates  $93 ;  vanadate  of  ammonium  $4  per  pound, 
concentrates  $82;  vanadate  of  ammonliun  $3.50  per  pound,  con- 
centrates $72;  vanadate  of  ammonium  (3  per  pound,  concentrates 
$64.  Only  a  few  tons  of  these  concentrates  were  shipped  to  Phila- 
delphia, the  remainder  being  sold  to  the  Denver  smelters  for  their 
gold,  silver,  and  lead  value.'" 

The  name  roscoe  ite  has  been  given  to  a  clove-brown  to  green- 
ish, micadous  mineral  occurring  in  minute  scales,  stellate  or  fan- 
shaped  forms,  and  of  a  somewhat  doubtful  chemical  fonnula.  It 
may  be  mentioned  here  as  a  possible  source  of  vanadium  salts  al- 
though from  a  chemical  and  minerological  standpoint  it  should  have 
been  considered  in  connection  with  the  mineral  on  p.  163.  On  the 
next  page  are  given  the  results  of  two  analyses  from  a  recent 
paper  by  W.  F.  Hillebrand  (i)  being  of  material  from  Placerville,. 
Colorado,  and  {2)  from  Eldorado  County,  CaUfomia. 

Occurrence. — ^The  material  has  been  reported  as  filling  cavities  in 
quartz  at  the  Granite  Cteek  gold  mines  near  Coloma,  El  Dorado 
County,  California,  and  In  the  Magnolia  district  of  Colorado.  More 
recendy  deposits  of  some  considerable  economic  importance  have 
been  found  near  Placerville  m  San  Miguel  County,  in  the  last-named 
State.  The  roscoelite  is  described  '  as  occurring  as  an  impregna- 
tion in  the  lower  bed  of  what  is  known  as  the  La  Plata  sandstone 
(Jurassic).  The  beds  at  this  point  are  nearly  horizontal,  the  por- 
tion carrying  the  roscoelite  occurring  in  a  nearly  continuous  band 
approximately  parallel  to  the  bedding  planes  and  varying  in  thick- 

'The  Mineral  Induatiy,  II,  1893,  p.  577. 

■F.  L.  Ransome,  American  Journal  of  Science,  X,  August,  190a. 
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ness  from  a  few  inches  up  to  5  or  6  feet,  the  vanadiferous  portion 
being  readily  distinguished  from  the  prevailing  Ught-buff  sand- 
stone by  the  greenish  tint  imparted  by  the  roscoeUte.  The  vanadif- 
erous zone  is,  however,  quite  irregular,  the  roscoelite  sometimes 
constituting  30  per  cent  of  the  mass  of  the  sandstone  and  from 
this  fading  out  to  nothing.  It  is  often  associated  with  Camotite 
(see  p.  322). 

AMALVSES  or  BOSCOELITE,  A  VANADIOM  taCA. 
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Uses. — The  uses  thus  far  developed  for  these  minerals  are  as  a 
source  for  vanadium  salts  used  as  a  pigment  for  porcelain  and  in 
the  manufacture  of  ferrovanadium  alloys  to  be  used  in  steel-making. 
Vanadate  of  ammonium  and  vanadic  oxide  are  used  in  the  manu- 
facture of  ink  and  in  textile  dyeing  and  printing,  imparting  intense 
black  colors  with  a  slight  greenish  cast.  Vanadium  oxide  obtained 
from  the  slags  of  the  Creusol  steel  works  in  France  to  the  amount 
of  165,000  pounds  annually  is  utilized  as  a  mordant  in  dyeing.  When 
used  in  steel  the  vanadium  is  stated  to  very  greatly  increase  the 
tensile  strength  and  elastic  limit,  in  the  same  manner  as  do  chromiiun 
and  nickel.  A  larger  supply,  it  is  thought,  would  result  in  its  use 
in  armor  plate,  projectiles,  and  bronzes. 

6.   AUBLYGONITE. 

This  is  a  fluo-phosphate  of  aluminum  and  Uthium,  of  the  formula 
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Li(AlF)PO,.  Analysis  of  a  sample  from  Paris,  Maine,  as  given 
by  Dana,  shows:  Phosphoric  acid,  48.31  per  cent;  alumina,  33.68 
per  cent;  lithia,  9.82  per  cent;  soda,  0.34  per  cent;  potash.  0.03 
per  cent;  water,  4.89  per  cent;  Suorine,  4.83  per  cent.  Hardness, 
6;  specific  gravity,  3.01  to  3.09.  Luster  vitreous  to  greasy,  color 
white  to  pale  greenish,  bluish,  yellowish,  to  brownish;  streak  white. 
On  casual  inspection  the  mineral  somewhat  resembles  potash  feld- 
spar (orthoclase),  but  when  finely  pulverized  is  soluble  in  sulphuric 
acid,  and  less  readily  so  in  hydrochloric  acid.  Before  the  blowpipe 
the  mineral  gives  the  characteristic  lithia  red  color  to  the  flame. 

Mode  of  occurrence. — Amblygonite  occurs  in  the  form  of  coarse 
crystals,  or  compact  and  colunmar  forms  in  pegmatic  veins  asso- 
ciated with  lepidolite,  tourmaline,  and  other  minerals  so  charac- 
teristic of  this  class  of  veins.  In  the  United  States  it  occurs  at 
Hebron;  Mount  Mica,  in  Paris;  Auburn  and  Peru,  Maine,  at 
the  latter  place  associated  with  spodtmiene,  petalite,  and  lepidolite. 
In  Saxony  the  mineral  is  found  at  Chursdorf  and  Amsdorf,  near 
Penig,  and  near  Geier.  Also  found  at  Arendal,  Norway,  and  at 
Montebras  and  Crenze,  France. 

Uses. — Since  1886  the  mineral  has  been  utilized  as  a  source  of 
lithia  salts,  in  place  of  the  lithia  mica.  The  chief  commercial 
source  is  at  present  Montebras,  France,  where  it  occurs  in  a  coarse 
granitic  vein  yieldii^  also  cassiterite  and  kaolin  in  commercial 
quantities.     (See  also  Spodumene,  p.  196]. 


7.  TRIPHYLITE  AND  LITHIOPHrLITE. 

These  are  names  given  to  phosphates  of  iron,  manganese,  and 
lithium,  and  which  pass  into  one  another  by  insensible  gradations 
through  variations  in  the  proportional  amounts  of  manganese  pro- 
toxide, the  triphylite  containing  from  ly  to  20  per  cent  of  this  oxide, 
while  the  lithiophilite  contains  twice  that  amount.  The  compara- 
tive composition  of  extreme  types  is  shown  below: 
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Triphylite  is  a  gray  to  blue-gray  mineral  in  crystals  and  coarsely 
cleavable  masses  of  a  hardness  of  4.5  to  $  of  Dana's  scale,  and 
specific  gravity  of  3.42  to  3.56. 

Lithiophilite  differs  mainly  in  color — aside  from  composition 
as  above  noted — ^being  of  a  pink  to  clove-brown  hue.  Both  minerab 
may  undergo  a  darkening  in  color,  becoming  almost  black  through  a 
higher  oxidation  and  hydration  of  the  manganese  protoxide.  This 
feature  is  best  shown  in  the  Uthiophilite  from  Branchville,  Con- 
necticut. 

Occurrence. — These  minerals  occur  chiefly  in  granitic  veins, 
associated  with  spodumene  and  other  Uthia  bearing  minerab,  as 
at  the  localities  above  mentioned.  Peru,  Hebron,  and  Norway, 
Maine;  Keityd,  Finland,  etc.  They  have  as  yet  been  put  to  no 
practical  use. 

DC  NITRATES. 
There  are  three  compounds  of  nitric  add  and  a  base  occurring 
in  nature  in  such  quantities  and  of  sufficient  economic  importance  to 
merit  attention  here.  These  are  (i)  the  true  niter  or  potassitmi 
nitrate  (KNO,),  (2)  soda  niter  or  sodium  nitrate  (NaNO,),  and 
{3)  nitrocalcite,  a  calcium  nitrate  (CaNjO,).  All  are  readily  soluble 
in  water,  and  hence  found  in  any  quantity  only  in  arid  regions  or 
where  protected,  as  in  the  dry  parts  of  caves. 

I.    NITER,    POTASSIlm   NITRATE, 

Composition. — KNO„  =  nitric  anhydride  (NO,),  53.5  per  cent; 
potash  (K,0),  46.5  per  cent.  Hardness,  2;  specific  gravity,  2.1; 
color,  white,  subtransparent.  Readily  soluble  in  water.  Taste, 
saline  and  coohng.  Deflagrates  vividly  when  thrown  on  burning 
coals  and  colors  the  flame  violet. 

The  mineral  occurs  in  nature  mainly  in  the  form  of  acicular 
crystals  and  efflorescences  on  the  surface  or  walls  of  rocks  and 
scattered  in  the  loose  soil  of  limestone  caves  and  similar  dry  and 
protected  places. 

It  is  also  found  in  certain  soils  of  tropical  countries,  as  noted 
later  under  origin  (p.  311).  In  the  United  States  it  has  been  found 
in  caves  of  the  Southern  States,  as  those  of  Madison  County,  Ken- 
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tucky,  but  never  as  yet  in  commercial  qualities.  The  chief  com- 
mercial source  of  the  salt  has  been  the  artificial  nitrairies  of  France, 
Germany,  Sweden,  and  other  European  coimtries.  It  is  also  pre- 
pared artificially  from  soda  niter. 

2.    SODA   NITEK. 

Nitrate  of  sodium,  NaNO„-=mtric  anhydride  (NO,),  63.5  per 
cent;  soda  (N,0),  36.5  per  cent.  This  in  its  pure  state  is  a  white  or 
colorless  salt,  but  in  nature  brown  or  bright  lemon-yellow,  of  a 
slight  saline  taste,  but  with  a  peculiar  cooling  sensation  when  placed 
upon  the  tongue.  It  is  by  far  the  most  common  of  the  nitrates, 
and  indeed  the  only  one  of  the  natural  salts  of  any  great  commercial 
value,  owing  to  the  comparative  rarity  of  the  others.  Though 
found  to  a  slight  extent  in  caves  and  protected  places,  the  commercial 
supply  is  drawn  almost  wholly  from  the  desert  regions  of  the  Pacific 
coast  of  South  America  and  particularly  from  Chile,  the  chief  deposits 
being  found  in  the  provinces  of  Tarapaca  and  Antofagasta. 

According  to  the  Journal  of  the  Society  of  Chemical  Industry' 
"the  total  area  of  the  province  of  Tarapaca  is  16,789!  square 
miles,  and  it  is  divided  naturally  into  five  distinct  and  well-defined 
zones.  The  first  of  these  zones  commences  on  the  shores  of  the 
Pacific  and  has  an  average  width,  west  to  east,  of  18  miles.  It  is 
formed,  in  the  first  place,  of  the  beach;  and,  in  the  second,  of  the 
coast  range,  which  attains  an  altitude  'varying  from  1,125  ^^  S1800 
feet  above  the  sea  level.  This  zone  may  be  denominated  the  guano 
and  mining  zone.  .  .  .  This  belt  as  it  advances  eastward  becomes 
more  and  more  depressed  and  terminates  in  a  series  of  pampas 
(open  plains),  having  an  elevatidn  of  3,500  to  3,800  feet  above  the 
sea  level.  Nearly  all  these  pampas  contain  vast  beds  of  salts,  sul- 
phate of  soda,  and  sulphate  of  Ume.  They  are  known  locally  by 
the  name  of  'salares.'  In  some  parts  of  the  desert  of  Atacama  the 
beds  of  nitrate  of  soda  are  found  under  these  salares  deposits,  but 
in  Tarapaca  the  caliche  (nitrate  earth)  is  found  only  under  a  bed 
of  conglomerate  known  as  'costra.'  .   .  . 

"The  second  zone — the  nitrate  zone — commences  on  the  edge 
of  the  Camarones  Gully  and  extends  southward  to  the  desert  of 

■  Volume  VI,  1S87,  pp.  siS,  319. 
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Atacama.  Up  to  1858  it  was  believed  that  the  nitrate  beds  did  not 
extend  southward  beyond  the  Loa  Gully,  but  in  that  year  beds 
were  discovered  in  what  was  then  the  Bolivian  littoral.  Explorations 
which  were  effected  in  1872  proved  that  the  nitrate  beds  extended 
northward  beyond  the  Camarones  Gully  and  that  they  reached 
as  far  as  the  Chaca  Gully  and  even  as  far  as  the  Azapa  Valley,  in 
the  province  of  Alrica.  .  .  .  The  quantity  and  quality  of  the 
caliche  varies  very  considerably  in  different  parts  of  the  zone,  but 
the  dimensions  of  the  nitrate  area  may  be  set  down  at  120  geo- 
graphical miles  in  length  north  to  south,  and  2  geographical  miles 
in  width  east  to  west.  It  is  estimated  that  the  beds  contain  the 
enormous  quantity  of  1,980,630,502  quintals  of  niter,  and  it  is  stated 
that  with  the  present  export  duty,  which  is  equal  to  27  pence  per 
quintal,  the  deposits  will  yield  a  revenue  of  £330,809,474." 

It  is  elsewhere  stated  that  the  point  on  the  slope  of  the  mountains 
where  the  de[>osits  of  caliche  are  found  is  some  500  or  600  feet  higher 
than  the  valley,  but  that  the  material  diminishes  in  quantity  and 
richness  as  the  valley  is  approached  and  disappears  entirely  at  the 
bottom. 

An  examination  of  the  workings  of  these  beds  discloses  the  follow- 
ing conditions: 

(i)  That  the  surface  to  the  depth  of  8  or  10  inches  is  covered 
with  a  layer  of  fine,  loose  sand. 

(2)  That  underneath  the  sand  is  a  conglomerate  of  amorphous 
porphyry,  feldspar,  chloride  of  sodium,  magnesia,  gypsum,  etc., 
cemented  by  the  sulphate  of  lime  into  a  hard,  compact  mass  to  a 
depth  of  6  to  10  feet,  called  the  "costra"  or  crust. 

{3)  That  below  this  crust  the  caliche,  or  impure  nitrate,  is  found, 
presenting  to  the  view  a  variety  of  colors — yellowish  white,  orange, 
bluish  gray,  etc. 

The  nitrate  deposit  is  quarried  by  blasting  with  a  coarse-grained 
powder,  of  which  as  much  as  150  pounds  are  sometimes  used  at  a 
sir^e  blast.  Neither  dynamite  nor  nitroglycerin  is  used,  as  it 
would  shatter  and  pulverize  the  salt  so  as  to  occasion  a  serious  loss. 

After  being  brought  to  the  surface  the  caliche  is  carefully  assorted 
by  experts,  broken  into  pieces  double  the  size  of  an  orange,  and 
carted  to  the  refinery  establishment,  situated  on  the  pampas  or  on 
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the  seacoast,  or  carried  to  Iquique,  PisagLa,  Patillos,  and  Anto- 
fagasta  by  rail,  all  of  these  places  haviog  connection,  by  narrow- 
gauge  railways,  with  the  nitrate  deposits,  and  which,  consequently, 
are  rapidly  becoming  the  chief  centers  of  nitrate  production  and 
export. 


Wy/Mff/Mi  ^tMte  ami  ClaaifHlti  W0^'5^'iyA  Nitrate   ^  Sodium 

Fio.  25. — Map  of  Chilean  nitrate  region. 

[After  Fuchs  and  De  Lauuay.) 

According  to  the  reports  of  Consul-General  Walker,  the  southern 

limit  of  the  nitrate  fields  is  in  Antofagasta  province,  latitude  25°  45' 

S-,  and  the  northern  in  latitude  19°  la'  S.,  its  extreme  north  and 

south  length  being  some  260  geographical  miles  and  its  average 

width  some  aj  miles. 

This  narrow  strip  of  nitrate  lands  stretches  along  the  eastern 
slope  of  the  coast  range  of  barren,  verdureless  mountains  which  wall 
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in  the  Pacific  Ocean  from  tlie  northern  hmit  of  Peru  to  the  Straits  of 
Magellan,  upon  which,  for  more  than  3,000  miles,  no  rain  ever 
falls  and  upon  which  there  is  no  hving  vegetation.  Some  of  the 
peaks  reach  an  altitude  of  4,000  or  5,000  feet  above  the  sea  level, 
but  the  usual  height  of  the  range  is  about  2,000  feet.  The  average 
distance  from  the  coast  to  the  nitrate  beds  is  about  14  miles,  but 
many  of  them  are  not  more  than  10  miles. 

The  map  on  the  preceding  page,  from  Fuchs  and  De  Launay's 
Traittf  des  Gites  Min^raux,  will  serve  to  show  the  geographic  posi- 
tion of  the  deposits. 

3.    NITEO-CAICITE. 

Nitro-calcite,  or  calcium  nitrate,  CaN,0,+»H,0,  is  not  un- 
common as  a  silky  e£Qorcscence  on  the  floors  and  walls  of  dry  lime- 
stone caverns  and  may  be  extracted  in  considerable  quantities  from 
their  residual  clays  by  a  process  of  leaching.  During  the  war  of 
1812  the  clays  upon  the  floors  of  Mamjnoth  Cave,  Kentucky,  were 
systematically  leached  and  the  dissolved  nitrate  obtained  by  evapo- 
ration and  crystallization.  The  wooden  tanks  and  log  pipes  for 
conducting  the  water  are  still  in  a  remarkable  state  of  preservation, 
owing  to  the  dry  air  of  the  cavern. 

The  nitrous  earths  of  Wyandotte  Cave  in  southern  Indiana,  and 
doubtless  of  other  localities,  were  similatly  treated  durir^  these 
times  of  temporary  stringency. 

According  to  the  reports  of  the  State  geolt^ist  '  this  earth,  in  its 
air-dry  condition,  has  the  following  composition: 

s  at  red  heat 16,50 


Sihca. 

Ferric  oxide 6 

Manganic  oxide o 

Alumina 20 

Lime 8 

Magnesia 4 

Carbonic  acid 10 

Sulphuric  acid 6 

Phosphoric  acid a 

Nitric  add 3 

Chlorides  of  alkaUes  and  loss o 


>  Geologkal  Report  of  Indiana,  i: 
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NITRATES.  3H 

The  researches  of  Muntz  and  Marcano  '  have  shown  that  the 
soils  as  well  as  the  earth  from  the  floor  of  caves,  in  Venezuela  and 
other  portions  of  South  America,  may  be  rich  in  calcium  nitrate  to 
an  extent  quite  unknown  in  other  countries. 

Origin. — The  source  of  the  nitrates,  both  of  caves  and  of  the 
Chilean  pampas,  has  been  a  subject  of  considerable  discussion. 
There  appears  little  doubt  but  the  deposits  in  caves  and  those  dis< 
seminated  in  soils  are  due  to  the  nitrifying  agencies  of  bacteria 
acting  upon  organic  matter  whereby  the  organic  nitrogen  is  con- 
verted into  nitric  acid,  which  immediately  combines  with  the  most 
available  bases,  be  they  of  lime,  soda,  or  potash.  The  accumulation 
of  the  niter  in  caves  is  probably  due,  as  suggested  by  W.  H.  Hess 
(see  Bibliography),  to  the  retention  by  the  clay  of  the  nitrates  brou^t 
in  from  the  surface  by  percolating  waters. 

In  other  words,  the  caves  serve  merely  as  receptacles,  or  store- 
houses, for  nitrates  which  had  their  origin  in  the  surface  soil.  The 
Chilean  nitrate  beds  are  considered  by  Muntz  and  Marcano  as 
having  a  very  similar  origin.  The  material  being  soluble  is  grad- 
ually leached  out  from  the  soils  in  which  it  originated  and  drained 
into  inclosed  salt  marshes  or  inland  seas  where  a  double  decom- 
position takes  place  between  the  sodium  chloride  and  calcium  nitrate, 
whereby  sodium  nitrate  and  calcium  chloride  are  produced.  That 
such  a  double  decomposition  may  take  place  has  been  shown  by 
actual  experiment. 

This  is  not  widely  different  from  the  view  taken  also  by  W.  New- 
ton.' After  discussing  briefly  theories  previously  advanced,  includ- 
ing Darwin's  theory  of  derivation  from  decomposing  seaweeds 
accumulated  on  old  sea  beaches,  and  the  even  less  plausible  one  of  its 
derivation  from  guano,  this  writer  shows  that  the  plain  of  Tamaru- 
gal,  within  which  the  deposits  lie,  is  covered  by  an  alluvial  soil  rich 
in  organic  matter.  This  oi^anic  matter,  under  the  now  well-known 
action  of  bacteria,  aided  by  the  prevailing  high  temperatures  of 
the  region,  gives  rise  to  nitrates,  which,  owing  to  the  absence  of 
rains  for  long  periods,  accumulate  to  an  extent  impossible  under 


Comptes  Rendus  de  I'Acadfoiie  des  Sciences,  CI.  Paris,  1885,  p.  1165. 
*  Geological  MagaziDe,  III,  1896,  p.  339. 
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less  favorable  circumstances.  Mountain  floods,  which  occur  at 
periods  of  seven  or  eight  years,  swamp  the  plain,  bringing  in  solution 
the  nitrate  drained  from  the  soils  of  the  surrounding  slope,  to  ac- 
cumulate in  the  lower  levels.  On  the  evaporation  of  the  water 
this  is  again  deposited.  The  occurrence  of  the  nitrate  so  far  up 
the  slofw  of  the  hills  is  regarded  by  Newton  as  due  to  the  tendency 
of  the  nitrate  salt,  in  saturated  solutions,  to  creep  up,  as  in  experi- 
ment it  may  be  seen  to  creep  up  and  over  the  sides  of  a  saucer  or 
other  shallow  dish  in  which  the  evaporation  is  progressing. 
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X.  BORATES. 

Of  the  ten  or  more  species  of  natural  borates  but  three,  or  pos- 
sibly four,  are  commercial  souices  of  borax,  and  need  consideiation 
here.  These  are,  (1)  borax  or  lineal;  {2)  ulexite,  or  boronatrocal- 
cite;  (3)  piiceite,  colemanite,  or  pandermite,  and  (4)  boracite,  or 
stassfurtite.  Sassolite,  or  native  boric  acid,  occurs  chiefly  in  solution. 
The  intimate  association  of  these  minerals  renders  it  advisable  to 
treat  of  their  origin  and  mode  of  extraction  in  common,  after  g^iving 
the  composition  and  general  physical  characters  of  each  by  itself. 
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I.  BOKAX  OK  TmCAL;    BOKATE  OF  SODA. 

Composition. — NajB^Oj-ioHjO,  — boron  trioxide,  36.6  percent; 
soda,  16.3  per  cent;  water,  47.3  per  cent.  Color,  white  to  grayish, 
and  sometimes  greenish;  translucent  to  opaque.  It  crystallizes  in 
short,  stout  prisms,  belonging  to  the  monoclinic  system.  Hardness, ' 
3  to  3.5;  specific  gravity,  1.7.  Readily  soluble  in  water;  taste, 
sweetish  alkaline. 

2.  dlexite;  boronateocalcite. 
Comfuw/ion.— NaCaBjOr8H,0,=boron  trioxide,  43  per  cent; 
lime,  13.8  per  cent;  soda,  7.7  per  cent;  water,  35.5  per  cent.  Color, 
white,  with  sUky  luster.  Occurs  usually  in  rounded  masses  of  loose 
texture,  which  consist  mainly  of  fine  acicular  crystals  or  fibers.  In- 
soluble in  cold  water,  and  only  slightly  so  in  hot,  the  solution  being 
alkaline.    Hardness,  i;  specific  gravity,  1.65. 

3.   COLEMANITE. 

■  Com^ii/tcB.— Ca,B,0„.5H,0,=boron  trioxide,  50.9  per  cent; 
lime,  37.3  per  cent;  water,  21.9  per  cent.  Color,  milky  to  yellowish 
white,  or  colorless;  transparent  to  translucent.  Hardness,  4  to  4.5; 
specific  gravity,  2.41.  Insoluble  in  water,  but  readily  so  in  hot  hydro- 
chloric acid.  Priceite  and  pandermite  are  hydrous  calcium  borates 
closely  allied  to  colemanite,  occurring  in  loosely  coherent  and  chalky 
or  massive  forms. 

4.   BOKACriE  OK  STASSFUKTITE;    BOKATE  OF  UAGNESIA. 

Composition. — MgiCljEi^j^,  =  boron  trioxide,  62.5  per  cent ;  mag- 
nesia, 31.4  per  cent;  chbrine,  7.9  per  cent.  Color,  white  to  yellow 
or  greenish.  In  crystals  transparent  to  translucent.  Crystals  cubic 
and  tetrahedral.  Insoluble  in  water;  readily  soluble  in  hydrochloric 
acid.    Hardness,  7;  specific  gravity,  3.9  to  3. 

LoeaJities  and  manner  0}  occurrence  0}  the  borates. — Throughout 
what  is  known  as  the  Great  Basin  region  of  the  Western  United  States, 
and  in  particular  that  portion  including  Inyo,  Kem,  and  San  Bernar- 
dino counties  in  California,  and  that  portion  of  southwest  Nevada 
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adjoining  Inyo  County,  are  numerous  inclosed  lakes  or  marshes,  the 
waters  of  which  are  sufficiently  rich  in  borates  and  other  sodium 
salts  to  allow  of  their  extraction  on  a  commercial  scale.  At  leekst 
ten  of  these  marshes  have  been  noted  along  the  California-Nevada 
line,  the  most  widely  known  being  Teels,  Columbus,  and  Rhodes 
marshes,  and  Fish  Lake  Valley  in  Nevada,  and  Searles  Marsh  in  San 
Bernardino  County,  California.  A  detailed  description  of  the  last 
named  will  serve  all  purposes  of  illustration  here.' 

Locally  considered,  the  marsh  lies  near  the  center  of  an  exten- 
sive mountain-girdled  plain,  to  which  the  phrases  "Alkali  Flat," 
"Dry  Lake,"  "Salt  Bed,"  and  "Borax  Marsh"  have  variously 
been  applied,  the  contents  and  physical  features  of  the  basin- 
shaped  depression  well  justifying  the  several  names.  It  is,  in 
fact,  a  dry  lake,  the  bed  of  which  has  been  filled  up  in  part 
with  the  several  substances  named.  Its  contents  consist  of  mud, 
alkali,  salt,  and  borax,  largely  supplemented  with  volcanic  sand. 
This  depression,  which  has  an  elevation  of  1,700  feet  above  sea 
level,  and  an  irregular  oval  shape,  is  about  10  miles  long  and  5  miles 
wide,  its  longitudinal  axis  striking  due  north  and  south.  It  is  sur- 
rounded on  every  side  but  the  south  by  high. mountains,  the  Slate 
Range  bounding  it  on  the  east  and  north,  and  the  Argus  Range  on  the 
west. 

There  is  no  doubt  but  thb  basin  was  once  the  bed  of  a  deep  and 
wide-extended  lake,  the  remains  of  a  former  inland  sea.  The  shore 
line  is  distinctly  visible  along  the  lower  slopes  of  the  surrounding 
mountains  at  an  elevation  of  600  feet  above  the  surface  of  the  maish. 
Farther  up,  one  above  the  other,  faint  marks  of  former  water  lines 
■can  be  seen,  showing  the  different  levels  at  which  the  surface  of  the 
ancient  lake  has  stood.  In  the  course  of  tune  the  lake  became 
extinct,  having  been  filled  with  the  sediments  from  the  adjacent 
mountains. 

What  may  have  been  the  depth  of  the  lake  has  not  yet  been  ascer- 
tained, bormgs  put  down  300  feet  having  failed  to  reach  bed  rock. 
These  borings,  commenced  in  1878,  disclosed  the  following  under- 
lying formations: 

'  From  the  Tenth  Annual  Report  of  the  State  Mineralogist  of  California,  189a,  p.  ^34. 
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First,  2  feet  of  salt  and  thenardite  (Na^O^);  second,  4  feet  of 
■clay  and  volcanic  sand,  containing  a  few  crystals  and  bunches  of 
hanksite  (4Na^04,Na,CO,) ;  third,  8  feet  of  volcanic  sand  and 
black,  tenacious  clay,  with  bunches  of  trona,  of  black,  shining  luster, 
from  inclosed  mud;  fourth,  8-foot  stratum,  consisting  of  volcanic 
-sand  containing  glauberite,  thenardtie,  and  a  few  flat,  hexagonal 
crystals  of  hanksite;  fifth,  28  feet  of  solid  trona  of  uniform  thickness; 
sixth,  20-foot  stratum  of  black,  slushy,  soft  mud,  smelling  strongly  of 
sulphureted  hydrogen,  in  which  there  are  layers  of  glauberite,  soda, 
and  hanksite.  The  water  has  a  density  of  30°  Baum^;  seventh, 
230  feet  (as  far  as  explored)  of  brown  clay,  mixed  with  volcanic  sand 
and  permeated  with  sulphureted  hydrogen. 

As  is  the  case  with  all  salines  of  like  character,  this  has  no  outlet, 
the  water  that  comes  into  it  escaping  only  by  evaporation,  which 
process  goes  on  here  very  rapidly  for  two-thirds  of  the  year. 

While  most  of  the  water  contained  in  this  basin  is  subterranean, 
a  little  during  very  wet  winters  accumulates  and  stands  for  a  short 
time  on  portions  of  the  surface.  In  no  place,  however,  does  it 
reach  a  depth  of  more  than  a  foot  or  two,  hardly  anywhere  more  than 
3  or  4  inches. 

Within  the  limits  of  the  actively  producing  portion  of  the  marsh, 
which  covers  an  oblong  area  of  about  1,700  acres,  the  water  stands 
on  a  tract  of  some  300  acres  for  a  longer  period  than  it  does  elsewhere: 
but  even  here  it  nowhere  reaches  a  depth  of  more  than  a  foot. 

Between  this  300-acre  tract  and  the  main  fiat  lying  a  little  lower 
there  interposes  a  slight  ridge,  which  prevents  the  surface  water  from 
escaping  to  the  lower  ground. 

The  water  of  the  lake  is  of  a  dark-brown  color,  strongly  impreg- 
nated with  alkali,  and  has  a  density  of  38°  Baum£.  The  salts  ob- 
tained from  it  by  crystallization  contain  carbonate  and  chloride  and 
Ixirate  of  sodium,  with  a  large  percentage  of  organic  matter. 

Summarized,  the  following  minerals  have  been  found  associated 
with  the  borax  occurring  in  the  Searles  Ma  h:  Anhydrite,  calcite, 
celestite,  cerargyrite,  colemanite,  dolomite,  embolite,  gay-lussite, 
glauberite,  gypsum,  halite,  hanksite,  natron,  soda,  niter,  sulphur, 
thenardite,  tincal,  and  trona,  the  most  of  these  occurring,  of  course, 
in  only  minute  quantities-    There  is,  however,  reason  to  believe 
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that  hanksite  will  yet  be  found  abimdantly,  both  here  and  in  the 
other  saline^  of  this  region. 

The  submerged  tract  above  described  is  called  the  "  Crystal  Bed," 
the  mud  below  the  water  being  full  of  large  crystab,  which  occur  in 
nests  at  irregular  intervab  to  a  depth  of  3  or  4  feet.  Many  of  these 
crystals,  which  consist  of  carbonate  of  soda  and  common  salt  with 
a  considerable  percentage  of  borate,  are  of  large  size,  some  of  them 
measuring  7  inches  in  length.  The  water  15  feet  below  this 
stratum  of  mud  contains,  according  to  Mr.  C.  N.  Hake,  who  made, 
not  long  since,  a  careful  exajnination  of  these  deposits,  carbonate  of 
soda,  borax,  and  salts  of  ammonia.  The  ground  in  the  immediate 
vicinity,  a  dry,  hard  crust  about  i  foot  thick,  contains,  on  the  same 
authority: 

Sand 50% 

Sulphate  of  soda 16% 

Common  salt 12% 

Carbonate  of  soda 10% 

Borax 12% 

The  borax  here  occurs  in  the  form  of  the  borate  of  soda  only,  no 
.  ulexite  (borate  of  lime)  having  yet  been  found. 

About  1890  it  was  discovered  that  these  marsh  deposits  were  all 
secondary,  the  borax  contents  being  derived  from  bedded  deposits 
in  the  Tertiary  lake  sediments  of  the  surrounding  hills.  The  marshes 
were,  therefore,  very  generally  abandoned  in  favor  of  the  beds.  These 
are  now  being  worked  by  the  Pacific  Coast  Borax  Company.  The 
most  important  deposit  thus  far  worked  is  at  a  locality  appropriately 
named  Borate,  some  13  miles  north  of  Daggett  in  the  old  Calico 
Mining  District. 

The  mineral  colemanite — the  borate  of  lime — occurs  ia  beds 
of  from  3  to  5  feet  thickness  interstratified  with  lake  sediments 
which  are  themselves  composed  of  semi-indurated  clays,  sandstones, 
and  coarse  conglomerates  with  sheets  of  volcanic  tuffs  and  lava.  At 
the  mine,  according  to  Messrs.  W.  H.  Storms'  and  M.  R.  Campbell,* 


'  EleveDtli  Annual  Report  of  the  State  Mineralogist  of  California,  iSga,  p.  345. 
*  Bulletin  No.  200,  U.  S.  Geological  Survey,  Scries  A,  Eoonomic  Geolc^,  17. 
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there  are  two  outcrops  of  the  colemanite  some  50  feet  apart,  repre- 
senting two  distinct  beds  or  perhaps  a  repetition  by  folding  of  what 
was  or^inally  one  and  the  same  bed.  The  beds  throughout  their 
extent  vary  from  5  to  30  feet  in  thickness,  and  have  a  strike  approxi- 
mately east  and  west,  dipping  to  the  south  from  10°  to  45°.  The 
lake  beds  extend  across  the  mountains  for  a  distance  of  8  miles,  but 
the  borax  deposit,  so  far  as  yet  discovered,  has  a  practical  limit  of 
not  above  a  mile  and  a  half.  The  illustration  here  given  conveys 
better  than  words  an  idea  of  the  character  of  the  desolate  country  in 
■which  the  borax  occurs,  and  also  the  method  of  mining. 

Borax  in  the  form  of  colemanite  (priceite)  has  been  found  about 
5  miles  north  of  Chetco,  in  Curry  County,  Oregon,  the  material 
occurring  in  a  hard,  compact  form  in  layers  between  slate  and 
steatite,  sometimes  in  cavities  and  fissures  in  the  slate,  and  sometimes 
in  rounded  and  bowlder -form  masses  of  all  sizes  up  to  200  pounds* 
-weight  in  the  steatite. 

A  borax  deposit  in  form  somewhat  resembling  the  marsh  deposits 
of  Nevada  and  California  already  referred  to  occurs  in  Harney 
County,  southeastern  Oregon,  The  region  is  extremely  flat  and 
bare  of  all  vegetation,  the  immediate  surface  of  the  ground  being 
covered  for  a  depth  of  several  inches  with  a  white  incrustation  con- 
sisting of  borate  of  soda  contaminated  with  carbonate,  sulphate, 
and  chloride  of  sodium.' 

The  chief  foreign  sources  of  borax  salts  are  Northern  Chile, 
Stassfurt  in  Germany,  Italy,  Asia  Minor,  and  Thibet. 

The  Chilean  mineral  is  ulexite  and  is  reported  as  occurring 
throughout  the  province  of  Atacama  and  the  newly  acquired  por- 
tions of  Chile.  Ascotan,  which  is  now  on  the  borders  of  the  Republic, 
but  formerly  belonged  to  Bolivia,  and  Maricunga,  which  is  to  the 
north  of  Copeapo,  are  the  places  which  have  proved  most  successful 
commercially.  The  crude  material  occurs  in  both  places  in  lagoons 
or  troughs,  which,  instead  of  being  entirely  filltd  with  common 
salt,  as  is  usually  the  case  in  the  desert,  contain  zones  or  layers 
of  embedded  boronatrocalcite.  The  lagoons  of  Maricunga  lie 
about  64  kilometers  from  the  nearest  railway  station,  and  are  esti* 

'  W.  B.  Denais,  En^necTing  «nd  Mioiog  Journal,  April  16,  t^a,  p.  581. 
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mated  to  cover  3,ooo,cxx>  square  meters.  The  boronatrocalcite  oc- 
curs in  beds  alternating  with  layers  of  salt  and  salty  earth. 

The  raw  material  contains,  in  the  form  of  gypsum  and  glauber- 
ite,  a  large  amount  of  calcium  sulphate. 

Dana  also  mentions  ulexite  as  occurring  in  the  form  of  rounded 
masses  from  the  size  of  a  hazelnut  to  that  of  a  potato  in  the 
dry  plains  of  Iquique,  where  it  is  associated  with  pickeringitCr 
glauberite,  halite,  and  gypsum.  The  German  mineral  is  boracite 
(stassfurtite)  and  is  found  in  small  granular  masses  associated  with 
the  salt  deposits  of  Stassfurt.  In  Italy  sassoUte,  or  crystallized 
boric  acid,  has  long  been  obtained  by  the  evaporation  of  the  water 
of  hot  springs  in  Sienna,  in  Tuscany.  Concerning  the  deposits  of 
Asia  Minor  Uttle  b  accurately  known.  The  mineral  is  pandermite 
(colemanite),  which  is  found  in  thick  white  lumps  at  Suzurlu,  south 
of  the  sea  of  Marmora,  Borax  or  tincal,  from  Thibet,  in  North- 
em  India,  was  probably  the  first  of  the  boron  salts  to  be  utilized.  It 
is  stated  to  be  brought  on  the  backs  of  sheep  from  the  lakes  in  which 
it  is  formed  across  the  Himalayas  to  the  shipping  points  in  India. 

Methods  oj  mining  and  manufacture. — At  the  East  Calico  Cole- 
manite Mine,  in  San  Bernardino  County,  the  mineral  is  taken  out  in 
the  same  manner  as  ores  of  the  precious  metals.  Inclined  shafts  are 
sunk,  drifts  and  leveb  run,  and  stopcs  carried  up  as  in  any  other  mine 
The  material,  when  hoisted  to  the  surface,  is  loaded  into  wagons 
and  hauled  to  Dagget,  whence  it  is  shipped  to  the  works  at  Alameda, 
where  it  is  purified. 

At  Searles's  marsh  the  overlying  crust  mentioned  constitutes 
the  raw  material  from  which  the  refined  borax  is  made.  The  method 
of  collecting  it  in  the  past  has  been  as  follows :  When  the  crust, 
through  the  process  of  efflorescence,  has  gained  a  thickness  of  about 
I  inch,  it  is  broken  loose  and  scraped  into  windrows  far  enough 
apart  to  admit  the  passage  of  carts  between  them,  and  into  which 
it  is  shoveled  and  carried  to  the  factory  located  on  the  northwest 
margin  of  the  fiat,  i  to  2  miles  away. 

As  soon  as  removed,  this  incrustation  begins  again  to  form,  the 
water  charged  with  the  saline  matter  brought  to  the  surface  by  the 
capillary  attraction  evaporating  and  leaving  the  salt  behind.  This 
process  having  been  suffered  to  go  on  for  three  or  four  years,  a- 
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crust  thick  enough  for  removal  is  again  formed,  the  supposition 
being  that  this  incrustation,  if  removed,  will  in  like  manner  go  on 
reproducing  itself  indefinitely.* 

At  the  Harney  County,  Oregon,  works  the  crude  material  is  care- 
fully shoveled  up  during  the  summer  into  small  conical  heaps,  the 
crust  continually  renewing  itself,  so  that  the  same  ground  is  worked 
over  repeatedly.  This  crude  material,  which  contains  from  5  to 
ao  per  cent  boric  acid,  is  refined  by  throwing  into  tanks  of  hot  water 
into  which  small  amounts  of  chlorine  or  sulphuric  acid  are  introduced. 
The  variou*  salts  are  all  dissolved  and  subsequently  separated  one 
from  another  by  fractional  crystallization. 


'  In  order  to  deteimine  the  proportionate  growths  oE  the  various  salts  contained 
in  this  crust  while  undergoing  this  recuperative  process,  analyses  were  made  on  sam- 
ples representing  respectively  six  months',  tiro,  three,  and  four  years'  growth.  From 
the  ground  from  which  these  nere  taken  the  crust  had  been  removed  several  times 
during  the  preceding  twelve  years. 

The  analysis  of  samples  gave  the  following  results: 


Coutituent*. 

a: 

&t 

v'J.'S 

Growth. 

Grawtti. 

11.7 

lOJ) 

14.1 

SS.4 
B 

16.6 
ir!s 

16.0 
ri.8 
10.9 

Carbonate  of  soda 

Sulphate  of  soda 

Chforide  of  soda 

.0... 

'"" 

roo.o 

100.C 

From  this  list  it  will  be  seen  that  the  &rsl  six  moDlhs'  growth  is  richest  in  bora^ 
and  that  the  proportion  of  carbonate  of  soda  to  borax  increases  with  time.  The 
presence  of  so  much  sand  as  is  here  indicated  is  caused  by  the  Ugh  winds  that  blow 
at  intervals,  bringing  in  great  quantities  of  that  material  from  the  mountains  to  the 
wett.  This  sand,  it  is  supposad,  facilitates  the  formation  of  the  surface  crust  by 
keeping  the  gtound  In  a  potoua  condition. 


,db,GoOglc 


THE  NON-METALLIC  MINERALS. 


XI.  URANATES. 
I.  uranintte;  pitchblende. 
Composition  very  complex,  essentidly  a  uranate  of  tirany],  lead, 
thorium,  and  other  metals  of  the  lanthanum  and  ytirium  groups. 
The  mineral  is  unique  in  containing  nitrogen,  being  the  only  one 
among  the  constituents  of  the  primary  rocks  of  the  earth's  crust  in 
which  the  presence  of  this  element  has  been  thus  far  determined.' 
The  analyses  given  below  are  for  the  most  part  by  Hillebrand,  to 
whom  is  due  the  credit  of  a  lai^  share  of  the  present  knowledge 
on  the  subject. 


Locality. 
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Th0^ 

00,. 
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30.63 

59-30 
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39-31 
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C«0.             N. . 
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MlK. 
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9.04 
^■39 

0..1 
0.85 
0.37 

0.37 
1.17 

0-43 
0.74 

3-'7 

o->S 

4.66 
S-S3 

Annerik",  Norway 

Several  varieties  of  uraninite  are  recognized,  the  distinctions  being 
based  upon  the  relative  proportions  of  the  two  oxides  UO,  and 
UOj  (see  analyses  above).  Inasmuch,  however,  as  these  variations 
may  be  due  merely  to  oxidation  they  need  not  be  taken  into  considera- 
tion here.  When  crystallized  the  mineral  assumes  octahedral  and 
dodecahedral  forms,  more  rarely  cubes.  Hardness,  5.5;  specific 
gravity,  9  to  9.7.  Color,  grayish,  greenish  to  velvet-black,  streak 
brown;  fracture  conchoidal,  uneven.  The  massive  and  probably 
amorphous  variety,  containing  few  of  the  rarer  earths  and  no  nitrogen, 
is  known  under  the  name  of  pitchblende.  This  last  is  the  chief  com- 
mercial source  of  uranium  salts.  Through  oxidation  and  hydration 
the  mineral  passes  into  gummite,  a  gum-like  yellow  to  brown  or  red 
mineral  of  a  hardness  of  but  2.5  to  3  and  specific  gravity  of  3.9  to  4.2. 

'  The  mineial  has  since  been  found  to  contain  Borne  o.  13  per  cent  of  tbe  new 
dementi  helium  and  ugon. 
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Localities  and  mode  of  occurrence. — Uraoinite  occurs  as  a  pri- 
mary constituent  of  granitic  rocks  and  as  a.  secobdary  mineral,  with 
sulphide  ores  of  silver,  lead,  gold,  copper,  etc.  In  this  last  form, 
according  to  Dana,  it  is  found  at  Johanngeoigenstadt,  Marienberg, 
and  Sdmeeberg,  Saxony ;  at  Joachimsthal  and  Pribram,  iff  Bohemia, 
and  Rezb&nya,  in  Hungary.  Considerable  quantities  have  been 
mined  from  the  tin-bearing  lodes  of  Cornwall,  England.  The 
crystallized  variety  broggerite  is  found  in  a  pegmatite  vein  near 
Annerod,  Norway,  and  the  variety  cleveite  in  a  feldspar  quarry  at 
Arendal.  In  the  United  States  the  mineral  has  been  found  in  small 
quantities  in  several  localities,  but  only  those  of  Mitchell  and  Yancqr 
counties.  North  Carolina,  where  the  mineral  occurs  partially  altered 
to  gummite  and  uranaphane,  in  mica  mines;  Llano  County,  Texas; 
Black  Hawk,  near  Central  City,  Gilpin  County,  Colorado,  and 
the  Bald  Mountain  district  of  the  Black  Hills  of  South  Dakota  need 
here  be  mentioned.  Of  the  above  the  Cornwall  localities  are  at 
present  of  greatest  consequence,  having  during  1890  yielded  some 
22  tons  of  ore,  valued  at  some  ;£2,2oo  ($11,000).  During  1891,  it 
is  stated,  the  output  was  31  bng  tons,  valued  at  j£62o,  and  in  1892, 
37  tons,  valued  at  £740.  The  next  most  important  locality  is  that 
of  Joachimsthal,  in  Bohemia,  where  22.53  metric  tons  of  ore  were 
produced  in  1891  and  17.71  tons  in  1893,  the  value  being  some  1,000 
florins  a  ton. 

In  the  Cornwall  mines  the  pitchblende  is  stated'  to  occur  in  small 
veins  crossing  the  tin-bearing  lodes.  At  the  St.  Austell  Consols 
Mines  it  was  associated  with  nickel  and  cobalt  ores;  at  Dolcoath 
■with  native  bismuth  and  arsenical  cobalt  in  a  matrix  of  red  quartz 
and  purple  fluorspar;  at  South  Tresavean  with  kupfer-nickei,  native 
silver,  and  argentiferous  galena.  At  the  Wood  Lode,  Russell  dis- 
trict, in  Gilpin  County,  Colorado,  pitchblende  was  found  in  the  form 
of  a  lenticular  mass  in  one  of  the  ordinary  gold-bearing  lodes  trav- 
ersing the  gneiss  and  mica  schists  of  the  district.  The  body  occurred 
some  60  feet  below  the  surface  and  was  some  30  feet  bng  by  10  feet 
deep  and  10  inches  thick.  The  mass  yielded  some  4  tons  of  ore 
carrying  70  per  cent  oxide  of  i 


'  The  Mioeral  Industry,  II,  p.  571. 
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Other  natural  uranium  compounds,  but  which  at  present  have 
no  use  in  the  arts,  are  as  below:  Torbemlte,  a  hydrous  phosphate 
of  uranium  and  copper;  autunite,  a  hydrous  phosphate  of  uranium 
and  calcium;  zeunerite,  an  arsenate  of  uranium  and  copper;  urano- 
spinite,  an  arsenate  of  uranium  and  calcium;  uranocircite,  a  phos- 
phate of  barium  and  uranium;  phosphuranylite,  a  hydrous  uranium 
phosphate;  trj^erite,  a  hydrous  uranium  arsenate;  walpurgite,  prob- 
ably an  arsenate  of  bismuth  and  uranium;  and  uranosphsrite,  a 
uranate  of  bismuth. 

Uses. — Uranium  is  never  used  in  the  metallic  state,  but  in  the 
form  of  oxides,  or  as  uranate  of  soda,  potash,  and  ammonia,  finds  a 
limited  application  in  the  arts.  The  sesquioxide  salt  imparts  to 
glass  a  gold-yeUow  color  with  a  beautiful  greenish  tint,  and  which 
exhibits  remarkable  fiuorescent  properties.  The  protoxide  gives  a 
beautiful  black  to  high-grade  porcelains.  The  material  has  also  a 
limited  application  in  photography.  Recently  the  material  has  been 
used  to  some  extent  in  makii^  steel  in  France  and  Germany,  but 
the  industry  has  not  yet  passed  the  experimental  stage.  It  has  been 
stated  that  the  demand,  all  told,  is  for  about  500  tons  annually. 
Should  larger  and  more  constant  sources  of  supply  be  found,  it  is 
probable  its  use  could  be  considerably  extended.  According  to 
Nordenskiold,  £,t,o/xx)  worth  of  uranium  minerals  are  consumed 
every  year,  the  various  salts  produced  being  used  in  porcelain  and 
glass  manufacture,  in  photography,  and  as  chemical  reagents.* 

3.   CAKNOTITE. 

The  name  camotite  was  given  in  1899  by  MM.  E.  Cumenge 
and  C.  Friedel  to  a  beautiful  canary-yellow  ocherous  pigment  which 
was  found  impregnating  a  siliceous  sandstone  in  Montrose  County, 
Colorado.  Material  from  the  same  and  other  sources  has  since  been 
examined  by  Dr.  W.  F.  Hlllebrand'  whose  results  show  the  material 
to  be  not  a  simple  mineral  but  a  mixture  made  up  in  la^e  part  of 
an  impure  uranyl- vanadate  of  potash  and  the  alkaline  earths.     The 

'  The  material  has  of  late — in  the  public  mind  at  least — poesessed  an  almost  sen- 
Mttonal  interest  in  connection  with  the  discoveiy  of  its  radio-active  properties^  *nd 
the  supposed  new  elements  radium  and  polooium. 

*  American  Journal  of  Science,  X,  August,  190a. 
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composition  of  material  from  (i)  the  Copper  Prince  claim,  Roe 
Creek,  and  (3)  the  Yellow  Boy  claim,  La  Sal  Creek,  and  in  Mon- 
trose County,  as  shown  by  Hillebrand's  analyses,  is  given  below: 


ANALVSES   OF  CAKHOTITE   PBOU 


InsoluUe. 

uo, 

v.o, 

P.O. 

AlO,. . . . 

AIO 

F^O,.... 

CaO 

StO 

BaO 

MgO.... 

K,0 

Na-O.... 

LLO 

H,0.  105= 

CuO 

SO, 

MoO,. ... 

SiO 

TiO-.-.. 
CO, 

,   ToUl. 


6.S» 
Trace. 


■65 
6^7 


Trace. 

k 

Trace. 


a  Total  H,0  in  ore. 

Occurrence. — As  above  stated,  the  material  is  found  in  sandstone. 
F.  L.  Ransome  '  describes  the  La  Sal  Creek  deposit  as  occurring  in 
irregular  bunchy  pockets,  the  ore  bodies  being  usually  flat-lying 
streaks  but  a  few  inches  thick  grading  both  above  and  below  into 
the  common  light-bufF  sandstone,  the  camotite  gradually  dying  out 
until  the  rock  shows  no  trace  of  the  mineral.  At  Roe  Creek  the 
camotite  occurs  in  a  nearly  horizontal  sandstone  which  has  been 
cut  by  a  fault-plane  dipping  about  75"  N,  The  material  is  here 
found  in  the  hanging-wall  of  the  fissure  in  the  form  of  small,  irregular 
branches  in  a  loose  mass  of  crushed  sandstone  and  also  as  an  im- 

'  Americui  Journal  of  Science,  X,  August,  1900. 
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pregnation  of  some  of  the  finer  portions  of  the  bed,  the  impregnation, 
as  at  La  Sal  Creek,  taking  place  mainly  along  the  bedding  planes. 
In  aU  cases  thus  far  reported  the  deposits  are  superficial  and  appar- 
ently result  "from  a  local  concentration  of  material  already  existing 
in  the  sandstone  .  .  .  under  conditions  determined  by  proximity 
to  the  surface." 

XII,  SULPHATES. 
I.  baute;  heavy  spar. 

Composition. — BaSO„  =  sulphur  trioxide,  34.3  per  cent;  baryta, 
65.7  per  cent;   specific  gravity,  4.3  to  4.6;   hardness,  2,5  to  3.5. 

The  sulphate  of  barium  to  which  the  mineralogical  name  of 
barite  is  given  occurs,  as  a  rule,  in  the  form  of  a  white,  translucent  to 
transparent,  coarsely  crystalline  mineral,  about  as  hard  as  common 
calcite,  but  from  which  it  may  be  readily  distinguished  by  its  great 
weight  and  its  not  effervescing  when  treated  with  acid.  A  common 
form  of  the  mineral  is  that  of  an  aggregate  of  straight  or  somewhat 
curved  plates,  separating  reidily  from  one  another  when  struck  with  a 
hammer,  and  cleaving  readily  into  rhomboidal  forms  much  like 
calcite.  It  is  also  found  in  globular  and  nodular  concretions,  stal- 
actitic  and  stalagmitic,  granular,  compact,  and  earthy  masses,  and 
in  single  and  clustered  broad  and  stout  crystals.  In  nature  the 
material  is  rarely  pure,  but  nearly  always  contaminated  with  other 
elements,  as  noted  in  the  following  analyses  of  samples  from  Fulton, 
Blair,  and  Franklin  counties,  Pennsylvania.' 
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>  Pennsylvaaia  Second  Geological  Survey,  Chemical  Analyaea,  pp.  36S,  369. 


sdbvGoO^^lc 


Occurrence. — The  mineral  is  a  common  accompaniment  of  me- 
tallic ores,  but  as  such  has  not  proven  of  any  value  commercially. 
Such  deposits  as  have  been  worked  for  the  mineral  itself  are,  as  a 
rule,  pockety  or  lenticular  masses  mainly  in  limestone  and  following 
the  dip  and  strike  of  the  rocks  with  which  they  are  associated.  In 
Washington  County,  southwest  Virginia,  the  mineral  occurs  in 
coarsely  cleavable  masses  in  certain  beds  of  the  Cambrian  limestone, 
filling  irregular  fractures  or  at  times  replacing  the  Umestone  itself. 
In  Tazewell  County,  this  same  State,  it  is  described  as  occurring 
in  a  series  of  lenticular  pockets  having  a  general  northeast-southwest 
strike,  and  dipping  from  20°  to  30°  toward  the  east.  The  general 
width  of  this  series  of  pockets  is  given 'as  from  100  to  200  or  more  feet 
and  occurring  over  an  area  some  4  miles  in  length.  The  iKK;kets 
are  at  times  quite  distinct  from  one  another,  or  again  may  be  connected 
by  a  thin  seam  of  barite.  In  Madison  and  Gaston  counties,  North 
Carolina,  the  material  is  found  in  a  seam  or  vein  from  3  to  6  feet  in 
width  in  a  decomposed  schist. 

The  principal  localities  in  the  United  States  where  barite  has 
been  mined  on  a  commercial  scale  are  in  Connecticut,  Virginia, 
North  Carolina,  Tennessee,  and  Missouri,  though  the  first-named  , 
State  has  ceased  to  be  a  producer.  The  mining  is  almost  wholly  from 
open  cuts,  the  cheapness  of  the  material  mitigating  against  the 
expense  of  deep  mining.  When  occurring  in  limestone  the  material 
is  found  superficially  in  loose  nodules  and  fragments  embedded  in 
the  residual  clay  resulting  from  limestone  decomposition.  In  such 
cases  the  material  is  dug  from  open  trenches  and  cuts  rarely  of  such 
size  and  extent  as  to  be  called  a  mine.  In  Missouri  and  Tennessee 
the  mineral  is  often  associated  with  a  small  amount  of  galena. 

Preparation  and  uses. — The  mineral  is  washed  and  ground  like 
grain  between  millstones  and  used  as  an  adulterant  for  white  lead 
or  to  give  weight  and  body  to  certain  kinds  of  cloth  and  paper.  Con- 
siderable quantities  are  utilized  in  the  preparation  of  barium  salts 
for  various  chemical  purposes. 

According  to  a  writer  in  the  Mineral  Resources  of  the  United 
States  for  1885,  the  "floated"  or  "cream-floated"  barite  used  for 
paint  is  prepared  as  follows:  The  crude  mineral  as  mmed  is  first 

'  J.  H.  Pratt,  Mineral  Resouices  of  the  United  States,  1901,  p.  1)15. 
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sorted  by  hand  and  cleaned,  after  which  it  is  crushed  into  pieces 
about  the  size  of  the  tip  of  one's  finger.  Next  it  is  refined  by  boiling 
in  dilute  sulphuric  acid  until  all  the  impurities  are  removed,  when  it 
is  washed  by  boiling  in  distilled  water  and  dried  by  steam.  It  is  then 
ground  to  flour,  mixed  with  water,  and  run  through  troughs  or  sluice- 
ways into  receiving  vats,  whence  it  is  taken,  again  dried  by  steam, 
and  barreled.  The  crude  material  is  worth  only  about  $3.50  per 
ton.' 

3.  GYPSmC. 

Composition. — CaSO,+  aH,0,  =  sulphur  trioxide,  46.6  per  cent; 
lime,  32.5  per  cent;  water,  20.9  per  cent.  The  natural  mineral  is 
often  quite  impure  through  the  presence  of  organic,  ferruginous, 
and  aluminous  matter,  together  with  small  quantities  of  the  carbon- 
ates of  lime  and  magnesia  (see  analysis,  below).  Specific  gravity, 
2.3;  hardness,  1.5,  to  2.  Color,  usually  white  or  gray,  but  brown, 
black,  and  red  through  impurities.  The  softness  of  the  mineral,  which 
is  such  that  it  can  be  easily  cut  with  a  knife,  or  even  by  the  thumb 
nail,  is  one  of  its  most  marked  characteristics.  Three  principal 
varieties  are  recognized,  (i)  the  crystallized,  foliated,  transparent 
variety,  selenite,  (2)  the  fine  fibrous,  often  opalescent  variety, 
satin  spar,  and  (3)  the  common  massive,  finely  granular  variety, 
gypsum.  When  of  a  white  color  and  sufficiently  compact  for 
small  statues  and  other  ornamental  works,  it  is  known  as  alabaster, 
though  this  name  has  unfortunately  become  confounded  with  the 
calcareous  rock  travertine  and  stalagmite.' 

The  following  is  an  analysis  of  a  commercial  gypsum  from  Ottawa 
County,  Ohio,  as  given  by  Professor  Orton:* 

Lime i^-S^ 

Sulphuric  acid 45-56 

Water. ao.14 

Magnesia 0.56 

Alumina '. 0.16 

Insoluble  residue 0.68 

Total 99.62 

'  The  UincTBl  Industry,  VI,  1897,  p.  57. 

*  Se«  The  Onyx  Marbles,  their  Origlti,  XJaes,  etc..  Report  of  the  U.  S.  Nktkm&l 
Museum,  1893,  pp.  339-585- 

■  Geology  of  Ohio,  VI,  1888,  p.  700. 
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Origin. — Gypsum  in  considerable  quantities  occurs  associated 
only  with  stratified  rocks,  and  is  regarded  mainly  as  a  chemical  de- 
posit resulting  from  the  evaporation  of  waters  of  inland  seas  and 
lakes;  it  may  also  originate  through  the  decomposition  of  sulphides 
and  the  action  of  the  resultant  sulphuric  acid  upon  limestone ;  through 
the  mutual  decomposition  of  the  carbonate  of  lime  (limestone)  and 
the  sulphates  of  iron,  copper,  and  other  metals;  through  the  hydra- 
tion of  anhydrite  and  through  the  action  of  sulphurous  vapors  and 
solutions  from  volcanoes  upon  the  rocks  with  which  they  come  in 
contact.  According  to  Dana,'  the  gypsum  deposits  in  western  New 
York  do  not  form  continuous  layers  in  the  strata,  but  He  in  embedded, 
sometimes  nodular  masses.  In  all  such  cases,  this  authority  says, 
the  gypsum  was  formed  after  the  beds  were  deposited,  and  in  this 
particular  instance  are  the  product  of  the  action  of  sulphuric  acid 
from  springs  upon  the  limestone.  "This  sulphuric  acid,  acting  on 
limestone  {carbonate  of  lime),  drives  off  its  carbonic  acid  and  makes 
sulphate  of  lime,  or  gypsum;  and  this  is  the  true  theory  of  its  forma- 
tion in  New  York."  Dr.  F.  J.  H.  Merrill,  however,  regards  a  por- 
tion at  least  of  the  New  York  beds  as  a  product  of  direct  chemical 
precipitation  from  sea  water.* 

The  gypsum  of  northern  Ohio  is  regarded  by  Professors  New- 
berry and  Orton  as  a.  deposit  from  the  evaporation  of  landlocked 
seas,  as  was  also  the  rock  salt  which  overlies  it.  By  this  same  proc- 
ess must  have  originated  a  large  share  of  the  more  recent  gypsum 
deposits  of  the  Western  States. 

Geological  age  and  mode  oj  occurrence. — As  may  be  readily  inferred 
from  the  above,  beds  of  gypsum  have  formed  at  many  periods  of  the 
earth's  history,  and  are  still  forming  wherever  proper  conditions 
exist.  The  deposits  of  New  York  State  occur  in  a  belt  extending 
eastward  from  Cayuga  Lake  and  in  beds  belonging  to  the  Salina 
period  of  the  Upper  Silurian  Age.  The  rock  is  often  earthy  and 
impure,  and  is  used  nearly  alti^ether  for  land  plaster.  It  is  asso- 
ciated with  dark,  nearly  black,  limestones  and  shales  and  beds  of 
rock  salt.    In  southwest  Virginia,  along  the  Holston  River,  are  also 


1  MaDUal  of  Geology,  p.  334. 

*  BuUetin  No.  11  of  the  New  York  SUte  Museum,  Apiil,  1893. 
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beds  of  gypsum  associated  with  salt  and  referred  by  Dana  to  this 
same  horizon.  The  rock  is  mined  at  Saltville  in  Washington  County 
from  underground  pits,  and  is  used  mainly  for  fertilizing. 

Gypsum  deposits  of  varying  thickness  and  occurring  at  various 
depths  below  the  surface  are  found  continuous  over  thousands  of 
square  miles  in  northern  Ohio,  but  are  at  present  worked  only  in 
Ottawa  County  at  a  station  on  the  Lake  Shore  and  Michigan  South- 
em  Railway  which  bears  the  appropriate  name  of  Gypsum.  The 
associated  rocks  are  lower  Helderberg  1  mestones  and  shales,  and 
the  beds,  which  vary  from  3  to  7  feet  in  thickness,  are  found  at  all 
depths  up  to  200  or  300  feet. 

The  following  is  a  section  of  the  Ottawa  County  beds  as  given  by 
Orton:' 

Feel. 

Drift  clays 12  to  14 

No.  I.  Gray  rock,  carrying  land  plaster '. 5 

Blue  shale ^ 

No.  3.  Bowlder  bed  carrying  gypsum  in  separate  masses 

embedded  in  shaly  limestone 5 

Blue  limestone,  in  thin  and  even  courses i 

Mo.  3.  Main  plaster  bed 7 

Gray  limestone  in  courses i 

No.  4.  Lowest  plaster  bed,  variable 3  to  5 

Mixed  limestone  and  plaster,  bottom  of  quarry. 

Sections  like  the  above  are  stated  to  be  capable  of  yielding  50,000 
tons  of  plaster  an  acre. 

The  purest  gypsum  of  the  region  occurs  in  No,  a,  the  bowlder 
bed,  as  given  above.  It  consists  of  calcareous  shales  through  which 
are  scattered  concretionary  balls  of  gypsum  varying  in  diameter  from 
6  to  34  inches.  This  pure  variety  is  used  mainly  for  terra  alba;  about 
40  per  cent  of  the  total  product  has  in  years  past  been  calcined  for 
use  as  stucco  or  plaster  of  Paris  and  60  per  cent  for  land  plaster. 

At  Fort  Dodge,  in  Iowa,  is  a  deposit  of  quite  pure,  light-gray, 
regularly  bedded  gypsum,  resting  unconformably  upon  St.  Louis 
limestone  and  lower  coal  strata  and  overlain  by  drift.    It  is  supposed 

'  Geological  Sttrver  of  Ohio.    Economic  Geology,  VI,  1888,  p.  698. 
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Gypsum  Quarry,  Fort  Dodge,  Iovfi. 
[U.  S.  Nal'ional  Museum.J     "      ' 
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to  cover  an  area  of  some  25  square  mUes.  The  material  was  at  one 
time  used  for  building  purposes,  but  proved  too  soft'  and  is  now 
used  mainly  for  land  plaster.     (See  Plate  XXIV.) 

There  are  lai^e  deposits  of  gypsum  in  Michigan,  the  most  exten- 
sive, so  far  as  explored,  being  near  Grand  Rapids,  Kent  County,  in 
the  western  part  of  the  State,  and  at  Alabaster  Point,  in  Iosco  County, 
on  the  eastern  margin  of  the  State.  At  both  localities  there  is  a 
succession  of  beds  beginning  at  or  near  the  surface  and  aggregatii^ 
many  feet  in  depth.  The  beds  are  regarded  as  of  Carboniferous 
age.  The  followii^  section  shows  the  number  and  thickness  of  the 
beds  thus  far  discovered: 

Feet. 

Earth  stripping 20 

Gypsum 8 

Soft  shale,  slate i 

Gypsum 12 

Shale  or  clay  slate 7 

Gypsum 6} 

do 81 

Slate,  shale 3  J 

Gypsum 13  J 

Shale  or  clay  slate ij 

Gypsum gj 

Shale,  day  slate 8 

Total 98 

In  Kansas  are  notable  deposits  of  gypsum  associated  with  rocks 
regarded  by  Haworth'  as  of  Permian  age.  The  most  important 
beds  so  far  as  now  known  are  in  Marshall  and  Barber  counties. 
Southwest  of  Medicine  Lodge  in  the  last-named  county  the  material 
occurs  in  beds  from  ao  to  30  feet  in  thickness  and  covering  many 
square  miles  of  territory. 

West  of  the  front  range  of  the  Rocky  Mountains  are  many  impor- 
tant beds  of  gypsum,  but  which  have  as  yet  been  but  little  exploited 

'  Stones  for  Building  uid  Decoration,  ad  ed^  1897,  p.  76. 
>  Mineral  Resources  of  K »»«««,  1S97. 
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owing  to  cost  of  transportation,  there  being  but  little  local  demand. 
These  beds  so  far  as  yet  worked  are  mostly  of  more  recent  origin 
than  those  in  the  eastern  United  States,  many  being  of  Tertiary  or 
even  Quartemary  Age. 

Near  Fillmore,  Utah,  are  deposits  of  gypseous  sand  formed  by  the 
winds  blowing  up  from  the  dry  beds  of  playa  lakes  the  minute  crys- 
tals deposited  by  evaporation.  The  material  thus  blown  together 
forms  veritable  dunes  from  which  the  material  may  be  obtained  by 
merely  shoveling.  Prof.  I.  C.  Russell  has  estimated  these  dunes  to 
contain  not  less  than  450,000  tons  of  gypsum. 

Important  deposits  of  gypsum  also  occur  in  Colorado,  South 
Dakota,  Wyoming,  California,  New  Mexico,  and  Texas. 

Gypsum  is  a  very  abundant  mineral  in  New  Brunswick,  the 
deposits  being  numerous,  large,  and  in  genera!  of  great  purity.  They 
occur  in  all  parts  of  the  Lower  Caiboniferous  district  in  Kings, 
Albert,  Westmoreland,  and  Victoria,  especially  in  the  vicinity  of 
Sussex,  in  Upham,  on  the  North  River  in  Westmoreland,  at  Martin 
Head  on  the  bay  shore,  on  the  Tobique  River  in  cliffs  over  100  feet 
high,  and  about  the  Albert  Mines.  At  the  last-named  locality  the 
mineral  has  been  extensively  quarried  from  beds  about  60  feet  in 
thickness,  and  calcined  in  large  works  at  Hillsborough.* 

The  mineral  is  usually  met  with  in  very  irregular  masses,  asso- 
ciated with  red  marls,  sandstones,  and  limestones,  and  varies  much 
in  character.  At  Hillsborough,  in  the  quarries  being  worked,  ten  (o 
fifteen  years  ago  there  was  exposed  a  total  head  of  rock  from  90 
to  100  feet,  of  which  about  70  feet,  forming  the  upper  portion,  con- 
sist mostly  of  "  soft  plaster  "  or  true  gypsum,  which  rests  on  beds  of 
hard  plaster  or  anhydrite  of  unknown  depth.  At  the  same  point  con- 
siderable masses  of  very  beautiful  snow-white  gypsum  or  alabaster 
are  also  met  with,  associated  with  the  varieties  named  above,  but 
comparatively  little  selenite,  while  at  Petitcodiac,  where  the  deposit 
has  a  breadth  of  about  40  rods  and  a  total  length  of  about  i  mile, 
the  whcJe  is  fibrous  and  highly  crystalline  and  traversed  by  a  vein 
of  nearly  pure  selenite,  8  feet  wide,  throi^h  its  entire  extent.  The 
rock  on  the  Tobique  River,  which  rises  in  bluffs  along  the  stream 

*  Dawson's  Acodiui  Geology,  p.  149. 
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some  30  miles  above  its  mouth,  is  mostly  soft,  granular  or  fibrous, 
and  of  a  more  decidedly  reddish  color  than  in  the  other  localities. 

Important  beds  of  gypsum  belonging  to  the  same  geological  hori- 
zon likewise  occur  in  Nova  Scotia,  particularly  at  Wentworth  and 
Montague  in  Hants  County,  at  Oxford,  River  Philip,  Plaster  Cove, 
Wallace  Harbor,  and  Bras  d'Or  Lake,  Cape  Breton.  At  Wentworth 
there  are  stated  to  be  "  cliEEs  of  solid  snowy  gypsum  from  too  to  200 
feet  in  height." 

Qypsum  deposits  occur  in  the  Onondaga  formations  of  Ontario, 
Canada,  and  are  exploited  along  the  Grand  River  between  Cayuga 
and  Paris.  The  mineral  here  occurs  in  lenticular  masses  varying 
from  a  few  yards  to  a  quarter  of  a  mile  in  horizontal  diameter  and 
irom  3  to  7  feet  in  thickness. 

The  foreign  sources  of  gypsum  are  almost  too  numerous  to  men- 
tion. Important  beds  occur  in  Lincolnshire  and  Derbyshire,  Eng- 
land; near  Paris,  France;  in  Spain,  Italy,  Germany,  Austria,  and 
Switzerland.  The  Paris  beds  are  of  Tertiary  Age,  and  the  mineral 
carries  some  10  to  20  per  cent  of  carbonate  of  lime,  together  with 
silica  in  a  soluble  form.  The  presence  of  these  constituents  is  stated 
to  cause  the  plaster  to  set  much  harder,  permitting  it,  therefore,  to 
be  used  for  external  work.  The  Italian  gypsum  is  often  of  great 
purity.  The  finest  alabaster  is  stated  to  come  from  the  Val  di  Maxmo- 
1^0,  near  Castellina. 

Uses. — ^These  have  been  already,  in  part,  noted.  The  principal 
use  of  the  ordinary  massive  varieties  is  for  fertilizers  (land  plaster), 
and  in  the  manufacture  of  plaster  of  Paris,  or  stucco.  The  New 
York  material  is  also  used  in  the  preparation  of  the  so-called  adamant 
cement  for  wall  plaster. 

As  above  noted,  gypsum  is  but  little  used  for  buUding  purposes, 
being  too  soft.  Several  residences,  a  railway  station,  and  other 
minor  structures  are,  however,  stated  to  have  been  built  of  this  stone 
at  Fort  Dodge,  in  Iowa.  The  variety  satin  spar  is  sometimes  used 
for  small  ornamentations,  but  it  is  only  the  snow-white  variety  (ala- 
baster) that  is  of  any  economic  importance  as  an  ornamental  stone. 
The  main  use  of  alabaster  is  for  small  statues,  vases,  fonts,  and  small 
columns;  it  is  too  soft  for  exposed  positions  where  subjected  to 
much  wear.    At  present  there  are  not  kiuiwn  any  deposits  of  ala- 
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baster  within  the  limits  of  the  United  States  which  are  of  sufficient 
purity  and  extent  to  be  of  commercial  value,  A  large  share  of  the 
alabaster  statuettes  now  on  our  markets  are  of  Italian  make  as  well  as 
of  Italian  materials. 

In  preparing  the  gypsum  for  market  the  stone  is  first  broken  in  a 
crusher  into  pieces  of  the  size  of  a  hickory  nut,  after  which  it  is  ground 
between  millstones  (French  buhrstones)  to  a  proper  degree  of  fine- 
ness and  then  put  up  in  b;^  or  barrels,  if  designed  for  land  plaster; 
if  for  stucco  it  is  calcined  after  being  ground.  This  process  is  in 
Michigan  carried  on  in  large  kettles  some  8  feet  in  diameter,  and 
capable  of  holding  about  14  barrels  at  a  charge.  The  powder  is 
heated  until  all  the  included  water  is  driven  off,  being  subjected  to 
constant  stirring  in  the  mean  time,  and  is  then  drawn  oflf  through 
the  bottom  of  the  kettles  and  conveyed  by  carrying  belts  and  spouts 
to  the  packing  room.' 

Under  the  name  of  "terra  alba"  (white  earth)  ground  gypsum 
is  used  as  an  adulterant  in  cheap  paints. 

The  commercial  value  of  gypsum  depends  mainly  on  accessibility 
to  market.  In  1899  the  ground  material  was  quoted  at  J2.00  a 
ton  in  New  York.  In  Michigan  the  average  price  of  crude  material 
has  been  some  $1.25  a  ton,  and  for  calcined  plaster  (plaster  of  Paris) 
$3.00  to  $5.00  a  ton. 


Composition. — Sulphate  of  strontium,  SrSOj,  =  sulphur  trioxide, 
43.6  per  cent;  strontia,  56.4  per  cent.  Hardness,  3  to  3.5;  specific 
gravity,  3-99;  color,  white,  often  bluish,  transparent  to  translucent. 
Differs  from  the  carbonate  (strontianite)  by  being  insoluble  in  acids, 
but  gives  the  characteristic  red  color  to  the  blowpipe  Same. 

According  to  Dana  the  mineral  occurs  usually  associated  with 
limestones  or  sandstones  of  Silurian  or  Devonian,  Jurassic,  and 
other  geological  formations,  occasionally  with  metalliferous  ores.  It 
also  occurs  in  beds  of  rock  salt,  gypsum,  and  clay,  and  is  abundantly 
associated  with  the  sulphur  deposits  of  Sicily.  The  principal  locali- 
ties in  the  United  States  are  in  the  limestones  of  Drummond  Island^ 

'  See  Hineral  Statistics  of  Michigan,  1S81,  for  details  of  plaster  work  of  that  State.  . 
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Lake  Huron;  Put-in-Bay,  Lake  Erie;  Kington,  Ontario,  in  crystal- 
line masses,  and  in  radiating  fibrous  masses  in  the  Laurentian  forma- 
tions about  Renfrew.  Large  crystals  of  a  red  color  are  also  found 
in  Brown  County,  Kansas,  and  at  Lampasas  and  near  Austin, 
Texas.  Near  Belb  Mills,  Blair  County,  Pennsylvania,  the  mineral 
occurs  in  lens-shaped  masses  between  the  bottommost  beds  of  the 
Lower  Heldeiberg  limestone.  On  South  Bass  Island,  in  Put-in- 
Bay,  Lake  Erie,  the  mineral  occurs  frequently  in  the  form  of  beautiful 
crystals  of  all  sizes  up  to  loo  pounds  in  weight,  transparent  to  trans- 
lucent, and  sometimes  of  a  fine  blue  color,  lining  the  walls  and  floor 
of  limestone  caverns. 

Uses. — Celestite  is  used  in  the  preparation  of  nitrate  of  strontia 
employed  in  fireworks,  its  value  for  this  purpose  being  due  to  the 
fine  crimson  color  it  imparts  to  the  flame.  Other  strontium  salts, 
prepared  either  from  celestite  or  strontianite,  are  used  in  refining 
beet  sugar.  Small  quantities  are  utilized  in  medicine.  The  demand 
for  the  material  is  very  small,  and  the  annual  product  in  the  United 
States  limited  to  40  tons  in  1901. 

4.   MIRABILITE  ;  GLAUBER  SALT. 

This  is  a  hydrous  sodium  sulphate,  Na,SO|-|-ioHjO,=sulphur 
trioxide,  24.8  per  cent;  soda,  19.3  per  cent;  water,  55.9  per  cent. 
In  its  pure  state  white,  transparent  to  opaque;  hardness,  1.5  to  3; 
specific  gravity,  1.48.  Readily  soluble  in  water,  taste  cool,  then 
saline  and  bitter. 

Occurrence. — Aside  from  its  occurrence  in  soda  lakes  associated 
with  other  salts  as  described  later  this  sulphate  is  of  common  occur- 
rence as  an  efflorescence  on  limestones,  and  in  protected  places,  as 
in  Mammoth  Cave,  Kentucky,  may  accumulate  in  considerable 
quantities,  though  not  sufficient  to  be  of  economic  value.  Salt  Lake, 
Utah,  contains  a  proportionately  large  amount  of  this  sulphate, 
which  during  the  winter  months  is  precipitated  to  the  bottom,  whence 
it  is  not  infrequently  thrown  upon  the  shore  by  waves. 

According  to  Prof.  J.  E.  Talmage,'  when  the  temperature 
falls  to  a  certain  point,  the  lake  water  assumes  an  opalescent  ap[>ear- 

'  Science,  XIV,  i8Sq,  p.  446. 
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ance  from  the  separatioa  of  the  sulphate.  This  sinks  as  a  crystalline 
precipitate  and  much  is  carried  by  the  waves  upon  the  beach  and 
there  deposited.  Under  favorable  circumstances  the  shores  become 
covered  to  a  depth  of  several  feet  with  crystallized  mirabilite.  The 
substance  must  be  gathered,  if  at  all,  soon  aiter  the  deposit  first 
appears;  as,  if  the  water  once  rises  above  the  critical  temperature, 
the  whole  deposit  is  taken  again  into  solution.  This  change  is  very 
rapid,  a  single  day  being  oftentimes  sufficient  to  effect  the  entire 
disappearance  of  all  the  deposit  within  reach  of  the  waves.  Warned 
by  these  circumstances,  the  collectors  heap  the  substance  on  the 
shores  above  the  lap  of  the  waters,  in  which  situation  it  is  compara- 
tively secure  until  needed.  To  a  slight  depth  the  mirabilite  efflo- 
resces, but  within  the  piles  the  hydrous  crystalline  condition  is  main- 
tained. The  sodium  sulphate  thus  lavishly  supplied  is  of  a  fair  degree 
of  purity,  as  will  be  seen  from  the  following  analyses  of  two  samples 
of  the  crystallized  substance,  taken  from  opposite  shores  of  the  lake: 


Cofutituenu. 

Per  Cent. 

Percent. 

Water 

55-070 
43.060 
0.699 

0.407 
0,015 
0.700 

SS-760 

1 

0,756 

Sodium  sulphate  (Na^O.) 

Sodium  chloride  (NaCI) 

Calcium  sulphate  (CaSO.) 

99.961 

99-757 

Some  14  miles  southwest  of  Laramie,  in  Albany  County,  Wyo- 
ming, there  exist  deposits  of  sulphate  of  soda,  such  as  are  locally 
known  as  "lakes."  The  deposits  in  question  comprise  three  of  these 
lakes  lying  within  a  stone's  throw  of  one  another.  They  have  a 
total  area  of  about  65  acres,  the  local  names  of  the  three  being  the 
Big  Lake,  the  Track  Lake,  and  the  Red  Lake.  Being  the  property 
of  the  Union  Pacific  Railroad  Company,  they  are  generally  known 
as  the  Union  Pacific  Lakes. 

In  these  lakes  the  sulphate  of  soda  occurs  in  two  bodies  or  layers. 
The  lower  part,  constituting  the  great  bulk  of  the  deposit,  is  a  mass 
of  crystab  of  a  faint  greenish  color  mixed  with  a  considerable  amount 
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of  black,  slimy  mud.    It  is  known  as  the  "solid  soda,"  of  which  an 
analysis  is  given  below. 


c»u™u. 

tt- 

^=5sr 

36.00 
0.77 

81.63 
1.64 

^^^\'^::::::::::":::::'. 

MbCL 

38~« 

%-^i 

99.16 

Total  chloride  calculated  as  NaCl  equals  1.16  per  cent.  This,  calculated  on  100 
parU  anhjidious  Na^O,,  equals  3.33  per  cent  NaCl. 

This  soUd  soda  is  stated  to  have  a  depth  of  some  20  or  30  feet. 

Above  the  soUd  soda  occurs  the  superficial  layer  of  pure  white 
crystallized  sulphate  of  soda.  This  is  formed  by  solution  in  water 
of  the  upper  part  of  the  lower  body,  the  crystals  being  deposited  by 
evaporation  or  by  cooling,  or  by  the  two  combined.  A  little  rain  in 
the  spring  and  autumn  furnishes  this  water,  as  do  abo  innumerable 
small,  sluggishly  flowing  springs  present  in  all  the  lakes.  But 
on  account  of  the  dry  air  of  this  arid  region  the  surface  is  generally 
dry,  or  neariy  so,  and  in  midsummer  the  white  clouds  of  efflorescent 
sulphate  that  are  whirled  up  by  the  ever-blowing  winds  of  Wyoming 
can  be  seen  for  miles.  Even  should  there  be  a  little  water  present 
there  is  no  difficulty  in  gathering  the  crystals  by  the  train  load.  The 
spring,  however,  is  the  worst  season  of  the  year,  on  account  of  the 
warm  weather  and  of  the  rains — conditions  unfavorable  to  the 
formation  oi  crystals.  The  layer  of  this  white  sulphate  is  from 
3  to  12  inches  in  thickness.  When  the  crystals  are  removed 
the  part  laid  bare  is  soon  replenished  by  a  new  crop. 

The  following  is  an  analysis  of  the  purest  of  this  white  sulphate 
of  soda,  calculated  upon  an  anhydrous  basis,  that  being  the  con- 
dition, of  course,  in  which  it  would  be  used: 

Na,SO 99.73 

MgCl, 26 

Insoluble. Trace. 

99.99 
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Below  is  given  an  analysis  of  the  water  of  the  Track  lake: 
Density  =  i4j°Tw.  (=1.0725  specific  gravity).    Ten  cubic  centi- 
meters contain : 

Grams.       Per  Cent. 

Na,SO( 0-7563  =  93-23 

CaSO, 0.0146=  1.79 

MgSO, 0.0070=  .85 

MgClg 0.0300  =  3.66 

NajB^O, 0.0121  =  1.47 

Total  solids 0.8200    100.00 

Total  solids  by  evaporation,   0.8240 

One  cubic  foot  of  this  water  contains  10.72  pounds  of  pure  crys- 
tallized sulphate  of  soda.' 

Other  soda  deposits  occur  in  Carbon  and  Natrona  counties,  and 
still  others  are  reported  in  Fremont,  Johnson,  and  Sweetwater 
counties. 

It  has  been  stated  *  that  glauber  salts  has  been  found  on  the 
bottom  of  Bay  of  Kara  Bougas,  an  inlet  of  the  Caspian  Sea,  in 
deposits  sometimes  a  foot  in  thickness. 

5.  OLADBERITE. 
Composition. — Sodium  and  calcium  sulphate.  NajSO^.CaSO^,  «■ 
sulphur  trioxide,  57.6  per  cent;  lime,  20.1  per  cent;  soda,  22.3  per 
cent.  This  is  a  pale  yellow  to  gray  salt,  partially  soluble  in  water 
— cleaving  a  white  residue  of  sulphate  of  lime — and  with  a  slightly 
saline  taste.  On  long  exposure  to  moisture  it  falls  to  pieces,  and 
hence  is  to  be  found  only  in  protected  places  or  arid  areas.  It  occurs 
associated  with  other  sulphates  and  carbonates,  as  with  theoardite 
and  mirabilite  at  Borax  Lake,  in  San  Bernardino  County,  California, 
and  with  halite  in  rock  salt  at  Stassfurt  and  other  European  locali- 
ties. 

6.    THENARDITE. 

Composition. — ^Anhydrous  sodium  sulphate.  NajSOjj^'sulphur 
trioxide,  43.7  per  cent;  soda,  56.3  per  cent.    Color  when  pure,  white, 

'  Jounml  of  the  Franklin  Institute,  CXXXV,  1893,  pp.  53,  54,  56. 
'  Engineering  and  Mining  Jourtial,  LXV,  1898,  p.  310. 
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translucent  to  transparent;  hardness,  2  to  3;  specific  gravity,  2.68; 
brittle.  In  cruciform  twins  or  short  prismatic  forms  roughly  striated. 
Readily  soluble  in  water.  Is  found  in  various  arid  countries,  as  on 
the  Rio  Verde  in  Arizona,  at  Borax  Lake,  California,  and  Rhodes 
Marsh  in  Nevada,  associated  with  other  salts  of  sodium  and  boron. 

7.  EPSOHITE}  EPSOU  SALTS. 

Composition. — Sulphate  of  magnesia  MgS0,+  7H,0,  =  sulphur 
trioxide,  32.5  per  cent;  magnesia,  16.3  per  cent;  water,  51.2  per 
cent. 

This  is  a  soft  white  or  colorless  mineral  readily  soluble  in  water 
and  with  a  bitter  saline  taste.  It  is  a  constant  ingredient  of  sea 
water  and  of  most  mineral  waters  as  well.  Being  readily  soluble  it 
is  rarely  met  with  in  nature  except  as  an  efflorescence  in  mines  and 
caves.  In  the  dry  parts  of  the  limestone  caverns  of  Kentucky,  Ten- 
nessee, and  Indiana  it  occurs  in  the  form  of  straight  acicular  needles 
in  the  dirt  of  the  floor,  and  in  peculiar  recurved  fibrous  and  columnar 
forms  or  in  loose  snow-white  masses  on  the  roofs  and  walls.  In  all 
these  cases  it  is  doubtless  a  product  of  sulphuric  acid  set  free  from 
decomposing  pyrites  combining  with  the  magnesia  of  the  limestone. 
It  is  stated  that  at  the  so-called  "alum  cave"  in  Sevier  County, 
Tennessee,  masses  of  epsomite,  very  pure  and  nearly  a  cubic  foot 
in  volume  have  been  obtained.  The  material  in  all  these  cases  is  of 
little  value,  the  chief  source  of  the  commercial  supply  being  that 
obtained  as  a  by-product  during  the  manufacture  by  evaporation 
of  common  salt  (sodium  chloride). 

In  Albany  County,  Wyoming,  are  several  lakes,  the  largest  of 
which  has  an  area  of  but  some  90  acres,  in  which  deposits  of  epsom 
salts  are  formed  on  a  very  lai^e  scale,  but  which  are  of  little  com- 
mercial value,  owing  to  cost  of  transportation.  The  material  forms 
compact,  almost  snow-white  aggregates  of  small  acicular  crystals 
of  a  high  degree  of  purity. 

According  to  Prof.  W.  C.  Knight,'  the  deposits  are  situated  upon 
a  high  plateau  about  three  miles  north  of  Rock  Creek,  and  lie  in  a 
huge,  undrained  depression  that  is  deepest  at  its  southern  end,  where 

and  Mining  Journal,  Februaiy  14,  1903. 
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it  is  about  two  miles  wide  and  lies  a  hundred  feet  or  more  below 
the  level  of  the  surrounding  country.  From  this  deepest  portion  a 
rather  broad,  shallow  valley  extends  to  the  northwest  for  several 
miles  and  contains  numerous  small  and  a  few  larger  deposits  of  sodium 
and  magnesium  salts  which  have  for  a  long  time  been  tributary  to 
the  large  epsomite  deposit  of  about  90  acres  in  extent  occupying 
the  lowest  basin. 

The  deposits  are  often  covered  with  water  in  early  spring  or 
after  a  hard  storm,  but  this  soon  evaporates  and  leaves  them  solid 
epsomite  or  an  accumulation  of  mud,  sand,  and  epsomite,  the  depth 
of  which  has  been  found  by  digging  to  exceed  ten  feet. 

Knight  regards  the  salts  as  having  been  derived  from  the  decom- 
posing Triassic  or  Permian  red  sandstones  which  prevail  in  the 
vicinity,  the  material  having  been  leached  out  and  transported  by 
water.  Both  epsomite  and  mirabilite  occur  in  the  rocks  and  are 
separated  from  one  another  by  a  natural  method  of  differential 
crystallization,  the  epsomite  being  more  soluble,  remaining  longest 
in  solution  and  being  laid  down  at  a  greater  distance  from  the  original 
source. 

The  composition  of  the  deposits  is  shown  in  the  accompanying 
analyses  by  Dr.  Slosson  of  the  University  of  Wyoming,  No.  i  being 
taken  from  near  the  head  of  the  gulch,  and  No.  6  from  the  large 
deposit  at  the  greatest  distance  from  the  source,  the  others  from 
intermediate  points: 


No.  I. 

No.  1. 

No.  3. 

No.  4- 

No.s. 

No.  6. 

4.26 

»i3 

.IS 

50.16 

39.18 
1. 00 
S9-&> 

'51; 

70.11 

cJ?.:.:::::;::;: 

8.   POLYHALITE.      9.   EAINtTE.      10.   EIESERITE. 

For  description  of  these  minerak  see  under  Halite,  p.  5a 


Under  this  head  are  included  a  variety  of  minerals  consisting 
essentially  of  hydrous  sulphates  of  aluminum  or  iron,  with  or  with- 
out the  alkalies,  and  which  are  not  always  readily  distinguished 
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from  one  another  but  by  quantitative  analyses.  The  principal  varie- 
ties are  kalinite,  tschermigite,  mendozite,  pickeringite,  apjohnite, 
halotrichite,  and  alunogen.  Aluminite  and  alunite  are  closely 
rdated  chemical  compounds,  but  differ  in  hardness  and  general 
physical  qualities  and  in  being  insoluble  except  in  acids. 

Although  possible  sources  of  alum,  none  of  these  minerals  have 
been  to  any  ejrtent  utilized  in  the  United  States,  owing  to  a  lack 
of  quantity  or  inaccessibility,  the  main  source  of  the  alum  of  commerce 
being  cryolite,  bauxite,  and  clay,  as  elsewhere  noted. 

Kalinite  is  a  native  potash  alum;  composition  K,SO,.AI,(SOJ,+ 
34H,0,  =  sulphur  trioxide,  33.7  per  cent;  alumina,  10.8  per  cent; 
potash,  9.9  per  cent;  water,  45.6  per  cent,  or,  otherwise  expressed, 
potassium  sulphate,  18.1  per  cent;  aluminum  sulphate,  36.3  per 
cent;  water,  45.6  per  cent.  Hardness,  2  to  2.5;  specific  gravity, 
1.75.  This  in  its  pure  state  is  a  colorless  or  white  transparent 
mineral,  crystallizing  in  the  isometric  system,  readily  soluble  in 
water,  and  characterized  by  a  strong  astringent  taste.  In  nature 
it  occurs  as  a  volcanic  sublimation  product,  or  as  a  secondary  mineral 
due  to  the  reaction  of  sulphuric  acid  set  free  by  decomposing  iron 
pyrites  upon  aluminous  shales.  Its  common  mode  of  occurrence  is, 
therefore,  in  volcanic  vents  or  as  an  efflorescence  upon  pyritiferous 
and  aluminous  rocks.  Being  so  readily  soluble,  it  is  to  be  found  in 
appreciable  amounts  in  humid  regions  only  where  protected  from 
the  rains,  as  in  caves  and  other  sheltered  places.  So  far  as  known 
to  the  author,  the  mineral  is  nowhere  found  native  in  such  quantities 
as  to  have  any  great  commercial  value. 

T8Clieniii|;ite  is  an  ammonia  alum  of  the  composition 
(NH,)^04.A1,(S0,),+  24H,0,  =  aluminum  sulphate,  37.7  per  cent; 
ammonium  sulphate,  14.6  per  cent ;  water,  47.7  per  cent.  So  far  as 
reported  this  salt  has  been  found  only  at  Tschermig  and  in  a 
mine  near  Dux,  Bohemia.  It  is  obtained  artificially  from  the 
waste  of  gas  works.  Uendozlte  is  a  soda  alum  of  the  composition 
Na^04.Al,(SO,),+  34H,0,-sodiumsulphate,  15.5  percent;  alumin- 
um sulphate,  37.3  per  cent ;  water,  47.3  per  cent.  The  mineral  closely 
resembles  ordinary  alum,  and  has  been  reported  from  Mendoza,  in 

'  Bulletin  No.  14.  October,  1893,  Wyoming  Experiment  Station. 
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the  Argentine  Republic,  hence  the  name.  Plckeringite  is  a  mag- 
nesium alum  of  the  composition  MgS04.Al,(S04),+  22H,0, —alu- 
minum sulphate,  39.9  per  cent;  ma^esium  sulphate,  14  per  cent; 
water,  46.1  per  cent.  The  mineral  is  of  a  white,  yellowish,  or 
sometimes  faintly  reddish  color,  of  a  bitter,  astringent  taste,  and  occuis 
in  acicular  crystals  or  fibrous  masses.  Halotrlchite  has  the  composi- 
tion FeSO,.Al,(SO,),+  24H,0,— aluminum  sulphate,  36.9  per  cent; 
ferrous  sulphate,  16.4  per  cent;  water,  46.7  per  cent.  The  mineral 
is  of  a  white  or  yellowish  cobr,  and  of  a  silky,  fibrous  structure, 
hence  the  name  from  the  Greek  word  aXs,  salt,  and  ^piS,  a  hair. 
Apjohnite  has  the  formula  MnS04.Al,(SO«),+  24HaO,=manganese 
sulphate,  16.3  per  cent;  aluminum  sulphate,  37  percent;  water,  46.7 
per  cent.  It  occurs  in  silky  or  asbestifonn  masses  of  a  white  or  yel- 
lowish color,  and  tastes  like  ordinary  alum.  It  has  been  found  in 
considerable  quantities  in  the  so-called  "Alum  cave"  of  Sevier 
County,  Tennessee.     According  to  Safford;' 

"This  is  an  open  place  under  a  shelving  rock.  .  .  .  The  slates 
around  and  above  this  contain  much  pyrites,  in  fine  particles  and 
even  in  rough  layers.  .  .  .  The  salts  are  formed  above  and  are 
brought  down  by  trickling  streams  of  water.  .  .  .  Fine  cabinet 
specimens  could  be  obtained,  white  and  pure,  a  cubic  foot  in 
volume." 

Dana  states  that  the  cave  is  situated  at  the  headwaters  of  the 
Little  Pigeon,  a  tributary  of  the  Tennessee  River,  and  that  it  is  prop- 
erly an  overhanging  cliff  8c  or  100  feet  high  and  300  feet  long,  under 
which  the  alum  has  collected.  It  occurs,  according  to  this  authority, 
in  masses,  showing  in  the  cavities  fine  transparent  needles  with  a 
silky'  luster,  of  a  white  or  faint  rose  tinge,  pale  green  or  yellow. 
Epsomite  and  melanterite  occur  with  it.  AltUK^en  has  the  compo- 
sition Al,(S04),-J-i8H,0,-sulphur  trioxide,  36  per  cent;  alumina, 
15.3  per  cent;  water,  48.7  per  cent;  hardness,  1.5  to  2;  specific 
gravity,  1.6  to  1.8.  This  is  a  soft  white  mineral  of  a  vitreous  or 
silky  luster,  soluble  in  water,  and  with  a  taste  like  that  of  the  common 
alum  of  the  drug  stores.  It  occurs  in  nature  both  as  a  product 
of  subtimation  in  volcanic  regions,  and  as  a  decomposition  product 

'  Geology  of  Tenneuee,  1S69,  p.  197. 
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from  iron  pyrites  (iron  disulphide)  in  the  presence  of  aluminous 
shales.  So  far  as  the  present  writer  is  aware,  the  native  product 
has  no  commercial  value,  being  found  (on  account  of  its  ready 
solubility)  in  too  sparing  quantities  in  the  humid  East,  while  the 
known  deposits  in  the  arid  regions  are  remote  and  practically  inac- 
cessible. A  white,  fibrous  variety  is  stated  by  Dana  to  occur  in  large 
quantities  at  Smoky  Mountain,  in  North  Carolina,  and  large  quan- 
tities of  an  impure  variety,  often  of  a  yellowish  cast,  are  found  in 
Grant  County,  on  the  Gila  River,  about  40  miles  north  of  Silver 
City,  New  Mexico.  The  mineral  is  also  found  in  Crooke  and 
Fremont  counties,  Wyoming;  in  Schemnitz,  Hungary,  and  in  Japan. 
According  to  W.  P.,  Blake,'  the  Gila  River  deposit  occurs  in  a 
region  of  about  one-half  mile  square  occupied  mainly  by  volcanic 
beds  lying  neariy  horizontally.  Extensive  solfataric  action,  or  pos- 
sibly decomposition  of  disseminated  pyrite,  have  resulted  in  the 
production  of  deposits  of  the  aluminous  sulphate  in  the  form  of  a 
crust  upon  the  outer  portions  of  the  rocks,  attended  by  the  deposition 
of  siliceous  crusts  and  the  separation  of  ferric  sulphate,  while  the 
rocks  traversed  by  the  solutions  have  been  deprived,  in  part  at  least, 
of  their  silica  and  alkalies,  with  the  formation  of  bauxite.  The 
alunogen  is  usually  bluish  white,  granular,  but  non-crystalline. 

Material  from  this  locality,  analyzed  in  the  laboratories  of  the 
United  States  Geological  Survey,  yielded  results  as  below: ' 

Alumina  (A1,0,) IS-S^ 

Sulphur  trioxide  (SO|) 34-43 

Water  (HjO) 42.56 

Insoluble  residue. 7.62 

Total roo.13 

An  asbestiform  halotrichite  from  the  same  locality  yielded: 

Alumina  {Al,Oj) 7.27 

Iron  protoxide  (FeO) *3-59 

Sulphur  trioxide  (SO^ 37-19 

Water, 40.63 

Insoluble  residue 0.50 


Total.. 


99.17 


*  Transactions  of  ttieAmeiicaD  Institute  of  Mining  Engiiiwrs,  XXIV,  1S94,  p.  573.. 

*  Amrrican  JotirniU  of  Sdeuce,  XXVIII,  1884,  p.  34. 
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In  New  South  Wales  aluoogen  is  commonly  met  with  as  an  efflo- 
rescence in  caves  and  under  sheltered  ledges  of  the  Coal  Measure 
sandstone,  usually  with  epsomite,  as  at  Dabee,  County  Phillip; 
Wallerawang  and  Mudgee  road,  County  Cook;  the  mouth  of  the 
Shoalhaven  River,  and  other  places.  It  is  also  found  in  the  crevices 
of  a  blue  slate  at  Alum  Creek,  and  at  the  Gibraltar  Rock,  County 
Argyle,  and  occurs  as  a  deposit,  with  various  other  salts,  from  vol- 
canic vents  at  Mount  Wingen,  County  Brisbane,  together  with 
native  sulphur  in  small  quantities;  and  at  Appin,  Bulli,  and  Pitt 
Water,  County  Cumberland;  CuUen  BuUen,  in  the  Turon  district, 
County  Roxburgh;  Tarcutta,  County  Wynyard;  Manero;  Wingello 
Siding,  and  Capertee. 

A  specimen  in  the  form  of  fibrous  masses,  made  up  of  long,  acicular 
crystals  of  a  while,  silky  luster,  like  satin  spar,  found  as  an  efflores- 
cence in  a  sandstone  cave  near  Wallerawang,  was  fotmd  to  have  the 
following  composition: 

Water 47-58s 

Matter  insoluble  in  water 1-079 

Alumina 15.198 

Sulphuric  acid 34-635 

Soda 931 

Potash 337 

Loss 235 

Total 100.000 

Alamillite. — Aluminite  is  a  dull,  lusterless,  earthy  aluminum  sul- 
phate of  the  composition  indicatedb  y  the  formula  Al,0,.S0i,9H,0, 
=  sulphur  trioxide,  23.3  per  cent;  alumina,  29.6  per  cent;  water, 
47.1  per  cent.  It  is  soluble  only  in  acids,  white  in  color,  opaque, 
and  occurs  mainly  in  beds  of  Tertiaiy  and  more  recent  clays. 

Alunite.— Composition  K,0.3Al,O..4S0„6H,O,  =  sulphur  triox- 
ide, 38.6  per  cent;  alumina,  37.0  per  cent;  potash,  11.4  per  cent; 
water,  13.0  per  cent.  Hardness,  3.5  to  4;  specific  gravity,  2.58  to  2.75. 
This  mineral  occurs  native  in  the  form  of  a  fibrous,  or  compact, 
finely  granular  rock  of  a  dull  luster  somewhat  resembling  certain 
varieties  of  aluminous  limestones.  It  is  infusible,  and  soluble  only 
in  sulphuric  acid.  The  more  compact  varieties  are  so  hard  and 
tough  as  to  be  used  for  millstones  in  Hungary.    No  deposits  of  such 
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extent  as  to  be  of  economic  importance  are  known  within  the  limits 
of  the  United  States.  Alunite  as  an  alteration  product  of-  rhyolite 
has  been  described  by  Whitman  Cross  '  as  occurring  at  the  Rosita 
Hills  in  Colorado,  the  alteration  being  brought  about  through  the 
inBuence  of  sulphurous  vapors  incident  to  the  volcanic  outbursts. 
The  altered  rhyolite  as  shown  by  analyses  had  the  following  compo- 
sition: Silica,  65.94  per  cent;  alumina,  12.95  per  cent;  potash,  3.32 
percent;  soda,  i.i9per  cent;  sulphurtrioxide,  i2.47percent;  water, 
4.47  per  cent;  FcjO^  etc.,  0.55  per  cent.  This  indicates  that  the 
rock  is  made  up  of  alunite  and  quartz,  in  the  proportion  of  about 
one-third  of  the  former  to  two-thirds  of  the  latter.  The  most  noted 
occurrences  of  alunite  are  at  Tolfa,  near  Rome;  Montioni,  in  Tus- 
cany, Italy;  Musaz,  in  Hungary;  on  the  islands  of  Milo,  Argentiera, 
and  Nevis,  in  the  Grecian  Archipelago;  Mount  Dor^,  in  France,  and 
at  Bulledelah,  in  New  South  Wales.  At  the  last-named  locality  the 
mineral  occurs  in  compact,  micro-crystalline  forms  of  a  slight  flesh- 
pink  tint,  in  a  large  deposit  forming  the  summit  of  a  ridge  about 
three-fourths  of  a  mile  long  by  one-half  a  mile  wide,  and  rising  about 
1,000  feet  above  the  level  of  Lyall  Creek,  on  which  it  is  situated. 
Viewed  from  the  creek  it  presents  a  massive  outcrop  resembling 
limestone.  It  yields  from  60  to  80  per  cent  of  alum  upon  roasting, 
lixiviating,  and  evaporating.' 

Alunite  from  the  mines  at  Tolfa  varies  considerably  in  composi- 
lion.  The- crystallized  variety  contains  about  32  per  cent  alumina, 
whereas  the  cruder  specimens  which  contain  a  large  quantity  of  silica 
have  only  about  17.5  per  cent.  The  following  is  an  analysis  of  an 
average  sample:" 

Alumina 27.60 

Sulphuric  acid 29.74 

Potash 7.55 

Water 11.20 

Iron 1.20 

Silica. 22.71 

Total 100.00 

'  American  Journal  oE  Science,  XLI,  1S91,  p.  468. 

'Catnlopieof  New  Soulh  Wales  Exhihiti),  World's  Columbian  t^xpositEoD,  Chicago 
893,  Dept.  E,  p.  358. 

•Journal  of  the  Sociely  oE  Chemical  Industry,  I,  i83a,  p.  501. 
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Alum  Slate  or  Slialc  is  a  name  given  to  fine-grained  arena* 
ceous  rocks  of  variable  composition,  but  consisting  essentially  of 
siliceous  and  feldspathic  sands  and  clays  with  disseminated  iron 
pyrites.  The  following  analyses  from  Bischof  s  Chemical  Geology 
will  serve  to  show  their  varyir^  nature: 


I. 

II. 

IIL 

14-07 
1-05 

■t,'! 
■■34 

!l 

Undrt. 

7;-4o 
10-45 

50-13 

"0-73 

J.27 

■40 

IJ90 

S.08 

Undct. 

PoJSr 

7-53 
S5-04 

Carbon  and  w»ter. 

(I)  An  khun  ilntc  from  Opdoe,  near  Christianui,  Norwajr,  (II)  from  Bomholm, 
and  (m)  from  Ganwdorf,  near  Saalfeld,  Prussia. 

Concemii^  No.  lU  it  b  stated  that  on  the  roof  of  the  adit,  driven 
into  the  slate,  there  are  almost  everywhere  yellow  or  white  opaque 
stalactites,  and  more  rarely  a  green  transparent  deposit  is  produced. 
Both  consist  of  hydrated  basic  sulphate  of  alumina  and  peroxide  of 
iron.  In  the  former,  iron  predominates;  in  the  latter,  alumina. 
Both  substances  are  quite  insoluble  in  water. 

From  shales  and  slates  of  this  type  the  alum  is  obtained  by 
allowing  the  crushed  material  to  undergo  prolonged  weathering  or 
a  roasting  process.  The  essential  part  of  the  reaction  consists  in 
oxidizing  the  bisulphide  to  the  condition  of  a  sulphate  and  finally 
into  iron  sesquioxide,  with  separation  of  free  sulphuric  add,  which 
attacks  the  alumina,  forming  an  equivalent  quantity  of  sulphate  of 
aluminum.  So  far  as  is  known  this  process  is  not  now  carried  on 
in  the  United  States. 

The  alum  shale  of  the  English  Upper  Liaasic  formation  consists 
of  hard  blue  shale  with  cement  stones.  On  exposure  to  the  air  it 
gradually  becomes  incrusted  with  sulphur,  and  occasionally  with 
alum. 

In  composition  the  alum  shale  is  as  follows : 
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ItoQ  sulphide. -   8.50 

Silica. 51.16 

Iron  protoxide 6.11 

Alumina. 18.30 

Lime 2.15 

Magnesia 0.90 

Sulphuric  acid 3.50 

Potadi Trace. 

Soda. Trace. 

Carbon 8.29 

Water 2.00 

TotaL 99.91 

From  this  shale  potash-alum  was  formerly  made  near  Whitl^ 
and  Redcar,  the  aluminum  sulphate  being  extracted  from  the  shale, 
and  the  potash-salt  being  added.  The  trade  which  since  the  days 
of  Queen  Elizabeth  has  been  largely  carried  on,  has  now  almost 
passed  away,  as  alum  is  now  manufactured  in  other  places  from  coal 
shale.  Alum  works  formerly  existed  at  the  Peak,  Robin  Hood's 
Bay,  Stow  Brow,  Sandsend,  Kettleness,  Lofthouse  (Loftus),  Os- 
motherty,  etc' 


Xm.    HYDROCARBON  COMPOUNDS. 

Under  the  name  hydrocarbon  com[>ounds  are  included  a  varieQr 
of  substances  differing  at  times  widely  in  physical  properties  and 
in  the  proportional  amounts  of  their  main  constituents,  but  alike  in 
being  composed  essentially  of  carbon  and  hydrogen.  None  of  the 
series  crystallize  in  nature,  and  as  a  rule  the  chemical  compositioii 
is  so  variable  as  to  render  futile  all  attempts  at  classification  on  a 
mineralogicai  basis.  In  practice  it  is  customary  to  divide  them 
into  two  main  groups,  (i)  The  Coal  Series,  (2)  The  Bitumen 
Series. 

*  Geology  of  EngUnd  and  Wales,  p.  379. 
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1.  THE  COAL  SEBIES. 


Here  are  included  a  variety  of  more  or  less  oxidized  hydrocaibons, 
differing  considerably  in  their  physical  properties  and  in  chemical 
composition,  but  alike  in  that  they  have  originated  through  the 
accumulation  and  decomposition  of  plant  d^ris  largely  out  of 
reach  of  the  oxidizing  influence  of  the  air.  As  to  the  method  of  this 
accumulation  there  has  from  time  to  time  been  more  or  less  discussion. 
By  many  the  coal  beds  are  r^arded  as  having  resuhed  from  the 
gradual  accumulation,  in  place,  of  organic  matter  growing  on  gradu- 
ally subsiding  marshes,  or  marshes  and  swamps  subject  to  periodic 
overflow,  the  material  itself  being  largely  in  the  nature  of  sphagnous 
masses.  By  others  it  is  thought  that  the  plant  material  was  first 
transported  by  running  streams  and  laid  down  on  the  bottoms  of 
deltas  and  lagoons ;  that  the  coal  beds  are,  in  short,  as  true  sedimen- 
tary deposits  as  the  shales  and  sandstones  with  which  they  are 
associated.  This  last  view  would  seemingly  best  account  for  the 
constant  interlamination  of  the  coaly  and  sandy  or  clayey  material 
and  the  marked  stratification  of  the  coal  itself.  Moreover,  it  would 
explain  the  almost  complete^  structureless  nature  of  many  coals, 
since  calcium  sulphate,  one  of  the  constituents  of  sea  water,  tends 
to  decompose  organic  matter,  reducing  it  to  a  pulp-like  and  at  times 
almost  mucilaginous  condition. 

According  to  the  amount  of  change  that  has  taken  place  in  the 
original  plant  material,  the  amount  of  volatile  matter  still  retained 
by  it,  its  hardness  and  burning  qualities,  several  varieties  of  coal 
are  recognized,  which  are  described  somewhat  in  detail  below.  The 
ger-ral  subject,  it  may  be  said,  is  far  too  large  to  be  satisfactorily 
disposed  of  here,  and  the  reader  is  referred  to  the  special  works 
noted  in  the  bibliography. 

Peat. — This  name  is  given  to  a  material  resulting  from  the  accu- 
mulation of  sphagnous  mosses  in  bogs,  and  which  has,  as  a  rule,  under- 
gone so  shght  modification  that  the  plant  fibers  are  still  readily 
recognizable,  though  where  the  beds  have  reached  a  considerable 
thickness  the  lower  portion  may  be  reduced  to  a  dense  brownish- 
black  mass  somewhat  resembling  true  coal.     These  deposits  as  exist- 
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ing  to-day  are  all  of  recent  origin,  and  to  be  found  only  in  humid 
and  temperate  or  north  temperate  climates.  They  are  developed 
to  an  enormous  extent  in  Ireland,  where  they  average,  in  some  cases, 
twenty 'five  feet  in  thickness.  They  are  also  abundant  on  the  conti- 
nent of  Europe  and  throughout  the  northern  and  eastern  United 
States.  In  Ireland  and  on  the  Continent  the  nrnterial  has  been 
extensively  used  as  fuel,  in  the  first-named  country  largely  in  its 
native  state,  but  in  Germany  after  being  made  up  into  briquettes.' 
Cheapness  of  wood  and  coal  in  America  has  until  recently  caused 
peat  to  be  laj^ely  disregarded,  but  recent  events  have  turned  attention 
toward  it  once  more,  and  it  seems  probable  that  within  the  next 
few  years  numerous  plants  will  be  established  for  converting  the 
crude  material  into  a  satisfactory  form  for  fuel. 

In  America  the  chief  useof  the  material  has  thus  far  been  as  a 
fertilizer,  a  material  for  mulching.  An  impure  variety  containing 
a  considerable  quantity  of  silicious  sand,  and  locally  known  as 
"muck,"  is  thus  used  throughout  New  England. 

According  to  J.  E.  Kehl,  United  States  consul  at  Stettin,  Germany, 
the  manufacture  of  peat  briquettes  in  that  country  is  Ukdy  to  become 
an  industry  of  some  importance.  The  peat  fresh  from  the  moor 
is  cut  and  ground  qilite  finely  by  machinery,  dried  by  steam,  and 
pressed  into  the  desired  form.  The  material  thus  prepared  is  said 
to  be  clean  to  handle,  gives  a  good  heat,  and  bums  satisfactorily 
in  both  stoves  and  open  grates.  The  peat  briquettes  retail  at  the  rate 
of  8  for  a  cent,  American  money.' 


'  A  new  method  at  making  charcoHl  from  peat  has  been  patented  in  England  by 
Mr.  Blimdell  and  is  to  be  tried  in  Italy,  where  there  are  large  deposits  of  peat  which 
can,  it  is  claimed,  be  handled  very  cheaply.  In  this  process  the  peat  is  first  reduced 
to  a  fine  paste  and  leaves  the  machine  in  a  continuous  thick  tube  3  to  5  Inches  in 
diameter,  and  is  then  cut  off  in  sticks  and  dried  for  three  days  on  wooden  supports 
and  for  a  longer  period  in  the  air  on  wire  netting.  After  twenty-five  days  the  sticks 
become  dty  and  hard  and  may  be  bumed  as  fuel;  but  it  is  more  profitable  lo  convert 
these  sticlu  into  charcoal,  ThU  is  accomplished  in  sU  hours  in  a  retort,  and  3  tons 
of  peat  make  i  ton  ol  charcoal. — Engineering  and  Mining  Journal,  LXV,  February  »6, 
1898,  p.  248. 

-  tJnited  States  Consular  Reports,  January,  1899,  p.  99. 
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Below  are  given  the  results  of  analyses  on  samples  of  peat  from 
Prince  Edward's  Island.' 


Conidtuniu. 

Hydro- 

Combusti- 
ble U.t(er 

t^'^. 

Aih. 

Champlainpeat 

Hodfjespeat 

Indian  IsWDd  peat... 
Blu:k  Bank  peat.... 

im6 
17.06 

an 

59.60 
50-795 
41-195 
53-^ 

.5-a6 

7.71 

lignite  or  Brown  Coal. — This  name  is  given  to  a  brownish- 
black  variety  of  coal  characterized  by  a  brilliant  luster,  condtoidal 
fracture,  and  brown  streak.  Such  contain  from  55  to  65  per  cent  of 
carbon,  and  bum  easily,  with  a  smoky  flame,  but  are  inferior  to  the 
true  coals  for  heating  purposes.  They  are  also  objectionable  on 
account  of  the  soot  they  create,  and  their  rapid  disintegration  and 
general  deterioration  when  exposed  to  the  air.  They  occur  in  beds 
under  conditions  similar  to  the  true  coals,  but  are  of  more  recent 
origin.  The  lignitic  coals  of  the  regions  of  the  United  States  west 
of  the  Mississippi  River  are  mainly  of  Laramie  age,  and  often  show 
easUy  recognizable  traces  of  their  oi^anic  origin,  such  as  compressed 
and  flattened  stems  and  trunks  of  trees  with  traces  of  woody 
fiber. 

Jet  is  a  resinous,  coal-black  variety  of  lignite  sufficiently  dense  to 
be  carved  into  small  ornaments.  According  to  Professor  Phillips, 
it  is  simply  a  coniferous  wood,  and  still  shows  the  characteristic 
structure  under  the  microscope.  It  has  been  known  since  eariy 
British  times,  having  at  first  been  found  on  the  seashore  at  Whitby 
and  other  places.  The  largest  piece  on  record  was  obtained  from 
the  North  Bats,  near  Whitby.  It  weighed  some  5,180  pounds  and 
was  valued  at  about  $1,^50.  The  material  is  now'  regulariy  mined 
both  in  the  cliffs  and  inland,  and  is  one  of  the  most  valuable  prod- 
ucts of  the  Yorkshire  coast.' 


'  Report  on  the  Geolo^ca]  Stnicture  and  Mineral  Rewurcei  of  Prince  Ediwd'i 
Island,  1871, 

'  Geologj  of  England  and  Wales,  p.  17S. 
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Bitttmlnotts  Coals. — Under  this  name  are  included  a  series  of 
compact  and  brittle  products  in  which  no  traces  of  organic  remains 
are  to  be  seen  on  casual  inspection,  but  which  under  the  microscope 
often  show  traces  of  woody  fiber,  spores  of  lycopods,  etc.  These 
coals  are  usually  of  a  brown  to  black  color,  with  a  brown  or  gray* 
brown  streak,  breaking  with  a  cubical  or  conchoidal  fracture,  and 
burning  readily  with  a  yellow,  smoky  flame.  They  contain  from  35 
to  75  per  cent  of  fixed  carbon,  18  to  60  per  cent  of  volatile  matter, 
from  2  to  20  per  cent  of  water,  and  only  too  frequently  show  traces 
of  sulphur,  due  to  included  iron  pyrites.  Several  varieties  of  bitu- 
minous coals  are  recognized,  the  distinctions  being  based  upon  their 
manner  of  burning.  Coking  coals  are  so  called  from  the  facility  with 
which  they  may  be  made  to  yield  coke.  Such  give  a  yellow  fiame  in 
burning  and  make  a  hot  fire.  Other  varieties  of  apparently  the  same 
composirion  and  general  physical  properties  can  not  be  made  to  yield 
coke,  and  are  known  as  non-coking  coals.  Cannel  coal  has  a  very 
compact  structure,  breaks  with  a  conchoidal  fracture,  has  a  dull  luster, 
ignites  easily,  and  bums  with  a  yellow  flame.  It  does  not  coke.  Its 
chief  characteristic  is  the  large  amount  of  volatile  matter  given  off 
when  heated,  whereby  it  is  rendered  of  particular  value  for  making 
gas.  Before  the  discoveiy  of  petroleum  it  was  used  for  the  distilla- 
tion of  oils.  Below  is  given  the  composition  of  (I)  a  coking  coal  from 
the  Connellsville  Basin  of  Pennsylvania,  and  (II)  a  cannel  coal  from 
Kanawha  County,  West  Virginia. 


CoMtitBentt. 

r. 

It. 

»5^s 

57-754 
9-895 
1-339 

S8.00 
23.50 
18.50 

99-978 

.00.00 

Anthracite  Coal. — ^This  is  a  deep-black,  lustrous,  hard  and 
brittle  variety,  and  represents  the  most  highly  metamorphosed 
^nriety  of  the  coal  series.    Traces  of  organic  nature  are  almost 


sdbvGoo^^lc 


350  THE  NON-METALUC  MINERALS. 

entirely  lacking  in  the  matter  of  the  anthracite  itself,  though  impres- 
sions of  ferns,  lycopods,  sigillaria,  and  other  coal-forming  plants  are 
frequently  associated  with  the  beds  in  such  a  manner  as  to  leave 
little  doubt  as  to  their  origin.  Anthracite  is  ignited  with  difficulty 
and  bums  with  little  flame,  but  makes  a  hot  fire.  Below  is  given 
the  average  composition  of  a  coal  from  the  Kohinoor  Collieiy, 
Shenandoah,  Pennsylvania.* 

Water 3.163 

Volatile  matter 3.717 

Fixed  carbon 81,143 

Sulphur. 0.899 

Ash 1 1.078 

Total 100.C0 

Until  recently  it  has  been  quite  generally  assumed  that  anthracite 
is  but  a  bituminous  coal  from  which  a  large  portion  of  the  volatile 
matter  has  been  driven  off  by  the  heat  and  pressure  incidental  to 
mountain  making  or  the  intrusion  of  igneous  rocks.  Undoubted^ 
anthracite  may  be  thus  produced  and  in  some  cases  has  been 
thus  produced,  as  in  the  Cerrillos  coal  field  of  New  Mexico, 
where  a  bituminous  coal  containing  some  30  per  cent  of  volatile 
matter  has  been  locally  converted  info  anthracite  through  the  intru- 
sion of  a  mass  of  an  andesitic  trachyte. 

Prof.  J.  J.  Stevenson  has,  however,  argued  *  that  the  difference 
between  anthracite  and  the  bituminous  coals  is  due,  not  to  metamor- 
phism  through  heat  and  pressure  after  being  buried,  but  rather  to 
the  former  having  been  longer  exposed  to  the  percolating  action  of 
water,  whereby  the  volatile  constituents  were  removed,  prior  to  its 
final  burial,  and  the  consolidation  of  the  inclosing  rocks. 

Like  the  other  coals,  anthracite  occurs  in  true  beds,  but  is  con- 
fined mostly  to  rocks  of  the  Carboniferous  Age.  Thin  seams  of 
anthracite  sometimes  occur  in  Devonian  and  Silurian  rocks,  but 

>  F.  P.  Dewey,  BulletiD  No.  4a,  United  States  National  Museum,  1891,  p.  aji. 
*  Bulletin  Geolo^al  Society  of  .^meiica,  VII,  1895,  p.  51$- 
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which  are  too  small  to  be  of  economic  value.  Rarely  coals 
of  more  recent  geological  horizon  have  been  formed  locally, 
altered  into  anthracite  by  the  heat  of  igneous  rocks.  Through 
a  stilt  further  metamorphism,  whereby  it  loses  all  its  volatile 
constituents,  coal  passes  over  into  graphite,  and  it  is  possible, 
though  scarcely  probable,  that  all  graphite  may  have  originated  in 
this  way. 

The  principal  anthracite  coal  regions  of  the  United  States  are  in 
eastern  Pennsylvania.  From  here  westward  throughout  the  interior 
States  to  the  front  range  of  the  Rocky  Mountains  the  coals  are  all 
soft,  bitimiinous  coals.  Those  of  the  Rocky  Mountain  r^on  proper 
are  largely  lignitic,  passing  into  the  bituminous  varieties.  (See  Plate 
XXVI.) 
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WtLUAM  H.  Page.    The  Carbcxiiferous  Age  and  the  Origin  of  CoaL 
Engineering  and  Mining  Journal,  LVI,  1893,  p.  347. 
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3.  THE   BITDICEN  SERIES. 

XTnder  this  head  are  included  a  series  of  hydrocarbon  compounds 
vaiying  in  physical  properties  from  solid  to  gaseous  and  in  color  from 
coal-black  through  brown,  greenish,  red,  aod  yellow  to  coloiiess. 
Unlike  the  members  of  the  series  already  described,  they  are  not  the 
residual  products  of  plant  decomposition  in  situ,  but  are  rather,  in 
part  at  least,  distillation  products  from  deeply  buried  organic  matter 
of  both  animal  and  vegetable  origin.  The  members  of  the  series 
differ  so  widely  in  their  properties  and  uses  that  each  must  be  dis- 
cussed independently.  The  grouping  of  the  various  compounds  as 
given  below  is  open  to  many  objections  from  a  strictly  scientific  stand  - 


sdbvGoo^^lc 


D„ii„.db,Go(5glc 


,db,GoOglc 


HYDROdRBON  COMPOUNDS. 


point,  but,  all  things  considered,  it  seems  best  suited  for  the  present 
purposes.' 


TABUIAK  CLASSIFICATION  or  HYmOCAXBONS.' 


f. M«rsh  gas  (Nstufsl  «s). 

Fluidal Petroleum  (Naphtha). 

1  Pittasphalt  (Maltha). 

Viscousand  semiaolid <  Mineral  tar. 

(  Asphalt. 


Resinous 

CCTOUS  (wttsj).  , 


EInterite. 

Wurtilllite. 

Albeitite. 

Grahamlte. 

Uintaite. 


Copalile. 

Toibauite. 

Ambrite. 

Ozokerite. 

HatchetHte. 


TAKOLAJt  CLASamCATIOM  o 


Mixed  with  silica  sod  saodi  ' 
phaltjc  sand." 


iSeyssel,  Vsl  de  Tnvets,  Lobssu,  HU- 
□ds,  and  other  localities. 
California,  Kentucky,  Utah,  Hid  other 
localities.     ' '  Bituminom  silica." 


and  other  localities. 


)  GaS'tar. 
fPitch. 

(Refined  Trinidad  asphaltic  earth.    Mas- 
tic of  aspliakite. 
Gritted  asphaltic  mastic      Paving  com- 
pounds. 


'  See  article  What  is  Bitumen,  by  S.  F.  Peckbam,  Joutnal  of  the  Franklin  Insti- 
tute, CXI,  1895,  pp.  370  to  383. 

■  W.  p.  Blake,  Transactions  al  the  Amerkan  Institute  of  Mining  En^neei^  XVHI, 
iSgo,  p.  582. 
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Still  another  arrangement  is  that  given  below : 

TABLE  or  occmtBBNCK  or  impokxant  naturai.  BtrnKEN,* 

Natural  gas Ohio,  Pennsylvania,  Califoniia,  etc..  En  the 

United  States;  Russia,  Fiance,  etc. 

Natural  naphtha Found  id  petmlrumtiistricts  (of  little  valw^ 

supers^ed  by  artifiLial  naphtha  fnKn 
crude  petroleum). 

Pettoleutn Pennsylvania,  Ohio,  Wyoming,  ColilornU, 

etc.,  in  United  Stutes;  Russia,  etc.  (con- 
sult books  on  petroleum). 

Maltha CaUfomin,  Wyoming,  Alabama,  Utah,  Col- 


etc. 
Central  America. Cuba,  Mexico,  etc. 
South  America.  .Trinidad,         Veaezueli, 

Peru,  Colombia,  etc. 
Europe  ....... .Caucasia,     Svian-on-the- 

Volga,      Germany, 

France,  Italy,  Austria, 


Important 
btttuneut. 


Asphaltum 


Afticn Oran  in  Egypt;  probably 

other  places. 

North  America.  .West  Virginia,  Kentucky, 
Texas,  WvoniinKi  Utah, 
Colorado;  California, 
Indian  Territory,  Mon- 
tana, Nen  Mexico. 

Ccniral  Aincrica.Meidco,  Cuba,  etc. 

South  America.  .Trinidaid  (krpst  supply, 
most  used),  Venezuela, 
Peru,  Colombia,  etc 

Europe Germany,      Switiirrland, 

France,  Italy.  Sicily, 
Russia,  Austria,  Spain, 


.  .Asia  Minor,  Palestine, 
Bagdad,  and  probably 
in  China. 

..Egypt,  and  probaUyelie- 

Origin. — Of  the  many  views,  mainly  theoretical,  that  have  been 
put  forward  to  account  for  the  origin  of  bituminous  compounds,  but 
two  need  be  noted  in  detail  here.  Interested  readers  are  referred  to 
the  bibliography  given  on  page  385,  and  particularly  to  the  works  of 

'  J.  W.  Howard,  as  quoted  by  S.  P.  Sadtler,  Journal  of  the  Franklin  Institute, 
CXL,  1895,  p.  300. 
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Peckham,  Orton,  and  Redwood.  Prof.  Edward  Qrton,  after  an  ex- 
haustive consideration  of  the  occurrence  of  petroleum,  natural  gas, 
and  asphalt  in  Kentucky,'  gives  the  following  precise  summary: 

"i.  Petroleum  is  derived  from  organic  matter. 

"2.  Petroleum  of  the  Pennsylvania  type  is  derived  from  the 
organic  matter  of  bituminous  shales,  and  is  probably  of  vegetable 
origin. 

"3.  Petroleum  of  the  Canadian  type  is  derived  from  limestones, 
and  is  probably  of  animal  origin. 

"4.  Petroleum  has  been  produced  at  normal  rock  temperatures 
(in  American  fields),  and  is  not  a  production  of  destructive  distilla- 
tion of  bituminous  shales. 

"5.  The  stock  of  petroleum  in  the  rocks  is  already  practically 
complete." 

Hofer'  regards  petroleum  as  of  animal  origin  only,  and  ad- 
vances the  arguments  given  below  in  support  of  his  theory: 

"i.  Oil  is  found  in  strata  containing  animal,  but  Uttle  or  no 
plant  remains.  This  is  the  case  in  the  Carpathians,  and  in  the 
limestone  examined  in  Canada  and  the  United  States  by  Steny 
Hunt. 

"  2.  The  shales  from  which  oil  and  paraffin  were  obtained  in  the 
Liassic  oil  shales  of  Swabia  and  of  Steirdorf,  in  Styria,  contained 
animal,  but  no  vegetable  remajns.  Other  shales,  as,  for  instance, 
the  copper  shales  of  Mansfield,  where  the  bitumen  amounts  to  22 
per  cent,  are  rich  in  animal  remains  and  practically  free  from  vege- 
table remains. 

"  3.  Rocks  which  are  rich  in  vegetable  remains  are  generally  not 
bituminous. 

"  4.  Substances  resembling  petroleum  are  produced  by  the  decom- 
position  of  animal  remains.' 


*  Report  on  the  Occurrrace  of  pRtioIeum,  etc.,  in  Wrstero  Kentucky.  Geological 
Survey  of  Kentucky,  John  R.  Proctor,  director,  1891. 

*  Ab  quoteri  by  Redwood,  I,  p.  238, 

*  Dr.  F.ngler,  an  quoted  by  Rtdvaod,  obtained  by  distillation  of  menhaden  oil, 
amonj!  other  products,  a  substance  remarkably  like  petroleum,  BJid  a  lighting  oil 
indistinguishable  from  commercial  kerosene. 
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"5.  Fraas  observed  exudations  of  petroleum  from  a  coral  reef 
on  the  shores  of  the  Red  Sea,  where  it  could  be  only  of  animal  origin." 

The  relationship  which  exists  between  the  solid  or  viscous  bitu- 
men and  the  fluidal  petroleum  has  not  in  all  cases  been  satisfactorily 
worked  out,  though  Peckham  has  shown*  that  in  California  at  least 
there  are  almost  infinite  gradations  from  one  extreme  to  the  other. 
In  Ventura  County,  for  instance,  the  petroleum  is  held,  primarily, 
in  strata  of  shale,  from  which  it  issues  as  petroleum  or  maltha,  accord- 
ingly as  the  shales  have  been  brought  into  contact  with  the  atmos- 
phere, the  asphaltum  being  produced  by  a  still  further  exposure  to  the 
atmosphere  after  the  bitumen  has  reached  the  surface.  This  relation- 
ship between  the  more  fluidal  and  viscous  varieties  is  shown  in  Fig.  36, 
copied  from  Prof.  Peckham's  paper  above  referred  to,  and  which 
represents  a  section  across  a  portion  of  Sulphur  Mountain  between 
the  Hayward  Petroleum  Company's  tunneb  in  Wheeler  Canyon, 
and  the  Big  Spring  Plateau  on  the  Ojai  ranch.  In  this  section  it 
will  be  noted  that  the  mountain  is  formed  of  a  synclinal  fold  of  shale, 
the  strata  dipping  inward  on  both  sides  and  coming  to  the  surface 
almost  vertically  on  the  right,  and  more  nearly  horizontally  on  the 
left  (the  south).  The  tunnels  are  driven  into  the  nearly  vertical 
face  of  the  mountain  and  the  oil-bearing  rock  is  protected  by  some 
700  or  800  feet  of  overlying  shales.  The  oil  obtained  is  the  lightest 
thus  far  found  in  southern  California.  On  the  other  hand,  the 
material  which  exudes  on  the  north  side,  when  the  shales  are  upturned 
at  such  an  angle  as  to  give  free  access  to  atmospheric  agencies,  is 
in  the  form  of  maltha,  or  mineral  tar,  and  so  viscous,  in  December, 
1865,  that  it  could  be  gathered  and  rolled  into  balls  like  dou^. 

The  relationship  between  petroleum  and  natural  gas  is  scarcely 
better  defined.  That  the  gas  can  be  derived  from  petroleum  is 
undoubted,  and  indeed  the  latter  apparently  never  occurs  free  from 
gas.  But  on  the  other  hand,  at  Professor  Orton  states,  the  gas  often 
originates  under  many  conditions  in  which  petroleum  does  riot 
occur.  The  formation  of  marsh  gas  from  decomposing  plant  re- 
mains on  the  bottom  of  stagnant  pools,  and  its  presence  in  coal 
mines  would  show  with  seeming  conclusiveness  that  a  part,  at  least. 

'  See  report  of  the  Teolh  Census,  p.  68. 
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of  the  gas  is  formed  quite  independently  of  petroleum.  It  would 
seem  on  the  whole  most  probable  that  no  one  theoiy  was  universally 
applicable  to  all  cases. 

Karsh  Gas;  Natural  Gas. — This  is  a  colorless  and  odorless 
gas  arising  from  the  decomposition  of  organic  matter  protected  from 
the  oxidizing  influence  of  atmospheric  air.  By  itself  it  bums  quietly, 
with  a  slightly  luminous  flame,  but  when  mixed  with  air  it  forms  a 
dangerous  explosive.  It  is  this  gas  which  forms  the  dreaded  fire- 
damp of  the  miners.  In  small  quantities  this  gas  may  be  found  and 
collected,  if  desired,  from  the  bottom  of  shallow  pools  and  stagnant 
bodies  of  water  by  merely  disturbii^  the  decomposing  plant  matter 
at  the  bottom,  when  the  bubbles  of  the  gas  will  rise  to  the  top.  Under 
this  head  may  properly  be  considered  the  so-called  natural  gas,  which 
has  of  late  years  become  of  so  much  importance  from  an  economic 
standpoint.  This  gas  is,  however,  by  no  means  a  simple  compound, 
but  a  variable  admixture  of  several  gases,  samples  from  diSereot 
wells  showing  considerable  variation  in  composition,  as  well  as  those 
from  the  same  well  collected  at  different  [>eriods.  This  last  is  shown 
by  the  seven  analyses  following,  and  which  may  serve  well  to  illus- 
trate the  average  composition,  though  in  some  instances  the  per- 
centage of  marsh  gas  has  been  found  greater.' 


I. 

II. 

III. 

IV. 

V- 

VI. 

VIL 

'3 

0-S5 

i 

o.is 

..64 

93-3S 

°iS 
0.41 
0.35 
0.39 
3-4> 

93^5 

044 
0.33 

93.67 

o.as 

o-lS 
0.2s 
0-35 
3-53 

1.86 

9307 
0.49 

0.4a 
3-oa 
0.1S 

,.4* 

^^„ :"■:;:: 

93-S8 

30 

ss 
19 

t 

18 

°fe 

O.JO 

0.5s 
3-4' 

Nit^.' ::;::":!:" 

Sulphuretted  hydrogen.. 

lOO.OO 

100.00 

,00.00 

,00.00 

100.00 

100  nn 

I,  Fostoria,  Ohio;  11,  Findlay,  Ohio;  III,  St.  Marys,  Ohio;  IV,  Munde,  Indiuut; 
V,  Andrrson,  TncUana;   VI,  Kokotno,  ladinna;  VII,  Marion,  IndiAna. 

Natural  gas  in  quantities  to  be  of  economic  importance  is  neces- 
sarily limited  to  rocks  of  no  particular  horizon.     It  is  not,  however, 

'  From  Orion's  Report  on  Petroleum,  Natural  Gas,  and  Asphalt  in  Kentucky,  pp. 
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indigenous  to  the  rocks  in  which  it  is  now  found,  but  occurs  in  an 
overlying  more  or  less  porous  sand  or  Ume  rock  into  which  it  has  been 
forced  by  hydrostatic  pressure.  The  first  necessary  condition  for 
the  presence  of  gas  in  any  locality  may  indeed  be  said  to  depend 
upon  the  existence  of  such  a  porous  rock  as  may  serve  as  a  reservoir 
to  hold  it,  and  also  the  presence  of  an  impervious  overlying  strata  to 
prevent  its  escape.  In  Pennsylvania  the  reservoir  rock  is  a  sand- 
stone of  Carboniferous  or  Devonian  age;  in  Ohio  and  Indiana  a 
cavernous  dolomitic  limestone  of  Silurian  (Trenton)  age. 

Petroleum. — This  is  a  name  given  to  a  complex  hydrocarbon 
compound,  liquid  at  ordinary  temperatures,  though  varying  greatfy 
in  viscosity,  of  a  black,  brown,  greenish,  or  more  rarely  red  or  yellow 
color,  and  of  extremely  disagreeable  odor.  Its  specific  gravity  varies 
from  0.6  to  0.9.  Through  bea>nung  more  and  more  viscous,  the 
material  passes  into  the  solid  and  semisolid  forms  asphalt  and  maltha. 
Chemically  it  is  considered  as  a  mixture  of  the  various  hydrocarbons 
included  in  the  marsh  gas,  ethyline,  and  paraffin  series. 

An  ultimate  analysis  of  several  samples,  as  given  by  the  reports  of 
the  Tenth  Census  of  the  United  States  (18S0),  showed  the  following 
percentages  of  the  three  essential  constituents: 


Lodity. 

HydTOBOi. 

CubOB. 

NJtnsn. 

WwtViiginui 

'3-359 
'3-071 
I. .8.9 

86.934 

0-54 
0.13 
1.109 

Petroleum  is  limited  to  no  particular  geological  horizon,  but  is 
found  in  rocks  of  all  ages,  from  the  lower  Silurian  to  the  most  recent, 
its  existence  in  quantities  sufficient  for  economic  purposes  being 
dependent  upon  local  conditions  for  its  generation  and  subsequent 
preservation.  Inasmuch  as  its  accumulation  in  large  quantities 
necessitates  a  rock  of  porous  nature  to  act  as  a  reservoir,  the  petro- 
leum-bearing rocks  are  mostly  sandstones,  though  not  uniformly  so. 
Petroleums  are  found  in  California  and  Texas  in  Tertiary  sands;  in 
Colorado  in  the  Cretaceous;  in  West  Virginia  both  above  and  below 
the  Crinoidal  (Carboniferous)  limestones;  in  Pennsylvania  in  the 
Mountain  sands  (Lower  Carboniferous)  and  the  Venango  sands 
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(Devonian) ;  in  Canada  in  the  Corniferous  (Lower  Devonian)  lime- 
stones; in  Kentucky  in  the  Hudson  River  shales  (Lower  Silurian), 
and  in  Ohio  in  the  Trenton  Umestone. 

In  some  instances  petroleum  oozes  naturally  from  the  ground, 
forming  at  times  a  thin  layer  on  the  surface  of  pools  of  water,  whence 
in  times  past  it  has  been  gathered  and  used  for  chemical  and  medic-  > 
inal  purposes.  The  so-called  "Seneca  oil"  thus  used  some  fiffy 
or  sixty  years  ago  was  obtained  from  a  spring  in  Cuba,  All^any 
County,  in  New  York.  The  immense  supply  now  draianded  for  com- 
mercial purposes  is,  however,  obtained  altogether  from  artificial  wells 
of  varying  depths,  and  which  are  in  some  cases  self-flowing,  while 
in  others  the  oil  is  raised  by  means  of  pumps.  Wells  of  from  500 
to  1,500  feet  in  depth  are  of  common  occurrence,  while  those  upwards 
of  2,000  feet  are  not  rare.  The  principal  sources  of  petroleum  are 
in  the  United  States — New  York,  Pennsylvania,  and  Ohio,  with 
smaller  fields  in  West  Virginia,  Kentucky,  Tennessee,  Indiana, 
Texas,  Colorado,  and  Cahfomia.  The  chief  foreign  source  is  the 
Baku  region  on  the  Caspian  Sea,  and  GaUcia,  in  Austria. 

Uses  0}  petroleum. — The  early  uses  of  petroleum  in  America 
seem  to  have  been  for  medicinal  purposes  only.  The  oil  as  pumped 
from  the  wells  has  but  a  limited  application  in  its  crude  condition 
excepting  as  a  fuel,  and  owes  its  great  value  to  the  large  and  varied 
series  of  derivatives  which  it  yields.  A  discussion  of  the  methods 
employed  in  obtaining  these  derivatives  belongs  properly  to  the 
department  of  chemical  technology,  and  can  not  be  dwelt  upon 
here.  It  must  suffice  for  present  purposes  to  say  that  the  treatment 
as  ordinarily  carried  out  at  present  involves  a  process  of  destructive 
distillation  whereby  the  crude  material,  heated  under  pressure,  is 
resolved  into  a  variety  of  products  of  different  densities,  and  varying 
from  gaseous  through  liquid  to  solid  forms.  Prominent  among  these 
derivative  may  be  mentioned,  aside  from  the  gaseous  compounds, 
rh^lene,  gasoline,  naphtha,  benzine,  kerosene,  various  lubricating 
oils,  paraffin,  and  the  soild  residues  (coke,  etc.).  Various  phar- 
maceutical compounds  are  prepared  from  petroleum  products,  many 
of  which  are  well  known  to  the  public,  as  vaseline,  cosmoline,  etc. 
It  is  also  used  as  a  basis  for  ointments  and  in  soaps. 

The  accompanying  map  (Plate  XXV)  from  the  reports  of  the 
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Tenth  Census  wiU  serve  to  show  the  distribution  of  petroleum  and 
allied  bituminous  compounds  in  the  United  States.  For  full  and 
detailed  information  relative  to  the  petroleum  industry  of  the  world 
the  reader  is  referred  to  the  works  mentioned  in  the  Bibliography,  that 
of  Boverton  Redwood  being  the  most  systematic  and  complete. 

Asplialtain;  lOneral  Pitch. — These  are  names  given  to  what 
are  rather  indefinite  admixtures  of  various  hydrocarbons,  In  part 
oxygenated  and  which,  for  the  most  part  solid  or  at  least  highly 
viscous  at  ordinary  temperatures,  pass  by  insensible  gradations  into 
pittasphalt  or  mineral  tar,  and  these  in  turn  into  the  petroleums. 
They  are  characterized  by  a  black  or  brownish-black  color,  pitchy 
luster,  and  bituminous  odor.  The  sohd  forms  melt  ordinarily  at  a 
temperature  of  from  90°  to  100°  F.,  and  bum  readily  with  a  bright 
flame,  giving  off  dense  fumes  of  a  tany  odor.  The  ffuidal  varieties 
become  solid  on  exposure  to  the  atmosphere,  owing  to  evaporation 
of  the  more  volatile  portions. 

The  nature  of  the  material,  its  mode  of  occurrence,  and  indeed 
the  uses  to  which  it  can  be  put,  vary  to  such  an  extent  with  each  indi- 
vidual occurrence  that  a  few  only  of  what  are  the  most  noted  or  best 
known  can  here  be  mentioned. 

Island  of  Trinidad. — The  occurrence  on  this  island  of  an  immense 
body  of  asphaltic  material  has  been  known  for  upwards  of  a  hundred 
years,  and  numerous,  often  widely  differing,  accounts  of  it  are  to 
be  found  in  literature.  The  latest  and  perhaps  most  satisfactory, 
when  everything  is  taken  into  consideration,  is  that  of  S.  F.  Feckham. ' 
The  deposit,  which  covers  an  area  of  nearly  100  acres,  is  situated  at 
an  elevation  of  138  feet  above  the  level  of  the  sea  (see  map,  Plate 
XXVII),  and  on  supwrficial  examination  has  an  appearance  such  as 
has  caused  it  to  be  known  by  the  not  wholly  inappropriate  name  of 
the  Pitch  Lake  of  Trinidad.  The  depth  of  the  deposit,  in  various 
parts,  has  been  estimated  at  from  18  to  78  feet.  According  to  the  early 
accounts,  the  pitch  at  the  margin  of  fhe  lake  is  cold  and  hard,  becom- 
ing gradually  warmer  and  more  viscous  toward  the  center,  until  a 
point  is  reached  where  it  is  too  soft  to  support  the  weight  of  a  man 
and  so  warm  as  to  be  described  as  "boilii^."    Ifowever,  this  may 

'  American  Journal  of  Science,  1,  1895,  pp.  33-51. 
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have  been  yeais  ago;  the  material  is  now  sufficiently  firm  overthe 
entire  surface  to  support  men  and  teams  for  a  time  suffident  for  load- 
ing. The  deposit  is  regarded  as  a  mud  volcano,  the  bitumen  being 
still  brought  up  intermixed  with  water  and  mud,  the  numerous  small 
islands  which  occupy  the  surface  of  the  lake  being  but  masses  of 
earthy  matter  floating  upon  or  buoyed  up  by  the  pitch.  Though  the 
deposit  has  been  worked  for  many  years  and  thousands  of  tons  of 
asphalt  removed,  no  appreciable  impression  has  as  yet  been  pro- 
duced upon  the  amount  of  material  available. 

The  crude  material  has  the  following  composition  and  physical 
characteristics :  * 

Specific  gravity,  1.38;  hardness  at  70^  F.,  3.5  to  3  of  Dana's  scale; 
color,  chocolate-brown;  composition: 

Bitumen 39-33 

Earthy  matter 33-99 

Vegetable  matter 9.31 

Water. 16.87 

Total 100.00 

C«fto. — ^Asphalt  in  some  of  its  varieties  occurs  in  nearly  every  one 
of  the  Cuban  provinces  and  in  several  instances  in  sufficient  abun- 
dance to  be  of  economic  importance.  In  all  instances  thus  far  de- 
scribed,* the  material  occurs  in  veins  or  pockets,  or  exudes  in 
the  form  of  springs,  usually  in  serpentinous  rocks  or  limestones. 
As  long  ago  as  1837  R.  C.  Taylor  described*  a  deposit  of  asphalt 
— at  that  time  regarded  as  bituminous  coal — occurring  some  10 
miles  east  of  Havana  as  occupying  an  irr^ularly  branching  fis- 
sure from  I  to  9  feet  in  width  in  a  soft  day  rock,  which  is 
now  known  to  be  a  decomposed  eruptive.  The  appearance  of  the 
vein,  in  vertical  section,  is  shown  in  Fig.  27,  the  bottom  of  the  cut 
representing  a  distance  from  the  surface  of  30  feet.  The  asphalt 
itself  was  described  as  of  a  jet-black  color,  resplendent  luster, 

'  F.  V.  Greene.  Asphalt  uid  Its  Uses.  Transactions  of  the  American  Inititate 
of  Mining  Enginecn.,  17,  1888-S9,  p.  355. 

'  See  Report  on  Gedogkal  Reoonncusanu  of  Cubn,  1901. 

*  London  and  Edinburgh  Philosophical  Magasine  and  Journal  of  Science,  X,  1837, 
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coDchoidal    fracture,  and  with    a    specific  gravity  varyii^  from 

t.43  to  1.97-     An  analysis  by 

T.  G.  Qemson  showed  63  per 

cent  volatile  matter,  34-97  per 

cent  carbon,  and  3.03  per  cent 

asli. 

Several  interesting  submarine 
deposits  exist  in  Cardinos  Bay, 
which  may  be  mentioned  on  ac- 
count of  the  unique  methods  of 
mining.  These  have  been  de- 
scribed by  J.  L.  Hance.  The 
country  rock  is  a  limestone  and 
the  asphalt  of  a  brilliant  black 
color  and  about  as  friable  as 
camiel  coal.  In  mining  a  lighter 
is  anchored  directly  over  the 
body  of  asphalt  and  a  long, 
pointed  iron  bar  raised  by  a 
winch,  on  board,  dropped  upon 
it,  the  weight  of  the  bar  being  sufficient  to  break  away  pieces  of 
the  asphalt,  which  are  then  collected  by  divers  and  sent  to  the  sur- 
face  in  nets.  The  material  has  been  utilized  in  makii^  varnish, 
and  formerly  brought  a  high  price. 

A  large  deposit  of  an  inferior  grade,  and  used  mainly  for  roofing 
is  situated  near  Diana  Key,  15  miles  from  the  city  of  Cardenas,  and 
a  massive  bed,  some  la  feet  in  thickness,  near  Villa  Clara.  Material 
from  this  last  source  has,  during  years  past,  been  used  for  making 
the  illuminating  gas  used  in  the  city. 

Baron  H.  E^ers  has  described'  the  two  groups  of  asphalt  deposits 
Dear  the  Gulf  of  Maracaibo,  South  America,  which  are  perhaps 
sufficiently  distinctive  to  merit  attention.  One,  the  El  Menito 
deposit,  is  in  the  form  of  a  rounded  hill  composed  of  reddish  stony 
soil  covered  with  scanty  grass.    Over  its  summit  are  scattered  a 


Fio.  17. — Asphalt  TCin,  Cabs. 
[After  R.  C.  Taylor.) 


>  Sotttish  Geographical  Magazine,  XIII,  1897,  p.  sog.     Ad  abstract  of  origkial 
pttper  in  the  Deutsche  Geographische  Blotter,  XIX,  Pt.  4. 
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number  of  small  truncated  coses  about  a  feet  high,  with  round, 
crater-like  openings,  from  which  the  asphalt,  or  pitch,  flows  in  a 
black,  viscous  stream  down  to  the  foot  of  the  hill,  where  it  collects 
and  forms  pools  or  small  lakes.  The  outflowing  asphalt  is  quite 
cold,  and  hardens  in  the  course  of'a  few  days.  The  Mene  Grande 
deposit  is  quite  similar,  but  much  larger,  and  has  been  calculated  to 
yield  some  3  tons  a  day.     Other  deposits  occur  in  the  region. 

Sandstones  and  limestones  are  sometimes  so  impregnated  with 
bituminous  matter  that  they  may  be  used  as  sources  of  the  material 
by  refining  processes  or  for  the  direct  manufacture  of  pavements  by 
simply  crushii^.  Such  are  the  so-called  bituminous  or  asphaltic 
sand  rocks  and  limestones  of  Kentucl^,  Texas,  Indian  Territoiy, 
Utah,  Colorado,  California,  Wyoming,  and  other  States,  and  of 
Canada  and  Spain. 

According  to  G.  H.  Stone,'  the  asphaltic  sandrock  of  western 
Colorado  and  eastern  Utah  consists  of  grains  of  sand  which  are  in 
contact  with  one  another,  the  spaces  between  the  grains  being  £Ued 
with  asphalt,  the  proportioned  amount  of  which  varies  up  to  15  per 
cent  by  weight,  or  37  per  cent  by  volume.  The  thickest  stratum  of 
fully  charged  rock  in  the  region  described  was  nearly  40  feet  in  thick- 
ness, thou^  usually  the  strata  of  high-grade  material  are  not  more 
than  4  to  10  feet  thick  and  alternate  with  others  which  are  quite 
poor  or  barren,  so  that  the  amount  of  "pay  rock"  is  often  grossly 
ex£^erated. 

Shales  and  marls  may  often  be  so  highly  charged  with  bituminous 
matter  as  to  be  near^  or  quite  black,  and  even  approach  cannel 
coal  in  composition,  though  much  richer  in  ash.  Those  of  Colorado 
and  Utah,  according  to  Stone,  contain  but  from  10  to  ao  per  cent 
of  carbonaceous  matter,  though  burning  readily  with  a  bright  flame. 
They  are  of  Tertiary  Age.  Asphaltic  sands  and  sandrocks  are  of 
common  occurrence  in  the  immediate  vicinity  of  the  Coast  Range 
in  California  from  Point  Arena,  north  of  San  Francisco,  to  the 
southernmost  part  of  the  State.'  The  deposits  occur  almost  inva- 
riably as  sands  and  shales,  belonging  to  the  Neocene  formations, 

'  American  Journal  of  Science,  XLII,  1891,  p.  148. 

'  See  Thirteenth  Annual  Report  State  Mineralogist  of  Califomia,  1S96,  also 
Twenty -second  Annual  Report,  U-  S-  G.  S.,  1900-1901,  Ft.  I,  pp.  309-464. 
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PLATE  XXIX. 

Quarry  of  Biluminous  Sandstone.  Indian  Territory. 

[U.  S.  Geological  Survey.] 
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impr^nated  with  varying  amounts  of  bitumen,  though  rarely  exceed- 
ing 15  to  20  per' cent  by  weight.  The  material  is  mined  from  open 
cuts  and  rarely  from  shafts,  and  is  utilized  in  large  part  for  street- 
paving  purposes. 

In  the  region  south  of  the  Canadian  River,  in  Indian  Territory, 
asphalt  and  asphalt  lim^  and  sandstones  occur  over  extensive  areas, 
the  more  important  being  in  what  are  known  as  the  Buckhom  and 
Brunswick  districts.  The  rocks  of  the  r^ons  are  wholly  sedimen- 
tary, and  the  bituminous  members  belong  mainly  to  the  Lower 
Silurian  (Ordovician),  Coal  Measure,  and  Cretaceous  formations.  In 
the  eastern  part  of  the  territory,  the  Ten  Mile  dbtrict,  is  found  a 
very  pure,  brittle  material  somewhat  resembling  albertite  (p.  368) 
and  for  which  the  name  impsonite  has  been  suggested.'  It  contains 
some  86  per  cent  of  carbon  and  8  per  cent  of  hydrogen.  The  material 
is  found  in  a  vein  in  greenish  gray  shales,  having  a  trend  of  15*  N. 
to  20°  E,  and  pitching  45°  to  65°  to  the  eastward. 

At  the  Ralston  quarry  in  the  Buckhom  district  the  rock  is  a 
massive  Ordovician  sandstone  some  15  feet  in  thickness  overlaid 
by  some  75  to  100  feet  of  conglomerate.  The  bitumen  contents 
amounts  to  between  10  and  1 2  per  cent.  (See  Plate  XXIX.)  At  the 
quarry  of  the  Gilsonite  Paving  and  Roofing  Company  in  this  same 
district,  the  bitumen  is  in  strata  referred  to  the  Lower  Coal  Meas- 
ures. (See  section,  Fig.  28.)  The  bitumen-bearing  member  here 
(No.  9  in  section)  is  a  hard  massive  limestone,  the  upper  portion  of 
which  is  highly  fossiliferous,  and  the  lower  sometimes  conglomer- 
atic.   It  yields  on  an  average  some  14  per  cent,  of  bitumen. 

Uses. — ^The  uses  of  the  common  type  of  material  such  as  is  known 
simply  as  asphalt  are  quite  varied.  The  walls  of  Babylon  are  stated 
to  have  been  cemented  with  it,  and  doubtless  it  was  so  used  in  other 
ancient  cities.  It  was  also,  as  at  present,  used  for  making  vesseb 
water-tight.  At  the  present  day  the  refined  asphalts  are  used  as  a 
varnish  or  paint,  as  an  insulating  material,  for  waterproofing,  as  a 
cement  in  ordinary  construction,  and  as  a  cement  in  roofing  and 
pavii^  compounds.    For  these  purposes  it  is  first  tempered  with 

'  After  the  Impson  Valley,  where  it  occurs.  See  Eldridge's  paper,  Twenty-second 
Annual  Report,  U.  S.  G.  S. 
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some  form  of  oil,  the  kind  and  amount  used  depending  on  the  pur^ 
poses  to  which  it  Is  to  be  appUed.  A  mixture  of  asphalt  and  sand 
forms  the  ordinary  concrete  for  sidewalks  and  basement  floors. 
The  most  extensive  use  of  asphaltic  compounds  is  at  present  for 
street  pavements,  the  material  for  this  purpose  being  mixed  with 
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ate;  5,  quaitzite,  6,  Ucnestone,  bi- 
,  calcareoui  with  wood  fiber  Bud 
m;    10,  ahalei    11,  cooglamenle; 


I  and  a,  conglomerate;  3,  shales;  4,  c 
tumiDous;   7,  limestone,  somewhat  bitui 
coal;    9,  limestone  averting  14  per  cent  bitu 
13,  bitumliious  shale* 


fine  sand  and  sometimes  powdered  limestone.*  The  asphaltic  sands, 
sandstones,  and  limestones  are  sometimes  so  evenly  impregnated 
with  bituminous  matter  that  they  may  be  crushed  and  appUed 
directly  to  the  roadbed.  The  uses  to  which  are  put  the  higher 
grades  of  asphaltic  compounds,  such  as  are  designated  by  special 
names,  are  given  further  on. 

ICanj&k. — The  local  name  of  manjak  is  applied  to  a  variety 
of  bitumen  somewhat  resembling  uintaite,  occurring  on  the  island 
of  Barbados,  in  the  West  Indies.  The  material  is  a  very  pure  hydro- 
carbon of  a  black  color,  but  yielding  a  brown  powder,  high  luster,  and 
with  a  bright  conchoidal  fracture.  It  is  brittle,  and  so  friable  that  it 
can  be  ground  to  powder  between  the  thumb  and  fingers.  It  occurs 
in  seams  or  veins,  varying  from  one-fourth  of  an  inch  to  30  feet  in 
thickness,  cutting  the  country  rock,  which  is  an  aigillite  or  shale, 
at  all  angles  with  the  horizon  and  with  a  general  NNE.  strike.    In 

'  Asphalt  and  its  Uses,  Tiaosactions  o[  Ihe  Ametkan  Institute  of  Mining  Engineen, 
XVII.  18S9,  p.  335- 
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places  the  bituminous  matter  has  saturated  the  entire  rock  in  the 
□eighborhood  of  the  veins,  producing  a  shale  from  which  as  much 
as  37  gallons  a  ton  of  petroleum  have  been  obtained  by  destructive 
distillation.  Thus  far  the  greatest  development  is  along  a  vein 
200  feet  in  length,  too  feet  in  depth,  and  from  S  to  9  feet  in  width. 
One  vein,  which  has  been  explored  to  a  depth  of  200  feet,  is  stated 
to  have  dwindled  down  to  a  width  of  6  feet,  though  30  feet  wide 
at  the  surface.* 

Uses. — ^Like  gilsonite,  the  material  is  used  for  making  varnishes, 
insulating  electric  wires,  etc.,  bringing  the  price  of  this  mineral, 
from  $5  to  $10  a  ton,  according  to  quality  and  freedom  from  impur- 
ities. 

Blaterite;  Mineral  Caontchonc— This  is  the  name  given  to 
a  soft  and  elastic  variety  of  bitumen  much  resembling  pure  india- 
rubber.  It  is  easily  compressible  in  the  fingers,  to  which  it  adheres 
shghtly,  of  a  brownish  color,  and  of  a  specific  gravity  varying  from 
0.905  to  1.00.  It  has  been  described  from  mines  in  Derbyshire  and 
elsewhere  in  England,  but  so  far  as  the  writer  is  aware  is  of  no  com- 
mercial value.  Its  composition,  so  far  as  determined,  is  carbon, 
85.47  per  cent;    hydrogen,  13.28  per  cent. 

Wartzlllite. — The  name  wurtzillite  has  been  given  by  Prof.  W. 
P.  Blake  to  a  hydrocarbon  very  similar  in  appearance  to  the  uintaite 
(described  on  page  371),  but  differing  in  physical  and  chemical  prop- 
erties. It  is  a  fine  black  solid,  amorphous  in  structure,  brittle  when 
cold,  breaking  with  a  conchoidal  fracture,  but  when  warm  tough  and 
elastic,  its  elasticity  beii^  best  compared  with  that  of  mica.  If  bent 
too  quickly  it  snaps  like  glass.  It  cuts  like  hom,  has  a  hardness 
between  3  and  3,  a  specific  gravity  of  1.03,  gives  a  brown  streak, 
and  in  very  thin  fiakes,  shows  a  gamet-red  color.  It  does  not  fuse 
or  melt  in  boiling  water,  but  becomes  softer  and  more  elastic;  in 
the  flame  of  a  candle  it  melts  and  takes  fire,  burning  with  a  bright 
luminous  flame,  giving  off  gas  and  a  strong  bituminous  odor.  It  ig 
not  soluble  in  alcohol,  and  but  sparingly  so  in  ether,  in  both  of  which 
respects  it  differs  from  elaterite.    In  the  United  States  it  occurs  near 


'W.  Merivale,  Engineering  and  Mining  Journal,  LXVI,  1898,  p.  790;    tiso  the 
Mineral  Industry,  VI,  1S97,  p.  54. 


sdbvGoo^^lc 


368 


THE  NON-METALUC  MINERALS. 


Scofield,  Carbon  County,  and  in  the  Uinta  Mountains  of  Wasatch 
County,  Utah. 

Albertite. — This  is  a  brilliant  jet-black  bitumen  compound 
breaking  with  a  lustrous,  conchoidal  fracture,  having  a  hardness  of 
between  i  and  2  of  Dana's  scale,  a  specific  gravity  of  1.097,  black 
streak,  and  showing  a  brown  color  or  very  thin  edge.  In  the  flame 
of  a  lamp  it  shows  signs  of  incipient  fusion,  intumesces  somewhat, 
and  emits  jets  of  gas,  giving  oflE  a  bituminous  odor;  when  rubbed  it 
becomes  electric.  According  to  Dana  it  softens  slightly  in  boiling 
water,  is  only  a  trace  soluble  in  alcohol,  4  per  cent  in  ether,  and  some 
3  per  cent  soluble  in  turpentine.  The  following  is  the  composition 
as  given  by  Wetherill:  Carbon,  S6.04  per  cent;  hydrogen,  8.96  per 
cent;  oxygen,  1.977  P^'  cent;  nitrogen,  2.93  per  cent;  ash,  o,io 
per  cent. 

Dr.  Antisell  made  the  following  comparative  tests  to  show  the 
relative  richness  of  the  material  in  volatUe  matter: 


CoortitiienM. 

Cannel 
Coal. 

South 

Ukke 
A«,h.lt. 

Attertita 

Volatile  matter 

So-Sa 
47.69 
1.79 

70-IS 

71.67 
38.04 
o.a9 

59.88 
39-59 
0-S3 

100.00 

100.00 

100.00 

100.00 

The  mineml  is  described '  as  occurring  in  "  true  cutting  veins  "  in 
shale  of  Lower  Carboniferous  Age  in  Hillsborough  County,  New 
Brunswick.  The  shales  themselves  contain  a  large  amount  of  car- 
bonaceous matter  and  by  distillation  have  been  made  to  yield  30 
gallons  to  the  ton  of  refined  illuminating  oil.  They  contain  immense 
numbers  of  fossil  fish  and  are  mostly  inflammable.  The  veins  vary 
from  a  fraction  of  an  inch  to  12  feet  in  width  with  a  general  N.  65° 
xast  course,  sometimes  vertical  and  sometimes  incUned  northwest- 
ward from  75°  to  80°.  They  enlarge  and  contract  very  irregulariy, 
but  in  general  increase  in  thickness  as  followed  downward.    Hitch- 


'  American  Journal  of  Science,  XXXIX,  1865,  p. 
Geology,  3d  ed.,  pp.  131-341. 


167;  see  also  Dawson's  Acadian 
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cock  regards  the  veins  as  having  been  filled  by  the  injection  of  the 
material  in  a  liquid  state  and  bang  subsequently  indurated. 

Uses. — ^This  vein  seems  to  have  been  discovered  about  1840  by 
Dr.  Abraham  Gesner,  who,  in  1850,  took  out  a  patent  in  the  United 
States  for  the  manufacture  of  illuminating  gas  from  this  and  other 
asphalts.'  A  company  was  oi^anized  and  for  some  years  active 
mining  operations  were  carried  on,  but  have  been  discontinued  since 
the  discovery  of  petroleum. 

Grahamlte — Grahamite  b  a  hydrocarbon  compound  closely 
related  to  albertite,  but  differing  physically  in  having  a  duller  luster 
and  more  coke-Uke  aspiect.  It  has  been  described  by  Dr.  Heni)- 
Wurtz  as  occurring  in  shrinkage  fissures  whose  course  is  N.  76"  to 
80°  £.  in  Carboniferous  shales  and  sandstones,  on  a  branch  of  Hughes 
River,  Ritchie  County,  West  Virginia.  It  b  completely  soluble  in 
chloroform  and  carbon  disulphide,  nearly  so  in  turpentine,  and  par- 
tially so  in  naphtha  and  benzine,  but  not  at  all  in  alcohol.  Melts 
somewhat  imperfectly,  beginning  to  smoke  and  soften  like  coking 
coal  at  a  temperature  of  about  400°  F. 

As  occurring  in  the  vein  the  material  shows  four  dbtinct,  though 
somewhat  irr^ular,  divbional  planes,  having  a  general  parallelbm 
with  the  walls.  Next  to  the  walls  the  structure  of  the  mineral  is 
coarsely  granular,  with  an  irregularly  cuboidal  jointed  cleavage,  very 
lustrous  on  the  cleavage  surfaces.  The  material  in  immediate  con- 
tact with  the  walls  usually  adheres  thereto  very  tenaciously,  as  if 
fused  fast  to  the  granular  sandstone. 

The  general  aspect  of  the  mass  has  led  to  the  conclusion  that 
the  vein  here  is  a  fissure  which  has  been  filled  by  an  exudation,  in  a 
pasty  condition,  of  a  resinoid  substance  derived  from  or  formed  by 
some  organic  matter  contained  in  deep-seated  strata  intersected  by  the 
fissure  or  dike. 

The  density  of  a  mass  of  the  mineral  was  found  to  be  1.145. 
The  horizontal  extent  of  visible  outcrop  actually  measured  was  530 
fathoms,  which  thinned  out  at  east  end  to  30  inches  and  at  west 

'  Review  of  reports  on  the  Geological  Relaliona,  etc.,  of  the  coal  of  the  Albert 
CobI  Mining  Company,  situated  in  Hillsborough,  Albert  County,  New  Bninawick, 
as  written  and  compiled  by  Charles  T.  Jackson,  M.D.,  a  Fellow  of  th«  Geological 
Society  of  London,  etc..  New  York,  185*. 
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end  to  8  inches;  but  as  these  points  were  at  least  70  to  80  fathoms 
vertically  higher  than  the  bottom  of  the  ravine,  the  width  (averaging 
about  50  inches)  at  the  latter  depth  points  to  a  rapid  widening  of 
the  fissure  in  descent.' 

J.  P.  Kimball  has  described*  a  deposit  of  similar  material  on  the 
west  bank  of  the  Capadero  River  in  the  Huasteca,  Vera  Cruz, 
Mexico.  The  country  rock  is  a  fossiliferous  Tertiary  shale  overlaid 
by  conglomerate.  The  grahamite  occurs  in  a  fissure  some  34  inches 
in  thickness  terminating  in  an  "  overflow  "  some  6^  feet  in  maximum 
thickness,  thinning  away  at  the  edges,  "but  the  full  extent  of  which 
was  not  determined.  The  evidence  showed  that  the  fissure  had  been 
filled  by  material  oozing  up  from  below  and  spreading  out  upon  the 
surface  prior  to  the  deposition  of  the  overlying  gravel.  The  strike 
of  the  fissure  was  neariy  north  and  south.  The  material  is  more 
uniformly  lustrous  than  that  from  Ritchie  County,  and  of  a  greater 
coherence,  though  none  the  less  distinctly  cleaved  and  jointed.  An 
analysis  of  a  sample  from  the  Gristo  mine,  as  given,  yidded  results 
as  follows: 

Specific  gravity 1.156 

Volatile  matter: 

Illuminating  gas ^S-i^ 

Sulphur 0.46 

Water 0.36 

64.14 
Cote:  ^= 

Fixed  carbon 3i-6j 

Sulphur 0.37 

Ash 5.86 

37-86 
100.00 
Carbonlte  or  Natural  Coke  is  the  name  given  to  a  peculiar 
hydrocarbon  compound  occurring  in  the  form  of  beds  hke  bitumin- 

<  Proceedings  of  the  Ameikan  Assodatton  for  the  Advancement  of  Sdeocc^  XVUI, 
1869,  pp.  195-118. 

*  American  Journal  of  Science,  XII,  1876,  p   »tj. 
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ous  coal,  in  Chesterfield  County,  Virginia,  and  having  a  dull  black 
and,  for  the  most  part,  lusterless  aspect,  somewhat  resembling  coke. 
An  analysis  by  Wurtz  '  yielded  the  followii^: 

Per  cent. 

Coke 84.57 

Volatile  combustible  matter 15-43 

Other  analyses  by  Dr.  T.  M.  Drown  *  on  two  portions,  the  one 
dull  and  histerless  and  the  other  lustrous,  yielded: 


c»«.™.^ 

Dull 
Portion. 

Lultroua 

Portion. 

•■37S 

'-350 

15-47 
79-33 

81-53 

100.00 
4.08 

100.00 
1.60 

The  material  occurs  interbedded  with  shales  much  like  ordinary 
bituminous  coal,  there  being,  according  to  Raymond,  three  distinct 
beds  varying  from  t  foot  9  inches  to  9  feet  in  thickness,  interstratified 
vdth  the  shales,  the  lowermost  bed  of  9  feet  thickness  being  under- 
laid by  fire  clay.  The  origin  of  the  material  is  in  doubt,  the  earlier 
-writers  regarding  it  as  a  bituminous  coal  coked  by  the  heat  of  intru- 
sive rocks.  Later  writers  throw  doubt  upon  this  by  stating  that 
there  are  in  the  vicinity  no  intrusives  of  such  size  as  to  warrant  any 
such  assumption. 

Uses. — ^The  material  is  said  to  bum  without  smoke  or  soot,  hke 
anthracite,  and  to  have  been  used  for  domestic  purposes. 

Ulntaite;  Gllsonite.— This  b  a  black,  brilliant,  and  lustrous 
variety  of  bitumen,  giving  a  dark-brown  streak,  breaking  with  a  beau- 
tiful conchoidal  fracture,  and  having  a  hardness  of  2  to  2.5  and  a 
specific  gravity  of  1-065  to  ^■°1-  If  fuses  readily  in  the  flame  of 
a  candle,  is  plastic  but  not  sticky  while  warm,  and  unless  highly 

■  Transactions  of  the  Ameiicaji  Institute  of  Mining  Engineers,  III,  1S75,  p.  456, 
*  Idem,  XI    1S83,  p.  44S 
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heated  will  not  adhere  to  cold  paper.  Its  deportment  is  stated  to  be 
much  like  that  of  sealing  wax  or  shellac.  Like  albertite  and  gra- 
hamite  it  dissolves  in  turpentine  and  is  not  soluble  in  alcohol.  It 
is  a  nonconductor  ol  electricity,  but  like  albertite  becomes  electric 
by  friction.  Its  composition  as  given  is:  Carbon,  80.88  per  cent; 
hydrogen,  9.76  per  cent;  nitrogen,  3.30  per  cent;  oxygen,  6.05  per 
cent,  and  has,  0.01  per  cent.  The  name  uintaite  was  given  this 
substance  by  W.  P.  Blake  in  rSSs,  after  the  Uinta  Mountains,  where 
it  was  first  found.  It  is  also  known  under  the  trade  name  of 
gilsonite,  after  S.  H.  Gilson. 

Occurrence. — According  to  George  H.  Eldridge'  the  gilsonite 
deposits  of  Utah  occur  filling  a  series  of  essentially  vertical  fissures 
in  Tertiary  sandstones  lying  within  the  Uncompahgre  Indian  Reser- 
vation, or  in  its  immediate  vicinity.  The  fissures  have  smooth, 
regular  walls,  and  vary  in  width  from  the  sixteenth  of  an  mch  to 
18  feet,  and  in  length  from  a  few  hundreds  yards  to  8  or  10  miles. 

The  larger  veins  are  somewhat  scattered,  one  lying  about  3J 
miles  east  of  Fort  Duchesne,  a  second  in  the  region  of  the  Upper 
Evacuation  Creek,  and  the  three  others  of  most  importance  in  the 
vicinity  of  the  White  River  and  the  Colorado-Utah  line.  Besides 
these  there  is  a  14-inch  vein  crossing  the  western  boundary  of  the 
reservation  near  the  fortieth  parallel;  another  about  equal  size  about 
6  miles  southeast  of  the  junction  of  the  Green  and  White  rivere; 
a  third  in  the  gulch  4  or  5  miles  north  of  Ouray  Agency,  west  of  the 
Duchesne  River,  and  a  number  from  one-sixteenth  of  an  inch  to  a 
foot  in  thickness  in  an  area  about  10  miles  wide,  extending  from 
Willow  Creek  eastward  for  25  miles  along  both  sides  of  the  Gre^i 
and  White  rivers.  The  veins  are  sometimes  slightly  faulted,  and 
often  pinch  out  to  mere  feather  edges.  The  filling  material  is  quite 
structureless  excepting  where,  as  near  the  surface,  it  has  been  ex- 
posed to  the  atmospheric  influences,  where  it  shows  a  fine  penciUate 
or  columnar  structure  at  right  aisles  to  the  walls.  The  walls  of  the 
veins  are  impregnated  with  the  gilsonite  for  a  distance  of  several 
inches,  but  all  indications  point  to  the  veins  themselves  having  been 
filled,  not  by  lateral  impregnation,  but  by  injection  from  below. 

•Seventeenth  Annual  Eeport  U.  S.  Geological  Survey,  1895-96,  Pt.  I,  p.  915, 
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llie  mining  of  uintaite  is  conducted  in  the  ordinary  manner  by 
means  of  shafts  and  tunnels.  The  work  is,  however,  attended  with 
considerable  difficulty  and  some  danger,  owing  to  the  fine  dust 
arising  from  it.  This  penetrates  the  skin  and  lungs,  and  b  a  source 
of  great  annoyance,  and  moreover  becomes  highly  explosive  when 
mixed  with  atmospheric  air. 

Uses. — The  principal  use  of  uintaite  thus  far  has  been  in  the 
manufacture  of  varnishes  for  ironwork  and  baking  japans.  It  is 
not  well  adapted  for  coach  varnishes.  It  has  been  also  used  for 
mixing  with  asphaltic  hmestone  for  paving  material.  Other  pos- 
sible uses  suggested  are  as  below:  For  preventing  electrolytic  action 
on  iron  plates  of  ship  bottoms;  for  coating  barbed- wire  fencing,  etc.; 
for  coating  sea  walls  of  brick  or  masonry;  for  covering  paving  brick; 
for  acid  proof  lining  for  chemical  tanks;  for  roo&ng  pitch;  for  insu- 
lating electric  wires;  for  smokestack  paint;  for  lubricants  for  heavy 
machinery;  for  preserving  iron  pipes  from  corrosion  and  acids;  for 
coating  poles,  posts,  and  ties;  for  torredo-proof  pile  coating;  for 
covering  wood-block  paving;  as  a  substitute  for  rubber  in  the  manu- 
hicture  of  cotton  garden  hose;  as  a  binder  pitch  for  culm  in  makii^ 
brickette  and  eggette  coal. 

3.  ozoeekite;  hinzkai.  wax;  native  paraffin. 
This  is  a  wax-hte  hydrocarbon,  usually  with  a  foliated  structure, 
soft  and  easily  indented  with  the  thumb  nail;  of  a  yellow-brown  or 
sometimes  greenish  color,  translucent  when  pure,  with  a  greasy  feel- 
ing, and  fusing  at  56°  to  63°  F.;  specific  gravity,  0.955.  It  is  essen- 
tially a  natural  paraflOn.  The  name  is  derived  from  two  Greek 
words,  signifying  to  smell,  and  wax.  Below  is  given  the  composition 
of  (I)  samples  from  Utah,  and  (II)  from  Boryslaw,  in  Galida. 


1. 

II. 

8547 

'4-S7 

8S.78 
I4.a9 

100.04 

.00^ 

The  substance  is  completely  soluble  in  boiling  ether,  carbon 
disulphides,  or  benzine,  and  partially  so  in  alcohol. 
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The  followmg,  from  a  paper  by  Eoverton  Redwood,'  will  serve  to 
show  the  character  of  the  material  from  the  various  reported  sources; 

Colorado. — Dull  black,  hard,  and  pulverizable;  melting  point, 
76"  C.    Yields  on  distillation: 

Perc«iiUic« 
(by  difference). 

Paraffin  and  oil 90.00 

Loss  in  gas 2.12 

Loss  in  water 2-60 

Residue 5.28 

Total 100.00 

It  commences  to  distill  at  360°  C,  when  nearly  3  per  cent  of  oil 
setting  at  30°  C.  comes  over.  At  a  much  higher  temperature  it 
distills  steadily  and  furnishes  a  product  suitable  for  use  as  a  source 
of  paraffin. 

Baku. — Specific  gravity,  0.903;  melting  point,  76°  C: 

Paraffin  mass 81.80 

Gas 13.80 

Coke 440 

Total 100.00 

Persia. — Dark  green,  rather  hard;   specific  gravity,  0.925 

Light  oil,  0.740  to  0.780 2.3s 

Light  oil,  0.800  to  0.820 3.50 

Oil,  0.880 16.63 

Paraffin 53.55 

Coke 16.73 

Loss 7.24 

Total 100.00 

'  Journal  of  the  Society  of  Chemical  Industry,  XI,  1S93,  p.  114. 
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Boryslow, — Specific  gravity,  0.930.    I,  dark  yellow;    11,  dark 
brownish  black: 


Coaitltuenu. 

I. 

II. 

Benzine,  0.710  to  0.750 

Kerosene,  0.780  to  0^10 

Lubricating  oU,  0.895  

-1 

3.00 

6.9s 

4.63 
4.8. 

Toul 

100.00 

,00.00 

Olive-green,  rather  hard;  specific  gravity,  0.9236;  melting  point, 
60.5*  C: 

Light  oil,  boiling  point  up  to  150°  C 6.25 

Heavy  oil,  with  paraffin,  150°  to  300°  C  . .  35.10    ■ 

Paraffin,  etc.,  over  300°  C 49-73 

Residue  in  retort,  and  loss 8.92 

Total 100.00 

Occurrences. — Ozokerite  occurs  in  the  United  States  in  Emery 
and  Uinta  counties,  Utah,  where,  in  the  form  of  small  veins  in 
Tertiary  rocks,  it  extends  over  a  wide  area.  It  is  also  found  in 
Galicia,  Austria,  in  Miocene  deposits;  in  Roumania,  Hungary,  Russia, 
and  other  Asiatic  and  European  localities.  As  a  rule,  the  deposits 
are  in  beds  of  Tertiary  or  Cretaceous  age,  the  Boryslaw,  Dwiniacz, 
and  Starunia  (Galicia)  deposits  being  in  Miocene  while  the  Kouban 
deposits  are  on  the  borders  of  the  Lower  Tertiary  and  Upper 
Cretaceous.  In  Teheleken  ozokerite  is  found  accompanying  petro- 
leum in  pockets  in  beds  of  sand  above  the  clay  shales  and  Muschel- 
kalk  of  the  Aralo-Carpathian  formation.  In  southern  Utah  and 
Arizona  it  occurs  in  Tertiary  rock,  probably  Miocene. 

The  GaUcian  deposits  are  by  far  the  most  important  of  those 
above  mentioned,  Boryslaw,  a  town  of  some  14,500  inhabitants, 
forming  the  principal  seat  of  the  mining  and  manufacturing  indus- 
try. 
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The  soil  of  the  valley  in  which  Boryslaw  lies  is  a  bed  of  diluvial 
deposit  some  meters  in  thickness.  In  sinking  a  shaft,  fiist  yellow 
clay,  then  rounded  flints  and  gravel,  and  then  plastic  clay  are  met 
with.  Below  this  sandstone  and  blye  shale,  much  disturbed,  alter- 
nate, and  it  is  in  these  beds,  which  have  a  thickness  of  some  aoo 
meters,  that  the  ozokerite  is  found.  The  ozokerite-bearing  forma- 
tion lies  on  a  basis  of  petroliferous  memlite  shale,  the  strata  of  which, 
as  they  approach  the  surface,  are  disposed  almost  vertically,  but 
incline  toward  the  south.  The  strata  are  composed  of  layers  of 
coarse-grained  sandstone,  green  marl,  flne-grained  sandstone  with 
veins  of  calcite,  dark  shale  alternating  with  gray  sandy  shale,  imper- 
ceptibly merging  into  the  main  beds  of  the  non-petroliferous  sandstone 
and  shale.  Below  these  are  the  Carpathian  sandstones  of  the  Lower 
Eocene  (nummulitic  sandstone)  and  Upper  Cretaceous  formations. 

The  geological  conditions  prevailing  at  Dwiniacz  and  Starunia  are 
similar  to  those  at  Boryslaw,  but  the  ozokerite  is  more  lai^ely  mixed 
with  petroleum.  The  soil  is  gray  and  red  diluvial  clay,  below  which 
is  a  bed  of  gravel,  lying  on  the  Miocene  formation,  in  which  the 
ozokerite  and  petroleum  occur  in  association  with  native  sulphur, 
iron  pyrites,  and  zinc  blende.  Still  lower  a  highly  porous  calcareous 
lock  is  met  with,  containing  cavities  filled  with  petroleum  and 
sulphureted  water,  and  below  this  again  is  mari  with  gypsum  and 
the  salt -clay  formation  destitute  of  petroleum.  The  ozokerite  occurs 
in  the  form  of  veins  of  a  thickness  ranging  from  a  few  millimeters  to 
some  feet,  and  is  accompanied  with  more  or  less  petroleum  and 
gaseous  hydrocarbons.  It  fills  the  many  fissures  with  which  the 
disturbed  shales  and  Miocene  sandstone  abound,  and  frequently 
forms  thus  a  kind  of  network. 

The  Boryslaw  deposit  extends  over  a  pear-shaped  area,  the  axis 
of  which  lies  E.  30°  S.  The  upper  layers  of  the  richest  portion  of 
the  deposit  occupy  an  area  of  about  21  hectares,  with  a  length  of 
1,000  meters  and  a  maximum  breadth  of  350  meters,  but  outside  this 
there  is  an  outer  zone  of  less  productive  territory  which  increases  the 
total  superficies  to  about  60  hectares,  with  dimensions  of  1,500  meters 
by  560  meters.  The  deposit  narrows  considerably  as  the  depth 
increases,  and  at  a  distance  of  100  meters  from  the  surface  of  the 
ground  has  a  breadth  of  only  200  meters. 
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Uses. — ^The  crude  ozokerite,  after  being  freed  so  far  as  possible 
from  impurities,  is  melted  and  cast  into  loaves  or  blocks  of  the  form 
of  a  truncated  cone,  and  weighing  about  50  to  60  kilos.  There  are 
two  or  three  recognized  commercial  qualities  of  the  melted  and 
cast  ozokerite.  The  first  quality  is  transparent  in  thin  sheets,  and 
it  color  ranges  from  yellow  to  greenish  brown.  Adulteration  by  means 
of  crude  [>etroleum,  heavy  oils,  the  residues  from  refineries,  asphal- 
tum,  and  even  earthy  matter,  are  not  unknown,  and  occasionally 
by  a  process  of  double  casting  the  exterior  of  the  block  is  made  to  differ 
in  quality  from  the  interior. 

The  refined  material  is  known  as  ceresin.  It  is  used  for  candles, 
as  an  adulterate  or  a  complete  substitute  for  beeswax,  and  in  the 
manufacture  of  ointments  and  pomades.  A  residual  product  from 
the  purifying  process,  of  a  hard,  waxy  nature,  is  combined  with  india- 
rubber  and  used  as  an  insulating  material  for  electrical  cables. 
In  this  form  it  is  known  as  okanite.  A  ball  blacking,  used  on  the 
heeb  of  shoes,  is  also  manufactured  from  it. 

The  names  Scheererite,  Hatchettite,  Fichtelite,  and  Kdnlite  are 
applied  to  simple  hydrocarbons  closely  allied  to  ozokerite  found  in 
beds  of  peat  and  coal,  but,  so  far  as  the  writer  is  aware,  never  in 
buch  abundance  as  to  be  of  commercial  value. 

The  name  Torbanite  or  kerosene  shale  has  been  given  to  a  dense 
coal-black  substance  appearing  and  breaking  much  like  camiel  coal, 
and  which  occurs  in  insular,  isolated,  circumscribed,  and  lenticu- 
lar deposits  near  the  base  of  the  Carboniferous  beds  of  New  South 
Wales,  Australia,  and  near  Bathgate  in  Linlithgowshire,  Scotland. 
The  better  varieties  contain  from  70  to  80  per  cent  of  volatile  hydro- 
carbon, 6  to  8  per  cent  of  fixed  carbon,  7  to  20  per  cent  of  ash,  with 
a  little  sulphur  and  water.  The  material  is  used  mainly  for  gas 
and  oil  "^flUng  by  distillation,  the  best  qualities  yielding  from  150 
to  160  gallons  of  crude  oil  to  the  ton,  and  about  30,000  feet  of  gas 
of  48-caDdle  intensity.' 

4.   BZSINS. 

Sncdnlte;  Amber. — The  mineral  commonly  known  as  amber 
is  a  fossil  resin  consisting  of  some  78.94  parts  of  carbon,  10.53  parts 

•  Minerals  of  New  South  Wales,  by  A.  Liveisidge,  p.  145. 
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of  oxygen,  and  10.53  parts  of  hydrogen,  together  with  usually  from 
two  to  four  tenths  of  a  per  cent  of  sulphur.  It  is  not  a  simple  resin, 
but  a  compound  of  four  or  more  hydrocarbons.  According  to 
Berzelius,  as  quoted  by  Dana,  it  consists  nuunly  (85  to  90  per 
cent)  of  a  resin  which  resists  all  solvents,  {dong  with  two  other  resins 
soluble  in  alcohol  and  ether,  an  oil,  and  3}  to  6  pel  cent  of  succinic 
acid. 

The  mineral  as  found  is  of  a  yellow,  brownish,  or  reddish  color, 
frequently  clouded,  translucent  or  even  transparent,  tasteless, becomes 
negatively  electrified  by  friction,  has  a  hardness  of  3  to  3.5,  a  specific 
gravity  when  free  from  inclosures  of  1.096,  a  conchoidal  fracture, 
and  melts  at  350°  to  500"  F.  without  previous  swelling  but  boils 
quietly,  giving  off  dense  white  fumes  with  an  aromatic  odor  and 
very  imtating  effect  on  the  respiratory  organs. 

As  above  noted,  amber  is  a  fossil  resin  or  pitch,  an  exudation 
product  principally  of  the  Pinus  succinijer,  a  now  extinct  variety 
of  pine  of  the  Tertiary  period. 

Occurrence. — Amber  or  closely  related  compounds  has  been 
found  in  varying  amounts  at  numerous  widely  separated  localities, 
but  always  under  conditions  closely  resembling  one  another.  The 
better-known  localities  are  the  Prussian  coast  of  the  Baltic;  on  the 
coast  of  Norfolk,  Essex,  and  Suffolk,  England ;  the  coasts  of  Sweden, 
Denmark,  and  the  Russian  Baltic  provinces;  in  Galicia,  Westphalia. 
Poland,  Moravia,  Norway,  Switzerland,  France,  Upper  Burmab, 
Sicily,  Mexico,  the  United  States  at  Martha's  Vineyard,  and  near 
Trenton  and  Camden,  New  Jersey. 

The  substance  occurs  in  irregular  masses,  usually  of  small  size. 
One  of  the  largest  masses  on  record  weighed  18  pounds.  This  is 
now  in  the  Berlin  Museum.  A  mass  found  in  the  marl  pits  near 
Harrisonbui^,  New  Jersey,  weighed  64  ounces.  This  last  is  pre- 
sumably not  true  amber,  since  it  contained  no  succinic  acid,  which 
is  now  regarded  as  the  essential  constituent. 

The  amber  of  commeite  comes  now,  as  for  the  past  two  thousand 
years,  mainly  from  the  Baltic,  where  it  occurs  in  a  strata  of  tignite- 
bearing  sands  of  Lower  Oligocene  age.    According  to  Berendt,' 

■Schriften  der  Physikalisch-QkonoiniscbeD  Gesellachaft,  VII,  1866. 
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there  are  two  amber-bearing  strata,  the  one  carrying  the  amber  in 
nests  and  both  underlaid  and  overlaid  by  clayey  seams,  and  the 
second  and  lower  a  glauconitic  sand  commonly  known  as  the  blue 
earth.  The  material  is  mined  by  open  cuts  where  the  strata  come 
to  the  surface,  by  means  of  shafts  and  tunneb,  as  in  coal  mining, 
and  by  dredging  or  diving,  in  the  latter  case  the  material  having 
been  derived  originally  from  the  amber-bearing  strata  and  redeposited 
on  the  present  sea-bottom.' 

The  pieces  obtained  vary  from  the  size  of  a  pea  to  that  of  the  hand. 
The  annual  product  at  present  amounts  to  some  300,000  pounds, 
valued  at  about  $1,000,000.  The  price  of  the  material  varies  greatly 
with  the  size  and  purity  of  the  pieces.  Pieces  of  one-fourth  pound 
weight  bring  about  $15  a  pound,  while  the  small  granules  will  not 
bring  one-twentieth  that  amount.  The  value  of  the  material  is 
often  lessened  by  the  presence  of  Saws  and  impurities  or  inclosures, 
such  as  insects  and  twigs  of  plants. 

Uses. — Amber  is  used  mainly  in  jewelry,  in  small  ornamentations, 
and  smokers'  goods,  the  smaller  pieces  being  used  in  making  varnish. 
The  clear  pieces  and  chippings  have  of  late  been  compressed  by  a 
newly  discovered  process  into  tablets  some  6  by  3  by  i  inches  in 
size,  which  can  be  utilized  in  the  manufacture  of  articles  for  smokers' 
use. 

Retlnlte. — The  name  retinite  is  used  by  Dana  to  include  a  con- 
siderable series  of  fossil  resins  aUied  to  amber,  differing  mainly  in 
containing  no  succinic  acid.  They  occur  in  beds  of  brown  coal  of 
Tertiary  and  Cretaceous  Age,  much  as  does  the  amber  proper.  The 
principal  varieties  that  have  thus  far  proven  of  any  economic  impor- 
tance are  noted  below; 

Chemawinite. — This  is  the  name  given  by  Professor  Harring- 
ton,* to  an  amber-hke  resin  found  associated  with  woody  dfliris 
on  the  southeast  shore  of  Cedar  Lake  in  Canada.  The  material 
occurs  in  granular  form  and  in  small  sizes  only,  such  as  are  quite 
unsuited  for  manufacturing  purposes.  The  true  gum-bearing 
stratum,  if  such  exists,  has  not  yet  been  discovered,  the  material 

'  AccoTding  to  the  Engineering  and  Mining  Journal  of  Maj  10,  1893,  the  dredg- 
ing process  on  the  Baltic  coast  has  been  discontinued  as  no  longer  profitable. 
'American  Journal  of  Science,  XLIl,   1891,  p.  333. 
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thus  far  found  being  washed  up  by  waves  on  the  beach.  Accord- 
ing to  O.  J.  Klotz,'  the  beach  matter  resembles  the  refuse  of  a 
sawmill,  no  stones  and  very  Uttle  sand  being  associated  with  the 
d^ris,  which  is  everywhere  underlaid  by  clay.  The  principal 
beach  was  estimated  to  contam  some  700  tons  of  granular  material. 

A  somewhat  similar  resin  is  found  in  the  lignite  and  soft  greenish 
sandstone  near  Kuji,  Japan.*  It  is  reported  as  being  of  inferior 
quahty,  opaque,  cloudy,  and  much  fissured.  It  is,  however,  mined 
and  shipped  to  Tokio,  where  it  is  presumably  worked  up  into  small 
ornaments. 

The  so-called  Burmese  amber,  or  BurtiUU  from  the  Hukong 
Valley,  is  reported  as  occurring  in  a  soft  blue  clay,  probably  of  Lower 
Miocene  Age,  and  in  lumps  not  exceeding  the  size  of  a  man's  hand. 

Gum  copal. — The  name  copal  or  gum  copal  is  made  to  cover, 
commercially,  a  somewhat  variable  series  of  resins  found  for  the  most 
part  buried  in  the  sands  in  tropical  and  subtropical  regions.  Th^ 
are  in  general  amber-like  or  resin-like  in  appearance,  of  a  hardness 
inferior  to  that  of  true  amber,  of  a  light  yellow  to  brown  cobr,  brill- 
iant glass-Uke  luster,  transparent  to  translucent,  and  have  a  con- 
choidal  fracture.  When  cold  they  are  brittle  and  can  be  readily 
crushed  to  powder,  but  possess  a  slight  amount  of  elasticity.  When 
rubbed  on  cloth  they  become  electric  and  emit  a  peculiar  resinous 
odor.  The  s[>ecific  gravity  varies  from  i  to  i.io.  When  heated 
the  material  softens,  swells  up,  and  bubbles,  finally  melting,  remain- 
ing hquid  until  carbonized.  It  bums  with  a  yellow  smoky  flame; 
is  partially  soluble  in  alcohol,  wholly  so  in  ether,  and  also  in  turpen- 
tine on  prolonged  digestion.  The  so-called  Kauri  gum  is  a  light 
amber-colored  variety  from  the  Dammara  Ausiralis,  a  Uving  conifer- 
ous tree  of  New  Zealand.  The  principal  source  is  the  northern 
portion  of  the  Auckland  provincial  district  which  has  exported  since 
1863  (and  up  to  1897)  some  134,630  tons  of  gum  valued  at  £5,394,- 
687,  the  product  for  1890  being  7,438  tons  valued  at  £s7^,s6$. 

The  gum-digging  industry  is  one  that  gives  employment  to  both 


'  An«jrfcMi  Jeweler,  No.  a,  XII,  iSgj. 

'  TransActiona  of  the  Anerican  Institute  of  Mining  Engineers,  V,  1S76,  p.  165. 
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Europeans  and  natives.'  The  gum  is  found  but  a  short  distance 
below  the  surface,  and  is  dug  with  the  aid  of  a  few  implements,  the 
entire  outfit  often  consisting  of  a  steel  prod,  a  spade,  and  knife  and 
haveisack.  With  the  copal  is  often  found  the  more  amber-like  resin 
ambriU,  which  has  a  sUghtly  greater  hardness,  a  specific  gravity 
of  1.034,  a  yellowish  gray  to  reddish  color  and  which  yields  on  an- 
atysis  carbon,  76.88;  hydrogen,  10.54  per  cent,  and  oxygen,  12.77 
per  cent.  It  becomes  strongly  electric  by  friction  and  is  insoluble  in 
alcohol,  ether,  chloroform,  benzine,  or  turpentine,  and  bums  with 
yellow,  smoking  flame.  Quite  similar  to  the  kauri  gum  is  the  copal 
of  the  African  coasts.  According  to  Dr.  F.  Welwitsch*  gum  of  the 
west  coast  and  probably  all  the  gum  resin  exported  under  this  name 
from  tropical  Africa  is  to  be  regarded  as  a  fossil  resin  produced  by 
trees  which,  in  periods  long  since  past,  adorned  the  forests  of  that 
continent,  but  which  are  at  present  either  totally  extinct  or  exist 
only  in  a  dwarfed  posterity.  The  gum,  which  is  called  by  the  Bunda 
negroes  OcaU  Cocoto,  or  Mucocoto,  is  found  in  the  hilly  or  mountain- 
ous districts  all  along  the  coast  of  Angola,  including  the  districts  of 
Congo  and  Benguella,  and  is  brought  by  the  natives  to  the  different 
market  places  on  the  coast  of  Angola,  including  the  districts  of  Congo 
and  Bei^uella.  The  larger  quantities  of  the  resin  are  mostly  found 
in  the  sandy  soil,  and  it  is  apparently  Umited  in  its  geographical  dis- 
tribution with  that  of  the  tree  Adansonia  digitaia,  the  lands  in  the 
Government  of  Benguella  extending  along  the  mountain  terrace  of 
Amboin,  Selles,  and  Mucobale,  south  of  the  Cuanza  River  being 
most  productive,  having  yielded  between  1850  and  i860  some 
1,600,000  pounds  of  gum  a  year. 

"It  is  a  general  and  widely  spread  opinion,"  writes  Welwitscb, 
"  that  the  gum  copal  in  Angola  is  gathered  from  trees;  but  this,  accord- 
ing to  my  own  observation,  is  obviously  erroneous,  for  the  gum 
copal  is  either  dug  out  of  the  loose  strata  of  sand,  marl,  or  clay,  or 
else  it  is  found  in  isolated  pieces  washed  out  and  brought  to  the 
surface  of  the  soil  by  heavy  rainfalls,  earthfalk,  or  gales;   and  such 

'  Report  of  the  Mining  Industry  of  New  Zealand  for  i3&8.  In  the  report  for  1887 
it  is  stated  that  "according  to  the  last  census"  the  number  of  persons  employed  In 
the  occupation  of  gum  digging  was  1,283. 

'Journal  of  the  Linnaean  Socieiy  of  London,  Botany,  IX,   1S66,  p.  387. 
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pieces,  where  found,  induce  the  negroes  to  dig  for  larger  quantities 
in  the  adjacent  spots.  This  digging  after  latger  quantities  is,  as 
may  be  supposed,  often  very  successful;  but  sometimes  it  is  less 
satisfactory,  or  totally  without  result,  just  in  the  same  manner  as  with 
people  digging  for  gold.  At  times  numerous  larger  and  smaller 
pieces  of  copal  are  found  close  to  the  surface  of  the  sand,  or  within 
the  depth  of  a  few  feet;  while  in  other  places,  after  digging  to  the 
depth  of  5  to  8  or  even  lo  or  more  feet,  only  single  pieces,  or  some- 
times none  at  all,  are  brought  to  light.  As  soon  as  a  n^ro  has  dis- 
covered in'any  spot  one  or  more  pieces  of  copal,  he  hastens  to  his  re- 
lations and  to  his  commercial  friends,  telling  them  of  his  fortunate 
treasure-trove,  showing  what  he  has  found,  and  concludes  with 
them  a  kind  of  treaty  of  partnership  whereby  he  becomes  entitled  to 
the  larger  share  in  the  probable  gains.  The  members  of  this  part- 
nership then  provide  hemselves  with  digging  implements,  including 
large  sacks,  mostly  made  of  the  bark  of  the  Adansonia  or  Raphia 
leaves,  and  they  then  proceed  to  the  indicated  spot  to  commence 
researches.  As  is  natural,  such  a  spot  and  its  neighborhood  are  not 
left  until  the  diggers  have  convinced  themselves  that  they  have  com- 
pletely exhausted  the  district,  or  that  no  more  gum  copal  is  to  be 
found  beyond  the  first  indicating  pieces.  In  the  latter  case  it  is 
supposed  that  the  first  pieces  met  with  were  washed  down  from 
afar,  and  further  researches  are  then  made  accordingly. 

"If,  after  prolonged  researches  in  the  same  district,  no  more  gum 
copal  is  found,  the  diggers  leave  that  place;  the  secured  resin  is 
cleaned  by  washing  and  packed  in  sacks,  to  be  ready  for  sale  in  the 
markets  on  the  coast.  Different  varieties  of  unequal  value  being 
often  obtained  on  the  same  spot,  the  resin,  when  brought  to  market, 
has  to  be  sorted  before  being  sold.  It  is  classified  mostly  accord- 
ing to  its  color,  and  the  price  is  determined  by  weight.  The  deep- 
colored  quality  is  generally  worth  double  the  price  of  the  lighter 
sort.  The  shape  in  which  the  gum  is  found  is  quite  variable;  it 
often  has  the  form  of  an  egg,  a  ball,  or  a  drop,  at  other  times  it 
looks  Uke  a  flat,  pressed  cake,  and  it  is  also  met  with  in  sharp-canted 
pieces.  The  pieces  vary  as  much  in  size  as  in  shape;  they  are  rarely 
larger  than  a  hen's  egg,  and  there  are  many  much  smaller,  others 
(which,  however,  seldom  occur)  are  as  big  as  a  man's  fist,  or  even  a 
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child's  head,  weighing  three  to  four  pounds  and  more.  All  the  pieces 
of  different  shape  and  size  have  one  common  characteristic,  namely, 
that  on  their  surface  they  are  covered  with  a  thinner  or  thicker  close- 
sticking,  whitish,  nearly  chalky  crust,  which  exhibits  on  many  pieces 
veins  or  network,  while  in  most  instances  it  covers  the  surface  like 
an  earthy  powdery  coat.  The  surface  of  fresh-broken  pieces  appears 
conchoidal,  with  6nely  radiating  lines  in  each  conchoidal  impression. 
The  luster  is  glossy,  the  mass  is  hard  and  transparent  to  a  certain 
depth,  and  where  scratched  with  a  knife  or  needle  it  leaves  a  white 
powdered  stroke.  It  can  easily  be  scraped  with  a  knife  into  powder 
which,  if  sprinkled  over  red-hot  coals,  changes  instantaneously  into 
thick  vapors,  at  first  with  a  slight  yellow  color,  with  a  strong  aro- 
matic smell,  somewhat  similar  to  that  of  incense.  Large  pieces 
brought  into  contact  with  a  light  soon  bum  up,  developing  at  the 
same  time  the  above-mentioned  vapors.  When  chewed  it  crackles 
between  the  teeth  without  leaving  a  notic^ble  taste. 

"The  fact  that  there  is  often  seen,  even  on  the  canted  broken 
sides  of  many  pieces,  the  same  hard,  whitish,  earthy  crust  which 
covers  the  other  unbroken  surface  of  the  same  piece,  tends  to  prove 
that  after  their  falling  off  the  mother-tree  they  were  forcibly  trans- 
ported from  their  original  spot  by  floods  or  earth  falls,  by  which  they 
were  broken  before  they  came  into  the  marl  or  sandy  plains  in  which 
they  are  now  found.  At  times  the  crust  just  alluded  to  is  very  hard, 
of  considerable  thickness,  and  with  a  glossy  polish,  which  leads  to 
'  the  supposition  that  pieces  in  which  it  is  found  have  been  embedded 
for  a  long  time  in  the  ground,  or  perhaps  in  water-basins.  While 
an  earthy  crust  of  greater  or  less  thickness  is  noticed  on  all  pieces 
of  gum  copal  before  it  is  washed  or  rubbed  off,  the  color  in  different 
pieces  varies  very  much;  some  samples  are  yellowish  white,  some  of 
honey  or  gold  color,  and  others  are  distinguished  by  an  intense  red- 
dish-orange color.  The  general  appearance  of  the  pure  pieces  of 
this  resin,  especially  in  the  gold-colored  kind,  has  delusive  resem- 
blance to  amber,  with  which,  though  much  softer,  it  has  the  common 
properties  of  igniting  and  of  becoming  electrical  by  friction.  The 
interior  of  the  Angola  copal  pieces,  when  not  mixed  with  earthy  sub- 
stances, or  with  remains  of  bark,  is  even  glossy  and  transparent; 
but  I  have  never  observed  insects  in  any  of  the  numerous  samples 
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whicH,  partly  in  Angola  and  partly  at  Lisbon,  came  under  my  notice, 
while  in  the  copal  sent  to  Lisbon  from  the  province  of  Mozambique, 
on  the  east  coast  of  Tropical  Africa,  various  hymenopterous  insects 
are  to  be  met  with.  The  different  colors  of  the  copal  of  Angola 
just  described  are  connected  more  or  less  with  its  availability  for 
varnishes,  etc.  Thus  the  copal  dealers  dbtinguish  three  sorts, 
namely,  (i)  red  copal  gum  (gomma  copal  vermdlia);  (2)  yellow 
(g.c.  amarella);  {3)  whitish  (g.c.  bianca).  The  red  and  whitish 
sorts  furnish  the  best  and  finest  vamish,  and  therefore  are  most  in 
request  and  the  dearest,  while  the  whitish  quality  is  sold  at  the 
lowest  price."  ' 

According  to  Burton  •  the  present  limit  of  distribution  of  the 
gum-yielding  trees  on  the  east  coast  is  less  extensive  than  that  of  the 
extinct  forests  which  have  yielded  the  true  or  "ripe"  copal,  or  "san- 
darusi,"  as  it  is  locally  called.  Every  part  of  the  coast  from  Ras 
Gomani,  in  south  latitude  3,  to  Ras  Delgado,  in  10°  41',  with  a  mean 
depth  of  30  miles  inland,  may  be  called  the  copal  coast.  The 
material  is  found  in  red,  sandy  soil,  but  is  not  evenly  distributed, 
occurring  rather  in  patches,  as  though  produced  by  isolated  trees. 
Dr.  Kirk  considers  thb  gum  as  a  product  of  trees  of  the  same  species 
as  those  at  present  producing  the  raw  gum  called  by  the  natives  and 
Arabs  sandarusiza  miti  or  chakazi;  that  is,  the  Trachylobium  mosam- 
bicense  Peters.  The  gum  when  dug  from  the  soil  has  superficially 
a  peculiar  pebbled  appearance,  best  described  as  "  goose  skin,"  and 
which  fiurton  considered  as  due  to  the  impress  of  the  sandy  grains 
in  which  it  had  been  buried,  but  which  Dr.  Kirk  regards  as  due  to 
the  structure  of  the  cellular  tissues  of  the  tree.  The  copal  when 
freshly  dug  has,  according  to  this  authority,  exteriorly  no  trace  of  the 
goose-skin  structure. 

As  is  the  case  with  the  New  Zealand  and  West  African  gums,  the 
methods  of  digging  are  very  crude,  careless,  and  desultory.  The 
diggings  are  mostly  beyond  the  jurisdiction  of  Zanzibar,  but  as  this 


'  Journal  of  the  Linnaean  Society  of  London,  Botany,  IX,  1866,  pp.  391-29^. 

'  Lake  Region  of  Central  Africa,  II,  p.  403.  See  also  report  by  Dr.  M.  C.  Cooke 
□n  the  gums,  resins,  etc.,  in  the  lodia  Museum,  or  produced  in  India.  London, 
India  Museum,  1874. 
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IS  the  principal  port,  most  of  the  material  is  knovm  commercially  as 
Zanzibar  copal. 
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XIV.  MISCELLANEOUS. 

I.  Grindstones;  Whetstones;  and  Hones. 

The  custom  of  sharpenii^  edge  tools  on  pieces  of  stone  has  been 
practiced  by  barbarous  and  civilized  nations  ever  since  the  adoption 
of  cutting  implements  of  any  kind,  however  crude  and  of  whatever 
materials. 

With  the  first  crude  implements,  it  is  safe  to  say  almost  any  stone 
possessing  the  requisite  grit  would  serve  to  produce  the  rough  edge 
desired.  With  the  improvement  in  the  cutting  implement  there  has, 
however,  been  necessitated  a  corresponding  improvement  in  the 
character  of  the  sharpening  implement  as  well.  Formerly,  it  may 
be  safely  assumed,  every  man  used  that  which  was  most  accessible 
and  could  be  made  to  best  answer  its  purpose.  Now  the  grindstone 
and  whetstone  industry  is  as  well  organized  as  any  other  branch  of 
manufacture,  and  forms  no  inconsiderable  feature  of  the  nation's 
trade.  Localities  are  ransacked  and  material  is  brought  from  filr 
and  near,  carried  long  distances,  overland  or  across  the  ocean,  to 
the  workshops  of  the  manufacturer  to  be  cut  into  the  desired  shapes 
and  sizes,  classified  and  assorted  according  to  quality,  and  sent  abroad 
once  more  to  meet  the  demands  of  the  ever-increasing  trade.  The 
use  of  the  grindstone,  it  should  be  noted,  is  not  confined  merely  to 
shari>ening  edge  tools,  but,  as  will  be  noted  later,  they  are  made  from 
a  variety  of  materials,  and  of  an  equal  variety  of  sizes,  from  the 
2-inch  -wheel  of  novacuUte,  used  by  jewelers,  to  a  coarse  grit  monster 
of  over  2  tons  weight  for  the  grinding  of  rough  castings  in  machine 
shops. 

A  stone  to  be  suitable  for  grinding  purposes  must  possess  a  fine 
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Fig.  2. 
PLATE  XXX, 

Microsections  of  Mica  Schist  used  in  making  Whetstones.     Tig.  t,  Cut  a[n«lt-.diAj|., 
Foliation;  Fig.  a,  Cut  parallel  to  Foliation.  '         cS 

[U.  S.  National  Museum,] 
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and  even  grain,  free  from  all  hard  spots  and  inequalities  of  any  kind. 
It  is  essential,  too,  that  the  various  particles  of  which  it  is  composed 
be  cemented  together  with  just  sufficient  tenacity  to  impart  the 
necessary  strength  to  the  stone,  and  yet  allow  them  to  crumble  away 
when  exposed  to  friction,  thus  continually  presenting  fresh  sharp 
grains  and  surfaces  to  act  upon  the  material  being  ground.  Simple 
as  these  essential  qualities  may  seem  they  are  in  reality  but  rarely 
met  with  in  perfection,  and  the  majority  of  grindstones  now  on  the 
market  are  quarried  from  a  comparatively  limited  number  of  sources. 
If  the  stone  be  too  friable  it  wears  away  too  rapidly,  and  the  grind- 
ing dope  is  coarse  and  uneven ;  a  sharp  edge  or  polish  is  unobtainable 
If  too  hard  it  glazes  and  loses  its  cutting  qualities,  or  cuts  so  slowly 
as  to  be  no  longer  desirable.  If,  moreover,  the  particles  composing 
the  stone  adhere  with  too  little  tenacity,  the  stone,  particularly  if  it 
be  a  large  one,  such  as  is  used  for  grinding  castings,  is  liable  to  burst, 
perhaps  to  the  serious  injuiy  of  workmen  and  machinery. 

The  requisite  qualities  as  above  enumerated  are  found  mainly  in 
those  stones  that  have  originated  as  sandy  deposits  on  sea  bottoms 
and  have  undergone  Uttle  if  any  metamorphism — in  other  words,  in 
sandstones.  For  some  particular  reason,  or  rather  owing  to  certain 
peculiar  conditions,  although  sandstones  were  formed  throughout  a 
great  number  of  periods  in  the  earth's  history,  those  formed  during 
the  Carboniferous  age  seem  best  adapted  for  the  purpose,  and  from 
stone  found  somewhere  in  this  formation  are  manufactured  a  large 
share  of  the  grindstones  now  in  use. 

A  majority  of  the  grindstones  now  found  in  the  markets  of  the 
United  States  are  made  from  sandstones  quarried  from  the  Upper, 
Middle,  and  Lower  Carboniferous  formations  of  Ohio,  Michigan, 
Nova  Scotia,  New  Brunswick,  England  or  Scotland.  A  few  are,  o- 
have  been,  made  from  stone  from  Missouri  and  Kentucky.  The 
Ohio  stones  are  obtained  nearly  altogether  from  quarries  in  the  sub- 
Carboniferous  sandstones  at  or  near  Berea,  Amherst,  Bedford,  Con- 
stitution, Massillon,  Marietta,  Independence,  and  Euclid.  Few  if 
any  of  the  quarries  are  worked  wholly  for  grindstones,  but  in  the 
majority  of  cases  the  stone  is  sought  for  building  purposes  as  well, 
and  the  grindstone  output  may  be  merely  incidental,  certain  layers 
only  being  adapted  for  the  latter  purpose.    This  is  well  illustrated 
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by  the  following  section,  as  shown  at  one  of  the  Amherst  quarries 
and  as  described  '  by  Professor  Orton,  the  State  geologist.  The 
reader  will  understand  that  by  section  is  meant  the  various  layers 
exposed  in  the  quarry  wall,  or  that  would  be  passed  through  in  dig- 
ging or  boring  from  the  surface  downward. 

At  Amherst,  then,  the  stone  lies  as  follows,  beginning  at  the  sur- 
face- 
Feet. 

Drift  material  (soil,  sand,  etc.) i  to    3 

Worthless  shell  rock 6  to  10 

Soft  rock  used  only  for  grindstones 13 

Building  stone 3 

Bridge  stone 2 

Grindstone 2 

Building  and  grindstone 10 

Building  stone 4  to    7 

Building  stone  or  grindstone 12 

Commenting  on  the  condition  of  affairs  as  here  displayed,  Pro- 
fessor Orton  says; 

"As  will  be  noticed  in  this  section,  the  different  strata  are  not 
applicable  alike  to  the  same  purpose^  and  the  uses  for  which  the 
different  grades  of  material  can  be  employed  depend  principally 
upon  the  texture  and  the  hardness  of  the  stone.  The  softest  and 
most  uniform  in  texture  is  especially  applicable  for  certain  kinds  of 
grinding,  and  is  used  for  grindstones  only,  and  the  production  of 
these  forms  an  important  part  of  the  quarry  industry.  In  its  differ- 
ent varieties  the  material  is  applicable  to  all  kinds  of  grinding,  and 
stones  made  from  it  are  not  only  sold  throughout  this  country,  but 
ai^e  exported  to  nearly  all  parts  of  the  civilized  world.  Some  of  the 
finest-grained  material  is  also  used  in  the  manufacture  of  whetstones. 
There  are  various  points  in  the  system  of  the  Berea  grit  where  the 
stone  is  adapted  to  this  use,  but  such  a  manufacture  is  best  carried 
on  when  joined  with  a  large  interest  in  quarryii^,  so  that  the  smaU 
amount  of  suitable  material  can  be  selected;  and  thus  it  happens  that 

'  Geological  Survey  of  Ohio,  V,  p.  586. 
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only  at  Amherst  and  at  Berea  are  whetstones  manufactured  in  large 
quantities." 

Below  are  given  in  brief  outUne  the  sources  and  main  character- 
istics of  the  principal  grindstones  now  in  the  market,  beginning  with 
those  of  the  United  States.  In  speaking  of  the  texture  of  any  stone, 
that  of  Berea  has  been  taken  as  the  standard.  This  is  the  stone  most 
used  for  grinding  cutting  tools,  such  as  axes  and  scythes.  It  must 
be  remarked  her^hat  the  term  Berea  grit  is  applied  not  merely  to 
the  stone  from  the  immediate  vicinity  of  the  town  of  Berea,  but  is 
rather  a  general  name  applied  to  this  particular  subdivision  of  the 
sub-Carix>nifeiDUS  formation  of  Ohio  and  extending  over  a  wide 
field. 

Berea. — Medium  fine;  blue  gray,  light  yellowish,  or  nearly  white. 
For  edge  tools  in  general;  the  finer  varieties  also  used  for  whetstones. 

Amherst. — Medium  fine,  hke  the  Berea,  being  a  part  of  the  same 
formation.  Light  gray,  with  small  rust-colored  spots  due  to  iron 
oxides.  For  grindstones  and  whetstones  for  edge  toob  in  general; 
the  softer  varieties  for  saws. 

Independence. — Similar  to  the  Amherst,  and  especially  adapted  for 
the  manufacture  of  large  grindstones  for  dry  grinding;  stones  said 
not  to  glaze  when  used  for  this  purpose. 

Bedford. — Rather  coarser,  though  of  even  texture  and  filled  with 
brown  spots  of  iron  oxide.     Especially  adapted  for  grinding  springs, 

Euclid. — Fine,  light  bluish  gray;  for  wet  grinding  edge  tools. 

MassiUon. — Medium  to  rather  coarse;  the  microscope  shows  it 
to  be  an  aggregate  of  rounded,  colorless  grains  of  quartz,  with  httle, 
it  any,  cementing  material.  Not  so  finely  compacted  as  the  last,  and 
small  fragments  can  be  readily  broken  from  the  sharp  edges  by  means 
of  the  thumb  and  fingers.  Color,  light  yellowbh  or  pinkish;  for  edge 
toob,  springs,  files,  and  nail-cutters'  face  stones,  but  mainly  for  the 
dry  grinding  of  castings. 

Constitution. — Medium;  light  gray  and  rather  more  friable  than 
the  last.  A  variety  of  textures,  however,  and  all  kinds  of  grits  for 
wet  grinding  are  furnished. 

Huron,  Michigan. — Fine;  uniform  blue-gray  color,  with  numer- 
ous flecks  of  silvery  mica.  Smells  strongly  of  clay  when  breathed 
upon.    For  wet  grinding  of  edge  tools;  produces  a  fine  edge. 
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The  Joggins,  Nova  Scotia. — ^Finegray;  of  uniform  texture;  used 
for  wet  grinding  all  kinds  of  edge  tools;  the  large  stones  for  grinding 
springs,  sad  irons,  and  hinges;  extensively  exported  to  the  United 
States. 

Bay  oj  Chaieur,  New  Brunswick. — Fine  dark  bluish  gray;  of 
firm  texture;  smells  strongly  of  clay  when  breathed  upon.  Resem- 
bles the  stone  of  Huron,  Michigan,  but  contains  less  mica.  Used  in 
the  manufacture  of  table  cutlery ;  also  machinists'  toob  and  edge  toob 
in  generaL 

Newcastle,  England. — Light  gray  and  yellowish;  with  a  sharp 
grit;  rather  friable,  and  texture  somewhat  coarser  than  that  of  the 
Berea  stone,  which  it  otherwise  somewhat  resembles.  The  finer 
grades  used  for  grindii^  saws  and  the  coarser  and  harder  ones  for 
sad  irons,  springs,  pulleys,  shafting,  for  bead  and  face  stones  in  nail 
work,  and  for  dry  grinding  of  castings;  also  used  by  glass  cutters. 

Wickersly,  England. — A  dull,  brownish  or  yellowish,  somewhat 
micaceous  stone  of  medium  texture  and  rather  soft.  For  grinding 
saws,  squares,  bevels,  and  cutlers'  work  in  general. 

Liverpool,  or  MelHng,  England. — Dull  reddish;  a  somewhat 
loosely  compacted  aggregate  of  siliceous  sand,  so  friable  that  the  sharp 
angles  are  easily  crumbled  away  by  the  thumb  and  fingers.  A  very 
sharp  grit,  used  for  saws  and  edge  took,  particularly  axes  in  ship- 
yards. 

Craigleith,  Scotland. — Fine-grained  and  nearly  white.  A  very 
pure  siliceous  sandstone  with  a  sharp  grit.  Said  to  be  the  best  stone 
known  for  glass  cutting,  though  the  Newcastle,  Warrington,  and 
Yorkshire  grits  are  also  used  for  a  similar  purpose. 

For  whetstones  the  same  qualities  are  essential  as  for  grindstones, 
though  as  a  rule  the  whetstones  are  designed  for  a  finer  class  of 
.  work,  and  hence  a  finer  grade  of  material  is  utilized.  For  sharpening 
scythes  and  other  coarse  cutting  toob,  however,  the  same  stone  is 
used  as  for  grindstones,  the  same  quarry  producing  stone  for  build- 
ing, grindstones,  and  whetstones,  as  above  noted.  The  so-called 
Hindostan,  or  Orange  stone,  from  Orange  County,  Indiana,  is  a  veiy 
fine-grained  siliceous  sandstone  of  remarkably  sharp  and  xmiform 
grit,  and  which  for  carvers  and  kitchen  implements  is  unexcelled. 
The  so-called  Labrador  stone  is  also  a  sandstone  of  a  dark  blue-gray 
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color  and  of  less  sharp  grit  than  that  just  mentioned.  Many  scythe- 
stones  like  "Indian  Pond"  "Chocolate,"  "Farmers'  Choice," 
"Black  Diamond,"  "Vermont  Quinebaug,"  and  the  "LamoiUe," 
are  fine-grained  mica  schists  from  New  Hampshire  and  Vermont 
quarries.  These  as  a  rule  are  very  fine-grained  schistose  dark-gray 
rocks,  sometimes  of  a  light  chocolate  color  on  a  freshly  fractured 
surface.  The  microscope  shows  them  to  consist  of  a  compact  and 
slightly  schistose  aggregate  of  quartz  and  mica  in  which  are  fre- 
quently included  very  abundant  small  octahedral  crystab  of  m^- 
netic  iron  and  sometimes  garnets.  (See  Plate  XXX.)  So  abundant 
are  these  magnetic  granules  in  some  of  these  rocks,  especially  those 
of  Grafton  County,  New  Hampshire,  as  to  constitute  an  important 
feature,  and  it  is  doubtless  in  part  to  them  that  the  stone  owes  its. 
excellent  abrasive  qualities.  Magnetite,  it  will  be  remembered,  has. 
a  hardness  of  about  6.5  of  the  scale,  and  constitutes  a  very  consider- 
able proportion  of  the  ordinary  emery  of  commerce.  We  have  here,, 
then,  what  is  ahnost  a  natural  equivalent  of  the  artificial  emery  stone, 
the  compact  groundmass  of  quartz  and  mica  serving  as  a  binding 
material  for  the  magnetite  grains  while  they  perform  their  work  In 
wearir^  away  the  implement  being  ground.  A  part  of  the  abrading 
quality  of  these  stones  is,  however,  due  to  the  abundant  quartz  and 
mica  scales  and  their  peculiar  arrangement  in  relation  to  one 
another. 

The  well-known  Water  of  Ayr,  Scotch  hone,  or  snake  stone,  as 
it  is  variously  called,  is  also  a  very  compact  schist.  It  is  said  to 
come  from  Dalmour,  in  Ayrshire,  Scotland. 

The  name  novacuUte  is  applied  to  a  very  fine-grained  and  com- 
pact rock  consisting  almost  wholly  of  chalcedonic  silica,  and  which, 
owir^  to  the  fineness  of  its  grit,  is  used  only  in  the  finer  kinds  of  work, 
as  in  sharpenir^  razors,  knives,  and  the  tools  of  engravers,  car- 
penters, and  other  artisans.  The  true  novaculites  are  at  present 
quarried  in  America  orJy  in  Montgomery,  Sahne,  Hot  Springs,  and 
Garland  counties,  in  Arkansas,  and  are  known  commercially  as  the 
Washita  (or  Ouachita,  as  the  name  is  properly  spelled)  and  Arkansas 
stones.  Both  varieties  are  nearly  pure  silica,  the  Ouachita  being 
often  of  a  yellowish  or  rusty  red  tint,  and  the  Arkansas  of  a  pure 
snow  whiteness,  the  latter  variety  being  also  the  hardest,  most  corn- 
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pact,  and  highest  priced.    The  analyses  given  below  show  the  average 
composition  of  the  two  varieties: 


SiO, . 
ALO, 
Fe,0, 
CaO  . 
MgO. 
K,0  . 
NfuO 
hIo  . 


According  to  Griswold  stone  suitable  for  the  manufacture  of 
whetstones  occurs  in  quantity  in  two  distinct  horizons  in  the  Arkansas 
novaculite  series  of  rocks,  both  of  which  are  now  being  worked. 
The  principal  quarries  are  in  the  massive  white  beds  of  the  Hot 
Springs  r^ion,  the  material  being  mainly  of  the  fine,  compact  white 
Arkansas  type.  Within  a  limited  region,  northeast  of  Hot  Springs, 
the  stone  bectanes  more  porous,  owing  in  part  to  the  existence  of  a 
larger  number  of  the  rhomboidal  cavities,  and  passes  over  to  the 
Ouschita  type. 

The  microscopic  structure  of  the  Arkansas  novaculite  is  shown 
in  Plate  XXXII,  Fig.  i,  the  large  white  areas  being  angular  granules 
of  quartz. 

Owen  regarded  the  Arkansas  novaculites  as  beloi^ing  to  the  age 
of  the  millstone  grit  formation;  that  is,  to  the  lower  part  of  the 
Carboniferous,  and  considered  them  as  a  sandstone  metamorphosed 
and  freed  from  impurities  by  the  action  of  hot  alkaline  waters.  State 
Geologbt  Branner,  however,  regards  the  finer  grade  of  novaculite 
as  a  metamorphosed  chert,  a  conclusion  more  in  accordance  with 
the  microscopic  structure  of  the  rock,  which  is  more  that  of  chalce- 
dony than  of  an  altered  sandstone.  Griswold,  on  the  other  hand, 
regards  the  novaculite  as  a  product  of  sedimentation  of  a  fine  siliceous 
silt,  and  of  Lower  Silurian  age,'  while  Rutley '  considers  it  as  a 

'  See  Whetstones  and  Novaculites.  by  L,  S.  GcUwold,  Annual  Report  ot  ihe  Geo- 
logical Survey  of  Arkansas,  III,  iSgz.  This  report  contains  a  very  full  discussion  of 
the  Arkansas  novaculite  in  all  its  bearings. 

'  Quarterly  Journal  of  the  Geological  Society  of  London,  L,  1894,  p.  377. 
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product  of  chemical  replaceraent  by  silica  of  the  calcareous  material 
of  dolomite  or  dolomitic  limestone  beds. 

The  view  of  Sutton's  quarry  No.  7  in  Plate  XXXI  shows  the  no- 
vaculite  beds  dipping  60"  to  the  southeast,  the  bed  of  good  stone 
being  some  12  or  15  feet  in  thickness.  The  rock  is  everywhere  badly 
jointed,  in  one  case  mentioned  by  Griswold  as  many  as  six  different 
systems  being  developed  in  a  single  quarry.  The  natural  result  is 
that  pieces  of  only  very  moderate  dimensions  are  obtainable  even 
under  the  most  favorable  of  circumstances.  Fine  veins  of  quartz 
intersecting  the  rock  in  various  directions  increase  the  difficulty  of 
getting  homc^eneous  material  and  thereby  increase  the  cost  of  the 
output. 

The  Arkansas  stone  is  now  used  for  many  purposes.  The  whet- 
stones are  used  by  engravers,  surgeons,  carvers,  dentbts,  jewelers, 
cutlers,  and  other  manufacturers  of  fine-edged  tools,  and  by  machin- 
bts  and  woodworkers  of  the  more  skilled  class.  Small  whetstones 
for  penknives  are  made  in  considerable  quantity,  and  some  stones 
are  sold  for  razor  hones. 

The  stone  is  also  used  by  wood-carvers,  jewelers,  manufacturers 
of  fine  machinery  and  metal  work,  and  by  dentbts  in  various  forms 
of  files  and  points.  Dentists  use  particulariy  the  "knife-blade," 
a  very  thin,  broad  shp  of  stone,  triangular  in  section,  with  one  short 
side,  the  other  two  forming  a  thin  edge  as  they  come  together.  They 
are  used  for  filing  between  the  teeth.  Carvers  use  wedge-shaped,  flat, 
square,  triangular,  diamond-shaped,  rounded,  and  bevel-edged  files 
for  finbhing  their  work.  Jewelers,  especially  manufacturing  jewel- 
ers and  watchmakers,  use  all  these  forms  of  files  and  also  points. 
These  last  are  sometimes  made  the  size  of  a  lead  pencil,  having  a 
cone-shaped  end,  and  are  about  3  inches  long  and  i  inch  square, 
tapering  to  a  point.  They  are  used  chiefly  in  manufacturing  watches 
to  enlarge  jewel-holes. 

Wheels  of  various  thicknesses  and  diameter  are  also  made  from 
Arkansas  stone.  They  are  used  chiefly  by  jewelers  and  dentists, 
but  could  be  made  of  service  in  all  workshops  where  an  Arkansas 
whetstone  b  used.  The  difficulty  of  obtaining  pieces  of  clear  stone 
large  enough  for  wheels  several  inches  in  diameter  makes  the  price 
very  high,  and  the  difficulty  of  cutting  out  a  circular  form  increases 


sdbvGoo^^lc 


39*  THE  NON-METALLIC  MINERALS. 

the  cost.  Wlieeb  are  quoted  at  from  $1.10  to  $2.20  an  inch  of 
diameter. 

Fragments  of  the  Arkansas  stone  are  saved  at  the  factories,  and 
now  and  then  sent  away  to  be  ground  for  polishing  powder.  In  the 
manufacture  of  this  powder  millstones  are  worn  out  so  rapidly  that 
the  process  is  rather  expensive,  but  as  waste  stone  is  utilized,  the 
powder  can  be  sold  by  the  barrel  at  to  cents  a  pound.  It  makes  a 
very  fine,  pure  white  powder  of  sharp  grit,  suitable  for  all  kinds  of 
polishing  work;  it  is  known  as  "Arkansas  powder." 

The  so-called  Turkish  oilstone  from  Smyrna,  in  Asia  Minor,  is 
both  in  structure  and  abrasive  qualities  quite  similar  to  the  Arkansas 
novaculites.  It,  however,  is  of  a  drab  color  and  carries  an  appre- 
ciable amount  of  free  calcium  carbonate  and  other  impufities,  as 
shown  by  the  analysis  given  below,  as  quoted  by  Griswold: 

TURKEY-STONE. 

Silica  (SiO,) 72.00 

Alumina  {A1,0,) 3.33 

Lime  (CaO) 13.33 

Carbonic  acid  (COj) 10.33 

According  to  Renard,'  the  celebrated  Belgian  razor  hone  quarried 
at  Lierreux,  Sart,  Salm-Chateau,  Bihau,  and  Recht  is  a  damourite 
slate  containing  innumerable  garnets,  more  than  100,000  in  a  cubic 
millimeter.  Like  the  Ratisbon  hone,  this  occurs  in  the  form  of  thin, 
yellowish  bands,  some  6  centimeters  wide  (af  inches)  in  a  blue-gray 
slate  (phyllade).  The  bands  are  essentially  parallel  with  one 
another  and  with  the  grain  of  the  slate,  into  which  they  at  times 
gradually  merge.  The  chemical  composition  of  a  sample  from 
Recht  is  given  on  the  next  page.  The  microscopic  structure  of  the 
stone  as  described  and  figured  by  Renard  is  essentially  the  same 
as  that  of  the  Ratisbon  stone  in  the  collections  of  the  U.  S.  National 
Museum  (See  Plate  XXXII,  Fig.  2),  and  the  stones  are  practically 
identical  in  color  and  texture  as  well. 

'  M^otres  Courorm^  et  Mfmoires  des  Savants  Etrangen  de  L' Academic  Ri^al 

des  Science*,  etc.,  Belgique  1878,  pp.  r-44. 
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PLATE  XXXn. 

Microspctions  of  (i)  Arkansas  Novaculite  and  (a)  Ratisbon  Razor  Hone.    The  Dart 

Bodies  in  (2)  are  Camels. 

[U.  S.  National  Museum.] 
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Saica  (SiO.) 46.5 

Titanic  oxide  (TiO,) 1.17 

Alumina  (AljO,) 23.54 

Ferric  iron  (Fe,0.) 1.05 

Ferrous  iron  (FeO) 0.71 

Manganese  oxide  (MnO) 17 .54 

Magnesia  (MgO) 1.13 

Lime  (CaO) 0.80 

Soda  (Na,0) 0.30 

Potash  {K,0) 3.69 

Water  (H,0) 3.28 

Cariwn  dioxide  (COj) 0.04 

Phosphoric  acid  (P,Oj) 0.16 

Sulphur  (S) 0.18 

Organic  matter 0.03 

Total 99'" 

The  cutting  property  of  the  stone  would  appear  to  be  due  to 
the  presence  of  the  small  garnets  above  noted. 

The  so-called  holystone  is  but  a  fine,  close-grained  sandstone 
of  the  same  nature  of  that  used  in  grind  and  whet  stones.  The 
greater  part  of  those  made  in  this  country  are  from  the  Berea  sand- 
stone of  Ohio,  though  some  are  said  to  be  imported  from  Germany. 
They  are  used  mainly  on  shipboard. 

2.   UILLSTONES. 

The  use  of  stone  in  the  form  of  flat  circular  disks  for  grinding 
^ain  has  fallen  away  greatly  since  the  introduction  of  the  steel- 
roller  process.  Nevertheless,  the  smaller  mills,  and  particularly  the 
'^grist  mills"  of  country  districts,  are  still  utilizing  the  old-time  ma- 
terial. Two  types  of  stone  are  in  common  use  for  this  purpose, 
the  one  a  siliceous  conglomerate  of  quite  variable  structure,  and 
the  other  a  vesicular  chalcedonic  rock  commonly  known  as  buh- 
stone. 

Material  of  the  first  mentioned  type  is  found  in  the  United  States 
near  Esopus  Creek  in  Oneida  county,  New  York,  the  beds  belonging 
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to  the  Oneida  conglomerate  division  of  the  Niagara  (Upper  Silurian) 
period.  The  rock  consists  of  rounded  and  subangular  pebbles  of 
quartz  sometimes  2  cm.  in  diameter,  compactly  embedded  in  a  fine 
siliceous  matrix  forming  an  exceedii^ly  tough  and  hard  mass  with  at 
the  same  time  a  sufficiently  sharp  grit  to  make  it  available  for  grind- 
ing purposes.  The  celebrated  German  millstone  from  Zittau  is  of 
a  somewhat  similar  nature,  though  the  latge  quartz  pebbles  are 
in  this  case  embedded  in  a  more  saudy  matrix.  Buhstone,  as  is 
noted  above,  is  a  chalcedonic  cellular  rock  commonly  r^arded  as  a 
siliceous  replacement  of  limestone,  and  containing  numerous  coats 
of  shells  a^d  other  cavities.  The  rock  is  very  tough,  breaking  with  a 
sharp  splintery  fracture.  It  is  admirably  adapted  for  grindii^ 
grain,  and  has  been  so  used  from  a  very  early  period.  That  best 
known  comes  from  Tertiary  beds  near  Paris,  in  France.  A  good 
grade  of  material  of  similar  nature  is  stated  to  exist  in  lai^e  quan- 
tities along  the  Savannah  River,  in  Georgia.  Though  occurring 
abundantly  it  is  not  found  in  a  continuous  stratum,  but  rather  in 
sporadic  masses  in  the  marl  beds. 

3.   PUMICE. 

The  material  to  which  the  name  pumice  is  commonly  given  is 
a  form  of  glassy  volcanic  rock,  which,  by  the  expansion  of  its  included 
moisture  while  in  a  molten  condition,  has  become,  like  a  well-raised 
loaf,  filled  with  air  cavities  or  vesicles.  The  cutting  or  abrasive 
quality  of  the  material  is  due  to  the  thin  partitions  of  glass  compos- 
ii^  the  walls  between  these  vesicles.  Any  variety  of  volcanic  rock, 
flowing  out  upon  the  surface  of  the  ground,  is  likely  to  assume  the 
vesicular  condition  known  as  pumiceous,  but  only  certain  acid 
varieties  known  as  Itparites  seem  to  possess  just  the  right  degree  of 
viscosity  to  produce  a  desirable  pumice,  and  in  this  rock  only  in 
exceptional  circumstances.  Almost  the  entire  commercial  supply  of 
pumice  is  now  brought  from  the  Lipari  Islands,  a  group  of  volcanoes 
north  of  Sicily,  in  the  Mediterranean  Sea,  where  it  is  dug  from  the 
loose  tuff  forming  the  cone  of  the  volcano.  The  material  is  usually 
brought  over  in  bulk  and  sold  in  small  pieces  in  the  drug  and  paint 
shops,  or  ground  and  bolted  to  various  degrees  of  fineness  and  sold 
like  emery  and  other  abrasive  materials.    At  times  an  inferior  grade 
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of  pumice  has  been  produced  from  volcanic  flows  near  Lake  Merced, 
in  California.  In  Harlan^  County,  Nebraska,  and  adjacent  portions 
of  Kansas,  as  well  as  in  many  other  of  the  States  and  Territories 
farther  west,  have  been  found  extensive  beds  of  a  fine,  white  powder, 
which  was  first  shown  by  the  present  writer'  to  be  pumiceous  dust, 
drifted  an  unknown  distance  by  wind  currents  and  finally  deposited 
in  the  still  waters  of  a  lake.  Through  a  mistaken  notion  regarding 
its  origin  this  material  was  first  described  in  Nebraska  as  geyserite. 
So  far  as  the  writer  is  avrare,  these  natural  pumice  powders  have 
thus  far  been  used  only  locally  for  polishing  purposes  and  as  a 
cleansing  or  scouring  agent  in  soap.  As  the  material  exists  in  almost 
inexhaustible  quantities,  it  would  seem  that  a  wider  scope  of  useful- 
might  yet  be  discovered. 

The  analyses  given  below  show  (I)  the  composition  of  the  pumice 
dust  of  Harlan,  Orleans  County,  Nebraska,'  and  (II)  a  pumice  from 
Capo  di  Costagna,  Lipari  Islands : 


I. 

II. 

6,.„ 
}     ■7«4 

4-oS 

73-7° 
1J.37 

0.65 
0.29 
473 

4.^5 

100.14 

99-4> 

The  Lipari  pumice,  in  commerce  is  classified  as  follows — 
grasse  (large  size),  correnti  (medium),  and  pezzani  (small);  the  laige 
and  middle  sizes  are  subdivided  into  lisconi  (flat  and  rotondi  (round). 
The  lisconi  are  filamentous,  that  is,  the  vesicles  are  elongated  all 
in  one  direction,   and   break   less   easily  than   the   rotondi.     The 

'  See  Od  Depocits  of  Volcanic  Dust  in  Southwestern  Nebrasbt  (Proceedings  U.  S. 
National  Museum,  VIII,  1S85,  p.  99),  and  Notes  on  the  Composilkin  of  Certain  Plio- 
cene Sandstones  from  Montana  and  Idaho  (Americao  Journal  of  Science,  XXXII, 
1886,  p.  199). 

*  Socks,  Rock  weatlieting,  and  Soils,  p.  350. 
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lisconi  and  rotondi  are  again  subdivided  into  white,  bkck,  and 
uncertain,  according  to  their  color. 

"  The  price  varies  according  to  the  quality  from  50  to  2,000  lire 
the  toni  The  common  price  for  the  assorted  is  350  to  500  lire  the 
ton.  As  much  as  5,000  tons  a  year  are  exported.  The  best  pumice 
is  that  of  Campo  Bianco.  It  is  also  obtained  at  Perera,  but  it  is  in 
small  quantity  and  was  produced  at  the  eruption  of  the  Forgia. 
Vecchia.  It  is  a  first  class  gray  pumice  and  fetches  from  600  to 
750  Ure  the  ton,  and  does  not  so  easily  break  as  the  Campo  Bianco 
Also  at  Vulcano  a  gray  pumice  is  found,  but  the  presence  of  included 
crystals  renders  it  useless  for  commercial  purposes.  At  Castagna  a 
commoner  pumice  is  obtained  called  Altssandrina,  of  which  brick- 
shaped  pieces  are  made  and  used  for  smoothii^  oil-cloth."^ 

According  to  the  Engineering  and  Mining  Journal  *  a  merchant- 
able pumice  has  recently  been  found  in  Miller  County,  Idaho,  but 
the  demands  for  material  of  this  nature  is  likely  to  be  lessened  by  the 
putting  upon  the  market  of  a  German  artificial  product.  In  1897 
some  1700  tons  of  pumice  were  mined  near  filack  Rock,  Millard 
County,  Utah. 

Ground  and  bolted  pumice  is  quoted  as  worth  from  $25  to  $35  a 
ton  according  to  quality. 

4.  BOTTENSTONE. 

The  name  rottenstone  has  been  given  to  the  residual  product  from 
the  decay  of  silico-aluminous  limestones.  Percolating  carbonated 
waters  remove  the  lime  carbonate  from  these  stones,  leaving  the 
insoluble  residue  behind  in  the  form  of  a  soft,  friable,  earthy  mass 
of  a  light  gray  or  brownish  color,  which  forms  a  cheap  and  fairly 
satisfactory  polisher  for  many  metab. 

The  chemical  compositon  of  rottenstone,  as  may  well  be  imagined 
from  what  has  been  said  regarding  its  method  of  origin,  is  quite 
variable,  though  alumina  is  always  the  predominating  constituent- 
Analyses  show:  Alumina,  80  to  85  per  cent;  silica,  4  to  15  per  cent; 
5  to  10  per  cent  of  carbon,  and  equal  amounts  of  iron  oxides  and 

'  The  South  Italian  Volcanoea,  by  H.  J.  JohusCon-LavIs,  N^de^  F.  Fnrchhelm, 
1891.  pp.  67-71. 

'  Volume  LXIV,  July  14.  1897,  p.  gi. 
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varying  small  quantities  of  lime.    The  material  bas  little  commercial 
value. 

5.  HADSTONES. 

These  need  but  brief  notice  here.  The  fallaqr  of  the  madstone 
dates  well  back  into  the  dark  ages  and  perhaps  beyond,  and,  strange 
as  it  may  seem,  continues  down  to  the  present  day.  Not  loiter  ago 
than  December,  1898,  the  Washington  newspapers  chronicled  the 
sale  for  $450  of  a  madstone  in  Loudoun  County,  Virginia,  and  from 
year  to  year  very  many  letters  are  received  by  the  Smithsonian 
authorities  making  inquiries  regarding  such,  or  possibly  offering  one 
for  sale  at  fabuknis  prices. 

So  far  as  the  writer  is  able  to  learn,  either  from  literature  or  from 
personal  examination,  stones  of  this  class  are  almost  invariably  of  an 
aluminous  or  clayey  nature,  and  their  supposed  virtue  is  due  wholly 
to  their  avidity  for  moisture — their  capacity  for  absorption,  which 
causes  them  to  adhere  to  any  wet  surface,  as  the  tongue  or  to  a  wound, 
until  saturated,  when  they  will  drop  away.  It  should  not  be  neces- 
sary to  state,  at  this  late  day,  that  their  curative  powers  are  purely 
imaginary.  The  ancient  bezoar  stone,  used  in  extracting  or  expelling 
poisons,  consisted  of  a  calculus  or  concretion  found  in  the  intestines 
cA  the  wild  goat  of  northern  India.* 

6.  HOLDING  SAND. 

For  the  purpose  of  making  molds  for  metallic  casts,  a  fine,  homo- 
geneous ar^llaceous  sand  is  commonly  employed. 

The  physical  qualities  which  go  to  make  up  a  molding  sand  con- 
sist, according  to  Nason,*  of  elasticity,  strength,  and  a  certain  degree 
of  fineness.  It  must  be  plastic  in  order  to  be  molded  around  the  pat- 
tern; it  must  have  sufiEicient  strength  to  stand  when  unsupported  by 
the  pattern,  and  to  resist  the  impact  of  the  molten  metal  when  poured 
into  the  mold.    Too  much  clay  and  iron  present  in  the  sand  will 

*  W  J  Hoffman,  Folk  Medicine  of  the  Pennsylvania  Germans,  Proceedings  of  the 
American  Philosophical  Society,  XXVI,  1889,  p.  337. 

'  Poitj-aerenth  Anntul  Reptni  of  the  Regents  State  Museum  at  Nen  York,  1893, 
p.  4^ 


sdbvGoo^^lc 


401 


THE  NON-MBTMLLIC  MINERALS. 


cause  the  mold  to  shrink  and  crack  under  the  intense  heat;  too  little 
will  cause  it  to  diy  and  crumple,  if  not  to  entirely  collapse. 

The  peculiar  virtues  of  molding  sand,  as  outlined  above,  are 
ascribed  to  the  fact  that  each  of  the  sand  grains  is  coated  with  a  thin 
film  of  clay. 

The  accompanying  table  will  serve  to  show  the  varying  chemical 
character  of  sands  thus  employed,  though,  according  to  authorities 
quoted  by  Crookes  and  ROhrig,*  the  quality  of  the  sand  for  mold- 
ing depends  less  on  its  chemical  composition  than  on  its  physical 
properties,  namely,  whether  the  grains  are  round,  angular,  scaly,  etc., 
and  whether  they  are  of  uniform  size.  The  adhesiveness  is  dependent 
not  alone  on  the  quantity  of  clay,  but  u[>on  the  angularity  of  the 
grains,  and  by  a  mixture  of  smaller  and  larger  grains.  Reinhardt 
states  that  to  the  naked  eye,  a  good  sand  should  consist  of  particles 
seemingly  uniform  in  size,  with  a  sharp  feel  to  the  touch.  When 
strewn  upon  dark  paper  it  should  show  no  dust,  and  when  moistened 
with  from  lo  to  20  per  cent  of  water  it  must  be  capable  of  beii^  formed 
into  balls  without  becoming  pulpy  or  being  too  easily  crushed. 


I. 

II. 

HL 

IV. 

V. 

V,. 

V.I. 

VII. 

91.083 

Traces 

91.907 
5-683 
3.177 
0.415 

91.913 
5-850 
1.149 

Traces 

90.615 
Traces 

79.02 

13-73 
a.40 

0.71 

4-58 

86.68 
9»3 
3-41 
0,96 

87.6 

7-7 

^\ 
0.96 

90.1s 

S-S' 
0.33 

Cio    

K,S^:::::::::: 

99,996 

ioo.i8» 

.00.0,1 

■">— 

100.43 

100.19 

99.86 

100.09 

Of  the  above  No.  i  is  from  Charlottenburg,  Germany,  No.  II,  a 
sand  employed  for  bronze  castings  in  Paris  foundries;  No.  Ill,  sand 
from  Manchester,  England;  No.  IV,  from  near  Stromberg;  No.  V, 
from  Ilsenburg,  in  the  Hartz  Mountains;  No.  VI,  from  Sheffield, 
England;  No.  VII,  from  Birmingham,  England,  and  No.  VIII,  from 
Luneburg. 

The  sand  from  Ilsenburg,  the  composition  of  which  is  given  in 

'  A  Practical  Treatise  on  MetaUurgy,  II,  p.  6a6. 
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column  5,  is  stated  *  to  be  prepared  by  mixiag  "common  argillaceous 
sand,  sand  found  in  alluvial  deposits,  and  sand  from  solid  sandstone." 
In  preparation  the  first  two  are  carefully  heated  to  dehydrate  the  clay 
and  then  mixed,  equal  proportions  of  each  with  the  same  amount  of 
sandstone.  The  mixture  is  then  ground  and  bolted,  the  product 
being  as  fine  as  flour  and  capable  or  receiving  the  most  delicate  im- 


According  to  D.  H.  Truesdale,'  the  four  essential  qualities  in 
molding  sand  are,  in  the  order  of  their  importance,  (i)  refractoriness, 
(2)  porosity,  {3)  fineness,  and  (4)  bond.  These  qualities  are  depend- 
ent mainly  upon  the  varying  properties  of  siliceous  sand  and  clay, 
the  refractory  nature  being  governed  by  the  absence  of  such  fluxing 
constituents  as  calcium  cabonate,  the  alkalies,  or  of  iron  oxides. 
Since  in  nature  it  is  not  always  possible  to  obtain  the  admixture  of 
just  the  right  proportion,  artificial  mixtures  arc  often  resorted  to,  as 
mentioned  above.  Fei^son  gives '  the  following  analyses  of 
molding  sand  in  actual  use  in  his  foundries: 


as: 

No.  1.  Medium 
Crvde  for 

"m- 

l>v-s«iid 

i 

No  estimate. 
Trace. 
Trace. 

84^6 
It 

0^98 

No  estimate. 
Trace. 
Trace. 

81.9a 
g.it 

;S 

Not*. 

No  estimate. 

Trace. 

Trace. 

79-81 

4-44 
a.89 

Combined  water    

Caldum  carbonate   

Organic  matter 

Trace. 

,00.0. 

98-35 

97.98 

99.27 

■  Sands  containing  lime  or  alkalies,  that  is  those  containing  free 
calcite  or  feldspathic  granules,  are  sometimes  liable  to  fusion  in  the 
case  of  heavy  castings.  It  is  customary  in  such  cases  to  coat  the 
surface  of  the  mold  with  graphite. 

Sands  suitable  for  ordinary  castings  are  widespread,  though  the 
finer  grades  are  often  brought  considerable  distances,  some  of  those 

'  Percy's  Metallurgy,  r86[,  p.  139. 

*  The  Iron  Trade  Review,  October,  1897,  p.  34. 

*  Iron  Age.  LX.  December,  1897.  p.  16. 
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used  in  bronze  casting  in  America  being  imported  from  Europe. 
In  the  United  States  the  beds  are  alluvial  deposits  of  slight  thickness. 
Large  areas  occur  in  New  York  State,  in  counties  extending  from  the 
Adirondacks  to  New  Jersey.  At  date  of  writing  a  very  considerable 
proportion  of  the  material  used  in  the  eastern  United  States  is  dug 
in  Selkirk,  Albany  County,  New  York. 

Nason  states  that  these  sands  occur  in  beds  varying  from  6  inches 
to  3  feet  or  even  5  feet  in  thickness.  They  immediately  underlie 
the  surface  soil  and  overlie  coarser,  well-stratified  sand  beds  more 
nearly  allied  to  quicksands. 

In  gathering  the  sands  for  market,  a  section  of  land  i  or  2  rods 
in  width  is  stripped  of  its  overlying  soil  down  to  the  sand,  which  is 
then  dug  up  and  carried  away.  When  the  area  thus  exposed  is  ex- 
hausted, a  like  area  immediately  adjoining  is  stripped,  the  soil  from 
the  second  being  dumped  into  the  first  excavation.  By  this  method 
the  field,  when  finally  stripped  of  its  molding  sand,  is  ready  again 
for  cultivation. 

It  is  estimated  that  a  bed  of  sand  6  inches  in  thickness  will  yield 
1,000  tons  an  acre.  The  royalty  paid  the  farmers  from  whose  land 
it  is  taken  varies  from  5  to  25  cents  a  ton.  Some  60,000  to  80,000 
tons  are  shipped  annually  from  Albany  County  alone. 

The  Selkirk  molding  sand  is  of  a  yellow-brown  color,  showing' 
under  the  microscope  angular  and  irregular  rounded  particles  rarely 
more  than  0.25  mm.  in  diameter,  interspersed  with  finely  pulverulent 
matter  which  can  only  be  designated  as  clay.  The  yellow-brown 
color  of  the  sand  is  due  to  the  thin  film  of  iron  oxide  which  coats  the 
larger  granules.  When  this  film  is  removed  by  treatment  with  dilute 
hydrochloric  acid,  the  constituent  minerals  are  readily  recc^nized 
as  consisting  mainly  of  quartz  and  feldspar  fragments  {both  onho- 
clase  and  a  plagioclase  variety),  occasional  granules  of  magnetic 
iron  oxide,  and  irregularly  outlined  scales  of  kaolin,  together  with 
dust-like  material  too  finely  comminuted  for  accurate  determination. 
Many  of  the  larger  granules  are  white  and  opaque,  being  presum- 
ably feldspar  in  transition  stages  toward  kaolin.  An  occasional  flake 
of  hornblende  is  present.    The  term  greensand '  is  applied  to  the 

'  Thb  must  not  be  confounded  with  the  Greensand  Marl,  or  Glauconilic  SaDd 
used  for  fertili^.inir  purposes 
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argillaceous  molding  sands  in  an  undried  state,  and  which  is  employed 
in  its  native  state,  new  and  damp.  The  term  dfy  sand  is  used  in  con- 
tradistinction, to  indicate  a  sand  that  must  be  dried  by  heat  before 
being  fit  for  use.  The  dry  sand  is  stated  to  be  firmer  and  better 
adapted  than  the  green  for  molding  pipes,  columns,  shafts,  and 
other  long  bodies  of  cylindrical  form. 

la  England  good  molding  sands  are  obtained  from  the  Lower 
Mottled  Sands  of  the  Bunter  (Trias)  beds  and  from  those  of  the 
Thanet  (Lower  Eocene). 

7.   ROAD-UAKING  ICATERIALS. 

Roadways  subject  to  any  considerable  amount  of  traffic  demand 
almost  invariably  some  sort  of  stone  bedding  to  prevent  their  becom- 
ing soft  or  badly  cut  up  and  rutted  by  wheels  and  hoofs  of  horses. 
Until  within  a  comparatively  few  years,  it  has  been  the  general  custom 
to  pave  the  streets  of  cities  and  towns  with  rectangular  blocks  of 
granite,  trap,  or  other  hard  rock,  forming  thus  the  well-known 
Belgian  block  and  Telford  pavements.  Such  are  set  in  regular 
rows  and  the  interspaces  filled  with  sand  and  sometimes  with  tar  or 
asphalt.  For  suburban  and  country  roads  a  pavement  of  broken 
stone,  the  invention  of  a  Mr.  L.  Macadam  about  iSao,  and  known 
by  his  name,  is  at  present  the  most  extensively  used.  The  invention 
is  based  upon  the  property  possessed  by  freshly  broken  stone  of 
becoming  compacted  and  to  a  certain  degree  even  cemented  when 
subject  to  heavy  rolling  and  the  impact  of  wheels.  The  finer 
particles,  broken  away  by  the  action  of  the  wheeb  and  hoofs  of 
animals,  fill  the  interstices  of  the  larger  pieces  and  gradually  bring 
about  an  induration,  forming  a  roadbed  hard,  smooth,  and  durable. 

Not  all  materials  are  equally  good  for  macadamizing  purposes. 
If  the  rock  is  too  hard  ordinary  travel  is  not  sufficient  to  produce 
the  desired  amount  of  fine  material,  and  satisfactory  cementation 
does  not  ensue.  If  too  soft  it  grinds  away  too  rapidly.  If  the 
material  is  decomposed,  it  does  not  become  sufficiently  indurated 
— refuses  to  set,  as  it  were. 

It  is  impossible  to  lay  down  other  than  the  most  general  rules 
for  the  selection  of  road  material,  since  rocks  of  the  same  kind,  or  at 
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least  known  under  the  same  name,  vary  almost  as  much  in  different 
localities  in  their  physical  properties  as  do  the  different  kinds.  The 
following  very  general  rules  have  been  formulated: ' 

The  granites  are  generally  brittle,  and  many  of  them  do  not  bind 
well,  but  there  are  a  great  many  which,  when  used  under  proper 
conditions,  make  excellent  roads.  The  felsites  are  usually  veiy  hard 
and  brittle,  and  many  have  excellent  binding  power,  some  varieties 
being  suitable  for  the  heaviest  macadam  traffic.  Limestones  gener- 
ally bind  well,  are  soft,  and  frequently  hydroscopic.  Quartzites  are 
almost  always  very  hard,  brittle,  and  have  very  low  binding  power. 
The  slates  are  usually  soft,  brittle,  and  lack  binding  power. 

Obviously  the  bulk  matter  of  any  roadbed  must  be  built  up  of 
materials  from  nearby  sources,  owing  to  cost  of  transportation.  For 
surfacing,  however,  materials  are  often  carried  long  distances.  For 
this  purpose  a  hard,  dense  rock,  such  as  the  finer  grades  of  trappean 
rocks,  are  now  most  generally  used.     ' 

Macadam  is  laid  with  or  without  a  foundation  of  larger  stones.* 
When  such  is  used,  a  thickness  of  from  6  to  1 2  inches  is  recommended 
and  over  this  is  laid  from  4  to  6  inches  of  the  broken  stone  or  "  metal." 

"Taking  all  points  into  consideration,  it  is  probabFe  that  the 
best  size  for  macadam,  for  hard  and  tough  stones,  such  as  basalt, 
close-grained  granite,  syenite,  gneiss,  and  the  hardest  of  primary 
crystallized  rocks,  is  from  i\  to  ij  inches  cube,  according  to  their 
respective  toughness  and  hardness,  while  stones  of  medium  quality 
ought  to  be  broken  to  gage  of  from  ij  to  2  J  inches,  and  the  softer 
kinds  of  stone  might  vary  between  the  limits  of  2  and  2  J  or  2  J  inches, 
but  the  latter  is  a  size  which  should  seldom  be  specified." 

On  roads  for  light  driving  it  is  customary  to  place  a  final  surfacing 
of  smaller  stone,  such  as  will  pass  a  i-inch  mesh. 

"Considerable  importance  is  attached  to  the  manner  in  which 
the  macadam  is  prepared  for  use.  Machine-broken  stone  is  not 
considered  of  the  same  value  as  that  broken  by  hand.  The  stones 
are  not  so  regular  a  size  and  shape,  and  there  is  a  greater  proportion 

'  L  W  Page.  The  Selection  of  Materials  (or  Macadam  Road»,  Yeaibook  Dcpt 
of  Agriculture,   1900. 

'  With  the  foundation  oF  larger  atones  the  pavement  becomes  known  as 
the  Macadam-Telloid  pavement 
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of  inferior  stuff.  A  mechanicat  crusher  is  apt  to  stun  the  material, 
and  does  not  leave  the  et^es  so  sharp  for  binding  as  they  are  when 
the  stone  is  broken  with  a  small  hammer."  ' 

The  cost  of  macadamized  roads  from  necessity  varies  almost  m- 
definitely.  The  primary  factors  are  (i)  cost  of  labor,  (2)  accessibility 
of  materials,  and  (3)  character  of  country.  From  $2,000  to  $2,500 
a  mile  is  perhaps  an  average  figure  for  localities  where  materials  are 
available  close  at  hand. 
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Adobe,  ajt. 

Agabnatolitc,  914. 

AlaUuter,  336,  331, 

Alebrtite,  368. 

AOaiiitc,  300. 

Anemondte,  a  a. 

Alum,  338. 

Alum  Clay,  340. 

Aluminite,  343. 

Alum  Hanufactnre,  344. 

Alum  Slate  or  Shale,  344. 

Alunite,  343. 

Alunogen,  340. 

Amber,  377. 

Amblygonite,  304- 

Anthophyllite  Asbestos,  iSi. 

Anthradte  Coal,  349. 

Apatite,  360. 

Ap^ohnite,  340. 

Arkansas  Bauxite  93. 

Arkansas  Stone,  393. 

Areeoic,  Metallic, '11. 

Aisenk,  Occurrence,  at. 

Arsenic,  Uses,  33. 

Arsenica]  Pyrites,  30. 

Arsenopyrite,  30. 

Asbestos,  180. 

Asbestos,  Bibliography,  193. 

Asbestos  Cement  Felting,  193. 

Asbestos  Compositioii,  184. 

Asbestos-fett  Sectional  Covering,  193' 

Asbestos,  Localities,  1S6, 

Asbestos,    Methods   of   Mining  and 

Preparation,  190. 
Asbestos,  Mode  of  Occurrence  and 

Origjn,  183. 
Asbestos,  Production,  193. 


Asbestoo,  Utes,  190. 
Asbestos  Sponge,  191 
Asbestos    Sponge    Cement    Felting, 

Aspolite,  38. 

Asphalt,  Bibliography,  385. 
Asphalt,  Uses,  365. 
Asphaltic  Limestone,  364. 
Asphahic  Sandstone,  364. 
Asphaltic  Shales  and  Bfarb,  364. 
Aspbaltum,  361. 

Barite,  334. 

Barium  Sulphate,  3134. 

Bat  Guano,  188. 

Bauxite,  Bibliography,  98. 

Bauxite,  Composition,  86,  88. 

Bauxite,  Origin,  8S. 

Bauxite,  Occuirence,  88. 

Baujdte,  Uses,  98. 

Bedded  Clays,  327 

Belgian  Razor  Hone,  396. 

Bentonite,  343. 

Bieberite,  18. 

Biotite  (see  Mica),  163. 

Bitumen,  333. 

Bitumen,  BibHograpby,  3S3 

Bitumen,  Origin,  354. 

Bituminous  OaI,  349.       ' 

Black  Diamond,  3. 

Black  Lead,  4. 

Bog  Manganese,  I33. 

Bon  Ami,  142. 

Boradte,  313. 

Borates,  31J. 

Borates,  Localities    end  Occurrence. 
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31 8. 
Borate  of  Liine,  313. 
Borate  of  Magnesia,  313. 
Borate  of  Soda,  313. 
Borax,  313. 
Boronatiocakite,  313. 
Bort,  2. 
Braunite,  120, 
Brown  Coal,  348. 
Buck  Creek  Corundum  Mine,  73. 
Bubrstone,  65,  39S. 

Caldte,  133. 
Calc  Spar,  13a. 

Carbonado,  a. 
Carbonates,  133. 
Carbonite,  370. 
Camallite,  51. 
Carnotite,  322. 
Celestite,  33  a. 
Cement,  139. 

Coplay,  143. 

Hydraulic,  14  r. 

Portland,  142. 

Roman,  144. 

Rosrndale,  144. 
Cerite,  203. 
Cerite,  Uses,  jgS. 
Chalk,  137. 

Chalk,  Composition,  138. 
Cbetnamnite,  379. 
Chester  Emery  Mine,  So 
Chilian  Niter,  307. 
China  Clys,  233. 

Chrome  Industry  in  America,  114. 
Chrome  Iron  (see  Chromite),  no. 
Chromite,  110. 
Chromite,  Bibliogiaphy,  it8. 
Chromite,  Composition,  in. 
Chromite,  Occurrence,  113. 
Chromite,  Uses,  113. 
Clays,  3r7. 

Clays,  Bibbography,  346. 
Clays,  Compodtion  of,  244. 
Clay,  Impurities  in,  335. 
Clays,  Kinds  and  Classification,  222. 


Clays,   Mineral  and   Chemical  Com- 
position, 22  r. 
Clays,  Origin  and  Occurrence,  317. 
Clays,  Cause  of  Plasticity,   233. 
Clays,  Properties  of,  333. 
Clays,  Testing  of,  336. 
Clays,  Uses,  237, 
Coal,  Anthracite,  349. 
Coal,  Bibliography,  351. 
Coal,  Bituminous,  349. 
Coal,  Brown,  348. 
Coal  Measure  Clays,  328. 
Cobalt  Bloom,  iS. 
Cobalt  Glance,  34. 
Cobalt  Minerals,  14. 
Cobalt,  Sources  of,  iS. 
Cobalt,  Uses,  30. 
Coballite,  34. 
Cobeltomenite,  38. 
Colcothar,  36. 
Colemanite,  313. 
Columbite,  251, 
Coplay  Cement,  143. 
Copperas,  made  from  Pyrites,  33. 
Cortmdum,  69. 
Corundum  Hill,  71. 
Corundum,  Occurrences,  70. 
Comndum,  Origin,  75. 
Crocidolite  Asbestos,  rS2, 
Cyrolite,  Bibliography,  98. 
Cyrolite,    Composition    and    Occur- 

Cyroiite,  Uses,  63. 
Cullakeenee  Mine,  73. 

Descloizlte,  300. 

Diallogite,  159. 

Diamond,  The,  i. 

Diamond,  Bibliography  of,  3. 

Diamond,  Origin  and  Occurrences,  3. 

Diaspore,  99 

Diatomaceous  Earth,  66. 

Diatomaceous     Earth,    Compositjoo 

and  Uses,  68. 
Dolomite,  \^\. 

Elaterite,  367, 
Elements,  The,  r. 
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Ornery,  Bibliography,  S4. 
Emery,  Compo^tion,  76. 
Emery,  Mineral  Compoldtion,  79. 
Emery  Mines,  Working  of,  79. 
Emery,  Occurrences,   77. 
Emery,  Sources  of,  83. 
Emery,  Uses,  83. 
Hpsomite,  337. 
Epsom  Salts,  337. 
Erythiite,  28. 

Feldspars,  160. 

Feldspars,  Occurrence,  i6z. 

Feldspars,  Uses,  163. 

Fire  Clay,  328,  234,  339, 

Flint,  64. 

Fluorite,  Occurrence,  60. 

Fiuorite,  Uses,  61. 

Fossil  Meal,  192. 

Franklinite,  120. 

Fuller's  Earth,  248. 

Fuller's  Earth  Compo^tion,  248,  250. 

Fuller's  Earth,  Uses,  250. 

Gadoliuite,  301. 

Gadolinite,  Uses,  298. 

Garnet,  193. 

Oarnet,  Uses,  195. 

-Georgia  Bauxite,  93. 

Gibbsite,  100. 

Gilsonite,  371, 

Glacial  Clays,  22O. 

Glauberite,  336. 

Glauber  SaJt,  333. 

Glaucodot,  27. 

Grahamite,  369. 

Graphite,  4. 

Graphite,  Bibliography  of,  1 1. 

Graphite.,  Occuiretice  and  Origin   j. 

Graphite,  Preparation  of,  10. 

Graphite,  Production  of,  ti. 

Graphite,  Sources  of,  9. 

Graphite,  Uses  of,  9. 

Grindstones,  388. 

Guano,  283. 

Gum  Copal,  380. 

Gum  Copel,  Bibliography,  385. 

Gummite,  320. 


Gypsum,  32G. 

Gypsum,  Uses,  331. 

Gypsum,  Origin  and  Occurrence,  317. 

Halides,  The,  38. 

Halite,  38. 

Halite,  CompoatioQ  of,  39. 

Halite,  Geological  Age  of  Bed,  41, 

Halite,  Localities,  42. 

Hahte,    Methods    of     Mining    and 

Manufacture,  53. 
Halite,  Origin  and  Occurrence,  39- 
Halite,  Production  of,  6a 
Halite,  Uses,  60. 
Halloysite,  224. 
Halotrichite,  340. 
Hausmannite,  izo. 
Hea\-y  Spar,  324. 
Holystone.  397. 
Hones,  3S8. 
HObnerite,  253, 
Hydiargillite,  100. 
Hydraulic  Cements,  141. 
Hydraulic  Limes,  141. 
Hydrocarbon  Compounds,  346. 

Iceland  Spar,  133. 

Iceland  Spar,  Origin  and  Occurrence, 

133. 
Ilmenite,  loS. 
Indianaite,  126, 
Iron  Pyrites  (see  Pyrite),  31. 

J«.  348- 

Kainit,  50,  51. 
Kalinite,  339, 

Kaolin  and  China  Clays,  Composi- 
tion, 224. 
Kaolin,  Origin,  118. 
Kaolinite,  221, 
Kerosene  Shale,  377. 
Kieserite,  50. 

Lajward,  199. 

Lapis-lazuli,  19S. 

Laurel  Creek  Corundtun  Mine,  73. 

Lazarite,  198. 
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Leached  Guano,  285. 

Lcda  CteTS,  aiS. 

I^pidolite,  177. 

Leucopyijte,  30. 

LiKoite,  348. 

Limestones,   Mortars,  and  Cementa, 

Limestones,  MortarB,  and  Cemeots, 
Bibliography,  145. 

Limestone,  Uses,  140. 

Unnsute,  37. 

LjthiopbilUte,  305. 

Uthogiaphic  Limestone,  146. 

Uthographic  Limestone,  Composi- 
tion of,  147- 

UtboEiaphic   Limestone     Localities 

L611ingtte,  30. 

Hadstones,  4D1. 

Uagnesia,  Plastic,  193. 

Uagnesia,  Sectional  Covering,  193. 

Hagnesite,  153. 

Hagnesite,  LocaHtjea  and  mode  of 

Occarreiice,  153 
Hagnente,  Prices,  157- 
lUgnesite,  Uses,  155. 
Ihnganese  Alloys,  136. 
Uanganese  Coloring  Materials,  136. 
Uanganese  Ores,  Composition,  133. 
Uangaiiege  Oca,  Mining  and  Ptepan- 

Manganeae  Ores,  Origin,  122. 
Manganese  Otes,  Occurrence,  133. 
Manganese  Ores,  Sections  of  Crimora 

Deposits,  134. 
Mangmnese.Orcs,  Value,  137. 
Manganese  Oxides,  i  ig. 
Manganese  Oxides,  Physical  Proper- 

tiea,  119. 
Manganese  Oxides,  Uses,   136. 
Manganese  Oxidizers,  126. 
Manganite,  isi. 
Manjak,  366. 
Marcasite,  31. 
Marsh  Gas,  358. 

Meerjcfaaum  (see  Sepiolite),  115. 
Menaccanite,  loS. 


Mendoiite,  339. 

Micas,  163. 

Micas,  Kinds  and  Composition,  164. 

Micas,  Localities,  165. 

Micas,  Occurrence,  165. 

Mica,  Prices,  iSo. 

Mica,  Uses,  178. 

Millstones,  397. 

Mineral  Caoutchouc,  367. 

Mineral  Pitch,  357. 

Mineral  Soap,  243. 

Mineral  Waters,  128. 

Mineral  Waters,  ClassiflcKtion,  129. 

Mineral  Waters,  Distribution,  131. 

Mineral  Waters,  Production,  131. 

Mineral  Waters,  Source,  130. 

Mineral  Watcrv,  Vaa,  133. 

Mineral  Wax,  373. 

Miiabilite,  333. 

Mispidcel,  30. 

Molding  Sand,  401. 

M<dybdenite,  Occtnrence  and  Uses^ 

37.  38. 
Monazite,  393. 
Monadte,  Bibliography,  399. 
Monazite,  Localities,  393. 
Monazite,  Method  of  Extraction,  agb. 
Monazite,  Uses,  39S. 
Montana  Sapphires,  74. 
Mortars,  139, 
Muscovite  (aee  Mica),  163. 

Native  ParafSn,  373. 
Natron,  159. 
Natural  Coke,  370. 
Natural  Gas,  33  S. 
Naxos  Emery,  18. 
Niobates  and  Tantalates,  ijt. 
Niobates   and    Tantalates,    Bibliog- 
raphy, 259. 
Niter,  306. 

Niter,  Bibliography,  3>>- 
Nitrates,  306. 
Nitro-caldte,  310. 
Nitrum,  159. 
Novaculite,  393. 
Ocher,  100. 
Ocher,  Composition,  roi. 
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Ocher,  Mode  of  Occnrrencc,  loa. 

Ocher,  Origin,  loi. 

Ochre,  Preparation  105. 

Ocber,  Uses,  107. 

Orpiment,  31. 

OTpiment,  Bibliography,  14. 

Orpiment,  Occurrences  and  Uses,  ii. 

Ortbite,  too. 

Ouachita  Stone,  393. 

Oxides,  The,  63. 

Ozokerite,  373. 

Ozokerite,  Uses,  377. 

Paint  from  Pyrite,  35. 

Paper  Clay,  140. 

Paris  White,  134, 

Peat,  346. 

Petalite,  196,  197. 

Petroleum,  359. 

Petroleum,  Bibliography,  385. 

Phosphates  and  Vanadinites,  360. 

Phosphates,  Bibliography,  390. 

Phosphates,  Localities,  36  7. 

Phosphates,  Origin  and  Occuncnce, 

Phosphates,  Uses,  289 
Phosphates,  Beligum,  379. 
Phosphates,  Canada,  167. 
Phosphates,  England,  176. 
Phosphates,  France,  177. 
Phosphates,  Germany,  178. 
Phosphates,  Italy   381. 
Phosphates,  Maltese  Islands,  383. 
Phosphates,  Nevassa,  385, 
Phosphates,  Norway,  368. 
Phosphates,  Portugal,  380. 
Phosphates,  Redonda,  387. 
Phosphates,  Russia,  281. 
Phosphates,  Spain,  380. 
Phosphates,  Tunis,  381.  ' 

Phosphates,  United  States,  370. 
Phlogopite  (see  Mica),  163. 
Pickeringite,  340. 
Finite,  315. 
Pipe  Clay,  336. 
Pitchblende,  330. 
Plaster  of  Paris,  331. 
Plasticity  of  Clays,  Causes  of,  333- 


Playing  Marbles,  Manufacture,  146. 

Plumbago,  4. 

Polianite,  i3t. 

Polyhalite,  jo. 

Portland  Cement,  143. 

Potassium  Nitrate,  306. 

Potter's  Clay,  336. 

Pottery  Clay,  338. 

Psilomelane.  lai. 

Pumice,  398. 

Pyiallolite,  305. 

Pyrite,  31. 

Pyrite,  Bibliography,  36. 

Pyrite,  Composition  of,  31. 

Pyrite,  Localities,  31. 

Pyrite,  Mode  of  Occurrence,  31. 

Pyrite.  Uses,  33. 

Fyrolusite,  I3i. 

PyrophiUite,  314. 

Quartz,  63, 
Quartz,  Uses,  63. 
Quicklime,  141. 

Rare  Earths,  the — see 

Allanite,  joo. 

Cerite,  203. 

Gadolinite,  30 «. 

Monadte,  193. 

Samarskite,  153. 

Yttrocerite,  351. 

Zircon,  195. 
Ratisbon  Hone,  396. 
Razor  Hone,  396. 
Realgar  and  Orpiment,  33. 
Realgar,  Bibliography,  34. 
Realgar,  Occurrence  and  Uses,  33. 
Refractory  Materials,  339. 
Refractory  Nature  of  Clay,  Cause  of, 

234- 
Reraingtonite,  18. 
Rensselaerite,  305. 
Resins,  377. 

Resins,  Bibliography,  385. 
Retinite,  379, 
Rhodochrosite,  139. 
Road-making  Materials,  405. 
Rock  Phosphate,  363. 
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Rock  Salt  (see  HaUte),  38. 
Rock  Soap,  241. 
RoscoeUte,  303. 
Rose  lite,  z8. 
Roman  Cement,  144. 
Rosendak  Cement,  144. 
Rottenstone,  400. 
Rutile,  109. 

Salt,  Common  (see  Halite),  38. 

Saltpeter  (see  Niter),  306. 

Samarskite,  252. 

Scotch  Hone,  393. 

Scheelite,  257. 

Segers  Pyramids,  237, 

Sepiolite,  J15. 

Serpentine  Asbestos,  181. 

Silica,  63. 

Silicates,  160, 

Skutterudite,  26. 

Slip  Clay,  330. 

Smaltite,  26. 

Soapstone,  204. 

Soapstone,  Analyses  of,  203. 

Soapstone,  Occurrence   and   Origin, 

108. 
Soapstone,  Uses,  113. 
Soda  Niter,  307. 

Sodium  Chloride  (see  HaUte),  38. 
Sphserocobaltite,  28. 
Spodumene  and  Petalite,  :96. 
Spoduntene,  Uses,  197. 
Stassfurt,  Salt  Deposits   or,  48. 
Stassfurtite,  313. 
Steatite,  104. 
Steatite,  Analyses  of,  205. 
Steatite,  Uses,  an. 
Strontianite,  158. 
StroDtian  Sulphate,  332. 
Succinite,  377- 
Sulphates,  314, 
Sulphides  and  Arsenides,  32. 
Sulphur,  12. 

Sulphur,  Bibliography  of,  21. 
Suiphur,  Extraction  and  Preparation, 

Sulpbw,  I/>ca]ities  of,  13. 


Sulphur,  Origin  and  Occuirence,  12: 

Sulphur,  Uses,  20. 

Sulphuric  Add,   made  from  Pyrite. 

33.  35- 
Sylvite,  38. 
Synchnodymite,  27. 

Talc,  204. 

Talc,  Analyses  of,  305. 

Talc  and   Steatite,   Occurrence  and 

Origin,  206. 
Talc  and  Steatite,  Uses,  211. 
Tantalite,  251. 
Terta  Alba,  332. 
Thenardite,  336, 
Titanic  Iron,  108. 
Torbanite,  377. 
Tripoli,  65. 
Triphylhte,  305, 
Trona,  160. 
Tschermif^te,  339. 
Tungstates,  251. 
Turkish  Emery,  78. 
Turkish  Oilstone,  396 

Uintaite,  371. 
Ulexite.  313. 
Ultra-marine,  198, 
Uranates,  320. 
Uraninite,  310. 
Urao,  160. 

Vanadinite,  299. 
Vanadinite,  Uses,  304. 
Vanadium  Mica,  303. 
Vitrified  Brick,  Material  for,  139. 
Vitriol  Stone,  36. 

Wad,  122. 

Water  of  Ayr  Stone,  393. 
Whetstones,  38S. 
Witherite,  157. 
Wolframite,  253. 
Wurtzillite,  367. 

Yttrotantalite,  251. 

Zircon,  195. 
Zircon,  Uses,  298, 


sdbvGoO^^le 


,db,GoOglc 


,db,GoOglc 


SHORT -TITLE     CATALOGUE 

PUBLICATIONS 

or 

JOHN   "WILET  &   SONS, 

New  York. 

Lohdom:  chapman  &  HALL,  Lnaxma. 
ARRANGED  TJNDER  SUBJECTS. 

Dwaiplive  cinaiUui  Mnl  on   applicalion.    Rogt»  msriied  wilh  bd  Ml*ri»lt  art  joU 
Publishan'  ABaocialiaD  il  art  priccm  ■ub>ecl  to  ao  »tn  cluigE  ioc  poiUgt.     All  booki 


AGRICULTURE. 

AnubT'i  Huiul  of  Cittlc-f«diii|. 

PriQcipteaof  Aoinud  FnUldoii. S<ro, 

BiuU  and  Haucq'b  Americ«D  Horticultural  MaDiial: 

Pait  I.~Piop«<itioii,  Cultuig.  and  ImproTimcnt. 

Pan  IL — STMamaUc  Pomolocr 

Dmnunc'B  Ptulta  and  Frall-trMa  of  Ameiic* 

BIliDtt^  EnciiiMriiic  for  I^nd  Dialnace. 

Pnetlcal  iMim  Dninacc 

Qnen'a  Princtplea  of  American  Foiestry 

Onrtenldei  Pitudplas  of  Hodcni  Dairy  Rnctica.    CVfatt.) 

Kmip'i  Landaeap*  Oudeoina- 

XaTBard'i  Landacapo  Gardanina  u  Applied  to  Home  Dtcoiation. 
Sattdenm'a  loiacM  Inhirloua  to  Staple  Crop*. 

Tiiaii  !■  lajimoiu  to  Garden  Ciopa.     ('n  prtparaluni.) 

Inaecta  Injnrina  Fruiti.     (/n  prepartilitm.) 

Stockbridie'e  Rock!  and  SoUs. 

Won  1  Elandbook  for  Fannsra  and  DalrTswn 

ARCHITECTURE. 

Baldwia'B  Steam  Healiiic  for  Buildlnga. 

Bers'a  fiuUdingi  and  SOvcturei  of  American  Haiboada.  . . . .  ^  ^ .  ^ . , 
Birkmire<a  Planning  and  Conslruction  of  Amaricao  lluatcca 

Aichitestural  Iron  and  SteeL 

Compound  Riiceted  GLrdcn  at  Applied  in  BuiMing*. 

Planning  and  CooBtiuctioQ  of  High  Office  Buildlnga 

Skeletoii  Construction  la  Bulldingi. Sro, 

Briggt'i  Hodern  Amcricao  School  BuildingB 

Carprater's  Healing  and  Ventilating  of  Buildlots. 

Freitag'i  Aichltecluial  Engineering,     ad  Edition,  RtwrltWiu 


PlreprooSng  of  Steel  Bi 

French  and  Ivei'B  Stcreotomr- 

Gerhard's  Guide  to  Sanitary  HouBe-ini 


.8x0, 


sdbvGoo^^lc 


BUn^Atddtaeftndbalta^toekat-book.  R«wrhfniMtetoa.  timD, «!«<.,  s  U 

llWfUrt  SlaiM*  foi  BnUdlni  »nd  Oecontioii tra,   5  oo 

la&4iMtiinc  Wunli;    TlMir  OccnmoM  uid  Oim B««.  4  do 


PMtn'tPtutlcUTrMtlwoiiroaodMlana Srs,  5  <>« 

habodj^aanlAicUtocum. Sto,  7  5a 

au^tft  Handbook  for  Saptrtataidenti  of  Coutnetlon.    (/a  dtmiJ 

■AbA  JodMBkl  and  AttlMle  TMbnotocr  of  Palm*  Md  Vatiitah »••.  3  00 

■•katt  and  Blfgln^  Modini  StDDt-catiiiic  and  MaaooiT $n,  i  50 

how*!  Principal  4wd«  o<  Wood 8Ta,  j  50 

■oadwlckar'i  Oiapbk  Statlei  with  AppUcatlona  to  TniMM,  Beama,  and  Ardui. 

. , .  iBmo.  nMiroeco,  3  00 

Shaapl  6  jo 

Law  ol  OiantionafodiminafT  to  ConMroctloil  In  ITinlnnriin  and  Artht- 


Law  of  Contiaeta. . 

Woad^  SaitlNa  CoatinL 

VooOhwT^  Fin  Protactlon  of  MlUi . . 

Wofwator  and  AtUoMn't  8maU  Hsapitik,  EctabBabiDant  and  Hainlanancc. 

SoCKMtiaDi  far  Ba*pitai  AretaltMtvra,  with  Plana  fo(  a  hnan  Ho^ltaL 


Xha  Vorid**  ColombUn  Bipoalllan  of  1B93., 


ARMY  Aim  RAVT. 

I  am(*ataaaPowdai.inti»<allalaia.aod  Um  TbaofT  of  tba  C< 


•  TmMIw  on  Uw  HlMaiT  Law  of  DnUad  » 

DaBnak^CamrrOatpoatDatlaa.    (Can.)... 
Dtoti^SoUIw'*  Vint  lid  Handbook 

•  Dndca'aHodaniFiaacliAitUluT 


•  Drit^  Handbook  of  Ughl  Aimuj 

UmIw^  Modwtt  Htfi  Bipk)dT*a 

•  flibiffrt  Tait-book  on  PlaM  PottUcatton. . 
HaalltoD'iTliaOninat^Catadilani 

•  BoS^  Bkmantaty  Raral  Tactka 

tagaUi^  Handbook  of  Pnblama  In  Dlncl  Pin. . 


•  KdRB^  Attack  of  Portlflad  PlacM 

•  BlanMnti  of  dia  Art  of  War. 

■Mcalfi  Coat  of  Hanotactnna— And  tlu  Admlnlitiatlan  of  Wotkabop*.  PubVe 

and  Print* 


Digitized  bvGoO^^IC 


•  MalpA  hudMl  Kuliia  Somjliii 

PowalTiAcnTOdkar'cBiamliMi 

ihwpt^ Aft  at  BbMMIiw  Anntaa  In  Wu. . 

•  Walka's  Laetsns  on  Bxpwana 

•  WbMlM*!  Staca  OpanttoM  aol  H 
mathn*^  AMisnwnl  «<  lUBtuT  I««- ■ 


Ass&mio. 

IMchn^  Piacllul  laRnGtlau  In  QBantttBttn  Ai 


OHMMOiri  Rotw  on  tb*  TTMtsunt  o(  Gold  Ora . . 


ASTROHOIR. 


*  Btowntnc^  iDtMdnctloD  to  tiM  Kanr : 
Bni«huk«P«nS«ll'iltunMla(Drt«niilBMl**MlaMalocT •*» 


Digitized  bvGoO^^IC 


tidauwB'aliitiadactloii  toCbamlealPrapuitloiw.    (bonkp.) limo, 

fklclMt'i  Pncfieal  Initractloa*  In  OnuitltatiTi  imKjbiM  with  tlu  Blowpipe 
lamo.  nuracco, 

Vowln*!  8«wii*  Wciki  Aiuljwi lana. 

mnnliu'i  Kuinal  of  QaaHtatiT*  CbMnkal  AoAlrrii.     CWalk.) Bm,    i 

lIuiulo{0D>lItatinChamiMlAiiatT>i*.I'utI.I>aKriv«iT«.(W*Ui.)BTO,   3 
SyiMm  or  Inatnctlao  In   Onantltatln  Chamkal  Anaijrii.     CCohn.) 

rnntw't  Water  *Bd  Public  HMltb lamo. 

fonnan'i  **"'"'  of  Practlcil  Aaajlnc 8vo, 


OUTiOuuidFBaiAiulT^forSuiiuan 

'       nDalirPnctiH.     (Woll.) 

(Muid*!.).. 


■      I  ■>  »■  WT  lUmMl  to  BtuJmti 11 

HnBMiMn^  T«xt-book  of  luorguiic  ClMiaM>T<     (Coopra.) I 

Tnl-book  of  OrfBnlc  Clwmifti7.     (Talkn  uid  Hott) 8td,   a 

**     TiiVrT''T  "*— -'  'J  >W)— .'r  fn.^...L.i.y     (Wallur.)- 11 


.  JadMn*!  DlnetloDi  for  Laboratorr  Work  In  Pbr^loilcal  C 

Kmp'i  Cut  tioo 

LaMWunnI  of  QuntltatlTC  Cbamlcal  Analytla 

bodMMT^  SpsCtraiB  AnalnU.     (Tlncla.) 

Taicr  rnhn^  Practical  Uiinaiy  Analyila.     (Lanni.). 

AppUeatloD  of  SoDif  Oanaral  Raactlant   to  InroMicatloaa  la  Organic 

ChcinistrT.    (Tlnjle.) 

Laach*!  Tha  In^octton  and  Analfila  ol  Food  with  Spacial  Rafataoca  to  Stata 

ControL 

LSViBlactralT^andBlactnaTiitlkediolOriaalGCampaiuult.  cLorcni.)  lamo.   i 
Lodca'a  Rotaa  on  AMafing  and  MataUurfieal  LaboiaUiT  Eiperinwiti. . . 

Lnngc'a  Tecbno-cbamical  Analyus.    (Cabn.). i 

MandaTt  Bandbook  for  Bto^cliamlcal  Laboratotr i 

•  KMiA  LabontotT  OaU*  to  OMttattra  Inalnia  with  tha  Blow^pa . .  i>mo, 
Haaon'a  Watar-aapp^     (Conildaiad  Piincipallr  from  a  Sanitair  Standpalnt} 

3d  Bdltlaa,S««iltt*n .--- 

BouBlnaHoD  of  Watar.    <ClMmlcal  and  Bactailabiciaa.) ii 

lUtthswa'a  Iha  Teitila  Fibraa. 

Harai-i  DotanuinatloB  of  KwUclaa  la  Caibon  CompounJa.    (Tlncla.).  .13 

IBiM(**BlamaalarrTait-booko<ChomiBlT7 13 

Halving  OntBnotfTlMMr^'SohitloD  and  in  Sefolla 13 


A  Id  Oue-aocar  Factorba i6mo,  mora 

d  for  the  IdoDtiacatioa  of  Pure  Organic  Compaunda. 

Vol  L Urge  8vo,    ■ 

O'Bllo^  LubontoTT  Oolda  in  Chemical  Analriii 1 

(fMaeoira  Rotai  on  tb»  TnalmaDlof  OoMOm Bn>,    1 

OitwaU'a  ConfHiatfon*  on  Chemlaliy.     Part  One.     (RamuT.)     ([a  prat.) 
*P«nll«U*B  aoM  on  DatanniiiatlTe  WDanlogj  and  Record  of  HineraJ  Teata. 

HMM^  Tlw  Alkdolda  and  their  Chemical  Coutltatlon.    (BIddla.) Sra.  s 

Hnnar'i  latroductioa  to  Organic  Cbernktr?.    (Autan.) lamo,  i 

Poole'*  Calorillc  Power  of  Fneli tn,  3 

Praacott  and  Wlnalow-a  EiemeDta  of  Water  Bacteriolocj.  «tth  Bpadal  fiiftr- 

anceto  Sanitair  Water  Analraia. (MM,  i 


sdbvGoO^^lc 


•lt«Ug^Oald«toPiM*^T*iiiC Bw: 

RIcbuda  •■<  Woodoua'i  AiiiWatar,  uid  Food  tram  ■  SaaltUT  Standpoint.  8ti 
Bkhaidi^Coitsf  UriocMlfodllMbTSuihatTSckiic* »rai 

Cott«(Fes4  •  Stodr  la  DUtniM lam 

■  Kkbudi  and  WilBami^  Tlu  DMarr  Compoter 8vi 

<D  Ilotaa  npoD  Inanaok  CbaaMrr.    (Part  L- 

Hon-matalUc  "' ^  '  "- 

Rlckam  and  Hllln^  1 

Hidul'a  Sawaca  and  tlu  Bacttrlal  I 

CUofBction  and  tba  Ptuhl  latton  of  Pood.. 
RJna^i  EtamflnlAJT  Haimai  for  th« 
Roitoaki'E  Sarum  biaxnoiii.     (Balduao. 

Rud(liaii,a'a  Incompatibllltiaa  In  PrsicilpllDiit.. 

bUn'i  Indiutrial  and  Artlatk  Tachnolocr  of  hinia  and  Vamhh. . 
aalkowikl'i  PbrdDloctcat  and  Palbolo^eal  Cbantury.    (OmdorS.). 
Bctilmpl'a  T«it-b<wk  at  Volomatrh  AuQriia 


*  DaaeriptlTa  Oaaarml  Clmmlatty 

Traadwalra  QnaUlatlTa  AnalTila.    (HalL), 

OnantltatlTa  Analriia.    (H^) 

Tnmuara  and  KnaaalTa  Pi ' 

Tan  DeraDtar^  Phrakal  Chamhtry  for 

•  Walke'i  Lacloraa  on  Biploalna 

Wuhloaton'a  HanuBl  of  the  Chemical  Aiulyais  dI  Rocks. 

Waaaamann'i  '"■""■"-  Sera:  Banwlrrinai  CTtotodna,  and  Prcelpltlna.     (Bol- 

duao.) inao, 

VaOa'i  LabaratoiT  Gnide  In  QualiUtiTe  Cbemlcal  Anatyali. Sra. 

Short  Couraa  In  looiiBnlc  OuaUtatln  Chamlcal  Analrait 


CIVIL  ENOIHBBSIBOw     . 

BRIDOBS  AHD    SOOYS.      HTDRAULICS.      IUTBBUlLS   09 
RAILWAY  EHGIKBBSIK. 

Bakcr'l  Enginaara' finrrartiif  Inatniaenta taa^, 

BLibr'i  Graphical  CompatlDc  TaUt hpar  i«tXa4t  iuliaa. 

■•  Burr*i  Ancient  and  UodamBnfineailacaBdthelMhmianCaiiBL     (Poana^i 

»  csnu  ndilltionaL) Bra,  nit, 

CoDutock'a  Field  AitroDomT  for  Bncinaaim. 8n, 

Davla'a  ElaTatlofl  and  Stadia  Table* Sn. 

KlUatfi  Eniineenoi:  for  Land  Diainace lano. 

Practical  Farm  Drainage tamo, 

rolwan'a  Sawence.     (Deucnlnc  and  Katateoanca.!. Sto, 

Freltac'a  Architectural  Eailxaerinc.     ad  Bdldon  SawiliiM 8tD 

French  and  iTaa*!  Staraotomj 8*0, 

Ooodhua'i  Ituiircipal  Impniainanta lamo, 

Onodrich's  EcddodiIg  Dlapoaal  o(  Towna'  KaAiaa Sra, 

Oore'aElemBQtaatQaodan Srot 

Harford'a  Teit-book  of  Geodetic  Aatronomi 8t 

Barlsc'a  Ready  ~  " 
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Johniorn  {J.  B.)  Tlieorj  and  Practiee  oi  S> 

iohUKii*!  (h.  J.)  Sutlci  bj  AlKcbink  and  Gnphie  Hctlioda. 8*1 

Laplua-i  PhUoMphlul  Bnar  oa  ProbkbUitlW.     (Tmcottmni  BBoty.}  im 
Mahul  Tnalin  aa  »Tfl  BoflaMtlas.    (iSri.)    (W«od.) »n 


Hwilmu*!  XkmoM  of  Pndta  9t 


Oi'M'iBnmlhrifn. lamo,  a  00 

Futon's  TrwflM  oa  CM!  Bo^DMriat •is  taalf  iMther,  t  so 

K— i*!  TapcfffMolDiawtinwid  ak«l«Mm 4tD,  s  oi 

UtMhStwMaandthaBKtalalPBfUeatlgaafSmrMa B*v.  3  S" 


■]  irf  TofoanpUcK]  Dnwlox.    (MbWIImi.).  . 


fi9lorandniomfaaal&«ctlwanCaBcnt«.Pl«w*adRalnfs(M4L    (ImprMt.) 

*  Tnahriu**!  dill  BaslaaCT'i  Pockat-boak iISbo.  auKoccO)   s  <n 

Walt^  Eactaaatlnc  an!  AicUtacttttal  JoritinlaMa. Sra,  600 

BliMp.    6  M 
Lnr  of  OpKatioB*  PiaHaiidafy  to  CiaiatiaetlcKi  ta  BasiDMrioi  >^  Andri- 


Iaw  «I  CuutiBbli. . 
Wrtb'i  ProUvna  ta  tka  Cm  *Bd  Ujartawat  of  S 


Bhw,    5  SO 


ncnphk  Bamrtnc tra,  g 

BRIDOES  ABD  ROOFS. 
lalwV  PiBctkal  Tnatiia  oa  tha  Coaatractlon  ol  Iroa  Bl^war  BiidCM.  .8*0,   i 


ft)  w-Vf  MTT^'-tft  ■>*  ttnjin-^nj,    TaL  n. Biaall4ta,   10  ao 

M«Mr*a  n«atta  VB  Voadan  TraaOa  Bri4ffaa 4to,   s  00 

fWrhrt  Crtte^^am  I^bcwi  tor  Plan 8*e,  a  50 

OtdinaiT  Fauadatlou. Sro,   j  50 


Archaa  In  IFood.  Inn,  and  Stana Bra, 

Bmra'i  baatlaa  on  Archaa Sn 

"IT'I-  f'fl-ll-"  -'1       II'    —    '      "-    ' Sto 

JnliMnn.  Bmn,  and  Tarnaaun'a  Thaarr  aad  PncUc*  to  tha  Badniiic  ol 
Hodara  Vtamal  Stnctona. Smdl^lo, 

■anlilMa  ta*  Jtabj't  Tot-took  on  Raab  and  Bridfaa: 

FaitL— StnaanlnSlnvkTraaaa Sve 

Part  IL— OnpUc  Statka >to 

Part  HL— Bridca  Dadan-    4tb  Editlan,  Rawiittan Sn 

Pan  IV.— Hl(bar  Sbuctana. Svo 

■ottooa'a  HampUaBtidia. 4ia. 

WaMalTa Da PoaUboa. a Pockat-book for Bildca  EacinaMi...ifimo,  moncca 


Wood'aTnatiaaaateTbaorTof tbaCoaatnctlonofBiUcaaaadSootl.Bva,  : 

WiVifa  OaM^ng  af  Diawapvati 

Part  L  — Pkta-flrdai  Diaira S*o.  3 

Put  lL—BlTata<-traH  ani  PIn-aoonactad  LoDcapaa  Dram B««,  i 

Tw«  fmV  la  oDa  nloaa **>•  J 
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HTDRAinJCS. 
Butn*!  BitatfanaiUi  nfM>  tb*  Contnetlrai  ol  tha  UoU  V^  Inoina  from  ai 


a  «(  Hmh  V«1kHt  el  Water  In  Opan  Channoh. . . 

OaOa^  OnfUm  SolntloD  al  HTdnnllc  PioUum i 

ntotPawar imAi   j  <> 

ItbalTa  Watai-r>**(. Sro,  s  a 

iMrtM'tWBtwaiidPBbBeBaaWi lanao,   i  s 

Waur-AknttaaWoika lamo,  a  » 

Baiillllllil  and  Kirttar^  Oaoaal  T la  foi  tha  UnUam  Ito*  •!  WaMI  in 

Rtaan  and  OAar  Chaooala.    (Hariog  and  Tfaatwbw.) Ivo,  40 

Eaaaa*!  lUtatlon  rf  PobBc  Watar^apvlT Bto,  j  o 

Bailakanra  Ta«*»  aat  Tanto  tar  TaUr-worki Ito,    a  9 

ta  Ml  On  Canyhig  CaracHr  al  Uisi,  UrMad,  natal 


pcdnt.)     3d  BAtlga.  RawtUtta  . . 

Maiiliiiaii'a  Tiaallii  nn  Itiiliaiifci     ptb UUeai Rraritlaa Sre,  s  <>» 

•  MkUa^  BlanwDti  of  Analjlkal  ii«fii«ii|i^ .Bra,  4  oo 

8slM)lai>  SMarroln  for  Iiilcatlon,  Valat-power,  and  Donuatle  VataP- 

■Dpplr Laita  B««,  5  so 

uandWatI*>ImproTCmaiitolBlTai«.     (PoaL,  44  c  addltloiMl),  4to,  60a 


Tatar-aopplroftliaCitTof  Haw Torkfroa  1658(01805 4tD.  10  a 

VaMach'aBydnnBcaaiidHTdnaBollMon.    (DaBola.) Bro,  s  •>■ 

WDaoa'a  lUnttal  o(  Iniiatlon  SotlaaariDt ftaaU  8*0,  4  oi 

Worn  WladnU  aa  a  Prima  Xorar Sto,  3  01 

Wood'tTnrUDM Sro,  a  ji 

Bbmanti  of  Analjtleal  Kaebaalea B*0,  3  01 

■ATERULS  or  BHODBERnrO. 

BBka(*a  Tnattaa  ^  Maaocry  Cooatniellan Sro.  S  01 


■a  Daltod  StUM  PnbBc  Worka 0Uonc4lo.  5  <• 

nd  TiMoty  ol  Straetoraa. Bto>  ts 

«  «d  tho  Hatwlal*  of  BoilMarini.    Mi  Bdl- 

tjnuft  BlgbMuy  CoaHractlon. . 

Da  Bok'a  Mathanlci  of  'fncl"i>ii'<"r      VoL  I Smalt  4to,  ?  5< 

Jokoaon'i  Hatailak  of  Conilnicllon Lain  8^0.  &  oi 

Fovlai'i  OrdiDair  Fonadationi. Sto,  3  s- 

Kaap*!  Caatltoo Syo,  1  gi 

Lania'a  AppUad  Machanka 8to>  t  s> 


!!■  I  llTi  ERoHB  for  BoiMlng  and  DacoratloD 

MBTrimao'i  Teil-boak  on  Uia  Hactianlci  of  Uatciial* 

Stigncth  of  Hatiiuk. 

Hcteatf' I  StaaL     A  llanual  far  SImVohib. 

Palton'aPracticalTieatiggonFouiidatioiia. 

Rjcber^  Budbook  foi  Building  SupniDtendaoti  oI  ConatnictiDn. 
BockvalTa  Roada  and  Panmanti  in  Franca. 
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SaUn'i  Indutrlal  and  AniMic  TKhnolocj  of  Paints  and  Vamlih Sm, 

aiiiith'i  Hatciiala  of  Kachinn. umo. 

Suw"!  Principal  Specin  of  Wood. Std, 

SpaUlnc'i  HjdrauUc  Cement. laiEO, 

T«it-boak  on  Roada  and  Pavenwnli. nmo, 

Taylor  and  Thompaon'a  TreatiH  an  Concrete,  Plain  and  Selnforeed.     (/n 

nontDn'i  Halerial*  ol  Snclneerinc.     3  Parta. , 

Part  I.— FoD-metaHlc  Hatariala  of  Bo^lDMrliii:  and  MttaSancT'  -  - 

Part  H— Iron  and  Steel 8»o.    ; 

Part  HL— A  Treatiae  on  Braiaa,  Broniia,  and  Other  AUor*  and  tb^ 

Conatitnenla. 

Thnnton't  Text-book  of  tbe  Hateriala  of  ConatnKthiD 

TUlaon'a  Street  Panmeata  and  PaTlne  Hateriala. Sro, 

Waddalfi  De  Pontibua.     (A  Pocket-kook  f or  Bridte  Enclaeen.).  .i6mo 

Spcdflcatieaa  for  9lcel  Bridcea. 

Vood'a  (De  V.)  Treatiae  on  the  Beaiitance  of  Hateriala,  and  an  Appendix  oa 

the  PraaamUon  of  Timber Brs, 

Wood'a  (D«  V.)  Elements  of  Aoatytical  Hechaolca. 

Wood**  (K,  P.)  Knstleia  Coatings:    Corrosion  and  ElectroMaof  Iron  and 

Steal. 

RAILWAY  EITGIHEERIITG. 

Andrewa's  Handbook  for  Street  Railway  Eii|ineen 315  inchss.  morocco, 

Berc'i  Bulldlnca  and  Stmctorea  of  American  Raiboads 

Brooka'i  Handbook  of  Street  Railroad  IdcatlDD i6ma.  mc 

Butts's  Civil  Enciceir's  Field-book. tfimo,  rac 

Cmndall's  Tranaltion  Cuna i6mo,  nu 

Railway  and  Other  Earthwork  Tables 

Sivson's  "Enjlnaerine"  and  Electric  Tractioo  Pocket-book.     il^o.  mc 

I>redce'>  Historr  of  tlie  PeonaylTania  Railroad:  (iStq) Paper, 

«  IMokei'i  Tuonelini,  Eipknire  Compouadi,  and  Bock  Drills,  4(0,  half 

Fishei's  Table  of  Cubic  Yards Cardboard, 

Godwin's  Railroad  Enalaeers'  Field-book  and  Explorers'  Ouide ....  i6mo 

Howard's  Transition  Cnrre  Field-book iSmo,  mc 

BudsoD'a  Table*  for  '*''>"''*<  "c  Uu  Cable  CoalCBta  of  Eicarations  an 

Holitor  and  Beard's  bonnal  for  Reudent  Encineers. 

Hoale's  Field  Ksnuol  for  Railroad  Encineers. ifimo.nu 

PhUbrick't  Field  Manual  for  Eniioaers. i6mo,mc 

Soartea's  Field  Enf Ineerin^, ,-.---. tCmo, mc 

Roihoad  Spiral. i6ma,  nu 

Taylor's  Prlsmoidal  Formulw  and  Earthwork. 

■  Irnutwine's  Method  at  Colenlatia*  the  Cubic  Codtaata  o(  Eieayatloas  and 
EmbaoicniEats  by  the  Aid  of  Discrams.  ................... 

The  Field  Practice  ol  Lsyinc  Out  Circular  Curres  for  Railraadi 

Cro«-aectlon  Sheet ^aper, 

Webb's  Railraad  Construction,     ad  £dillan,Re*ritlen. i6mo,nui 

WFUiogton's  Economic  Ttkeory  of  the  Location  of  Railways Small  Btd, 

DRAWIHO. 
Barr'B  Kinematics  of  Machinery. Svo, 

•  aactletc'i  Mechanical  Drawiuc 

•  '■       Abndted  Ed Sro, 

Cookdce's  Ksnuol  of  Drawlni. ,Sto, 

Coolidce  and  Freeman's  EleOMnt*  of  Geaeral  Draftioc  tor  Hechaoical  Engi- 
neers. . - Oblong  4to. 

Dorley'e  Kinematics  of  Machines 
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BUTi  Taxt-book  en  ShulH  ud  Stu4<nn>  uid  Penpwtlv*. 8to.  a  oo 

lamlion'a  Ekmcatt  of  Uechuucal  Drawloc 8to,  i  s» 

Joofla'i  Moctmu  Dcfti^: 

Part  L — Kinenuticoof  Machiatcr 8vo>  i  S> 

Pail  U.— Form,  Sveocih,  nud  Prapartioni  ol  Puli. Bvo,  3  4W 

HuCarl'i  Elemaat*  of  Dueriptive  Geomctc? .'Sto,  3  oo 

Klnimatlci ;  01,  Pimctiul  Hichuillni 8ts.  9  00 

HKhttnlcal  Diawlnc. 4to,  4  00 

Vtlodt;  Dlagiaau. S*0>  i  B^ 

Hahan'i  Dsacrlptin  QsoBuCrr  and  Stane-cuning Std,  I  50 

Indditrial  Dnwlnc.     (ThompMii.). Sro,  3  go 

Horar^  DncHptlTe  OKmctrr.     (M  pnu.) 

Reed*!  Topocnphieal  Dnwina  and  Skatchinf 4to>  S  Mt 

Reld'a  Couth  la  llaclMDlc«l  Dnwitit. 8«n>  3  oo 

Teit-baobollIecliwilcalPrawiDsaDdEleawBtaiTHachlneDaslcii  -<*o.  3  00 

Robinaon'a  Principlsi  of  MecbaaiBm. Bvo,  3  00 

Sdinnib  and  Haniira  Elamenla  of  HBchanlon 8*o>  3  00 

Smith'*  Hanual  of  Tt^Minphlul  Dnwiac.     (HcHiDao.) Sto.  190 

Vacno's  Ekmcnta  of  Plane  and  Solid  Fr»-hand  OcDmetiical  Dnwlni . .  lamo,  i  o« 

Praltios  Initramenta  and  Operationa. iinu,  i  ag 

KBinal  of  Blamtatary  Projeelioo  Viawint. inn*,  i  so 

Manual  of  Etaaunbur  ProUwni  in  the  Un«u  Panpectin  ol  Facta  and 


Plane  Pioblema  In  HemantarT  OBom«tt7. . 

Primarr  Gcometrr. 

Elanicnti  ol  DeicriptlTe  OeomeliT.  Shadoli 
Oanetal  Problem*  ol  Sludc*  and  Shadowi.. 


Whelpkr'*  Practical  Initnictlan  in  the  Art  ol  Letter  EniniTlnf 1 

Vilaon'*  (S.  U.)  Topopaptiic  SurreTinc 

Wiban'i  (V.  T.)  Free-hand  FenpectiTe 

Wltaon'e  (V.  T. )  Free-hMiiJ  l«tMrin<. 

WooU '1  Elemeatarr  Coune  In  Deacriptire  Oeometrr Laria 

ELECTHICITT  ABD  PHYSICS. 

AnthocT  and  Bracketl'*  Taxt-book  of  Phriice.     (Uagie.). Sma] 

AntbonT'*  Leetsie-notea  on  the  Theorr  ol  Electrical  UeBiunineute 

Benjamin's  Higlorf  of  ElecGricily. 

VolUic  CelL 

Cli»ea'i  QuaaCitaCiTe  Chemical  AnalTiis  b;  Electroly*te.     (BoUwood.). 

Crebore  and  Squier's  PoUuiiine  Pholo-chronogreph. 

Davwm'e  "EoEineering"  and  Electric  Traction  Pocket-book.  .  iCmo,  moi 
Dolezalek'i    Theai;   ol    tbe    Lead   Aceumulitar    (Storage    Batter;).     (Von 

Ende.) 

Duhem'e  Tbermodynamici  and  Cbcmlttcy.     (Btirgoa,). . 
Flalher'B  Djinamometeri,  and  the  HeaBuremenl  of  Power. 

Gilbert's  De  HagOEte.     (Hottelay.). ...Bvo, 

Hanchett'i  Alternsling  CuneolG  Elptaiaed limo 

Holman'a  Preclaion  of  Ueaauremenla. -.-.-.-_.- -  .Sto 

Teleicopic  HIiroi-Bcalc  Hethod,  AdiustmeDti.  and  Test*. Large  Svo 

Landatter's  Spectrum  AoaljiiL    {Tingle.)...,.,. -Sto 

Ld  ChnteUei'*  High-lampentnie  Meaaureaienis.  (Bondouaid — B>irKm 
LSb**  Elacnoli^  and  BlBCtroaTnlhai*  ol  Organic  Com] 
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■LTMt^TnkdMODBlMtnnnaciMHGVbcnoiDWi*.    Toli.LiiidtL  8n,«ub, 

•  UchlB.     Elasenti  of  WaM  HottoB  BalUbs  tD  SooDd  ud  Llcht Sro, 

nUndafi  nKDUtUT  TfMtlM  on  Xketrie  BMMfi 


ffh^  Btomnti  o<  Uw 

IVMtIn  on  Ui*  IDIItur  I««  ot  UalMd  AiMm.  . 


Id  ArchlMclan]  Jnlnnduc*. 
Law  of  Opantloni  Prenmliu 


Lawef  Contraeti. . 


HJuinFJurrDRBs. 


Kmp'»  Call  Iron. 

Lwcb'a  Tba  InvMlian  and  AnaUrii  af  rood  with  Sv 
CoatroL    (/■>  prvparaKsn.) 

MtttlhewB's  The  Teitil*  FibrM 

JbtcalTf  SimL     k  Uannal  [oi  Stnl-oHn 

IbtcMiW*  Coct  of  HaaofactacM — And  Iha  AdnJnlrtfatkui   of  Workibopt, 

PnbUc  and  Pri™te 

lbr«'>  Hodani  LocomoUn  Constnutlan 

Hana'i  Calcnktiona  Dwd  In  Cana-ancu  Factorie*..., 

•Ralilc'l  Ooida  to  Pteu-dTelng Sns  1 

BaUn'i  lodoatrlal  and  Attlitic  Taehnolocr  of  Pabti  and  Varnlak 8td, 


^Cbeii)ira...i4ino  motocco. 


k  tor  Cban 

kfOT 

Ta^or  and  Tlxim] 

nantoa'a  Uvma]  of  Staam-bolteni  thab  Dadcm,  CoDnracfloa  and  Opara- 


tion. 


•  Wa1ka*9 1-ocMTM  OD  Bxploaina . . . 

Tnt^  American  Foandrr  Practlca . . 

■otddat^  Tut-book 


Digitized  bvGoO^^IC 


D«TViIotrodactloiitstlHLa0ca(A]c«bn 

•  Dktaoo'i  Cotlni  Alfibn 

•  Aniwtn  to  SlelnoD-i  Collaci  Alsabn 

u  ThwnT  of  Altabnk  S«aatlaiia  . 


•  Jobnwn'i  (J.B.)  TlUH-placi  Lofuiltunlc  Tibia:  V«l-pock«  liii .   pain 

•  Xoaatad  an  ha«TT  cardboud.  S  X  la  Inshi 

ineoplwl 
Johdun-I  (W.  WO  EUratntirT  Trutiie  od  DlflartDtUl  Calcnlul . .  .SiuU  Si 
Johawn't  <W.  V.)  £l«iu&tiuT  TchUh  an  thi  Intic"!  Cakuhu.  .SmdlSi 

JohdioD'i  (W.  W.)  Cum  Tracing  in  Cartniui  Co-onUnaU* titt 

JobunD'a  (V.  W.)  Tiutue  on  Oidimu}  and  Paitlal  DlflsniilU]  Equatioi 

SmsUSii 

JohnioD'a  (V.  V.)  Thsotr  of  Errora  and  ttw  Ilcthod  of  Leait  Square* ,  .iia 

•  JohnxHi'i  (W.  W.)  Thiontical  Hccbanica tin 

Lwlaca'i  Phlloaophlcal  Baaar  en  Prsbabllltlea.     (Tmaeott  and  Emorr.)  iis 


TritooomatiT  and  Tabln  pabUabod  atpuatolr. 


HECEABICAL   ESOIlfEERinO. 

OT  XBOIMSEXIir&.  STRAH-BHODnES  ARS  BOILBRH. 
'i  Fort*  Piaetlc* . . 


Batdwin'i  Stsam  ^Jf  H"t  for  BolUini* 

Barr**  gln*inatlc*  Ot  lUcUnanr 

•  Bartlatt**  JUchaulcal  Diawinf 

•  "  I  u         AhrfdgadEd., 

Basjandn'a  VrlnU**  and  Sadpoi 

CarvantBi'*  Sipailmantal  Snclnverlnc 

TlMrin(  aad  Tantllatlns  Bnlldincl 

Cut'*  Smoke 


Small  Sto,   4 

Bto,    paper,    i 

r  HKhanical  Eo- 
ObloDC4tc),    1 
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Bairt  Car  iDbrieatlMt. . . 

■nlnc^  RMdr  RafMww*  Tahla  (Caatwilon  Paetoi*) 

BsttoD'*  na  Om  Enitea 

Ja.jaaaa't  Vechanical  Dnwlns -.-.,.-.  ^ ...,  - 

JoBM*!  Michina  Dwifn: 

Part  L— Klaamatka  el  KacMnefy 

Partn. — PBim.  Streoftfa,  and  Propottkiiia  ol  Paito 

Can^aHeehanlcalSnfinan^Poekat-book 
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